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MnO3 perovskite catalysts for NO
oxidation and NO2-assisted diesel soot removal†

Verónica Torregrosa-Rivero, Vicente Albaladejo-Fuentes, Maŕıa-Salvadora Sánchez-
Adsuar and Maŕıa-José Illán-Gómez *

The activity for NO oxidation and for NO2-assisted diesel soot removal of a BaMn1�xCuxO3 (x ¼ 0, 0.1, 0.2,

0.3) perovskite-type catalyst has been tested by Temperature Programmed Reaction (TPR) and isothermal

experiments at 450 �C. Fresh and used catalyst characterization by ICP-OES, N2 adsorption, XRD, XPS, IR

spectroscopy and H2-TPR was performed. Results showed that: (i) manganese is partially substituted by

copper in the perovskite structure leading to the formation of a manganese-deficient perovskite with

a new hexagonal structure, (ii) in BaMn1�xCuxO3 catalysts, manganese seems to be mainly Mn(III) and, as

a consequence, the amount of oxygen vacancies increases gradually with the copper content and (iii)

the presence of copper into the perovskite structure enhances the reducibility of the catalyst and

increases the mobility of lattice oxygen. BaMn0.7Cu0.3O3 is the most active catalyst for NO2 generation

and, consequently, shows the lowest T50% value, the highest CO2 selectivity, the best performance

during TPR cyclic experiments, and the highest soot oxidation rate at 450 �C. This behavior is a result of

the enhancement of the redox properties of the catalyst due to the replacement of Mn(III)/Mn(IV) by Cu(II)

in the perovskite structure.
1. Introduction

Perovskites are ceramic mixed oxides with ABO3 structural type
formula, wherein A is the larger ionic radius cation (around
three times larger than B) and 12-oxygen coordinated, while B is
a smaller and 6-oxygen coordinated cation.1 The ideal structure
of these mixed oxides is cubic, following the rA + rO ¼ O2(rB + rO)
ionic radius relationship. However, most of the solids with
perovskite structure do not follow this equation, and for this
reason, Goldschmidt2,3 introduced the tolerance factor t
parameter, which is dened as: t ¼ rA + rO/O2(rB + rO). The t
parameter establishes that the perovskite structure is allowed
when tolerance factor is between 0.8 and 1.1, although a dis-
torted or non-ideal structure is formed when the t parameter is
different than 1.

Magnetic and electrical properties of perovskites have been
widely reported2 but also, catalytic properties have been
explored.4,5 Up to the present, it is accepted that the catalytic
activity of perovskite oxides depends on the nature of the B
cation.6,7 Thus, the fact that 90% of metallic elements can form
stable perovskite oxides but also the possibility of modulating
the physicochemical properties of the solid, such as oxygen
mobility, specic surface area, redox behavior and so on, by
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selection and/or partial substitution of the A and B cations,
justies the wide use of perovskite as a catalyst in the redox
processes.8

The rst perovskite catalytic studies in the 1970s were
focused on NO and CO oxidation.3 Aerward, the research of
perovskite-type oxides as a catalyst was expanded to other
processes as hydrogenations, methane reforming, oxidation of
hydrocarbons, photocatalysis and also pollution control reac-
tions.9–17 Libby18 suggested that the LaCoO3 activity for hydro-
carbon oxidation pointed out perovskite-type catalysts as
a promising alternative to noble metal based catalyst for auto-
motive emissions control. In spite of the huge number of
reports focused on this topic, perovskite oxides activity has been
always lower than those obtained for the commercial catalysts
based on noble metals. However, Kim and co-workers19 lately
showed that similar NO oxidation activity as a Pt-based catalyst
can be achieved by lanthanum manganese perovskites.
Considering these results, the application of perovskites for
automotive emissions control aroused a great interest again,
including NO, CO, and hydrocarbons oxidation and NOx and
soot removal.20–25

Diesel engines work with a high air/fuel ratio so, they show
higher energy efficiency and lower pollutants emissions than
gasoline engines.26 However, in diesel engines fuel and air do
not mix as thoroughly as in gasoline engines, and this promotes
the formation of NOx and soot particles, being these the main
pollutants emitted by diesel engines.27 It has been shown that
soot particles are directly related to many human health and
This journal is © The Royal Society of Chemistry 2017
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Table 1 Molecular composition, BET surface area, and copper
content by ICP-OES of the BaMn1�xCuxO3 catalysts

Catalyst
Molecular
composition

Nominal Cu
(wt%)

ICP-OES Cu
(wt%)

SBET
(m2 g�1)

BMC0 BaMnO3 — — 5.0
BMC1 BaMn0.9Cu0.1O3 2.6 2.4 2.2
BMC2 BaMn0.8Cu0.2O3 5.2 4.8 3.9
BMC3 BaMn0.7Cu0.3O3 7.8 7.6 3.7
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environmental problems and, for this reason, the reduction of
automotive soot emissions are mandatory. Removal of soot
from diesel engines is mainly carried out using diesel particu-
late lters (DPF).28 This system retains soot, which has to be
burned increasing the temperature to avoid the lter collapse.
As NO2 promotes soot oxidation, coating the lter surface with
a catalyst able to oxidize NO to NO2, is an interesting method-
ology for reducing the soot combustion temperature.29

In 1995, Teraoka et al.30 compared the performance of
lanthanum-based perovskites and simple oxides for simulta-
neous NOx and soot removal. These authors concluded that
perovskites featured higher NOx reduction activity and soot
combustion rate than simple oxides and also, that the lowest
ignition temperature was obtained for the Mn- and Co-
perovskites. Recently, Chen et al.20 have demonstrated that
LaCoO3 perovskites show higher NO oxidation activity, a key
step for NO2 assisted soot oxidation, and stability against
hydrothermal aging than those prepared with Mn or Fe.

Based on these results, perovskites oxides are being
considered as an alternative to noble-metal catalysts in DPF.
Thus, over the last decade, it has been demonstrated that
partial substitution of A and B cations in perovskites can
enhance the activity for soot oxidation.31 On the one hand,
lanthanum substitution by potassium or strontium allows
obtaining soot oxidation activity close to that showed for
platinum catalysts under loose contact,32 tight contact33 and
also for both modeling or realistic conditions.34 On the other
hand, partial substitution of manganese by cobalt in
LaMn0.9Co0.1O3 oxide reduces soot combustion temperature35

due to the higher oxygen surface concentration of this catalyst
compared with the non-substituted LaMnO3 perovskite. In
this sense, aer copper addition to the La0.8K0.2MnO3 catalyst,
a higher stability is achieved, but the catalyst activity is not
enhanced.36

In spite of the extensive number of studies published related
with the use of lanthanum-based perovskites for soot removal,
rare reports of barium based perovskites for this application
have been found. Doggali et al.37 reported that barium doping of
a LaCoO3 enhanced CO oxidation activity due to a change of the
catalyst basicity. Milt and co-workers21 tested BaCoO3 perovskite
for NOx adsorption and soot combustion, concluding that the
mixed oxide is active for both processes, however, the rela-
tionship between physicochemical properties and catalytic
activity was not established in detail. Gao et al.38 proved that
BaMnO3 formation, by the aging of a Ba/MnOx–CeO2 catalyst
improves the catalyst stability because the perovskite phase
inhibits cerium oxide sintering, being also active for soot
oxidation.

Considering all this information, the aim of this paper is to
correlate physicochemical properties of BaMnO3 perovskites
with their catalytic activity for NO and soot oxidation under
loose contact conditions. In addition, considering that perov-
skite doping with copper has previously shown interesting
results,39,40 it has also been determined the effect of partial
substitution of manganese by copper on the catalysts
performance.
This journal is © The Royal Society of Chemistry 2017
2. Experimental section
2.1 Catalyst preparation

BaMn1�xCuxO3 catalysts (x ¼ 0, 0.1, 0.2, 0.3) were prepared by
a citrate sol–gel method. Ba(CH3COOH)2 (Sigma-Aldrich,
99%), Mn(NO3)2$4H2O (Sigma-Aldrich, 97%), Cu(NO3)2$3H2O
(Panreac, 99%) were used as metal precursors. In brief, a 0.1 M
citric acid solution with 1 : 2 molar ratio with respect to
barium was prepared and heated up to 60 �C. The pH of this
solution was increased to 8.5 by drop wise ammonia addition.
Aerward, the stoichiometric amounts of barium, manganese,
and copper precursors were added to the solution in this
order. Once the precursor salts were dissolved, the pH value
was readjusted to 8.5 with ammonia. The solution was kept at
65 �C for 5 h and later dried at 90 �C for 48 h. The dried gel was
calcined at 150 �C for 1 h and then, at 850 �C for 6 h. The nal
powder was ground using an agate mortar and pestle. The
nomenclature used for the catalysts prepared is included in
Table 1.
2.2 Characterization

A Perkin-Elmer device, model Optima 4300 DV, was used for
measuring copper content by ICP-OES. For this analysis, copper
was extracted by solving the samples with magnetic stirring in
8 M HCl solution at room temperature. The BET surface area
was determined by N2 adsorption at �196 �C in an Autosorb-6B
instrument from Quantachrome. Samples were previously
degasied at 250 �C for 4 h.

XRD diffractograms were recorded between 20–80� 2q angles
with a step rate of 1.5�/2 min and using Cu Ka (0.15418 nm)
radiation in a Bruker D8-Advance device.

The morphology of catalysts was analyzed using a ZEISS
Merlin VP Compact Field Emission Scanning Electron Micros-
copy (FESEM) equipment.

The chemical surface properties of the samples were studied
by XPS. XPS spectra were registered using a K-Alpha Photo-
electron Spectrometer by Thermo-Scientic with an Al Ka
(1486.6 eV) radiation source. This analysis was done with a 5 �
10�10 mbar pressure in the chamber. Binding energy (BE) and
kinetic energy (KE) scales were adjusted by setting C 1s transi-
tion at 284.6 eV, and the BE and KE values were then deter-
mined with the peak-t soware of the spectrophotometer.

Reducibility of the catalysts was tested by Temperature Pro-
grammed Reduction with H2 (H2-TPR). These experiments were
carried out in a Pulse Chemisorb 2705 device from
RSC Adv., 2017, 7, 35228–35238 | 35229
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Micromeritics tted with a TCD to determine the outlet gas
composition changes. 20 mg of the sample were heated at 10 �C
min�1 from room temperature to 1000 �C in 5% H2/Ar atmo-
sphere (40 mL min�1, Pt ¼ 1 atm). The H2 consumption was
quantied using a CuO sample supplied by Micromeritics.

Infrared spectroscopy analysis of the fresh and used samples
was done using a JASCO FT/IR 4100 spectrometer with andMTC
detector and tted with a Harrick's Praying Mantis diffuse
reection accessory. DRIFTS spectra were recorded in the 5000–
500 cm�1 wavenumber interval with a 4 cm�1 resolution and as
an average of 40 scans.
2.3 Activity tests

The activity of the catalysts for NO and soot oxidation was
determined by Temperature Programmed Reaction (TPR) using
an atmosphere containing 500 ppm NOx, 5% O2 and balance
with N2, and a gas ow of 500 mL min�1. For NO oxidation
experiments, 80 mg of the sample were diluted with SiC in
a mass ratio 1 : 4, and heated up from 25 to 800 �C, at 10 �C
min�1 in a quartz xed-bed reactor. Soot oxidation activity was
analyzed by adding 20 mg of Printex U (a carbon black used as
model soot), in loose contact in the reactor. For the most active
catalysts, isothermal soot oxidation reactions at 450 �C were
also carried out. The gas composition as a function of temper-
ature was monitored by specic NDIR-UV gas analyzers for NO,
NO2, CO, CO2 and O2 (Rosemount Analytical Model BINOS
1001, 1004 and 100).

The NO2 generation, soot conversion and CO2 selectivity
percentages were calculated using eqn (1)–(3) respectively:

NO2ð%Þ ¼ NO2;out

NOx;out

� 100 (1)

Soot conversionð%Þ ¼

Xt

0

CO2 þ CO

ðCO2 þ COÞtotal
� 100 (2)

CO2 selectivityð%Þ ¼ CO2;total

ðCO2 þ COÞtotal
� 100 (3)

where NO2,out and NOx,out are the NO2 and NOx concentrations

measured at the reactor exit, and
Xt

0

CO2 þ CO is the amount of

CO2 and CO evolved at a time t and CO2,total and (CO2 + CO)total
are the CO and CO2 + CO evolved during all the experiment
time.
Fig. 1 (a) XRD patterns of the BaMn1�xCuxO3 catalysts. (b) Magnifi-
cation of the XRD patterns to identify the shift of the main peaks.
3. Results and discussion
3.1 Characterization of the fresh catalysts

3.1.1 Chemical, morphological and structural properties.
By ICP-OES and N2 adsorption, actual copper content and BET
surface area of the BaMn1�xCuxO3 (x ¼ 0, 0.1, 0.2, 0.3) catalysts
were determined, being the data included in Table 1, where the
nominal copper content of the catalyst is also included. All the
BaMn1�xCuxO3 catalysts show very low surface area values, as
expected for solids with low surface area and negligible porosity
35230 | RSC Adv., 2017, 7, 35228–35238
as mixed oxides with perovskite structure are.1 On the other
hand, the actual copper content of the catalysts is quite similar
to the nominal one (corresponding to the stoichiometric
formula) and, for hence, it can be concluded that the synthesis
method has allowed introducing the amount of copper estab-
lished for each catalyst.

Concerning morphological properties, FESEM images
(Fig. S1 of ESI† shows the FESEM images of BMC0 and BMC3 as
examples) indicate that highly agglomerated irregular grains in
the range of micrometer size are formed for all catalysts, either
without (BMC0) or with (BMC1, BMC2 and BMC3) copper. Thus,
it seems that the presence of copper does not appreciably
modify the morphology of the perovskites.

XRD diffractograms obtained for the BaMn1�xCuxO3 cata-
lysts are shown in Fig. 1a and b. Besides, to facilitate the
understanding of the results, all the phases identied in the
catalysts are also indicated in Table 2. Thus, BMC0 XRD pattern
exactly ts with that previously reported by Cussen et al.41 for
a 2H-BaMnO3 perovskite with hexagonal structure, with main
peaks at 26�, 26.5�, 27.5�, 31.5�, 41�, 41.5�, 49.5�, 52.5�, 53.2�

and 56� 2q values. Additionally, Ba3Mn2O3 oxide (only its main
XRD peak is indicated in Fig. 1a)22 is also identied as
a minority phase. The incorporation of copper modies
appreciably the XRD patterns of the BMC1, BMC2, and BMC3
catalysts compared with that obtained for BMC0. First, for the
catalysts with higher copper content (BMC2 and BMC3), a very
This journal is © The Royal Society of Chemistry 2017
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Table 2 XRD characterization data of the BaMn1�xCuxO3 catalysts

Catalyst XRD phase identication Average crystal sizea (nm) aa (Å) ca (Å)

BMC0 2H-BaMnO3, Ba3Mn2O8 31.8 5.703 4.831
BMC1 2H-BaMnO3, new BaMnO3 38.4 (38.3) 5.698 (5.774) 4.808 (4.364)
BMC2 2H-BaMnO3, new BaMnO3, CuO 43.2 (35.9) 5.695 (5.784) 4.811 (4.365)
BMC3 New BaMnO3, CuO — (33.2) — (5.792) — (4.368)

a In brackets the crystallographic data calculated for the new BaMnO3 phase are shown.
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small amount of CuO is identied as a segregated phase. In
addition, as the copper content increases, peaks corresponding
to the original 2H-BaMnO3 hexagonal structure progressively
disappear and they are replaced by new diffraction peaks at 27�,
31�, 41.5�, 52.7� and 55� 2q values, being these peaks the unique
ones observed for BMC3 catalyst. Shinoda and co-workers43

noticed a similar trend for a BaCo1�xMnxO3 oxides series,
concluding that by increasing the manganese content from x ¼
0 to x ¼ 0.3, the original 2H-type structure changed to a 10H-
type structure through an intermediate state in which
a mixture of the former and a 12H-type structure are identied,
belonging all of them to the hexagonal crystal structure. These
authors pointed out that, by cobalt substitution the amount of
BO6 octahedrons sharing corners was promoted and, for hence,
a new hexagonal structure type was formed. Considering Shi-
noda results, it could be suggested that, in the BaMn1�xCuxO3

catalysts, copper is partially incorporated into the perovskite
structure and, as a consequence, the original 2H-BaMnO3

perovskite structure is progressively modied, thus generating
a new BO6 octahedrons order which leads to a new copper-
perovskite structure that becomes the unique phase for BMC3
(x ¼ 0.3).

Moreover, from the XRD diffractograms, it is also concluded
that copper is partially substituting manganese into the perov-
skite structure. In Fig. 1b, where an amplied area of the dif-
fractograms is shown, it is clearly observed that the position of
the two main peaks of the BaMnO3 hexagonal structure, at 26�

and 31.5�, shis to higher diffraction angle as the amount of
copper increases. A similar analysis has been previously re-
ported in a wide number of studies,46–48 and consequently, the
shi of the diffraction peaks is generally accepted as an
evidence of the copper introduction (totally or partially) into the
lattice. Thus, it is conrmed that total or partial incorporation
of copper into the mixed oxide structure is achieved, and this
fact generates the distortion of the original hexagonal phase
due to the different anionic radius of Cu(II) (73 pm)44 and Mn(III)
(65 pm)/Mn(IV) (53 pm).45

In a previous report from Negas and Roth,49 where the
structural properties of different BaMnO3�x phases were
analyzed, the diffraction peaks of a new phase in the XRD
pattern of the 4H-type BaMnO3 are included. However, even
though the authors did not present specic observations about
this new phase, they suggested that it could correspond with
a manganese-decient perovskite. Comparing the pattern of the
Negas and Roth phase with the new phase detected for BMC1,
BMC2, and BMC3 catalysts, it is concluded that the new
This journal is © The Royal Society of Chemistry 2017
structure corresponds with the proposed manganese-decient
perovskite. Thus, using the crystallographic data included in
the Negas and Roth paper49- and assuming that both structures
have hexagonal symmetry� a and c unit cell parameters, for the
two structures identied in the XRD patterns, were calculated,
being the data included in Table 2. It is observed that lattice
parameters a and c for the 2H-BaMnO3 structure (which is the
phase identied in BMC0, BMC1 and BMC2 catalysts) decrease
as the copper content in the catalyst increases, whilst the two
parameters for the new BaMnO3 phase (observed in the BMC1,
BMC2 and BMC3 XRD patterns) increase with the amount of
copper. A similar effect was found for the average crystal size of
the two structures, which was calculated using Scherrer equa-
tion (Table 2):50 an increase of the 2H-BaMnO3 structure average
crystal size is observed as the copper content increases, while
for the new phase (manganese-decient perovskite), a decrease
of this value is featured as this structure becomes predominant.

Thus, from XRD characterization results, it could be
concluded that copper is partially substituting manganese into
the lattice, causing the distortion of the perovskite structure.
This distortion increases with the copper content and, as
a consequence, a new structure corresponding to a manganese-
decient perovskite is formed, which becomes to be the main
crystalline phase for the highest copper content (BMC3) cata-
lyst. Additionally, the presence of very low intense peaks of CuO
is observed for the two highest copper content catalysts (BMC2
and BMC3).

3.1.2 Surface properties. XPS characterization allows
obtaining information about the surface composition and the
oxidation state of the elements forming a solid up to, approxi-
mately, a 5 nm in depth. In Fig. 2a the XPS spectra recorded for
the Cu 2p3/2 transition of the BMC1, BMC2, and BMC3 catalysts
are shown. Deconvolution of the XPS signal shows, for all the
catalysts, two peaks with BE maxima at 933.5 eV and 935.0 eV
and a shake-up satellite peak at 942 eV approximately. The
peaks position indicates the presence of Cu(II) in all the cata-
lysts prepared, as it is widely reported that the Cu 2p3/2 transi-
tion usually appears above 933 eV for Cu(II).39,40,51,52 In fact, the
presence of the shake-up satellite peak in all the XPS spectra of
copper catalysts supports this conclusion, as this peak only
appears for Cu(II) species due to a charge transfer process from
an O 2p level to a 3d empty level of Cu(II).53

In agreement with previous results,42 the two contributions
observed in the Cu 2p3/2 XPS spectra can be assigned to two
different Cu(II) species: (i) near surface located copper species
(CuS) with weaker electronic interaction with the perovskite
RSC Adv., 2017, 7, 35228–35238 | 35231
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Fig. 2 XPS spectra of the (a) Cu 2p3/2 transition, (b) Mn 2p3/2 transition and (c) O 1 s transition for the BaMn1�xCuxO3 catalysts.

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

3 
Ju

ly
 2

01
7.

 D
ow

nl
oa

de
d 

on
 1

2/
6/

20
25

 6
:4

4:
16

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
matrix or supported copper oxide, that appears at lower BE
(933.5 eV), and (ii) copper with a strong interaction with the
perovskite structure and located in a deeper position into the
lattice (CuL), which corresponds with the peak at higher BE
(935.0 eV). Additionally, in Table 3 the Cu/(Ba + Mn + Cu) ratio
calculated from the atomic percentages determined by XPS
(Table S1, in ESI†) and the corresponding nominal ratio
(calculated from the stoichiometric composition of the
BaMn1�xCuxO3 catalysts) are compared. For copper catalysts,
the XPS ratio is equal (BMC1) or lower (BMC2 and BMC3) than
the nominal one, being the difference larger as the copper
content increases (0.01 for BMC2 and 0.04 for BMC3). Consid-
ering that by XPS only the surface of the solid is analyzed, this
Table 3 XPS characterization data of the BaMn1�xCuxO3 catalysts

Catalyst
Cu/Ba + Mn +
Cu (nominal)

Cu/Ba + Mn +
Cu (XPS)

Mn(IV)/Mn(III)
(XPS)

OL/Ba + Mn +
Cu (XPS)

BMC0 — — 0.70 1.50
BMC1 0.05 0.05 0.90 1.40
BMC2 0.1 0.09 0.80 1.30
BMC3 0.15 0.11 0.60 1.20

35232 | RSC Adv., 2017, 7, 35228–35238
result supports that, as it was previously observed for BaTi1�x-
CuxO3 catalysts,40,42 copper is being partially introduced into the
perovskite structure, agreeing with the conclusion drawn from
XRD data.

For all BaMn1�xCuxO3 catalysts, the XPS spectra of the Mn
2p3/2 transition, shown in Fig. 2b, feature a BE maximum at
641.8 eV approximately. It is well known that XPS is a useful tool
to determine the oxidation state of an element, as the BE
maximum value is straightly related to the oxidation states.
Nevertheless, the assignment of the manganese oxidation states
by XPS is a difficult task, as it has been featured by Dicastro and
Polzonetti54 and also, by Nelson et al.55 Thus, the peak
maximum of the Mn 2p3/2 transition suggests the presence of
Mn(III) and Mn(IV) in all the catalysts. Based on the Ponce et al.
procedure56 and, on the asymmetric shape of these spectra, the
band has been deconvoluted considering three contributions:
(i) the rst peak at�641.7 eV corresponds to Mn(III), (ii) the peak
at �643 eV is assigned to Mn(IV) and, (iii) the peak at 645 eV is
a Mn(III) satellite peak. From the area of the corresponding
peaks, the ratio Mn(IV)/Mn(III) was calculated and values, lower
than 1 for all the catalysts, indicate that Mn(III) is the main
oxidation state for all the BaMn1�xCuxO3 perovskites. Note also
that the Mn(IV)/Mn(III) ratio decreases with the copper content,
suggesting that copper promotes an increase of Mn(III) amount.
This journal is © The Royal Society of Chemistry 2017
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Fig. 3 H2-TPR profiles of the BaMn1�xCuxO3 catalysts.
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Based on the BaMnO3 stoichiometric formula, Mn(IV) has to be
the predominant Mn oxidation state in the catalysts, and an
increase of the Mn(IV) amount would be expected to compensate
the additional defect of positive charge due to manganese
substitution by copper. However, XPS results reveal just the
opposite effect as the Mn(III) amount increases with the copper
content and, consequently, the electroneutrality must be ach-
ieved by the generation of oxygen vacancies, that is, by the
formation of a non-stoichiometric (oxygen decient) perovskite
BaMn1�xCuxO3�d.57 Thus, the highest amount of oxygen
vacancies must be generated in the BMC3 catalyst as it shows
the lowest Mn(IV)/Mn(III) ratio.

The analysis of the XPS O 1s transition brings valuable data
about oxygen species present in the BaMn1�xCuxO3 catalysts
series. Thus, the O 1s transition spectra recorded for all the
catalysts, shown in Fig. 2c, reveal four contributions assigned,
from lower to higher binding energies, to: lattice oxygen (OL),
adsorbed oxygen (O*), hydroxyls and carbonates groups (OH�/
CO3

2�) and adsorbed water (H2O).42 In these spectra, it is clearly
observed that copper introduction promotes the generation of
surface oxygen species, such as adsorbed oxygen (O*) and
hydroxyls/carbonates species (OH�/CO3

2�), since the area cor-
responding to these species increases from BMC0 to BMC3
catalyst. As a consequence, the OL/(Ba +Mn + Cu) ratio (Table 3),
calculated from the atomic percentages obtained by XPS (see
Table S1 in ESI†) and the area of OL peak, decreases gradually as
the amount of copper increases, showing the lowest value for
BMC3 catalyst. In fact, the amount of oxygen calculated from
XPS data is larger than the nominal one and increases with the
copper content. Li et al.58 observed by XPS that A and B cations
substitution in La1�xKxCo1�yCuyO3 catalysts led to an increase
of the surface oxygen groups associated with the generation of
oxygen vacancies. Also, Zhan and co-workers59 concluded that
the increase of the Oads/OL ratio, due to the lanthanum substi-
tution in the LaMn0.5Cu0.5O3 perovskite, indicates that a higher
amount of oxygen defects exists in the catalysts. Thus, the
decrease of the OL/(Ba + Mn + Cu) ratio and the increase of the
surface oxygen peak areas observed for the BaMn1�xCuxO3

catalysts allow concluding that the incorporation of copper into
the structure leads to an increase of the oxygen vacancies42,60

and that the BMC3 catalyst is the perovskite with the highest
number of structural defects as it is expected based on the
analysis of the Mn 2p3/2 spectra. Additionally, during a set of O2-
TPD experiments (Fig. S2 in ESI†), desorption of oxygen (a-O2) at
low temperature (350–650 �C) was observed for all the catalysts.
However, it is worth mentioning that it cannot be drawn any
trend from these proles due to the low amount of a-O2 des-
orbed (ascribed to the low specic surface area of these cata-
lysts). Therefore, these results support that a larger amount of
structural defects have been formed in copper containing
catalysts, as it is widely reported61,62 that a-O2 can be associated
to the desorption of oxygen adsorbed in the vacancies of the
structure.

In summary, XPS data reveal that Mn(IV) and Mn(III) oxida-
tion states coexist in the BaMn1�xCuxO3 catalysts. Besides, the
amount of Mn(III) species increases with the copper content
and, consequently, a higher amount of oxygen defects are
This journal is © The Royal Society of Chemistry 2017
created in the structure to balance out the decient positive
charge generated.

3.1.3 Redox properties. Reducibility and redox properties
of the fresh BaMn1�xCuxO3 catalysts were analyzed by
Temperature Programmed Reduction with H2 (H2-TPR). The H2

consumption proles shown in Fig. 3 present three regions: (i)
a rst temperature region, between 250 �C and 600 �C, where
some peaks corresponding to Cu(II) andMn(IV)/Mn(III) reduction
are detected,60 (ii) a medium temperature region, from 600 �C to
800 �C, where a peak due to the decomposition of surface
oxygen species appears,42 and nally, (iii) a high temperature
region (900–1000 �C), with a peak assigned to the reduction of
Mn(II) to Mn(0).63

Based on this assignment, the most relevant information
related to the redox properties of the catalysts is located in the
rst temperature region. BMC0 prole shows only one well-
dened peak with a maximum at 500 �C. Kapteijn et al.64

studied the reduction of different manganese oxides and
concluded that MnO2 reduction mechanism involves two
reduction processes: rstly, MnO2 is reduced to Mn3O4 and this
oxide is nally reduced to MnO. The asymmetric peak observed
in the BMC0 H2-TPR prole suggests that Mn(IV)/Mn(III) reduc-
tion also occurs in two different steps: below 450 �C, the
reduction of Mn(IV) to Mn(III) takes place, and then, Mn(III) is
reduced to Mn(II).

In the H2 consumption proles of BMC1 and BMC2, two
peaks are identied. The peak with maximum at 350 �C is
ascribed to the Cu(II) to Cu(0) reduction and appears at a lower
temperature than that obtained for a CuO used as a reference.42

This peak shows a shoulder at low temperature that could reveal
that copper reduction also takes place in two steps (Cu(II) to
Cu(I) and then, Cu(I) to Cu(0)).65,66 The peak at 450 �C for the
BMC1 catalyst and at 400 �C for the BMC2 corresponds to the
Mn(III)/Mn(IV) reduction which, for both catalysts, takes place at
a lower temperature than for the BMC0 catalyst. In the H2-TPR
prole of the BMC3 catalyst, it is not observed a clear separation
of copper and manganese reduction processes since only one
H2 consumption peak is shown. Rojas et al.60 observed similar
results for LaMn1�xCuxO3 perovskites, for which the reduction
RSC Adv., 2017, 7, 35228–35238 | 35233

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra04980c


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

3 
Ju

ly
 2

01
7.

 D
ow

nl
oa

de
d 

on
 1

2/
6/

20
25

 6
:4

4:
16

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
of copper and manganese appears overlapped in the H2-TPR
proles. Furthermore, for BMC3 catalyst the manganese
reduction temperature decreases by 200 �C respect to the BMC0
catalyst.

Thus, from H2-TPR results it can be concluded that copper
incorporation promotes the reduction of manganese since the
reduction temperature for Mn(IV)/Mn(III) decreases as the
copper content increases. Tien-Thao and coworkers67 also
observed this synergic effect in the reduction of Co and Cu in
LaCo1�xCuxO3 mixed oxides. These authors justied the
decrease in the reduction temperature of cobalt in the presence
of copper by the formation of metallic copper (which is more
easily reduced than cobalt) during the reduction experiment
which can move toward the catalyst surface and promotes the
reduction of lattice cobalt.

Despite the fact that O2-TPD experiments do not allow to
determine the reducibility of catalysts by itself, it can be used to
obtain additional information about the redox properties. It is
generally accepted61,62,68,69 that desorption of oxygen at high
temperature (beyond 650 �C and called b-O2) comes from the
perovskite structure and it is related with the reduction of high
oxidation state B cations. Therefore, the amount of b-O2 can be
related with the catalyst reducibility. The desorption proles
recorded for all the catalysts (Fig. S2 in ESI†) clearly show a high
temperature (650–950 �C) oxygen desorption peak that comes
from the release of oxygen from the lattice (b-O2). The intensity
of this peak becomes higher as the copper content increases,
suggesting that copper introduction promotes the oxygen
mobility in the perovskite lattice, but also that the copper
improves the reducibility of the manganese. In Fig. 4, the
nominal H2 consumption (mL of H2 per gram of catalysts) ex-
pected if manganese is Mn(III) or Mn(IV) in the catalyst is
compared with the experimental H2 consumption obtained
from the H2-TPR proles. Firstly, it is noticed that the experi-
mental H2 consumption is in between both nominal values
conrming that, as it was previously deduced from XPS results,
both Mn(IV) and Mn(III) oxidation states exist in the BaMn1�x-
CuxO3 catalysts. Additionally, it is noticeably that the experi-
mental H2 consumption follows the same trend than theMn(IV)/
Mn(III) ratio obtained by XPS, thus pointing out that Mn(III)
Fig. 4 H2 consumption (mL g�1 of catalyst) of the BaMn1�xCuxO3

catalysts.

35234 | RSC Adv., 2017, 7, 35228–35238
becomes the predominant oxidation state as copper content
increases.

In summary, the characterization data indicate that
manganese is partially substituted by copper in the perovskite
structure, leading to a new structural order of the BO6 octa-
hedrons which originates the formation of a manganese-
decient perovskite with a new hexagonal structure. Even
though Mn(III) and Mn(IV) coexist in BaMn1�xCuxO3 catalysts,
manganese seems to be mainly as Mn(III) and, as a conse-
quence, oxygen vacancies exist to balance out the decient
positive charge generated by the copper substitution. Both, the
amount of Mn(III) and of oxygen vacancies increase with the
copper content. Finally, the replacement of manganese by
copper signicantly facilitates the reducibility of the catalyst
and increases the mobility of the lattice oxygen of the
perovskite.
3.2 Catalytic activity tests

3.2.1 NO to NO2 oxidation activity. In Fig. 5 the NO2

generation proles obtained for all the catalysts under TPR
conditions are shown. Also, the NO2 prole corresponding to
a 1% Pt/Al2O3 catalyst (supplied by Alfa-Aesar with a BET surface
area of 100 m2 g�1) used as a reference has been included.

These proles reveal that BMC0 and BMC3 catalysts show
the highest activity for NO to NO2 oxidation among the perov-
skites prepared, with NO2 generation maximum values of 35%
at 350 �C and 43% at 400 �C, respectively. It is remarkable that
these catalysts showed only one phase in the XRD patterns and
a higher Mn(III) amount than the other copper catalysts (BMC1
and BMC2). The better performance of the BMC3 catalyst
respect to BMC0, seems to be related with the enhanced redox
properties (higher reducibility and O2 mobility) of the former
catalyst due to copper introduction in the perovskite structure.39

Anyway, the NO to NO2 oxidation activity of BMC3 catalyst is still
far away from the activity shown by the 1% Pt/Al2O3 catalyst
used as a reference.

On the other hand, the activity of the BMC1 and BMC2
catalysts for NO oxidation is even lower than that observed for
Fig. 5 TPR NO2 generation profiles of the BaMn1�xCuxO3 and plat-
inum-based reference catalysts.

This journal is © The Royal Society of Chemistry 2017
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Table 4 T5%, T50% and CO2 selectivity values of the BaMn1�xCuxO3

catalysts and of the platinum-based catalyst used as a reference

Catalyst T5% (�C) T50% (�C)
CO2 selectivity
(%)

Blank 485 589 45
BMC0 390 512 98
BMC1 443 557 79
BMC2 406 548 88
BMC3 394 511 97
1% Pt/Al2O3 344 474 100
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the copper-free catalyst BMC0. For BMC1 and BMC2 two
different BaMnO3 structures have been identied by XRD.
Additionally, their amount of Mn(III) is lower than for BMC0 and
BMC3 and, consequently, a lower amount of oxygen vacancies
are created on the catalysts.

3.2.2 Catalytic activity for soot oxidation. The nal goal of
this study is the analysis of the NO2 assisted soot oxidation
activity of the BaMn1�xCuxO3 perovskite series. This activity test
was carried out under temperature programmed conditions
using an NO/O2 atmosphere and the soot oxidation proles
(calculated considering the amount of CO2 and CO evolved) are
shown in Fig. 6. The soot oxidation proles reveal that all the
catalysts are active as the ignition temperature (T5%) and the
temperature required to reach a 50% of soot conversion (T50%)
are lower than the corresponding to the blank experiment
(without catalyst). This is because all of them are able to accel-
erate the NO oxidation to NO2. Thus, in agreement with the NO2

proles, BMC0 and BMC3 catalyst are the most active catalyst for
soot oxidation showing almost identical TPR soot conversion
proles. It is interesting to highlight that the T50% values for
BMC0 and BMC3 are close to 500 �C and, consequently, these
catalysts seems to present a considerable activity at the temper-
atures of interest for soot removal from diesel engine exhaust.70

To prove that the catalytic activity is directly related to the NO2

generation, O2-soot combustion experiments under temperature
programmed conditions, using a 5% O2 in N2 atmosphere, were
carried out. The soot oxidation proles obtained (Fig. S3 in ESI†)
do not reveal any signicant decrease of the T5% and the T50%
values respect to the blank experiment, conrming that the
activity of the catalysts for soot oxidation is due to their ability to
accelerate the NO2 generation. In Table 4, the CO2 selectivity data
have also been included. As it was expected,39,40 all the catalysts
show a high CO2 selectivity, even though only BMC0 and BMC3
perovskites are as selective as the 1% Pt/Al2O3 reference. BMC1
and BMC2 catalyst, indeed, show a lower CO to CO2 oxidation
activity than the other catalysts. This result was also observed
during the NO to NO2 activity tests, where it was related with the
lower amount of surface oxygen vacancies and with the mixture
of phases observed in XRD patterns.
Fig. 6 TPR soot conversion profiles of the BaMn1�xCuxO3 and plat-
inum-based reference catalysts in NO/O2 atmosphere.

This journal is © The Royal Society of Chemistry 2017
In order to further analyze the performance of the BMC0 and
BMC3 catalysts, consecutive TPR soot oxidation cycles were
carried out using the same parcel of catalyst (the TPR proles
for the consecutive cycles are shown in Fig. S4 in ESI†). In Fig. 7
the T50% values in the consecutive TPR cycles are plotted and
compared with the results obtained for the 1% Pt/Al2O3 catalyst
used as a reference. As it is observed, the value for BMC0 cata-
lyst progressively decreases, indicating the catalyst suffers
a deactivation. On the other hand, the T50 value for BMC3
catalyst slightly drops aer the rst cycle, but remains constant
in the 2nd and 3rd cycle, and even during an additional 4th cycle
experiment carried out for the two most active catalysts (BMC3
and 1% Pt/Al2O3). Finally, the platinum catalyst used as
a reference also features deactivation during consecutive TPR
cycles due to a very likely sintering process, as a consequence of
the high reaction temperature achieved during TPR.71,72 Note
that aer the 4th cycle, the T50 value for BMC3 is close to that of
1% Pt/Al2O3.

Thus, these results indicate that due to the incorporation of
copper into the structure, as in BMC3, the catalyst is not deac-
tivated during consecutives TPR soot oxidation cycles, whilst
BMC0 shows a loss of activity. Therefore, the presence of copper
in the perovskite, in agreement with literature studies of copper
catalysts for the NO2-assisted soot combustion,39 improves the
general performance of the catalysts.

In order to explain the effect of copper on the BMC3 catalysts
performance for soot combustion, the two used BMC0 and
BMC3 catalysts were deeply characterized aer the third soot
oxidation cycle by XRD, ICP-OES, XPS and infrared spectros-
copy. The XRD patterns of the fresh and used samples
(compared in Fig. 8) do not shown signicant changes, so, it is
Fig. 7 T50% values for consecutive soot oxidation TPR cycles.

RSC Adv., 2017, 7, 35228–35238 | 35235
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Fig. 8 XRD patterns of the fresh and used (a) BaMnO3 (BMC0) and (b)
BaMn0.7Cu0.3O3 (BMC3) catalysts.
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conrmed that the structures of the catalysts are stable aer
consecutive TPR cycles, and consequently, the deactivation of
the BMC0 catalyst is not due to a modication of the perovskite
structure. Considering the conditions of TPR experiment, a very
likely shi of copper species towards catalyst surface could be
a feasible explanation.31 To analyze this possibility, the copper
content in the used BMC0 and BMC3 catalysts was determined
by ICP-OES and, also, the surface composition was analyzed by
XPS, being the results shown in Table 5. The metal content and
the surface chemical composition of BMC0 and BMC3 catalysts
are almost identical to that of the fresh catalysts, indicating that
copper remains incorporated into the perovskite structure and
there is not migration of copper species towards the surface.
Fig. 9 shows the infrared spectra recorded for the fresh and used
BMC0 and BMC3 catalysts. The comparison of both spectra
reveals the presence of small bands assigned to C–O bonds of
surface oxygen species formed on the carbon deposit,73 corre-
sponding to un-burnt soot, which are present in the used
catalysts. These carbon deposits remain at the end of the
experiment due to the high thermal stability of the carbon black
used as model soot.73 Note that the intensity of these bands is
higher for BMC0 catalyst than for BMC3 catalyst, indicating
a larger accumulation in BMC0 due to the absence of copper. To
remove the carbon deposit, the used samples were calcined at
900 �C for 2 h in a furnace; however, only a decrease in the
intensity of the bands is observed supporting the high thermal
resistance of the carbon black (Fig. 9). Thus, according to this IR
results, it seems that the BMC0 deactivation is due to the
accumulation of carbon deposits on the catalyst surface, being
this effect less signicant for BMC3 as this catalyst, due to the
Table 5 Copper content and XPS characterization data of the BaMnO3

(BMC0) and BaMn0.7Cu0.3O3 (BMC3) used catalysts

Catalyst
ICP-OES
Cu (wt%)

Cu/Ba + Mn +
Cu (XPS)

Mn(IV)/Mn(III)
(XPS)

OL/Ba + Mn +
Cu (XPS)

BMC0_used — — 0.70 1.50
BMC3_used 7.5 0.10 0.50 1.20

35236 | RSC Adv., 2017, 7, 35228–35238
presence of copper, shows the highest soot oxidation rate,
which minimizes the accumulation of un-burnt soot on the
surface.

Therefore, all the characterization results allow concluding
that the incorporation of copper in the BMC3 catalyst leads to
the formation of a manganese-decient perovskite, with a new
hexagonal structure, which seems to be more active for NO to
NO2 and soot oxidation than the copper-free catalyst (BMC0).
Furthermore, this perovskite does not lose activity during four
consecutive TPR cycles of soot oxidation as copper remains into
the lattice of the perovskite.

Finally, to complete the analysis of the catalytic activity of the
BMC0 and BMC3 catalysts and, in order to determine the soot
oxidation rate under more realistic isothermal conditions, soot
oxidation experiments at 450 �C were carried out. The soot
oxidation proles at 450 �C, featured in Fig. 10, reveal that
BMC3 catalyst shows higher activity than BMC0 at 450 �C, that
is, the copper content catalyst is able to oxidize soot faster than
the copper-free perovskite. Thus, these proles conrm that the
addition of copper improves the NO2 generation activity and,
consequently, BMC3 catalyst is more active for soot removal
under isothermal conditions than BMC0. In fact, the t80% value
(time to achieve the 80% of soot conversion) obtained from
BMC3 soot conversion prole is even lower than the values
obtained for other copper based perovskites catalysts.74
Fig. 9 IR spectra for the fresh, used and heat treated BaMnO3 (BMC0)
and BaMn0.7Cu0.3O3 (BMC3) catalysts.

This journal is © The Royal Society of Chemistry 2017
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Fig. 10 Soot conversion profiles, at 450 �C, for BaMnO3 (BMC0),
BaMn0.7Cu0.3O3 (BMC3) and platinum-based catalysts.
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4. Conclusions

In this work a series of BaMn1�xCuxO3 (x ¼ 0, 0.1, 0.2 and 0.3)
catalysts have been synthesized and the effect of copper
substitution on NO to NO2 oxidation and on NO2-assisted soot
removal activity have been analyzed. From the characterization
and activity test results the following conclusions have been
drawn:

- Partial substitution of manganese by copper in the perov-
skite structure of a BaMnO3 mixed oxide promotes a new
structural order of the BO6 octahedrons and as a result, a new
hexagonal manganese decient perovskite structure is formed.
This new structure is the only phase for the BMC3 (x ¼ 0.3)
catalyst whilst for BMC1 (x ¼ 0.1) and BMC2 (x ¼ 0.2) a mixture
of two phases is observed.

- In the BaMn1�xCuxO3 catalysts, Mn(IV) andMn(III) oxidation
states coexist. Besides, the amount of Mn(III) species increases
with the copper content and a higher amount of oxygen defects
are created in the structure to balance out the decient positive
charge generated. Additionally, the presence of copper in the
catalyst enhances the reducibility of the manganese species and
increases the mobility of the lattice oxygen of the perovskite.

- BaMn0.7Cu0.3O3 is the most active catalyst for NO2 genera-
tion and, consequently, presents the lowest T50% value, the
highest CO2 selectivity, and the best performance during TPR
cyclic experiments, but also, the highest soot oxidation rate at
450 �C. This behavior is a result of the enhancement of the
redox properties of the catalyst due to the partial substitution of
Mn(III)/Mn(IV) by Cu(II) in the perovskite structure.
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M. J. Illán-Gómez, B. Ura and J. Trawczynski, Appl. Catal.,
B, 2009, 93, 82–89.

40 V. Albaladejo-Fuentes, F. E. López-Suárez, M. S. Sánchez-
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