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thermoplastic poly(propylene carbonate)
polyurethane blends
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and Lisong Dongb

Poly(lactic acid) (PLA) was toughened by the thermoplastic poly(propylene carbonate) polyurethane (PPCU),

and the mechanical properties, crystallization behaviour and enzymatic degradation of the PLA/PPCU

blends were investigated. The mechanical testing results showed that the impact strength and

elongation at break of PLA/PPCU blends were remarkably higher than those of pure PLA. The impact

strength was enhanced from 4.8 kJ m�2 for pure PLA to 102.8 kJ m�2 for the 50/50 PLA/PPCU blend.

The impact testing showed obvious ductile fracture after PLA was blended with PPCU. It was found that

the PLA matrix showed large plastic deformation (shear yielding) in the blend subjected to impact tests,

which is an important energy-dissipation process and led to a toughened polymer blend. PPCU could

act as an impact modifier for PLA. The maximum improvement in the cold crystallization temperature

(Tcc) value was observed for PLA/PPCU blends where Tcc was increased from 113 �C to 128 �C. PPCU
enhanced the crystallization degree of PLA, but the positive function of crystallization was weakened

when the content of PPCU was increased from 10 to 50 wt%. Isothermal crystallization kinetics showed

that PPCU improved the crystallinity of the PLA and reduced the crystallization rate of blends. And the

incorporation of PPCU did not alter the crystal structure of the PLA matrix. The PLA/PPCU blends were

high strength and high toughness, entirely biodegradable materials, which is important for manufacture

and application.
Introduction

Poly(lactic acid) (PLA) is an aliphatic and thermoplastic poly-
ester that has attracted considerable attention because of its
biodegradability, biocompatibility, compostable characteristics
and nontoxicity to the human body and environment. PLA is
one of the widest applied biodegradable materials, but the
product varieties are limited due to its brittleness. Toughening
is important for the application of PLA.1–7

In recent years, there have been many methods reported for
enhancing the toughness of PLA, including blending with
elastomers, core–shell structural impact modiers, copolymer-
ization strategies, plasticization with a miscible component and
blending with an immiscible homopolymer or copolymer.8

Elastomer and rubber impact modiers, such as natural
rubber (NR),9–11 epoxidized natural rubber (ENR),12–14
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nanobers,15 poly[(butylene adipate)-co-terephthalate](PBAT),16–18

thermoplastic polyurethane(TPU)19–22 and poly(propylene
carbonate) (PPC)23,24 were used for exibilizer of PLA. Pongtanayut
et al.25 have reported that the properties of PLA/natural rubber
(NR) and PLA/epoxidized natural rubber (ENR) were compared
with the properties of PLA. Kanzawa et al.26 have improved the
mechanical properties of PLA/PBAT blends, examining the
morphological changes of PLA/PBAT/PC, and elucidating the
mechanism for improvement of the mechanical properties of the
blends. Zou et al.24 have reported that PLA/PPC blends were
prepared via vane extruder with a short thermo-mechanical
history. Compared with those of the traditional extruder, better
mechanical properties and ner dispersion particles have been
achieved.

Core–shell impact modiers, such as acrylic impact modier
(ACR),27,28 acrylonitrile–butadiene–styrene (ABS)29 and methyl
methacrylate–butadiene–styrene (MBS),30 are important types of
toughener of PLA. Li et al.31 have reported that ACR with
different core–shell ratios were synthesized and used to
toughen PLA. The impact strength of PLA could be signicantly
improved by ACR. Sun et al.32 have explored the use of GMA-
functionalized ABS (ABS-g-GMA) core–shell particles to
RSC Adv., 2017, 7, 46183–46194 | 46183
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toughen PLA. Zhang et al.30 have reported that PLA was
compatible with a core–shell of MBS and MBS could be used
effectively as an impact modier of PLA.8

Although NR, ENR, ACR, and MBS have a good toughening
effect, they are non-biodegradable materials. And it will have
harmful effects on the environment aer application. However,
the properties of PLA/PBAT blends have superior performance
in the practical eld, but the high cost of PBAT is disadvantage
for the widespread application of PLA. Poly(propylene
carbonate) (PPC) is also a biodegradable aliphatic poly-
carbonate,33 and the low cost of PPC is advantage for the
widespread application of PLA. But the properties of PLA/PPC
blends are insufficient for the widespread application of PLA,
it can be seen in the past study. PPCU was prepared by using
PPC and polyols as the raw materials and diphenyl-methane-
diisocyanate (MDI) as the extender chain.34

In the research here, PPCU was chosen to toughen PLA. PLA
was blended with PPCU by internal mixer. The miscibility,
mechanical properties, phase morphology, and crystallization
behavior of PLA/PPCU blends were investigated. The impact
strength and the elongation at break of PLA/PPCU were
improved nearly 25 and 60 times in comparison with those of
neat PLA.
Experimental
Materials and preparation of the blends

PLA Grade 4032 D (2% D-lactide, 98% L-lactide content) was
obtained from Natureworks LLC (United States). The general
molecular weight (Mw) average was about 2.07 � 105 g mol�1,
polydispersity of 1.73. Thermoplastic poly(propylene carbonate)
polyurethane (PPCU) was purchased from Jiangsu Zhongke
Jinlong Chemical Co., Ltd.

PLA and PPCU were dried at 70 �C for 8 h in a drying cabinet.
First, PLA/PPCU blends were prepared by melt mixing with
a Haake Rheomix 600 (Karlsruhe, Germany) at a rotating speed
60 rpm at 190 �C for 5 min. The mixing compositions of the
PLA/PPCU blends were 100/0, 90/10, 80/20, 70/30, 60/40, and
50/50 w/w. Then, all the samples and pure PLA were compres-
sion molded into sheets with thicknesses of 3.0 and 1.0 mm at
190 �C for impact strength measurement, tensile measurement,
differential scanning calorimetry, dynamic mechanical anal-
ysis, phase morphology tests, rheological measurements.
Characterization

Structure analysis. The chemical structure of PPC and PPCU
were analyzed with a Fourier transform infrared spectropho-
tometer (FTIR, Perkin Elmer, 2200, USA) with the wave number
ranging from 4000 to 400 cm�1. The molecular weight of PPCU
was measured by gel permeation chromatography (GPC, Waters
1515, USA), the eluent was tetramethylene oxide, and ow rate
was 1.0 ml min�1.

Mechanical testing. Notched Izod impact tests were per-
formed at 23� 2 �C according to ASTMD256-2010 on an impact
testing machine (Changchun City Intelligent Instrument
Equipment Co., Ltd., China). The samples with dimension L �
46184 | RSC Adv., 2017, 7, 46183–46194
W � H ¼ 80 � 10 � 3 mm3 were obtained from compression-
molded specimens. The notch was milled with a depth of
2.54 mm, an angle of 45�, and a notch radius of 0.25 mm. The
uniaxial tensile tests were carried out at 23 � 2 �C on an Instron
1121 testing machine (Canton MA, USA). All tensile specimens
were dumb-bell types with dimension L � W � H ¼ 75 � 4 �
1 mm3. Samples were conditioned for at least 24 hours prior to
testing at room temperature and 50% relative humidity
controlled environment. The measurements were conducted at
a crosshead speed of 50 mm min�1 at room temperature
according to ASTMD638-2008. At least ve runs for each sample
were measured, and the results were averaged.

SEM. The fracture surfaces of PLA/PPCU blends from the
impact and tensile tests were characterized by scanning elec-
tron microscopy (SEM) (model Japan JXA-840 ESEMFE, Japan).
Micrographs of the cryogenically fracture surfaces of PLA/PPCU
blends are also studied. A layer of gold was sputter-coated
uniformly over all of the fractured surfaces before SEM
observations.

DSC. Crystallization behavior of the blends was studied by
differential scanning calorimetry (DSC) (TA Instruments DSC
Q20, USA) on the specimens sliced from compression molded
samples. The heating and cooling rates were 10 �C min�1 with
nitrogen purge, and the sample weights were between 5 and
8 mg. The samples were heated rst from 20 �C up to 195 �C at
10 �C min�1 and held at 195 �C for 3 min to eliminate their
previous thermal history, then cooled from 195 �C up to 20 �C at
10 �C min�1, and heated again from 20 �C up to 195 �C at
10 �C min�1.

The procedures for isothermal crystallization kinetic exper-
iments were as follows: all samples were heated to 195 �C at
45 �C min�1 and held for 3 min to eliminate the previous
thermal history, and then cooled from 195 �C down to 90 �C at
45 �C min�1, until the crystallization was completed. Aer that,
the samples were repeatedly heated to 195 �C at a rate of
45 �C min�1, held for 3 min. Then the samples cooled from
195 �C down to 94 �C, 98 �C, 102 �C and 106 �C at 45 �C min�1,
respectively, until the crystallization was completed.

Crystalline properties. Wide angle X-ray diffraction experi-
ments were performed on a D8 advance X-ray diffractometer
(Bruker, Germany) at room temperature in the range of 5–45� at the
scanning rate of 4� min�1. The Cu Ka radiation (l ¼ 0.15418 nm)
source was operated at 40 kV and 30 mA.

Small-angle X-ray scattering (SAXS) experiments of unde-
formed specimens were performed at RT using a NanoSTAR-U
(Bruker AXS Inc., Germany) with Cu Ka radiation (wavelength,
l ¼ 0.154 nm). The generator was operated at 40 kV and 650 mA.
Two-dimensional SAXS patterns were obtained with a HI-STAR
detector. The sample-to-detector distance was LSD ¼
1074 mm. The effective scattering vector q (q ¼ (4p/l)sin q,
where 2q is the scattering angle) at this distance ranged from
0.044 to 2.0 nm�1. The X-ray exposure time was 60 min.

The crystallite morphology of PLA/PPCU blends was
observed with a Leica DMLP polarized microscope (POM)
(Wetzlar, Germany) equipped with a Linkam TM600 hot stage
and a computer-controlled charged-coupled-device camera. A
small amount of samples with the thickness of approximately
This journal is © The Royal Society of Chemistry 2017
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Scheme 1 The structure of PPCU.
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0.05 mm was sandwiched between two microscopic cover
glasses and then placed on the hot stage. The samples were
heated from room temperature to 190 �C at a rate of
30 �C min�1, held at 190 �C for 3 min to eliminate previous
thermal history, and then quenched to 120 �C at a rate of
30 �C min�1 for isothermal crystallization and held for 60 min.
The morphology changes were recorded during the crystalliza-
tion process.

DMA. Dynamic mechanical analysis (DMA) was performed
on a Netzsch DMA 242C (Selb, Germany), which provided the
plots of the loss tangent (tan d) versus the storage modulus (E0).
The size of the sample was L � W � H ¼ 10 � 5 � 1 mm3. The
experiment was performed in a tension mode at a constant
heating rate of 3 �C min�1 and a frequency of 1 Hz. The
temperature ranged from 10 to 90 �C for PLA/PPCU samples.

Enzymatic degradation. The enzymatic degradation of the
blends was carried out in phosphate (Tris–HCl buffered) buffer
(pH ¼ 8.0) containing 0.2 mg ml�1 of proteinase K (Genview) at
45 �C with shaking at 140 rpm. The blends from the pressed
sheets with thicknesses of 0.1 mm were chopped into square
with gauge dimensions of 10 mm � 10 mm. Then all samples
were placed in small glass bottles containing the buffer and
proteinase K. The samples were picked up aer a xed time
interval, washed with distilled water, and dried to constant
weight in a vacuum, and then the weights of the blends were
measured. For each polymer sample, ve blends were used, and
the average value of their weight loss was reported.

Results and discussion
Structure analysis

FT-IR spectra of PPC and PPCU were displayed in Fig. 1. It was
seen that the band corresponding to the terminal hydroxy
bonds of PPC at 3420 cm�1 disappeared, and new bands cor-
responding to the NH and NHCO bonds appeared at 3340 and
1592 cm�1, respectively.35 The structure diagram of PPCU was
exhibited as Scheme 1. In Fig. 2, it indicated that the weight-
average molecular weight of PPCU was Mw ¼ 1.595 �
105 g mol�1, and polydispersity was 1.13 from gel permeation
chromatography analysis.
Fig. 1 FT-IR spectra of PPC and PPCU.

This journal is © The Royal Society of Chemistry 2017
Mechanical properties

Fig. 3 showed the notched Izod impact strength, tensile
strength and elongation at break of PLA/PPCU blends, it indi-
cated that the toughness of PLA was improved with the addition
of PPCU. The notched impact strength of pure PLA was about
4.8 kJ m�2. From Fig. 3(a), it was shown that there was no
obvious improvement of impact strength for the 90/10 PLA/
PPCU blend. However, with the further increase of PPCU
content from 10 to 50 wt% in the PLA/PPCU blends, the notched
impact strength of the blends was signicantly improved from
5.4 kJ m�2 to 102.8 kJ m�2. The brittle–ductile transition of the
blends was obtained when the PPCU contents varied from 10 to
20 wt%.

The impact strength, Young's modulus, tensile strength, and
elongation at break of PLA/PPCU blends were summarized in
Table 1. It indicated that the brittle properties of PLA could be
modied by the addition of PPCU. The elongation at break of
pure PLA was about 7.3%, whereas the elongation at break of
50/50 PLA/PPCU blend was about 457.9%. The elongation at
break of 50/50 PLA/PPCU blends was improved nearly 60 times
in comparison with that of pure PLA. These results also indi-
cated that the PPCU could signicantly improve the mechanical
properties of PLA.

Fig. 4 shows tensile stress–strain curves of PLA/PPCU, pure
PLA was brittle fracture, and the PLA/PPCU blends generated
shear yield when the PPCU contents was 10%. In the other
word, the brittle–ductile transition of the blends was obtained
aer in addition of PPCU. The yield strength of PLA/PPCU
blends decreased continuously with increasing PPCU content.
This addicted that the brittle of PLA had been weaken and the
toughness been greatly enhanced.
Toughening mechanism

Scanning electron microscopy (SEM) was used to investigate the
toughening mechanism of PLA/PPCU blends. The SEM
Fig. 2 Molecular weight distribution of PPCU.

RSC Adv., 2017, 7, 46183–46194 | 46185
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Fig. 3 The Mechanical properties of PLA/PPCU blends (a) Impact
strength, (b) Tensile strength and elongation at break.

Fig. 4 The tensile stress–strain curves of PLA/PPCU.
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photographs were shown in Fig. 5. The impact fracture surfaces
of PLA/PPCU blends were observed by using SEM. From
Fig. 5(a–f), the impact fracture surface of pure PLA showed
relatively smooth, indicating that little shear yielding had taken
place during the impact test. This was in agreement with low
impact strength of pure PLA.31 From Fig. 5(c), as the PPCU
content of PLA/PPCU reached 20 wt%, rough surface could be
seen on the fracture surface of PLA/PPCU blend. This was
consistent with the results of the impact strength of the blends.
The fracture surface of PLA/PPCU blend was different from
other photographs. Obvious many root-like whiskers and many
long stretches of the ligaments structure could be seen on the
Table 1 The mechanical properties of PLA/PPCU

PLA/PPCU (wt/wt)
Impact strength
(kJ m�2) Young's modulu

100/0 4.8 � 1.4 1431.2 � 102.3
90/10 5.4 � 0.6 1336.6 � 92.4
80/20 40.4 � 7.9 1085.0 � 85.8
70/30 61.3 � 9.4 899.7 � 94.8
60/40 96.7 � 3.8 706.5 � 87.2
50/50 102.8 � 1.6 458.5 � 39.5
0/100 — 308.5 � 71.8

46186 | RSC Adv., 2017, 7, 46183–46194
fracture surface of the 80/20 and 70/30 PLA/PPCU blends. From
Fig. 5(d) and (e), more obvious liform structure could be seen
on fracture surface of PLA/PPCU blends with further increasing
PPCU content from 40 to 50 wt%.

From Fig. 6, obvious cavities could be seen on the PLA/PPCU
blends. Bucknall et al.36 had reported that elastomeric play two
roles: rst, as a stress concentration induced a large amount of
silver lines and shear zone. Second, control the silver grain
development and make silver grain into destructive crack timely
termination without development. Cavitations are important in
notched specimens because it enables the blend to yield at
moderate stresses under plane strain conditions. The cavities
were formed because that two-phase0s surface had debonded
between PLA and PPCUwhen the blends were pulled out. To study
the toughening mechanism of PLA/PPCU blends, the necked
down region of the tensile specimen was cryo-fractured longitu-
dinally.8 SEM micrographs of fractured surfaces were shown in
Fig. 6. The micrographs of the tensile specimen were taken at
different locations of the necked down region as depicted in
Fig. 6(a), where the stress state varied. Thematerials which had no
necking in the tensile test demonstrated a smooth longitudinal
fracture surface without visible plastic deformation in Fig. 6(b).
Some obvious cavities could be seen on the PLA/PPCU blends. The
cavities had been observed when the PPCU phase was pulled out
from the PLA matrix due to debonding. In Fig. 6(c) and (d), oval
cavities were visible near the necked down region of the PLA/
PPCU blends during tension where enlarging stresses were
created. These cavities were formed when the volumetric strain
s (MPa)
Tensile strength
(MPa) Elongation at break (%)

63.4 � 4.3 7.3 � 0.8
50.5 � 3.0 276.8 � 12.6
46.2 � 2.8 347.3 � 39.4
44.7 � 1.2 409.2 � 10.2
40.9 � 3.0 434.8 � 43.1
38.5 � 1.5 457.9 � 23.6
37.8 � 3.2 661.4 � 49.3

This journal is © The Royal Society of Chemistry 2017
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Fig. 5 SEM photographs of the impact fracture surface of PLA/PPCU
blends. (a) Pure PLA, (b) PLA/PPCU 90/10, (c) 80/20, (d) 70/30, (e) 60/
40 and (f) 50/50.

Fig. 7 DSC thermograms recorded during the second heating run for
pure PLA and PLA/PPCU blends.
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energy released by forming a void was greater than the surface
energy needed to form new surface plus the energy needed to
stretch the surrounding elastomeric particles to make space for
the void.26 These cavities were enlarged in the stress direction
along with the deformation of the matrix. It indicated that shear
yielding occurred in the PLAmatrix as induced by the cavitation of
PPCU particles was the major toughening-mechanism.
Thermal properties

Differential scanning calorimetry (DSC) heating thermograms of
samples were shown in Fig. 7, and the corresponding parameters
for the PLA/PPCU blends were summarized in Table 2.

As shown in Fig. 7, threemain transitions successively could be
observed: a glass transition, a cold crystallization exotherm and
a melting endotherm. It could be seen that pure PLA exhibited
a glass transition at 63.2 �C. The addition of PPCU had taken place
a marked change in the glass transition temperature of PLA. The
addition of PPCU decreased the glass transition temperature from
63.2 �C for pure PLA to 58.7 �C for the 50/50 PLA/PPCU blend.

The absolute degree of crystallinity (Xc) of the samples was
evaluated from the heat evolved during crystallization by the
following relationship (eqn (1)):
Fig. 6 SEM micrographs of PLA/PPCU 70/30 blend during tensile
testing.

This journal is © The Royal Society of Chemistry 2017
XC ð%Þ ¼ DHf

WPLA � DH0
f

� 100 (1)

where Xc is the degree of crystallinity of the PLA, DHf is the heat
of fusion of the PLA in the blend, DH0

f is the heat of fusion for
100% crystalline PLA (93 J g�1)37 andWPLA is the weight fraction
of PLA in the blend.

From Fig. 7, pure PLA exhibited a cold crystallization
temperature at 113.6 �C. The addition of PPCU increased the
cold crystallization temperature from 113.6 �C for pure PLA to
119.0 �C for the 50/50 PLA/PPCU blend. It was therefore
demonstrated that the addition of PPCU made it easier for PLA
to crystallize. It indicated that PPCU could improve the crys-
tallization temperature for PLA. But the positive function of
crystallization was weaken when the content of PPCU further
increasing. The process could be expressed as Scheme 2, and
the content of PPCU gradually increasing from a to d. It could be
seen that before the melting peak was accompanied by a small
exothermic peak for pure PLA. It was generated the metastable
a0-form crystal because the cold crystallization of PLA occurred
in the temperature range lower than Tcritical (approximately
120 �C) temperature range. The a0-form would be transformed
into more stable a-form crystal when heated to high tempera-
ture (approximately 165 �C), a0–a phase transition leading to the
generation of the exothermic peak. It could be seen from the
Fig. 7, the double melting peak moved from high to low
temperatures with increasing PPCU content. It indicated that
the addition of PPCU main effect was to promote the formation
of a0-form crystal.

The effect of PPCU on the ability of PLA to crystallize could
be further conrmed from the low heat of fusion (DHf) of the
PLA/PPCU blends in comparison to that of pure PLA (Table 2).
However, the value of WPLA � decreased faster comparing to
that of DHf with increasing PPCU content in the blends, the
result suggesting that PPCU enhanced the crystallinity of PLA.
The value of DHf decreased, indicated that the crystallinity of
blends was decreasing with increasing PPCU content in the
blends. It also indirectly indicated that the PLA/PPCU blends
had obtained higher toughness.
RSC Adv., 2017, 7, 46183–46194 | 46187
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Table 2 Crystallization properties of PLA/PPCU blends obtained from second heating run

PLA/PPCU (wt/wt) Tg (�C) Tcc (�C) DHcc (J g
�1) Xc (%) Tm (�C) DHf (J g

�1)

100/0 63.2 113.6 32.3 40.6 170.3 37.8
90/10 61.2 128.0 31.0 41.2 167.3 34.5
80/20 60.9 127.1 27.7 41.9 167.2 31.2
70/30 60.1 122.9 25.2 44.2 166.2 28.8
60/40 59.6 121.0 20.7 43.9 166.2 24.5
50/50 58.7 119.0 15.0 40.6 165.8 18.9
0/100 14.6 — — — — —
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Isothermal crystallization kinetics

The well-known Avrami equation38,39 was used to analyze the
remarkable overall isothermal crystallization kinetics of blend
samples. It assumes that the relative crystallinity X(t) develops
as a function of crystallization time t as follows:

X(t) ¼ 1 � exp(�Ktn) (2)

The Avrami equation could be further deduced as,

lg[�ln(1 � X(t))] ¼ lg K + n lg t (3)

where n is the Avrami exponent and K is the overall kinetic rate
constant. Both n and K depend on the mechanism of the
nucleation as well as the growth geometry. The double loga-
rithmic plots of the Avrami analysis for all samples are shown in
Fig. 8. From the gure, it can be seen that the experimental data
t well with the Avrami equation, for PLA/PPCU blends and
pure PLA; plots of lg[�ln(1 � X(t))] versus lg t result in a linear
relationship. From the slope and intercept of the curves, the
Avrami exponent n and rate constant K can be obtained, and the
value of n and K was enumerated in Table 3.

For pure PLA sample, the n values observed in the present
work were around 2.5–2.8. For the 90/10, 80/20, and 70/30 PLA/
PPCU blends, the n values were between 2.3 and 3.0, which
suggested that the 90/10, 80/20, and 70/30 PLA/PPCU blends
have a stronger trend of instantaneous three-dimensional
growth than pure PLA. The other n-values of the 60/40 and
50/50 PLA/PPCU blends are between 2.0 and 2.6.

Wunderlich40 had attributed an Avrami n exponent of 3 to
spherical structure resulting from instantaneous nucleation
(that is, the number of nuclei reaches a steady state value
rapidly aer crystallization begins) and an exponent n between
2 and 3 to truncated spheres resulting from instantaneous
nucleation with diffusion control. This fact indicates that the
Scheme 2 A small number of particles to promote crystallinity
mechanism.

46188 | RSC Adv., 2017, 7, 46183–46194
incorporation of the PPCU content is larger than 40%, and
PPCU can be used as a amorphous polymer that impede the
diffusion of PLA macromolecular chains. The overall rate
constant K is extremely sensitive to temperature, which deter-
mines both the nucleation and the growth processes. The K
values of all the samples decrease with increase in the crystal-
lization temperature, and this means both the nucleation rate
and growth rate decrease as the crystallization temperature
increases. However, at the same crystallization temperature, all
of the PLA/PPCU blends have lower K values than pure PLA,
which also indicates that an addition of PPCU in PLA decreases
the crystallization rate of PLA.

For all samples, the effect of PPCU on the crystallization rate
K (Table 3), the inclusion of PPCU signicantly decreased the
crystallization rates of the PLA/PPCU blends, compared to the
pure PLA.

Meanwhile, t1/2 can be determined from the measured
kinetic parameters according to the following equation:41
Fig. 8 Plots of lg{�ln[1 � X(t)]} versus lg t for isothermal crystallization
at the indicated temperatures: (a) pure PLA, (b) PLA/PPCU 90/10, (c)
80/20, (d) 70/30, (e) 60/40, (f) 50/50.

This journal is © The Royal Society of Chemistry 2017
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Table 3 Kinetic parameters for isothermal crystallized PLA/PPCU
blends obtained from Avrami equation

PLA/PPCU (wt/wt) Tc (�C) K n t1/2 (min) tmax (min) g

100/0 106 0.005 2.5 7.17 14.08 0.14
102 0.010 2.8 4.43 9.01 0.23
98 0.039 2.7 2.93 5.89 0.34
94 0.097 2.5 2.40 4.82 0.42
90 0.072 2.7 2.30 4.64 0.43

90/10 106 0.001 2.7 11.85 23.89 0.08
102 0.002 2.8 8.11 16.48 0.12
98 0.005 3.0 5.44 11.15 0.18
94 0.016 2.6 4.83 9.60 0.21
90 0.014 2.6 4.58 9.08 0.22

80/20 106 0.001 2.8 10.38 21.11 0.10
102 0.004 2.7 6.73 13.54 0.15
98 0.025 2.3 4.89 10.20 0.20
94 0.008 2.9 4.57 9.35 0.22
90 0.017 2.5 4.34 8.56 0.23

70/30 106 0.002 2.7 9.18 18.49 0.11
102 0.005 2.8 5.96 12.05 0.17
98 0.010 2.8 4.49 9.14 0.22
94 0.031 2.4 3.72 9.05 0.27
90 0.007 3.0 3.45 8.15 0.29

60/40 106 0.010 2.2 7.14 12.87 0.14
102 0.013 2.4 5.24 10.08 0.19
98 0.064 2.0 4.34 8.62 0.23
94 0.041 2.3 3.50 7.53 0.29
90 0.029 2.4 3.27 7.26 0.31

50/50 106 0.003 2.5 8.40 16.51 0.12
102 0.017 2.2 5.33 9.85 0.19
98 0.109 2.3 4.99 8.06 0.20
94 0.021 2.5 4.04 7.96 0.25
90 0.015 2.6 3.32 7.63 0.30
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t1/2 ¼ (ln 2/K)1/n (4)

The overall crystallization rate (G) calculated from the
reciprocal of crystallization half time is listed in Table 3 as well.

G ¼ 1/t1/2 (5)

It is clearly observed that the trend of G is similar to that of K.
In Table 3, the result of isothermal crystallization kinetic indi-
cated that the values of t1/2 of PLA/PPCU blends increasing aer
in addition of PPCU, compared to the pure PLA. It can be
explained that the PLA was dispersed and impeded by high
content of PPCU, and the crystallization ability of blends was
weaken. But the values of t1/2 were gradually decreased with
increasing PPCU content from 10 to 50 wt%. It indicated that
PPCU could improve the crystallization rate of PLA when the
PPCU content varied from 10 to 50 wt%. It was further veried
for the trend of G value. In one word, the crystallization degree
of PLA/PPCU blends was decreased with the addition of PPCU,
and embodied in improving the toughness of PLA.
Crystalline morphology

As a semicrystalline polymer, the crystal structure and
morphology of PLA have been extensively investigated using
many techniques from the academic viewpoint of structural
interest. X-ray diffraction is one of the most accurate and
This journal is © The Royal Society of Chemistry 2017
representative techniques. It has been reported that PLA crys-
tallizes in seven forms (a, a0, a00, b, g, 3, and stereo complex),42

the formation of which depends on the crystallization condi-
tions. The most common a-form occurred in conventional melt
and solution crystallization conditions. Therefore, to get further
information about the crystal morphologies of pure PLA and
PLA/PPCU blends, wide-angle X-ray diffraction experiment was
performed in this study. Fig. 9 showed the WAXD patterns of
pure PLA and PLA/PPCU blends. Curves are expressed to those
crystallized isothermally at 120 �C for 1 h. Certainly, it is enough
to complete the crystallization processes of PLA samples at
120 �C. The most representative peaks of the a-form crystals can
be observed at diffraction angles 2q of 14.8 (010), 16.7 (200), 19.0
(203), 22.3 (213), indicating that PLA is the typical orthorhombic
crystal. It can be seen that the incorporation of PPCU does not
alter the crystal structure of the PLA matrix. Wu et al.43 reported
that the pure PLA isothermally crystallized by cooling in the air
showing three small characteristic peaks, indicating that the
sample is almost amorphous (low crystallinity) attribute to the
low homogeneous crystallization rate during the rapid-cooling
treatment. However, when the PLA samples are isothermally
crystallized at 120 �C for 1 h, four distinct diffraction peaks at
14.8 (010), 16.7 (200), 19.0 (203) and 22.3 (213) are appeared.
The most common explanation for this phenomenon is that the
isothermal crystallization at a suitable temperature can
contribute to the formation of the lamella, thus the crystals are
likely more perfect of lager size or lamella thickness, better
organized spherulites and increase of crystallinity. These above
results suggest that the formation of perfect a-form crystals may
be related to additives component, crystallization temperature,
and time employed.43

Fig. 9 shows the WAXD patterns for the pure PLA and PLA/
PPCU blends. It can be seen that the incorporation of PPCU
does not change the crystal structure of PLA in the blends
relative to the pure PLA. The degree of crystallinity of PLA was
calculated as eqn (6):

Wc;x ¼

X

i

Ci;hklðqÞIi;hklðqÞ
X

i

Ci;hklðqÞIi;hklðqÞ þ kiCaðqÞIaðqÞ
� 100% (6)

where Wc,x is the degree of crystallinity, Ii,hkl(q) and Ia(q) are the
relative intensities of the crystalline and amorphous peaks,
respectively, and Ci,hkl(q) and Ca(q) are the correction factors of
the crystalline and amorphous peaks, respectively.44 On the
basis of the X-ray diffraction intensity theory, K is the total
correction factor, [K ¼ Ca(q) � ki, where ki is the relative scat-
tering coefficient, which is a ratio of calculated diffraction
intensity (

P
Ii,cal) to total scattering intensity (

P
Ii,total) for unit

weight of crystalline polymer, and ki ¼
P

Ii,cal/
P

Ii,total (ki # 1)].
Here, Ci,hkl(q) or Ca(q) can be calculated by the following
equation:

Ci;hklðqÞ
�1 or Ca

�1ðqÞ ¼ f 2
1þ cos2 2q

sin2
q cos q

e�2Bðsin q=lÞ2

¼
X

i

Ni fi
2 1þ cos2 2q

sin2
q cos q

e�2Bðsin q=lÞ2 (7)
RSC Adv., 2017, 7, 46183–46194 | 46189
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Fig. 9 Crystal X-ray analysis: (a) WAXD patterns of pure PLA and PLA/
PPCU blends isothermally crystallized at 120 �C for 1 h, (b) magnifi-
cation of the WAXD curve of PLA for the crystalline and amorphous
portions, (c) Lorentz-corrected SAXS curves of pure PLA and PLA/
PPCU blends.

Table 4 X-ray diffraction data of pure PLA

hkl A 010 200 203 213
2q 16.1 14.8 16.7 19 22.3
Ia(q) or Ii,hkl(q) 28 831 1295 9000 5016 2484
I 25 947.9 1043.6 9908.7 7856.4 6235.2
T 0.92 0.93 0.92 0.85 0.85
f2 ¼ 12fH

2 + 12fC
2 + 4fO

2 193.9 200.0 191.0 179.6 162.9
LP 99.0 117.6 91.9 70.5 50.6
C(q) 1.0 0.8 1.1 1.6 2.5
K 0.9
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where f is the atomic scattering factor for one crystallographic
structural repeating unit, fi is the scattering factors of the ith
atom, Ni is the number of ith atoms in a repeating unit, 2q is the
Bragg angle, the angle factor (LP)¼ (1 + cos2 2q)/sin2 q cos q, the
temperature factor (T) ¼ e�2B(sin q/l)2, and 2B ¼ 10. fi can be
expressed approximately by

fiðsin q=lÞ ¼
X4

i¼1

ai e
�biðsin q=lÞ2 þ C (8)
46190 | RSC Adv., 2017, 7, 46183–46194
where the values of a, b, and C are given in ref. 44.
The total WAXD curve of pure PLA was resolved into crys-

talline and amorphous portions (Fig. 9). From eqn (6)–(8), the
X-ray diffraction data of the PLA/PPCU blends are shown in
Table 4. Ihkl ¼ Ci,hkl(q)Ii,hkl(q) or Ca(q)Ia(q) is the integrating
intensity scattered over a suitable angular interval by the crys-
talline and the amorphous phases, respectively. There are
3 atoms of carbon, 4 atoms of hydrogen, and 2 atoms of oxygen
in a repeating unit of PLA; the total atomic scattering factor
wasfhkl

2 ¼ 3fC
2 + 4fH

2 + 2fO
2, where ki ¼ 0.9, Ca(q) ¼ 1, and K ¼

kiCa(q)¼ 0.9. With the data of Table 4, eqn (6) can be reduced to
give eqn (9).

Wc;x ¼ 0:8I010 þ 1:1I200 þ 1:6I203 þ 2:5I213
0:8I010 þ 1:1I200 þ 1:6I203 þ 2:5I213 þ Ia

(9)

where Ia is the intensity of amorphous peak. The degree of
crystallinity (Wc,x) for the pure PLA and PLA/PPCU blends was
calculated with the eqn (9), the values shown in the Table 5,
which the crystallinity values in Table 2 exhibited Wc,x > Xc. The
crystallinity determined from X-ray diffraction (Wc,x) was equal
to the sum of the crystalline and interphase contents, while the
measurement of fusion enthalpy by calorimetry (Xc) yields
values which were equal to the crystalline content. Imperfec-
tions of crystals were not easily distinguished from the amor-
phous phase. Therefore, some disagreements among the
quantitative results of crystallinity by different measurement
methods were frequently encountered.18

SAXS was used to investigate the crystal structure and
macrostructure of neat PLA before and aer blending with
PPCU. Fig. 9 shows the Lorentz-corrected SAXS curves of the
blends at various compositions annealed at 120 �C for 1 h.

The long spacing dac, which was dened as the crystal layer
thickness together with one interlamellar amorphous layer,
measured along the lamella normal and calculated using Bragg
eqn (6).44

The crystal layer thickness dc and the amorphous layer
thickness da can be calculated using eqn (11) and (12),
respectively.

dac ¼ 2p

qmax

(10)

dc ¼ dac � Xc (11)

da ¼ dac � dc (12)
This journal is © The Royal Society of Chemistry 2017
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Table 5 X-ray degree of crystallinity for the PLA/PPCU blends from
isothermally crystallized at 120 �C for 1 h

PLA/PPCU 100/0 90/10 80/20 70/30 60/40 50/50
Wc,x(%) 49.06 50.30 51.26 52.38 50.01 49.32

Fig. 10 Spherulitic growth process of pure PLA and PLA/PPCU blends
at a crystallization temperature of 120 �C at 15 min. (a) Pure PLA, (b)
90/10, (c) 80/20, (d) 70/30, (e) 60/40, (f) 50/50.
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Here qmax represents the position of the intensity maximum
in a SAXS pattern, Xc,2 represents the crystallinity of the samples
of SAXS, which was derived from DSC measurement. The ob-
tained qmax, dac, dc and da values are summarized in Table 6. In
Fig. 9, pure PLA exhibits a broader scattering peak, which can be
observed around q ¼ 0.128 nm�1. The scattering peaks gradu-
ally shied in position to higher q values with increasing PPCU
content, which indicated the dac values decreased. In Table 6,
the dac, dc and da values were 49.06, 19.91, and 29.14 nm,
respectively, for pure PLA. For the 50/50 PLA/PPCU blend, they
became 28.8, 11.69, and 17.11 nm, respectively. It is obvious
that all of the values of dac, da and dc values decreased with
increasing PPCU content. However, the decreases in both da and
dc were large. For example, the decrease in da was around
11.96 nm aer blending 50 wt% PPCU as compared to that of
neat PLA. Such signicant decrease in both da and dc suggested
that PPCU could affect the crystalline of PLA. The size of
spherulites became smaller with increasing PPCU.

This study used POM to determine the spherulite morphol-
ogies and growth rates of the pure PLA and PLA/PPCU blends
that isothermally crystallized at predetermined temperatures
120 �C for 1 h. Fig. 10 shows the polarized optical photomi-
crographs of several selected samples taken during the
isothermal crystallization at 120 �C for 15 min. From
Fig. 10(a–d), the presence of PPCU in PLA/PPCU blends resulted
in the nucleating density of the spherulites being increased, the
size of the spherulites decreased and obscurer spherulites
boundaries. From Fig. 10(e) and (f), the nucleating density of
the spherulites were slightly lower. PPCU could form contin-
uous phase due to the content up to 40 wt%. Molten PPCU had
the effects of solvent and plasticizer, and make it easier for PLA
molecular chain motion so that the size of spherulites are more
likely to grow up at 120 �C.

However, it indicated that the content of PPCU in the blends
affected the morphology of spherulites. PPCU had improved the
crystallization degree for PLA. The crystallinity values in Tables
2 and 5 exhibit the order Wc,x > Xc. The crystallinity determined
from X-ray diffraction (Wc,x) was equal to the sum of crystalline
and interphase contents, while the measurement of fusion
enthalpy by calorimetry (Xc) yields values which are equal to the
Table 6 SAXS values of pure PLA and PLA/PPCU blends

PLA/PPCU (wt/wt) qmax (nm
�1) Xc (%) dac (nm) dc (nm) da (nm)

100/0 0.128 40.6 49.06 19.91 29.14
90/10 0.183 41.2 34.31 14.13 20.17
80/20 0.194 41.9 32.37 13.56 18.80
70/30 0.205 44.2 30.63 13.54 17.09
60/40 0.216 43.9 29.07 12.76 16.31
50/50 0.218 40.6 28.80 11.69 17.11

This journal is © The Royal Society of Chemistry 2017
crystalline content. Imperfections of crystals are not easily
distinguished from the amorphous phase. Therefore, some
disagreements among the quantitative results of crystallinity by
different measurement methods are frequently encountered.
These results were in consistent with the crystallinity data from
DSC (Table 2), WAXD, and SAXS measurement.
Dynamic mechanical analysis

Dynamic mechanical analysis was used to analyze the modulus
changes of the blends. The storage modulus (E0)-temperature
curves of pure PLA and PLA/PPCU blends are exhibited in
Fig. 11(a). It can be seen that PLA/PPCU blends show lower
storage modulus than pure PLA from �25 to 80 �C, indicating
an increase in the exibility of PLA imparted by the PPCU.
Above 50 �C, E0 decreases rapidly because of the glass transition
of PLA and reaches a minimal value around 65 �C.

This reects an enhancement of sample rigidity resulting
from the cold crystallization process detected using DSC. The
tan d-temperature curves of pure PLA and PLA/PPCU blends are
exhibited in Fig. 11(b). The Loss factor tan d ¼ E00/E0, it can be
seen in Fig. 11(b) that tan d decrease constantly with increasing
PPCU content. This indicates the elastic property of blends was
improved with the addition of PPCU, and toughness was
increased signicantly. Fig. 11(b) showed obvious tendencies
that the glass transition of PLA/PPCU blends moved toward the
temperature of the glass transition of PPCU. It can be seen that
the glass transition peak of PLA has evidently shied to low
temperature, and indicates that the blends are tended to
toughness.
Enzymatic hydrolysis

The biodegradability of PLA/PPCU blends is extremely impor-
tant for the potential application of the materials in the future.
Proteinase K is the only protein that can directly produce
enzymatic hydrolysis without hydrolysis. Therefore, the analysis
of weight loss data evaluated the degradation of PLA/PPCU
blends. As shown in Fig. 12(a), the weight loss of the blends
increased with time for all samples. The weight loss of the PLA/
PPCU blends was decreased from 65.9 to 50.3 wt% by incorpo-
ration of the PPCU. The rate of enzymatic degradation could be
RSC Adv., 2017, 7, 46183–46194 | 46191
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Fig. 11 (a) Dynamic storage modulus, (b) tan d of pure PLA and PLA/
PPCU blends as a function of temperature.

Fig. 12 (a) The weight loss of PLA/PPCU blends and (b) the weight loss
of PLA, as a function of time during the enzymatic degradation.

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
Se

pt
em

be
r 

20
17

. D
ow

nl
oa

de
d 

on
 1

0/
29

/2
02

5 
10

:1
5:

58
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
determined from the slope of the weight loss against time.
There was little difference among the ve samples for the
enzymatic degradation before six days due to the incubation
period for proteinase K.

The weight loss (WL) of the samples was calculated via
eqn (13):

WL ð%Þ ¼ ðm0 �miÞ
m0

� 100 (13)

where m0 is the weight of the samples before degradation and
mi is the dry weight of the degraded samples.

Aer six days, the blends began to degradation at a faster
rate. It indicated that the addition of PPCU had no obvious
inuence on the enzymatic degradation rate of PLA/PPCU.

The relative weight loss of PLA (WL,PLA) of the samples was
calculated via eqn (14):

WL;PLA ¼ WL

WPLA

(14)

where WPLA is the content of PLA in the samples and WL is the
weight loss of the PLA/PPCU samples.

From Fig. 12(b), it can be seen that the enzymatic degrada-
tion rate of PLA was obvious improved with gradually increasing
PPCU content. The relative weight loss of PLA was improved
46192 | RSC Adv., 2017, 7, 46183–46194
from 59.6 to 100%. The PLA was entirely degraded in the PLA/
PPCU 50/50 blends at 15th days. It can be comprehended that
the PLA was hydrolyzed before degraded by enzyme, and the
hydrolysis ability of PLA was improved because of PLA being
dispersed by PPCU. There are more active points aer PLA being
hydrolyzed, then exhibit that PPCU have promoted the enzy-
matic degradation rate of PLA.
Conclusions

The PLA/PPCU blends were prepared via twin screw extruder.
The mechanical test results showed that PLA could be remark-
ably toughened by in addition of PPCU. The impact strength of
PLA was enhanced from 4.8 to 102.8 kJ m�2 for the 50/50 PLA/
PPCU blend. The toughening-mechanism investigation
revealed that shear yielding occurred in the PLA matrix as
induced by the cavitation of PPCU particles. DSC analysis
revealed that PPCU had distinct effect on the melting process,
the temperature of cold crystallization had been obviously
improved with the increase of PPCU content for PLA. PPCU
enhanced the crystallization degree of PLA, but the function of
promoting was weaken when the content of PPCU further
increased. But the crystallization rate of PLA/PPCU blends was
decreased with increasing PPCU, and the blends show up
toughness. The crystallization density and spherulites size of
This journal is © The Royal Society of Chemistry 2017
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PLA were obviously affected with the addition of PPCU, but not
alter the crystalline type of PLA. The microstructure of the
blends changed with the addition of PPCU. And the result
indicated that the microstructure of blend was obviously
changed when the PPCU content was 20 wt%. The results were
further demonstrated in isothermal crystallization kinetics of
blend. When the blend without PPCU content had a stress
relaxation mechanism that depended on the PLA matrix, and
the blends with PPCU content from 10 to 50 wt% had similar
stress relaxation mechanism that depended on the PPCU
constituents. The enzymatic degradation rate of PLA was
obvious improved with gradually increasing PPCU content.
Moreover, the study in this work provided a method for
toughening modication of PLA and expanding its application.
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