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ater oxidation at amorphous
trimetallic oxides based on FeCoNiOx†

Md Abu Sayeed and Anthony P. O'Mullane *

Recently there has been a noticeable shift towards developing amorphous bimetallic or trimetallic oxides

for electrochemical water splitting. However, the fabrication of a homogeneous mixed metal oxide

electrocatalyst suitable for water electrolysis is not a facile process. Here we introduce an

electrochemical synthesis method that is rapid, simple and performed under ambient conditions. Using

this approach it is possible to create a catalytically active FeCoNiOxHy amorphous material whose activity

is dependent on the nature of the underlying support. The trimetallic oxide is significantly more active

than any single or bimetallic oxide combination for the OER. This amorphous catalyst demonstrates not

only excellent activity but also stability over extended time periods.
Introduction

The ability to store energy from intermittent renewable energy
sources is a signicant challenge that can be addressed by
generating hydrogen as a fuel via electrochemical water split-
ting.1–5 However, the sluggish kinetics of the oxygen evolution
reaction (OER) is hampering this effort. The most commonly
used electrocatalysts are IrO2 and RuO2 but these are prohib-
itively expensive due to their scarcity. Therefore, substantial
commercial penetration of electrolysers has been hampered by
a failure to fabricate inexpensive electrocatalysts that exhibit
high current density at a low energy cost over prolonged
periods. Consequently, addressing this major technological
challenge has gained momentum and there has been signi-
cant progress in developing non-precious metal based earth
abundant catalysts for better OER performance.1,6–9 In partic-
ular (oxy)-hydroxides or oxides of iron, nickel and cobalt have
been studied due to their relatively higher abundance, lower
cost and good performance in alkaline electrolytes for the
OER.2,5,10–17 Recent work by Cao et al. have demonstrated that
iron based thin lms are highly active for the OER in neutral
conditions,18,19 as well as hierarchical Co(OH)F superstruc-
tures20 and porphyrin and corrole based systems.21 It is now
generally regarded that bimetallic or trimetallic oxides
perform better than monometallic MOx systems.11–13,22,23 It has
been shown that even iron impurities in the electrolyte can
signicantly enhance the performance of CoOx and NiOx
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electrodes for the OER.24 When the energetics of the water
oxidation process is considered for monometallic MOx cata-
lysts, the key intermediates such as OH, O and OOH are
adsorbed either too weakly or strongly on the surface which
introduces a large overpotential15 and limits activity. Therefore
having three components in the catalyst appears to solve this
issue and promotes electrocatalytic activity through a syner-
gistic effect.

Interestingly, there has been a shi from utilising crys-
talline catalysts to producing amorphous materials for water
splitting.22,25–27 A recent study has shown that a photochem-
ical metal–organic deposition process can produce amor-
phous mixed metal oxides displaying activity for the OER.22

Crystallinity or lack thereof is therefore expected to be a crit-
ical factor in determining the activity of the catalyst as
evidence is now emerging that a reversible crystalline to
amorphous transition can occur during the OER, as reported
for Co3O4.28 The formation of a thin amorphous layer at the
surface of the crystalline metal oxide was found to be the
active state for the OER, which reverted to the crystalline state
once returned to non-catalytic conditions. Therefore, the
formation of an amorphous homogeneous mixed metal oxide
system that is active and robust is of signicant interest for
the OER.

Here we introduce an electrochemical protocol that
results in the formation of a FeCoNiOxHy material under
ambient conditions that is evenly distributed over the
substrate electrode and is highly active and durable for the
OER. An electrochemical approach was taken due to
simplicity, cost-effectiveness and good adherence to the
underlying electrode compared to other deposition tech-
niques that may be more involved for OER electrode prepa-
ration such as hydrothermal, co-sputtering and thermal
decomposition techniques.
RSC Adv., 2017, 7, 43083–43089 | 43083

http://crossmark.crossref.org/dialog/?doi=10.1039/c7ra07995h&domain=pdf&date_stamp=2017-09-05
http://orcid.org/0000-0001-9294-5180
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7ra07995h
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA007068


Fig. 2 Cyclic voltammograms recorded at 10 mV s�1 in 0.1 M NaOH
for mono-, bi- and trimetallic oxides showing the 5th cycle of the OER.
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Results and discussion

Cyclic voltammograms (CVs) recorded at a gold electrode in an
electrolyte containing either 8 mM of the hydrated salts of
Co(NO3)2, Ni(NO3)2 or Fe(NO3)2 or an equimolar solution of all
three salts is shown in Fig. 1. When taking a solution of 8 mM
Co(NO3)2 in water the cathodic current seen from �0.80 to
�1.20 V is due to the reduction of water via 2H2O + 2e� /

2OH(aq)
� + H2(g). The liberated OH� ions at the electrode surface

complex with Co2+ ions to form Co(OH)2(s). An analogous
process occurs for the case of Ni(NO3)2 as evidenced by a very
similar voltammetric prole. In the case of Fe(NO3)3 slightly
different behaviour is observed in that there is a peak at 0.05 V
prior to the onset of the large cathodic current as seen for the
other two metal salts, which is due to the reduction of Fe3+ to
Fe2+. However iron hydroxide/oxide is formed in an analogous
manner as reported elsewhere.29

For the equimolar solution containing all three metal salts
the voltammogram is close to the addition of the three indi-
vidual processes as evidenced by the large magnitude of current
from �0.80 to �1.20 V. This result was further veried by the
mathematical summation of the response from the individual
reduction processes (Fig. S1†). It should be noted that there is
a slight shi to more positive potentials (ca. 0.15 V) for all
processes compared to the individual responses which may be
due to the increased conductivity of the solution when three
salts are present. Also in the CV it can be seen that there is
current crossover between the forward and reverse scans which
is highly indicative of nucleation growth phenomenon.30 This
was analysed by performing current time transients (Fig. S2†)
over a range of �0.70 to �1.00 V and analysing the data by the
Hills–Scharier method31 where it was found that at early times
(<3 s) instantaneous nucleation and growth occurs.

Initially it was conrmed that the electrodeposition of all
three components did in fact enhance the OER compared to
either individually deposited materials or the bimetallic
combinations. A potential of �0.95 V was chosen which is well
within the water reduction process (Fig. 1) for a period of 90 s. It
can be seen from Fig. 2 that the trimetallic system gave the
highest current density at an overpotential of 0.34 V when
Fig. 1 Cyclic voltammograms obtained at 50 mV s�1 at an Au
electrode in individual aqueous solutions containing 8 mM of
Co(NO3)2$6H2O, Ni(NO3)2$6H2O, Fe(NO3)2$9H2O solution and an
equimolar solution (8 mM) of all three salts.

43084 | RSC Adv., 2017, 7, 43083–43089
compared to mono or bimetallic systems (the 5th cycle is pre-
sented which ensured a stable response). In addition this
material showed the lowest Tafel slope of 32 mV dec�1 when
compared to all other combinations (Table S1†). Interestingly
the FeCo and FeNi combinations reduced the overpotential but
could not facilitate as high current densities. This data is
consistent with previous work where the presence of iron,
although very inactive itself in the potential range of interest,
promotes the activity of Co and Ni oxides.13,32,33

It can be seen prior to the onset of oxygen evolution that
there are signicant faradaic processes occurring at the as-
deposited materials which are illustrated in Fig. 3. For the
individual M(OH)2 deposits characteristic redox processes can
be seen for the Co(II)/Co(III) and Ni(II)/Ni(III) transitions with the
latter process occurring at more positive potentials. For the case
of iron hydroxide/oxide there are no oxidation processes in the
potential range studied which is consistent with previous
reports.32 For the CoNi hydroxide/oxide system it can be seen
that the CV shows behaviour in a potential region between that
of the individual components which indicates good electronic
communication between the materials. For FeCo and FeNi
hydroxide/oxide the inclusion of iron has a signicant impact
Fig. 3 Cyclic voltammograms recorded at 10 mV s�1 in 0.1 M NaOH
for mono-, bi- and trimetallic oxides showing the 1st cycle prior to the
OER.

This journal is © The Royal Society of Chemistry 2017
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on the voltammetry which is evidenced by a dramatic reduction
in the peak intensities and shi to less positive potentials for
both the Co(II)/Co(III) and Ni(II)/Ni(III) transitions. The inclusion
of iron also results in a dramatic increase in the OER current
towards the end of the sweep which is much greater than that
seen for the CoNi case. This is consistent with the recent work
by Strasser who demonstrated that the incorporation of Fe into
nickel oxide can increase the OER rate by 1–2 orders of
magnitude.13 Finally for the trimetallic FeCoNi sample there is
a broad oxidation process from 1.2 to 1.5 V prior to the onset of
the OER. Although the onset for the OER is slightly more
positive compared to the bimetallic samples containing iron the
current density that can be achieved with the trimetallic sample
at slightly higher potentials is signicantly greater (Fig. 1).
Therefore given the enhanced performance in terms of current
density that can be achieved the trimetallic system was inves-
tigated in detail. The optimum OER activity was then deter-
mined via applying different potentials and deposition times as
shown in Fig. S3† and found to be �0.95 V for 90 s. These
conditions also resulted in the best long term performance of
the electrocatalyst. A SEM image of the optimised sample is
shown in Fig. 4. The formation of a layered sheet-like
morphology with minimal cracks was observed which is indic-
ative of M(OH)2 materials such as Ni(OH)2 and Co(OH)2 (ref. 34
and 35) and also consistent with iron oxyhydroxide lms.36 SEM-
EDX analysis revealed a composition of Fe25Co40Ni35Ox

(Fig. S4†) for the as-deposited material which is comparable
with the X-ray photoelectron spectroscopy (XPS) data as
Fe20Co37Ni43OxHy. This indicates that the nal composition is
different to the ratio of metal salts used during the electro-
deposition process which were equimolar. Therefore this
indicates that the electrodeposition of nickel and cobalt
hydroxide is preferred over iron hydroxide.

However this material is unlikely to be the active species
involved in the OER as reported previously for electrodeposited
Co(OH)2.35 Once Co(OH)2 is oxidised the composition changes
to Co3O4 prior to the OER and then formation of Co(IV) occurs
which is responsible for oxygen evolution.37 Therefore the
Fig. 4 SEM images of FeCoNiOxHy electrodeposited onto an Au
electrode (a), (b) before and (c), (d) after OER.

This journal is © The Royal Society of Chemistry 2017
sample was also imaged (Fig. 4c and d) aer several potential
cycles into the OER region over the range shown in Fig. 2. An
interesting effect occurred whereby the surface loses its layered
type structure and is replaced with a fractured surface
containing isolated islands comprised of nodule like nano-
materials. EDX mapping of the reconstructed surface shows
a highly even distribution of Fe, Co, Ni and O throughout the
material without any evidence of phase segregation (Fig. 5
and S5†).

This is generally difficult to achieve with more conventional
approaches such as thermal decomposition and coprecipita-
tion.22 There is also clear exposure of the supporting gold
electrode (Fig. 5) which in principle should be benecial for
oxygen evolution given the signicant impact it has on the
activity of cobalt oxide catalysts.7,35,37,38 The thickness of the as-
deposited sample is 75 mm which decreased slightly aer the
OER to 67 mm (Fig. S6†).

The composition also changed compared to the as-deposited
material and was determined to be Fe30Co30Ni40OxHy by SEM-
EDX (Fig. S5†) and Fe30Co35Ni35OxHy by XPS (Fig. 6) indi-
cating a slight enrichment of Fe and Ni compared to the as-
deposited material. Taking the Co 2p core level spectrum the
binding energy of Co 2p3/2 (Fig. 6b) before the OER conversion
process is 780.1 eV with a clear satellite peak at higher energy
which indicates the presence of Co(OH)2.35 Aer the OER reac-
tion the satellite peak is diminished, which indicates the
formation of Co3O4 at the surface. For Ni, the Ni 2p3/2 peak at
a binding energy of 855.1 eV (Fig. 6c) is indicative of Ni2+ species
and is consistent with the formation of NiO and Ni(OH)2.39 For
Fe the Fe 2p3/2 peak at a binding energy of 710.8 eV (Fig. 6d) is
indicative of Fe2O3 which is consistent before and aer the OER
reaction. It has been reported previously29 that electrochemi-
cally reduced iron nitrate initially forms Fe(OH)2 but then
converts readily to Fe2O3 which is consistent here with the as
deposited material.40 The O 1s spectrum (Fig. 6e) before the
OER can be deconvoluted into two components indicating
a mixture of hydroxide (higher binding energy) and oxide states
(lower binding energy). However, aer the OER only one broad
component is observable indicating the majority of the sample
comprises of metal hydroxides41 or oxygen defects. Also shown
in Fig. 6f shows the Au 4f core level spectra showing binding
Fig. 5 SEM-EDX maps of FeCoNiOxHy electrodeposited onto an Au
electrode (a) before and (b) after OER.

RSC Adv., 2017, 7, 43083–43089 | 43085
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Fig. 6 XPS spectra showing (a) survey, (b) Co 2p, (c) Ni 2p, (d) Fe 2p, (e)
O 1s and (f) Au 4f, of FeCoNiOx@Au as deposited (lower spectra) and
after 5 cycles into the OER (upper spectra) in each case.

Fig. 7 HR-TEM images for (a, b) electrodeposited mixed hydroxide
and (c, d) post OER electrodeposited mixed hydroxide. The inset
shows the FFT images.

Fig. 8 GIXRD patterns of (a) Au substrate only, (b) FeCoNiOxHy@Au
after deposition and (c) FeCoNiOxHy@Au after 5 cycles of OER.
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energies of 84.9 eV and 88.5 eV for Au 4f5/2 and 4f7/2, respectively
which can be assigned to metallic Au0 of the underlying elec-
trode.42 The binding energy values shi by 2 eV indicating the
formation of an oxidised surface43 aer the OER reaction. The
composition of the catalyst before and aer the OER was also
analysed by laser ablation inductively coupled plasma mass
spectrometry and found to change from Fe24Co44Ni32OxHy to
Fe28Co38Ni34OxHy which is consistent with the EDX and XPS
results.

To gain further insights into the structure of the materials,
FeCoNiOxHy was electrodeposited onto an Au coated (2–3 nm
thick) TEM grid (Fig. 7a and b). EDS analysis with HRTEM
shows that FeCoNiOxHy was electrodeposited on the gold
particles and the underlying carbon lm (Fig. S7†). From the
FFT images in the carbon only region (Fig. 7b), it was observed
that the materials were mainly amorphous, however it must be
noted that there are some spots in the FFT pattern which
indicates some degree of crystallinity at the localised nanoscale
level. Interestingly, aer the OER the material showed evidence
of a transition into a more crystalline state (Fig. 7d). However,
XRD analysis of the bulk material before and aer the OER was
dominated by the underlying gold substrate (Fig. 8) and
43086 | RSC Adv., 2017, 7, 43083–43089
suggests that this amorphous to crystalline transition does not
extend through the bulk of the electrodeposited material. It is
interesting that the gold peaks are suppressed aer the OER
which may indicate that the gold is being oxidised quite
signicantly during the process (Au lm for this sample is
100 nm thick) which is expected at this applied potential.44 The
two peaks around 2q ¼ 55� which shi aer the OER were
unable to be assigned and did not correspond to any mono-, bi-
or tri-metallic oxide/hydroxide. Given the absence of any other
major peaks at lower values does suggest the material is
amorphous.

It was also found that the underlying electrode inuenced
the OER whereby a gold electrode was found to show signi-
cantly better performance over glassy carbon (GC), Pd or Cu
support electrodes (Fig. 9). Although the rst cycle for
FeCoNiOxHy deposited on GC showed similar behaviour to that
on Au the current density quickly diminished aer 5 cycles
(Fig. 9b) and demonstrated less activity than both Pd and Cu
support electrodes. The Tafel slope for the OER at FeCoNiOxHy
This journal is © The Royal Society of Chemistry 2017
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Fig. 9 Cyclic voltammograms recorded at 10mV s�1 in 0.1 M NaOH of
FeCoNiOxHy at (a) 1st cycle, (b) 5th cycle, (c) Tafel slope of FeCoNiOxHy

on Au, GC, Pd, Cu and (d) chronopotentiometric stability measure-
ments of FeCoNiOxHy on Au held at 10 mA cm�2 for 24 h before
restructuring and after restructuring.
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on the different substrates (Au, GC, Pd and Cu) aer 5 cycles was
determined to be 32, 84, 52 and 73 mV dec�1 respectively,
implying a signicant dependence on the substrate for the OER
(Fig. 9c). It should be noted that the morphology of FeCoNiOxHy

deposited on GC is distinctly different compared to Au
(Fig. S8†). The surface is fractured and does not contain the
layered type structure seen for the case of Au (Fig. 4). However
from SEM-EDX analysis (Fig. S9†) the composition is compa-
rable (Fe30Co34Ni36OxHy) on a GC electrode. Aer the OER parts
of the lm were compromised but in general the morphology
remained intact indicating that a signicant restructuring
process did not occur. Previous work on cobalt oxide catalysts
postulated that underlying metals act as electron sinks to
promote the formation of the Co(IV) oxidation state which is
regarded as the active site for oxygen evolution.7 This may also
play a role here given the high percentage of cobalt in the tri-
metallic oxide sample.

Determining the main active site for the OER however is
a challenging issue that is difficult to address. Recently
however, Strasser13 has shown for the FeNi system that the
buildup of higher oxidation states of Ni(IV) and Fe(IV) is followed
by O–O bond formation with the subsequent release of molec-
ular oxygen. This process restores the metal site back to its
reduced state. Once the Fe level is above 4% the rate of oxygen
evolution is greater than the rate of metal oxidation and
therefore lower valent metal centres are stabilised during
catalysis and the active centre was determined to be
Ni2+Fe3+OOH. Recent spectroscopic characterization of mixed
Fe–Ni oxide electrocatalysts indicated that a NiFe2O4 phase was
a contributing factor to enhanced OER activity as well as the
presence of basic active sites.45 Bell et al.46 have also reported
This journal is © The Royal Society of Chemistry 2017
that Ni–Fe catalysts are active for the OER whereby the incor-
poration of iron into the lm increases the potential at which
the Ni(OH)2/NiOOH redox process occurs and decreases the
average oxidation state of Ni in NiOOH which results in an
increase in activity for the OER.46 Cao et al. have also investi-
gated the Fe–Ni system in detail47–49 and described additional
effects that promote OER activity such as the embedded Fe(III)
increases charge mobility due to more oxygen vacancies that
facilitate polaron hopping between neighbouring atoms as well
as the creation of surface defects for the coordination of reactive
species. As seen from Fig. 2 and 3 the incorporation of Fe into
cobalt also enhances activity at low overpotentials and therefore
an analogous process may be taking place. However the nature
of the underlying electrode was not investigated and may have
an inuence on the processes taking place. The combination of
electronic interaction between the catalyst layer and the
support, the critical presence of Fe, and the surface morphology
changes that occur, greatly inuence OER activity.

The turnover frequency (TOF) is an excellent way to bench-
mark these materials as getting accurate surface areas for
electrodeposited materials on this scale is not straightforward.
As discussed by Lyons et al. the electrochemical equivalent of
the TOF can be described by:50

TOF ¼ 1NA/4FNatoms ¼ J/4Q (1)

where, NA is Avagardo's number, F is Faraday's constant, Natoms

is the number of atoms or active sites, J is the current density
and Q is the charge associated with the oxidation of
FeCoNiOxHy. The TOF value obtained for the stabilised catalyst
(5th cycle) at a current density of 10 mA cm�2 was determined to
be 2.1 s�1, which is high compared to many other catalysts of
this type (Table S1†). The stability of the catalyst was then tested
under conditions of constant current (10 mA cm�2) Fig. 9d over
a period of 24 h for the as-deposited material and for the
material subjected to 5 CVs over the range of 1.0 to 1.75 V (as in
Fig. 2). The ve cycles of pre-conditioning of the catalyst is
highly benecial for long term performance as the potential
attained by the system is lower over the entire 24 h period. In
addition the conditioned catalyst only shows a 30 mV increase
in overpotential which is promising for commercial application.
This method to produce a highly active yet stable catalyst is
attractive in its simplicity and could in principle be adopted for
deposition onto larger area supports.
Experimental
Chemicals

Cobalt(II) nitrate hexahydrate, iron(III) nitrate nonahydrate
(Chem-Supply), nickel(II) nitrate hexahydrate (Alfa Aesar) and
sodium hydroxide (98%) (Sigma-Aldrich) were used as received
and made up with deionised water (resistivity of 18.2 MU cm)
puried by use of a Milli-Q reagent deioniser (Millipore). The
plating solution for the mixed CoNiFe oxide nanostructures
consisted of 8 mM each of Co(NO3)2$6H2O, Ni(NO3)2$6H2O and
Fe(NO3)3$9H2O.
RSC Adv., 2017, 7, 43083–43089 | 43087
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Electrochemical characterization

Electrochemical measurements were undertaken at (20 � 2) �C
with a BioLogic VSP workstation equipped with a Rotating Ring
Disk Electrode-3A (RRDE) assembly and a standard three-
electrode cell conguration, consisting of a working electrode,
reference electrode (Ag/AgCl (3 M KCl)) and counter electrode
(Pt wire). For OER experiments, Au (3 mm diameter), GC (3 mm
diameter), Pd (3 mm diameter) or Cu RDE (1.6 mm diameter)
from BAS Inc. were used. The surface was mechanically pol-
ished with 0.3 mm-sized alumina powder on a Microcloth pad
and rinsed in Milli-Q water. For all electrochemical experiments
the electrolyte was initially purged for 10 min with nitrogen gas.
For chronoamperometric experiments the potential was step-
ped from 0 V to the deposition potential of interest. For the OER
the catalyst which was deposited on a RDE was rotated at
1500 rpm in 0.1 M NaOH. The reproducibility of the measure-
ments was checked by carrying out four replicates for each OER
experiment which is shown in Fig. S10.† The as electro-
deposited mixed metal oxide/hydroxide was washed with
deionised water for at least 3 times before the characterizations.
In all cases iR correction was applied to cyclic voltammograms
and the potential for the OER data has been converted to the
RHE scale via ERHE ¼ EAg/AgCl + 0.059 � pH + 0.197 V. The
current density reported in this work is normalized to the
geometric surface area of the electrodes and was also used in
the TOF calculation. The cyclic voltammetric experiments
used to obtain the Tafel data were recorded at a sweep rate of
1 mV s�1.
Structural characterization

SEM and EDX were performed on JEOL 7001F at an operating
voltage of 5 kV and 15 kV, respectively. Samples were prepared
by electrodeposition onto 100 nm thick Au coated silicon
substrates following the same parameters used for the Au
electrode (BAS), followed by rinsing with Milli-Q water to
remove any metals salts and drying with a ow of nitrogen. The
active area on the Au coated silicon substrates was carefully
controlled using a mask (�17 mm diameter). X-ray photoelec-
tron spectroscopy data were collected using an Omicron Mul-
tiscan Lab Ultra-high Vacuum Scanning Tunnelling Microscope
(UHV-STM) incorporating a 125 mm hemispherical electron
energy analyser. XPS measurements were performed using non-
monochromatic Mg Ka (1253.6 eV) X-ray source (DAR 400,
Omicron Nanotechnology), 300 W incident angle at 65� to the
sample surface. Wide scans were observed at an analyser pass
energy of 50 eV with 0.5 eV steps and 200 ms dwell time. Narrow
high-resolution scans for Co 2p, O 1s, Au 4f, and C 1s were taken
at 20 eV pass energy, 0.2 eV steps, 200 ms dwell time. The base
pressure in the analysis chamber was 1.0 � 10�9 Torr and 1.0 �
10�8 Torr when the sample was analysed. HRTEM images were
taken using a JEOL 2100 instrument at 200 KV. A high-
sensitivity silicon dri X-ray detector for more accurate
compositional analysis and a Gatan Orius SC1000 CCD camera
is equipped for better image acquisition. Ultrathin gold sup-
ported lms on 3 mm standard TEM grids (Substratek™, TED
PELLA) were used as the working electrode for the
43088 | RSC Adv., 2017, 7, 43083–43089
electrodeposition of FeCoNiOxHy. Laser ablation of samples
took place in a He atmosphere (0.85 l min�1) in a ESI New Wave
“TV” cell attached to a ATL excimer laser. The laser was red at
6 Hz and the spot size was 85 microns. The laser output uence
was about 2 J cm�2 and the uence at the sample was approx-
imately 25% of that. Samples were either drilled or rastered. The
reference material used in the experiment was NIST-610, a sili-
cate glass. Samples were drilled until the silicon substrate was
100% of the signal. The ablated material in the carrier He gas
was Y-ed into an argon gas ow at 1 l min�1 which entered the
plasma of the Agilent 8800 ICPMS. The instrument was run in
single MS mode with RF power at 1350 and no torch shield.
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