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us carbon spheres constructed
from coal as electrode materials for high
performance supercapacitors†

Mingxi Guo, Jixi Guo, * Fenglian Tong, Dianzeng Jia,* Wei Jia, Jingbin Wu,
Luxiang Wang and Zhipeng Sun

Hierarchical porous carbon spheres (PCS) are prepared by a simple one-pot spray pyrolysis of coal oxide

solution without any further activation process. The specific surface area and total pore volume of the

resultant carbon spheres are increased significantly with the increase of spray pyrolysis temperature.

When evaluated as electrode materials for supercapacitors in 6 M KOH electrolyte, the PCS exhibits

a high specific capacitance 227 F g�1 at a current density of 1 A g�1 and outstanding cycling stability after

10 000 charge/discharge cycles at a current density of 2 A g�1. In symmetric supercapacitor, the specific

capacitance of the sample PCS-8 is 180 F g�1 at a current density of 0.2 A g�1 and has excellent rate

capability. The proposed strategy offers a facile and green method to produce porous carbon spheres

from coal, and has potential application in energy storage.
1. Introduction

Supercapacitors have been considered as one of the most
promising energy-storage devices that can meet the develop-
ment needs of future society due to their high efficiencies, high
power/energy densities, long cycling stabilities, green/safe
operation, etc.1–3 Supercapacitors can be classied into two
major categories based on the energy storage mechanism:
electrical double layer capacitors (EDLCs) and pseudocapaci-
tor.4 Generally,5,6 energy stored in an EDLCs is proportional to
the electrostatic charge accumulated at the electrode/electrolyte
interface; pseudocapacitors store energy via the faradaic
reactions that occur between the electrode materials and
electrolyte. Thus, EDLCs electrode materials should have large
specic surface area (SSA) and match with appropriate pore
structure for charge accumulation, electrolyte wetting and rapid
ionic transportation.7

It is well known that carbon materials, such as activated
carbon (AC), carbon bers, carbon nanotubes (CNT), and gra-
phene, are conventionally used as energy storage materials, due
to their advantages such as large SSA, good electronic conduc-
tivity, and high chemical stability.8–12 Carbon materials for
EDLCs have been well reviewed recently, and mainly focus on
porous structure optimization, morphology control, and surface
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modication. The hierarchical porous carbon materials have
been widely concerned, because of it has abundant micropores,
mesopores, and macropores, which can provide a large acces-
sible surface area, rapid ionic transportation and leading to
a large capacitance and high energy density.13 How to use high
quality, green and cheap carbon sources to prepare porous
carbon materials has become a hot spot of current research. In
all carbon sources, coal is cheap and abundant naturally
occurring material compared to other derivative source mate-
rials, such as graphite, methane or other hydrocarbons.14,15

Therefore, how to nd a simple and green method to promote
the efficient utilization of coal resources has been paid more
and more attentions from all over the word. Usually, coal based
activated carbon prepared by carbonization and activation.
Wilson and his co-workers rst reported the prepared of C60,16

C70, and CNTs17 from coal by using the arc-discharge method
with coal-based carbon as the evaporation anode. Kazuto
Hatakeyama group founded that the coal is a promising carbon-
based proton conductor by simple liquid-phase oxidation.18

Over the past decade, Qiu and his co-workers have intensively
investigated the possibility and feasibility of preparing various
carbon nanomaterials (AC, CNT, carbon dot and graphene etc.)
from Chinese coal.19–23 Recently, in order to realize the high
added value of coal, the coal was modied by liquid phase
oxidation, and the modied coal as carbon precursor to prepare
carbon bers in our groups.24–27 The coal derived carbon bers
exhibit excellent electrochemical performance and organic
matter absorption.

In this paper, we report a simple method for the preparation
of coal based porous carbon spheres (PCS). Firstly, coal was
treated by using a mixture of concentrated sulfuric acid and
RSC Adv., 2017, 7, 45363–45368 | 45363
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nitric acid, and the obtained coal oxide can be dissolved in
aqueous solution. Then, the PCS was prepared by a simple one-
pot spray pyrolysis method without further activation using coal
oxide solution as carbon precursor. The detailed formation
mechanism of coal based porous carbon spheres was studied.
The PCS has been evaluated as EDLCs electrode in KOH solu-
tion and its remarkable capacitive performance has been
demonstrated in this work.
2. Experimental

Coal was obtained from Heishan, Xinjiang, China. Other
chemicals were analytical grade and were used as received
without further purication. The industrial elemental analysis
of raw coal components was studied in our previous paper.24
2.1 Coal based porous carbon sphere

Coal oxide was prepared according to the reported method
previously.24,27 The raw coal was oxidized by concentrated
sulfuric acid and nitric acid treatment, and the coal oxide can
easily dissolve in alkaline water. Then, the coal oxide (0.8 g) was
added into distilled water (40 mL) followed by stir and then
added sodium dodecyl benzene sulfonate (SDBS) until the
solution reached a neutral pH value. The coal based carbon
spheres were prepared directly by ultrasonic spray pyrolysis
from the coal based aqueous solution with different tempera-
ture. The spray pyrolysis system consisted of droplet generator,
quartz reactor, and powder collector. 2 MHz ultrasonic spray
generator was used to generate a large quantity of droplets. A
quartz reactor with length of 450 mm and a diameter of 50 mm
was used. The ow rate of the nitrogen gas used as carrier gas
was 0.5 L min�1. The droplets evaporated, and decomposed in
the quartz reactor, and the black powders were collected. The
coal based carbon spheres with different pyrolysis temperature
(700 �C, 800 �C, 900 �C, 1000 �C) were denoted as PCS-7, PCS-8,
PCS-9, and PCS-10.
Scheme 1 Schematic diagram of the formation of coal based hierar-
chical porous carbon spheres.
2.2 Characterization

The infrared spectroscopy study was carried out using a Bruker
VERTEX 70 Fourier transform infrared (FT-IR) spectrometer in
a range of wavenumbers from 400 to 4000 cm�1. Raman spec-
troscopy was performed on a Bruker SENTERRA dispersive
Raman microscope using a 532 nm laser. Powder X-ray
diffraction (XRD) measurements were conducted on a Bruker
D8 Advance Diffraction diffractometer in the 2 theta range from
5� to 80�, with Cu Ka radiation (l ¼ 0.15405 nm) at 40 kV and
40 mA. Field emission scanning electron microscopy (FE-SEM)
images were obtained by using a Hitachi S-4800 microscope at
an accelerating voltage of 5 kV. Transmission electron micros-
copy (TEM) images of the products were obtained on a JEOL
JEM-2100F electron microscope with an accelerating voltage of
200 kV. The Brunauer–Emmett–Teller (BET) and Barrett–Joy-
ner–Halenda (BJH) measurements were performed on a Micro-
meritics ASAP 2020 surface area and porosity analyzer.
45364 | RSC Adv., 2017, 7, 45363–45368
2.3 Electrochemical characterization

The electrochemical experiments were carried out using a three-
electrode system under ambient conditions. A platinum slice
was used as the counter electrode and the saturated calomel
electrode (SCE) was served as the reference electrodes. The
working electrode was prepared by casting a mixture of 85 wt%
active material, 10 wt% acetylene black and 5 wt% polytetra-
uoroethylene, and dispersed in ethanol to obtain a slurry,
which was then coated onto the nickel foam current collectors
(1 cm � 1 cm) with a spatula. Finally, the as-fabricated elec-
trodes were dried at 60 �C for 12 h. The two-electrode system
was measured by assembling a symmetrical capacitor. Cyclic
voltammetry (CV), galvanostatic charge–discharge (GCD), and
electrochemical impedance spectroscopy tests were measured
on a CHI660D electrochemical workstation (Chenhua,
Shanghai, China) in 6 M KOH electrolyte at room temperature.
The cycling performance of the electrode was evaluated on
a Land battery measurement system (CT2001A, Wuhan LAND
electronics Co., Ltd).
3. Results and discussion

The synthesis process of the PCS using the spray pyrolysis is
illustrated as shown in Scheme 1. Firstly, the raw coal was
oxidized by concentrated sulfuric acid and nitric acid treatment.
In the process of acid treatment, the mineral component of raw
coal was eliminated. The XRD of raw coal and oxidized coal were
studied in our previous article.24 The morphology of raw coal
and oxidized coal are shown in Fig. S1.† They have a random
particle size distribution. The coal oxide can easily dissolve in
alkaline water, which due to the surface of acid treated coal
introduced into a large number of functional groups (–OH,
–NH2, –C]O, –NO2 and –SO3H) (Fig. S2†).24 Secondly, droplets
containing coal oxide is formed by the ultrasonic nebulizer. Fast
drying and decomposition of droplets produced coal based
porous carbon spheres by ultrasonic spray pyrolysis with
different temperature. Compared with the acid treated coal
(Fig. S2†), the functional groups on the surface of PCS was
decreased or weaken due to high-temperature pyrolysis
(Fig. S3†). PCS-7 only has –OH (3450 cm�1), –C]O (1600 cm�1),
–COO– (1380 cm�1), and R–OH (618 cm�1) functional groups
(Fig. S3(a)†). The functional groups on the surface of PCS was
disappear, split or weaken with the increase of pyrolysis
temperature. When the pyrolysis temperature at 800 �C, the
This journal is © The Royal Society of Chemistry 2017
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Fig. 1 FE-SEM and TEM images of PCS with different pyrolysis
temperature (a, b) PCS-7, (c, d) PCS-8, (e, f) PCS-9, (g, h) PCS-10.

Fig. 2 (a) Nitrogen adsorption/desorption isotherms at 77 K and (b)
pore size distribution curves of porous carbon spheres.
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peak at 1600 cm�1 start appeared split peaks (1576 cm�1

(–C]C)), and the peak intensity compared with 3450 cm�1

(–OH) was weakened (Fig. S3(b)†). This phenomenon shows that
at the beginning of 800 �C, most of the aromatic group began to
break, the number of rings of aromatic nucleus increase. The
condensation of aromatic nucleus occurred, the lamellar
orientation of graphite crystallites was adjusted. With the
increase of pyrolysis temperature, the peak intensity of –C]C
and –C]O relative to –OH peak became more weak, and the
split peak at 1600 cm�1 becamemore obvious (Fig. S3(c and d)†).
In other words, with the increase of pyrolysis temperature, the
cracking degree of macromolecular aromatic group in coal is
more serious, the lamellar orientation of graphite crystallites is
more orderly, and the degree of graphite is higher.

The XRD patterns of the powders prepared directly by spray
pyrolysis from coal based solution at various pyrolysis temper-
atures are shown in Fig. S4(A).† The diffraction peaks of all
samples exhibit the wide (002) and (100) peaks of graphitic
carbon around 26� and 42�, which are characteristic of amor-
phous carbon frameworks. With the increase of pyrolysis
temperature, the peaks of (002) PCS become wide and shi to
a relatively small angle. It can be inferred that the interlayer
spacing d002 and the degree of graphite were increased with
increase of pyrolysis temperature. Notability, there is a wide
peak below 20 degree in PCS-10. This means that the product
was pyrolyzed and signicantly oxidized at higher temperature.
The results are well consistent with FT-IR analysis.

The order and graphitization degree of the materials were
studied by Raman spectroscopy (Fig. S4(B)†).28 The peak at
1359 cm�1 (D-band) is associated with the vibration of carbon
atoms with dangling bonds in the plane termination of disor-
dered graphite. The peak at 1593 cm�1 (G-band) corresponds to
an E2g mode of hexagonal graphite and is related to the vibra-
tion of sp2-hybridized carbon atoms in a graphite layer. The
intensity ratio of the D peak to the G peak, denoted as ID/IG,
indicates the disorder degree of the carbonmaterial. The higher
the ratio, the lower the degree of the graphitic content.
Fig. S4(B)† shows Raman spectra of PCS-7, PCS-8, PCS-9, and
PCS-10, and the ID/IG ratios for them are 0.79, 0.94, 0.91 and
0.89, respectively. It can be inferred from intensity ratio that the
crystal structure of carbon had been gradually destroyed with
the increase of pyrolysis temperature, and the degree of
graphite were increased from 800 �C, which is consistent with
the results of FT-IR and XRD analysis.

The microstructure and morphology of the carbon spheres
was investigated by electron microscopic (Fig. 1). From FE-SEM,
uniform spheres with diameters distribution from 500–
1000 nm can be observed. The surface microcosmic structure of
the PCS-7 exhibit smooth (inset of Fig. 1(a)), the spherical
surface of the PCS-8 starts to appear defects (inset of Fig. 1(c)).
With the increase of pyrolysis temperature, the PCS-10 spherical
samples have a serious etching phenomenon (Fig. 1(g)). These
phenomena show that with the increase of ultrasonic spray
pyrolysis temperature, the spherical surface of sample becomes
more roughly. This is mainly due to the thermal decomposition
of coal and the activation of water vapor intensied with the
increase of pyrolysis temperature. From TEM, we know that the
This journal is © The Royal Society of Chemistry 2017
PCS-7 exhibits regular and smooth surface morphology
(Fig. 1(b)). And with the increase of pyrolysis temperature, the
surface of the PCS-8 sample has a small amount of holes
(Fig. 1(d)), the surface of the PCS-9 becomes rough, and the
edges become loose (Fig. 1(f)). The PCS-10 has obvious porous
structure (Fig. 1(h)). The results of TEM is well integrated with
the results of SEM analyses. In short, with the increase of
pyrolysis temperature, the spherical surface of samples
becomes more roughly, and the pore structure of samples turns
more and more abundant.

The specic surface area and pore size distribution of PCS
were investigated by N2 adsorption–desorption measurements.
As shown in Fig. 2(a), the samples PCS-7 and PCS-8 exhibit the
combined type I/IV adsorption–desorption isotherms and the
PCS-9 and PCS-10 are typical type IV curves according to the
international union of pure and applied chemistry (IUPAC)
classication. There is a N2 adsorbed volume increase with the
RSC Adv., 2017, 7, 45363–45368 | 45365
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Fig. 3 (a) CV curves of samples at a scanning rate of 10 mV s�1; (b)
galvanostatic charge/discharge curves of samples at a specific
capacitance of 1 A g�1; (c) specific capacitance of samples at different
specific currents; (d) Nyquist plots of samples.
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increase of pyrolysis temperature at a very low relative pressure
(P/P0 ¼ 0 � 0.01), which shows that all sample have micropores,
and the PCS-10 contains larger. The hysteresis loops at the
relative pressure between 0.4 and 0.9 of all sample, which
indicates the presence of mesoporous. But the PCS-9 has the
biggest hysteresis loop, this means that it has a large fraction of
mesopores. The hysteresis loop at high relative pressure region
(P/P0 > 0.9) can be seen obviously in all samples, whichmight be
mainly ascribed to the internal macropores. The hierarchical
pore structure of carbon spheres was conrmed by their corre-
sponding pore size distribution curves (Fig. 2(b)). And the
porosity parameters for all carbon spheres are summarized in
Table 1. The BET specic surface area, the total pore volume,
and the volume of micropores increase with the increasing of
the pyrolysis temperature. This should be attributed to
carbonization and steam activation of coal during the ultra-
sonic spray pyrolysis.

These carbon spheres with hierarchical porous structure
were tried to use as capacitor electrode and the corresponding
properties were studied in detail. Fig. 3 exhibits the electro-
chemical performance of samples in 6 M KOH electrolyte with
three-electrode cell conguration. Fig. 3(a) shows the CV curves
of all samples at a scanning rate of 10 mV s�1, and these are
a quasi-rectangular shape indicating that electrical energy was
mainly stored in the electric double-layer. However, low
temperature pyrolysis of the samples PCS-7 and PCS-8 have an
obvious broad peak (0.2–0.8 V) in CV curves, that can be
attributed to faradaic pseudocapacitance.29 Combined with FT-
IR results, this phenomenon may be due to the oxygen con-
taining functional group (C]O (carbonyl group or quinone
group, and carboxylic group), 1600 cm�1) on the surface of the
electrodes which provide pseudocapacitance via redox reac-
tion.30,31 With the increase of pyrolysis temperature, this peak
gradually decrease, which indicates that the oxygen functional
groups have been decomposed and transformed. So the wide
packet of CV is not obvious in PCS-9 and PCS-10. We know that
the specic capacitance is proportional to the integral area of
the CV curve at the same scanning rate. Therefore, the capaci-
tance of PCS-8 is higher than that of others. With the increase of
pyrolysis temperature, the oxygen-containing functional groups
have been decomposed and transformed, and the electro-
chemical performance becomes worse. Therefore, we can opti-
mize the surface oxygen functional groups by selecting suitable
pyrolysis temperature to control their electrochemical
properties.
Table 1 Surface parameters of the coal based porous carbon spheres

Sample SBET
a (m2 g�1) Vtotal

b (cm3 g�1)

PCS-7 547.22 0.23
PCS-8 621.15 0.28
PCS-9 806.09 0.51
PCS-10 948.55 0.52

a SBET: specic surface area calculated by the BET method. b Vtotal: total
calculated using the BJH method based on the Kelvin equation. d Vm
method. e Dap: average pore size (Dap ¼ 4Vt/SBET).

45366 | RSC Adv., 2017, 7, 45363–45368
To further evaluate the electrochemical performances, the
galvanostatic charge–discharge measurements of all samples
also were performed. Fig. 3(b) shows the galvanostatic charge–
discharge curves of all samples between �0.1 V and 0 V at the
specic current of 1 A g�1, which displays a slightly – distorted
triangular shape, indicating Faraday redox electrochemical
reactions of functional groups in electrodes. The specic
capacitance, Cs (F g�1), was calculated by using the formula:

Cs ¼ IDt

mDV
(1)

where I (A) is discharge current, m (g) is the mass of the active
material, DV (V) is the potential window during the discharge,
and Dt (s) is the discharge time. The corresponding capaci-
tances from discharge are 168, 227, 155 and 103 F g�1 of PCS-7,
PCS-8, PCS-9 and PCS-10 at 1 A g�1, respectively. There is no
linear relationship between specic capacitance and specic
surface area of the sample, which is due to the pore structure,
and the surface oxygen functional group also affect the elec-
trochemical properties.29 The PCS-8 has higher capacitance at
each current density (Fig. 3(c)), specic capacitance retained
was 136 F g�1 at 20 A g�1, which means the CPS-8 has sufficient
rate performance.
Vmeso
c (cm3 g�1) Vmicro

d (cm3 g�1) Dap
e (nm)

0.02 0.19 1.66
0.04 0.21 1.77
0.23 0.26 2.54
0.16 0.30 2.18

pore volume at P/P0 ¼ 0.99. c Vmeso: volume of mesopore (1.7–300 nm)
icro: micropore volume calculated using the Horvath–Kawazoe (HK)

This journal is © The Royal Society of Chemistry 2017
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The capacitive behavior of the porous carbon spheres elec-
trodes was measured with impedance spectroscopy (Fig. 3(d)).
By contrast, the PCS-8 has a smaller semicircle in the high
frequency region, this means that it has a lower charge-transfer
resistance between the electrolyte and the electrode. Combined
with FT-IR analysis, 1380 cm�1 can be attributed to the
symmetric stretching vibration of carboxylate ions (–COO–), and
1600 cm�1 (C]O) can be attributed to the antisymmetric
stretching vibration of carboxylate ions (–COO–). Carboxyl
group is hydrophilic, so the carboxyl group can also improve the
wettability of porous carbon surface, reduce the diffusion
resistance of electrolyte ions in pores, and make the surface
area of porous carbon electrode material fully utilized.
Compared to CPS-8, these peaks of CPS-9 and CPS-10 are
weaken, which indicate that the oxygen functional groups have
been decomposed and transformed with the increase of pyrol-
ysis temperature. So PCS-8 has a lower charge-transfer resis-
tance between the electrolyte and the electrode. The PCS-9 has
a larger slope of straight line than others at lower frequencies,
which can be launched it has lower resistance of mass transfer.
This phenomenon may be due to the PCS-9 has a larger volume
of mesopore, this can be able to shorten ion transport distance
and accelerate ion transport process.

In order to conrm the performance durability of the sample
PCS-8, galvanostatic charge–discharge tests at the constant
current density of 2 A g�1 up to 10 000 cycles were carried out
(Fig. 4). The specic capacitance of PCS-8 shows decrease at
beginning and then increase with the charge/discharge cycles.
The specic capacitance increases about 2% aer 10 000 cycles.
This phenomenon5,32 is attributed to the only large pores and
mesoporous are inltrated by electrolyte at the beginning, while
less micro pores has been wetted. The utilization ration of the
micro pores is high with the prolongation of the charge and
discharge time. And the K+ hydrated ions can be gradually
penetrate into the pore and participate in the establishment of
electric double layer. Results of the experiments show that the
process is along with the charging and discharging. So the
specic capacitance value increased by the gradual reduction of
the mass transfer resistance and reaches a stable value at last.
Fig. 4 The cycle lifetime of PCS-8 at 2 A g�1.

This journal is © The Royal Society of Chemistry 2017
Furthermore, the coal based porous carbon spheres
(PCS-8) was packaged as symmetric devices with two identical
electrodes, and was tested electrochemical in two-electrode
cell with 6 M KOH. The CV curves of the sample PCS-8 at
scanning rates from 5 to 50 mV s�1 and its GCD curves in the
potential range from 0 V to 1 V at current densities from
0.2 A g�1 to 5 A g�1 are shown in Fig. S5.† The CV curves of
PCS-8 show quasi-rectangular shape at different scanning
rates, indicating double layer capacitive behavior. Redox
peaks could be observed at around 0.4 V, which illustrates the
existence of Faraday actions. The GCD plots of the sample
display a quasi-triangular shape, suggesting double layer
capacitive mechanism for energy storage. The specic
capacitance of a single electrode was calculated based on the
following eqn (2):

Cs ¼ 2IDt

mDV
(2)

where I, m, DV, and Dt represented the applied current, mass of
the single electrode, the potential window, discharge time. The
specic capacitance of PCS-8 is 180, 174, 162, 152, 112 F g�1 at
different current densities (0.2–5 A g�1). The specic capaci-
tance of the PCS-8 decreases with the increase of current
density. For specic capacitance of sample at 0.2 A g�1, the
capacitance retention percentage is 62% at 5 A g�1. This result
indicates that the coal based porous carbon spheres as
symmetric electrode has excellent rate capability. Table S1† lists
the comparative capacitive performances of PCS-8 and other
reported porous carbon materials tested using 6 M KOH
electrolyte.
4. Conclusions

In summary, coal can be dissolved in alkaline solution aer
using a simple liquid-phase oxidation process, then we have
proposed a green, facile and efficient strategy to prepare hier-
archical porous carbon spheres using coal oxide as precursor by
a simple one-pot spray pyrolysis. The specic surface area and
pore structure of PCS can be easily modulated by the pyrolysis
temperature. Moreover, PCS exhibited well electrochemical
performances. In three-electrode cell conguration, the
specic capacitance of PCS-8 shows a high specic capacitance
227 F g�1 at a current density of 1 A g�1 and outstanding cycling
stability aer 10 000 charge/discharge cycles at a current
density of 2 A g�1. In two-electrode cell, the specic capacitance
of PCS-8 is 162 F g�1 at a current density of 1 A g�1 and has
excellent rate capability. The results of our study demonstrate
that a simple method to fabricate hierarchical porous carbon
from coal resources has potential applications for a wide range
of energy devices.
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