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e-roughness of magnetic
nanowires on the degree of asymmetry in
transverse domain walls

Duc-Quang Hoang, *a Minh-Tung Tran,a Xuan-Huu Caob and Duc-The Ngoc

We present a quantitative measurement of asymmetry in transverse domain walls created in magnetic

nanowires using micro-magnetic simulation and experimental microscopy approaches. This aims to

explore how to define the asymmetry of these walls. Transverse domain walls were simulated in straight

permalloy nanowires. The measurement of asymmetry is described by means of the correlation between

surface magnetization components and areas within each transverse domain wall. The simulation results

show a clear trend of transformation between symmetry and asymmetry wall phases with an increase of

nanowire-width. Curved nanowires with different widths were experimentally patterned by focused ion

irradiation method. Measurements from Lorentz microscopy images indicate that the degree of

asymmetry of the walls created in the curved nanowires is strongly affected by edge roughness of these

nanowires. Results of the experiments and simulations in curved nanowires scatter around the trend of

the simulation data for straight nanowires due to the effect of edge roughness. These findings would

make a significant contribution to a new route-map of quantitative measurements for the transition from

symmetric transverse domain walls to asymmetric ones and vice versa.
1 Introduction

Understanding the effect of experimental parameters on the
characteristics of domain walls in magnetic nanowires is
important for the success of their promising applications for
emerging spin electronics, including racetrack memory
devices,1 magnetic logic gates,2 and other low-dimensional
applications.1–5 A greater understanding of the fabrication
process can provide a deep insight into the fundamental
properties of the materials, such as microstructural proper-
ties,6–9 domain wall (DW) dynamics,10–13 and correlations
between structural defects and electronic/magnetic proper-
ties.12,13 When the width and thickness of a nanowire are scaled
down to the nanoscale, a number of features will change. These
changes are particularly related to the properties of DWs. Most
reports in the literature, particularly with permalloy (Py,
Ni80Fe20) nanowires, focus on the motion of DWs driven by
magnetic eld or spin polarized current in different structural
shapes and geometries; however, there is no demonstrations
considering the degree of asymmetry in transverse domain
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walls (TDWs). Three types of DWs, symmetric TDWs (STDWs),
asymmetric TDWs (ATDWs) and vortex DWs (VDWs),4 are found
to exist in Py nanowires. The shape anisotropy of the structure
plays a crucial role where DW congurations depend strongly
on the width and thickness of the nanowire.1–5,14–16

A wall phase diagram for the given DW types in straight
nanowires was reported,4 at which most stable DW structures
in straight Py nanowires were investigated. The experimental
results of curved nanowires also indicated that local defects
and geometries strongly affect the DW congurations.3,14–16

The discrepancies of the above observations are believed to
originate from the edge roughness of these structures,15,16

which constitutes local pinning sites. These sites create
different potential energy levels at the long edges of the
nanowires. This alters the DW conguration when it reaches
stable or metastable state.4,15,16 As a result, the conguration of
a wall created in a Py nanowire is not only determined by
intrinsic behaviour of Py, i.e. magnetization components,
Mx,y,z, but also inuenced by extrinsic parameters, i.e. edge
roughness, structural geometry. Therefore, quantication of
the DW conguration, i.e. the degree of asymmetry in TDWs,
would lighten the role of the edge roughness in curved nano-
wires. This work aims to understand the effect of edge-
roughness behaviour of Py nanowires using both micro-
magnetic simulation and experimental Lorentz microscopy
investigations at which TDWs in straight and curved Py
nanowires are concerned.
This journal is © The Royal Society of Chemistry 2017
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2 Magnetic simulations
2.1 Structural designs

A series of 2500 nm-length straight Py nanowires with different
widths (76 nm to 548 nm, 24 nm steps) and thicknesses (1.5 nm
to 21 nm, 1.5 nm steps) were designed with a cell-size of 4� 4�
t nm3, t: thickness and simulated using the OOMMF micro-
magnetic soware.5 A small rectangle protrusion with a dimen-
sion of 8 � 4 � t nm3 attached to a long edge of the nanowire.
The protrusion is located at the midpoint of the long edge in
order to pin a DW when it nucleates.1,3,14 The initial state of all
structures was taken to be an ATDW at the protrusion location,
as illustrated in Fig. 1(a).

In these straight nanowires, spins at two ends of the nano-
wires are articially pinned to avoid domain wall propagation or
annihilation during relaxation processes, shown as pink and
blue bands in Fig. 1(a). Another series of 10.5 nm-thick curved
nanowires with different widths (200 nm to 550 nm, 50 nm
steps) was also designed and simulated. A 500 nm-width curved
nanowire at the initial state is selected and shown in Fig. 1(b). A
difference in edge roughness behaviour raised by the effect of
image pixelation at the curvatures of the curved nanowire is also
given. The inset shows outer-edge behaviour of the wire as
uneven staircase behaviour, contrast to the inset of Fig. 1(a).
This architecture is suitable for experiments at which head-to-
head (H2H) and tail-to-tail (T2T) DWs are simultaneously
created. Moreover, green arrows in Fig. 1 indicate the magne-
tization directions of individual zones of the nanowire, dened
in each simulation. The two ends of the curved nanowire are
tapered to gain more control over the switching of this partic-
ular section of the element, and to avoid any DW creation at the
Fig. 1 (a) A schematic of a 300 nm-width straight nanowire at the
initial state of an OOMMF simulation. The inset shows a perfect edge
along the nanowire. (b) Another starting state of a 500 nm-width
curved nanowire with uneven staircase edge behaviour, similar to
nanowires in experiments containing head-to-head (H2H) and tail-to-
tail (T2T) DWs.

This journal is © The Royal Society of Chemistry 2017
ends.15,16 Domain walls can be created by applying an external
eld. The eld can be perpendicular to or oblique an angle with
respect to the easy axis of the structure. This routine is achiev-
able in experiments with the modied Philips CM20 micro-
scope.14,17–22 As a result, ve Lorentz images of 10.5 nm-thick
straight nanowires with different widths are typically shown
in Fig. 2, at which H2H TDWs were created at the midpoint of
the long edge of these nanowires. Each of these images will be
used to calculate the surface magnetization components and
areas within a TDW. Moreover, a simulated image of the
10.5 nm-thick curved nanowire with 500 nm-width is shown in
Fig. 3 where H2H and T2T-TDWs were simultaneously created
by applying an external magnetic eld of 0.5 T, perpendicular to
the easy-axis of the wire. Edge roughness behaviour of the two
curvatures of the nanowire are also given in the inset of
Fig. 3(b), showing the effect of image pixelation near the wall
vertex at these inner-curvatures.
2.2 Parameter denitions

Fig. 4(a) shows spin conguration of a simulated ATDW from
the 350 nm-width straight nanowire with a thickness of 21 nm,
and its correspondent Fresnel image is shown in Fig. 4(b).
Fig. 4(c) describes how to dene surface magnetization
components and areas within the ATDW. The wall is virtually
divided into two halves by drawing a line cross the wire from the
wall vertex at the protrusion, highlighted as green (A1) and red
(A2) areas in Fig. 4(c). Measurements of two half areas and
surface magnetization components within TDWs were realized
using MATLAB code.

A parameter of subtracting the smaller half from the larger
one, (A2 � A1), is subsequently dened: if A1 is equal to A2,
(A2� A1)¼ 0, a STDW is observed, and if A1 is smaller than A2, (A2
� A1) > 0, an ATDW is obtained. To bring nanowires with
different widths into comparison, the (A2 � A1) value of each
nanowire is normalized by its width, normalized degree of
asymmetry in TDW, NDATDW (units in nm). Besides, each
simulated OOMMF output le is able to separate into three
Fig. 2 Typical Lorentz images of 10.5 nm-thick straight nanowires
with different widths where head-to-head transverse domain walls
(H2H TDWs) were created at the midpoint of the long edge of these
nanowires. Each image will be used to calculate the surface magne-
tization components (Mx, My) and areas within the created TDW.

RSC Adv., 2017, 7, 49188–49193 | 49189
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Fig. 3 (a) Grey and (b) colour simulated Fresnel images of the 10.5
nm-thick curved nanowire with 500 nm-width at which head-to-head
(H2H) and tail-to-tail (T2T) TDWs were simultaneously created by
applying an external field of 0.5 T, perpendicular to the easy-axis of the
wire. Edge roughness behaviour of the two curvatures of the nanowire
are also given in the inset of (b), showing the effect of image pixelation
near the wall vertex.

Fig. 4 (a) Spin configuration of an ATDW from the 350 nm-width
nanowire with a thickness of 21 nm. (b) Simulated Lorentz image of the
domain wall showed in (a) with an annotation of magnetization
components, Mx, My and Mz. (c) The wall is virtually divided into two
areas, A1 and A2, highlighted by green and red backgrounds, respec-
tively. The virtual line is perpendicular to the wire, starting from the wall
vertex at the protrusion. Surface magnetization components in those
areas are also described. The wall areas and surface magnetization
components can be calculated using MATLAB code, and detailed in
the text.
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magnetization components, Mx, My and Mz, as described in the
inset of Fig. 4(b). Fresnel images of all simulated structures were
calculated, based on the equation, (V � M)z ¼ (vMx/vy) � (vMy/
vx), where the image intensity is proportional to curl (M)z in the
linear regime of the transfer function.17 Herein, the Mx and My

components are only considered. The Mz component does not
contribute to the simulated Fresnel image intensity prole. The
MATLAB calculation is described in Fig. 4(c): theMx is the vector
sum ofMx1 andMx2, whereMx1 andMx2 are surface magnetization
vectors which belong to the smaller and larger areas of an ATDW,
49190 | RSC Adv., 2017, 7, 49188–49193
and in opposite directions. Therefore, if Mx is unequal to zero,
theMx intends to circulate theMy into one side of the virtual line,
the dashed line in Fig. 4(c). This process creates an ATDW, at
which the total magnetization of the ATDW,M, is a vector sum of
Mx and My. When Mx1 and Mx2 are equal in magnitude but
opposite in sign, this is similar to the case of (A1¼ A2), a STDW is
obtained in despite of My. Therefore, another parameter is
dened by dividing My from Mx, Mx/My ratio. This parameter is
proportional to the tangent of the angle (q) in a right triangle with
the opposite and adjacent sides are Mx and My, respectively, as
depicted in the inset of Fig. 4(c): ifMx is equal to zero, (Mx1 ¼Mx2,
tan q ¼ Mx/My ¼ 0), a STDW is observed, otherwise Mx > 0, an
ATDW is obtained. The degree of asymmetry in a TDW is strongly
determined by the net surface magnetic moments/spins, Mxi.
With the above parameter denitions, we expect thatMx/My ratio
will be correlated to (A2 � A1) and/or NDATDW.

3 Experimental details

The 10.5 nm-thick curved nanowires studied here were formed
in two main steps: (1) a continuous 10.5 nm-thick poly-
crystalline Py lm was evaporated onto an electron transparent
membrane22 using a thermal evaporator with the evaporation
rate of 0.03 nm s�1. The TEM membrane is a 35 nm-thick
amorphous Si3N4 lm supported on a 500 mm-thick silicon
frame with a 100 � 100 mm2 electron transparent window,
obtained from TED PELLA, INC. The lm thickness was
controlled and monitored using a quartz crystal microbalance
technique where a correlation between mechanical oscillation
and resonant frequency is controlled. The use of the TEM Si3N4

membrane allows us to investigate magnetic properties of the
Py lm directly from the Lorentz microscope.19 (2) Py nanowires
with different widths (from 200 nm to 550 nm, 50 nm steps), as
discussed in Subsection 2.1, were patterned using the focused
ion beam (FIB) method to isolate these nanowires from the
continuous lm.21–24 Herein, a FEI Nova NanoLab 200 SEM/FIB
workstation consists of a Ga+-ion probe with a full-width half
maximum (FWHM) of 10 nm (Eion-energy ¼ 30 keV and Iion-current
¼ 10 pA) was used. The overlap of the two adjacent beam spots
is the 50% FWHM. The magnetic characterization was under-
taken using the Fresnel imaging mode of a eld emission gun
CM20 microscope19 with a defocus distance (Dz) of 3.6 mm. To
avoid charging during the FIB fabrication and TEM imaging,
a very thin conducting Au layer of 10 nm was deposited in the
backside of the TEM-Si3N4 membrane using a sputtering
deposition. The structure of the fabricated nanowires with
different widths is given in Fig. 5 at which bright eld (BF) TEM
images were particularly recorded at the two curvatures of the
10.5 nm-thick curved nanowires, showing edge roughness
behaviour of these nanowires under the FIB ion milling
processes.

4 Results and discussion
4.1 Simulation results of straight nanowires

As mentioned in Subsection 2.2, MATLAB code was used to
calculate the areas and surface magnetization components
This journal is © The Royal Society of Chemistry 2017

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7ra08104a


Fig. 5 Bright field (BF) TEM images recorded at the two curvatures of
the 10.5 nm-thick curved nanowires with different widths. These
nanowires were patterned by the focused ion beam (FIB) irradiation
method, showing edge roughness behaviour of these nanowires with
the FIB milling processes. The images in the right and left panels
correspond to the locations where head-to-head (H2H) and tail-to-
tail (T2T) DWs will be nucleated with an external field perpendicular to
the easy-axis of the wires.

Fig. 6 Two wall phase diagrams obtained from the simulated Lorentz
images of straight nanowires with different widths and thicknesses.
Both diagrams primarily describe the transition points between STDWs
and ATDWs, denoted as STDWs 4 ATDWs: (a) ratio of surface
magnetization components (Mx/My) and (b) normalized degree of
asymmetry in transverse domain wall (NDATDW) values as a function
of nanowire-widths with different thicknesses. The red ( ) and blue
( ) symbols represent the transition points of VDWs 4 ATDWs and
ATDWs4 STDWs, respectively, these points are taken from ref. 4. The
violet ( ) symbols particularly describe for the case of the straight
nanowires with a thickness of 10.5 nm, this thickness will be consid-
ered experimentally in curved nanowires.
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within the TDWs from the simulated Lorentz images of straight
nanowires, as discussed in Fig. 2 and 4. As a result, NDATDW
and Mx/My values are plotted for all nanowires with different
widths and thicknesses, the so-called wall phase diagrams, as
shown in Fig. 6. The transition points between STDWs and
ATDWs, denoted as STDWs 4 ATDWs, achieved by Nakatani
et al.,4 are also plotted for a comparison (blue-symbols, ).
Within the transition zone,Mx/My and NDATDW both are equal
to zero, a STDW is observed, otherwise an ATDW is obtained.
The transition points between ATDWs and VDWs,4 denoted as
ATDWs4 VDWs, are also added (red-symbols, ). This does not
mean that the DWs with the NDATDW or Mx/My values above
the ATDW 4 VDW points in the wall phase diagrams are
VDWs. This is caused by the initial states of these DWs which
were all dened as TDW geometries, and these TDWs could
reach metastable states. Fig. 6 also shows that the trends of wall
transformations in the two wall phase diagrams are similar, and
the transition points are in good agreement for all nanowires
with different widths. However, NDATDW value slowly
increases with increasing nanowire-width, while Mx/My value
abruptly increases above the STDW 4 ATDW zone. This
difference of the two wall phase diagrams can be attributed to
This journal is © The Royal Society of Chemistry 2017
a difference in functions which mathematically describe Mx/My

and NDATDW. The trends of the curves in the wall phase
diagrams reect all of the simulated wall congurations in the
straight nanowires.

Using the above wall phase diagrams, the degree of asym-
metry of a TDW can be estimated by measuring areas or surface
magnetization components within the TDW. The correlation
between surface magnetic moments/spins and geometrical
areas of a TDW is found. The wall phase diagrams are however
excluded edge roughness effects.1,3 Such effects might affect
both DATDW and Mx/My values. Therefore, understanding this
effect is vital for practical applications at which information on
the precise transformation mechanism between STDWs and
ATDWs is essential. The remaining parts will discuss simula-
tion and experimental results of TDWs which created in the 10.5
nm-thick curved nanowires with different widths, as discussed
in Fig. 3 and 5, where the edge roughness is considered as
RSC Adv., 2017, 7, 49188–49193 | 49191
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a combination of regular and irregular behaviour resulting from
curvatures of the curved structures and FIB milling processes.
4.2 Results of 10.5 nm-thick curved nanowires

The simulated Fresnel images of the 10.5 nm-thick curved
nanowires describe purely magnetic contrast, e.g. one of these
curved nanowires is given in Fig. 3. These images were calcu-
lated from the in-plane magnetization components, Mx and My.
The effect of defocus on the contrast of the Fresnel image
assumes to be negligible. The edge fringes in those Fresnel
images include both magnetic and electrostatic effects. There-
fore, domain walls created in the narrow nanowires, i.e. 200 nm,
250 nm and 300 nm-width, might not be clearly seen. Moreover,
we assume that effects of edge roughness are negligible in the
patterned nanowires. NDATDW values of the walls created in
the same curved nanowire are therefore unchanged at different
locations. In fact, NDATDW values alter when these walls are
created in the same curvature of the wire at different positions.
Such changes could be ascribed to the effect of edge roughness.
To elucidate further on this issue, an external eld with
different directions was applied with an angle, q (q # 25�) with
respect to the direction perpendicular to the easy-axis of the
structure, as depicted in Fig. 7.

Fig. 7 shows TDWs which were created at different positions
in a 10.5 nm-curved nanowire, i.e. a Fresnel image of the curved
nanowire with a width of 535 nm. H2H and T2T-TDWs were
simultaneously created at the two curvatures of the structure by
applying a 0.5 T 0�-oriented eld, as described in the top right
inset of Fig. 7(a). Two bright eld (BF) TEM images of these
selected areas are also given in Fig. 7(a). Under different
Fig. 7 (a) A Fresnel image of the 10.5 nm-thick curved nanowire with
a width of 535 nm at a relaxed state. Herein, TDWs were created by
applying a 0.5 T 0�-oriented field, as depicted in the top right of the
inset. Two bright field (BF) TEM images are also included at the created
wall locations. (b) Fresnel images of three relaxed H2H-TDWs which
were nucleated in different field orientations, i.e. q ¼ 0�, �25�, and
schematics of these walls are also given in the lower panel.

49192 | RSC Adv., 2017, 7, 49188–49193
external eld directions, i.e. 0� and�25�-oriented elds, Fresnel
images recorded at these three H2H DW locations are shown in
Fig. 7(b). The geometries of the TDWs nucleated with the 0� and
+25�-eld orientations are mostly similar. While the TDW
created with the�25�-eld direction is more asymmetric. These
TDW characteristics can be depicted and shown in the lower
panel of Fig. 7(b). This also suggests that a TDW can be nucle-
ated by the tilting eld and it could be pinned at any pinning
sites created at the long edges of the curved nanowire. With the
use of different eld orientations, the effect of edge roughness
can be probed. NDATDW values for TDWs created in different
eld orientations, i.e. 0�, �15� and �25�, were also measured.

Along with the above experimental results, a series of Fresnel
images of H2H- and T2T-TDWs was also simulated in the 10.5
nm-thick curved nanowires with different widths, from 200 nm
to 550 nm, 50 nm steps, as discussed in Fig. 3. The procedure of
DW creations in these curved nanowires is similar to the
experimental case, a 0.5 T 0�-eld was applied and relaxed.
Similar to the case of the straight nanowires, NDATDW values of
these simulated H2H-TDWs were then calculated. Taking into
account all of the simulation and experiment results of the
curved nanowires into the wall phase diagram of the 10.5 nm-
thick straight nanowires, as shown in Fig. 6(b). A summary of
these results is plotted in Fig. 8. This gure shows that the
simulation and experiment NDATDW values of the curved
nanowires scatter around the trend of the NDATDW curve of the
10.5 nm-thick straight nanowires. Fresnel images of TDWs
created in narrow curved nanowires, i.e. 200 nm and 250 nm-
width, are difficult to analyse. This difficulty results from the
reduced nanowire-widths. Moreover, a few of experimental
NDATDW values are not shown in the wall phase diagram due
to those created walls were VDWs. Based on the given results,
we can conclude that the effect of edge roughness strongly
affects the NDATDW value, and it alters along the two long
Fig. 8 A wall phase diagram of the 10.5 nm-thick nanowires with
different nanowire-widths for the case of H2H-TDWs. The diagram
shows a distribution of simulation and experiment NDATDW values of
the curved nanowires in differing nanowire-widths, as presented as
red- and dark-solid pentagons. These values scatter around the trend
of the simulation results of the 10.5 nm-thick straight nanowires which
is reproduced from Fig. 6(b), and graphed as violet solid-circle-dashed
line ( ).

This journal is © The Royal Society of Chemistry 2017
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edges of a nanowire. This effect primarily originates from
differences of local spin congurations at the rough edges of
any nanowire. Based on the BF TEM images taken at the two
curvatures of the 10.5 nm-thick curved nanowires with different
widths, as given in Fig. 5 and the inset of Fig. 7(a). These images
show that grain size of Py lm in the nanowire varies from the
centre to the edges of the wire. Some larger grains covered by
recrystallization appearing around the edges of the nanowire
are due to the FIB irradiation processes that might affect
magnetic properties of the entire nanowire.21–28
5 Conclusions

The quantitative measurement of asymmetry in transverse
domain walls created in straight and curved polycrystalline Py
nanowires was demonstrated. A correlation between the surface
magnetization components and geometrical areas within
a TDW was also found. The investigated results were summa-
rized and plotted via the two wall phase diagrams with
emphasis on the transition between symmetric and asymmetric
transverse domain walls. The simulation and experiment
results of the 10.5 nm-thick curved nanowires showed that
a range of asymmetric wall stability exists. This leads us to
conclude that the effect of edge roughness prominently
contributes to the degree of asymmetry in TDWs. These results
are further supported through BF TEM images, showing that
grain sizes of the polycrystalline Py lm varied from the two
edges to the centre of the nanowire. Using this calculation
approach, effects of edge roughness and/or Py quality under
fabrication processes for straight and curved Py nanowires can
be quantied that is vital for tailoring device properties.
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