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ensor for respiratory monitoring
based on in situ polymerization of polypyrrole and
polyurethane coating

Yixia Zhao,a Yafang Li,ab Weimin Kang,a Yin He,ab Wei Liu,a Hao Liu*abc

and Bowen Cheng *a

Flexible conductive fabrics were made of knitted cotton fabric (KCF) based on in situ polymerization of

polypyrrole and polyurethane coating. The properties of the conductive fabrics were investigated by

a series of experiments such as SEM, FTIR, mechanics performance testing and washing fastness testing.

The results showed that sensitivity, hysteresis, repeatability and washing fastness of knitted cotton fabrics

with polypyrrole coating (KCF–P) greatly improved by surface polyurethane coating. Moreover,

respiration monitoring data from volunteers also verified polyurethane coating to be thicker, with

stronger output resistance variation. The knitted cotton fabrics with polypyrrole and polyurethane

coating (KCF–PPU) have good application prospect in intelligent wearable fields.
Introduction

Flexible sensors are a key part of intelligent wearable devices
and garments. Conducting polymers are widely used in sensors,
electromagnetic shielding, energy technology, etc. due to their
excellent physical and chemical properties.1–3 Since 1968, the
amount of research on conductive polymers has increased.4–8

Polypyrrole and polyaniline can be combined with exible
materials such as yarns,9 textiles,10,11 sponges12,13 and exible
lms14 to fabricate exible sensors. Among the widely used
exible materials, fabrics and lms are suitable substrate
materials.15–18 As a kind of exible sensor, conductive knitted
fabrics have recently been studied.19,20 Polypyrrole has excellent
sensitivity to strain and temperature and is a promising alter-
native conductive material. Liquid deposition in situ polymeri-
zation with FeCl3 as the oxidizing agent is oen chosen to
polymerize polypyrrole onto exible substrates in studies.21–24

The polypyrrole tiny particles are deposited on the substrate
surface. But the sensitivity and conductivity of polypyrrole are
degenerated when exposed to air for a long time.25 Because of
the low binding force of cotton ber and polypyrrole particles,
particles would dispatch from fabrics during the washing
process, thus limiting the practical application of polypyrrole as
a wearable sensor. Immobilizing polypyrrole particles onto the
surface of exible substrates is a way to solve this problem.
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Polyurethane lms have excellent elasticity and are usually used
as substrate materials of exible sensors.26,27 However, the water
repellency of polyurethane lms make it difficult to absorb
pyrrole on its surface by liquid deposition and would impede
the polymerization of polypyrrole. Some research on conductive
polyurethane/polypyrrole with porous polyurethane has been
conducted.28 Vapor deposition has been used to polymerize
pyrrole onto polyurethane lm surface.13 Nevertheless, the
approach is complex and expensive and has strict requirements.
At present, the sensors for respiratory monitoring are fabricated
of different materials.28–30 But the portability, price and comfort
of wearing of exible sensors are the important inuencing
factors. However, most of the wearable sensors showed poor
performances in washability. In this paper, knitted cotton
fabrics with polypyrrole coating (KCF–P) were prepared by
liquid phase in situ polymerization. The knitted fabrics exhibi-
ted excellent comfort of wearing. The preparation cost of
sensors reduced due to liquid phase in situ polymerization.
KCF–P was coated with polyurethane to combine the advan-
tages of polypyrrole and polyurethane. For example, the wash-
ability was improved by coating with polyurethane. Thus, the
present study aims at manufacturing polyurethane coating on
KCF–P and the evaluation of sensitivity of the obtained
conductive exible fabrics.
Materials and methods
Materials

Rib knitted cotton fabrics fabricated by circular knitting
machine were utilized as substrate. Pyrrole (98%) and FeCl3-
$6H2O (oxidant) were purchased from Shanghai Kefeng
Company, China, and Tianjin Guangfu Company, China,
This journal is © The Royal Society of Chemistry 2017
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Table 1 Parameters of KCF–P and KCF–PPU
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respectively, without further purication. The polyurethane seal
coat was purchased from CRC Company, U.S.
Name of sample GSM of PU (g m )

KCF–P 0
KCF–PPU1 46.47
KCF–PPU2 73.51
KCF–PPU3 137.05
Fabrication method of conductive fabrics

Fabrication of KCF–P. The procedures for preparing KCF–P
samples are shown in Fig. 1(a). Pyrrole solutions with concen-
trations ranging from 0.1 to 0.5 M, with intervals of 0.1 M, were
obtained by dissolving pyrrole into distilled water. The knitted
cotton fabrics were dipped into the above described pyrrole
solutions for 30 min at room temperature. The bath ratio of
knitted cotton fabrics and pyrrole solution in a beaker was kept
at 1 : 40. FeCl3 solution was added to the beaker (the molar ratio
of FeCl3/pyrrole was 2 : 1) with knitted cotton fabrics and the
mixed solution was stirred for 2 h with a magnetic stirrer.
Subsequently, the knitted cotton fabrics were taken out and
washed by 2 wt% ethanol solution. The KCF–P samples were
fabricated with different conditions (concentration of pyrrole:
0.4 M, reaction time: 2 h, reaction temperature: from 10 �C to
70 �C, interval of 10 �C; the concentration of pyrrole: 0.4 M,
reaction temperature: room temperature, reaction time: from
5 min to 4 h) for investigating the effect of reaction temperature
on surface resistivity and that of reaction time on surface
resistivity.

Fabrication of KCF–PPU. The procedures for preparing the
knitted cotton fabrics with polypyrrole and polyurethane
coating (KCF–PPU) are shown in Fig. 1(b). KCF–PPU samples
were fabricated by spraying polyurethane solution on the KCF–P
samples prepared in 0.4 M pyrrole solution for 2 h at room
temperature. The gram per square meter (GSM) weight variation
in unit area of knitted cotton fabrics before and aer per-
forming polyurethane coating was observed. The GSM of poly-
urethane coating on KCF–PPU samples are shown in Table 1.
Fig. 1 Fabrication procedures of (a) KCF–P and (b) KCF–PPU and (c) ph

This journal is © The Royal Society of Chemistry 2017
Experimental
SEM and FTIR characterization

The morphology images of samples were obtained using
a scanning electron microscope (SEM), (S4800, Hitachi, Japan).
All samples were rst coated with a thin layer of gold by sput-
tering and then exposed in SEM for taking images. Fourier
transform infrared (FTIR) (Bruker tensor 27, Bruker Corpora-
tion, Germany) spectra of samples were measured to charac-
terize surface composition.
Washing fastness testing

The washing fastness testing of all samples was performed
according to the American Association of Textile Chemists and
Colorists (AATCC) test method 150-2003. The washing temper-
ature was 40 �C and the samples were dried by screen drying
method. The resistivity of the samples was measured aer each
washing.
Electrical and mechanics property testing

The surface resistivity of all samples was measured according to
the American Association of Textile Chemists and Colorists
otos of KCF, KCF–P and KCF–PPU.

RSC Adv., 2017, 7, 49576–49585 | 49577
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Fig. 3 Realistic picture of respiration monitoring for a volunteer.
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(AATCC) test method 76-2000. The calculation equation of
surface resistivity of the samples is as follows:

R ¼ O�W

L
(1)

where R is the surface resistivity in ohms per square, O is the
measured resistance in ohms, W is the width of two electrodes
and L is the distance between two electrodes.

The surface resistivity of each sample was measured ve
times. Their average and standard deviation were calculated.

Fig. 2 shows the apparatus for testing the electrical and
mechanical properties of samples. A digital multimeter (Agilent
U3402A, Agilent Technologies, U.S.) and its measuring soware
developed on LabVIEW 2011 tool (NI, U.S.) by our group were
utilized for measuring and recording the resistance curves of
samples. A universal strength testing machine (Instron 5569,
U.S.) was utilized for testing the stress–strain curves of all
samples.

Two copper clamps were employed for holding the two ends
of the samples. The size of the specimen was 25 mm � 100 mm
and the extension area was 25 mm � 50 mm. The elongation
percentages of the samples were set at 10%, 20%, 30%, and
40%. The stretching direction was along the wewise of knitted
cotton fabrics. The 5 prestretching cycles on samples were
performed before stretching.

Surface resistance variation of KCF–P and KCF–PP samples
was tested and recorded by a multimeter and a computer. The
frequency of data collection was 5 Hz. The stress–strain curve
and resistance–time curve was shown on real-time display by
Instron and LabVIEW program.
Respiration monitoring of human body

The respiration monitoring system was composed of three
parts: a respiration monitoring belt (elastic belt with KCF–P or
KCF–PPU), a resistance measurement device and a computer for
recording the data. Respiration information of two healthy
volunteers (their ages were 28 and 29 years, respectively) was
measured by the respiration monitoring system, as shown in
Fig. 3. The respiration monitoring belt was worn on the chest
and waist. The volunteers were required to relax themselves and
remain in a quiet and static state for 10 min before performing
Fig. 2 Image of resistance measurement apparatus and photo of univer

49578 | RSC Adv., 2017, 7, 49576–49585
respiration monitoring. Subsequently, the respiration infor-
mation of volunteers was recorded at 5 Hz for 1 min. Informed
consent was obtained for any experimentation with human
subjects.
Results and discussion

The SEM images of KCF–P samples prepared by pyrrole solution
with different concentrations are shown in Fig. 4. One can
observe that the surface of cotton bers in Fig. 4(a) is smooth
and the polypyrrole particles on the surface of cotton bers
increase with pyrrole solution concentration enrichment and is
shown in Fig. 4(b–f). Obviously, the high concentration of
pyrrole in mixed solution favors the polymerization reaction
according to SEM images. The amount of polypyrrole particles
on cotton bers is also positively correlated to concentration of
pyrrole. More polypyrrole particles are polymerized by more
reacting pyrrole in the fabrics due to higher concentration of
pyrrole solution.

Fig. 5 shows SEM images of bers in KCF, KCF–P and KCF–
PPU. Some small grooves can be observed on the cotton ber in
KCF in Fig. 5(a), and on observing the magnied SEM image,
the walls of the small grooves seem smooth. Some irregular
sal strength testing machine.

This journal is © The Royal Society of Chemistry 2017

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7ra08331a


Fig. 4 SEM images of KCF–P prepared using (a) 0 M, (b) 0.1 M, (c) 0.2 M, (d) 0.3 M, (e) 0.4 M, and (f) 0.5 M pyrrole solution.

Fig. 5 SEM images of cotton fibers in (a) KCF, (b) KCF–P and (c) KCF–PPU.

Fig. 6 FTIR spectra of cotton fiber, polypyrrole powders, KCF–P and
KCF–PPU.
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large polypyrrole particles are on the surface of cotton bers in
KCF–P, as shown in Fig. 5(b), and some ne and evenly
distributed polypyrrole particles on the surface of cotton bers
in KCF–P can be observed in the magnied SEM image of
Fig. 5(b). Fig. 5(c) shows the irregular large polypyrrole particles
on cotton bers are covered by polyurethane lm; the poly-
pyrrole particles stoutly adhere to the surface of the cotton
bers because they are enclosed of polyurethane lm, as shown
in magnied SEM image of Fig. 5(c).

Fig. 6 shows the FTIR spectra of KCF, polypyrrole, KCF–P and
KCF–PPU. The peaks at 1028 cm�1 and 3329 cm�1 are the
characteristic absorption peaks of C–H stretching band and the
O–H stretching band, respectively, which are the characteristic
peaks of KCF on FTIR.

The characteristic peaks of polypyrrole are shown in the FTIR
spectra. The characteristic peaks at 618 cm�1, 796 cm�1 and
911 cm�1 are attributed to C–H wagging. The ]C–H plane
deformation vibration is shown by peaks at 1047 cm�1. The
peak at 1119 cm�1 is attributed to C–H in and out of plane
deformations. The N–C stretching band and ]C–H in plane
vibration are observed at 1402 cm�1 and 1305 cm�1, respec-
tively. The peak at 1598 cm�1 is attributed to N–H bending
vibration bands. The N–H stretching band is shown at the peak
of 3406 cm�1.

The characteristic peaks of polypyrrole and cotton are
embodied in the FTIR spectra of KCF–P. The peak at 1401 cm�1

is attributed to N–C stretching band, and the peaks at 1632 cm�1

and 3427 cm�1 are attributed to N–H bending vibration band
and N–H stretching band, respectively. These peaks do not
This journal is © The Royal Society of Chemistry 2017
appear in the FTIR spectra of cotton. The peak at 3135 cm�1 is
attributed to O–H stretching band. Therefore, FTIR results
conrm the formation of cotton–polypyrrole hybrid.

The characteristic peak at 1711 cm�1 is attributed to C]O
stretching band. It is observed in the FTIR spectra of KCF–PPU
but absent in other corresponding FTIR spectra. The poly-
urethane coated on KCF–P is proved by the results of FTIR
spectra.

Fig. 7 shows the curve of surface resistivity vs. concentration
of pyrrole, reaction time, reaction temperature of KCF–P
RSC Adv., 2017, 7, 49576–49585 | 49579
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Fig. 7 Curves of surface resistivity vs. (a) concentration of pyrrole, (b) reaction time, (c) reaction temperature of KCF–P samples, and (d) gram per
square meter (GSM) of polyurethane coating of KCF–PPU samples.
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samples, and gram per square meter (GSM) of polyurethane
coating of KCF–PPU samples. One can observe from Fig. 7(a)
that the surface resistivity of KCF–P decreases sharply from
2288.9 ohm to 464.2 ohm when the concentration of pyrrole
increases from 0.1 M to 0.2 M. The surface resistivity of KCF–P
decreases approximately linearly when the concentration of
pyrrole increases from 0.2 M to 0.5 M, with an interval of 0.1 M.
The surface resistivity of KCF–P samples prepared using 0.5 M
pyrrole solution is 99.1 ohm. The result is consistent with the
conclusions of Fig. 4(a). Higher pyrrole solution concentration
enables the more reactive pyrrole to be polymerized into poly-
pyrrole on the fabrics. According to the result, the resistivity of
samples decreases slightly when the concentration is higher
than 0.5 M. The surface resistivity of KCF–P samples prepared
using 0.9 M pyrrole solution is 72.3 ohm. Pyrrole is a kind of
volatile oily liquid and almost insoluble in water. The water
solubility is 60 g L�1 (20 �C), and the maximum solution
concentration of pyrrole is close to 0.89mol L�1. In practice, it is
difficult to dissolve when the concentration of pyrrole is too
high. In addition, the resistance is not as low as possible as the
sensor. Hence, the concentration of 0.4 M is selected in the
process of sample preparation, which not only reduces the
difficulty of solution preparation, but also reduces the cost.

Fig. 7(b) shows the curve of surface resistivity vs. reaction time
of KCF–P samples. The surface resistivity of KCF–P decreases
initially and increases aerwards with increasing reaction time.
The reason is the incomplete oxidation in the initial stage.
However, with further increase in reaction time, pyrrole is
consumed completely; magnetic stirring leading to polypyrrole
coating dispersing into the mix solution is the reason of surface
resistivity increasing in the latter half of the curve.
49580 | RSC Adv., 2017, 7, 49576–49585
Fig. 7(c) shows the curve of surface resistivity vs. reaction
temperature of KCF–P samples. The surface resistivity of KCF–P
increases slowly initially and sharply aerwards with increasing
reaction temperature. When reaction temperature changes
from 50 �C to 60 �C, the surface resistivity of KCF–P changes
from 841.8 ohm to 3659.6 ohm, increasing by 334.8%. The lower
resistivity can be obtained at lower reaction temperature.
Reaction rate of polypyrrole's polymerization was reduced by
the decrease of the temperature. Thus, the molecular ordered
arrangement would be improved,31 resulting in good conductive
performance as well as lower surface resistivity.

Fig. 7(d) shows the curve of surface resistivity vs. GSM of
polyurethane coating of KCF–PPU samples. When the poly-
urethane solvent is sprayed one time on the surface of KCF–P, the
surface resistivity of KCF–PPU1 increases sharply compared to
that of KCF–P, and the increasing spraying amount leads to small
increment in surface resistivity of KCF–PPU2 and KCF–PPU3. One
can observe that the polypyrrole particles or pieces array closely
on the surface of bers in KCF. The conductive paths of KCF was
composed of connective polypyrrole particles on cotton bers.
When polyurethane solvent is sprayed on the surface of the pol-
ypyrrole coating, the polyurethane solvent encloses the poly-
pyrrole particles or pieces on the surface of the polypyrrole
coating and a part of the conductive paths become the insulating
path due to insulating polypyrrole particles or pieces in their
middle segments. When the amount of polyurethane solvent
reaches a certain threshold value, the polyurethane solvent
cannot permeate into gaps between polypyrrole particles or
pieces. Then surface resistivity of KCF–PPU also reaches a stable
value. The extra polyurethane solvent contributes to the thickness
increment in polyurethane coating.
This journal is © The Royal Society of Chemistry 2017
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Fig. 8 shows the surface resistivity vs. washing times of KCF–
P, KCF–PPU1, KCF–PPU2 and KCF–PPU3. The surface resistivity
of all samples increases with increasing washing amount.
However, the increment in surface resistivity of samples
decreases with increasing GSM of polyurethane. The surface
resistivity of KCF–P and KCF–PPU3 increases by 197.39 and
21.54, respectively times aer washing 3 times. The reason is
that the polyurethane lm can improve the adhesive force of
polypyrrole particles or pieces on cotton bers.

Fig. 9 shows the curves of surface resistivity vs. time and load
vs. time of KCF–PPU3 under different elongations. It is shown in
the result that the variation range of resistivity increases with
increase in elongation. The average variations of resistivity with
elongation of 10%, 20%, 30% and 40% are 93.81 ohm, 161.11
ohm, 166.76 ohm, and 170.5 ohm, while the tensile loads were
Fig. 8 Surface resistivity of samples treaded with washing process.

Fig. 9 Curves of surface resistivity vs. time and load vs. time of KCF–PPU

This journal is © The Royal Society of Chemistry 2017
2.56 N, 7.28 N, 10.7 N, and 17.69 N with different elongation,
respectively. The result shows tensile load and resistivity vari-
ation increase with elongation increment. The curve for resis-
tivity is similar. But the stability of KCF–PPU3 decreases with
elongation of 40%. The recovery resistivity become higher with
tensile times.

Fig. 10 shows curves of surface resistivity vs. time and load vs.
time of KCF–P, KCF–PPU1, KCF–PPU2 and KCF–PPU3 by per-
forming cycle loading testing from 0% to 30% elongation. One
can observe regular variation in load and surface resistivity of
samples, and the amplitudes of load and surface resistivity of
samples increase with increasing GSM of polyurethane coating.
The average variations in surface resistivity of KCF–P, KCF–
PPU1, KCF–PPU2 and KCF–PPU3 are 41.99 ohm, 105.92 ohm,
125.15 ohm and 166.76 ohm, respectively. The variations in load
of KCF–P, KCF–PPU1, KCF–PPU2 and KCF–PPU3 are 1.4 N,
3.7 N, 7.6 N, and 10.7 N, respectively. The maximum input
signal of percentage elongation is a constant value of 30% for 4
kinds of samples. Obviously, the larger the output signal of
surface resistivity variation, the better the sensitivity of samples.
The largest surface resistivity variation and load variation
means that KCF–PPU3 has the maximum sensitivity and
measuring range. The result shows that the increase in poly-
urethane coating results in enlargement of KCF–P resistivity.32

As it is shown in Fig. 11, we suppose KCF–P as a multi-layer
shunt circuits, and the resistance of each circuit is the same.
According to the ohm equation, the function of resistance is
shown as follows.

RKCF�P ¼ 1

1

R
þ 1

R
þ/þ 1

R

¼ 1
n

R

¼ R

n
(2)
3 under different elongation of (a) 10%, (b) 20%, (c) 30%, and (d) 40%.

RSC Adv., 2017, 7, 49576–49585 | 49581
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Fig. 10 Curves of surface resistivity vs. time and load vs. time of (a) KCF–P, (b) KCF–PPU1, (c) KCF–PPU2, and (d) KCF–PPU3.

Fig. 11 Analysis model of resistance variation of KCF–P and KCF–PPU.
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where RKCF–P is the resistance of KCF–P, R is the resistance of
each single circuit, and n is the number of circuits. The resis-
tance function of KCF–P at the elongation of 30% is shown as
follows.

DRKCF�P ¼ 1
n

Rþ DT

¼ Rþ DT

n
(3)

where DRKCF–P is the resistance of KCF–P at elongation of 30%.
DT is the variation of each single circuit. The variation of the
resistance is shown in function (4).
49582 | RSC Adv., 2017, 7, 49576–49585
VKCF�P ¼ DRKCF�P � RKCF�P ¼ Rþ DT

n
� R

n
¼ DT

n
(4)

where VKCF–P is the variation of KCF–P resistance during tension
test. The conductive performance of surface circuit is supposed
to disappear. So, the resistance of KCF–PPU is changed, as
shown in function (5). The resistance of KCF–PPU at an elon-
gation of 30% is shown in function (6).

RKCF�PPU ¼ R

n� s
ðs. 0Þ (5)

DRKCF�PPU ¼ Rþ DT

n� s
(6)
This journal is © The Royal Society of Chemistry 2017
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Table 2 Sensing properties of KCF–P, KCF–PPU1, KCF–PPU2 and
KCF–PPU3

KCF–P KCF–PPU1 KCF–PPU2 KCF–PPU3

Sensitivity (ohm/15 mm) 41.99 105.92 125.15 166.76
Repeatability (%) 54.50 32.29 26.01 22.03
Hysteresis (%) 25.36 16.57 17.22 18.62
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where RKCF–PPU is the resistance of KCF–PPU, s is the number of
circuits that disappeared, and DRKCF–PPU is the resistance of
KCF–PPU at an elongation of 30%. The variation in KCF–PPU
resistance is shown as follows.

VKCF�PPU ¼ DT

n� s
(7)

where VKCF–PPU is the variation in KCF–PPU resistance during
tension test. The value of function (7) is greater than of function
(4). It is shown in formula (8).

VKCF–PPU $ VKCF–P (8)

So, the higher resistivity variation is caused by more poly-
urethane sprayed onto KCF–P.

Fig. 12 shows the curves of surface resistivity vs. elongation
percentage and load vs. elongation percentage for (a) KCF–P, (b)
KCF–PPU1, (c) KCF–PPU2, and (d) KCF–PPU3. One can observe
that amplitudes of load and surface resistivity increases with
increasing GSM of polyurethane coating. When GSM of poly-
urethane coating is 137.05 g m�2, the surface resistivity and
load average variation of KCF–PPU3 is 166.76 ohm and 10.7 N,
respectively. The deviations in surface resistivity and load in
multiple cycles also decrease with increasing GSM of poly-
urethane coating. The surface resistivity and load have slight
variation with 11% elongation. The surface resistivity of
samples decreases and load of samples increases with on
further increasing elongation percentage. The reason causing
this appearance is the structural characteristics of the knitted
fabric. The fabric cannot recover to its initial state aer the pre-
stretching. The samples shows bended shape on the test xture.
Fig. 12 Curves of surface resistivity vs. elongation percentage and load v
and (d) KCF–PPU3.

This journal is © The Royal Society of Chemistry 2017
The initial stage of elongation of KCF–P changes the yarns in
the fabric from exuosity to straight. In this stage, resistivity of
KCF is varied slightly. Therefore, the fabric is stretched into
a straight state in the next section. The loose bers and yarns
each other gradually came in contact with each other. The
contact area of yarns and bers is increased, which decreases
resistivity.

The calculation functions of the sensor's sensitivity, repeat-
ability and hysteresis are shown as follows.

S ¼ � Ds

DE
(9)

where S is sensitivity, Ds is average of maximum output, and DE
is input value.

K ¼ � DQr

Qn

� 100% (10)

where K is repeatability, DQr is the maximum deviation of
resistivity value at the forward and reverse displacement, andQn

is the average of maximum output.

rH ¼ � DHmax

YFS

� 100% (11)
s. elongation percentage for (a) KCF–P, (b) KCF–PPU1, (c) KCF–PPU2,

RSC Adv., 2017, 7, 49576–49585 | 49583
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Fig. 13 Curves of surface resistivity vs. time of KCF–P and KCF–PPU3 for the performed respiration monitoring on (a) the chest and (b) waist of
the first volunteer and (c) the chest and (d) waist of the second volunteer.
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where rH is hysteresis, DHmax is the maximum D-value between
loading and unloading of tension at the same elongation, and
YFS is the average of maximum output.

Table 2 shows sensing properties of KCF–P, KCF–PPU1,
KCF–PPU2 and KCF–PPU3 calculated by using the functions
(9)–(11). The sensitivity of samples increases with increasing
GSM of polyurethane coating. The sensitivity of KCF–PPU3
improves by 297% compared with that of KCF–P. However, the
repeatability and hysteresis of samples decrease with increasing
GSM of polyurethane coating. The repeatability and hysteresis
of KCF–PPU3 has 32.47% and 6.74% improvement, respectively,
compared with those of KCF–P.

Fig. 13 shows the curves of surface resistivity vs. time of KCF–
P and KCF–PPU3 for the performed respiration monitoring on
two volunteers. The variation in surface resistivity of KCF–P and
KCF–PPU3 is consistent with the respiration frequency of the
volunteers. The measured data are analyzed by Matlab 7.0.1
soware. The amplitudes of surface resistivity obtained on the
chest of volunteer 1 using KCF–P and KCF–PPU3 are approxi-
mately 46.9 ohm and 103.3 ohm, respectively. The amplitudes
of surface resistivity obtained on the waist of volunteer 1 using
KCF–P and KCF–PPU3 are approximately 31.5 ohm and 93.0
Table 3 Respiratory frequency of two volunteers

Volunteer no. 1 2

Position Chest (Hz) Waist (Hz) Chest (Hz) Waist (Hz)

KCF–P 0.22 0.23 0.19 0.19
KCF–PPU3 0.21 0.20 0.18 0.19

49584 | RSC Adv., 2017, 7, 49576–49585
ohm respectively. Table 3 shows that the respiration frequency
range of the two volunteers on the chest and waist is 0.2–0.23 Hz
and 0.18–0.19 Hz, respectively. The data in Table 2 show that
the discrepancy in respiration frequency of the two volunteers is
approximately 0.02 Hz. The experimental results show that
KCF–PPU can be utilized as a exible sensor for monitoring
respiration.
Conclusion

In this paper, KCF–P and KCF–PPU were developed for moni-
toring respiration. SEM images veried that the polypyrrole
pieces and particles adhered on the surface of cotton bers in
KCF by in situ polymerization. The surface resistivity of KCF–P
decreased with increasing concentration of pyrrole, and
decreased initially and increased aerwards with increasing
reaction time, and increased with increasing reaction temper-
ature and increasing GSM of polyurethane coating. The surface
resistivity of KCF–P and KCF–PPU3 increased by 197.39 and
21.54 times aer 3 times of washing. The sensitivity of samples
increased with increasing GSM of polyurethane coating. The
sensitivity of KCF–PPU3 improved by 297% compared with that
of KCF–P. The repeatability and hysteresis of KCF–PPU3
exhibited a 32.47% and 6.74% improvement, respectively,
compared with those of KCF–P. The respiration monitoring belt
using KCF–PPU and KCF–P as sensors could accurately measure
the respiration frequency of two volunteers.
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