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ethod to characterize lithium ion
battery electrolytes by means of solid phase
microextraction – gas chromatography – mass
spectrometry

Fabian Horsthemke,a Alex Friesen,a Xaver Mönnighoff,a Yannick P. Stenzel,a

Martin Grützke,a Jan T. Andersson,b Martin Winterac and Sascha Nowak *a

Several electrolytes of commercially available lithium ion batteries (LIBs) were analyzed by solid phase

microextraction – gas chromatography – mass spectrometry (SPME-GC-MS). The uptake and

subsequent injection of the conducting salt LiPF6 into the GC system was prevented by using

a headspace SPME setup. Thus, a removal step prior to the GC-MS measurements was not necessary

and it was possible to analyze the untreated electrolyte without injecting the hazardous LiPF6 into the

GC system. Furthermore, all SPME experiments were carried out at room temperature to exclude further

thermal alteration of the electrolyte during sampling. In LIB electrolytes, different linear and cyclic

carbonate solvents and additives such as succinonitrile (SN) and fluoroethylene carbonate (FEC) could be

identified using the SPME-GC-MS setup. Moreover, the aging products dimethyl-2,5-dioxahexane

dicarboxylate (DMDOHC) and ethylmethyl-2,5-dioxahexane dicarboxylate (EMDOHC) were identified in

the electrolyte of aged 18 650-type cells. In the case of the cells of one specific supplier, various

additional hydrocarbons were detected via SPME-GC-MS. These compounds could not be obtained

when a GC-MS setup with conventional liquid or headspace injection is used. Consecutive experiments

were carried out by extracting the electrolyte components directly from the headspace above anode,

separator and cathode of an aged 18 650-type cell, which confirmed the findings of the prior analysis of

pure electrolytes. Within this work it was possible to develop a method for the investigation of LIB

electrolytes and their decomposition products with high sensitivity and low GC column bleeding.
1. Introduction

Lithium ion batteries (LIBs) are the most applied electro-
chemical energy storage systems in portable electric devices as
well as in electric vehicles.1,2 Furthermore, the shi from energy
production by fossil fuels or nuclear power towards renewable
energy sources requires stationary energy storage systems
(¼“grid batteries”).3 Therefore, the requirement for investiga-
tions regarding the improvement of existing systems and the
development of new LIB technologies is of great importance.1 As
the state-of-the-art LIB electrochemical voltage exceeds the
stability window of aqueous electrolytes,4,5 mixtures of different
aprotic, organic carbonates are used. Prominent examples are
dimethyl carbonate (DMC), diethyl carbonate (DEC), ethylene
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carbonate (EC) and propylene carbonate (PC).6,7 These organic
carbonate solvent mixtures provide a sufficient solubility
regarding different lithium salts like LiPF6. Due to its overall
performance, LiPF6 is commercially the most commonly
applied conducting salt.6,7 Its solubility as well as the good Li
ion mobility lead to an appropriate conductivity, but the elec-
trolytes suffer from thermal and chemical decomposition
already at slightly elevated temperatures.8,9 However, even the
aprotic organic carbonates are not stable in the voltage window
in which LIBs are operated.10 Due to the decomposition of the
electrolyte during the rst charge/discharge cycles (called
formation cycles) an effective solid electrolyte interphase
(SEI)11,12 is formed at the graphite anode surface. This layer
protects the electrolyte from further decomposition. Analo-
gously, depending on the cathode chemistry a protective layer is
also formed at the cathode. This was rst generally described
for LiCoO2 by Thomas et al.13 and is nowadays with respect to
the LIB chemistry referred to as cathode electrolyte interphase
(CEI).14 These protective surface layers prevent severe aging
effects at and on the electrode surfaces with ongoing cycling.6,15

However, for aging studies it is an intricate task to identify the
RSC Adv., 2017, 7, 46989–46998 | 46989
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Table 1 Summary of the investigated cells and their nominal capacity

Abbreviation Cell identier Nominal capacity

Supplier 1.1 Samsung ICR 18650 22P 2050 mA h (minimum)
Supplier 1.2 Samsung ICR 18650 26H 2550 mA h (minimum)
Supplier 1.3 Samsung ICR 18650 22F 2200 mA h
Supplier 2.1 Panasonic NCR 18650 PD 2750 mA h (minimum)
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affiliation of a compound. Especially the boundary between
these surface layers and the electrolyte is indistinct.16,17

To monitor the aging effects in LIB electrolytes, different
mechanisms like calendar, thermal and cyclic aging were eval-
uated in previous studies. Therefore, a variety of analytical
methods, for instance differential scanning calorimetry (DSC),18

nuclear magnetic resonance spectroscopy (NMR),19,20 ion chro-
matography (IC),21–23 high performance liquid chromatography
(HPLC)24,25 and GC26–31 were applied. Various aging products e.g.
the transesterication products of the carbonates like dimethyl-
2,5-dioxahexane dicarboxylate (DMDOHC), different organo
uorophosphates (OFPs) and organo phosphates (OPs) were
detected and presented in the literature.9,27,29,32 As the OFPs are
known for their high toxicity33,34 a determination of their pres-
ence is important in the LIB context.27,35–38 Furthermore,
a variety of different pathways regarding the formation of
common aging products in LIB electrolytes as well as the
formation of the passivation layers are discussed in
literature.9,27,28

Recent publications report on the extraction of electrolytes
from the jelly roll of commercially available LIBs with super-
critical and subcritical CO2.26,31,32,38,39 One of the advantages of
these methods associated with the study of aging products is
that LiPF6 is not extracted by CO2 without co-solvent.26,32 Due to
this advantage subsequent gas chromatographic (GC)
measurements are not interfered by the presence of LiPF6. The
conducting salt preferably reacts with silicon containing parts
of injection unit and GC columns, leading to severe column
bleeding. Another approach in order to prevent column
bleeding related to the analysis of electrolyte samples with GC-
MS systems includes the dilution of the electrolytes with
dichloromethane (DCM). The low solubility of LiPF6 in DCM
leads to a precipitation of the conducting salt which can
subsequently be separated.27

A different extraction method which provides the possi-
bility for a direct hyphenation to GC systems is the solid
phase microextraction (SPME) developed by Arthur, Belardi
and Pawliszyn.40,41 The SPME bers can be directly immersed
into a liquid, exposed to gases/air or the headspace above
a solid or liquid sample.42,43 Due to the geometry of the SPME
bers, a direct transfer to the GC-system is possible.44 The
method is used in different analytical elds, e.g. when inves-
tigating traces of pesticides45,46 or in food analysis.47,48 In
case of headspace SPME, the bers do not touch the liquid
sample and a direct uptake of the conducting salts like LiPF6 is
prevented. Furthermore, the extraction behavior of different
ber materials with respect to their uptake rates of
different OPs from gaseous samples was investigated by
Isetun et al.49,50

This work reports on the use of SPME-GC-MS for the detec-
tion and identication of volatile organic aging products
emerging in commercially available LIBs. It had to be ascer-
tained that the compounds studied are distributed into the
SPME phase from the organic electrolyte. Furthermore, the
uptake of the aging products from undiluted electrolytes as well
as solid LIB components was examined.
46990 | RSC Adv., 2017, 7, 46989–46998
2. Experimental
2.1. Chemicals and materials

The cells investigated in this study were fabricated by different
suppliers and exhibit different cell chemistries. All cells were of
the 18 650-type and purchased from BattEnergy (Germany). The
different cells sorted by the suppliers are shown in Table 1. The
organic carbonates DMC (>99%), EMC (99.0%), DEC (99.9%)
and EC (99.9%) as well as the GC grade DCM (99.8%) and
succinonitrile (SN) (99.0%) were purchased from Merck (Ger-
many). Fluoroethylene carbonate (FEC) (99.0%), n-dodecane
(99%) and the isododecane [mixture of isomers] ($80%) were
bought from Sigma Aldrich (USA); DMDOHC (98%) and triethyl
phosphate (TEP) (98%) from abcr chemicals (Germany).
2.2. Cycling procedure

The cycling of the supplier 1.1 cells for the proof-of-principle
experiments was performed with a Maccor Series 4000 Battery
Tester (Maccor, Inc., USA) in a Binder MK 240 climate test
chamber (BINDER GmbH, Germany) at constant chamber
temperatures of 0 �C. The cycling protocol consisted of
a constant current/constant voltage (CC/CV) charge followed by
a CC discharge in the full voltage window between 4.2 V and
2.75 V according to the material safety data sheets (MSDS). The
CC step was performed with 1C (2.2 A) and the CV step until the
current fell below C/20. The end-of-life (EOL) criterion was
dened as a state-of-health (SOH) of less than or equal to 70%.

The supplier 1.1 cells for the aging experiment were cycled at
constant chamber temperatures of 20 �C. The same cycling
protocol as described above was applied with the exception of
the C-rates during discharge and the EOL, which was an SOH of
80%. The applied C-rates for the CC step during discharge were
1C, 3C and 4.55C respectively. The 4.55C results from the MSDS
which states 10 A as the upper limit of the discharge step of this
specic cell format.

All cells were discharged to 2.75 V with a CC/CV protocol
prior to the sample preparation.
2.3. Sample preparation

For the proof-of-principle experiments, 1000 ppm TEP (v/v)
and 100 ppm DEC (v/v) were spiked on a mixture of DMC/EC
(1 : 1; w/w).

The cells were opened in a glovebox (O2, H2O # 0.1 ppm) by
cutting off the caps on both ends of the cell housing with an in-
house-made cutter similar to Aurbach et al.30 In order to
investigate the remaining liquid electrolyte the jelly roll was
Supplier 3.1 Molicel IHR 18650 BN 2100 mA h (minimum)

This journal is © The Royal Society of Chemistry 2017
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transferred into a 50 mL tube and centrifuged for 30 min at
4200 rpm with a centrifuge from Sigma (Germany).

For the separate investigation of anode, separator and
cathode, one aged jelly roll was partially uncoiled in a dry room
(dew point: �65 �C; H2O < 5.4 ppm). Square sheets (1 � 1 cm)
were cut out of the three different components and then
transferred into headspace vials.
2.4. Analytical equipment

Solid phase microextraction (SPME). All experiments were
executed at room temperature to prevent further aging of the
electrolytes by thermal decomposition during the sampling
procedure. The SPME setup from CTC Analytics (Switzerland)
controlled by the cycle composer soware of the AOC 5000
autosampler (Shimadzu, Japan) was used. Acrylate bers with
85 mm and polydimethyl siloxane (PDMS) bers with 100 mm
coatings were obtained from Axel Semrau (Germany) and were
exposed to the headspace above the samples for an extraction
time of 10 min. The pure electrolyte (200 mL) was transferred to
20 mL headspace vials and was stirred by a magnetic stirrer at
400 rpm 5 min before and during the extraction.

The alkane standards were measured as pure samples with
extraction times of 10 s.

The solid samples were transferred to headspace vials and
extracted without stirring. All other parameters were kept as
described in the previous paragraph.

Gas chromatography – mass spectrometry (GC-MS). The
experiments with liquid injections were done with an injection
volume of 1 mL. The SPME bers were exposed to the injection
unit for 1 min.

The GC-MS measurements were done with a Shimadzu
GCMS-QP2010 Ultra single quadrupole (SQ) equipped with an
AOC 5000 Plus autosampler. A nonpolar Supelco SLB™-5ms
(30 m � 0.25 mm � 0.25 mm) column was used. The system
was controlled by the GCMS Real Time Analysis with imple-
mented Cycle Composer for an AOC 5000 Plus autosampler
(both Shimadzu). The chromatograms were analyzed with
GCMS Postrun Analysis (Shimadzu). Compounds were vali-
dated with NIST 11 library. DMC, EMC, DEC, FEC, EC, SN,
DMDOHC and n-dodecane were additionally conrmed by the
comparison of their retention times and fragment patterns
with commercially available standards. The presence of
EMDOHC was determined according to Grützke et al.32 The
different isoalkanes were compared with a standard solution
regarding their fragment patterns and retention times. Helium
(6.0 purity, Westfalen Gas, Germany) was used as carrier gas
with 1.16 mL min�1 column ow and 3 mL min�1 purge ow.
The temperature program started at 40 �C which was held for
1 min. Aerwards, temperature ramps with 3 �C min�1 until
60 �C and 30 �C min�1 until 260 �C followed. The nal
temperature was held for 2 min.

The overall measurement time was 16.32 min with a mass
range from 20–350 m/z and an event time of 0.1 s in scan mode.
The mass spectrometer was run in the electron impact ioniza-
tion (EI) mode with the following parameters: the temperature
of the ion source was set to 200 �C; the interface was held at
This journal is © The Royal Society of Chemistry 2017
250 �C and the lament was operated at a voltage of 70 V; the
detector voltage was set relative to the respective tuning results.

Gas chromatography – high resolution (HR) – mass spec-
trometry. The GC-HR-MS experiments were executed on
a TRACE 1310 Series GC (Thermo Fisher Scientic, USA) with
a nonpolar Supelco SLB-5ms (30 m � 0.25 mm � 0.25 mm)
column hyphenated to a Q Exactive (Thermo Fisher Scientic).
The system was controlled by the Xcalibur 3.1 soware and data
analysis was done with FreeStyle 1.1 (both Thermo Fisher
Scientic). Helium (6.0 purity; Westfalen Gas) with a column
ow of 1.16 mL min�1 was used as carrier gas. The mass range
was set to 50–500 m/z with an AGC target of 1 � 106 and
a resolution of 60 000. The mass spectrometer was run in EI
mode with an ion source temperature of 200 �C and a transfer
line temperature of 250 �C. The lament was operated at 70 V.
The oven program was chosen to be the same with the experi-
ments on the SQ. The ber was manually introduced into the
GC injector and the extraction time was 1 min with a split ratio
of 1 : 10.

3. Results and discussion

The rst proof-of-principle experiments were done with TEP
which is known in literature to be an aging product of LIB
electrolytes27 and a suitable analyte for SPME to be extracted
from gaseous samples.49,50 TEP was diluted in EC/DMC (1 : 1 by
weight) in order to examine the uptake from the headspace over
an organic matrix by SPME. The matrix was chosen to be similar
to the carbonate based mixtures used in state-of-the-art LIB
electrolytes. In addition to TEP, DEC was spiked to compare the
different uptake rates. Furthermore, DEC is known to be an
aging product emerging during cycling in DMC/EC based elec-
trolytes.28 As already described in literature the PDMS bers
showed better uptake rates for TEP than acrylate bers.
However, the PDMS bers cannot be utilized with electrolyte
samples. The uoride containing conducting salt LiPF6 is in
equilibrium with LiF and PF5, which leads to the formation of
traces of PF5 even at room temperature. Subsequently, the
gaseous compounds react with the silicon of the ber material.
This results in ber bleeding even aer short extraction times.
Therefore, all following experiments were performed with
acrylate bers. The uptake behavior of DEC (m/z: 45) and TEP
(m/z: 155) is shown in Fig. 1, where the corresponding peak area
of each compound was evaluated as a function of the extraction
time, using acrylate bers. For the analytes two different
behaviors were observed. In case of DEC, it was shown that the
peak area increases as a function of time until a plateau is
reached at approximately 30 min. Extended extraction times did
not render increases in peak areas, suggesting that the bers
may have reached an equilibrium. In contrast, the TEP amount
increases even aer extraction times of over 1.5 h. However,
extractions exceeding 1.5 h led to high standard deviations and
in some cases to ber swelling resulting in a destroyed coating.
Furthermore, extraction times beyond 30 min with LiPF6 con-
taining samples caused ber bleeding. In these cases the
gaseous PF5 was presumably able to pass through the acrylate
coating and reach the silicon containing backbone of the ber.
RSC Adv., 2017, 7, 46989–46998 | 46991
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Fig. 3 Chromatogram of an electrolyte from a pristine supplier 1.1 cell
measured with an SPME-GC-MS setup and a split ratio of 1 : 100. The
area from retention times of 4 min to 14 min is magnified.

Fig. 1 Peak areas and deviations for 100 ppm DEC and 1000 ppm TEP
at different extraction times, obtained with acrylate fibers and a split
ratio of 1 : 100.
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Therefore, an extraction time of 10 min was established as
a balanced analysis regarding work ow, an appropriate uptake
of the analytes and ber stability.

The rst experiments with electrolyte from commercially
available 18 650-type cells were done with supplier 1.1 cells,
which were only formatted by the supplier, i.e. were in the
electrochemical condition aer shipment. The chromatogram
of the GC-MSmeasurement with liquid injection (Fig. 2) showed
ve peaks. The peaks were assigned to the two linear carbonates
DMC and EMC, the cyclic carbonate EC and the additives FEC
and SN. Fig. 3 shows the corresponding chromatogram of the
same electrolyte analyzed by SPME-GC-MS. The retention times
above 4 min is additionally shown as magnied excerpt. All
analytes detected with the state-of-the-art-method were also
obtained when using the SPME setup. Since the linear
Fig. 2 Chromatogram of a pristine electrolyte from a supplier 1.1 cell.
GC-MSmeasurements were carried out with liquid injection and a split
ratio of 1 : 100.

46992 | RSC Adv., 2017, 7, 46989–46998
carbonates provide a high vapor pressure6 compared with the
other electrolyte components, their concentration in the head-
space is higher. Thus, they are likely to be absorbed by the SPME
ber in larger amounts. Therefore, their signal heights increase
when the SPME setup is used instead of liquid injection.
However, even EC, which has a low vapor pressure at room
temperature, was accessible by using the SPME setup and
exhibits intensities in the same range as the liquid injections. In
addition, an electrolyte of an aged cell was analyzed by means of
SPME-GC-MS. In order to achieve accelerated aging, the cell was
cycled at 0 �C.51,52 The charge and discharge capacities as
function of the cycle number are shown in Fig. 4. The capacities
show a fast decrease until the EOL (70%) was reached aer 11
cycles. A comparison between the pristine and the aged elec-
trolyte analyzed with SPME-GC-MS is depicted in Fig. 5. The
Fig. 4 Charge and discharge capacities of the supplier 1.1 cell at 0 �C
during the applied cyclic aging procedure.

This journal is © The Royal Society of Chemistry 2017
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Fig. 5 Comparison of a pristine (black, top) and an aged (blue, bottom)
electrolyte from supplier 1.1 cells measured with an SPME-GC-MS
setup and a split ratio of 1 : 10.
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chromatogram of the pristine electrolyte shows distinct peaks
for FEC, EC and SN, whereas DMC and EMC eluted before the
solvent cut. Furthermore, a group of compounds eluting
between 10 and 12 min was detected, which will be discussed in
a following paragraph. The aged electrolyte shows a peak
eluting at 4.5 min, which corresponds to DEC. Moreover, in the
aged electrolyte the FEC and its corresponding peak at 7 min
was not detected anymore. In addition to EC and SN two peaks
eluting at 11.5 and 12 min were obtained. These peaks were
assigned to DMDOHC and EMDOHC, respectively. DEC is
known to be an aging product formed e.g. by a trans-
esterication of EMC during cyclic aging.30 FEC is known as
electrolyte additive to improve SEI formation and is consumed
during this process.52 Moreover, SN was detected in both the
cycled and the uncycled electrolyte which is consistent with the
Fig. 6 Chromatograms of all discussed commercially available cells. Th
a split ratio of 1 : 10.

This journal is © The Royal Society of Chemistry 2017
fact that SN is used as an additive to enhance the electrolyte
performance at elevated temperatures53,54 and when applying
high cutoff voltages.54,55 Thus, the disappearance of FEC and the
remaining SN peak in case of the aged electrolyte is in agree-
ment with the results of Friesen et al.52

Considering DMC, EMC and EC as matrix and the additives
as analytes, there was no extraction feasible. On the contrary,
peak areas of DMC and EMC even increased in relation to the
peak areas of the additives. Thus, a behavior of the matrix to
analyte as described for organic compounds in aqueous
matrices by Arthur41 et al. could not be achieved. This is not
surprising since LIB electrolyte matrices and analytes are
mainly organic compounds. However, an injection of the con-
ducting salt, a major part of the electrolyte (10–15 wt%,
depending on the cell chemistry and geometry), into the GC
system is prevented. Therefore, the removal of the conduction
salt e.g. by extracting the electrolyte with sc. CO2 or by dilution
in DCM as sample preparation step prior to the GC-MS
measurement is not required when using SPME.26,27 Thus, the
sample preparation was shortened and it was possible to apply
a lower split ratio without causing column bleeding (Fig. 5).
However, the utilization of a low split ratio leads to a severe
increase of the carbonate signals. Thus, the method requires
a shutdown of the laments during the elution of the linear
carbonates used as solvents in the respective electrolyte.

The SPME experiments for the cell of supplier 1.1 showed
various peaks in the range of 10 to 12 min. These peaks were not
obtained when using the setup with liquid injection. In order to
exclude an introduction of these compounds as contaminants
during the sample preparation, cells with different cell chem-
istries from supplier 1 as well as cells from two other suppliers
(suppliers 2 and 3) were investigated. Fig. 6 displays the excerpts
from 10 to 12 min of the chromatograms obtained from all
discussed commercially available cells. However, the chro-
matograms of the cells from supplier 1 show compounds
e chromatograms were obtained with the SPME-GC-MS system and

RSC Adv., 2017, 7, 46989–46998 | 46993
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eluting in this timeframe. As the cells manufactured by
suppliers 2 and 3 exhibit a different behavior a contamination
resulting from the sample preparation procedure could be
excluded. However, these compounds were present in every cell
manufactured by supplier 1 even with the same slope in the
chromatograms. Unfortunately, the different compounds could
not be baseline separated. All fragment patterns of the different
compounds showed several fragments with differences of 14 m/
z, which are likely to result from a loss of CH2 groups and give
a hint that the compounds consist, at least partially, of alkane-
type structures. Furthermore, the electrolyte from all cells
manufactured by supplier 1 reveal similar fragment patterns for
peaks with the same retention times. However, the compounds
do not seem to act as substrates in cell aging, since appearing in
both the aged and the uncycled electrolyte.

A more detailed investigation of these compounds revealed
that they belong to the alkane group without other functional
groups or cyclic domains. Moreover, measurements with GC-
HR-MS made the exact masses for the corresponding frag-
ments from the SQ measurements accessible. A comparison of
Fig. 7 (a) Overlay of the chromatogram of a supplier 1.1 cell (black; 1 : 10 s
fragment patterns of the peak eluting at 11.85 min.

Table 2 Main fragments of the alkane peaks compared with the
corresponding fragments resulting from measurements with GC-HR-
MS. The molecular formulas were calculated according to Patiny
et al.56

m/z
(SQ) m/z (orbitrap) m/z calculated

Molecular
formula

Deviation
[ppm]

57 57.07005 57.07043 C4H9 6.6
71 71.08552 71.08608 C5H11 7.8
85 85.10118 85.10173 C6H13 6.4
99 99.11684 99.11738 C7H15 5.4
113 113.13248 113.13303 C8H17 4.8
127 127.14881 127.14868 C9H19 1.1

46994 | RSC Adv., 2017, 7, 46989–46998
the masses obtained by the SQ-MS and the HR-MS is displayed
in Table 2. A calculation of these exact masses with a mass
calculator suggests CxHy type fragments.56 However, the sepa-
ration and the peak heights of the alkanes in the GC-HR-MS was
not comparable peak by peak with the results achieved by SQ.
An automation of the SPME device with an autosampler and
further method development is currently in process. In order to
get a better classication of the chain length of these
compounds n-dodecane was measured as standard. Fig. 7
shows the n-dodecane as major peak for the standard solution,
which is displayed as overlay with the alkane fraction of the
electrolytes. The peak at 12.7 min which is present in both
chromatograms resulted from the system and the compound is
assigned as an impurity emerging from acrylate ber mate-
rials.57 n-Dodecane elutes at a later retention time than most of
the other alkanes in the sample. The alkane fraction in the
electrolyte shows a peak eluting at the same retention time as
the n-dodecane. In addition, the fragment patterns of the
standard and the corresponding peak in the electrolyte are
depicted in the same gure showing identical fragments. The
identical retention times and fragment patterns lead to the
conclusion that n-dodecane is present in the electrolyte. Taking
into account that n-alkanes typically elute later than branched
alkanes with the same molecular formula, the chain length of
the alkanes found in the sample can be narrowed down to
C11H24 to C13H28. Therefore, an isododecane standard was
measured and compared with the alkane compounds. An
overlay of the measurements is shown as excerpt in Fig. 8. The
isododecane mixture shows various peaks in the area of
interest. The main compound of the isododecane standard
shows a shorter retention time than all compounds found in the
electrolytes. Therefore, the peak which elutes at 10.09 min is not
included in the chromatogram. However, some of the minor
plit) and the n-dodecane standard (red; 1 : 100 split); (b) corresponding

This journal is © The Royal Society of Chemistry 2017
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components present in the isododecane mixture show an
overlap with the sampled alkanes. The fragment patterns of
compounds with the same retention time as well as similar
fragment patterns are displayed in Fig. 9.

The supplier 1.1 cells aged at different C-rates showed
a completely different behavior regarding their capacity reten-
tion (Fig. 10). The cells discharged at 1C exhibited the best
capacity retention and reached the highest cycle number until
Fig. 9 Fragmentation patterns of the peaks marked with an asterisk sho

Fig. 8 Chromatograms of a supplier 1.1 cell (black) and the iso-
dodecane standard (blue) shown as overlay. Both measurements were
executed with a 1 : 10 split and the fragment patterns of the peaks
marked with asterisks are displayed in Fig. 9.

This journal is © The Royal Society of Chemistry 2017
the EOL was reached. The cells discharged with 3C had a clearly
decreased cycle number until an SOH of 80% was reached.
Surprisingly, the cells cycled at 4.55C showed a better capacity
retention prole again leading to higher cycle numbers in
comparison with the cells aged at 3C. In the chromatograms
displayed in Fig. 11, the FEC peak eluting at 7.3 min is only
visible in the pristine electrolyte. However, EC, SN and the
alkanes show a response for all different electrolytes. Further-
more, the peaks assigned to DEC, DMDOHC and EMDOHC are
Fig. 10 Discharge capacities of the supplier 1.1 cells discharged with
different C-rates.

wn in Fig. 8.
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http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7ra08599k


Fig. 12 Chromatograms of SPME-GC-MS measurements of the
anode (blue, top), separator (red, middle) and cathode (black, bottom)
from the at 0 �C aged supplier 1.1 cell. A split ratio of 1 : 10 was applied.

Fig. 11 Chromatogram of the differently aged supplier 1.1 cells
measured with SPME-GC-MS and a 1 : 10 split. The chromatograms
are ordered as follows, pristine (black, bottom); 1C (purple, lower mid);
3C (olive, upper mid); 4.55C (magenta, top).

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
O

ct
ob

er
 2

01
7.

 D
ow

nl
oa

de
d 

on
 1

2/
4/

20
25

 5
:5

2:
58

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
present in all cycled electrolytes. They show their most intense
response in the electrolyte discharged at 1C. The FEC was
consumed during cycling which is typical for an SEI-forming
additive. However, in the electrolytes aged at 3 and 4.55C
a small response resulting from FEC residues could be ob-
tained. Except for the pristine electrolyte, all electrolytes con-
tained DMDOHC and EMDOHC. The highest amount of the
three discussed degradation products was detected in the cell
cycled at 1C. On the other hand, there are only minor differ-
ences between the chromatograms of both electrolytes aged at
high C-rates. However, the chromatogram of the cell cycled at
1C exhibits distinct differences to all other electrolytes. In
addition to the completely vanished FEC peak, the DEC peak
eluting at 5.2 min has increased drastically. Considering the
absence of FEC and the higher cycle number of this cell, the
origin of the degradation products DEC, DMDOHC and
EMDOHC might have been cracks in the FEC supported SEI
which could not be sealed again.

The DEC content seems to be in the same range for both cells
cycled with 1C (0 �C and 20 �C) and for both cells no FEC peak
could be detected. However, the cycle numbers of these cells
differ drastically. According to Friesen et al. for cells cycled at
0 �C the aging of the electrolyte and especially the FEC
consumption is strongly accelerated. The aging happens in this
case mostly at the surface of high surface area lithium (HSAL)
which was plated on top of the anode.52 Therefore, the much
faster DEC formation (<20 cycles) in this case might be due to
the higher available surface or a higher reactivity at metallic
lithium.

In addition to the experiments with the electrolyte, anode,
cathode and separator of the aged (0 �C) supplier 1.1 cell were
directly investigated with the SPME-GC-MS setup. The results of
these measurements are displayed in Fig. 12. The chromato-
grams show four peaks of interest assigned to DEC, EC, SN and
DMDOHC, respectively. EMDOHC was identied for the three
samples as well but provided a smaller peak in the
46996 | RSC Adv., 2017, 7, 46989–46998
chromatogram. Only the alkane-type compounds described in
the previous paragraph could not be detected. Except of the
alkanes, all compounds detected in the prior discussed experi-
ments with the pure electrolyte were accessible. Since the SPME
method is based on the equilibrium occurring between the
sample and the ber, the different sample type has to be taken
into account. Thus, a prolonged extraction time as well as an
increased amount of the sample could be benecial for the
measurements of the different solid components. However, this
setup provides the possibility to screen an electrolyte for aging
products with simplied and timesaving sampling procedure.
Furthermore, the method enables the investigation of electro-
lytes from ‘dry’ cells at room temperature without prior solvent
extraction. Thus, the probability of a carryover of potential SEI
components into the analyzed medium is most likely impeded.
4. Conclusions

The electrolytes of different commercially available 18 650-type
cells were investigated with a SPME-GC-MS setup at room
temperature. The acrylate bers were exposed to the headspace
above the samples. Thus, subsequent reactions of the con-
ducting salt in the GC system were prevented and a destruction
of the column inhibited. Furthermore, all compounds detected
using the GC-MS setup with liquid injection were also accessible
with the SPME-GC-MS setup. However, to detect compounds of
low vapor pressure a decrease of the split ratio was necessary.
This necessitated that the lament had to be turned off during
the elution of the linear carbonates used as solvents to protect
the MS system from an overload. In case of the supplier 1
18 650-type cells, new compounds were accessible using the
SPME-GC-MS setup. These compounds have a very high affinity
towards acrylate bers and belong to the alkane group; n-
dodecane was identied. Some other detected alkanes were also
present in an isododecane mixture. The identication of these
compounds is the topic of ongoing research. A baseline
This journal is © The Royal Society of Chemistry 2017
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separation of the alkanes might be achieved by a two-
dimensional GC experiments or a column with higher
capacity. Experiments with automated SPME on GC-HR-MS
systems and chemical ionization have to be performed in
order to precisely identify the compounds. Furthermore, the
SPME setup enables a direct analysis of the electrolyte from the
different solid cell components. Thereby, possible differences
between the aging processes on anodes and cathodes may be
accessible. Overall, a method was developed that benets from
a basic, time saving sample preparation with the ability to
screen all components of interest.
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M. Grützke, M. Winter and S. Nowak, J. Power Sources,
2017, 352, 56–63.
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