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to relaxor ferroelectric phase
transition in PbOmodified (Pb0.97La0.02)(Zr0.95Ti0.05)
O3 ceramics with a large energy-density for
dielectric energy storage

Bi Li, Qiu-Xiang Liu, Xin-Gui Tang,* Tian-Fu Zhang, Yan-Ping Jiang, Wen-Hua Li
and Jie Luo

(Pb0.97(1+x)La0.02)(Zr0.95Ti0.05)O3 (PLZT2/95/5) ceramics with excess lead content (x ¼ 0, 3%, 5%, 7.5%, 10%

and 15%) were successfully prepared via a solid-state reaction route. X-ray diffraction analysis indicated

that a pure perovskite structure was obtained for all compositions. The effects of excess lead content on

the microstructure, dielectric properties, and energy-storage performance of PLZT2/95/5 ceramics were

systematically investigated. The ceramics exhibited tetragonal phase structures and showed two

dielectric peaks at 120 and 240 �C, corresponding to antiferroelectric–ferroelectric and ferroelectric–

paraelectric phase transitions. The recoverable energy-storage density calculated from hysteresis loops

reached about 2.12 J cm�3 with an efficiency of 92.98%, which was due to the phase transition from the

antiferroelectric state to the relaxor ferroelectric state. Based on these results, typical PLZT2/95/5

ceramics with different lead excess content have been studied, which could be potential candidates for

applications in high energy storage-density electrical capacitors.
Introduction

Recently, electrical capacitors have displayed an extremely high
power density but their energy storage density needed further
improvement, which has driven the active investigation and
innovation of energy-storage materials.1–4 Generally, dielectric
materials under intensive study can be classied into four
categories: linear dielectrics, ferroelectrics (FEs), anti-
ferroelectrics (AFEs), and relaxor ferroelectrics.5,6 Due to the
large polarization of AFE materials, the energy density of AFE
materials is high. In the past few years, some efforts have been
made to improve the energy-storage properties of AFE mate-
rials. It was found that the energy-storage properties of PbZrO3

(PZ) materials could be enhanced by doping with Sn, La, Ba, Nb
and Sr.7–12 Most AFE materials, such as Pb(Zr, Sn, Ti)O3 (PZST),
(Pb, La)(Zr, Ti)O3 (PLZT), Pb1�xBaxZrO3 (PBZ), (Pb, Nb)(Zr, Sn,
Ti)O3 (PNZST), and (Pb, Sr)ZrO3 (PSZ), are lead based. The
previous works on energy-storage properties of thin lms were
conducted mainly under electric elds of hundreds of kV cm�1.
It is a well-known fact that large electric elds can induce higher
polarization. As both the electric eld and polarization increase,
the energy-storage properties inevitably increase. Unfortu-
nately, from the aspect of applications, such large electric elds
g, Guangdong University of Technology,
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are needless for energy-storage devices; the rst priority for
energy-storage devices is to obtain slim hysteresis loops or
double hysteresis loops. This is the research direction to which
we should pay more attention.

(Pb0.97La0.02)(Zr0.95Ti0.05)O3 (PLZT2/95/5) ceramics is
considered to be one of most promising candidates for the
applications in high energy-storage density ceramic capacitors
due to AFE properties. AFE materials have two distinct electric
displacement versus electric eld behaviors, double hysteresis
loops and slim and slanted hysteresis loops. La3+ doping and
excess PbO were used to produce relaxor behavior with slim and
slanted hysteresis loops to increase the discharge energy
density.13 A slim hysteresis loop is associated with low loss and
thus is important to improving pulsed capacitor operation,
which makes relaxor materials with slim and slanted hysteresis
loops preferred candidates for pulsed capacitors. However, the
typical PLZT2/95/5 ceramics with different excess lead content
were still rarely reported. In order to enhance the energy-storage
properties, the typical PLZT2/95/5 ceramics with different
excess lead content have been studied.

In this work, the typical PLZT2/95/5 ceramics were fabricated
in order to investigate the effects of excess lead content on the
energy-storage performance. Compared with the previous
study,14 the experimental process used high purity lead oxide
PbO and cold isostatic pressure technology. These measure-
ments were done by immersing the ceramics in silicone oil at
the electric eld of dielectric breakdown strength (90 kV cm�1).
RSC Adv., 2017, 7, 43327–43333 | 43327
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Fig. 1 XRD patterns of PLZT2/95/5 ceramics with excess lead content
from 0 to 15% sintered at 1250 �C for 5 h.

Fig. 2 SEM image of PLZT2/95/5 ceramics with excess lead content:
(a) 0, (b) 3%, (c) 5%, (d) 7.5%, (e) 10% and (f) 15%.
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Dielectric measurements permitted to determine the exits
phase transition of the samples. The recoverable energy-storage
density calculated from hysteresis loops reached about
2.12 J cm�3 and efficiency of 92.98%. These results demon-
strated that the PLZT2/95/5 ceramics with excess lead content
may be quite promising candidates for dielectrics in high
energy density electrical capacitors.

Experimental

(Pb0.97(1+x)La0.02)(Zr0.95Ti0.05)O3 ceramics with excess lead
content (x ¼ 0, 3%, 5%, 7.5%, 10% and 15%) were successfully
prepared via a solid-state reaction route. Compared with the
previous study,14 the experimental process used high purity lead
oxide PbO and cold isostatic pressure technology. Raw mate-
rials of PbO (99%), TiO2 (99%), ZrO2 (99%) and La2O3 (99.9%)
were weighed according to the formula (Pb0.97(1+x)La0.02)(Zr0.95-
Ti0.05)O3 in the required stoichiometry with different excess lead
content. Precursor oxides were mixed by ball milling in ethanol
for 24 h, then dried and presintered at 850 �C in an alumina
crucible for 5 h. Aer remilled and dried, the calcined ne
powder with 5 wt% PVA as a binder was cold pressed into
cylindrical pellets of size 10 mm diameter and 1–2 mm thick-
ness using a cold isostatic pressure technology with 250 MPa.
The ceramics were fabricated by sintering at 1250 �C for 5 h. In
order to avoid the vaporization, PbO atmosphere for the sin-
tering was maintained using Pb(Zr0.95Ti0.05) as spacer powder.

Ceramic samples were polished to the thickness of 0.8 mm
for the measurement of electrical properties. Both sides of
samples were electroded with silver paste and sintered at 600 �C
for 2 h. The crystal structure and orientation of the ceramic
samples were characterized by using an X-ray diffractometer
(XRD, D/MAX 2200 VPC, Rigaku, Japan) with working current
and voltage of 20mA and 36 kV, respectively. Themorphology of
the samples were characterized by a eld emission scanning
electronic microscope (FE-SEM, JSM-7001F, Japan) with accel-
erating voltage of 15 kV. The temperature dependence of
dielectric was measured by Agilent E4980A in the temperature
range of 26–650 �C with the heating rate 3 of �C min�1. The
polarization-electric eld (P–E) loops were characterized by
Radiant Technolies' Precision premier II (Albuquerque, NM)
over the temperature range of 30–200 �C.

Results and discussion

Fig. 1 presents XRD patterns of sintered PLZT2/95/5 ceramics
samples with excess lead content from 0 to 15%. From the XRD
patterns, we can observe the additional peaks (*), which
matched with the pyrochlore phase. These phases arose due to
the volatization of PbO and over sintering at high temperature.15

The small peaks near 29 degree Bragg's angle were becoming
more andmore obvious with the increasing excess lead content.
XRD patterns indicated that peaks the (200) diffraction peak
splits into two peaks of (200) and (002) samples with the arrow,
demonstrating tetragonal phase structures in these samples.16

It can be concluded that these ceramics have the AFE and FE
phases.
43328 | RSC Adv., 2017, 7, 43327–43333
Fig. 2(a)–(f) shows the surface microstructure of the PLZT2/
95/5 ceramics samples with excess lead content from 0 to
15%. It can be seen that the samples presented dense and
similar grain morphology with different lead excess content.
Sample densities were measured based on Archimedes' prin-
ciple, equaling �95% of the theoretical density.17 Thus, the
fabricated ceramics were conrmed to be dense.

Temperature dependences of dielectric permittivity 3r for
PLZT2/95/5 ceramics samples with excess lead content from 0 to
This journal is © The Royal Society of Chemistry 2017
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Table 1 Phase transition temperatures and relative permittivity of
PLZT2/95/5 ceramics with excess lead content from 0 to 15%

x (%) 0 3 5 7.5 10 15

To (�C) 120 116 122 126 115 130
TC (�C) 243 240 244 247 246 265
3max 1460 1595 1562 1554 1534 1488
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15% at various frequencies were shown in Fig. 3(a)–(f). Clearly, the
curves of PLZT2/95/5 ceramics samples displayed a similar
tendency in the measurement range. It could be found from these
gures that lead excess content had a little inuence on dielectric
constant of PLZT2/95/5 ceramics samples. The relative permit-
tivity curves exhibited anomalous peaks at about 120 (To) and
240 �C (TC), respectively. The small anomalous peak was inter-
preted by the phase transition tetragonal AFE phase to rhombo-
hedral FE phase,18,19 whereas the maximum anomalous peak was
linked with the transformation of rhombohedral FE phase to
cubic paraelectric phase at the higher temperature. The charac-
teristic temperatures of To decreased, whereas TC increased.14 The
temperature of the FE–AFE phase transition, Curie temperature
and maximum relative permittivity were shown in Table 1. With
lead excess content 10% and 15%, the small anomalous peak To
was wide humps, which could be the phase tetragonal AFE phase
and rhombohedral FE phase. Moreover, dielectric permittivity 3r

was gradually decreased with the increasing frequency. It was
because that the polarization process of some frameworks, such
as space charges, needs slightly longer time.20
Fig. 3 Temperature dependences of dielectric permittivity 3r for
PLZT2/95/5 ceramics samples with different excess lead content at
various frequencies: (a) 0, (b) 3%, (c) 5%, (d) 7.5%, (e) 10% and (f) 15%.

This journal is © The Royal Society of Chemistry 2017
Fig. 4(a)–(f) illustrates the temperature dependences of
dielectric loss tan d for PLZT2/95/5 ceramics samples with
different excess lead content from 0 to 15% at various
frequencies. Two anomalies in the dielectric loss tan d were
observed, which was consistent with the dielectric measure-
ments. The similar phenomenon was reported by some
researchers.21–24 Meanwhile, a low dielectric loss could be
maintained in the frequency range (1 to 20 kHz), which was
benecial to electric energy-storage and practical applications.
However, it was interesting to note that the value of dielectric
permittivity 3r in Fig. 3(a)–(f) was very large, and prominent and
Fig. 4 Temperature dependences of dielectric loss tan d for PLZT2/
95/5 ceramics samples with different excess lead content at various
frequencies: (a) 0, (b) 3%, (c) 5%, (d) 7.5%, (e) 10% and (f) 15%.

RSC Adv., 2017, 7, 43327–43333 | 43329
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wide humps were observed in the temperature region of 500–
600 �C from 1 to 20 kHz (the relaxor behavior), which were
attributed to the space charge polarization or the conductivity of
insulating ceramics increases with increase in temperature.25

The same phenomenon had also been reported in several
perovskites with the temperature range of 400–800 �C.26 The
high temperature relaxation does not have relationship with the
phase transitions, which looks like the behavior of the diffuse
phase transition.27 The relaxer behavior could be induced by
many factors, such as interfacial polarization, space charge,
domain wall motion, Maxwell–Wagner polarization, defect
relaxation.28,29 The dielectric relaxation increased with the lead
excess content increasing, implying that they could due to the
volatization of PbO. Lead vacancies will appear inevitably due to
the volatility of lead, leading to OVs (oxygen vacancies) due to
charge neutrality restrictions. The dielectric anomaly of
dielectric materials in the high temperature region, which is
usually related to OVs, and the hopping motions of ionized OVs
can lead to a relaxation processes in low frequency region
typically below mega hertz.30,31 Therefore, it is reasonable to
assume that the OVs cause dielectric anomaly in ceramics.

Fig. 5(a) shows the room temperature P–E loops at 10 Hz for
the PLZT2/95/5 ceramics samples with different excess lead
content from 0 to 15% under the electric eld 55 kV cm�1. With
excess lead content (0, 3%, 5%) of the PLZT2/95/5 ceramics
displayed the characteristics of FE, indicating that they could be
due to the volatization of PbO. The hysteresis loop of samples
Fig. 5 (a) P–E hysteresis loops of PLZT2/95/5 ceramics with excess
lead content from 0 to 15% measured at room temperature under the
electric field 55 kV cm�1; P–E hysteresis loops of the PLZT2/95/5
ceramics with 10% of the excess lead content: (b) just under the
electric field of dielectric breakdown strength 90 kV cm�1 and (c) at
different temperature; (d) the energy storage properties of the PLZT2/
95/5 ceramics.

43330 | RSC Adv., 2017, 7, 43327–43333
became slimmer with the increasing excess lead content. The
slim and slanted hysteresis loops were obtained at room
temperature, which was consistent with the so mode theory.32

Under the electric eld of dielectric breakdown strength
(90 kV cm�1), the double P–E loops demonstrated the relaxor FE
nature of ceramic,33,34 indicating that the critical eld for phase
switching between the AFE and FE states in Fig. 5(b). Unfortu-
nately, AFE double hysteresis loops were not observed. The
ceramics obtained in this work have lots of defects due to the
volatility of lead. When a critical electric eld was applied to
induce the AFE phase, the opposite dipoles are forced to turn
into parallel conguration.35 As shown in Fig. 5(c), slim double
P–E loops were induced by the increasing temperature, which
made them a potential candidate for applications in high
energy density electrical capacitors.

Fig. 5(d) illustrates the recoverable energy-storage density
Jreco (the green area) of the PLZT2/95/5 ceramics with 10% of the
excess lead content at room temperature. Generally, the energy-
storage density could be estimated from the P–E loops, which
was calculated with the equation as follows:36

Jst ¼
ðPmax

0

EdP ðupon chargingÞ (1)

Jreco ¼ �
ðPr

Pmax

EdP ðupon dischargingÞ (2)

where E is the applied electric eld, Pr and Pmax represent the
remanent polarization andmaximum polarization, respectively.
From these equations, it was evident that Jreco values of certain
materials could be improved by increasing their operating
electric-elds and polarization. For the application of dielectric
capacitors in practice, a higher energy-storage efficiency h is
also always desired. The energy-storage efficiency h was calcu-
lated as the following formula:

h ¼ Jreco

Jst
¼ Jreco

Jreco þ Jloss
(3)

where Jloss was the energy loss density in Fig. 5(d) (the gray area),
calculated by the numerical integration of closed area of the
hysteresis loops.

Fig. 6(a)–(f) illustrates the electric-eld-related and the
temperature-related showed energy-storage properties of the
PLZT2/95/5 ceramics with excess lead content from 5 to 10%.
Clearly, it can be seen that the PLZT2/95/5 ceramics displayed
the lower Jreco values and had the lower Jloss values over the
measurement range in Fig. 6(a) and (b), and the corresponding
h value was slightly varied as the electric eld increased from 20
to 55 kV cm�1 and strongly varied as the temperature increased,
respectively. In Fig. 6(c), the Jreco value for the PLZT2/95/5
ceramics was varied from 0.15 to 1.20 J cm�3, and the corre-
sponding h value was varied from 94.30 to 91.70% as the electric
eld increased from 30 to 70 kV cm�1 when 7.5% PbO was
doped. Therefore, it was evident that Jreco values of certain
materials could be improved by increasing their operating
electric-elds and polarization. Meanwhile, the temperature
dependent of the energy-storage performance is also a very
important parameter over the measurement range. In the
This journal is © The Royal Society of Chemistry 2017
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Fig. 6 The electric-field-related and the temperature-related showed
energy-storage properties of the PLZT2/95/5 ceramics with excess
lead content (5%, 7.5% and 10%): (a) and (b); (c) and (d); (e) and (f).

Table 2 The maximum recoverable energy storage density of PLZT2/
95/5 ceramics with excess lead content from 0 to 15%

x (%) 0 3 5 7.5 10 15

Jreco (J cm
�3) 0.52 0.44 0.47 1.75 2.12 0.75

Jloss (J cm
�3) 0.30 0.32 0.02 0.10 0.16 0.04

h (%) 63.41 57.89 95.91 94.59 92.98 94.94

Fig. 7 A comparison of energy densities and efficiencies of recently
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temperature-related showed energy-storage properties of the
PLZT2/95/5 ceramics, the Jreco would rst rise and then
decrease. In Fig. 6(d), the largest Jreco value for the PLZT2/95/5
ceramics was 1.76 J cm�3 and the corresponding h value was
94.62% at To ¼ 120 �C when 7.5% PbO was doped, which was
interpreted by the phase transition AFE to relaxor FE. AFE
materials possess relatively larger energy-storage density, have
lower values of remnant polarization and coercive electric eld
and faster discharge rates for dissipating stored electrical
energy, due to AFE to FE phase transition.37 However, the anti-
parallel dipoles are aligned to form a relaxor FE phase at higher
electric elds. When 10% PbO was doped in Fig. 6(e) and (f), it
can be seen that the PLZT2/95/5 ceramics displayed the largest
Jreco values and had the lowest Jloss values during the measure-
ment range. For example, the Jreco value for the PLZT2/95/5
ceramics was changed from 0.36 to 1.94 J cm�3 at room
temperature and the corresponding Jloss value was varied
slightly as the electric eld increased from 50 to 90 kV cm�1.
The large recoverable energy density of 2.12 J cm�3 and the high
energy efficiency of 92.98% can be achieved at 120 �C. At 120 �C,
due to the phase transition from the AFE state to the relaxor FE
state. The Jreco and the corresponding h value both kept
decreasing over 120 �C during the heating process. However, the
This journal is © The Royal Society of Chemistry 2017
Jloss showed an opposite tendency. The maximum recoverable
energy-storage density was shown in Table 2. Under the
measurement conditions, the excess lead content (10%) of the
PLZT2/95/5 ceramics displayed the largest Jreco values
(2.12 J cm�3), indicating that they could be considered as
potential candidate materials for energy storage ceramic
capacitors. However, owing to the fact that these measurements
were done by immersing the ceramics in silicone oil which
broken down at low the electric eld, the lead excess content
(15%) of P–E data were not obtained.

A comparison of (anti)ferroelectric-based energy-storage
properties between the PbZrO3-based ceramics are shown in
Fig. 7.2,3,19,28,38–45 It can be seen that the PLZT2/95/5 ceramics
possessed a very high energy-storage density simultaneously
with the high energy-storage efficiency. In practical application,
people oen desire a larger recoverable energy density Jreco and
a higher energy-storage efficiency h. Our work was superior to
prior reported results as shown in Fig. 7 and the highest energy-
storage with a calculated energy density of 2.12 J cm�3, which
was higher than the reported data for the PLZST (1.24 J cm�3)
and PLZT (1.27 J cm�3) bulk ceramics.46,47 Compared with the
recently reported PbZrO3-based perovskite compositions
ceramics, the PLZT2/95/5 ceramics with different excess lead
content possessed a very high energy-storage density simulta-
neously with the high energy-storage efficiency, which indicated
that the PLZT2/95/5 ceramics could be considered as potential
candidate materials for energy-storage electrical capacitors.
reported (anti)ferroelectric-based energy storage dielectric material.

RSC Adv., 2017, 7, 43327–43333 | 43331
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Conclusions

In summary, PLZT2/95/5 ceramics with excess lead content
from 0 to 15% were successfully prepared by a conventional
mixed oxide solid state reactionmethod. The typical PLZT2/95/5
ceramics with different excess lead content were fabricated in
order to investigate the effects of excess lead content on the
energy-storage performance. The recoverable energy-storage
density calculated from hysteresis loops reached about
2.12 J cm�3 and efficiency of 92.98%. Compared with the
recently reported PbZrO3-based perovskite compositions
ceramics, the PLZT2/95/5 ceramics possessed a very high
energy-storage density simultaneously with the high energy-
storage efficiency, which indicated that the PLZT2/95/5
ceramics can be considered as potential candidate materials
for energy storage electrical capacitors.
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