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rown Ni(OH)2 on iron oxide
nanoparticles with enhanced energy storage
performance for electrodes of asymmetric
supercapacitors†

Yue Wang,ab Xianfeng Zhang,a Xin Li, a Yang Liu,a Xiaoping Wang,c Xi Liu,c Jian Xu,c

Yongwang Li,c Yongguang Liu,a Hang Wei,a Peng Jiang *ab and Minghui Liang *a

Iron oxide nanoparticles intercalated in Ni(OH)2 nanosheets were prepared in a spontaneous way for the

cathode materials of asymmetric supercapacitors. The soluble precursor of Ni(OH)2, Ni(NH3)6(OH)2, was

used for growth on a-Fe2O3 nanoparticles. The loading percentages of Ni(OH)2 in the Ni(OH)2–a-Fe2O3

nanocomposites had a great influence on the morphology and size of Ni(OH)2. The composites were

characterized by TEM, SEM, ICP-OES, XRD and XPS. The specific capacitance of Ni(OH)2 in the

composite can reach 1107 F g�1 at a scan rate of 20 mV s�1, and the specific capacitance of the

Ni(OH)2–a-Fe2O3 composite can be up to 376 F g�1 at a scan rate of 5 mV s�1. More importantly, the

fabricated Ni(OH)2–a-Fe2O3//AC (activated carbon) asymmetric supercapacitor exhibited energy density

and power density of 31.6 W h Kg�1 and 474 W Kg�1, respectively. The cycling performance of the

asymmetric supercapacitor was also excellent, and the capacitance retention reached 89.6% after 5000

charge–discharge cycles. Red, blue and yellow LED lights can be lit up with two series of asymmetric

supercapacitors, revealing their potential application in energy storage.
1. Introduction

Electrochemical energy is not only an important alternative
energy source for fossil fuels but a requisite element in the
portable electronic devices, such as cell phones and wearable
electronic devices.1–4 Supercapacitors are a kind of energy
storage device being able to deliver electric energy in a fast way,
but they suffer from relatively low energy densities.5,6 The
energy densities of supercapacitors are of positive correlation to
their specic capacitances and the square of their operating
voltages.7 Therefore, there are two ways to improve the energy
densities of supercapacitors. One is to improve the specic
capacitance of supercapacitors. And another is to enlarge the
potential range of the supercapacitors.

Metal oxides/hydroxides, such as MnO2,8,9 NiO/Ni(OH)2,10,11

and RuO2,12,13 have high specic capacitances, thus they are
promising choice for high energy density supercapacitors. In
particular, Ni(OH)2 not only has high theoretical specic
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capacitance, but is a cheap and environment-friendly material,
thus it has been intensively investigated for the electrode of
supercapacitors.14–17 Recently, we reported the preparation and
superior energy storage performance of ultra-ne Ni(OH)2 parti-
cles supported on carbon materials.18 In that work, soluble
precursor of Ni(OH)2, i.e. Ni(NH3)6(OH)2, is used to grow Ni(OH)2
material over carbon materials. However, one drawback for this
route is that the superior performance can only be obtained at low
loading percentages of Ni(OH)2. The apparent specic capacitance
of Ni(OH)2/C materials at low loading percentages of Ni(OH)2 is
relatively low. On the other hand, the symmetric supercapacitors
based on Ni(OH)2 oen have relatively low operating voltages,
limiting the energy densities of the supercapacitors.

Asymmetric supercapacitors as one kind of supercapacitors
have two dissimilar electrodes, including a battery-type faradic
electrode (cathode) as an energy source and a capacitor-type
electrode (anode) as a power source.14,19 Asymmetric super-
capacitors have wide electrochemical window because of two
different electrodes, and thus they have comparable energy
densities with batteries and lithium ions batteries.20,21 The
cathode materials for asymmetric supercapacitors include
metal oxides/hydroxides, and the anode materials are oen
carbon materials.22 As a result of higher theoretical specic
capacitance of cathode materials than that of anode materials,
to improve the practical specic capacitance of cathode
This journal is © The Royal Society of Chemistry 2017
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materials is an important issue for enhancing the performance
of asymmetric supercapacitors.23

To apply Ni(OH)2-based materials prepared from soluble
Ni(NH3)6(OH)2 in asymmetric supercapacitors, the support
materials other than carbon materials are desired to be tried.
Iron oxides are not only active for electrochemical energy
storage, but stable in alkaline or neutral solution.24–28 On the
other hand, iron oxides have higher conductivity than that of
Ni(OH)2, leading to better charge transfer than pure Ni(OH)2.29,30

Therefore, iron oxides are the promising candidates for the
support of Ni(OH)2 material. The composites of Fe2O3 and
Ni(OH)2 for the electrode of supercapacitors have been re-
ported.31–33 However, the composites are prepared with sol-
vothermal methods.29,34,35 With such route, it is difficult to
controllably prepare Ni(OH)2 with desired morphology and size,
which are important factors inuencing the energy storage
performance of Ni(OH)2. It is highly desirable to develop a route
to controllably prepare Ni(OH)2 based materials with desired
morphology and size. The rule of soluble Ni(NH3)6(OH)2 growing
on the iron oxide is unknown, being worthy exploring in the
viewpoint of nanocomposites preparation. Furthermore, the
asymmetric supercapacitors based on Ni(OH)2–a-Fe2O3

composites have not been reported, to the best of our knowledge.
Based on above problems, herein, we report the spontaneous

growth of Ni(OH)2 on a-Fe2O3 and the electrochemical energy
storage performance of the asymmetric performance based on
Ni(OH)2–a-Fe2O3 cathode and active carbon anode. The growth
behaviors of Ni(OH)2 on a-Fe2O3 with different loading
percentages are also investigated.
2. Experimental
2.1 Reagents

All the chemicals are of analytical grade and used without
further purication. NaCl (99.5%), NaOH (96%) were purchased
from Sinopharm Chemical Reagents Co. Ltd. FeCl3$6H2O
(99%), Acetylene Black, PVDF were supplied by Aladdin
Reagents Co. Ltd. NiCl2$6H2O ($98.0%) was obtained from
Tianjin Guangfu Technology Development Co. Ltd. NH3$H2O
(25–28%), HNO3 (65.0–68.0%), H2SO4 (95–98%) and DMF were
provided by Beijing Chemical Reagents Co. Ltd. The carbon
cloth (WOS 1002) was purchased from Ce Tech Co. Ltd.
2.2 Material preparation

2.2.1 Preparation of a-Fe2O3 nanoparticles. The a-Fe2O3

nanoparticles were prepared according to the procedures
previously reported, with some modications.36–38 In a typical
experiment, ammonia aqueous solution (10 wt%) was added
into 100 mL FeCl3 aqueous solution (4 wt%) to adjust the pH to
about 7.5, and a red precipitate could be observed. The
precipitate was separated by centrifugation, washed with water,
and peptized in 30 mL of aqueous solution of FeCl3 (1.2 wt%),
and then a transparent colloidal solution of ferric hydroxide can
be obtained. Nanosized ferric hydroxide particles were obtained
by adding saturated NaCl aqueous solution to the colloidal
solution and freeze-drying the produced sediment with a freeze
This journal is © The Royal Society of Chemistry 2017
drier. The a-Fe2O3 nanoparticles can be obtained through
annealing the ferric hydroxide particles at 550 �C for 3 hours in
air and washing the powder with water to remove residue NaCl.

2.2.2 Preparation of Ni(OH)2/a-Fe2O3 nanocomposite. The
Ni(NH3)6(OH)2 was used as the precursor for the active electrode
material Ni(OH)2, which was prepared as reported previ-
ously.18,39 In brief, Ni(OH)2 being obtained by chemical precip-
itation method was dissolved in ammonia aqueous solution
(28 wt%) to form Ni(NH3)6(OH)2. The calculated amount of a-
Fe2O3 nanoparticles was dispersed in the Ni(NH3)6(OH)2 solu-
tion, and the Ni(OH)2–a-Fe2O3 composite with desired loading
percentages can be obtained by evaporating all of the liquid at
353 K under stirring condition.

2.2.3 Preparation of electrodes. The carbon cloth (CC) was
used as current collector, which had been treated by mixed acid
(H2SO4–HNO3 ratio 3 : 1) at 333 K for 2 h and then washed by
ethanol, acetone and DI water, respectively before use. The
active material (80 wt%), acetylene black (10 wt%) as conductive
additive, and PVDF (10 wt%) as binder were mixed with DMF to
form slurry. The mixed slurry was coated onto the pretreated CC
following drying treatment, and the loading mass of the active
material was about 2 mg cm�2.

2.3 Material characterizations

Scanning electron microscopy (SEM) images were collected on
NOVA Nano SEM 430; transmission electron microscopy (TEM)
images and HRTEM images were obtained on Tecnai G2 F20
U-TWIN. The X-ray diffraction (XRD) measurements were per-
formed on an X-ray diffractometer (XRD, Rigaku, D/MAX-TTRIII,
200 kV, 40 mA) with Cu Ka radiation (l ¼ 0.154178 nm).
The loading percentages of Ni(OH)2 on the Ni(OH)2–a-Fe2O3

were obtained by an inductively coupled plasma atomic
emission spectroscopy (ICP-OES, Optima 8300). The chemical
valence state and composition of the samples were measured on
the X-ray photoelectron spectroscopy spectra (XPS, ESCA-
LAB250Xi). The BET data were obtained on ASAP 2020 (Micro-
metrics). The elemental mapping images were collected on
Talos™ 200A.

2.4 Electrochemical measurements

The electrochemical measurements of the Ni(OH)2–a-Fe2O3

composite electrodes were performed on an electrochemical
workstation (CHI 660D) in a standard three-electrode cell. The
Ni(OH)2–a-Fe2O3 on the CC substrate (1 cm � 2 cm), a Ag/AgCl
electrode (with saturated KCl solution), and a platinum foil
(2 cm � 4 cm) were used as the working, reference and counter
electrode, respectively. All the electrochemical measurements
were executed in 1 M KOH aqueous electrolyte. The distance
between working electrode and counter electrode was about
2.0 cm. The cyclic voltammograms (CVs) were measured
between 0 and 0.6 V at the scan rates from 5 to 80 mV s�1. The
galvanostatic charging/discharging (GCD) curves were collected
between 0 and 0.45 V at the current densities from 2 to 20 A g�1.
The electrochemical impedance spectroscopy (EIS) was ob-
tained by applying an AC voltage of 5 mV amplitude in the
frequency from 0.01 Hz to 10 kHz. The specic capacitances of
RSC Adv., 2017, 7, 50358–50366 | 50359
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Table 1 The percentages of Ni(OH)2 in the Ni(OH)2–a-Fe2O3

composites

Sample Fe2O3 5-NF 10-NF 20-NF 50-NF

Desired percentage 0 5% 10% 20% 50%
Measured percentage 0.01% 5.35% 11.57% 22.88% 48.97%
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the composite and a-Fe2O3 were calculated from CV and gal-
vanostatic charge/discharge curves according to the following
two equations,40 respectively:

C ¼

ðb
a

IðVÞdV
2DVym

(1)

C ¼ IDt

mDV
(2)

where
ðb
a
IðVÞdV is the integrated area of CV curve in one cycle,

DV is the voltage window, n is the scan rate, I is the constant
discharge current, Dt is the discharging time, andm is the mass
of the Ni(OH)2 or Ni(OH)2–a-Fe2O3.

The asymmetric supercapacitors based on AC/CC and
Ni(OH)2–a-Fe2O3/CC were fabricated in 1 M KOH aqueous
solution. The specic capacitances of the symmetric super-
capacitors were calculated from CV and galvanostatic charge/
discharge curves according to the following two equations,
respectively:

C ¼
2

ðb
a

IðVÞdV
DVyðm1 þm2Þ (3)

C ¼ 4 IDt

ðm1 þm2ÞDV (4)

where
ðb
a
IðVÞdV is the integrated area of CV curve in one

cycle, DV is the voltage window, n is the scan rate, I is the
constant discharge current, Dt is the discharging time, and m1

and m2 are the masses of double electrodes, i.e. Ni(OH)2–a-
Fe2O3 or AC.
3. Results and discussion

Ni(NH3)6(OH)2 is a soluble precursor for Ni(OH)2.41,42 Aer the
evaporation of NH3 and water, Ni(OH)2 can be spontaneously
produced. Based on this mechanism, the Ni(OH)2–a-Fe2O3

nanocomposites with different loading percentages of Ni(OH)2
can be prepared according to Scheme 1. With low loading
percentages of Ni(OH)2, the ultra-small Ni(OH)2 nanoparticles
on the surface of a-Fe2O3 particles can be obtained as we have
proved in our previous work; with high loading percentages of
Ni(OH)2, the a-Fe2O3 nanoparticles were intercalated in the
Scheme 1 Schematic illustration for the preparation of Ni(OH)2–a-
Fe2O3 nanocomposites.

50360 | RSC Adv., 2017, 7, 50358–50366
Ni(OH)2 nanosheets. The percentages of Ni(OH)2 in the
Ni(OH)2–a-Fe2O3 nanocomposites measured by ICP-OES were
listed in Table 1. According to the desired percentages of
Ni(OH)2, the samples were denoted as X-NF (X is the desired
percentage plus 100; for example, 20-NF for 20 wt% Ni(OH)2–a-
Fe2O3 composite).

Fig. 1 shows the scanning electron microscopy (SEM) images
of the pure a-Fe2O3 sample and Ni(OH)2–a-Fe2O3 nano-
composites with different loading amounts of Ni(OH)2. When
the loading percentages of Ni(OH)2 were lower than 10%, the
Ni(OH)2 aggregates cannot be observed in the SEM images. As
the loading percentage reached 10%, the Ni(OH)2 nanosheets
can be observed. The loading percentages of Ni(OH)2 further
increased, the thickness and the amount of Ni(OH)2 nanosheets
Fig. 1 The SEM images of (a) Fe2O3 and (b) 5-NF, (c) 10-NF, (d) 20-NF,
(e) 50-NF, and (f) Ni(OH)2.

This journal is © The Royal Society of Chemistry 2017
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increased. a-Fe2O3 nanoparticles were intercalated in the
Ni(OH)2 nanosheets for 20-NF and 50-NF as Scheme 1 depicted.
The same phenomena can also be seen in the TEM images of
these samples (Fig. S1†). Pure Ni(OH)2 nanosheets can be ob-
tained by evaporating all of the liquid of Ni(NH3)6(OH)2 aqueous
solution (Fig. 1f).

The TEM and HRTEM images of a-Fe2O3 nanoparticles, 20-
NF and Ni(OH)2 are shown in Fig. 2. The size of prepared a-
Fe2O3 nanoparticles is about 10–30 nm. The crystalline lattice of
a-Fe2O3 with a d-spacing distance of 0.369 nm can be clearly
observed in the Fig. 2b, which can be attributed to the crystal-
line information of a-Fe2O3 (012).43 The Ni(OH)2 nanosheets in
20-NF and Ni(OH)2 can be found in Fig. 2c and e, respectively.
As seen from Fig. 2d and f, the crystalline lattice (0.336 nm)
being able to attribute to Ni(OH)2 (101) can be clearly observed
for the sample 20-NF and Ni(OH)2.

In our previous report, ultrane Ni(OH)2 particles grown on
activated carbon can be observed with elemental mapping
technique. To reveal the structure of Ni(OH)2 grown on iron
oxide with low loading percentages, the elemental mapping
images of 10-NF were obtained (Fig. 3). Fig. 3a and b show the
TEM image and STEM image of 10-NF for the same sample,
Fig. 2 (a) The TEM images and (b) the high resolution image of a-
Fe2O3; (c) the TEM images and (d) the high resolution image of 20-NF;
(e) the TEM images and (f) the high resolution image of Ni(OH)2.

Fig. 3 (a) The TEM and (b) STEM images of 10-NF; (c) the EDS spec-
trum of 10-NF; the element mapping of (d) Ni, (e) Fe and (f) combined
signals of Ni and Fe.

This journal is © The Royal Society of Chemistry 2017
respectively. The Ni(OH)2 nanosheets cannot be observed in this
sample, even if the sample was observed at high resolution TEM
images (Fig. S2†). However, the signals of Ni and Fe can be
found in the EDS pattern (Fig. 3c), and the signal of Ni is weak.
These results reveal the existence of nickel in the selected area.
The elemental mapping results for Ni and Fe further prove the
existence of Ni in the composite (Fig. 3d–f). The typical size of Ni
in the composite is in the range of 1.5 to 3.9 nm, and Ni was
evenly distributed on the surface of iron oxide according to the
crystalline structure of iron oxide and Fig. 3f. It should be stated
that the observed signal of Ni is the sum of the signal in the
vertical way, so the actual size of Ni on the surface should be
smaller than that we observed.

The XRD patterns of the prepared a-Fe2O3, 5-NF, 10-NF, 20-
NF, 50-NF, and Ni(OH)2 are shown in Fig. 4. The diffraction
peaks for a-Fe2O3 (012), (104), (110) and Ni(OH)2 (001), (100),
(101) etc. can be indexed as JCPDS no. 33-0664 and no. 14-0117,
respectively.44–46 The loading percentage of Ni(OH)2 being lower
than 10 wt%, the diffraction signals of Ni(OH)2 cannot be
observed in the XRD patterns, which is consistent with the
results of TEM, elemental mapping results and SEM. The
signals of Ni(OH)2 and a-Fe2O3 can be found in the XRD
patterns for 20-NF and 50-NF, revealing Ni(OH)2–a-Fe2O3

nanocomposites with high Ni(OH)2 loading were composed of
the crystalline Ni(OH)2 nanosheets and a-Fe2O3 materials.

To know the specic surface area and porous structure of
Ni(OH)2–a-Fe2O3 nanocomposite, the adsorption and desorp-
tion isotherm curves of Ni(OH)2, a-Fe2O3 and 50-NF were ob-
tained as shown in Fig. S3.† The specic surface areas of
RSC Adv., 2017, 7, 50358–50366 | 50361
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Fig. 4 XRD patterns of a-Fe2O3, 5-NF, 10-NF, 20-NF, 50-NF and
Ni(OH)2.
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Ni(OH)2, a-Fe2O3 and 50-NF were measured as 29.6, 27.6 and
32.8 m2 g�1, respectively. The porous volumes of Ni(OH)2, a-
Fe2O3 and 50-NF were 0.036, 0.186 and 0.139 cm3 g�1, respec-
tively. The pore distribution of Ni(OH)2, a-Fe2O3 and 50-NF are
shown in the insets of Fig. S3.† There are little difference in
their specic surface areas, and the pore volume of 50-NF is
close to that of a-Fe2O3, so the synergistic effect between
Ni(OH)2 and a-Fe2O3 in electrochemical energy storage would
be easily judged.

To reveal the chemical state of Ni and Fe in the Ni(OH)2–a-
Fe2O3 nanocomposite, the XPS (X-ray photoelectron spectros-
copy) spectra of 20-NF were collected as shown in Fig. 5. The
XPS survey spectrum of Ni(OH)2–a-Fe2O3 reveals the presence of
Ni, Fe, O (Fig. S4†). Two peaks in the Fe 2p XPS spectrum at
Fig. 5 XPS spectra of (a) Fe 2p for a-Fe2O3 and 20-NF, (b) Ni 2p for
Ni(OH)2 and 20-NF.

50362 | RSC Adv., 2017, 7, 50358–50366
about 711.07 and 724.67 eV (Fig. 5b) can be ascribed to Fe 2p3/2

and Fe 2p1/2 for a-Fe2O3, respectively.47,48 The satellite peak
centered at 719.62 eV is the characteristic signal of a-Fe2O3. The
signals of iron in 20-NF are weaker than that in a-Fe2O3, indi-
cating that the deposited Ni(OH)2 on the surface of a-Fe2O3

reduced the exposed surface of a-Fe2O3. The binding energy of
Ni in 20-NF was higher than that in Ni(OH)2 for about 0.2 eV,
indicating an electron transfer from Ni(OH)2 to a-Fe2O3.

As the active materials in the working electrode, the energy
storage performance of Ni(OH)2/a-Fe2O3 nanocomposites was
evaluated in a three-electrode system. Fig. 6a shows the CV
curves of a-Fe2O3, 20-NF, 50-NF and Ni(OH)2 at a scan rate of
20 mV s�1 under the voltage range of 0–0.6 V (vs. Ag/AgCl), and
the CV curves of 5-NF and 10-NF are shown in Fig. S5.† A pair of
redox peaks can be clearly observed over these samples, sug-
gesting that the measured capacitance is mainly based on the
pseudocapacitance derived from faradic processes.17,49,50 The
reaction process can be expressed as follows:

Ni(OH)2 + OH� / NiOOH + H2O + e�

The inuence of loading percentages for Ni(OH)2 on the
capacitance of the composites and Ni(OH)2 is shown in Fig. 6b.
We calculated the capacitive performance of the composites
and Ni(OH)2 according to the eqn (5) and (6):

Ccom ¼ CFe2O3
� PFe2O3

+ CNi(OH)2
� PNi(OH)2

(5)

CNi(OH)2
¼ (Ccom � CFe2O3

� PFe2O3
)/PNi(OH)2

(6)

where Ccom is the specic capacitance of the composite
Ni(OH)2/Fe2O3, CFe2O3

is the specic capacitance of a-Fe2O3,
PFe2O3

is the mass percentage of a-Fe2O3 in the composite,
CNi(OH)2 is the specic capacitance of Ni(OH)2, and PNi(OH)2 is the
mass percentage of Ni(OH)2 in the composite. The measured
specic capacitances of a-Fe2O3, 5-NF, 10-NF, 20-NF, 50-NF and
Ni(OH)2 were 4.2, 37.1, 76.0, 158.5, 248.4 and 199 F g�1 at the
scan rate of 20 mV s�1. In the loading range of 5 to 20 wt% for
Ni(OH)2, the specic capacitance of the nanocomposites
increased in a linear way with the increased loading of Ni(OH)2,
revealing the similar utilized efficiency of Ni(OH)2 in these
nanocomposites for electrochemical energy storage (Fig. 6b).

The calculated specic capacitances of Ni(OH)2 in 20-NF can
be up to 1107 F g�1 at a scan rate of 5 mV s�1. However, as the
loading percentages of Ni(OH)2 reached 50 wt%, the utilized
efficiency of Ni(OH)2 for energy storage decreased to 507 F g�1,
whichmay be caused by the produced thick Ni(OH)2 nanosheets
in the composite. Interestingly, the specic capacitance of 50-
NF was higher than that of Ni(OH)2 and a-Fe2O3. The BET
results revealed the similar specic surface areas for Ni(OH)2, a-
Fe2O3 and 50-NF, so a strong synergistic effect between a-Fe2O3

and Ni(OH)2 nanosheets in NF composites can be concluded.
The cyclic voltammetry (CV) curves of 50-NF and the specic
capacitances for 50-NF and Ni(OH)2 at the scanning rates from 5
to 80 mV s�1 are shown in Fig. 6c and d, respectively. The
specic capacitance of 50-NF at the scan rate of 5 mV s�1 can
reach 376 F g�1. The calculated specic capacitances of Ni(OH)2
This journal is © The Royal Society of Chemistry 2017
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Fig. 7 (a) The GCD curves for the samples of Fe2O3, 5-NF, 10-NF, 20-
NF, and 50-NF, at the current density of 4 A g�1 (based on the mass of
Fe2O3 or Ni(OH)2–a-Fe2O3); (b) the EIS spectra of Fe2O3, 20-NF, and
50-NF, the insets are the enlarged curves for 50-NF and equivalent
circuit of 50-NF.
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in 50-NF were 768, 637, 507, 422, 306, and 213 F g�1 at scan rates
of 5, 10, 20, 30, 50, and 80 mV s�1, respectively. As the scan rate
increased for 16 times (5 mV s�1 to 80 mV s�1), the calculated
specic capacitance of Ni(OH)2 had a retention of 28%.

Furthermore, the GCD curves of the composites were
collected to observe the charge–discharge behavior of the
composites (Fig. 7a and S6†). Two steps involved for the charge–
discharge process.51 A fast charge step happened below 0.35 V
and a slow charge step took place in the range of 0.35 to 0.45 V.
The fast charge step maybe caused by capacitive charge, and
during the slow step the faradic process happened. As the
percentages of Ni(OH)2 increased, the slow charge step experi-
enced longer time. One possible reason is that increased
amount of Ni(OH)2 demanded longer time to complete the
charge–discharge process. Another reason is that Ni(OH)2 has
worse conductivity than a-Fe2O3 and the composite with higher
Ni(OH)2 loading has lower conductivity.

To prove this point, EIS (electrochemical impedance spec-
troscopy) curves of the composites were obtained as shown in
Fig. 7b. The EIS plots consist of a quasi-semicircle corre-
sponding to the faradic reactions with the diameter represent-
ing the interfacial charge-transfer impedance (Rct) at low
frequency region, and a linear part representing the value of the
internal resistance (Rs) at high frequency region.52–54 The Rct of
a-Fe2O3, 20-NF, 50-NF and Ni(OH)2 were calculated as 0.2 U,
0.43 U, 0.67 U, and 1.0 U, respectively. These results revealed
that the increased loading percentages of Ni(OH)2 led to higher
resistance for charge transfer. This phenomenonmay be caused
by the lower conductivity of Ni(OH)2 than a-Fe2O3. In the other
viewpoint, the added a-Fe2O3 plays double roles: improving
conductivity of the composite and acting as the intercalated
substance in between Ni(OH)2 nanosheets.

To investigate the potential for practical application of
Ni(OH)2–a-Fe2O3 materials, an asymmetric supercapacitor
(ASC) was fabricated using the Ni(OH)2–a-Fe2O3 composite as
the positive electrode and AC as the negative electrode. The
Fig. 6 (a) The CV curves of a-Fe2O3, 20-NF, and 50-NF, Ni(OH)2, the
scan rate was 20 mV s�1; (b) the specific capacitances of composites
and Ni(OH)2 in Ni(OH)2–a-Fe2O3 with different loading percentages of
Ni(OH)2; (c) the CV curves of 50-NF at different scan rates; (d) the
dependence of calculated specific capacitances of composites and
Ni(OH)2 in 50-NF on the scan rates.

This journal is © The Royal Society of Chemistry 2017
mass of the negative electrode (AC) was determined according
to the charge balance theory.40,55 The charge stored on each
electrode was obtained from eqn (1) and (2).56 Where C is
specic capacitance, DV is the voltage range during charge–
discharge test, and m is the mass of active material.

C ¼ I � t/DV � m (7)

q ¼ C � DV � m (8)

The charge balance follows the equation q+ ¼ q�, we can get
eqn (9):

m+/m� ¼ C� � DV�/C+ � DV+ (9)

where C+ and C� are the specic capacitances of 50-NF electrode
and AC electrode, respectively, being obtained by the discharge
curves (Fig. 8a). DV+ and DV� are the potential windows for
cathode and anode, respectively. The optimal mass ratio
between the Ni(OH)2–a-Fe2O3 and AC electrodes is calculated to
be m+/m� z 0.26 in the asymmetric supercapacitor.
Fig. 8 Electrochemical characterizations of a symmetric super-
capacitor based on 50-NF electrode (a) the CV curves at different
potential window; (b) the CV curves at different scan rates; (c) the GCD
curves of 20-NF at different current density; (d) the cycling perfor-
mance for GCD at the current density of 4 A g�1, and the inset is GCD
curves of the last ten cycles.
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Fig. 8b shows a series of CV curves of the asymmetric
supercapacitor at various scan rates from 5 to 100 mV s�1 in
a 1 M KOH aqueous electrolyte under the electrochemical
window of �1.0–1.4 V. Furthermore, Fig. 8c shows the GCD
curves of the asymmetric supercapacitor at different current
densities under a potential window of 0–1.6 V. The energy
density and power density of the symmetric supercapacitors
were calculated from CV curves according to the following two
equations, respectively:

E ¼ 1/7.2CV2 (10)

P ¼ 3600E/t (11)

where E is the energy density, C is the capacitance calculated
based on eqn (1) and (2), V is the voltage window, P is the power
density, and t is the discharge time.

The Ni(OH)2/Fe2O3//AC asymmetric supercapacitor cell
exhibited high energy density and excellent power density of
31.6 W h Kg�1 and 474 W Kg�1 at a scan rate of 5 mV s�1, 26.1
W h Kg�1 and 1567 W Kg�1 at 20 mV s�1, 22.1 W h Kg�1 and
3308 W Kg�1 at 50 mV s�1, 19.8 W h Kg�1 and 4748 W Kg�1 at
80 mV s�1, 18.6 W h Kg�1 and 5578 W Kg�1 at 100 mV s�1,
respectively. When the power density of the asymmetric
supercapacitor increased for more than 10 times, the retention
of energy density can reach 59%. The cycling performance of
Ni(OH)2–a-Fe2O3//AC asymmetric supercapacitors is shown in
Fig. 8d. Aer 5000 cycles, the capacitance retention rate was still
89.6%. To reveal the change of Ni(OH)2–a-Fe2O3 aer charge–
discharge process, the TEM and SEM images for the cycled
sample were obtained in Fig. S7.† However, there were not
remarkable changes being able to be observed. The high
Fig. 9 The photographs of green LED (a), blue LED (b) and red LED (c)
lights being lighted up by the series asymmetric supercapacitors.

50364 | RSC Adv., 2017, 7, 50358–50366
capacitance retention maybe cause by the stable structure of
Ni(OH)2–a-Fe2O3 during charge–discharge process. The perfor-
mance of our sample was compared with the reported con-
cerning samples as listed in Table S1.† Our Ni(OH)2–a-Fe2O3

sample has comparable performance with the reported elec-
trodes. More importantly, the asymmetric capacitors based on
Ni(OH)2–a-Fe2O3 composite are reported by us for the rst time.

Two series of Ni(OH)2–a-Fe2O3//AC ASC devices charged by
galvanostatic charging/discharging (GCD) techniques to 1.6 V
can be used to drive different types of LED lights. Red LED light
with a threshold voltage of 1.8 V, blue LED light with 2.6 V, and
green LED with 2.9 V can be lighted up by the series devices, as
shown in Fig. 9. More importantly, the charged ASC devices with
5 s charging time at a current density of 40 A g�1 can keep the
red LED light lighting for 10 min.

4. Conclusions

In summary, we have developed a way to spontaneously grow
Ni(OH)2-based composites and investigate their electro-
chemical energy storage performance for asymmetric super-
capacitors. Under low loading percentages of Ni(OH)2 on a-
Fe2O3, the ultrasmall Ni(OH)2 particles form over a-Fe2O3

nanoparticles. The higher loading percentages of Ni(OH)2 on a-
Fe2O3 lead to the formation of the intercalated composites.
Various characterization results including TEM, SEM, ICP-OES,
XRD and XPS reveal the structure and composition of our
composites. The energy storage performance of Ni(OH)2–a-
Fe2O3 composites is measured with CVmethod, and the specic
capacitance of Ni(OH)2–a-Fe2O3 composites increased with the
increased Ni(OH)2 loading. More interestingly, Ni(OH)2–a-
Fe2O3 composite with 50% Ni(OH)2 loading exhibited higher
specic capacitance that of Ni(OH)2 and a-Fe2O3, revealing the
strong synergistic effect between Ni(OH)2 nanosheets and
a-Fe2O3 nanoparticles. The fabricated asymmetric super-
capacitor based on Ni(OH)2–a-Fe2O3 and activated carbon
exhibits the energy density and power density of 31.6 W h Kg�1

and 474 W Kg�1. More importantly, even if the power
density increased to 5578 W Kg�1, the energy density still has
18.6 W h Kg�1, implying their important application in high
power devices. For practical application of the asymmetric
supercapacitors, all kinds of LED lights can be lighted up by two
series asymmetric supercapacitors. With 5 second charging
time, the charged asymmetric supercapacitors can supply the
energy source for LED light with 10 minutes.
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