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Herein, we report an innovative application of doping conjugated-polypyrrole nanoparticles (PPy NPs) into

electrically conductive adhesives (ECAs) to prepare low-electrical resistivity interconnecting materials. PPy

NPs were synthesized via a facile one-step chemical oxidative polymerizationmethod at room temperature

with the average diameter as small as 86.8 nm. Particles' diameters and dispersity were manipulated under

different polymerization conditions through the adjustment of weight percentages and molecular weights

of polyvinylpyrrolidone (PVP) as the surfactants. Results showed that higher concentrations of PVP and the

longer chains of PVPs resulted in smaller diameters of PPy NPs. We also found that a suitable portion of

ethanol in the polymerization mixtures gives rise to a better dispersity than that observed in mixtures

without ethanol. When a small amount of PPy NPs was added into traditional epoxy resin-based and

silver-flakes-filled ECAs, the resistance measurements showed an enhancement in the electrical

conductivity, or in other words, a reduction in resistivity significantly. For example, the electrical resistivity

of 70 wt% silver-filled ECAs was reduced from 1.6 � 10�3 U cm to 9.4 � 10�5 U cm by using only

2.5 wt% PPy NPs as the dopants. Thus, our results confirmed new applications of PPy NPs in the field of

ECAs for decreasing the resistance, reducing the dosage of silver in ECAs, and achieving flexible devices.

Finally, flexible electrical patterns were printed on paper and polyimide substrates were used as

conducting circuits to light LED devices.
1. Introduction

Tin–lead (Sn–Pb) solders as traditional joining materials have
been known to possess low melting points, low cost and good
wettability, making them widely applicable in electronic pack-
aging. However, to decrease the hazard of lead to human
nervous system and the environment, the Sn–Pb solders were
banned to be used as interconnecting materials in electronic
packaging under theWaste Electrical and Electronic Equipment
(WEEE) and Restriction of Hazardous Substances (RoHS)
directives.1,2 Therefore, lead-free solders, such as eutectic
SnAgCu solders, are generally used in spite of higher melting
point, worse wettability and higher cost.

Other than traditional lead-free solders, electrically
conductive adhesives (ECAs) are dened as alternative solders
to tin–lead solders, which possess a lot of advantages with low
operating temperature for fragile integrated circuits, high ex-
ibility for future wearable electronics, wide applications in ne-
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.edu.cn

eering, Southern University of Science and

ail: tianyq@sustc.edu.cn

ESI) available: XRD of silver akes and
I: 10.1039/c7ra09725e

hemistry 2017
pitch packaging, and excellent compatibility with non-wetting
substrates including ceramic substrates, glass substrates or
polymer lm substrates.3–6 Besides being used as traditional
joining materials, ECAs can be easily printed to high conductive
circuits. Thus, ECAs composed of polymer matrices and
conductive llers have various applications in printing exible
circuits,7,8 wearable and stretchable radio-frequency identica-
tion (FRID) devices,9 capacitive touch panel modules10 and so
on. However, the disadvantage of ECAs is their high electrical
resistance, which is usually caused by some lubricant residues
(mostly fatty acids) on the surface of conductive llers during
the preparation processes by milling.

Although adding more conductive llers into the ECAs can
decrease the electrical resistance, it compromises the cost and
uidity for printing. Therefore, numerous signicant endeavors
have been focused on how to enhance the conductivity of ECAs
or reduce the percolation threshold for a lower cost,11 which can
be divided into three approaches: (1) surface treatment, (2)
adding nano conductive materials, and (3) sintering nano llers
or low melting point alloys. Some inorganic acids and short-
chain dibasic acids were used to replace fatty acids on the
surface of silver akes to reduce tunneling resistance.12–14 Silane
coupling agents were used to improve the compatibility of
resins and conductive llers, which are also benecial for the
mechanical properties of ECAs.15–17 However, when silver akes
RSC Adv., 2017, 7, 53219–53225 | 53219
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or silver nanoparticles were used as the conducting llers, even
a small amount of semiconducting silver oxide (Ag2O), from
long time storage or high temperature curing process, impaired
the conductivity of ECAs. Therefore, reductants such as sodium
borohydride (NaBH4), Iodine (I2) or terephthalaldehyde have
been used to remove Ag2O from the surface of Ag akes.18,19

Besides the surface treatments, the second approach is to add
nanomaterials-based conducting materials into ECAs to ll the
gap between conductive llers and increase conductive paths.
This approach of using nanomaterials as the dopants into ECAs
could drastically enhance the electrical conductivity of ECAs.
Some nanomaterials have been synthesized and investigated
with various morphologies including silver nanoparticles,20

silver nanowires,21 modied reduced graphene oxide,22 or
modied carbon nanotubes.12,23,24 In addition to two
approaches stated above, in terms of sintering in ECAs, low
temperature bonding nanomaterials and low melting point
alloys are suitable for sintering between Ag akes and llers
during the curing process at temperatures usually lower than
200 �C.25–27

On the other hand, conjugated polymers possessing excel-
lent electrical properties, magnetic properties, optical proper-
ties, wettability, and so on have drawn considerable attention
for applications in microelectronic devices, chemical or bio-
logical sensors, ion selective electrodes, electromagnetic inter-
ference (EMI) shielding, and conductive coatings for
nanomaterials.28–30 Besides the abovementioned applications,
conjugated polymers as intrinsic semi-conductors were applied
as corrosion-resistant materials.31–33 Thus, these characteristics
of conjugated polymers would also be benecial to ECAs if the
polymers were fabricated into nanoparticles and used as llers
in ECAs. However, there were only several reports about
utilizing soluble conjugated polymers to improve the electrical
conductivity,34,35 and few studies were focused on using conju-
gated polymer nanoparticles to reduce the resistance, particu-
larly in ECAs.

Herein, we introduce a facile method to synthesize poly-
pyrrole nanoparticles (PPy NPs) with different diameters under
various preparation conditions as llers for ECAs. These
nanostructured PPy NPs were mixed into conventional Ag-
akes-lled ECAs to improve the conductivity of ECAs. Finally,
we successfully printed these PPy NPs-doped ECAs on exible
substrates like papers and polyimides to light the light-emitting
diodes (LED).

2. Experimental
2.1 Materials

Pyrrole (Py) was purchased from Adamas Reagent Co., Ltd,
Shanghai, China. Polyvinylpyrrolidone (PVP, K15 Mw10 000,
K30 Mw58 000, K90 Mw13 00 000), methylhexahydrophthalic
anhydride (MeHHPA), 2,4,6-tris(dimethylaminomethyl)
phenol (DMP-30) and ethanol were purchased from Aladdin,
Shanghai, China. PVP K60 Mw360 000 was purchased from
Energy Chemical, Shanghai, China. Ferric chloride hexahy-
drate (FeCl3$6H2O) was purchased from Tianjin Fuchen
Chemical Reagents Factory. Ag akes with average diameters
53220 | RSC Adv., 2017, 7, 53219–53225
of 8–10 mm were purchased from Bolong Silver Industry,
Changsha, China. Liquid bisphenol-A epoxy resin (E51)
was purchased from Beijing Tonglian Hengxing Technology
Co., Ltd.
2.2 Synthesis of PPy NPs and preparation of ECAs

Typically, to synthesize PPy NPs, 14 mmol of FeCl3 and 3 mmol
of PVP K30 were dissolved in 40mL ethanol/water (volume ratio:
1/4) with vigorous magnetic stirring for one hour. Subsequently,
10 mL DI water with 6 mmol Py was added dropwise at room
temperature. Aer stirring at 400 rpm for four hours, the color
of solution changed from brown to dark black indicating the
successful polymerization of Py. Finally, the product was
centrifuged and washed with ethanol ve times until the
supernatant became transparent. The oxidative polymerization
method for the preparation of PPy NPs was improved based on
a few reviews about the synthesis of conjugated polymer
nanoparticles.36,37

Organic matrix of ECAs was made up of epoxy resin (E51),
MeHHPA, and DMP-30 with a mass ratio of 100 : 86 : 0.5. Typi-
cally, mass fraction of Ag powders was 70 wt% to obtain ideal
electrical conductivity and rheological property. These materials
were mixed together by a mixing deaerator (SIE-MIX80, Sienox
Industrial Products Ltd. China) at 2500 rpm for 5minutes, which
could mix the samples uniformly by rotation and revolution
simultaneously. Then, different mass of PPy NPs was added into
the above mixture to prepare the PPy NPs-doped ECAs (ECAs
PPy). The lms of ECAs on the surfaces of glass slides were
prepared by knife coating (76 mm � 19 mm � 0.1 mm) and
cured at 160 �C for one hour, as shown in Fig. S1.† Similarly,
paper-based circuits and polyimide-based circuits 0.1 mm in
thickness were also printed by knife coating, while the curing
temperature was lowered to 140 �C and curing time was short-
ened to 30minutes. Then, an LED powered by a 4.5 V battery was
inserted in the circuit.
2.3 Characterization methods

Scanning electron microscopy (SEM, TESCAN MIRA3) was used
to conrm the morphologies of PPy NPs and the distribution of
PPy NPs in the ECAs. X-Ray Diffraction (XRD, BRUKER ECO D8)
was used to realize the phase composition of the purchased
silver powders. Bulk electrical resistivity was obtained by
a conversion from sheet resistivity measured by a four-point
probes system (RTS-9, 4 PROBES TECH). Each sample was
tested 9 times to calculate the average parameters and errors.
Electrical resistivity (r) of the ECAs doped by PPy NPs was
calculated using the following equation:

r ¼ Rst

where Rs is the sheet resistivity obtained from the four-point
probes system and t is the thickness of the lm. Differential
scanning calorimetry (DSC, Mettler-Toledo DSC 1) was carried
out to monitor the curing process of ECAs.
This journal is © The Royal Society of Chemistry 2017
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Fig. 2 Size distributions of PPy NPs with different concentrations of
PVP K30 in water. (a) 14 mM, (b) 20mM, (c) 40mM, and (d) 60mM. The
figure (e) illustrated the size variations and diameter errors at different
PVP K30 concentrations.
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3. Results and discussion
3.1 Synthesis of PPy NPs

In the processes of synthesis, experimental conditions of
molecular weights and mass percentages of PVPs, as well as the
solvents with different ratios of water and ethanol were found to
affect the sizes and dispersity of PPy NPs. It has been known
that PVPs or other surfactants play a signicant role to control
the size of nanomaterials.38,39 Furthermore, the dispersity and
size of the PPy nanoparticles affect the ECAs performance. To
achieve an insightful comprehension, PVPs with various
concentrations from 2 mM to 60 mM and also their molecular
weights from Mw10 000 to Mw1 300 000, and proportions of
ethanol in solutions were compared during the synthesis.

Fig. 1 shows the morphologies of PPy NPs prepared with
different concentrations of PVP K30 in water using FeCl3
(280 mM) as the oxidizing agent. As shown in Fig. 1a and b, PPy
tended to agglomerate at a low concentration of PVP during
chemical oxidative polymerization by FeCl3. The as-prepared
agglomerate PPy cannot be broken by sonication or vigorous
magnetic stirring, although several particles were observed in
Fig. 1a and b. The agglomeration problem was alleviated by
using more PVP in the polymerization solutions (Fig. 1c–f).
Besides, as shown in the inset images of Fig. 1, agglomerate
polymers (Fig. 1a and b) could not form stable suspension in
ethanol. However, PPy NPs synthesized with 60 mM PVP K30
could suspend in ethanol for more than 3 days. To calculate the
particle sizes, about 100 particles were randomly chosen to
calculate average diameters and error distributions, which are
shown in Fig. 2. Fig. 2a–d showed that the average sizes of
Fig. 1 SEM images of the PPy NPs synthesized with PVP K30
concentrations of (a) 2 mmol L�1, (b) 8 mmol L�1, (c) 14 mmol L�1, (d)
20 mmol L�1, (e) 40 mmol L�1, and (f) 60 mmol L�1.

This journal is © The Royal Society of Chemistry 2017
particles decreased from 151.5 nm to 93.5 nm with the
increasing use of PVP. Moreover, higher PVP concentrations
contributed to more homogeneous particles with smaller error
values as shown in Fig. 2e. Thus, smaller diameters and nar-
rower dispersity of PPy NPs were obtained with a higher
concentration of PVP K30.

Besides the investigation of PVP concentrations on particle
sizes and distributions, the inuence of molecular weights (or
chain lengths) on the formation of PPy NPs was studied. Four
types of PVPs with different molecular weights of 10 000,
58 000, 360 000 and 1 300 000 were chosen for investigation.
Results are shown in Fig. 3. Fig. 3a shows themorphology of PPy
NPs prepared under the condition of the PPy with a molecular
weight of 10 000. The NPs synthesized at this condition could
not disperse well in ethanol. However, the PPy NPs synthesized
by long chain PVPs showed much better stability, as displayed
in Fig. 3b–d. The average diameters of PPy NPs stabilized with
PVP K30, PVP K60 and PVP K90 were 134.9 nm, 97.9 nm and
86.8 nm, respectively. Although small particles could be ob-
tained using the assistance of PVP K90 (molecular weight of
1 300 000), PVP K90 needs much longer time to dissolve in
water than other PVPs with smaller molecular weights. More-
over, the PPy NPs covered with PVP K90 were very difficult to
precipitate even aer being centrifuged at the speed of
8000 rpm for one hour. Therefore, PVP K30 with the molecular
weight of 58 000 is more suitable for industrial manufacture.

Although particles prepared in water can have reasonable
dispersity with sizes as small as 86.8 � 11.8 nm, we found that
RSC Adv., 2017, 7, 53219–53225 | 53221
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Fig. 3 SEM images of the PPy NPs synthesized using PVPs as the
surfactants (60 mM) with different molecular weights of (a)Mw10 000,
(b) Mw58 000, (c) Mw360 000, (d) Mw 1 300 000.

Fig. 4 SEM images of the PPy NPs synthesized in solutions (PVP K30
60 mM) with different ratios of ethanol to water. (a) Without ethanol,
(b) 20% : 80%, (c) 40% : 60%, (d) 60% : 40%, and (e) 80% : 20%.
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some particles tended to form large aggregations as shown in
the inset image of Fig. S2a.† The rate of aggregations (the
percentage of the aggregative PPy particles in the total particles)
can be counted as high as 31.9% (Fig. S2†), which is harmful to
disperse the PPy NPs into the ECAs uniformly. To prepare well-
dispersed particles, different conditions with mixtures of
ethanol and water at various ratios as co-solvents were investi-
gated (all of the reactants are soluble to ethanol). Compared
with synthesizing PPy NPs without ethanol (Fig. 4a), when the
volume ratio of ethanol was set at 20%, the aggregation
percentage decreased from 31.9% to 4.8% as shown in Fig. 4b.
The synthesis of uniform and well-dispersed NPs may be
resulting from adjusting the polarity of solution and a better
solubility of pyrrole monomer and PVP in ethanol. On the other
hand, the diameters of a few particles were also measured in
their suspension states in water by using dynamic light scat-
tering (DLS). The results obtained from SEM and DLS are very
consistent (Fig. S3†).

Furthermore, the rate of aggregation increased again to 9.3%
with 40% ethanol. Moreover, a large amount of ethanol would
also cause a deterioration of dispersity. Many large particles
with diameters more than 300 nm co-existed with small parti-
cles when the solvents contained 40% and 60% ethanol,
resulting in the non-uniform particles distributions (Fig. 4c and
d). Statistical data analyses about the rate of aggregation of PPy
particles accounting for total particles are shown in Fig. S2, S4
and S5† (corresponding to Fig. 4a–c in the paper, respectively).

Therefore, we concluded that increasing the quantity of
PVPs, avoiding the choice of short chain PVPs, and adding
suitable amount of ethanol were critical for obtaining PPy NPs
with small sizes and excellent dispersity.
3.2 Electrical properties of ECAs

Before the ECAs studies, we characterized the silver akes used
for this research. Fig. S6 in the ESI† displays the XRD pattern
and SEM images of the purchased silver akes. As shown in
53222 | RSC Adv., 2017, 7, 53219–53225
Fig. S6b and c,† the diffraction peaks of the XRD pattern
correspond to {111}, {200}, {220} and {311} planes of the face-
centered cubic silver, and the silver akes are around 150 nm
thick. ECAs were prepared by doping the silver akes into E51
epoxy resin with a curing agent of MeHHPA and a catalyst of
DMP-30 by tuning their ratios. Aer mixing, the mixtures need
to be cured to form the lms of ECAs. Fig. S7 in the ESI† shows
the DSC analysis of the curing process of the resin matrix. The
curing process starts at about 100 �C, and curing speed reaches
the peak at 137.5 �C. Thus, we normally use temperatures from
120 �C to 180 �C to cure the resin for solidication.

The blue histograms in Fig. 5a showed the resistivity of the
ECAs with different silver llers curing at 160 �C without adding
PPy NPs. It was observed that bulk resistivity decreased
from 799.8 � 10�5 U cm for 60 wt% silver-lled ECAs to
47.1 � 10�5 U cm for 75 wt% silver-lled ECAs. Signicant
decrease of in resistivity was observed between ECAs with
60 wt% and 65 wt% silver akes, indicating a percolation
threshold of 65 wt% of silver akes in this system. Some studies
also reported similar phenomenon at the same curing tempera-
ture and curing time.12,18 Only when enough dosage (higher than
the percolation threshold) of silver llers was added into epoxy
matrices, ECAs became obviously electrically conductive.11

It is important to note that aer a small amount of PPy
NPs (1 wt%) was lled into 60 wt% silver-lled ECAs, the
bulk resistivity had a sharp decrease compared with that without
PPy NPs, which decreased from 799.8 � 10�5 U cm to
61.4 � 10�5 U cm. Similar phenomenon was observed for other
ECAs with various silver llers, as shown by the comparison of
the blue histograms and yellow histograms in Fig. 5a. The
This journal is © The Royal Society of Chemistry 2017
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Fig. 5 Four-point probes test results of bulk resistivity of (a) ECAs with
or without 1 wt% PPy NPs curing at 160 �C for 60 min. (b) 65 wt% silver
fillers-containing ECAs with or without 0.3 wt% PPy NPs curing at
different temperatures for 60 min. (c) 70 wt% silver fillers ECAs with
different amounts of PPy NPs curing at 160 �C for 60 min. (d) SEM
image of 70 wt% silver ECAs without PPy NPs. (e and f) SEM images of
70 wt% silver ECAs with extra 2.5 wt% PPy NPs. (e) is a less magnified
image as compared to (f).
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signicant decrease in the resistivity by doping PPy NPs at
60 wt% of silver llers shows the critical roles of improving
conductivity by the PPy NPs. Thus, the ECAs with 1 wt% of PPy
NPs in the 60 wt% silver akes reached the same resistivity level
as that of the ECAs with 75 wt% silver akes. Such a system with
a low weight percentage of silver, although possessing reason-
ably low resistivity, might be benecial to reducing the cost and
enhancing the exibility of ECAs.

We also studied the roles of curing temperatures on resistivity.
For this study, we chose the ECAs with 65 wt% silver akes doped
with 0.3 wt% of PPy NPs as a representative system. Results are
plotted in Fig. 5b. It was found that even a very small amount of
PPy NPs could reduce the resistivity signicantly. Although using
higher curing temperature could also bring about lower electrical
resistivity (from 959.7 � 10�5 U cm to 89.7 � 10�5 U cm when
curing temperature increased from 120 �C to 180 �C) without PPy
NPs, higher curing temperature is harsh for temperature-
sensitive devices. We have found that adding only a tiny
amount of PPy NPs can reduce the resistivity signicantly to
achieve high conductive ECAs even by using a low curing
temperature. For example, the electrical resistivity of 65 wt%
silver-lled ECAs with 0.3 wt% PPy NPs cured at 120 �C (179.4 �
10�5 U cm) was much lower than that of the 65 wt% silver-lled
ECAs without PPy NPs cured at 150 �C (412.2 � 10�5 U cm)
(Fig. 5b). Furthermore, no obvious cracks in the ECAs PPy
This journal is © The Royal Society of Chemistry 2017
mixtures were observed even when heated at 180 �C for one
hour (Fig. S8†), suggesting excellent stability for high temper-
ature curing.

The doping amounts of PPy NPs in ECAs were also studied
using 70 wt% of silver akes cured at 160 �C for 60 min (Fig. 5c).
Similar to the above investigation, doping the PPy NPs into the
ECAs with as small as 0.46 wt% could signicantly reduce the
resistivity. When the PPy NPs reached 2.5 wt%, the lowest
resistivity (9.3 � 10�5 U cm) was observed. With further
increasing PPy NPs, the resistivity of ECAs increased slightly.
Obviously, too many PPy NPs are harmful for electrical
conductivity. This is because the PPy NPs belong to semi-
conducting materials, which have less conductivity than silver
akes. Reasonable PPy NPs can increase the epoxy matrix
electric conductivity. A few research papers also reported the
use of other nanomaterials as dopants in ECAs and found
similar phenomena. For example, Oh et al. reported the use of
2 wt% carbon nanotubes in 80 wt% silver llers-containing
ECAs to achieve 1.84 � 10�5 U cm resistivity;40 Liu et al. re-
ported the use of 0.05 wt% of graphene in 80 wt% silver llers-
containing ECAs to achieve 4.3 � 10�5 U cm resistivity;22 Zhang
et al. used 76 wt% of silver nano-wire as the llers to achieve
7.1 � 10�4 U cm resistivity.41 We have used much less weight
percentage of silver llers (70 wt%) with 2.5 wt% of PPy NPs to
achieve 9.3 � 10�5 U cm resistivity (Fig. 5c), which is compa-
rable to or even better than some nanomaterials-containing
ECAs. Thus, our approach provides a new alternative strategy
for preparing high-performance ECAs with fewer silver-akes-
lling and lower curing temperature.

SEM images gave the morphologies of the dispersion of
silver akes (Fig. 5d) and the PPy NPs doped in the 70 wt% silver
akes-containing ECAs (Fig. 5e and f). Fig. 5e and f showed that
PPy NPs dispersed homogeneously in the E51 resin matrix and
interspersed on the surface of silver akes. PPy NPs as inher-
ently conductive polymers lled into the gaps between silver
akes, which offered more conductive tracks to decrease the
electrical resistance.

Furthermore, we performed two weeks aging experiments at
85 �C and 120 �C to test the time-dependent resistivity changes
(Fig. S9†). The results (Fig. S9†) were obtained by averaging 9
measurements from different areas of each tested sample. For
samples annealed at 85 �C, the bulk resistivity decreased in the
rst day and remained stable later. For samples annealed at
120 �C, the bulk resistivity decreased continuously during the
aging process. In addition, annealing at higher temperature
(herein, 120 �C) close to Tg of the adhesive resin (about 140 �C,
not shown) might result in the silver akes becoming much
closer to increase the electrical conductivity. Much lower
resistivity of the samples with PPy NPs than those without PPy
during the two weeks aging was observed, showing that the PPy
NPs played critical roles in decreasing bulk resistivity of ECAs.

For further understanding the possible reasons of why
a small percentage of semiconducting nanomaterials is used as
dopants to increase the conductivity signicantly, besides using
SEM to observe the homogeneous dispersion of the nano-
particles in ECAs and the particles lled into the gaps between
silver akes (Fig. 5d and f), we further used zeta potentials to see
RSC Adv., 2017, 7, 53219–53225 | 53223
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other possible reasons. It was found that a larger absolute value
of zeta potential reects that there are more positive charges or
negative charges on the surface of suspended solids, which can
stabilize powders in the environment.42–44 The zeta potential of
silver akes (0.2 g L�1) suspended in water was measured to be
�35.6 mV, while the zeta potential of PPy NPs is +37.7 mV
(Fig. 6a). The zeta potentials of the mixtures were found to be
between +37.7 mV and �35.6 mV. Typical measurement data of
the mixtures with the mass ratios of PPy NPs to silver akes of
1/1000, 2/1000 and 3/1000 were found to be �18.5 mV,
�11.5 mV and 9.7 mV, as plotted in Fig. 6a. The negatively
charged silver akes had strong interactions with positively
charged PPy NPs, which resulted in adsorption of PPy NPs on
Fig. 7 Paper-based (a) and polyimide-based flexible circuits (b and c)
with lighting LEDs.

Fig. 6 a) Plots of zeta potentials of silver flakes, PPy NPs, and their
mixtures in water. (b) SEM image of the morphology of the silver flakes
doped with PPy NPs (prepared by mixing silver flakes (98 wt%) and PPy
NPs (2 wt%) and cast on silicon slice).

53224 | RSC Adv., 2017, 7, 53219–53225
the surface of silver akes (Fig. 6b). This might reduce the
electrostatic repulsions between the silver akes to achieve
higher electric conductivity than those of free silver akes in the
matrices.

With the above understanding, we printed one type of ECA
with 0.5 wt% PPy NPs (samples shown in Fig. 4b) doped in
65 wt% silver-akes-containing E51 resin on white paper
(Fig. 7a) and exible polyimide substrates (Fig. 7b and c). These
resins were cured at 140 �C for 30 minutes. Even under such
a low temperature and short curing time, the printed electronics
showed excellent conductivity to enable the lighting of the LED
devices. Furthermore, since the circuits were printed on exible
substrates, LED could still be light under a bending condition.
4. Conclusions

In summary, a facile chemical oxidative polymerization method
was used to synthesize well-dispersed polypyrrole nanoparticles
(PPy NPs). The diameters of as-prepared PPy NPs could be
manipulated from 151.5 nm to 86.8 nm by changing the
concentrations of PVPs and the chain lengths of PVPs. Besides,
a suitable amount of ethanol was benecial to prepare well-
dispersed PPy NPs. The electrical conductivity was obviously
enhanced by adding a small amount of PPy NPs into traditional
silver llers-based ECAs, which provides a feasible strategy of
saving the cost by reducing the use of silver in ECAs and
enhancing the electrical conductivity at a low curing tempera-
ture. As a result, bulk resistivity can decrease to as low as 9.3 �
10�5 U cm when incorporating 2.5 wt% PPy NPs into 70 wt%
silver-lled ECAs cured at 160 �C for 60 min. Finally, exible
paper-based and polyimide-based circuits were prepared to
enable the lighting of LEDs using them. Due to the exibility of
these ECAs, the circuits could still maintain excellent conduc-
tivity aer being folded.
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