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gonal zirconia in mesoporous
silica and its catalytic properties for methanol
oxidative decomposition†

Naohiro Shimoda, * Kyoko Nakayama, Keiko Kiyota and Shigeo Satokawa*

The synthesis of zirconia with large specific surface area by the hard template method has been conducted

using KIT-6 mesoporous silica. Composite materials of tetragonal zirconia and silica were successfully

synthesized by the decomposition of zirconia sources in the mesoporous space of KIT-6, while zirconia

in the monoclinic and tetragonal phases was synthesized by the conventional pyrolysis method from the

same zirconium sources. The formation behavior of tetragonal zirconia depends on the zirconium

source, the pore size of mesoporous silica, the amount of the introduced zirconia source, and the

calcination temperature. We conclude that the crystallization of zirconia in the mesoporous space

results in the formation of fine zirconia particles (crystallite size effect), leading to the formation of a pure

tetragonal zirconia crystal. Furthermore, the nanosized tetragonal zirconia possessing large BET specific

surface area was synthesized by removing the silica component in the zirconia–silica composite with

alkaline treatment. Additionally, we have evaluated the catalytic performance of tetragonal zirconia

materials for methanol oxidative decomposition. Among the zirconia samples synthesized in the present

study, the sample prepared by the hard template method and calcined at 800 �C exhibited the highest

activity for methanol oxidation. We deduce that crystallinity of zirconia and high BET specific surface

area are necessary to achieve high catalytic activity.
Introduction

Zirconium dioxide (ZrO2), known as zirconia, is a material with
a high melting point (2700 �C) that exhibits excellent heat-
resistance, high toughness, abrasion resistance, and chemical
resistance, leading to its wide utilization as a ceramic material.
Generally, zirconia is produced on an industrial scale by the
alkali fusion process using zircon and baddeleyite as zirconium
sources. Basically, three crystallite phases of zirconia are well-
known.1 Themonoclinic phase is stable up to 1170 �C and is the
most common phase. With increasing temperature, the phase
transition to the tetragonal phase occurs at 2370 �C and
furthermore, the tetragonal phase changes to the cubic phase at
2680 �C.2 In addition, a metastable tetragonal zirconia is also
known and can be stable below 650 �C.3,4 The volume change of
zirconia is quite large at the phase transition induced by the
increase in the temperature. By the addition of an impurity such
as yttrium oxide and cerium oxide to zirconia, tetragonal and
cubic phases are maintained under room temperature, leading
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to the improvement of its mechanical properties.5 These
tetragonal and cubic zirconia materials with several additives
are generally called partially stabilized zirconia (PSZ). Further-
more, several processes in which the crystal size is controlled by
various techniques were reported for the synthesis of meta-
stable tetragonal zirconia. Garvie reported that metastable
tetragonal zirconia can be prepared by the precipitation from
alkaline aqueous solution and low temperature calcination of
zirconium oxynitrate;3 moreover, they proposed that there is
a critical crystallite size of zirconia, ca. 30 nm, above which the
metastable tetragonal phase could not exist at room tempera-
ture. Likewise, Stichert and Schüth reported that tetragonal
zirconia with a large surface area of over 100 m2 g�1 can be
synthesized by the calcination at 900 �C to control the zirco-
nium salt concentration during the precipitation.6 In contrast,
Inoue et al. and Kil et al. reported the synthesis of tetragonal
zirconia nanoparticles by a glycothermal method.7,8 Further-
more, the sol–gel method,9–13 precipitation method using
various agents,14–17 high temperature hydrolysis method,18,19

thermal decomposition process of metal–organic frameworks
(MOFs),20 hydrothermal method using various template
agents,21 oil/water interface (emersion) method,22 and aqueous
gelation method14,23 have been reported for the synthesis of the
metastable tetragonal zirconia nanoparticles.

Recently, many studies of the synthesis of various metal
oxides possessing meso-porosity induced by the hard template
RSC Adv., 2017, 7, 55819–55829 | 55819
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have been reported.24,25 Accordingly, in this work, we focus on
the synthesis process in the mesoporous space of mesoporous
silica using what we call the “hard-template method” in order to
synthesize zirconia with larger specic surface area than the
conventional zirconia materials. There are several examples of
mesoporous silica materials, for example, 2-D ordered mate-
rials, such as KSW-1, FSM-16, MCM-41, and SBA-15, and 3-D
ordered ones, such as MCM-48 and KIT-6.26 Among these, the
gyroid 3-D cubic Ia�3d mesoporous silica designated KIT-6
synthesized using a triblock copolymer and butanol mixture
in an aqueous solution was reported by Kleitz et al. in 2003.27

The structural characteristics, large pore volume and 3-D
hexagonal mesostructured of this material are benecial to the
diffusion of substrates and thus the application of a hard
template material for the synthesis of nanosized materials;
additionally, catalysts and an adsorption material are expected
to be obtained using this approach. The studies on the
synthesis of the porous zirconia by the hard template method
using SBA-15 and polycarbonate membrane28,29 and the Zr–KIT-
6 materials that zirconium is incorporated in the silica frame-
work by the so template method30 were reported by several
research groups. Furthermore, Gong et al. reported the
synthesis of metastable tetragonal zirconia materials that
actually the composite of zirconia and silica (Si/Zr ¼ ca. 0.3)
with the modication by an NaOH solution by the hard
template method using SBA-15.31 These researchers stated that
the stabilization of tetragonal zirconia is due to the conned
space of mesoporous silica and the formation of the Si–O–Zr
linkages. However, to the best of our knowledge, the synthesis
of zirconia introduced in themesoporous space of KIT-6 has not
been studied. It is also necessary to study the crystallization
behavior of pure tetragonal zirconia in more detail.

Furthermore, zirconia are oen used both as the sole catalyst
and support material, as well as a component of combined
catalysts, since zirconia surfaces exhibit acidity and basicity and
oxidizing and reducing properties.1 In addition to the meta-
stable tetragonal, monoclinic, and tetragonal zirconia and
hydrated zirconia that can be applied to a catalyst material have
also been reported in the literature.32–35 In particular, we re-
ported on the catalytic property of zirconia-supported Ag cata-
lysts for methanol (MeOH) oxidation.32

Based on this background, in the present work, the synthesis
of zirconia by the hard template method using KIT-6 have been
conducted using various preparation conditions, such as
zirconium source, amount of introduced zirconia, calcination
temperature, and meso-pore size of silica, and the crystal
growth behavior of the synthesized zirconia have been studied.
Furthermore, the catalytic property for MeOH oxidation of the
pure zirconia have been evaluated aer the removal of the silica
component.

Experimental
Synthesis procedure of samples

Mesoporous silica and non-porous silica. Mesoporous silica
KIT-6 samples used in this work were synthesized as previously
reported.27 In a typical beaker, Pluronic P123 (EO20PO70EO20,
55820 | RSC Adv., 2017, 7, 55819–55829
MW ¼ 5750, BASF) was dissolved in a mixture of 35% to 37%
HCl (Wako Chemical Industries) and distilled water, and the
solution was stirred at 35 �C for 2 h. Next, 99.4% 1-butanol
(Sigma-Aldrich) was added into the solution. Aer stirring for
2 h, 3 N-tetraethoxysilane (TEOS, Kanto Chemical) was added
into the mixture, and the mixture was stirred at 35 �C for 24 h.
Next, the mixture was heated in air at 100 �C for 24 h under
static conditions in a closed plastic bottle, meaning that
a hydrothermal treatment was employed. The obtained product
was washed and ltered and was dried in air at 50 �C. Finally,
the powder product was obtained as KIT-6 by the calcination in
air at 550 �C for 6 h.

For comparing another silica material to KIT-6, we synthe-
sized spherical silica without meso-pores by the Stöber
method.36 A mixture of ethanol, TEOS, and distilled water was
stirred for 10 min at room temperature. Next, 2.25 mL of 28%
ammonia aqueous (Wako Chemical Industries) was added three
times every 30 min to the mixture, and the mixture was stirred
for 1 h. The obtained product was dried in air at 110 �C and was
nally calcined in air at 550 �C for 6 h; thereaer, this synthe-
sized non-porous silica was denoted as “S”. In contrast,
commercial silica samples with non-ordered meso-pores and
various pore sizes were also provided by FUJI SILYSIA CHEM-
ICAL, denoted as Q-3, Q-10, Q-30, and Q-50, respectively.

Composite of zirconia and silica. Zirconyl nitrate dihydrate
(ZrO(NO3)2$2H2O, Wako Chemical Industries) and 70 wt%
zirconium propoxide solution in 1-propanol (Zr(OCH2CH2-
CH3)4, Sigma-Aldrich) was employed as the zirconium source.
Each silica sample synthesized and obtained was mixed with
distilled water in an eggplant ask followed by the addition of
a predetermined amount of each zirconium source. Themixture
solution was stirred in a water bath at 50 �C under 26 kPa and
was heated to 70 �C, and then the pressure was reduced to 21
kPa in order to evaporate a solvent sufficiently. Finally, the
sample was calcined in air at various temperatures for 4 h, and
the composite product of zirconium and silica (zirconia/silica
composite, ZrO2/SiO2) was obtained. Subsequently, the
composites synthesized from zirconyl nitrate (N) and zirconium
propoxide (P) using KIT-6 (K) or non-porous silica (S) were
denoted as ZXN/K(T), ZXP/K(T), ZXN/S(T), and ZXP/S(T),
respectively, where X and T represent the fraction of the intro-
duced zirconia of the composite, ZrO2/(ZrO2 + SiO2): 20 wt%,
50 wt%, and 80 wt%; and the calcination temperature: 400 �C,
600 �C, and 800 �C; respectively.

Furthermore, the ZrO2/SiO2 composites were synthesized
using Q-3, Q-10, Q-30, and Q-50 as the silica template and zir-
conyl nitrate as the zirconium source with the 20 wt% and
50 wt% amount of introduced zirconia. All composites were
nally calcined at 600 �C and were denoted as the Z20N/Q-M
and Z50N/Q-M (M ¼ 3, 10, 30, 50).

Removal of silica component. The pure zirconia for which
the silica component was removed was obtained by the alkaline
treatment: the synthesized Z50N/K(T) samples were treated at
50 �C for 16 h in 2 M KOH (Wako Pure Chemical Industries)
solution (denoted as tZN(T)).

In addition, reference zirconia samples were synthesized by
the thermal decomposition method, that is, by the calcination
This journal is © The Royal Society of Chemistry 2017
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of the zirconium nitrate and zirconium propoxide as zirconium
sources in air for 4 h. The synthesized samples were denoted as
rZN(T) and rZP(T), respectively.
Sample characterization

The physical properties of each sample were evaluated by N2

adsorption isotherm at �196 �C using a MicrotracBEL
BELSORP-mini II instrument. Prior to N2 adsorption and
desorption measurement, the sample was degassed at 150 �C
for 2 h in order to remove the moisture adsorbed on the surface
and inside the porous network. The Brunauer–Emmett–Teller
(BET) method was used to estimate the specic surface area
(SBET) from the obtained adsorption data. Total pore volume
(Vpore) was estimated from the amount of N2 adsorbed at P/P0 ¼
0.99. The Barrett–Joyner–Halenda (BJH) method was used to
evaluate the pore size distribution and to determine the pore
volume (Vmeso-pore) and pore diameter peaks of meso-pores
(dmeso-pore), which are above 0.01 dV/dd cm3 g�1 nm�1, from
the adsorption branch of the N2 adsorption isotherm.

To estimate the chemical composition of the synthesized
sample, the inductively coupled plasma atomic emission spec-
troscopy (ICP-AES) analysis was performed using a Shimadzu
ICPS-7500 instrument. Sulfuric acid and uoric acid were used
to dissolve each sample.

To identify the crystalline structure of each sample, the
powder X-ray diffraction (XRD) patterns were measured using
a Rigaku Ultima IV instrument equipped with a Cu Ka radiation
source (l ¼ 0.154 nm). The typical working conditions such as
the acceleration voltage and current were 40 kV and 40 mA with
the scanning speed of 1� min�1. The crystallite size (D) of the
zirconia phase was estimated from the diffraction peak using
Scherrer's equation as follows:

D ¼ Kl

b cos q

where K is the shape factor (0.89), l is the X-ray wavelength
(0.154 nm), b is the line broadening at half the maximum
intensity in radians, and q is the Bragg angle.

Raman spectra of the synthesized samples were measured
using a HORIBA JOBIN YVON equipped with a CCD camera and
a 514 nm Ar laser.

Transmission electron microscopy (TEM) observation for
each sample was performed using a JEOL JEM-2100F instru-
ment operated at 200 kV. Each sample was crushed into powder
and dispersed in ethanol with ultrasonic vibration and was
Table 1 Physical properties of the non-porous silica, meso-porous silic

Sample SBET
a/m2 g�1 Vpore

b/cm

Non-porous SiO2 (S) 28 0.36
KIT-6 (K) 840 1.13
Z20N/S(600) 19 0.10
Z20N/K(600) 567 0.85

a BET specic surface area. b Total pore volume: estimated at 0.99P/P0.
c P

pore diameter peaks: estimated from adsorption branch by the BJH meth

This journal is © The Royal Society of Chemistry 2017
subsequently transferred to a standard Cu grid covered with
a holey carbon lm.
Evaluation of catalytic activity for MeOH oxidation

Catalytic activity tests of MeOH oxidation over the synthesized
zirconia were carried out in a xed bed ow reactor under
atmospheric pressure. Each synthesized zirconia (100 mg) was
housed in a quartz reactor (i.d. 6 mm) and a reaction gas
mixture (1000 ppm MeOH/20% O2/Ar) was fed into the catalyst
bed at the total ow rate of ca. 250 mL min�1. The ratio of
weight of catalyst to the ow rate (W/F) was ca. 6.7 gcat. h
LMeOH

�1. The compositions of the inuent and effluent gases
were analyzed using a gas chromatograph equipped with
a ame ionization detector (GC-FID, Shimadzu, GC-8A) aer the
separation of gaseous products by a BX-10 column (GL Science).
Results and discussion
Synthesis of ZrO2/SiO2 composite

Effect of porosity of silica. First, we have studied the effect of
meso-pores of silica used for the synthesis of the ZrO2/SiO2

composite. The textural properties of the synthesized silica and
the ZrO2/SiO2 composites determined from N2 adsorption
measurement are summarized in Table 1. The SBET of non-
porous silica (S) synthesized by the Stöber method was
28 m2 g�1, and its values of Vpore and Vmeso-pore were
0.36 cm3 g�1. However, its dmeso-pore was greater than 50 nm,
indicating the over-evaluation of meso-pore volume by the BJH
method. We thus consider that there were almost no meso-
pores in the non-porous silica (S) synthesized in this work. In
contrast, SBET, Vpore, Vmeso-pore, and dmeso-pore of mesoporous
KIT-6 (K) were 840 m2 g�1, 1.13 cm3 g�1, 1.02 cm3 g�1, and
8.1 nm, respectively. Using each silica sample, we synthesized
the ZrO2/SiO2 composites from zirconyl nitrate at 20 wt%
amount of introduced zirconia. The composite synthesized
using the Stöber silica (Z20N/S(600)) exhibited SBET of 19 m

2 g�1,
Vpore of 0.10 cm3 g�1, and Vmeso-pore of 0.11 cm

3 g�1, respectively.
Additionally, in the case of the composite synthesized using
porous silica (Z20N/K(600)), its SBET, Vpore, and Vmeso-pore were
567 m2 g�1, 0.85 cm3 g�1, and 0.82 cm3 g�1, respectively. The
dmeso-pore of Z20N/K(600) was similar to that of KIT-6.

Fig. 1 shows the XRD patterns of non-porous and porous
silica samples and their composite samples with zirconia. The
diffraction pattern of the commercial zirconia, JRC-ZRO-3
(Japan Reference Catalyst, Catalysis Society of Japan) used as
a, ZrO2/SiO2 composites

3 g�1 Vmeso-pore
c/cm3 g�1 dmeso-pore

d/nm

0.36 >50
1.02 8.1
0.11 >50
0.82 8.2

ore volume of meso-pores: estimated by the BJH method. d Major meso-
od.

RSC Adv., 2017, 7, 55819–55829 | 55821
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Fig. 1 Wide-angle XRD patterns of (a) non-porous SiO2 (S) synthesized
by the Stöber method, (b) meso-porous KIT-6 (K), (c) Z20N/S(600), (d)
Z20N/K(600), and (e) reference ZrO2 (JRC-ZRO-3): (B) ZrO2-
monoclinic, (;) ZrO2-tetragonal, (>) SiO2.

Fig. 2 (A) N2 adsorption and desorption isotherms and (B) pore size
distribution plots by the BJH method of (-, ,) KIT-6 and ZrO2/SiO2

composites of (:, O) Z50P/K(600)-propoxide and (C, B) Z50N/
K(600)-nitrate: (solid symbol) adsorption branch, (open symbol)
desorption branch.
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the reference zirconia was also shown. The crystalline phase of
zirconia at 600 �C is generally known to be the mixture of
metastable tetragonal and monoclinic phases. Indeed, JRC-
ZRO-3 primarily exhibited the monoclinic phase and partially
tetragonal phase, as shown in Fig. 1e. For the Z20N/S(600), the
diffraction peaks corresponding to tetragonal and monoclinic
phases were observed (Fig. 1c). On the other hand, as shown in
Fig. 1d, the only broad diffraction peak attributed to KIT-6 was
observed for Z20N/K(600), indicating that zirconia is either in
amorphous state or consists of microcrystal particles. We
consider that the existence of meso-pore in the silica signi-
cantly affects the difference in the crystallization behavior of
zirconium component to zirconia.

Effect of zirconium source.We have studied the difference in
the zirconium source used for the synthesis of the ZrO2/SiO2

composite. Fig. 2 shows the N2 adsorption and desorption
isotherms (A) and the pore size distribution (BJH plot) (B) of the
synthesized KIT-6 and the ZrO2/SiO2 composites synthesized
from zirconium propoxide (Z50P/K(600)) and zirconyl nitrate
(Z50N/K(600)) as the zirconium source with the 50 wt% intro-
duced amount of zirconia. All the samples exhibited the type
IV(a) isotherms with an H1 hysteresis loop, indicating their
mesoporous structure. In addition, SBET, Vpore, Vmeso-pore, and
dmeso-pore determined from the N2 adsorptionmeasurement and
weight fraction of zirconia content obtained by the ICP-AES
analysis of the synthesized composites as well as KIT-6,
rZP(600), and rZN(600) are summarized in Table 2. The Vpore of
Z50P/K(600) and Z50N/K(600) were 0.38 cm3 g�1 and 0.41 cm3 g�1,
and the Vmeso-pore of Z50P/K(600) and Z50N/K(600) were
0.32 cm3 g�1 and 0.38 cm3 g�1, respectively. The ZrO2 weight ratios
of the synthesized both ZrO2/SiO2 composites were 57 wt%.
Furthermore, two peaks appeared at 3.7 nm and 7.2 nm for Z50P/
K(600) composite, implying the existence of two pores with
different sizes. The original KIT-6 silica template possessed
1.13 cm3 g�1 of Vpore and 1.02 cm3 g�1 of Vmeso-pore, respectively.
55822 | RSC Adv., 2017, 7, 55819–55829
Thus, we consider that this nding is observed because that the
formation of zirconia particles is affected by the differences in
a zirconium source and a solvent during the preparation proce-
dure. The SBET of rZP(600) and rZN(600), which were synthesized by
the thermal decomposition method, were below 1 m2 g�1 and
32 m2 g�1, respectively. In addition, the Vmeso-pore of them were
0.02 cm3 g�1 and 0.26 cm3 g�1, which were nearly identical to their
Vpore values.

The XRD patterns of Z50P/K(600), Z50N/K(600), rZP(600),
and rZN(600) are shown in Fig. 3. It was observed that the
zirconia samples synthesized by the thermal decomposition
method from zirconium propoxide and zirconyl nitrate as
zirconium sources consist of monoclinic and tetragonal phases.
For the rZN(600), the diffraction peaks assigned to the tetrag-
onal phase were observed slightly and the peaks assigned to
monoclinic phase were mainly observed. For the Z50P/K(600),
This journal is © The Royal Society of Chemistry 2017
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Table 2 Physical properties of the ZrO2/SiO2 composites and reference zirconia

Sample SBET
a/m2 g�1 Vpore

b/cm3 g�1 Vmeso-pore
c/cm3 g�1 dmeso-pore

d/nm ZrO2/(ZrO2 + SiO2)
e/wt%

Z50P/K(600) 392 0.38 0.32 3.7, 7.1 57
Z50N/K(600) 295 0.41 0.38 7.1 45
rZP(600) <1 0.02 0.02 >50 100
rZN(600) 32 0.26 0.26 >50 100

a BET specic surface area. b Total pore volume: estimated at 0.99P/P0.
c Pore volume of meso-pores: estimated by the BJH method. d Major meso-

pore diameter peaks: estimated from adsorption branch by the BJH method. e Weight ratio: estimated by the ICP-AES analysis.
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the formation of zirconia with monoclinic and tetragonal pha-
ses were conrmed, while tetragonal phase was found to be the
main crystalline phase. In contrast, the broad diffraction peaks
appeared at 2q ¼ ca. 30� and ca. 50� for the Z50N/K(600). It is
presumably considered that the zirconia components are
mainly amorphous and slightly tetragonal. These results
revealed that the crystal growth behavior of zirconia differs
depending on the zirconium source. The crystalline phase of
Z50N/K(600) was solely tetragonal and because of this the
zirconia crystal can be formed in the meso-porous space of KIT-
6. The pore size of KIT-6 was ca. 8.1 nm, and thus, the space in
which zirconia crystal can be grown is limited from reaching the
meso size. Garvie et al. reported that when the zirconia particle
size is below 30 nm, the zirconia aer the calcination below
1170 �C can be theoretically found in the tetragonal phase.3,4 As
in the present case, tetragonal zirconia is considered to be
predominantly formed because the crystal growth of zirconia
particles was limited below 30 nm.

Effect of calcination temperature.We have studied the effect
of calcination temperature for the synthesis of the ZrO2/SiO2

composite. There is a possibility that the KIT-6 structure will
Fig. 3 Wide-angle XRD patterns of (a) Z50P/K(600)-propoxide, (b)
Z50N/K(600)-nitrate, (c) rZP(600), and (d) rZN(600): (B) ZrO2-
monoclinic, (;) ZrO2-tetragonal.

This journal is © The Royal Society of Chemistry 2017
change the nal calcination; therefore, the calcination
temperature dependence on the physical properties of KIT-6 has
been studied. As summarized in Table S1,† the SBET, Vpore, and
Vmeso-pore of KIT-6 samples with the calcination at 600 �C and
800 �C for 4 h were smaller than those without and with the
calcination at 400 �C. The dmeso-pore of the KIT-6 samples
calcined at 800 �C decreased to ca. 7.2 nm. Furthermore, based
on the small-angle X-ray scattering (SAXS) analysis of each KIT-6
sample (Fig. S1†), it was found that the peak assigned to the
(211) plane shied to a higher angle with the increase in the
calcination temperature and the Ia�3d structure of KIT-6 was
retained aer the calcination at 800 �C. Therefore, for
the synthesis of the ZrO2/SiO2 composites, while SBET, Vpore,
Vmeso-pore, and dmeso-pore are decreased to a certain extent, the
mesoporous structure of KIT-6 is considered to be maintained
aer the high temperature calcination at 800 �C.

The ZrO2/SiO2 composites were synthesized from KIT-6 and
from zirconium propoxide or zirconium nitrate as zirconia
sources by the 50 wt% of the introduced amount, followed by
the nal calcination at 400 �C, 600 �C, and 800 �C (denoted as
Z50P/K(T) and Z50N/K(T)). The physical properties of the
synthesized composites are summarized in Table 3. As
mentioned above, the ZrO2/SiO2 composites (Z50P/K(T))
synthesized from zirconium propoxide with various calcination
temperatures showed twomesopore peaks in each BJH plot. The
SBET, Vpore, and Vmeso-pore of Z50P/K(T) decreased with
increasing calcination temperature. This may be due to the
shrinkage of KIT-6 and the grain growth of zirconia. In contrast,
for the ZrO2/SiO2 composites (Z50N/K(T)) synthesized from
zirconium nitrate at 400 �C, 600 �C, and 800 �C, their dmeso-pore

were 8.2 nm, 7.1 nm, and 7.2 nm, respectively. As discussed in
the above section, the crystal growth behavior of zirconia in KIT-
6 is considered to be inuenced by the zirconia source and the
used solvent.

Fig. 4a and b show the XRD patterns of Z50P/K(T) and Z50N/
K(T) with various calcination temperatures. For the Z50P/
K(400), only the peaks corresponding to the tetragonal phase
of zirconia appeared, whereas for the Z50P/K(600 and 800), the
diffraction peaks assigned to monoclinic phase were also
observed. The rZP(600) synthesized by the thermal decompo-
sition method was composed of monoclinic and tetragonal
phases as shown in Fig. 3c, indicating that the crystallization of
the zirconium component outside the mesoporous space of
KIT-6 results in the formation of the mixed crystal zirconia.
Therefore, a part of zirconia was considered to be crystallized on
the outside of the mesoporous space of the silica for the Z50P/
RSC Adv., 2017, 7, 55819–55829 | 55823
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Table 3 Physical properties of the ZrO2/SiO2 composites of Z50P/K(T) and ZXN/K(T): X ¼ 20, 50, 80, T ¼ 400, 600, 800

Sample SBET
a/m2 g�1 Vpore

b/cm3 g�1 Vmeso-pore
c/cm3 g�1 dmeso-pore

d/nm ZrO2/(ZrO2 + SiO2)
e/wt%

Z50P/K(400) 492 0.46 0.38 3.7, 7.2 57
Z50P/K(600) 392 0.38 0.32 3.7, 7.2 57
Z50P/K(800) 260 0.30 0.27 3.7, 6.3 58
Z50N/K(400) 407 0.53 0.44 8.2 48
Z50N/K(600) 295 0.41 0.38 7.1 45
Z50N/K(800) 299 0.40 0.38 7.2 47
Z20N/K(400) 589 0.88 0.81 8.2 21
Z20N/K(600) 567 0.85 0.79 8.2 21
Z20N/K(800) 458 0.70 0.67 7.2 22
Z80N/K(400) 240 0.49 0.49 4.8, 9.2 85
Z80N/K(600) 226 0.41 0.41 4.8, 8.1 83
Z80N/K(800) 221 0.32 0.32 4.2, 6.2 83

a BET specic surface area. b Total pore volume: estimated at 0.99P/P0.
c Pore volume of meso-pore: estimated by the BJH method. d Major meso-

pore diameter peaks: estimated from adsorption branch by the BJH method. e Weight ratio: estimated by the ICP-AES analysis.
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K(600 and 800). However, it is important to note that the crys-
tallization behavior of zirconia for the Z50N/K(T) was quite
unique in comparison to the cases for the other samples. As
shown in Fig. 4b, the broad peak was observed at 2q¼ ca. 30� for
the Z50N/K(400) for the nal calcination at 400 �C, implying
that the zirconia was in the amorphous state. With increasing
calcination temperature, the peak attributed to the tetragonal
phase gradually appeared, and it was observed that the Z50N/
K(800) consisted of only tetragonal zirconia even aer the
nal calcination at 800 �C.

Effect of the amount of introduced zirconium component.
We have also studied the effect of amount of introduced zirco-
nium nitrate as the zirconium source for the ZrO2/SiO2

composites synthesis. The physical properties of Z20N/K(T) and
Fig. 4 Effect of calcination temperature of ZrO2/SiO2 composites on XR
¼ 400, 600, 800: (B) ZrO2-monoclinic, (;) ZrO2-tetragonal, (>) SiO2.

55824 | RSC Adv., 2017, 7, 55819–55829
Z80N/K(T) composites with the 20 wt% and 80 wt% amounts of
introduced zirconia are summarized in Table 3. Upon
increasing the zirconium content, the SBET, Vpore, and Vmeso-pore

of each composite were decreased, and there was a similar
tendency for the Z50N/K(T) and Z50P/K(T) composites regarding
the effect of nal calcination temperature. Based on the ICP-AES
analysis for each composite, there was almost no difference in
the amount of introduced zirconia component between the
synthesized composites. Furthermore, the XRD patterns of
Z20N/K(T) and Z80N/K(T) are shown in Fig. 4c and d. For the
Z20N/K(T) composites, the broad diffraction peak attributed to
the SiO2 phase and the amorphous zirconia phase were
observed at 2q ¼ ca. 22� and ca. 30�, respectively. For Z20N/
K(800), the tetragonal phase of zirconia was observed slightly.
D patterns: (a) Z50P/K(T), (b) Z50N/K(T), (c) Z20N/K(T), (d) Z80N/K(T); T

This journal is © The Royal Society of Chemistry 2017

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra10942c


Table 4 Physical properties of the ZrO2/SiO2 composites using Q-M mesoporous silica: M ¼ 3, 10, 30, 50

Sample SBET
a/m2 g�1 Vpore

b/cm3 g�1 Vmeso-pore
c/cm3 g�1 dmeso-pore

d/nm ZrO2/(ZrO2 + SiO2)
e/wt%

Q-3 725 0.45 0.26 <2 —
Q-10 315 1.35 1.33 7.1, 12.1, 16.0, 21.3 —
Q-30 115 1.33 1.32 59.0 —
Q-50 73 1.16 1.16 78.0 —
Z20N/Q-3 352 0.23 0.16 <2 21
Z20N/Q-10 253 0.93 0.92 8.1, 12.1, 16.0, 24.5 22
Z20N/Q-30 115 1.00 0.99 51.0 22
Z20N/Q-50 82 0.87 0.87 78.0 21
Z50N/Q-3 298 0.25 0.21 <2 57
Z50N/Q-10 215 0.57 0.56 6.2, 10.6 55
Z50N/Q-30 109 0.59 0.59 10.6, 13.9, 44.1 55
Z50N/Q-50 77 0.51 0.51 21.3 55

a BET specic surface area. b Total pore volume: estimated at 0.99P/P0.
c Pore volume of meso-pores: estimated by the BJH method. d Major meso-

pore diameter peaks: estimated from adsorption branch by the BJH method. e Weight ratio: estimated by the ICP-AES analysis.
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In contrast, the crystalline phases of zirconia were monoclinic
and tetragonal for the Z80N/K(T) composites with 80 wt% of
amount of introduced zirconia as shown in Fig. 4d. These
results indicate that the excessive zirconium component was
crystallized outside the mesoporous space of KIT-6 as in the
case of Z50P/K(600 and 800). The BJH plots of the Z20N/K(T),
Z50N/K(T), and Z80N/K(T) are displayed in Fig. S2.† The diam-
eter peaks of the meso-pores of the Z20N/K(T), Z50N/K(T) were
7.1–8.2 nm, while the Z80N/K(T) sample showed two meso-pore
diameter peaks as summarized in Table 3, similar to the results
for the Z50P/K(T) sample. From the XRD analysis, the Z80N/K(T)
and Z50P/K(T) consisted of monoclinic and tetragonal phases.
Accordingly, we consider that the zirconia crystallized outside
the KIT-6 is monoclinic and possesses meso-pores that are
smaller than those of KIT-6.

Effect of pore size of non-ordered mesoporous silica. We
have studied how the pore diameter size of non-ordered mes-
oporous silica (Q-M silica) used as a template affects the
synthesis of ZrO2/SiO2 composites (Z20N/Q-M and Z50N/Q-M).
The physical properties of these ZrO2/SiO2 composites and of
the obtained Q-M silica samples are summarized in Table 4, and
their pore size distributions (BJH plot) are shown in Fig. S3.†
The order of dmeso-pore of the obtained Q-M samples at 800 �C
was as follows: Q-50 > Q-30 > Q-10 > Q-3. In addition, the
Table 5 Physical properties of tZN(T) and rZN(T): T ¼ 400, 600, 800

Sample SBET
a/m2 g�1 Vpore

b/cm3 g�1 Vmeso-pore
c/cm3 g�1 dmes

tZN(400) 301 0.22 0.16 <2
tZN(600) 260 0.23 0.19 <2
tZN(800) 185 0.19 0.17 <2
rZN(400) 82 0.26 0.26 5, 14
rZN(600) 32 0.26 0.26 4, 21
rZN(800) 12 0.18 0.18 4, 24

a BET specic surface area. b Total pore volume: estimated at 0.99P/P0.
c P

pore diameter peaks: estimated from adsorption branch by the BJH metho
tetragonal. g Not detected the clear diffraction peak.

This journal is © The Royal Society of Chemistry 2017
dmeso-pore of Q-3 was below 2 nm and Q-10 silica exhibited
several pore diameter peaks. The SBET, Vpore, and Vmeso-pore of
Z20N/Q-M and Z50N/Q-M composites with 3, 10, and 30 of M
were smaller than those of each Q-M silica. In contrast, for the
composites using Q-50 silica, the SBET values were larger and
Vpore, and Vmeso-pore values were smaller than those of Q-50. The
pore size distribution of the composites varied with the intro-
duction of the zirconium component, implying that the
formation of meso-pores derived from zirconia particles exist
outside and inside of the silica.

For the Z20N/Q-M (M ¼ 3, 10, 30) composites, the SiO2 and
tetragonal zirconia phases were observed, while a small amount
of the monoclinic phase was also present for the Z20N/Q-50
composite (Fig. S4a†). Furthermore, the Z50N/Q-M (M ¼ 3, 10,
30, 50) composites consisted of monoclinic and tetragonal
phases (Fig. S4b†). Additionally, we found that the fraction of
the tetragonal phase was decreased with increasing Q-M pore
size. Furthermore, the crystallinity of the zirconia component in
each composite was higher compared to the case using the
synthesized KIT-6, K(600), shown in Fig. 4b and c. Based on
these results, we conclude that the pore size of the silica
template affects the synthesis process of zirconia more signi-
cantly than the Zr–O–Si linkages effect. Namely, an increase in
the pore size of the silica leads to the signicant growth of
o-pore
d/nm ZrO2/(ZrO2 + SiO2)

e/wt%
Crystallite size of ZrO2

(h k l)-phasef/nm

89 n.d.g

90 n.d.g

95 6.3 (1 0 1)-T
100 6.6 (�1 1 1)-M, 12.0 (1 0 1)-T

, 33 100 15.2 (�1 1 1)-M, 17.4 (1 0 1)-T
, 44 100 29.6 (�1 1 1)-M

ore volume of meso-pores: estimated by the BJH method. d Major meso-
d. e Weight ratio: estimated by the ICP-AES analysis. f M: monoclinic, T:

RSC Adv., 2017, 7, 55819–55829 | 55825
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zirconia particles, resulting in the formation of the monoclinic
phase.
Removal of silica component

The pure zirconia samples with the removal of the silica
component, tZN(T), were synthesized by the alkaline treatment
of Z50N/K(T) using the KOH solution. When a similar treatment
was conducted for the rZN(600) zirconia samples synthesized by
the thermal decomposition method, there were no changes of
the crystalline phase, SBET, Vpore, Vmeso-pore, and dmeso-pore,
implying that the KOH solution cannot dissolve the zirconia.
The physical properties of tZN(T) and rZN(T) with the calcina-
tion temperatures of 400 �C, 600 �C, and 800 �C (T) based on the
N2 ad–desorption, ICP-AES, and XRD analyses are summarized
in Table 5. It was found that ca. 10 wt% of the KIT-6 silica
component remained in the tZN(T) according to the results of
the ICP-AES analysis. Upon increasing the calcination temper-
ature, the SBET of each zirconia was increased. We note that
tZN(T) exhibited much larger SBET values than those of rZN(T);
the SBET of tZN(800) was 185 m2 g�1, while the SBET of rZN(800)
was 12 m2 g�1. By contrast, there were no distinct differences in
the Vpore and Vmeso-pore between tZN(T) and rZN(T).

The XRD patterns of tZN(T) and rZN(T) with the calcination
temperatures of 400 �C, 600 �C, and 800 �C are displayed in
Fig. 5. For the tZN(T) samples, the broad diffraction peak
assigned to amorphous zirconia was observed for the tZN(400)
and tZN(600); tZN(600) possessed tetragonal phase slightly.
This was similar to the observations for Z50N/K(400) and Z50N/
Fig. 5 Wide-angle XRD patterns of (a) tZN(400), (b) tZN(600), (c)
tZN(800), (d) rZN(400), (e) rZN(600), and (f) rZN(800): (B) ZrO2-
monoclinic, (;) ZrO2-tetragonal.

55826 | RSC Adv., 2017, 7, 55819–55829
K(600). For tZN(800), the diffraction peaks attributed to the
tetragonal phase became sharper; however, the monoclinic
zirconia phase was not observed. Conversely, the rZN(400) and
rZN(600) were mixed crystals of tetragonal and monoclinic
zirconia, and the rZN(800) was pure monoclinic zirconia. The
crystallite sizes of each ZrO2 phase determined using Scherrer's
equation are summarized in Table 5. For the rZN(T) with the
calcination temperatures of 400 �C, 600 �C, and 800 �C, the
crystallite sizes of the (111) plane of monoclinic zirconia
appearing ca. 28.2� were 6.6 nm, 15.2 nm, and 29.6 nm,
respectively. Furthermore, for the rZN(T) with the T of 400 �C
and 600 �C, the crystallite sizes of the (101) plane of tetragonal
zirconia appearing ca. 30.5� were 12.0 nm and 17.4 nm,
respectively. By contrast, for the rZN(T), the crystallite size of the
(101) tetragonal phase, which can be identied only for the
tZN(800), was 6.3 nm.

Fig. 6 shows the Raman spectra of tZN(T) and rZN(T) with the
T of 400 �C, 600 �C, and 800 �C and reference zirconia (JRC-ZRO-
3). In the case of tZN(T), large differences were present in the
obtained Raman spectra. For the tZN(400) and tZN(600), no
remarkable band peaks appeared, implying that they were
almost in the amorphous state (Fig. 6a and b). By contrast, the
tZN(800) exhibited distinctive spectra derived from tetragonal
zirconia (Fig. 6c).37,38 Considering the XRD analysis, we
conclude that the tZN(800) certainly consists of tetragonal
zirconia. In addition, for the rZN(400) and rZN(600), the band
peaks attributed to monoclinic and tetragonal zirconia were
observed (Fig. 6d and e). In contrast, the band peaks assigned to
only monoclinic zirconia were observed for the rZN(800) and the
reference zirconia (Fig. 6f and g). These results indicate that the
Fig. 6 Raman spectra of (a) tZN(400), (b) tZN(600), (c) tZN(800), (d)
rZN(400), (e) rZN(600), (f) rZN(800), and (g) reference ZrO2 (JRC-ZRO-
3): (B) ZrO2-monoclinic, (;) ZrO2-tetragonal.

This journal is © The Royal Society of Chemistry 2017
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Fig. 7 TEM images of (a) tZN(400), (b) tZN(600), (c) tZN(800), and (d) rZN(600).
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rZN(400) and rZN(600) were mixed crystals of tetragonal and
monoclinic zirconia and the rZN(800) and reference zirconia
consist of monoclinic zirconia, supporting the results of XRD
analysis.

Fig. 7 represents the TEM images of tZN(T) (T ¼ 400, 600,
800) and rZN(600) samples. From these TEM images, the
average sizes of zirconia particles were found to be ca. 23 nm for
the rZN(600) and 2.0 nm, 2.2 nm, and 4.5 nm for the tZN(400),
tZN(600) tZN(800), respectively. Upon increasing the calcination
temperature, the synthesized zirconia particles were enlarged.
However, it is noteworthy that the particle growth of the
zirconia was apparently suppressed for the synthesis using
meso-porous silica in comparison to the case for the synthesis
by the thermal decomposition method.

Asmentioned in Introduction section, monoclinic zirconia is
considered to be stable up to 1170 �C. In addition, the theo-
retical study proves that a metastable tetragonal zirconia can be
stable below 650 �C if the zirconia particle size is below 30 nm.3,4

Furthermore, it was reported that tetragonal zirconia can be
synthesized using some special synthesis techniques.6–26 In
contrast, the synthesis method reported in the present work, is
a new method of the nanosized tetragonal zirconia from KIT-6
or commercial silica and from zirconyl nitrate without the
high pressure synthesis conditions and special precipitating
agents. Furthermore, the synthesized tetragonal zirconia
possesses large specic surface area even aer the nal calci-
nation at 800 �C.
Fig. 8 Catalytic performance of various zirconia samples for MeOH
oxidation: (O) tZN(400), (B) tZN(600), (,) tZN(800), (:) rZN(400),
(C) rZN(600), (-) rZN(800), (*) JRC-ZRO-3. Reaction conditions:
1000 ppm MeOH/air balance; W/F: 6.7 gcat h LMeOH

�1.
Evaluation of catalytic activity for MeOH oxidation

Finally, the synthesized tZN(T) have been used as a catalyst for
MeOH oxidation. Fig. 8 shows the temperature dependence of
MeOH conversion for MeOH oxidation over the tZN(T) catalysts
This journal is © The Royal Society of Chemistry 2017
that possess only tetragonal phase, and rZN(T) and JRC-ZRO-3
as reference catalysts that possess monoclinic and tetragonal
phases. In the present work, the main reaction products were
CO and H2O for the MeOH oxidation over all catalysts. We
conrmed that MeOH can be oxidized to CO2 and H2O using
2 wt% Ag catalysts supported by the synthesized zirconia
(results are not shown). The addition of Ag component
RSC Adv., 2017, 7, 55819–55829 | 55827
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enhances the oxidation step of methoxy species to CO2 due to
the formation of active oxygen species on Ag species.32 In
addition, in situ Fourier Transform Infrared Spectroscopy (FTIR)
demonstrates that the MeOH adsorption sites are on the
zirconia support with high crystallinity. Therefore, to elucidate
the adsorption property of MeOH on the synthesized zirconia,
we have evaluated the catalytic property of zirconia for MeOH
oxidation. Comparing the MeOH conversion at 300 �C, the
performance order of the rZN(T) catalysts was as follows:
rZN(800) > rZN(600) > rZN(400). Among the tZN(T) catalysts,
tZN(800) exhibited the highest performance and the MeOH
conversion at 300 �C was ca. 60%. The MeOH conversions over
tZN(400) and tZN(600) were ca. 40%. The tZN(T) catalysts
exhibited higher performance than rZN(T) catalysts and JRC-
ZRO-3. This performance may be attributable to the larger
surface area of tZN(T) than rZN(T). Additionally, we found that
the higher the calcination temperature, the higher the catalytic
performance of zirconia. Indeed, the MeOH conversion per the
surface area for the zirconia catalysts was not constant, indi-
cating that the crystallinity of zirconia affects the catalytic
performance. In other words, an increase in the crystallinity of
zirconia leads to the improvement of the dissociative adsorp-
tion performance of oxygen and the enhancement of the
formation of active oxygen species on the zirconia surface,
resulting in the high performance of zirconia for MeOH
oxidation.

In the present work, the tZN(800) which consists of ne
particles, possesses high specic surface area, and has only
tetragonal phase was successfully synthesized. In addition, it
was revealed that the tZN(800) exhibits excellent catalytic
performance for MeOH oxidation compared to the conventional
zirconium catalysts. Furthermore, we suggest that application
of a tetragonal zirconia material with large surface area as
a catalyst will be benecial for various catalytic processes such
as water-gas-shi reaction, CO2 methanation, and MeOH
synthesis.

Conclusions

Synthesis of zirconia by the hard template method using KIT-6
mesoporous silica and the performance of such zirconia for
catalytic combustion have been studied. Composites of tetrag-
onal zirconia and silica were successfully synthesized by the
decomposition of zirconia sources in the mesoporous space of
KIT-6. The formation behavior of tetragonal zirconia depends
on the zirconia sources, the pore size of mesoporous silica, the
loading amount of zirconia sources, and calcination tempera-
ture. The crystallization of zirconia in the mesoporous space
results in the formation of ne zirconia particles, leading to the
formation of pure tetragonal zirconia crystalline phase instead
of the monoclinic zirconia crystalline phase, as known to occur
due to the crystallite size effect. Furthermore, the nanosized
tetragonal zirconia possessing large BET specic surface was
synthesized through the removal of the silica component in the
zirconia–silica composite by the alkaline treatment. In addition,
the catalytic performance of tetragonal zirconia materials for
methanol oxidative decomposition have been evaluated. Among
55828 | RSC Adv., 2017, 7, 55819–55829
the zirconia catalysts prepared in the present study, the sample
prepared by the hard template method and calcined at 800 �C
exhibited the highest activity for MeOH oxidation. We conclude
that the crystallinity of zirconia and a high BET specic surface
area are both necessary to achieve a high catalytic activity for the
MeOH oxidation reaction.
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37 J. A. Muñoz Tabares and M. J. Anglada, J. Am. Ceram. Soc.,
2010, 93, 1790–1795.

38 S. Pradhan, V. Sahu and B. G. Mishra, J. Mol. Catal. A: Chem.,
2016, 425, 297–309.
RSC Adv., 2017, 7, 55819–55829 | 55829

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra10942c

	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c

	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c

	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c
	Synthesis of tetragonal zirconia in mesoporous silica and its catalytic properties for methanol oxidative decompositionElectronic supplementary information (ESI) available. See DOI: 10.1039/c7ra10942c


