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encing factors and its
optimization of metal powder injection molding
without mold via an innovative 3D printing method

Xiaokang Yan, Liang Hao, * Wei Xiong and Danna Tang

Using laboratory-made three-dimensional (3D) printing equipment, an innovative 3D printing process

without a mold, which was based on metal powder injection molding (MIM), was developed for the

fabrication of complex 3D metal and alloy components. Copper powder and paraffin wax were selected

for the composition of the copper paste composite. The study was performed to analyse the effects of

printing process parameters on the layer-by-layer injection and forming mechanism of the copper paste.

Furthermore, the effects of heating parameters during the sintering process on the microstructure and

some physical properties of the samples were investigated. The results revealed that the sintering

temperature of the copper paste was initiated at a lower temperature (ca. 300 �C) than that of bulk

copper metal. The optimal conditions of the heating process of copper paste were explored. The

optimal conditions of the sintering temperature were above 950 �C with a holding time of 120 min.

Herein, a metal component was manufactured with a complex 3D structure, dense microstructure,

superior metallurgical bonding and a flat surface based on our research. The results of our study

demonstrate the potential to manufacture metal and alloy components by means of a low cost 3D

printing technique.
1 Introduction

Advanced equipment, unmanned aerial vehicles and articial
satellites, and other high-tech areas following the low energy
consumption and miniaturization trend have made small
components and structures of 10 mm to 100 mm have a huge
market demand. Processing and forming methods based on
micro-components have become hot topics.1,2 Metal materials
with excellent mechanical properties and processing perfor-
mance in the eld of micro-metal and alloy parts
manufacturing have attracted the attention of researchers
around the world. Metal powder injection molding (MIM), an
established net-shape manufacturing process that combines
powder metallurgy with plastic injectionmolding, is an effective
method for manufacturing metal and alloy components.3–5 It
capitalizes on the most useful characteristics of powder metal-
lurgy (e.g. low-cost, simplicity, exibility of composition selec-
tion and inexpensive raw materials) and plastic injection
molding (e.g. ability to manufacture complex parts and rapid
production) to manufacture small-to-medium sized intricate
components.6 However, despite the advantages of MIM in the
mass production of metals and alloy components, it is not
conducive to the personalized manufacturing of components
or Jewelry, Gemological Institute, China
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884883
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due to it requiring the use of a mold before manufacturing. In
addition, the design and use of molds make it difficult for MIM
to realize the fabrication of micro-metal parts with complex
three-dimensional (3D) structures. Therefore, in order to solve
these problems, in this work an innovative 3D printing process
without a mold and based on MIM was used for the fabrication
of complex 3D metal and alloy components via a copper paste
injection printing process and laboratory-made 3D printing
equipment.

3D printing is an additive manufacturing technology,
exhibiting the ability to manufacture metallic components with
complex structures and advanced functionality.1,7 A variety of
3D printing methods such as Laser Micro Sintering (LMS),
Selective Laser Melting (SLM) and Electron BeamMelting (EBM)
have been applied to produce 3D metallic structures.8–10 In this
work, an innovative 3D printing technique via metal paste
injection 3D printing based on MIM was developed for the
fabrication of complex 3D metals and alloys. Metal paste
injection 3D printing uses the material deposition principle to
form 3D shapes layer-by-layer, similar to Fused Deposition
Modeling (FDM),11,12 but it requires a sintering process to
remove the adhesive material and consolidate the metallic
materials. A specic binder wax material is mixed with ne
metal particles to formulate paste composites. These metal
pastes can be heated to semi-molten pastes and injected from
a ne deposition nozzle. Then the injected material is cooled
and solidied layer-by-layer to form 3D shapes. Then the 3D
This journal is © The Royal Society of Chemistry 2017
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solidied paste part is heated up in the oven to vaporize the
binder materials and the remaining metal powders are sintered
into a dense metal part, similar to the post-processing used in
the MIM process.3,13,14 As using a mold is not required, metal
paste injection 3D printing shows a clear advantage over MIM in
terms of complex micro-metallic structure fabrication.

Paste injection 3D printing equipment is cost-effective
compared to SLM, LMS and EBM equipment, which can also
be utilized to print a wide range of materials. However, the main
difference between metal paste injection 3D printing and MIM
is whether molds are used or not. As a new and emerging
technology, it requires further research on basic scientic
problems such as the metal paste composition and formula-
tion, interfacial bonding, the dewaxing process and the metal
sintering mechanism. In addition, the forming performance
control and optimization mechanisms remain to be studied. A
recent study reported that N. Kiml et al. used a 3D printer with
an extrusion device to deposit a copper powder and polymer
paste with high viscosity.15,16 The formed prototype billet could
be sintered and post-processed into a 3D metallic structure in
their work. Thus, the feasibility of the moldless mold-ability of
MIM technology has been initially conrmed, but they did not
establish a link between metal paste injection 3D printing and
MIM in theory and technically. Besides, there was no systematic
discussion of the factors affecting the forming process and the
manufactured metal parts had a very large optimization space
due to not only the complexity of the 3D structure but also the
micro-structure. Therefore, in order to produce metal and alloy
components with more complex structures and excellent phys-
ical and chemical properties, the main inuencing factors of
metal paste injection 3D printing must be analyzed and
optimized.

In this work, copper particles were utilized to formulate
a paste with a paraffin wax adhesive and the composition ratio
of the copper paste was briey discussed. Using laboratory-
based metal paste injection 3D printing equipment, prelimi-
nary systematic studies on the regularity and mechanism of the
forming control and sintering process were carried out.
2 Experiment
2.1 Materials and experimental method

For the paste material formulation, copper powders with an
average particle size of 0.5 mm were selected (the purity was
>99.5%), the scanning electron microscopy (SEM) image of
Fig. 1 An SEM image of copper powder and an ideal model of paraffin: (a
histogram; (c) an ideal model of the paste system (the gray spheres repr

This journal is © The Royal Society of Chemistry 2017
which is shown in Fig. 1a. It can be seen that the copper
powders are spherical and uneven in size so that small particles
can be lled into the gaps formed by the accumulation of large
particles, increasing the content of the powder, reducing the
paste shrinkage volume and improving the density and
mechanical properties of the samples aer sintering.17,18

Paraffin wax was utilized as a bonding material (density of
0.9 g cm�3, CnH2n+2 (20 < n < 24), and a decomposition
temperature of 164.3–315.1 �C).

In order to simplify the analysis, it was assumed that the size
of all of the copper powder particles was 0.5 mm based on the
copper particle size frequency histogram (Fig. 1b) which
revealed that 70% of the copper particle size distribution was in
the range of 0.4–0.6 mm. The paraffin wax was completely
immersed in the powder-forming void (regardless of the inter-
face wetting), so that the mass ratio of powder to paraffin
(m1 : m2 ¼ 10 : 1) was calculated from an idealized model
(Fig. 1b), providing a reference for the preparation of the copper
paste.

Laboratory-based paste injection 3D printing equipment was
built for experimental study, and is shown in Fig. 2. The
equipment is composed of a 3D movement platform (Fig. 2a)
and a syringe with a nozzle aperture of 0.3 mm in diameter
(Fig. 2b). The paste was prepared by mixing two materials with
a preparation device (Fig. 2c) that agitated and heated up the
mixed paste within a temperature range of 50–250 �C. The 3D
movement platform was controlled by 3D printing slicing so-
ware (Cura 2.1.3). Since the copper powder easily agglomerates,
it was sieved using a sieve before the preparation of the copper
paste to prevent the plugging phenomenon occurring during
the printing process. Aer the preparation of the copper paste
was completed, the syringe was shaken to remove bubbles that
might have been present in the paste.

The forming of the component is closely related to the
printing parameters. In this study, the main factors affecting
the formation that were controlled by Cura 2.1.3 include the
extrusion amount (controlled by the drive gear diameter), the
single layer height and the retraction distance. The parameters
of the single variable method were used to observe the bonding
between the layers and the surface quality under different
printing conditions, so as to determine the best printing
parameters.

Aer the printing process, because the surface energy of the
small copper powder particles was high and they were easily
oxidised, the use of carbon powder could provide a reducing
) an SEM image of copper powder; (b) a copper particle size frequency
esent the copper particles).

RSC Adv., 2017, 7, 55232–55239 | 55233
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Fig. 2 The 3D printing experiment device: (a) a 3D movement platform; (b) a syringe with a nozzle; (c) a metal paste preparation device; (d) the
experimental method and process.
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environment in the air atmosphere, and so the deposited
copper paste samples were put into a muffle furnace (SX2-5-12,
China) under the conditions of carbon powder embedding to
explore the sintering process. Besides, due to the capillary force,
the carbon powder could improve the liquid mass transfer
efficiency of pre-sintering. The microstructure of the samples
was observed by a eld emission scanning electron microscope
(FE-SEM, SU8010, Hitachi, Japan). In order to determine the
optimum sintering temperature and holding time, the sample
density, hardness, shrinkage and mass sintering loss rate were
also measured. The density was measured by a drainage
method and the hardness was tested by a digital micro-
hardness tester (HVS-1000B). Before the sintering process,
thermogravimetric analysis-differential thermal analysis (TG-
DTA, STA449F3, Germany) of the copper paste was carried out
under a N2 atmosphere with an experimental range of 20–
1050 �C and at a heating rate of 5 �C min�1. All of the above
processes are summarized in Fig. 2d.
55234 | RSC Adv., 2017, 7, 55232–55239
3 Results and discussion
3.1 The effect of printing parameters on the forming quality

The printing parameters are critical to the manufacturing of the
components. Under the conditions of the existing equipment,
the complex structures of the 3D components can only be
formed under the optimal printing parameters. In this work, in
order to obtain the best forming process parameters, the
inuence of parameters such as the single layer height, retrac-
tion distance and extrusion amount on the forming quality and
the mechanism was analyzed.

3.1.1 The effect of the single layer height. The single layer
height parameter refers to the height of the syringe with the
nozzle raised along the z axis when printing the next layer. Fig. 3
shows samples printed at different single layer heights. It can be
seen that when the layer height was 0.35 mm, the print quality
was poor (Fig. 3a). This is due to the low level of the single layer
height in the printing process as the nozzle was too close to the
This journal is © The Royal Society of Chemistry 2017
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Fig. 3 The effect of the single layer height at: (a) 0.35 mm, (b) 0.45
mm, (c) 0.55mm, (d) 0.65mm, and (e) 0.75mm, and (f) themechanism
of the influence of the single layer height on the forming quality.

Fig. 4 The effect of the retraction distance at: (a) 0.5 mm, (b) 0.7 mm,
(c) 1.0 mm, (d) 1.2 mm, (e) 1.5 mm, (f) 1.7 mm, (g) 2.0 mm and (h) 2.4
mm, and (i) the mechanism of the influence of the retraction distance
on the forming quality.
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copper paste below. Thus, the nozzle was buried in the paste,
resulting in a “squeeze effect” between the layers. With an
increase in the single layer height, the “squeezing effect” was
improved, leading to better printing quality and more at
surface between layers (Fig. 3b). When the layer height was 0.55
mm, the best forming quality was obtained (Fig. 3c), and with
the increase in the number of print layers, the forming process
maintained good stability. By further increasing the layer
height, the high gravitational potential energy of the injected
paste was transformed into kinetic energy when injecting the
next layer, so the deposited paste gave an impulse to the
previous layer, causing a “sinking effect”. The accumulation of
the sinking effect made the nozzle gradually move away from
the previous layer, resulting in worse forming quality (Fig. 3d
and e).

Based on the above analysis, the inuence mechanism of the
single layer height on the forming quality can be summarized as
the following four stages (Fig. 3f). When the layer height is too
small, because of the “squeeze effect”, the forming quality is
poor, corresponding to section a–b in Fig. 3f. With an increase
in the single layer height, the forming quality is improved due to
the improvement of the “squeeze effect” (section b–c in Fig. 3f)
until the best forming effect is obtained (section c–d in Fig. 3f).
By further increasing the layer height, the impulse effect of the
deposited paste causes a “sinking effect”, leading to worse
forming quality again, corresponding to section d–e in Fig. 3f.
Obviously, the corresponding single layer height of section c–
d in Fig. 3f is optimal.
This journal is © The Royal Society of Chemistry 2017
3.1.2 The effect of the retraction distance. The retraction
distance parameter refers to the height of the extruded screw
raised along the z axis when printing the next layer. The effect on
the forming of the sample under different retraction distances is
illustrated in Fig. 4. When the retraction distance parameter was
set to 0.5 mm, it can be seen that there was an obvious bulge at
the x–y two-dimensional (2D) plane interface (Fig. 4a). This is
because the retraction distance was small, and the paste attached
to the nozzle was not withdrawn, so the interface was repeatedly
deposited with copper paste during the printing process of the
next layer, leading to the convex phenomenon. With an increase
in the retraction distance, the bulge at the interface became
smaller and gradually disappeared (Fig. 4b–e). When the retrac-
tion distance was set to 1.7 mm, the forming effect was the best
(Fig. 4f), and on further increasing the recovery value a gap then
appeared in the forming sample in the x–y 2D plane (Fig. 4g),
which was mainly caused by the retraction distance being too
large. Because the copper paste had not yet been extruded but the
nozzle began to move according to the preset procedure, a gap
was formed (Fig. 4g and h). The mechanism of the inuence of
the retraction distance on the forming quality can be summa-
rized as illustrated in Fig. 4i.
RSC Adv., 2017, 7, 55232–55239 | 55235
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Fig. 6 Optimization of the printing parameters: (a) 3D vase; (b) 3D
printing process; (c) computer model.
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3.1.3 The effect of the extrusion amount. The extrusion
amount can be understood as the mass or volume of paste
deposited from the nozzle at a length of one unit injected by the
screw, which can be controlled by the drive gear diameter of the
3D printer through a soware program. The drive gear diameter
and extrusion amount are negatively correlated, so the drive
gear diameter could be selected to explore the effect on the
forming quality.

The mechanism of the effect of the drive gear diameter on
the forming process is relatively simple compared with that of
the line withdrawal value and the single layer height. Samples
printed under different conditions of the drive gear diameter
are shown in Fig. 5. When the drive gear diameter parameter
was at a low level, too much copper paste was injected in the
unit time, causing the problem that the sample formed was
irregular and paste-like and could not be formed as a 3D shape
(Fig. 5a). With an increase in the drive gear diameter parameter,
the forming quality was gradually improved (Fig. 5b and c).
When the drive gear diameter was set to 7.5 mm, the forming
quality was better and the surface was smooth and uniform
(Fig. 5d). Further increasing the drive gear diameter parameter
caused the forming quality to deteriorate because of the too-
small extrusion amount resulting in a gap (Fig. 5e and f).

3.1.4 Optimization of the printing parameters. Based on
the experimental results above, the law and mechanism of the
metal paste 3D injection printing process can be summarized,
which could guide themanufacturing of 3D shapes theoretically
and technically. According to the research on the printing
parameters, the drive gear diameter was set to 7.5 mm, the
retraction distance parameter was set to 1.7 mm and the layer
height was set to 0.55 mm, then a complex 3D vase (Fig. 6a) was
fabricated via the printing process (Fig. 6b) based on
a computer model (Fig. 6c). It can be seen that the 3D vase had
a complex 3D structure with a ne surface atness without any
post-processing.
3.2 Thermodynamic properties of copper paste

Aer the forming parts are obtained, the sintering process
must be carried out to complete the manufacturing of the
Fig. 5 The effect of the drive gear diameter parameter (extrusion
amount) at: (a) 4.0 mm, (b) 5.5 mm, (c) 6.5 mm, (d) 7.5 mm, (e) 8.5 mm
and (f) 9.5 mm.

55236 | RSC Adv., 2017, 7, 55232–55239
metal components. The sintering of copper paste is
a complicated process, which can be typically divided into two
stages: removal of the wax binder and densication of the
metal powders. These two stages may not be separated in the
sintering process. Prior to the sintering process, the control of
the sintering parameters can be guided by thermogravimetric
analysis.

The TG-DTA curve is shown in Fig. 7. The TG curve shows
that the sample exhibited slight weight loss (less than 2%) at
200 �C, indicating that the wax existing on the paste surface
started to melt and removal of the wax was initiated. When the
temperature increased from 200 to 300 �C, the sample demon-
strated severe weight loss (about 10%), implying that the main
stage of paraffin decomposition and removal occurred in this
heat phase. As the temperature increased from 300 to 400 �C,
the sample exhibited slight weight loss, indicating the end of
paraffin decomposition. Beyond 400 �C, the sample quality was
almost unchanged. The endothermic peak of the DTA curve at
300 �C shows that the sintering process of the copper paste was
initiated at a lower temperature. The endothermic peak at
900 �C indicates that the sintering was into the late stage, with
the diffusion of atoms and fabrication of grain boundaries
occurring at this time.
Fig. 7 The TG-DTA curve of the copper paste.

This journal is © The Royal Society of Chemistry 2017
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Fig. 9 SEM images of samples at different sintering temperatures: (a)
� � � � � �
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3.3 Heating parameters and physical properties

Sintering is very important and the last step in the metal paste
injection 3D printing process, affecting the nal physical
properties of the samples. From the macroscopic point of view,
the external performance of the sintering process is the
shrinkage of the product shape; from the microscopic point of
view, the sintering process will be accompanied by the removal
of paraffin and copper powder densication. Compared with
MIM technology, since pressure and a mold were not applied
during the metal paste injection 3D printing process, the
content of themetal powder is relatively low and themechanical
properties are poor. Therefore, the sintering process must be
strictly controlled. If the sintering process is appropriate, the
nal parts of the organization can achieve metallurgical
bonding, thus creating superior physical properties of the metal
components. In this work, the factors affecting the sintering
process and its optimization method were analyzed.

3.3.1 The effect of sintering temperature. At different
temperatures, the atomic motion within the copper particles
and the diffusion ability between the particles are different,
affecting the nal quality of the sintered parts. The sintering
temperature of this experiment was based on the inherent
physical properties of pure copper (melting point of 1083 �C)
and the endothermic peak corresponding to 900 �C in the
thermogravimetric analysis curve (Fig. 7). Therefore, the heat
treatment temperature was set at 750 �C, 800 �C, 850 �C, 900 �C,
950 �C, 1000 �C and 1050 �C, while the holding time was set to
30 min and the heating rate was 10 �C min�1.

The hardness and densities of the printed samples at
different heat treatment temperatures are illustrated in Fig. 8a.
The density of the sample showed a slight increase with an
increase in the temperature, but it became stable aer 900 �C,
and the maximum density was 8.1 g cm�3 at 950 �C. The
hardness of the sample was basically maintained at about 60 HV
below 1000 �C, which is signicantly higher than that of pure
copper casting, and when the temperature reached 1050 �C,
which is close to the melting point of copper, the hardness of
the sample decreased sharply, equivalent to ordinary castings.
The curve of the line shrinkage and mass sintering loss rate of
the sample with temperature is shown in Fig. 8b. It can be seen
Fig. 8 The effect of the sintering temperature on the physical properties
the mass sintering loss rate and line shrinkage.

This journal is © The Royal Society of Chemistry 2017
that the line shrinkage increased as the temperature rose, the
main reason for which is that the sintering neck between the
particles grew and the pores were excluded with the increase in
the temperature, leading to macro-size shrinkage. The mass
sintering loss rate also rose with increasing temperature, but
the change was not great, since a sintering temperature above
800 �C was sufficient to break down the paraffin components of
the copper paste.

In order to further explore the effect of temperature on the
properties of the sintered components, the microstructures of
the samples at different sintering temperatures were charac-
terized by SEM, and are shown in Fig. 9. It is shown that the
copper particles were sintered together in an interconnected
state at 800 �C and many irregular small grains can be seen, but
many pores remained in the sample (Fig. 9a and b). As the
atomic diffusion increased with an increase in the temperature,
the separated microstructures were gradually sintered together
and the pores were excluded (Fig. 9c and d), while the original
small pieces of grain formed a large crystal (Fig. 9e). When the
temperature reached 1050 �C, the pores were all excluded, and
the parts of the microstructure were completely connected
together, achieving superior metallurgical bonding (Fig. 9f).
The relationship between the hardness, the line shrinkage and
the temperature change (Fig. 8a) was also veried by the
of the sample: (a) the curve of the density and hardness; (b) the curve of

800 C; (b) 850 C; (c) 900 C; (d) 950 C; (e) 1000 C; (f) 1050 C.

RSC Adv., 2017, 7, 55232–55239 | 55237
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Fig. 11 SEM images of samples at different holding times: (a) 20 min;
(b) 40 min; (c) 60 min; (d) 90 min; (e) 120 min; (f) 150 min; (g) 180 min;
(h) 240 min.

Fig. 12 Analysis of the metal part and its metallurgical bonding: (a)
manufactured metal part; (b) junction between the layers; (c) micro-
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evolution of the microstructure observed by SEM. Because the
probability of the copper atoms obtaining enough energy to
cross the barrier to diffuse increases with the temperature
increasing, the growth of a sintered neck between the micro-
structures is promoted. When the temperature reached 1050 �C,
the original small separated grains grew into a large crystal,
which is an important reason for the decline in hardness.
Although, the sintering temperature of 1050 �C was favorable
for the complete growth of the crystal from the SEM image, it is
not an appropriate choice. This is because the physical prop-
erties of shrinkage, density and other parameters should also be
considered. Besides, another heating treatment parameter
(holding time) could be selected to further optimize the sin-
tering process.

3.3.2 The effect of holding time. In order to investigate the
inuence of the holding time on the sintering process, the
sintering temperature was set to 950 �C and the heating rate was
10 �C min�1. When the holding time increased from 20 min to
240 min, it was found that the effect of the holding time on the
density was not obvious. The density of the sample was basically
maintained at about 7.7 g cm�3, but the hardness of the sample
increased slightly at the beginning and then decreased. It was
demonstrated that the hardness reached a maximum of 77.98
HV at 90 min (Fig. 10a). These results can be conrmed by the
microstructure at different holding times (Fig. 11). Too-short
holding times led to many pores between the microstructures
of the sample, so the hardness was low, as shown in Fig. 11a–c.
However, as the holding time increased, the metallurgical
bonding between the microstructures was greatly improved,
and the internal porosity of the sample gradually became
smaller (Fig. 11c–e), so that the mechanical properties of the
sample were enhanced. On further increasing the holding time,
each part of the microstructure of the sample grew together to
form a whole microstructure (Fig. 11e–h) under the combined
effect of the surface diffusion, lattice diffusion and grain
boundary diffusion mechanisms,19,20 while the hardness was
reduced. It is displayed in the SEM image that when the holding
time was 90 min, the microstructure shows a dense spatial
lattice structure (Fig. 11d) so that the sample had superior
mechanical properties, which can explain the highest hardness
at a holding time of 90 min (Fig. 10a). Fig. 10b shows the curves
of volume shrinkage and the mass sintering loss rate under
Fig. 10 The effect of different holding times on the physical properties of
mass sintering loss rate and volume shrinkage.

55238 | RSC Adv., 2017, 7, 55232–55239
different holding times. It was found that the holding time had
little effect on volume shrinkage and the mass sintering loss
rate.

3.3.3 Optimization of the heating parameters. The effect of
the holding time on the sintering performance can be
summarized to optimize the manufacturing process of the
components. A sintering temperature of 950 �C and a holding
time of 120min are considered as optimal parameters, based on
which the metal component sintered from the forming sample
(Fig. 6a) had a complex 3D structure, illustrated in Fig. 12a. It
was preliminarily found that the component had superior
metallurgical bonding, with a at surface, bright copper
metallic luster and a maximum tilt angle of 45�. In order to
further evaluate the metallurgical binding effect between the
layers (Fig. 12b), the microstructure of the junction between the
a sample: (a) the curve of the density and hardness; (b) the curve of the

structure of the junction.

This journal is © The Royal Society of Chemistry 2017
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layers was observed by SEM (Fig. 12c), indicating that it was
metallurgical bonding rather than simple physical
combination.

Based onmetal paste injection 3D printing, complex 3Dmetal
parts with good performance can bemanufactured by optimizing
the forming and sintering processes. However, there are more
factors that affect the performance. For example, the dewaxing
process of this subject is another important fundamental issue.
To achieve the manufacture of precision parts, we need to
improve the performance of the 3D printer equipment, combined
with the optimization of the manufacturing process. Obviously,
this study provides a new approach to the rapidmanufacturing of
complex 3D metals and alloys, which will have great potential in
aviation, medicine, jewelry and other elds.

4 Conclusions

Copper powder and paraffin wax were utilized to prepare copper
paste. Using laboratory-made 3D printing equipment without
a mold and based on the MIM, 3D shapes of copper paste with
ne surface atness could be formed under the optimal
printing conditions of a drive gear diameter of 7.5 mm,
a retraction distance of 1.7 mm and a layer height of 0.55 mm.
The TG-DTA curve indicates that the sintering process of copper
paste can be initiated at approximately 300 �C, and the optimal
conditions were a sintering temperature of above 950 �C with
a holding time of 120 min. Based on our research, a metal
component was manufactured with a complex 3D structure,
dense microstructure, superior metallurgical bonding and at
surface. So it can be concluded that metal paste injection 3D
printing reveals the feasibility of manufacturing complex 3D
metals and alloys by means of a low-cost 3D printing technology
without any mold.
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