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of star block copolymer
hydrogels cross-linked using various metallic ions†

Y. Nakagawa,a S. Ohta,b M. Nakamurac and T. Ito *ab

Novel precursor polymers for three-dimensional (3D) inkjet printing of hydrogels are required for various

biomedical applications. We have, for the first time, investigated 3D inkjet printing of ionically cross-

linked star block copolymer hydrogels, for which the precursor polymer has a dendritic polyester core,

a poly(oligo(ethylene glycol) methyl ether acrylate) inner layer, and a poly(acrylic acid) outer layer. The

star block copolymer solution (8.0 wt%) showed a viscosity of 7–8 mPa s, which is suitable for inkjet

printing. This solution formed a homogeneous hydrogel upon the addition of metallic ions, such as the

zinc, copper(II), aluminum, and ferric ion. The elasticity of the resulting hydrogels was dependent on the

ion species. The rapid sol–gel transition induced by the metallic ions enabled 3D inkjet printing of the

star block copolymer hydrogels, through ejection of the star block copolymer solution and subsequent

ionic cross-linking to achieve layer-by-layer deposition of the gelled droplets.
Introduction

Three-dimensional (3D) printing technologies have facilitated
on-demand fabrication of objects with complex geometry and
have made a huge social impact.1 Various materials, such as
ceramics,2 metals,3 plastics,4 or so materials,5 have been
3D-printed for a wide range of applications. Recently, 3D
printing of hydrogels has attracted increasing interest. Since
hydrogels mimic physiological environments in living systems,
the 3D printing of hydrogels is expected to be a key technology
in a variety of biomedical applications, including the fabrica-
tion of 3D tissues for regenerative medicine,6–8 model tissues,9

biosensors,10 bio-robotic devices11–13 and therapeutic devices.14

Hydrogels have been 3D-printed using several methods, such as
robotic dispensing, laser-induced forward transfer or inkjet
printing.5 In particular, drop-on-demand inkjet printing can
achieve high resolution, typically �75 mm, and is suitable for
the fabrication of 3D hydrogel constructs on a millimeter scale
in a reasonable time.15 However, this technique has one major
challenge, i.e., a limited choice of hydrogel materials applicable
to 3D inkjet printing.

While various hydrogels can be 3D-printed through robotic
dispensing,5,15,16 only a few materials, such as alginate (or its
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combination with other materials)5 and brin,17,18 have been
reported as useful for 3D inkjet printing. Since the suitable
viscosity range for the ink-jetting process is very low, usually
3.5–12 mPa s,15 the 3D inkjet printing of hydrogels has been
achieved mainly through an in-process cross-linking
approach,19 where the ejection of precursor solution and
subsequent cross-linking of the droplets are repeatedly con-
ducted to achieve layer-by-layer deposition of the hydrogel. In
this process, extremely fast gelation, as well as low viscosity of
the precursor solution, is required to avoid the droplet
spreading upon impact onto the already-gelled surface. These
strict requirements have precluded use of hydrogels other than
alginate or brin. Therefore, further investigation of 3D-inkjet-
printable hydrogels that allow a facile molecular design, as well
as large-scale synthesis in an affordable manner, is required.

We have previously reported a star block copolymer that can
form a homogeneous hydrogel without polymer precipitation
through mixing with calcium ion (Ca2+)20 or ferric ion (Fe3+).21

This star block copolymer has a dendritic polyester (DPE) core,
a poly(oligo(ethylene glycol) methyl ether acrylate) (polyOEGA)
inner layer, and a poly(acrylic acid) (PAA) outer layer (Fig. 1a). In
the current study, 3D inkjet printing of this synthetic, star block
copolymer hydrogel was investigated. Since the star block
copolymer solution shows fast gelation upon the addition of
metallic ions, this material can be used in 3D inkjet printing
through an in-process cross-linking approach (Fig. 1b).
Experimental
Materials

Dendritic polyester (DPE; Boltorn® H20) was kindly provided by
Perstorp Japan Co., Ltd. (Tokyo, Japan). Oligo(ethylene glycol)
RSC Adv., 2017, 7, 55571–55576 | 55571

http://crossmark.crossref.org/dialog/?doi=10.1039/c7ra11509a&domain=pdf&date_stamp=2017-12-06
http://orcid.org/0000-0002-1589-8242
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra11509a
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA007088


Fig. 1 (a) Schematic illustration of the star block copolymer used as
a precursor polymer. (b) Schematic illustration of 3D inkjet printing of
the star block copolymer hydrogel cross-linked using metallic ions
through an in-process cross-linking approach. The precursor polymer
solution was ejected from an inkjet nozzle onto the agarose gel
substrate containing a metallic ion Mn+ (yellow dots). The ejected
droplets show gelation upon impact onto the substrate as a result of
upward-diffusion of the metallic ion, thus enabling layer-by-layer
deposition of the gelled droplets.
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methyl ether acrylate (OEGA; AM-90G) was kindly gied by Shin-
Nakamura Chemical Co., Ltd. (Wakayama, Japan). Zinc chloride
(ZnCl2), copper(II) chloride (CuCl2), aluminum chloride
hexahydrate (AlCl3$6H2O), iron(III) chloride hexahydrate
(FeCl3$6H2O), t-butyl acrylate (tBA), and agarose were
purchased from Wako Pure Chemical Industries, Ltd. (Osaka,
Japan). Chelate resin (DIAION CR20) was kindly provided by
Mitsubishi Chemical Corporation (Tokyo, Japan). Ethylenedi-
amine-N,N0-disuccinic acid trihydrate (EDDS) was kindly
provided by Chubu Chelest Co. Ltd. (Osaka, Japan). Dialysis
membranes (Spectra/Por, MWCO ¼ 6–8 kDa) were purchased
from Spectrum Laboratories Inc. (Rancho Dominguez, CA,
USA). Ultraltration membranes (NTU-2120, MWCO ¼ 20 kDa)
were kindly provided by Nitto Denko Corporation (Osaka,
Japan).
Synthesis of the star block copolymer (DPE-g-OEGA-b-AA)

The star block copolymer (DPE-g-OEGA-b-AA) was synthesized
in accordance with the procedure described in our previous
publication.20 Briey, the terminal hydroxyl groups of DPE were
initially converted into 2-bromoisobutyryl groups to give the
DPE-based macroinitiator (DPE-Br).22 Using the DPE-Br as an
initiator, the star arms were then polymerized through
sequential atom transfer radical polymerization (ATRP)23 reac-
tions of OEGA and tBA. The rst ATRP step yielded a star
polymer with a DPE core and polyOEGA arms (DPE-g-OEGA),
55572 | RSC Adv., 2017, 7, 55571–55576
and the second ATRP step yielded a star block copolymer with
a DPE core, a polyOEGA inner layer, and a polytBA outer layer
(DPE-g-OEGA-b-tBA). The resulting polymer was subject to an
acid hydrolysis reaction to allow for the deprotection of the
t-butyl groups. The deprotected polymer was then neutralized to
allow it to be solubilized in distilled water to give the nal
product (DPE-g-OEGA-b-AA). The copper catalysts used for the
ATRP reactions were removed from the star polymers as follows.
Aer each ATRP reaction, the reaction mixture was diluted
using excess acetone and was then mixed with the chelating
resin. The resulting mixture was agitated overnight to allow for
the removal of the copper catalysts. Crude polymer (DPE-g-
OEGA or DPE-g-OEGA-b-tBA) was then obtained through
removal of the chelating resin and subsequent evaporation. For
further removal of the copper catalysts, the obtained DPE-g-
OEGA or DPE-g-OEGA-b-AA (aer deprotection of the t-butyl
groups) was dissolved in the EDDS aqueous solution, and the
resulting polymer solution was dialyzed against distilled water.
Note that the dialyzed DPE-g-OEGA solution was further
concentrated using ultraltration. For more details on the
removal of copper catalysts, see our previous report.20 Synthesis
of the DPE-g-OEGA-b-AA polymer was conrmed through 1H
NMR and FT-IR measurements as discussed in our previous
report.20

Viscosity measurements

Viscosity measurements were conducted using a DV-II + Pro
cone-type viscometer (Brookeld AMETEK, Inc., Middleboro,
MA, USA) at 25 �C using a cone spindle (CP52; diameter ¼
24 mm, cone angle ¼ 3 degrees). The star block copolymer was
dissolved in saline at a concentration of 5–20 wt%, and the
solution viscosity was measured with varying shear rate.

Evaluation of gelation ability

The star block copolymer was dissolved in saline (16 wt%). The
polymer solutions (20 mL each) were then treated using 20 mL of
ZnCl2, CuCl2, AlCl3, or FeCl3 at varying concentrations in saline,
and the resulting mixtures were stirred gently at room temper-
ature. Aer 5 s, the mixtures were observed to determine
whether gelation had occurred or not.

Dynamic viscoelasticity measurements

Dynamic viscoelasticity measurements were conducted using
a rheometer (MCR301; Anton Paar, Graz, Austria) with
a parallel-plate geometry (PP25; diameter ¼ 25 mm, gap ¼
1.0 mm). For these measurements, 8.0 wt% star block copol-
ymer hydrogels cross-linked using Zn2+, Cu2+, Al3+, or Fe3+ were
prepared as follows. The star block copolymer solution in saline
(8.0 wt%) was cast into silicone molds (diameter ¼ 25 mm,
depth ¼ 1.0 mm), which were further sealed using dialysis
membranes. Subsequently, the silicone molds containing the
polymer solution were immersed in 160 mM ZnCl2, CuCl2,
AlCl3, or FeCl3 solution in saline (300 mL) overnight, to obtain
homogeneous hydrogel disks. The frequency dependencies of
the storage modulus (G0), loss modulus (G00) and loss tangent
(tan d) of all of the hydrogel samples were measured at a strain
This journal is © The Royal Society of Chemistry 2017
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value of 5%. Dynamic strain sweep tests were performed for all
the samples from 0.1 to 10% at 1 Hz to conrm that this strain
was within the linear-viscoelastic regime. In order to evaluate
gelation time of the above-mentioned samples, time depen-
dence of G0 and G00 of the mixture of 8.0 wt% star block copol-
ymer and 160 mM metallic ion (500 mL) was further measured.
The strain value and the frequency were xed at 5% and 1 Hz,
respectively.
Fig. 2 Viscosity of the star block copolymer solution at different
concentrations as a function of shear rate. Saline was used as a solvent.
3D inkjet printing of the star block copolymer hydrogels

The 3D printing of the star block copolymer hydrogels was con-
ducted using a custom-made inkjet printer with a Fuji piezo-
electric print head (Fuji Electric Systems, Tokyo, Japan), as
reported previously.24 The print head has semicircular nozzles
with a diameter of �70 mm. The star block copolymer solution in
saline (8.0 wt%) was syringe ltered (0.2 mm) before printing. For
visualization of the 3D-printed hydrogels, red dye (35 mgmL�1; red
food dye, Kyoritsu Shokuhin Co. Ltd., Tokyo, Japan) was added to
the star block copolymer solution. Agarose gels containing
metallic ions were prepared as substrates for the 3D gel printing.
The agarose gels were prepared by casting boiled agarose solution
(5 wt%) into plastic molds with a diameter of 35 mm and a depth
of 10 mm, and allowing subsequent cooling in a refrigerator. The
obtained agarose gels were then immersed in saline containing
160 mM ZnCl2, CuCl2, AlCl3, or FeCl3 overnight.

The honey-comb-shaped star block copolymer hydrogels
were 3D-printed at room temperature using layer-by-layer
printing of 20 images onto the gel substrate mentioned above
using the star block copolymer solution as an ink. According to
the previous report published by our group,24 process parame-
ters were set as follows. Distance from the printer to the
substrate was xed at 4 mm. Head-speed and dot-pitch were
32 000 mm s�1 and 48 mm, respectively. The 3D-printed hydro-
gels were removed from the substrate through the gentle
addition of saline onto the substrate to allow the hydrogels to
oat.
Results and discussion

The star block copolymer was synthesized through a core-rst
approach using atom transfer radical polymerization (ATRP),23

in accordance with a previous report.20 The terminal hydroxyl
groups of DPE were transformed to 2-bromoisobutyryl groups,
which function as ATRP initiators. The star arms were then
polymerized from the DPE core by sequential ATRP of OEGA
and t-butyl acrylate to obtain a star block copolymer. The t-butyl
groups of the star block copolymer then underwent depro-
tection using triuoroacetic acid to obtain the nal product. As
reported previously,20 the average number of arms was deter-
mined to be approximately 9 from the 1H NMR spectra, and the
degree of polymerization of the polyOEGA and PAA block was
calculated to be 18 and 37, respectively, from the 1H NMR
spectra.

With a view to using the star block copolymer solution as
a precursor ink, the printability of the material through an
inkjet nozzle was examined. We measured the solution viscosity
This journal is © The Royal Society of Chemistry 2017
of the star block copolymer at varying shear rate (Fig. 2), which
is an important measurement to determine printability. The
solution viscosity depended on the polymer concentration and
varied from 3–4 mPa s at 5 wt% to 54–56 mPa s at 20 wt%. From
this result, considering that the viscosity range required for
inkjet-printable materials is reported to be 3.5–12mPa s,15 a star
block copolymer solution at a concentration below 10 wt%
would be preferable for inkjet-printing. Therefore, for the
following experiments, we xed the polymer concentration at
8.0 wt%, where the solution viscosity was 7–8 mPa s.

Compared with conventional precursor polymers for the 3D
inkjet printing of hydrogels, such as alginate, the star block
copolymer showed amuch lower solution viscosity. The viscosity of
the 5.0 wt% star block copolymer solution was 3–4 mPa s, whereas
that of a 5.0 wt% alginate solution was 500–1500 mPa s (data not
shown). Alginate shows high solution viscosity because of the
rigidity of the polymer chain, especially at GG blocks, and elec-
trostatic repulsion arising from the carboxylic moieties. As a result
of this high solution viscosity, the concentration of an inkjet-
printable alginate solution is reported to be at most �2 wt%.25

On the other hand, the solution viscosity of the star block copol-
ymer was within the viscosity range of inkjet-printable materials
(3.5–12 mPa s)15 even at 10 wt%. The star-shaped structure would
contribute to the decrease of the solution viscosity; star-shaped
polymers have been reported to show lower solution viscosity
compared with linear polymers with the samemolecular weights.26

This low solution viscosity of the star block copolymer is one of the
advantages when considering its application as an ink material.

We then evaluated the gelation ability of the star block
copolymer solution through cross-linking using several metallic
ions, such as zinc (Zn2+), copper(II) (Cu2+), aluminum (Al3+), and
Fe3+. While use of Ca2+ or Fe3+ as a cross-linker to generate the
star block copolymer hydrogel has been previously reported by
our group,20,21 that of other metallic ions has not been investi-
gated. We simply added 20 mL of the metallic ion solution in
saline to 20 mL of the 16 wt% star block copolymer solution in
saline (Fig. S1†). The star block copolymer solution showed
gelation upon addition of Zn2+, Cu2+, Al3+, or Fe3+ aqueous
solution at a concentration above a certain threshold. Inter-
estingly, the amount of the metallic ion required to induce
gelation was different depending on the ion species in the order
of Zn2+ > Cu2+ > Al3+ � Fe3+.
RSC Adv., 2017, 7, 55571–55576 | 55573
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We further evaluated the viscoelasticity of the obtained
hydrogels. We xed the ratio of the concentration of the
metallic ion to that of the carboxylate ([Mn+]/[COO�]) at 1.0. We
measured the frequency dependencies of the storage modulus
(G0) and loss modulus (G00) of the hydrogels using a rheometer
(Fig. 3). The measured G0 and G00 of the star block copolymer
hydrogels cross-linked with Zn2+, Cu2+, Al3+, or Fe3+ were
frequency-independent, and the G0 was larger than G00. These
results indicate that all the obtained hydrogels behaved as
viscoelastic solids, regardless of the ion species. In addition, the
hydrogels showed a different viscoelasticity depending on the
ion species used. The loss tangent (tan d), which is a ratio of G00

toG0, of the hydrogels cross-linked using Zn2+, Cu2+, Al3+, or Fe3+

was 0.554, 0.415, 0.195, and 0.112, respectively (Fig. S2†). These
results indicate that the elasticity of the hydrogels increases
with the ion species, in the following order: Fe3+ > Al3+ > Cu2+ >
Zn2+. To evaluate the gelation time, the time dependence of G0

and G00 of these materials was also measured at a frequency of
1 Hz (Fig. S3†). As a result, in case of the star block copolymer
containing Cu2+, Al3+, or Fe3+, G0 was already larger than G00 from
the beginning of the measurement, indicating that the gelation
time was extremely short. In case of the star block copolymer
containing Zn2+, on the other hand, G0 exceeded G00 16 min aer
the addition of Zn2+, suggesting that gelation time of this
sample was relatively longer compared to the others.

The observed difference in the threshold concentration of
the metallic ions for gelation and the viscoelasticity of the
resulting hydrogels is considered to result from the variation in
Fig. 3 Frequency dependencies of the storage modulus G0 (closed
circles) and loss modulus G00 (open circles) of the 8.0 wt% star block
copolymer cross-linked using (a) Zn2+, (b) Cu2+, (c) Al3+, or (d) Fe3+.
The ratio of the concentration of the metallic ion to that of the
carboxylate ([Mn+]/[COO�]) was fixed at 1.0. The insets are images of
the obtained hydrogels.

55574 | RSC Adv., 2017, 7, 55571–55576
the stability constant of the metal–carboxylate complex
depending on the ion species. Henderson et al.27 reported that
the life-time and strength of the ionic cross-links are deter-
mined mainly by the bond stability of the metal–ligand
complex, which has a linear relationship with the thermody-
namic equilibrium constant of the complex formation. The life-
time and strength of the cross-links are considered to affect the
cross-linking density, which would further determine the gela-
tion threshold and stiffness of the resulting hydrogel.

Finally, we examined 3D inkjet printing of the star block
copolymer hydrogels cross-linked using metallic ions. We used
a custom-made inkjet printer (Fig. 4a), as reported previously.24

The hydrogels were 3D-printed via layer-by-layer printing of 20
images, all of which have the same honey-comb-shaped design.
To achieve 3D hydrogel printing through an in-process cross-
linking approach, the 8.0 wt% star block copolymer solution
was printed onto the agarose gel substrate containing Zn2+,
Cu2+, Al3+, or Fe3+. Upon impact, the ejected droplets were gelled
through the up-ward diffusion of the metallic ion (Fig. 4b). By
repeating this process layer by layer, the star block copolymer
hydrogel was 3D-printed. Aer printing, patterned 3D hydrogels
cross-linked using Cu2+, Al3+, or Fe3+ were successfully formed
and were transferred from the substrate, while that cross-linked
using Zn2+ was just spread on the substrate and was unable to
maintain its structure when transferred from the substrate
(Fig. 4c). The poor 3D-printability of the hydrogel cross-linked
using Zn2+ would be due to the long gelation time as
mentioned above. The appearance of the 3D-printed hydrogels
was different depending on the ion species used as a cross-
linker; the 3D-printed hydrogels cross-linked using Fe3+ or
Al3+ showed a clear edge, while that crosslinked using Cu2+

showed a rather blurred edge (Fig. 4d). These results suggest
that the printing resolution was different depending on the ion
species used.

The printing resolution is dependent on the droplet
spreading on the substrate. Generally, the ejected droplet
spreads aer its impact on a substrate, leading to a lower
printing resolution.28 In the 3D hydrogel printing process,
droplet spreading is inhibited by gelation. Therefore, the gela-
tion rate predominantly determines the printing resolution. In
the above experiments, the gelation rate is considered to be
affected by the quantity of metallic ions required to induce
gelation; if more ions are required, more time is needed to allow
enough ions to diffuse into the droplet. This is the reason that
higher resolution was achieved with Fe3+ or Al3+, which requires
less ions for gelation.

Further improvement in the printing resolution is also ex-
pected to be achieved through optimization of printing process
parameters. For example, we previously found that different
pattern of driving waveform generated droplets with different
shapes, which would result in difference in the printing reso-
lution. Further optimization of distance from the printer to the
substrate might ameliorate the printing resolution, considering
the fact that drag from air currents in the printing environment
affects drop placement accuracy.28 In the current system,
number of printing layers is also an important parameter to
control the printing resolution, because more time is required
This journal is © The Royal Society of Chemistry 2017
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Fig. 4 3D inkjet printing of the star block copolymer hydrogels cross-linked using metallic ions. (a) Overview of the inkjet printing system. Inset:
horizontal slice of the design of the 3D hydrogel structures that was inputted into the printer. (b) Schematic illustration of the printing process.
The star block copolymer solution was ejected from the inkjet nozzle towards the agarose gel substrate containing metallic ions. The printed
droplets show gelation layer-by-layer through metallic ions supplied from the substrate. (c) Transfer of the 3D-printed hydrogels from the
substrate. Inset: the gel printed on the substrate containing Zn2+ showed extremely low resolution. (d) Overview and microscopic images of the
3D-printed hydrogels cross-linked using Cu2+, Al3+, or Fe3+. The hydrogel cross-linked using Zn2+ is not shown because it was too brittle to
maintain its structure when transferred from the substrate.
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to achieve sufficient supply of ions into the droplets deposited
onto the higher layers, which would deteriorate the printing
resolution of the upper layers. Since substrate surface topog-
raphy is reported to affect the printing resolution for 2D
printing,15 this effect should also be considered when con-
ducting 3D inkjet printing to improve the printing resolution.

These results represent the successful 3D inkjet printing of
ionically cross-linked star block copolymer hydrogels. The 3D-
printable hydrogels must satisfy some criteria; they need to be
self-supporting, and must gel extremely rapidly.15 In the case of
the inkjet systems, in particular, the low droplet viscosity can
further accelerate droplet spreading on the substrate, and
therefore even faster gelation is required. As a result, 3D-inkjet-
printable hydrogels have been less investigated, and alginate
gels or gels involving the combination of alginate with other
materials have been used in most cases.5 Other than alginate
gels, a few studies have examined brin gels, resulting in rather
blurred structures.17,18 In the current study, the star block
copolymer hydrogels allowed 3D inkjet printing with high
resolution comparable to alginate gels. The fast formation of
homogeneous hydrogels induced by complexation with free
metallic ion is considered to be a key feature, which is achieved
by prevention of intra-molecular cross-linking through a stra-
tegic molecular design of the precursor polymer.20,21
This journal is © The Royal Society of Chemistry 2017
Since the material presented here is composed of a synthetic
polymer, it potentially allows engineering of the material by
introducing biodegradable star arms or other chelating ligands
instead of the carboxylates used in the current polymer, which
might decrease the quantity of metallic ions required for gela-
tion to ameliorate the printing resolution. In addition, our
material has the potential for scaled-up synthesis in an afford-
able manner, which is important for future applications.
Although a further investigation on the biocompatibility of our
materials is required for future biomedical application, our
previous research20,21 has suggested a high biocompatibility of
the star block copolymer hydrogel cross-linked using Ca2+ or
Fe3+, as well as low cytotoxicity of the precursor polymer itself.
The fast gelation rate of our material would also enable 3D
inkjet printing of cell-loaded hydrogels in culture media. This
system represents a promising platform technology to expand
the design exibility of 3D-inkjet-printable hydrogels, which
have potential for a variety of applications.

Conclusions

Utilizing a star block copolymer with a DPE core, a polyOEGA
inner layer, and a PAA outer layer as a precursor ink, we have,
for the rst time, demonstrated 3D inkjet printing of synthetic,
RSC Adv., 2017, 7, 55571–55576 | 55575

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra11509a


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

7 
D

ec
em

be
r 

20
17

. D
ow

nl
oa

de
d 

on
 7

/1
7/

20
24

 7
:4

0:
03

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
star block copolymer hydrogels through the in-process cross-
linking approach. The star block copolymer solution (8.0 wt%)
showed a viscosity of 7–8 mPa s, which is low enough to be
ejected from an inkjet nozzle. In addition, this solution
demonstrated gelation upon addition of metallic ions, such as
Zn2+, Cu2+, Al3+, and Fe3+, and the dynamic viscoelasticity of the
resulting hydrogels was dependent on the ion species used as
a cross-linker. The rapid gelation using metallic ions enabled
the 3D inkjet printing of the star block copolymer hydrogels,
through printing of the precursor solution and subsequent
ionic cross-linking of the droplet to form a hydrogel layer-by-
layer. The resolution of the printed hydrogel also depended
on the ion species, and was highest in the case of Fe3+. The
current results pave the way for the exible design of 3D-inkjet-
printable hydrogels.
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