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e3O4 nanoparticle–rGO
composites as anode materials for high
performance lithium-ion batteries†

Shoupu Zhu, Lei Fan and Yingying Lu *

Current lithium-ion batteries (LIBs) based on carbonaceous anodes are close to their theoretical

performance limits and can hardly meet the demand for high energy applications. Anode materials based

on transition metal oxides are promising alternatives to graphite, stemming from their high lithium

storage capacity. Among them, iron oxides have the advantages of rich raw materials, low prices, and

high theoretical capacities. Herein, we report a facile strategy of improving the capacity and cycling

stability of LIBs via the use of reduced graphene oxide-doped Fe3O4 nanoparticles (around 6.45 nm) as

anode materials. Galvanostatic cycling measurements show that cells with Fe3O4/rGO nanocomposites

deliver a reversible specific capacity of 1108 mA h g�1 at a current density of 0.5 A g�1 even after 400

cycles. The unique structure of Fe3O4/rGO nanocomposites is responsible for the high cycling

performance. The rGO component enables high electrical conductivity while the homogeneous

distribution of nano-sized Fe3O4 in rGO favors the diffusion and charge transfer of ions. The void space

amongst the nanoparticles and the rGO nanosheets can accommodate volume expansion during

cycling. This novel tactic can be used in the preparation of other transition metal oxides with ultra-small

and uniform nanoparticles such as SnO2, Co2O3, TiO2 and RuO2 for high-energy LIBs.
Introduction

Since the great commercial success of the lithium-ion battery in
1991, there has been dramatic progress in order to satisfy the
requirements of fast developing cellphones, electric vehicles,
and large-scale energy storage systems. However, conventional
lithium-ion batteries that are based on graphite anodes can
hardly meet the increasing demand for high-energy, cost-
effective, and reliable electrical energy storage. The lithiated
graphite anode in currently marketed lithium-ion batteries has
a gravimetric capacity of only 372 mA h g�1, and lithium-ion
battery technology based on carbonaceous materials is
approaching its theoretical performance limits. An urgent
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requirement for lithium-ion batteries is the exploration of new
materials possessing high energy densities that could poten-
tially serve as alternatives for lithium-ion batteries based on this
design. New battery technologies such as batteries based on
lithiummetal or silicon have emerged, targeted on high energy.
However, these batteries suffer from intense safety issues,
stemming from uneven lithium electrodeposition/formation of
lithium dendrites or electrode volume expansion. Lithium-ion
batteries are designed for great reliability since lithium ions
are hosted in a supporting material, preventing formation of
lithium dendrites and reducing the huge volume expansion.

Transition metal oxides as anodes for lithium-ion batteries
have received much attention since 2000 when Poizot et al. rst
reported their high lithium storage capacity and special
conversion mechanism.1 The challenges for transition metal
oxides are oen associated with the large voltage hysteresis,
which limits the energy efficiency of electrochemical redox
reactions.2–5 Although the mechanism is still not clear, it could
be due to the poor electronic conductivity, the slow charge
transfer kinetics and the structural instability.6–11 Most of the
cells using transition metal oxides display voltage hysteresis
from 0.7 to 1.0 V, among which cells with iron oxide/rGO show
a lower overpotential of around 0.7 V. Studies show that three-
dimensional electrode materials can effectively reduce the
voltage hysteresis. Wang et al. fabricated cells with 3D meso-
structured Ni scaffolded Fe2O3 electrodes, whose voltage
hysteresis is 0.62 V at 100 mA g�1 and can be further reduced to
RSC Adv., 2017, 7, 54939–54946 | 54939
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0.42 V at elevated temperature.3 In addition, iron oxides have
the advantages of rich raw materials, low prices, and high
theoretical capacities (1007 mA h g�1 for a-Fe2O3 and
926 mA h g�1 for Fe3O4). However, common iron oxides oen
undergo large volume changes (193% for Fe2O3, calculated from
the densities of Fe2O3, Fe and Li2O) based on their electro-
chemical reactions in the charging–discharging process,12,13

which can cause crushing of the crystal and aggregation of
particles and lead to almost constantly falling capacity decay
during the initial few cycles. Fortunately, the electrochemical
performance can be effectively improved by combining iron
oxides with conducting materials14 such as reduced graphene
oxide (rGO),15–18 carbon,19–22 carbon nanobers (CNFs),23,24

carbon nanotubes,25,26 and conductive polymers.27,28 Coating
carbon materials or conductive polymers can x the locations of
iron oxides in the composite electrode, buffer the volume
expansion and shrinkage, and retain the integrity of the crystal
structures. The highly conductive nature of the coating mate-
rials can also remedy the weak conductivity of iron oxides and
improve the transport properties of lithium ions. On the other
hand, the morphology of iron oxides is also critical to the
electrochemical performance, and structural modications on
iron oxides such as three-dimensional a-Fe2O3,29 porous a-
Fe2O3

30 and a-Fe2O3 nanoakes31 have been proven to stabilize
the cycling behavior and increase the lithium storage capacity.
Iron oxides with small particle size possess large specic surface
areas, facilitating the contact between electrode and electrolyte,
and shortening the diffusion path of lithium ions in the vicinity
of the electrode. The void space amongst the nano-sized parti-
cles can accommodate the volume expansion and maintain the
structural stability during cycling. The uniform particle size can
generate uniform stress/strain over the entire electrode, pre-
venting local cracking of the electrode during the lithiation and
delithiation processes.32

Owing to its excellent electrochemical properties such as
high electrical conductivity and high lithium storage capacity,15

graphene has attracted great research interest for application in
lithium-ion batteries. For the fabrication of graphene, oxygen-
containing groups such as C–O–C, –OH and –COOH are oen
introduced onto the surface of graphene to yield graphene oxide
(GO). This enables good solubility in water, generates an elec-
trostatic force with the electropositive groups and forms
assembled nanocomposites. Therefore, FexOy/rGO composites
using GO as a precursor for rGO have been fabricated for
lithium-ion batteries.17,18,33–36 However, the precursors used for
the preparation, which are important for exploring the reaction
mechanisms, have rarely been discussed in previous literature.
Additionally, FexOy/rGO with nano-sized (typically less than 10
nm) iron oxides that uniformly anchor on the surface of the rGO
nanosheet has rarely been reported. Herein, we report a facile
strategy of improving the capacity and cycling stability of
lithium-ion batteries via the use of rGO doped Fe3O4 nano-
particles as anode materials. Different precursors for making
the iron oxides were extensively discussed and ultra-small iron
oxides were successfully prepared, uniformly embedded in rGO
nanosheets.
54940 | RSC Adv., 2017, 7, 54939–54946
Experimental section
Synthesis of Fe3O4, rGO, Fe3O4/rGO-180, Fe3O4/rGO, Fe2O3/
rGO and Fe(OH)3/GO

0.5 mL FeCl3 solution (2 mol L�1) was added to 20 mL boiling
deionized (DI) water drop by drop, and the solution was kept
boiling for about 3 minutes to yield the Fe(OH)3 sol. 80 mg
graphene oxide was mixed with 20 mL DI water and the solution
was then ultrasonically dispersed for 120 min to ensure the
uniform distribution of graphene oxide nanosheets in DI water.
The Fe(OH)3 sol and graphene oxide solution were mixed
together by vigorous stirring. Then 1 mmol vitamin C and
1.25 mL hydrogen were successively added into the mixture.
Aer stirring for 15 minutes, the mixed solution was transferred
into a 50 mL Teon-lined stainless steel autoclave and heated at
180 �C for 12 h in a drying oven. The precipitate was collected
and washed with DI water until the supernatant liquid was
clear. Then the Fe3O4/rGO-180 was obtained aer freeze drying.
The Fe2O3/rGO was prepared via the same process without
adding vitamin C, and pure Fe3O4 and rGO were fabricated in
the absence of GO and Fe(OH)3, respectively. Fe3O4/rGO-180
was further calcined at 500 �C for 2 h in an Ar atmosphere
with a heating rate of 5 �C min�1, to yield Fe3O4/rGO. Fe(OH)3/
GO nanocomposites were collected from centrifuging the mixed
solution of the Fe(OH)3 sol and the GO solution.

Materials characterization

TGA was performed in an air atmosphere from room tempera-
ture to 800 �C at a heating rate of 10 �C min�1 on a PE TGA7
thermal analyzer. Powder XRD measurements were carried out
in a PANalytical X’Pert PRO X-ray diffractometer with Cu-Ka
radiation at a scanning rate of 10� min�1. XPS measurements
were carried out in a VG ESCALAB spectrometer with an Al-Ka
(1486.8 eV) X-ray source to characterize the crystal phase of the
iron oxide. SEM was performed with a Hitachi SU8010 scanning
electron micro-analyzer with an accelerating voltage of 5 kV.
TEM was conducted at 200 kV with a Philips Tecnai 12 eld
emissionmicroscope. Raman spectra were recorded by a Horiba
Jobin Yvon LabRAM HR Evolution Raman spectrometer with
532 nm wavelength. The Brunauer–Emmett–Teller (BET)
surface areas of the samples were measured using a Micro-
meritics TriStar II porosity and surface area analyzer. The
resistances of Fe3O4, Fe3O4/rGO-180 and Fe3O4/rGO were tested
using a 4 Probes Tech ST-21 four-point probe square resistance
tester.

Electrochemical measurements

CR 2032 coin cells were used to measure the electrochemical
performance of Fe3O4, rGO, Fe3O4/rGO-180 and Fe3O4/rGO. The
working electrode consists of 80 wt% of active material (about
1–2 mg), 10 wt% of super P conductive carbon black and 10 wt%
of PVDF. Cu foil was used as the current collector. The assembly
was carried out in a high-purity argon-lled glovebox, using
a lithium plate as the counter/reference electrode, Celgard 2400
polypropylene as the separator, and 1 M LiPF6 in a mixture of
ethylene carbonate (EC), diethyl carbonate (DMC) and ethyl-
This journal is © The Royal Society of Chemistry 2017
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methyl carbonate (EMC) (1 : 1 : 1 by volume) as the electrolyte.
Galvanostatic charge and discharge cycling of the cells was
performed using a Land CT2001A battery test system. Cyclic
voltammetry (CV) measurements and electrochemical imped-
ance spectroscopic (EIS) measurements were conducted on
a Solartron Analytical 1400 CellTest System.
Results and discussion

The synthesis procedure is schematically depicted in Fig. 1. As
the surface of the GO nanosheets has oxygen-containing
groups, Fe(OH)3 nanoparticles can be uniformly adsorbed on
the surface, forming Fe(OH)3/GO nanocomposites under elec-
trostatic force,37 which was veried by transmission electron
microscopy (TEM) and scanning electron microscopy (SEM)
analyses (Fig. S1a–c†). The homogeneously attached Fe(OH)3
nanoparticles were created for uniform Fe3O4 loading during
the subsequent reactions. Additionally, hydrazine was added for
the pre-reduction of Fe(OH)3/GO, and the GO in Fe(OH)3/GO
was slightly reduced, which is demonstrated by the X-ray
diffraction (XRD) patterns in Fig. S1d.† The XRD pattern for
the Fe(OH)3/GO mixture shows a strong characteristic diffrac-
tion peak at about 11.0�, which disappeared aer the addition
of hydrazine. It indicates that hydrazine can partially reduce GO
by simply stirring themixed solution at room temperature. Aer
vitamin C and hydrazine were added to the solution, the
Fe(OH)3 nanoparticles were transformed into Fe3O4 nano-
particles and the partially reduced GO was fully transformed to
rGO via the hydrothermal reaction. The product is named as
Fe3O4/rGO-180. During the process, Fe3+ can be reduced to Fe2+

by the reductant VC (H2A) via reaction (1) 38 and GO is under-
stood to be reduced by hydrazine to rGO.33,34

(1)

We also compared Fe2O3/rGO produced from a hydro-
thermal reaction with Fe(OH)3 and GO as precursors and
hydrazine as a reductant (Fig. S2a and b†). This shows that
Fig. 1 Schematic illustration of the preparation of the two-dimen-
sional Fe3O4/rGO composite electrode.

This journal is © The Royal Society of Chemistry 2017
employing VC as the reducing agent not only yields Fe3O4 but
also enables the formation of iron oxides with smaller particle
sizes. The reductive product formed using bare hydrazine is
Fe2O3, which was veried by XRD analysis (Fig. S2c†). To further
enhance the electrical conductivity of rGO and increase the
crystallinity of Fe3O4, the Fe3O4/rGO-180 was calcined at 500 �C
under argon gas protection. The as-prepared Fe3O4/rGO shows
a uniform morphology consisting of Fe3O4 with increased
crystallinity and rGO with enhanced conductivity. Brunauer–
Emmett–Teller (BET) measurement was conducted to measure
the surface areas of Fe3O4, rGO and Fe3O4/rGO (Fig. S3†). It
showed that Fe3O4/rGO has a BET surface area of 114.7 m2 g�1

which is higher than that for Fe3O4 and rGO. The void space
amongst the nano-sized Fe3O4 particles allows the diffusion and
migration of ions and can also buffer the volume changes
during cycling.

Further evidence of the successful synthesis of the Fe3O4/
rGO composites is provided by XRD and X-ray photoelectron
spectroscopy (XPS) analyses. Fig. 2a shows the XRD patterns of
rGO, Fe3O4, Fe3O4/rGO and Fe3O4/rGO-180. The identied
diffraction peaks of Fe3O4 are indexed to the standard card of
magnetic Fe3O4 (JCPDS card no. 19-0629) and no additional
peak is detected, implying the high purity of Fe3O4. The iden-
tifying peaks of rGO at about 26.4� and 44.4� are assigned to the
(002) and (101) lattice planes of hexagonal graphite (JCPDS card
no. 41-1487), respectively. Other than the peaks for Fe3O4,
Fe3O4/rGO-180 has an extra peak at about 26.4� corresponding
to the above-mentioned (002) lattice plane in graphite. This
indicates that Fe3O4/rGO-180 contains both Fe3O4 and rGO. All
of the diffraction peaks which emerge for Fe3O4/rGO-180
become stronger in the XRD pattern of Fe3O4/rGO, showing
that the calcination of Fe3O4/rGO-180 increases the crystallinity
of Fe3O4 and enhances the degree of reduction of rGO. The
chemical composition of the as-prepared Fe3O4/rGO-180 was
further determined by XPS analysis. The peak binding energies
of 711.5 and 724.9 eV in Fig. 2b are associated with Fe 2p3/2 and
Fe 2p1/2 in Fe3O4/rGO-180, respectively. This demonstrates the
existence of Fe3O4 in Fe3O4/rGO-180, consistent with previous
reports.15,19,39

The weight fractions of Fe3O4 and rGO in Fe3O4/rGO-180 and
Fe3O4/rGO were characterized by thermogravimetric (TG) anal-
ysis in air. During the thermal process, the amount of Fe2O3

should be 1.035 times the amount of Fe3O4, calculated from the
reaction of 4Fe3O4 + O2 ¼ 6Fe2O3, and rGO would convert to
CO2. Therefore, according to the ratio of the residual reddish
brown Fe2O3 in the original Fe3O4/rGO-180 shown in Fig. 2c, the
calculated proportions of Fe3O4 and rGO in Fe3O4/rGO-180 are
43.9 wt% and 56.1 wt%, respectively. Additionally, the propor-
tions of Fe3O4 and rGO in Fe3O4/rGO were calculated to be
57.7 wt% and 42.3 wt%, respectively. The results indicate that
the Fe3O4/rGO contains more Fe3O4 and thus more rGO with
a higher level of reduction. Fig. 2d shows the Raman spectra of
GO, rGO, Fe3O4/rGO-180 and Fe3O4/rGO. This allows us to
assess the degree of disorder in the carbon materials. The
spectra of these four materials show two pronounced peaks: a D
peak at about 1350 cm�1 and a G peak at about 1590 cm�1. The
D peak corresponds to the disordered structures with defects,
RSC Adv., 2017, 7, 54939–54946 | 54941

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra11779e


Fig. 2 (a) XRD patterns of rGO, Fe3O4, Fe3O4/rGO-180 and Fe3O4/rGO. (b) The high resolution Fe 2p spectrum of Fe3O4/rGO-180. (c) TG curves
of Fe3O4/rGO-180 and Fe3O4/rGO. (d) Raman spectra of GO, rGO, Fe3O4/rGO-180 and Fe3O4/rGO.
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while the graphitic structures with order are responsible for the
G peak. The degree of disorder in the carbon materials is oen
determined from the ratio of the peak intensities (R), ID/IG. The
values of R for GO and rGO are 1.00 and 1.26, respectively. It
should be noted that Fe3O4 has a peak at about 1300 cm�1, thus
the values of R for Fe3O4/rGO-180 and Fe3O4/rGO are difficult to
calculate.33 The increased value of R in rGO reects the presence
of more disorder or carbon defects.40–42

Fig. 3a and c show the morphologies of Fe3O4/rGO-180 and
Fe3O4/rGO. They demonstrate that Fe3O4 nanoparticles are
uniformly embedded in rGO nanosheets. The morphology of
the composite electrode created using Fe(OH)3 is more uniform
than that using FeCl3$6H2O as a precursor.43 We also created
pure Fe3O4 nanoparticles using hydrazine and VC at 180 �C and
they display similar morphology to the nanoparticles in Fe3O4/
rGO-180 (Fig. S4a and b†). Fig. 3b and d show the particle
diameter distribution of Fe3O4 nanoparticles in Fe3O4/rGO-180
and Fe3O4/rGO. These show that the average size of Fe3O4 in
Fe3O4/rGO-180 is 6.42 nm with a diameter range from 4.1 to
8.8 nm, and the average size of Fe3O4 in Fe3O4/rGO is 6.45 nm
with a diameter range from 3.9 to 9.6 nm. The low magnica-
tion TEM image of Fe3O4/rGO-180 and the SEM images of
Fe3O4/rGO further conrm the uniform distribution of Fe3O4 in
rGO (Fig. S5a–c†).

Fig. 4 shows the electrochemical cycling performance of cells
with rGO, Fe3O4, Fe3O4/rGO-180 and Fe3O4/rGO as the elec-
trode. Fig. 4a compares the cycling performance of the rst 100
cycles of the four electrodes. The cells with Fe3O4/rGO-180 or
Fe3O4/rGO have much higher charge–discharge capacities than
the cells with rGO or Fe3O4, indicating that the employment of
rGO with Fe3O4 nanoparticles increases the capacity compared
54942 | RSC Adv., 2017, 7, 54939–54946
to bare Fe3O4. It can also be seen that the cells with Fe3O4/rGO
display a higher capacity than the cells with Fe3O4/rGO-180,
meaning that the calcination process used to make Fe3O4/rGO
is responsible for the enhancement in cycling performance.
This might be due to the increased crystallinity of Fe3O4 and the
increased degree of graphitization of rGO. Fig. 4a also shows
that the capacities of the cells with Fe3O4/rGO-180 or Fe3O4/rGO
decrease dramatically in the rst 10 cycles and gradually
increase during the subsequent cycles. It should be noted that
the capacity aer the initial decrease can be higher than the
theoretical specic capacity of Fe3O4/rGO (around
849.6 mA h g�1). The exceeded capacity is attributed to the
reversible formation of a polymeric gel-like lm,44–47 which
grows continuously and delivers additional reversible capacity
aer the rst few cycles. The charge–discharge voltage proles
for the four electrodes at the rst cycle are provided in Fig. S6.†
The long-term charge–discharge characteristics of cells with
Fe3O4 or Fe3O4/rGO are shown in Fig. 4b. The discharge
capacities of Fe3O4/rGO at the 100th, 150th, 250th and 400th

cycles are 1126, 1143, 1193 and 1108 mA h g�1, respectively,
while those of Fe3O4 at the 150th, 200th, 250th and 300th cycles
are 128, 149, 173 and 192 mA h g�1, respectively. This indicates
that Fe3O4/rGO delivers higher capacity than bare Fe3O4, and
has good capacity retention for deep cycling. The coulombic
efficiencies of these four electrodes are displayed in Fig. S7.†
The rate capability of cells with Fe3O4/rGO is measured by gal-
vanostatically cycling the cells at different current densities, as
shown in Fig. 4c. Cells with Fe3O4/rGO render high specic
discharge capacities of 1188, 1086, 1011, 903, 811, 718 and
593 mA h g�1 at current densities of 0.05, 0.1, 0.2, 0.5, 1.0, 2.0
and 5.0 A g�1, respectively. Additionally, when cycled back to
This journal is © The Royal Society of Chemistry 2017
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Fig. 3 (a and c) TEM images of Fe3O4/rGO-180 and Fe3O4/rGO. (b and d) The diameter distribution of Fe3O4 nanoparticles in Fe3O4/rGO-180
and Fe3O4/rGO.

Fig. 4 (a) The cycling performance of cells with rGO, Fe3O4, Fe3O4/rGO-180 and Fe3O4/rGO at a current density of 0.5 A g�1. (b) The long-term
charge–discharge characteristics of cells using Fe3O4 and Fe3O4/rGO. (c) The rate capability of cells with the Fe3O4/rGO electrode. The gal-
vanostatic cycling measurements were performed at various current densities from 0.05 A g�1 to 5 A g�1. (d) The corresponding charge–
discharge curves of (c).

This journal is © The Royal Society of Chemistry 2017 RSC Adv., 2017, 7, 54939–54946 | 54943
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Fig. 5 CV curves of (a) Fe3O4/rGO, (b) Fe3O4 and (c) rGO at a scan rate of 0.1 mV s�1 in a voltage range of 0.01–3.0 V. (d) Nyquist plots of Fe3O4,
Fe3O4/rGO-180 and Fe3O4/rGO.
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a lower current density of 0.1 A g�1, the cell maintains the initial
discharge capacity and delivers 1030 mA h g�1. Fig. 4d shows
the corresponding specic charge–discharge curves of cells
using Fe3O4/rGO at different current densities. The approximate
symmetrical shapes of these curves indicate good reversibility of
Li+ insertion/extraction.

Fig. 5a–c show the cyclic voltammograms (CVs) of cells with
Fe3O4/rGO, Fe3O4 and rGO, respectively. The electrochemical
measurements were carried out at a voltage of 0.01–3.00 V and
at a scan rate of 0.1 mV s�1. During the rst cycle, the cathodic
peaks were observed at about 1.59 V (P1), 1.37 V (P2) and 1.00 V
(P3), which are assigned to the reaction Fe3O4 + xLi+ + xe� /

LixFe3O4,20–22 and the peak at about 0.67 V (P4) is attributed to
the reaction LixFe3O4 + (8� x)Li+ + (8� x)e�/ 3Fe0 + 4Li2O and
the generation of a solid electrolyte interface (SEI) lm.20–22 The
broad anodic peak (P5) containing two connected peaks at
about 1.63 V and 1.87 V is attributed to the oxidation reactions
of Fe0 to Fe2+ and Fe2+ to Fe3+, respectively.26,47 During the
subsequent cycles, the cathodic peak P4 shis to 0.79 V, which
is due to the diminished polarization effect.37 It can also be seen
that there are no visibly pronounced changes in the peak
position and current amplitude aer the rst cycle, indicating
that Fe3O4/rGO has excellent cycling stability. Fig. 5b summa-
rizes the CVs of cells with Fe3O4 for the rst three cycles. The
peak corresponding to the reaction of Fe3O4 to Fe is at about
0.70 V (P3) and the peaks for the reverse reaction appear at
about 1.62 V and 1.82 V (P4) in the rst cycle. These peak
currents continuously decline in the 2nd and 3rd cycles, which
could be caused by crushing of the crystal, volume expansion
and shrinkage of Fe3O4 and the continuous breaking and
formation of the SEI lm.14 Fig. 5c shows the CVs for cells with
54944 | RSC Adv., 2017, 7, 54939–54946
rGO. The peak at about 0.19 V corresponds to the extraction of
lithium ions from graphitized carbon, and the anodic peak at
about 1.22 V corresponds to the irreversible reaction with the
electrolyte.24

The electrochemical resistances for cells with Fe3O4, Fe3O4/
rGO-180 and Fe3O4/rGO were monitored aer one charge–
discharge cycle at 0.5 A g�1, as shown in Fig. 5d. The
measurements were conducted at an open circuit potential with
an AC voltage amplitude of 5.0 mV from 100 kHz to 0.01 Hz. The
start of the semicircle is associated with the electrolyte resis-
tance (Rs), the semicircle at high frequency corresponds to the
charge transfer resistance (Rct) and the line near the end of the
semicircle reveals the diffusion of lithium ions. The electrolyte
resistances are almost the same for the three types of cell, and
cells with Fe3O4/rGO-180 or Fe3O4/rGO have a much smaller Rct

than cells with Fe3O4. This indicates that the combination of
Fe3O4 with rGO promotes the charge transfer kinetics and the
diffusion of lithium ions in the vicinity of the electrode. The
equivalent circuit is used for tting (Fig. S8†).
Conclusions

In summary, we fabricated a uniform Fe3O4/reduced graphene
oxide nanocomposite electrode by a hydrothermal reaction
using Fe(OH)3 and graphene oxide as precursors, and vitamin C
and hydrazine as reductants. The oxygen containing groups in
the graphene oxide nanosheets facilitated the uniform distri-
butions of Fe(OH)3 nanoparticles on the surfaces of rGO via
electrostatic forces. Fe3O4/rGO nanoparticles were further
calcined to increase the crystallinity of Fe3O4 and to increase the
degree of graphitization of rGO. From electrochemical
This journal is © The Royal Society of Chemistry 2017
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measurements, it was found that cells using Fe3O4/rGO nano-
particles as the electrode deliver a reversible capacity of
1108 mA h g�1 aer 400 cycles at 0.5 A g�1 and maintain
a reversible capacity of 593 mA h g�1 at a high current density of
5.0 A g�1. The tiny particle size and uniform particle distribu-
tion of Fe3O4 in rGO are responsible for the excellent electro-
chemical performance. The void space amongst the Fe3O4

nanoparticles and rGO serves as a reservoir for the volume
changes during cycling, and the graphitized nature of rGO
remedies the weak conductivity of iron oxides. This novel
synthesis method can potentially be applied to other transition
metal oxides such as SnO2, Co2O3, NiO, TiO2 and RuO2 for high-
energy lithium-ion batteries.
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