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for photoelectrochemical water splitting: a sol–gel
dip coating approach

Samantha Hilliard,ab Guido Baldinozzi,c Dennis Friedrich,d Stéphane Kressman,e

Henri Strub,e Vincent Arterob and Christel Laberty-Robert*a

Correction for ‘Mesoporous thin film WO3 photoanode for photoelectrochemical water splitting: a sol–gel

dip coating approach’ by Samantha Hilliard et al., Sustainable Energy Fuels, 2017, 1, 145–153.
The authors regret that the affiliations of the authors Dennis Friedrich, Stéphane Kressman and Henri Strub were displayed
incorrectly in the original manuscript. The corrected list of authors and affiliations for this paper is as shown here.
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ux, Université Grenoble Alpes, CNRS, CEA, 17 rue des Martyrs 38054, Grenoble Cedex 9, France

2M, F-91191 Gif Sur Yvette, France

und Energie Gmbh, Institute for Solar Fuels, Hahn-Meitner-Platz 1, Berlin 14109, Germany

ours Michelet 92800 Puteaux, France

1, 1204 This journal is © The Royal Society of Chemistry 2017

http://crossmark.crossref.org/dialog/?doi=10.1039/c7se90017a&domain=pdf&date_stamp=2017-06-24
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7se90017a
https://pubs.rsc.org/en/journals/journal/SE
https://pubs.rsc.org/en/journals/journal/SE?issueid=SE001005

	Correction: Mesoporous thin film WO3 photoanode for photoelectrochemical water splitting: a soltnqh_x2013gel dip coating approach

