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Nacre continues to be an inspiration for the fabrication of strong and

tough materials from renewable and earth-abundant raw materials.

Herein, we showed how a nacre-like hybrid material based on nano-

cellulose (NC) and CaCO3 can be prepared via the sequential infiltra-

tion of polymer-stabilised CaCO3 liquid precursors into layers of pre-

deposited NC films. Layer-by-layer assembly of the NC films fol-

lowed by controlled spreading and infiltration with liquid CaCO3

precursors generated a lamellar material with an architecture and

iridescent appearance similar to those of nacre. The wettability of the

NC films towards the liquid CaCO3 precursors was controlled by

hydroxyl and carboxyl functionalization of the NC fibrils and the

addition of magnesium ions. The combination of a high stiffness and

plasticity of the nacre-like NC/CaCO3 hybrid materials show that

excellent mechanical properties can be obtained employing a fibrillar

organic constituent that is relatively hard. The fabrication of a nacre-

like hybrid material via an aqueous route of assembly and infiltration

processing demonstrates how a sustainable composite material with

outstanding properties can be produced using the most abundant

biopolymer and biomineral on earth.
Introduction

In the quest for the development of materials with exceptional
properties, biominerals fabricated by living organisms provide
a vast source of inspiration. The properties of biominerals are
diverse and relate to the combination of functions they serve in
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(ESI) available: Experimental details,
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1–S16 and Tables S1 and S2. See DOI:

28–16133
different organisms. The complex structures that have evolved to
attain these specialized properties are genetically controlled and
are formed under stringently controlled physiological conditions.
Bone is a biomineral with exceptional mechanical properties
conferred by the multilevel hierarchical structure of collagen and
hydroxyapatite.1 Another example of a material with intriguing
mechanical properties is nacre. This iridescent and tough mate-
rial protects the so body of mollusks from predators and irri-
tants and also serves as an outer layer of pearls.2 Nacre is
composed of 95% aragonite and 5% of mostly chitin,3 where the
remarkable fracture resistance stems from the ‘brick and mortar’
arrangement of the mineral and organic components.4 In bio-
logical nacre, the hard mineral provides structural rigidity,
whereas the so organics dissipate fracture energy.5 The bio-
mineralization of calcium carbonate generally takes the advan-
tage of amorphous calcium carbonate (ACC) as an intermediate
to achieve the structurally complex combination of organic and
inorganic constituents with a high degree of delity.6,7 In bio-
inspired approaches, the great usefulness of droplets of liquid
ACC stabilized by the presence of low amounts of polyanions,
such as poly(aspartic acid), has been thoroughly demonstrated.8,9

These so-called polymer-induced liquid precursors (PILPs; note
that the polymer stabilizes the liquid precursors, rather than
inducing them)10–12 can be molded into any shape and thus
enable the construction of tailor-made hybrids.8,9,13,14 For
instance, the successful in vitro re-mineralization of the biogenic
insoluble matrix of nacre via PILPs suggests that this is also
a viable pathway in vivo.15 More recent work has demonstrated
that polymer-mediated mineral growth in combination with
a layer-by-layer deposition of porous organic lms allowed the
rst replication of truly articial nacre using CaCO3.16

In this study, we combined the most abundant biomineral,
calcium carbonate, with the most abundant biopolymer, cellu-
lose, and demonstrated that a bioinspired synthesis route can
be used to produce nacre-like laminated materials with
outstanding mechanical properties. The structure consists of
inexpensive materials, which are green and truly sustainable.
This journal is © The Royal Society of Chemistry 2017
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More specically, we employed nanocellulose (NC)17 that is
a non-toxic, stiff, yet lightweight material with high tensile
strength that is receiving rapidly increasing interest for the
development of sustainable hybrid materials with excellent
mechanical properties.18–22 It has to be stressed that there are no
previous examples of the successful combination of calcium
carbonate and NC into a nacre-like structure as the bottom-up
generation of an organic/inorganic-layered material with these
compounds is highly challenging. This is due to the fact that
none of the constituents provide an inherent 2D planar or
scaffold basis, whereas a localized, controlled mineralization of
the NC framework is required. Previous synthetic methods of
other nacre-like materials involve predesigned matrix-directed
mineralization,23 electrophoretic deposition,24,25 freeze
casting,26,27 templating,15,27 layer-by-layer fabrication,16,28,29 and
self-assembly.30–32 In this study, we showed that localized
mineralization of deposited NC lms by controlled spreading
and imbibition of liquid CaCO3 precursors allowed the pro-
cessing of nacre-like materials with alternating layers of
mineralized and unmineralized NC. Controlling the wetta-
bility33 of NC with hydroxyl and carboxyl surface functionaliza-
tion towards liquid CaCO3 precursors in the presence and
absence of magnesium, respectively, leads to a very high degree
of compositional and structural delity of the NC/CaCO3-based
nacre-like material. Sequential assembly and inltration is
a facile and scalable method that can be used for the generation
of multi-layered organic–inorganic nacre-like hybrids.
Fig. 1 (a) A schematic of the preparation protocol for the nacre-like ma
Mineralization of the NC–OH layer. (3) – Drop casting of one NC–COOH
Mineralization of the added NC–OH layer, but not the NC–COOH layer
a multi-layered material, which is composed of alternating mineralized a
obtained after 18 mineralizations showing iridescence colors. The scale b
with exposed iridescent nacre for comparison (not to scale). (c) SEM cros
the ESI, Fig. S9†). (d) Overlay of the EDX mappings (Ca green and C red)
secondary electron image of the area, in which EDX was obtained (also

This journal is © The Royal Society of Chemistry 2017
Results and discussion

Fig. 1(a) illustrates the protocol for the generation of the nacre-
like material. A detailed description of the syntheses of the NC
samples, the lm preparations, and mineralization is provided
in the ESI; Section S1-1–S1-5, including the choice of the suit-
able type of NC, control of lm thickness, and PILP wettability
on the given lms. The morphology of the three different NC
types used in this study is shown in the ESI, Fig. S1.† Films of
NC functionalized with hydroxyl groups (NC–OH) and carboxyl
groups (NC–COOH) are stable under the reaction conditions for
CaCO3 precipitation (high pH and initially 10 mM CaCl2, ESI,
Section S1-3 and Fig. S2†). Without Mg2+, the NC–OH lm
shows very good wettability by CaCO3 PILPs, whereas under the
same conditions, NC–COOH cannot be wetted and thus
remains unmineralized (ESI, Section S3-1-1 and Fig. S3–S5†).
Under the chosen mineralization conditions, the ratio of the
concentrations of calcium chloride and poly(aspartic acid) (ESI,
Section S3-2 and Fig. S6–S8) are the key factors to obtain
a homogenous coverage and inltration of CaCO3 for an initial
NC lm thickness below ca. 1 mm.

Since the layer-by-layer technique requires a smooth base for
further layering, obtaining a homogenous CaCO3 mineraliza-
tion is essential. In the kinetic setting of our mineralization
procedure, the best mineralization results can be obtained from
a NC dispersion with 0.11 wt% or less (ESI, Fig. S7–S9†),
providing a suitable lm thickness. With the established
terial. (1) – Drop casting of the NC–OH layer on a silicon wafer. (2) –
and one NC–OH layer on top of the mineralized NC–OH layer. (4) –
via controlled wettability. (5) – Repetition of steps (3) and (4) leads to
nd unmineralized NC layers – (6). (b) Image of a composite structure
ar is 4 mm. The inset shows a polished abalone shell (Haliotis laevigata)
s-section view of the layered structure. The scale bar is 10 mm (also see
of the cross-section of the nacre-like structure on the corresponding
see the ESI, Fig. S10†). The scale bar is 10 mm.

J. Mater. Chem. A, 2017, 5, 16128–16133 | 16129
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parameters, an initial mineralization of a single NC–OH layer
was performed (Fig. 1(a)-2). SEM images of the surface of the
mineralized sample with 750 nm thickness suggest that the
individual crystals are mutually aligned (ESI, Fig. S9†), which is
also apparent from the SAED pattern of the thin cuts (see
below). Subsequently, a layer of NC–COOH followed by a layer of
NC–OH was deposited, and then again mineralized (Fig. 1(a)-3).
The latter mineralization procedure was repeated several times
until an iridescent composite lm was obtained (Fig. 1(b)). The
iridescence can be interpreted as interference colors caused by
the existence of multiple uniform layers.34 Eighteen minerali-
zations provide a sufficient basis to create this pattern. Again,
note that the key for the generation of the nacre mimic is the
wetting and inltration of the CaCO3 PILPs on the NC–OH lms
and their mineralization, as opposed to the inter-layers of lms
of NC–COOH, which cannot be wetted in the absence of Mg2+

and remain unmineralized.
The obtained nacre-like material, based on the alternating

organic and inorganic layers, was analyzed by scanning electron
microscopy (SEM) techniques. The cross-section back-scattered
electron (BSE) SEM image conrmed that the obtained material
consists of layers of mineralized NC, which strongly backscatter
the electrons and therefore appear much lighter than the
unmineralized NC–COOH layers located between them (Fig. 1(c)
Fig. 2 (a and b) TEM images of a sample cross-section obtained bymicro
layers after 60 layers. Note that the�300 nm thin cuts were very sensitive
of the NC constituents. Thus, the length scales of the mineralized and un
and d) are not directly evident. The scale bars are 1 mm and 100 nm in (a)
yellow numbers assign the Miller indices to the different reflections corr
zone axis [�441]. The scale bar is 5 nm�1. (d) TGA curves of the nacre m
indicated. (e) Nanoindentation data showing the representative load (P) ve
different numbers of layers of the mineralized NC–OH as indicated.

16130 | J. Mater. Chem. A, 2017, 5, 16128–16133
and ESI, Fig. S10†). The energy-dispersive X-ray spectroscopy
(EDX) mapping of the cross-sections indicated that the distri-
bution of Ca and C over the scanned area was concentrated
within the NC–OH/CaCO3 and NC–COOH layers, respectively
(Fig. 1(d) and ESI Fig. S11†). Confocal laser scanning micros-
copy (CLSM) imaging of the NC component stained with Cal-
couor White and combined with the collection of the light
reected from the mineral phase also conrmed the layered
arrangement of the mineral/organic phases (ESI, Fig. S12†). To
further analyze the mineralized parts, the samples were cut into
sections with a microtome and analyzed by transmission elec-
tron microscopy (TEM) (Fig. 2(a and b), and ESI, Fig. S13†). The
TEM image shows a layer of brick-like inter-connected crystals.
Note that imaging under higher magnication resulted in the
burning of the samples and hence it was not possible to
improve the image quality any further. The selected area elec-
tron diffraction (SAED) pattern of the thin sections shows arcs,
indicating that the crystals are mutually oriented (Fig. 2(c) and
ESI, Fig. S13†). Evaluation of the SAED pattern reveals that these
crystals are indeed calcite crystals, which are oriented in the
[104] direction. Some of the reections, which cannot be
assigned to this calcite pattern with the zone axis [�441], are
likely randomly oriented in other directions or may arise
from NC.
tome cuts of the layered composite structure withmineralized NC–OH
towards the electron beam, leading to sample deterioration, especially
mineralized layers established by SEM and confocal microscopy (Fig. 1c
and (b), respectively. (c) The SAED pattern of the area shown in (b). The
esponding to calcite crystals, which are oriented in the [104] direction,
imics with different numbers of layers of the mineralized NC–OH as
rsus displacement (h) curves with amaximum applied force of 5mN for

This journal is © The Royal Society of Chemistry 2017
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In any case, this mutual orientation of individual calcite
crystals suggests that the mineralized inter-layers exhibit at least
partly a mesocrystalline structure.35 To determine the composi-
tion of the obtained materials, thermogravimetric analysis (TGA)
was performed (Fig. 2(d)). The TGA of a sample with 60 layers
shows two main plateaus where the rst one occurs within the
temperature range of 25–350 �C. A close assessment reveals
a smooth mass loss (ca. 2%) below 250 �C, which was attributed
to the loss of water. Note that the samples were incubated in
a vacuum oven for 24 h before measuring the TGA curves. The
existence of water in biogenic nacre was shown,36 and herein,
may be due to its trapping in the micropores resulting from the
packing of the NC and is likely associated with the NC surface
due to its highly hydrophilic character. Subtraction of the water
content from the nal mass loss towards this rst plateau yields
a fraction of organics of ca. 5%. The second major mass loss
occurs between 650 and 830 �C and was attributed to the calci-
nation of the CaCO3 phase (ca. 93%). Interestingly, the resulting
composition is very similar to that of the biological nacre.37 The
TGA of a sample with 25 layers gives value of 2%, 7.5%, and
92.5% for water, organics, and CaCO3, respectively, and the
minor differences between the 60- and 25-layers specimens
illustrate that the bioinspired synthesis route yields a nacre-like
material with a well-dened composition (Fig. 2(d)).

We also characterized the mechanical properties of the ob-
tained nacre-like materials with different numbers of layers
(Fig. 2(e) and ESI, Table S2†). The hardness of the composite
increases with the increasing number of layers (Fig. 2(e)). The
reduced Young's modulus of the composite with 90 layers was
circa 14 GPa, which is similar to the value for human cortical
bone38 and exceeds the value of many nacre-like materials that
are based on organic and inorganic constituents other than NC
and CaCO3 (reviewed and compiled in ref. 39). A quantitative
comparison with the mechanical properties of different CaCO3-
based articial nacre-like materials, also including biological
examples of the nacreous layers of different abalone shells, is
summarized in the ESI, Table S2.† Crack deection by the plate-
like crystals as well as crack trapping at the organic layers and
the periodical variation of moduli are important for the
impressive mechanical properties of biological nacre.40 Because
the NC/CaCO3-layered hybrids are not built up by individual
crystalline platelets, it is expected that the hardness and frac-
ture toughness is lower than those of natural nacre. Mao et al.
recently presented a CaCO3-based nacre-like material with
a platelet structure within the layers,23 but note that also this
material (ESI, Table S2†) was inferior to natural nacre. In the
case of the present nacre-like hybrid, the brillar NC–OHwithin
the mineralized layers can serve as a ber-reinforcement,41

where the tailored wetting of the liquid CaCO3 precursors
ensures the ber-mineral adhesion. Nano-interconnectivity was
highlighted to play a crucial role for the toughening and stiff-
ening of nacre-like hybrids,42 whereas any further synergistic
toughening effects arising from the interfacial interactions of
the building blocks, as in graphene oxide/NC-based nacre-like
materials,43,44 do not likely play a role.

The nacre-like material fabricated herein does indeed
exhibit a large plasticity index (dened as the plastic
This journal is © The Royal Society of Chemistry 2017
indentation energy divided by the total indentation energy).
This parameter provides an estimate of how much energy can
be absorbed by the material during, for example, an impact. It is
relatively high for the NC/CaCO3 nacre-like hybrid, and note-
worthy, even higher than for the biological nacreous layer of
Haliotis laevigata (ESI, Table S2†).

It is also interesting to compare the material properties of
the nacre-like material to another example of transparent
hybrid lms composed of NC and nanoparticles of amorphous
CaCO3 (ACC).18 While the hardness of the nacre-like hybrid and
the transparent hybrid materials are similar, the reduced
Young's modulus of the nacre-like structure was larger. This is
likely due to the morphology of the hybrids, where the more
organized and ordered structure of the nacre-like material
was stiffer. However, calcite with a mesocrystalline structure
comprises the nacre-like structure (see above), as opposed to the
transparent hybrid lm that contained only ACC, which may
also play a role in this context.

When the mineralizations were carried out under appro-
priate conditions in the presence of Mg2+, the wettability of the
distinct lms with CaCO3 PILPs is inverted, i.e., the NC–COOH
lm can be mineralized as opposed to the NC–OH lms (ESI,
Fig. S14 and S15†). Moreover, the inorganic constituent is then
not calcite, but ACC (ESI, Fig. S14;† see Section S3-3 for further
discussions).45

Conclusions

In conclusion, by controlling the reaction conditions and in
particular, the wettability of NC–OH and NC–COOH towards
PILPs in the absence and in the presence of magnesium ions,
respectively, a layered hybrid material containing ca. 90%
calcite exhibiting mesocrystalline features can be generated.
The resulting nacre-like, iridescent structure shows mineralized
parts with a thickness of ca. 20 mm separated by layers of
unmineralized NC–COOH with a thickness of ca. 1 mm. The
composition of the CaCO3-NC laminates is very similar to that
of nacre, which suggests that the PILP-based mineralization
pathway on organic matrices with a tunable wettability has
a strong resemblance to the mineralization process occurring in
living organisms.46 The mechanical properties of the obtained
structure reveal a relatively hard material with a reduced
Young's modulus, similar to cortical bone, and a high plas-
ticity—surpassing biological nacre—that is likely based upon
NC-ber-reinforced, mesocrystalline CaCO3. The bio-inspired
mineralization strategy is of interest to a wide range of mate-
rials also beyond NC with potential applications in e.g., pack-
aging and building industries. The level of control over the
localization of mineralization sites can be employed for the
generation of even more complex patterns in hybrid materials,
e.g., based on the phase behavior of NC47 or self-assembled
organic frameworks.
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L. Wågberg, L. Berglund, L. Bergström and G. Salazar-
Alvarez, PLoS One, 2012, 7, 10.

23 L. B. Mao, H. L. Gao, H. B. Yao, L. Liu, H. Cölfen, G. Liu,
S. M. Chen, S. K. Li, Y. X. Yan, Y. Y. Liu and S. H. Yu,
Science, 2016, 354, 107–110.

24 C. A. Wang, B. Long, W. Lin, Y. Huang and J. Sun, J. Mater.
Res., 2008, 23, 1706–1712.

25 W. Lin, C. A. Wang, H. L. Le, B. Long and Y. Huang, Mater.
Sci. Eng., C, 2008, 28, 1031–1037.

26 E. Munch, M. E. Launey, D. H. Alsem, E. Saiz, A. P. Tomsia
and R. O. Ritchie, Science, 2008, 322, 1516–1520.

27 H. Bai, F. Walsh, B. Gludovatz, B. Delattre, C. L. Huang,
Y. Chen, A. P. Tomsia and R. O. Ritchie, Adv. Mater., 2016,
28, 50–56.

28 P. Podsiadlo, M. Michel, K. Critchley, S. Srivastava, M. Qin,
J. W. Lee, E. Verploegen, A. J. Hart, Y. Qi and N. A. Kotov,
Angew. Chem., Int. Ed., 2009, 48, 7073–7077.

29 H. Wei, N. Ma, F. Shi, Z. Q. Wang and X. Zhang, Chem.
Mater., 2007, 19, 1974–1978.

30 P. Das, J. M. Malho, K. Rahimi, F. H. Schacher, B. C. Wang,
D. E. Demco and A. Walther, Nat. Commun., 2015, 6, 5967.

31 B. L. Zhu, N. Jasinski, A. Benitez, M. Noack, D. Park,
A. S. Goldmann, C. Barner-Kowollik and A. Walther, Angew.
Chem., Int. Ed., 2015, 54, 8653–8657.

32 A. Walther, I. Bjurhager, J. M. Malho, J. Pere,
J. Ruokolainen, L. A. Berglund and O. Ikkala, Nano Lett.,
2010, 10, 2742–2748.

33 J. K. Berg, T. Jordan, Y. Binder, H. G. Börner and D. Gebauer,
J. Am. Chem. Soc., 2013, 135, 12512–12515.

34 T. L. Tan, D. Wong and P. Lee, Opt. Express, 2004, 12, 4847–
4854.

35 L. Bergström, E. V. Sturm, G. Salazar-Alvarez and H. Cölfen,
Acc. Chem. Res., 2015, 48, 1391–1402.

36 D. Verma, K. Katti and D. Katti, Spectrochim. Acta, Part A,
2007, 67, 784–788.

37 X. Bourrat, L. Francke, E. Lopez, M. Rousseau, P. Stempé,
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