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energy storage: lignin based
electrodes with glyoxal crosslinking†

S. Chaleawlert-umponab and C. Liedel *a

Lignin is a promising material to be used in sustainable energy storage devices. It may act as an active

component due to hydroquinone motifs or as a binder in electrodes. While usually it is blended or

modified with unsustainable chemicals, we investigate crosslinking with glyoxal as a new route to obtain

more benign electrodes. For combining the advantages of high charge (lignin as an active material) and

electrode stability (lignin as a binder), we chose a two-step process in which we first form lignin–carbon

composites and subsequently crosslink lignin on the carbon. We discuss crosslinking of the material as

well as influences on charge storage. Final electrodes benefit from combined faradaic and non-faradaic

charge storage and reach a capacity of 80 mA h g�1 at a discharge rate of 0.2 A g�1.
Introduction

Lignin, being a major constituent of all rooted plant biomass
and the most abundant aromatic biopolymer on earth, is
a widely available yet currently hardly used resource (except for
combustion). Consequently, research on utilization and valori-
zation of lignin has boomed in the last few years.1,2 Depoly-
merization approaches to gain low molecular weight fuels or
functional chemicals3,4 as well as approaches for the synthesis
of higher molecular weight value-added materials from lignin,5

e.g., adhesives,6–8 or even energy storage materials have been
presented.9–12

In the latter research area, the tremendous demand for
more, better (high charge and high power), smaller (or bigger)
charge storage devices, e.g., in consumer electronics, electro-
mobility, or grid storage, has led to skyrocketing production of
batteries. This inherently results in a massive environmental
impact during mining and device fabrication also leads to eerie
amounts of hazardous waste once the devices are sorted out.13,14

Exchange of dangerous battery components with more envi-
ronmentally friendly parts would hence be advantageous.

In this regard, lignin has been presented as a benign active
component10–12 or binder9 in battery electrodes. Constituted by
a network of polyphenolic building blocks, it contains redox
active hydroquinone functionalities as well as the strength and
exibility of a polymer binder. Batteries containing lignin hence
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might be considered more eco-friendly. Still, there is room for
improvement.

On the one hand, conductive polymers, which are usually
electropolymerized in the presence of lignin to act as a mixed
active material,12,15 are neither environmentally friendly nor
cheap and additionally oen involve easy self-discharge and
poor rate capability. On the other hand, using lignin as a binder
to limit the use of uorinated polymer binders like polytetra-
uoroethylene (PTFE) or polyvinylidene uoride (PVDF) was
only successful in thin electrodes with a signicant amount of
polyethylene glycol addition to counteract decreasing mechan-
ical stability.9

For avoiding unsustainable conductive polymer additives,
we previously discussed composite electrodes of lignin and
conductive high surface area carbons, in which the latter were
derived from renewable resources.16 Good contact, necessary for
high electroactivity, can best be achieved using low molecular
weight polymers. Binding properties, however, increase in the
case of long chain or branched polymers. Indeed with rather low
molecular weight lignin in composite electrodes based on only
lignin and carbon we observed the dissolution of part of the
active material into the electrolyte during prolonged cycling
when completely omitting other binders.

The stability of lignin in more sustainable wood panel
adhesives has been improved upon crosslinking with sustain-
able crosslinkers.7,17 Especially glyoxal is a promising cross-
linking chemical for polyphenols since it is nontoxic18 and can
be obtained from renewable resources.19,20

To combine the advantages of lignin as an active battery
component with improved binding properties upon cross-
linking of lignin, we investigate glyoxal and other dialdehydes
in lignin-based, uorinated binder-free electrodes for more
sustainable batteries.
This journal is © The Royal Society of Chemistry 2017
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Experimental
Materials

Kra lignin from southern pine trees was obtained fromDomtar.
Polyvinylidene uoride (PVDF) and high surface area active
carbon AB-520 with a specic surface area of 2000 m2 g�1 were
purchased fromMTI Corporation. N-Methyl-2-pyrrolidone (NMP)
was obtained from Aldrich. Glyoxal (40 wt% aqueous solution,
Carl Roth), glutaraldehyde (50 wt% aqueous solution, Fisher
Scientic), thiophene-2,5-dicarboxaldehyde (Aldrich), tereph-
thaldehyde (Acros), and 5-hydroxymethyl-2-furfuraldehyde
(Acros) were used as received. Graphite foil as a current
collector was kindly donated by Henschke GmbH, Germany.
Preparation of modied lignin

1.35 g lignin was dissolved in 12 mL NMP and kept without stir-
ring for 18 h at elevated temperature. Subsequently, NMP was
removed under high vacuum at room temperature. The product
was washed with water, ltered, and dried in a vacuum at room
temperature. For crosslinking during heat treatment, 1.35 g lignin
was dissolved in 12 mL NMP, and then 296 mL glyoxal solution
(containing 150 mg glyoxal, 0.82 mol equivalents of total phenolic
p-hydroxyphenyl and guaiacyl groups in lignin according to NMR
evaluation) was added. The solution was mixed well and kept for
18 h at elevated temperature. To precipitate the modied lignin,
CHCl3 was added to the solution. The product was subsequently
ltered, washed with CHCl3, and dried under vacuum overnight.
Preparation of lignin composite electrodes

30 mg high surface area active carbon in 250 mL NMP was mixed
with either (a) 30mg of the above describedmodied lignin or (b)
30 mg untreated lignin or (c) (30 � X) mg untreated lignin and
Xmg of glyoxal, glutaraldehyde, thiophene-2,5-dicarboxaldehyde,
terephthaldehyde, 5-hydroxymethyl-2-furfuraldehyde, or PVDF. X
was chosen so that it represented either 5% or 10% of the dry
mass. The materials were thoroughly mixed with a mortar and
pestle. The current collector with a geometric surface area of 1.5
cm2 was coated with this slurry, and the composite lms were
annealed and dried at (a) room temperature or (b and c) various
different temperatures for 18 h in a vacuum.
Characterization

Analysis of the hydroxyl content of lignin was performed by 31P
NMR aer phosphitylation21,22 following procedures described
elsewhere. In short, lignin or treated lignin samples (30 mg)
were dried under vacuum at 40 �C overnight and subsequently
dissolved in 100 mL N,N-dimethylformamide (DMF). A 1 : 1 (v/v)
DMF/pyridine solution (100 mL) containing cyclohexanol as an
internal standard (11 mmol) and chromium(III) acetylacetonate
(1.4 mmol) as a relaxing agent was slowly added. Aer mixing,
phosphitylation agent 2-chloro-4,4,5,5-tetramethyl-1,3,2-
dioxaphospholane (50 mL) and CDCl3 (550 mL) were added to
themixture. NMR spectra were recorded on an Agilent 400MHz.
This journal is © The Royal Society of Chemistry 2017
Fourier transform infrared (FT-IR) spectra were taken on
a Nicolet iS 5 FT-IR spectrometer. Samples were measured in the
solid state using a Single Reection Diamond ATR.

Size exclusion chromatography (SEC) of lignin and modied
lignin was performed in NMP (Fluka, GC grade) with 0.5 g L�1

LiBr at 70 �C using a column system with a PSS-GRAM 7m
VS+100+1000 column and a Shodex RI-71 detector using PS
calibration standards from PSS.

Thermogravimetric analysis was carried out on a Netzsch TG
209 F1 Libra under a nitrogen atmosphere with a heating rate of
10 K min�1.

Nitrogen adsorption measurements were performed using
a Quantachrome Quadrasorb SI porosimeter with N2 at 77 K. The
composite samples were prepared the same as during electrode
fabrication, but the slurry was coated onto an aluminum sheet.
Aer being annealed, the sample was scratched off, collected and
degassed for 20 h at 30 �C under vacuum. The apparent surface
area was calculated by applying the Brunauer–Emmett–Teller
(BET) model to the isotherm data points of the adsorption
branch in the relative pressure range p/p0 < 0.3. Information on
pore properties was obtained using the DFT model.

Electrochemical behavior was determined by cyclic voltam-
metry (CV) and galvanostatic charge/discharge measurements
using BioLogic MPG2 potentiostats with a conventional three-
electrode system. The prepared lignin composite on graphite
was used as a working electrode, Ag/AgCl (KClsat) as a reference
electrode, Pt wire as a counter electrode, and an aqueous solu-
tion of 1 M HClO4 as the electrolyte. This comparably high
concentration is necessary to facilitate proton mobility in lignin
during oxidation/reduction.16 CV measurements were per-
formed at 5 mV s�1. Galvanostatic charge/discharge measure-
ments were carried out between 0.0 V–0.8 V at various specic
current densities.

The capacity (mA h g�1) was derived from

Capacity ¼
ð
IdE=n� 1=2mDE

where I is the current (A), E is the voltage (V), m is the mass of
the electrode (g), DE is the voltage range (V) and n is the scan
rate (V s�1). Integration is carried out over the whole CV cycle
using the absolute value of the current.

The capacity (mA h g�1) of battery-like electrodes (non-linear
galvanostatic curve) as derived from the galvanostatic charge/
discharge curve is calculated by23

Capacity ¼ It/(3.6m)

where t is the charge or discharge duration (s).
A symmetrical cell conguration was investigated in Swage-

lok cells. Here, the lignin composite was prepared as 10 mm
diameter graphite sheet supported disk shaped electrodes. An
aqueous electrolyte-soaked separator (Whatman glass micro-
ber lter) was sandwiched between two electrodes. The
specic capacitance in a two-electrode conguration was esti-
mated by:

Capacitance ¼ 2I/[DV/Dtm]
J. Mater. Chem. A, 2017, 5, 24344–24352 | 24345
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where I is the applied current, DV/Dt is the slope of the
discharge curve, and m is the average mass of two electrodes.11

For calculation of error bars, three measurements each were
averaged.
Results and discussion

Aer electrode formation by spreading a slurry of active and
inactive components onto the current collector, lms are usually
heated in order to remove the solvent. Investigations whether this
affects the material are usually not performed. Hence, we rst
investigate the inuence of heating lignin in solution for 18 h at
60 �C, 80 �C, or 100 �C with the same concentration as applied in
the electrode slurry (see below), but without the addition of other
active or inactive compounds. Fig. 1a–d show solutions of 1 mg
mL�1 in different solvents. The initial lignin is soluble in NMP,
dimethyl sulfoxide (DMSO), dimethylformamide (DMF), and
tetrahydrofuran (THF), and partly soluble in acetonitrile (ACN),
ethanol, and chloroform (cf. Fig. 1a). Aer heat treatment at
60 �C, 80 �C, or 100 �C (Fig. 1b–d, respectively), the solubility is
similar but slightly decreased in THF and ethanol. This is an
initial indication of the occurrence of some minor condensation
or crosslinking.

For a more quantitative evaluation, we performed SEC
studies of the heat treated material in NMP. Fig. 1e summarizes
the results (GPC traces in Fig. ESI-1a†). The molecular weight of
Fig. 1 (a–d) Photographs of solutions (1 mgmL�1) of the original lignin
(a) or of lignin which was treated at elevated temperatures of 60 �C (b),
80 �C (c), or 100 �C (d) for 18 h (from left to right: solution in DMSO,
NMP, DMF, ACN, ethanol, chloroform, and THF). (e) Molecular weight
as determined by SEC in NMP of these modified lignins.

24346 | J. Mater. Chem. A, 2017, 5, 24344–24352
lignin (Mw) aer 18 h at elevated temperatures of 60 �C and
80 �C slightly increases compared to that of the original mate-
rial without heat treatment (while Mn stays rather unchanged).
This increase of the molecular weight is more pronounced aer
heat treatment at 80 �C compared to heat treatment at 60 �C.
Further increasing the temperature to 100 �C has the opposite
effect: the molecular weight of such samples is lower than in the
original material or in samples that were heated to 60 �C or
80 �C. We attribute this to heat induced crosslinking of reactive
remaining groups within the material at moderate temperature
and some decomposition at elevated temperature. Indeed, TGA
experiments in which we measure the weight of the sample
while keeping it at elevated temperature show that samples at
100 �C continuously lose weight within the whole 18 h heating
period. This cannot simply be attributed to the loss of water
which is observed within the rst fewminutes (Fig. ESI-2†). This
indicates that heating lignin actually leads to modications in
the structure and should not be neglected. We will discuss the
changes in more detail below.

By treating lignin with glyoxal as dialdehyde, crosslinking of
the material can be performed.17 Consequently, heat treated
samples in the presence of glyoxal at 60 �C or 80 �C are only
partly soluble (Fig. 2a–d). In contrast, heat treatment at 100 �C
in the presence of glyoxal leads to better solubility again (similar
to neat lignin, only lower solubility in THF).

Since decreasing the solubility is what we intend by glyoxal
treatment (if the electrode material is not soluble, binders can be
omitted), treatment at 60 �C or 80 �C may be benecial for
electrode materials. Unfortunately, limited solubility however
decreases the informative value of SEC measurements. Because
of limited solubility in any solvent, only the soluble fraction will
contribute to the evaluation of molecular weight by SEC, and the
actual molecular weight is probably signicantly higher. Still, as
seen in Fig. 2e (GPC traces in Fig. ESI-1b†), even the molecular
weight of only this soluble fraction inNMP signicantly increases
aer treatment at 60 �C and – even more – aer treatment at
80 �C. Further increasing the temperature to 100 �C leads to
decreasing molecular weight, probably due to thermally induced
decomposition reactions as described above and in agreement
with solubility studies (Fig. 2d). We note that manifold reactions
may be induced by glyoxal addition including depolymerization,
cleavage of lignin units, condensation with glyoxal, and poly-
merization,24 leading to a generally broader dispersity of the
lignin polymer. Additionally, the high molecular weight fraction
is underrepresented since glyoxalated lignin at 60 �C or 80 �C is
only partly soluble in NMP. Still, even in the soluble fraction aer
treatment at 60 �C and 80 �C, bothMn andMw are higher than in
the untreated lignin, with Mw aer treatment at 80 �C almost
twice as high as in the untreated lignin.

The fact that lignin aer glyoxalation is only partly soluble
supports the assumption of successful crosslinking at 60 �C or
80 �C. This becomes even more clear when treating lignin with
two or four times as much glyoxal: the material becomes almost
completely insoluble in any solvent (cf. Fig. ESI-3a and b†),
making SEC analysis of the small remaining soluble fraction even
more prone to errors. Still, in the soluble fraction, the molecular
weight increases by a factor of about three (Fig. ESI-3c and d†).
This journal is © The Royal Society of Chemistry 2017
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Fig. 2 (a–d) Photographs of solutions (1 mgmL�1) of the original lignin
(a) or of lignin which was treated with glyoxal at elevated temperatures
of 60 �C (b), 80 �C (c), or 100 �C (d) for 18 h (from left to right: solution
in DMSO, NMP, DMF, ACN, ethanol, chloroform, and THF). (e)
Molecular weight as determined by SEC in NMP of these modified
lignins.

Fig. 3 (a) FT-IR spectra of different lignin samples (untreated and heat
treated at 60 �C in the absence and presence of glyoxal). (b) Amount of
different hydroxyl groups depending on the temperature of heat
treatment (both with and without the presence of glyoxal).
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We investigate changes in the heat treated samples in the
presence and absence of glyoxal by FT-IR spectroscopy (Fig. 3a).
Most prominently, heat treatment both with and without
glyoxal leads to emerging of a strong peak around 1655 cm�1

and an increase of the intensity of the peak around 1140 cm�1.
Peaks in this region might derive from quinones25 or C]O
stretching vibrations conjugated to an aromatic ring
(1655 cm�1)26,27 and the characteristic aromatic C–H in-plane
deformations in lignin (1140 cm�1),26,27 respectively. In the
sample which contains glyoxal, most prominently the intensity
of the peak around 1080 cm�1 additionally increases compared
to both the untreated lignin and the lignin which was heat
treated in the absence of glyoxal. This region corresponds to the
out-of-plane stretching of phenols or C–O deformation of
secondary alcohols and aliphatic ethers.26,27 This suggests that
heat treatment in an air atmosphere leads to partial oxidation of
the phenolic groups, independent of the presence of glyoxal.
The presence of the latter during heating leads to introduction
of more OH containing aliphatic side chains (also indicated by
the increased intensity of the broad OH stretching vibration
around 3400 cm�1 and the peak corresponding to stretching
vibrations in aliphatic CH2 and CH3-groups around 2900 cm�1)
and etherication of alcohols. Overall this further proves
successful glyoxalation under the chosen conditions.

Using 31P NMR aer phosphitylation, we evaluate the
amount and kind of hydroxyl groups in the different heat
This journal is © The Royal Society of Chemistry 2017
treated samples. The spectra are included in Fig. ESI-4,† and the
results are summarized in Fig. 3b. In samples without glyoxal,
heat treatment leads to a slight increase of aliphatic hydroxyl
groups at 60 �C with decreasing amount at higher temperature.
The number of phenolic OH groups rst decreases and then
remains approximately constant. We attribute the decreasing
number of hydroxyl groups to some thermally induced
condensation reactions.

Samples which contain glyoxal behave differently during
heat treatment. Although also here condensation reactions
might be responsible for the decreasing amount of hydroxyl
groups, especially at high temperature, aliphatic OH content
aer treatment at 60 �C is signicantly higher. This shows the
incorporation of glyoxal into the lignin; at higher temperature,
the OH content then decreases due to crosslinking. The rela-
tively constant phenolic OH content in the absence of glyoxal
indicates that crosslinking in the presence of glyoxal mainly
proceeds through phenolic OH groups. Additionally, cross-
linking may proceed through the aromatic rings at the free 5-
position in phenolic building blocks (ortho position to phenolic
OH groups).7 We note that heat treatment was performed in
NMP as a solvent, which should inhibit acetal formation with
glyoxal due to the alkaline solvent character.28

We fabricated electrodes from this crosslinked lignin-based
material and high surface area active carbon and investigated
charge storage by cyclic voltammetry. Comparing the CV scans
of electrodes without and with lignin, we see a rectangular
J. Mater. Chem. A, 2017, 5, 24344–24352 | 24347
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Fig. 5 Capacity of glyoxalated lignin based electrodes (with high
surface area active carbon) in dependence of the temperature at
which lignin was treated with glyoxal. (a) Lignin was heat treated in the
presence of glyoxal before electrode slurry formation with high
surface area active carbon at the respective temperature. (b) A slurry of
lignin, glyoxal, and high surface area active carbon was annealed at the
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capacitive area in both (Fig. 4 black and red, respectively). In
samples with lignin, it is less intense. Redox peaks at a distinct
voltage add to this capacitive background charge. Integration of
only the peak area or the rectangular background hence allows
us to roughly estimate contributions from faradaic and non-
faradaic processes (from redox reactions in lignin and double
layer charge storage on carbon, respectively) as described
previously.16 Even though this is an estimation, the results show
a solid trend by averaging at least three samples each and
calculating the standard deviation. We note that more quanti-
tative assignment of faradaic and non-faradaic charge storage
as presented by Dunn and co-workers29 has been successfully
used in lignin/PEDOT samples30 but is difficult with insulating
materials like unmodied lignin.

From cyclic voltammetry of high surface area active carbon
samples (black curve in Fig. 4) we calculate a capacity of (49� 1)
m Ah g�1. This is signicantly higher than the non-faradaic part
(estimated from the rectangular background in CV measure-
ments) of samples in which glyoxalated lignin was composited
with carbon (Fig. 5a, gray bars). Nitrogen sorption measure-
ments of such electrodes indeed indicate decreased porosity
(Fig. ESI-5†). We note though that electrode fabrication
required processing in NMP, which will not evaporate from
small pores during N2 sorption experiments. Consequently, the
apparent surface area of all samples is drastically decreased
once the material is processed in NMP as observable when
comparing the apparent surface area by BET analysis of neat
carbon without and with NMP processing. The resulting surface
area hence may only be used to show a trend, and the actual
surface area is most likely signicantly higher.

Within the range of error, crosslinked samples at 60 �C or
80 �C show the same charge storage behavior, as depicted in
Fig. 5a (representative CV scans in Fig. ESI-6a†). The capacity is
higher than in electrodes where neat lignin, glyoxal, and high
Fig. 4 Cyclic voltammetry scans of glyoxalated lignin based elec-
trodes (with high surface area active carbon) (red, blue) and compa-
rable samples of high surface area active carbon (black). Before
measurements, the carbon sample was heat-treated at 60 �C for 18 h
(black). Red: lignin was glyoxalated in solution at 60 �C for 18 h before
electrode slurry formation; blue: a slurry of lignin, glyoxal, and high
surface area active carbon was annealed at 60 �C for 18 h.

respective temperature. The data for room temperature (RT) are the
same since no heat was applied neither before slurry formation nor to
the electrodes during drying before testing.

24348 | J. Mater. Chem. A, 2017, 5, 24344–24352
surface area active carbon were not heat treated (also no heating
during electrode drying) and also higher than in electrodes
where lignin was crosslinked at 100 �C before electrode
formation. Regardless of these differences, non-faradaic charge
storage on high surface area active carbon is the same in all
samples (within the range of error) and lower than in samples
without glyoxalated lignin, and only faradaic charge storage by
lignin redox reactions differs.

Considering the different quantities of phenolic OH groups,
equal faradaic charge storage in samples which were cross-
linked at 60 �C or 80 �C is surprising at rst since redox reac-
tions in lignin rely on the hydroquinone/quinone redox couple.
However, since lignin is non-conducting, the inner part of
lignin particles probably does not contribute to charge storage
at all (Scheme 1a). Only redox reactions at the lignin/electrolyte
interface with the conductive additive in the vicinity are rele-
vant, and crosslinking probably mainly changes the inner
structure of lignin particles, distant from the interface with the
This journal is © The Royal Society of Chemistry 2017
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Scheme 1 Schematic drawing showing how the different order of processing steps may influence the capacity of the system. (a) Lignin is
glyoxalated in solution, and afterwards electrodes are formed with high surface area active carbon. Charge transfer is limited. (b) Electrodes from
the components are formed, and afterwards lignin is crosslinked by glyoxal. Charge transfer is facilitated.
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electrolyte or carbon additive. Hence, any crosslinking in solu-
tion and formation of higher molecular weight lignin may not
be benecial for charge storage at all.

The assumption that crosslinking lignin might help to
increase the stability by decreasing the solubility in the elec-
trolyte still holds true. However, a different crosslinking
approach might be benecial. We hence intended to rst
establish a good interaction between lignin and high surface
area active carbon and subsequently crosslink lignin on the
carbon surface. For this approach (Scheme 1b), we prepared
slurries of lignin, carbon, and glyoxal, and prepared electrodes
from this slurry and dried/annealed them in a vacuum at
elevated temperatures of 60 �C, 80 �C, or 100 �C for 18 h, just
like with the experiments in solution. The ratio of glyox-
al : lignin was also the same as in the above described experi-
ments. Fig. 4 (blue) shows a representative CV scan of the
sample which was annealed at 60 �C. More CV scans are
summarized in Fig. ESI-6b.† Fig. 5b shows the total charge in
these samples as well as capacity contributions from faradaic
and non-faradaic reactions as determined from these cyclic
voltammetry measurements. We gravimetrically conrmed that
glyoxal did not evaporate during annealing in a vacuum at
elevated temperature (see ESI†).

For electrodes which were crosslinked during annealing at
60 �C or 80 �C, both the faradaic and non-faradaic contributions
to charge storage are higher compared to electrodes with
previously crosslinked lignin at the same temperature. Non-
faradaic charge storage is similar to that of samples without
lignin (Fig. 4, black). The higher faradaic contribution to charge
storage compared to samples with previously crosslinked lignin
may be explained by the thickness of lignin on carbon and the
electron transfer: if lignin covers the surface of the high surface
area carbon additive, stability of this lm is important to
facilitate charge transport. Redox reactions in the
hydroquinone/quinone redox couple in lignin are only efficient
if generated charges can be transported, which is realized by
good contact between lignin and carbon. Assuming a density of
This journal is © The Royal Society of Chemistry 2017
1.3 g cm�3 for kra lignin,31 perfect wetting of the carbon
surface would result in a thickness of 0.35 nm lignin on carbon.
This is signicantly smaller than the size of any macromolecule
which means that in any case the lignin thickness on carbon is
determined by the molecular weight of lignin, while some part
of the carbon surface remains uncovered. Previously cross-
linked lignin (before slurry formation) has a higher molecular
weight (as described above), leading to a decreased contact area
between lignin and carbon and consequently worse charge
transfer and lower faradaic charge storage. This is illustrated in
Scheme 1.

The higher non-faradaic charge storage of lms which were
crosslinked during annealing compared to lms in which
previously crosslinked lignin was usedmay be explained by pore
blocking in the latter samples by larger, insoluble lignin parti-
cles as also discussed for nitrogen sorption experiments above.
Nitrogen sorption of samples in which lignin was crosslinked
on the lm (cf. Fig. ESI-5†) still indicates decreased porosity,
however far less decreased than in samples in which lignin was
crosslinked in solution. Pore blocking is decreased if lignin is
crosslinked on the lm. This is in agreement with similar non-
faradaic charge storage compared to samples without lignin.
We note that the same restrictions regarding the information
value of BET isotherms aer NMP processing of the electrode
slurry apply as discussed above.

With increasing the temperature of the annealing process,
the capacity decreases (both faradaic and non-faradaic contri-
butions). We attribute this behavior, at least in part, to the
decreasing number of phenolic OH groups in samples which
were heat treated at a higher temperature as well as increased
particle size leading to blocked pores and rigid structures.

Although the capacity is lower, crosslinking by glyoxal (and
hence the stability) is better in samples that were annealed at
80 �C compared to samples which were annealed at 60 �C. To
benet from both, we investigated also an annealing protocol in
which we added a short 2 h annealing step at 80 �C aer 18 h at
60 �C. This increased not only the molecular weight when
J. Mater. Chem. A, 2017, 5, 24344–24352 | 24349
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performed in solution (soluble part: Mn ¼ 4410 g mol�1, Mw ¼
7700 g mol�1 aer an additional short heat treatment at 80 �C
aer heat treatment at 60 �C) but also the capacity when per-
formed aer electrode formation (see Fig. ESI-7†).

Next, we compare the capacity of such electrodes with those
of corresponding samples in which glyoxal is completely
omitted (neat lignin and carbon) and with those of samples that
incorporate PVDF as a standard binder instead of glyoxal (lignin
and carbon and PVDF). All of themwere treated the same (either
dried/annealed solely at 60 �C for 18 h or additionally annealed
at 80 �C for 2 h). Furthermore, the amount of glyoxal crosslinker
or PVDF binder was varied. Fig. 6 summarizes the resulting
capacity. Films without the crosslinker or binder were less
stable in prolonged cycling experiments but nevertheless could
be investigated. Still, for long term experiments addition of the
binder or crosslinker is necessary.

In all samples, a short annealing step at 80 �C aer anneal-
ing at 60 �C leads to similar or increased capacity. Addition of
5% or 10% PVDF reduces the specic capacity especially from
the faradaic charge storage mechanism. This makes sense since
the amount of carbon was kept constant and only some of the
active component lignin was replaced by the inactive compo-
nent PVDF. In contrast, crosslinking with 5% glyoxal leads to
increased capacity as discussed above (now also compared to
annealed lignin based electrodes without glyoxal). Crosslinking
with 10% glyoxal has the opposite effect and decreases the
capacity. A possible explanation might be the loss of too many
redox active phenolic OH groups upon reaction with glyoxal,
pore blocking by rigid highly crosslinked lignin, or insufficient
exibility of the material.

We compared the faradaic capacity of the best sample with the
glyoxal crosslinker and the best sample with the PVDF binder
from Fig. 6 to the theoretical value. Samples with 1 mmol
Fig. 6 Capacity of lignin based electrodes (with high surface area
active carbon) in dependence of the annealing conditions of the
electrodes and of the electrode composition. Lignin and high surface
area active carbonwere blendedwithout any additive or with PVDF (5%
or 10% of the total electrode dry weight) or with glyoxal (5% or 10% of
the total electrode dry mass) before annealing. (A) Annealing at 60 �C
for 18 h; (B) additional annealing at 80 �C for 2 h.

24350 | J. Mater. Chem. A, 2017, 5, 24344–24352
(combined number of guaiacyl and syringyl units, G + S) per gram
lignin would have a theoretical capacity of 53 mA h g�1.32 Lignin
which was heated under the conditions used in Fig. 6 comprises,
according to 31P NMR, 3.05mmol g�1 and 1.79mmol g�1 of G + S
for heating in the absence and presence of glyoxal, respectively.
Since in the electrodes there is also carbon (and PVDF in the
sample without glyoxal), this results in a theoretical faradaic
capacity of 72.8 mA h g�1 and 47.4 mA h g�1 for electrodes with
the PVDF binder and glyoxal crosslinker, respectively. The fara-
daic contribution to the capacity is hence 23% and 56% of the
theoretical value for samples with the PVDF binder and glyoxal
crosslinker, respectively. In particular in the case of glyoxalated
lignin electrodes, this is a very good proportion since 56% effi-
ciency means that more than every second functional group
contributes to charge storage. Given that some of the crosslinked
lignin blocks pores as discussed above and also electrons cannot
be conducted within the lignin, this demonstrates that the
distribution of lignin on carbon is really good.

To investigate the versatility of dialdehyde crosslinking, we
further expanded the comparison using samples in which instead
of glyoxal glutaraldehyde, thiophene-2,5-dicarboxaldehyde, ter-
ephthaldehyde, or 5-hydroxymethyl-2-furfuraldehyde was added to
the electrode slurry before annealing. For comparability, we kept
the amounts of lignin, carbon, and crosslinker constant and solely
varied the kind of dialdehyde in the electrode slurry. Fig. 7 shows
the resulting capacity. We included the results of samples with 5%
glyoxal for comparison.

Faradaic contribution to the total capacity inmost samples is
similar to that of electrodes without any crosslinker (cf. Fig. 6). It
is higher in the case of glyoxal and lower in the case of
thiophene-2,5-dicarboxaldehyde. Glyoxal as a crosslinker is not
only more sustainable compared to other dialdehydes but also
results in the highest capacity.
Fig. 7 Capacity of lignin based electrodes (with high surface area
active carbon and a crosslinker) in dependence of the annealing
conditions of the electrodes and of the electrode composition. Lignin
and high surface area active carbon were blended with glyoxal,
glutaraldehyde (GA), thiophene-2,5-dicarboxaldehyde (ThA), tereph-
thaldehyde (TA), or 5-hydroxymethyl-2-furfuraldehyde (FA) (5% of the
total electrode dry mass) before annealing. (A) Annealing at 60 �C for
18 h; (B) additional annealing at 80 �C for 2 h.

This journal is © The Royal Society of Chemistry 2017
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Finally, we tested the rate performance and cycling stability
of glyoxalated lignin electrodes by galvanostatic charge–
discharge measurements. Fig. 8a shows charge–discharge
curves at different current densities. The rate performance is
summarized in Fig. 8b, and the cycling stability for 100 cycles is
depicted in Fig. 8c. Corresponding measurements for samples
in which lignin was crosslinked during heat treatment before
electrode formation in the solution are summarized in Fig. ESI-
8†.

At a low discharge rate of 0.2 A g�1, a stable capacity of
approx. 80 mA h g�1 is reached. Nonlinear potential as a func-
tion of capacity indicates inuences of battery-like charge
Fig. 8 Electrochemical behavior of glyoxalated lignin based elec-
trodes, which were annealed at 60 �C for 18 h and at 80 �C for 2 h. (a)
Galvanostatic charge–discharge measurements and (b) rate perfor-
mance at different current densities as denoted in the figures. (c)
Cycling stability at a current density of 0.2 A g�1.

This journal is © The Royal Society of Chemistry 2017
storage together with capacitive charge storage as also
concluded from cyclic voltammetry (see above). At a high
discharge rate of 5 A g�1, still 40 mA h g�1 can be stored. When
cycling the system for 100 cycles, the capacity remains constant
(Fig. 8). This underlines the stability of electrodes which were
crosslinked with glyoxal aer blending lignin and carbon.
When comparing them with electrodes of the same composi-
tion but in which lignin was crosslinked before electrode
formation (Fig. ESI-8†), the increased performance of glyoxa-
lated lignin on carbon aer electrode formation becomes
obvious. Although the capacity also in previously glyoxalated
lignin (before electrode formation) is rather stable over 100
cycles, it is only approximately half as high as in the above
described measurements. As discussed above, we attribute this
to the formation of bigger crosslinked lignin particles, insuffi-
cient contact with the carbon additive, and partial pore blocking
by large, rigid, lignin particles.

In a symmetrical two-electrode cell conguration, no redox
reactions occur during charging or discharging as seen from the
rectangular shape of CV curves (Fig. ESI-9a†). Here, electrodes
with glyoxalated lignin during annealing of the electrodes (in
combination with high surface area active carbon) were used (cf.
Fig. 8). Electrodes exhibit a reasonable specic capacitance of
95 F g�1 at a current density of 1 A g�1 as determined from
galvanostatic charge–discharge measurements (Fig. ESI-9b†).
The large area of the rectangular CV measurement conclusively
demonstrates that still high capacitive charge storage occurs,
even though lignin covers the carbon and the apparent surface
area from N2 sorption measurements is low (as discussed
above). The measurement hence demonstrates the large non-
faradaic contribution to the overall capacity.

The combination of faradaic and non-faradaic charge
storage is promising for sustainable electrodes. By using
carbon, available from renewable resources,33 not only as
a conductive additive but also as a high surface area support for
a thin layer of redox active polymer, we combine both charge
storage mechanisms and achieve capacities in a range which is
barely accessible by unprocessed lignin. Although optimization
of the lignin structure by articially constructing it from mono-
lignols34 or incorporation of more functional units21 also leads
to higher capacities, our approach makes use of the as-received
lignin and benets from the interaction with high surface area
active carbon. By this, a more environmentally benign route
may be accessible.

Conclusions

To increase the stability and performance of biopolymer based
electrodes, crosslinking using a sustainable crosslinker has
been introduced. We treated lignin with glyoxal at elevated
temperature, leading to a higher molecular weight material with
decreased solubility. In combination with high surface area
active carbon, we fabricated electrodes featuring combined
faradaic and non-faradaic charge storage and hence a combi-
nation of battery-like and capacitor-like behavior.

Polymer binders can be omitted as crosslinked lignin holds
the electrode together by itself. Being built from lignin, carbon,
J. Mater. Chem. A, 2017, 5, 24344–24352 | 24351

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7ta07686j


Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

2 
N

ov
em

be
r 

20
17

. D
ow

nl
oa

de
d 

on
 1

1/
27

/2
02

5 
10

:2
5:

48
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
and glyoxal, the electrodes are free from uorinated or expen-
sive or toxic components. However, the order of electrode
preparation matters: the capacity of the resulting electrodes is
highest if crosslinking is performed aer establishing a good
contact between lignin and carbon.

Our composite electrodes combine the properties of the
redox active compound and binder in one component. In
contrast to research on polymer electrodes in which conducting
polymers are in situ synthesized on the electrode and also
combine both functionalities, we use cheap, safe, and sustain-
able materials and hence contribute to greener energy storage
devices.
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2006, 65, 65–70.
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