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lline structure of W18O49

nanowires induced by X-ray irradiation and its
effects on field emission

Junqing Wu, ab Bo Wang,c Futing Yi,c Shaozhi Deng,a Ningsheng Xua

and Jun Chen*a

W18O49 nanowires were synthesized by thermal evaporation, and the effects of X-ray irradiation on their

crystalline structure, chemical composition, and field emission properties were systematically

investigated. High-energy X-ray irradiation created nanoprotrusions on the surface of W18O49 nanowires

and introduced crystalline slipping in the lattice. X-ray photoelectron spectroscopy results showed that

the content of lattice oxygen increased and nitrogen was incorporated into the W18O49 nanowires after

X-ray irradiation. Nevertheless, a stable and high current emission still could be obtained from

the W18O49 nanowires after X-ray irradiation, with a slight increase in the threshold field from 6.4 to

7.9 MV m�1. The mechanism of the change in crystalline structure, chemical composition, and field

emission performance of W18O49 nanowires induced by X-ray irradiation is discussed.
1. Introduction

Field emission cold cathodes have the advantages of sponta-
neous start-up, low-power consumption and long lifetime. They
have wide application in eld emission displays, microwave and
radio-frequency tubes, scientic instruments and space electric
propulsion, etc.1 Because their high aspect ratio is benecial to
eld electron emission, carbon nanotubes have been widely
studied for cold cathode application since their discovery.
Excellent eld emission properties have been reported and the
eld emission displays using carbon nanotubes have been
demonstrated.2,3 At the same time, much attention has also
been paid to other one-dimensional nanomaterials, such as
ZnO nanowires, SnO2 nanowhiskers, CuO nanowires, GaN
nanowires, W18O49 nanowires, etc.4–8

Tungsten oxide is an n-type semiconductor material with
promising physical and chemical properties and has been
widely studied because of its potential application as gas
sensors, photo-catalysts, information displays, photovoltaic
conversion, and others.9–13 Tungsten oxide with nanoscale
dimensions will display enhanced properties and can further
widen its practical application range. Therefore, quasi-one-
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dimensional tungsten oxide nanomaterials have been
prepared recently by various methods.14–18 Because of the high
aspect ratio of its nanostructure and good electrical properties,
the eld emission properties of tungsten oxide nanomaterials
have attracted much attention. Excellent eld emission perfor-
mance, including low turn-on eld, high current density, good
stability, and high uniformity, has been reported for various
one-dimensional tungsten oxide nanomaterials.19–29 For
example, in 2003, Li et al. reported that W18O49 nanotubes and
nanowires can be prepared by heating tungsten foil under
vacuum conditions and investigated their eld emission prop-
erties; the turn-on eld was only 2.6 MV m�1.19 Zhou et al. used
two thermal evaporation processes to grow W18O49 nanotips;
stable eld emission with uctuation of 2.0% at an emission
current of 1200 mA over 13 hours and a low turn-on eld of
2.0 MV m�1 were obtained.20,21 Single-crystalline WO3 nano-
wires on carbon paper substrates are excellent eld emitters: an
ultralow turn-on eld of 1.8 MV m�1 and threshold eld of
3.3 MV m�1 have been shown, and the eld emission current
density reached up to 40 mA cm�2.22 On the other hand,
improvements in the eld mission performance of tungsten
oxide nanomaterials have also been studied, such as tuning the
ratio of WO2 and WO2.9,24 electric treatment,25 and plasma
treatment.26 The effect of environment temperature27,28 and
atomic oxygen exposure29 on the eld emission properties of
tungsten oxide nanowires have also been reported in attempts to
determine the emissionmechanism ofmetal oxide eld emitters.

These results show that tungsten oxide nanomaterial is
a promising material for application as a eld emitter. In some
applications, eld emitters can be exposed to harsh environ-
ments. For example, there is a possible high ux of high energy
This journal is © The Royal Society of Chemistry 2018
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X-ray irradiation in space. Determining how the high-energy X-
ray irradiation affects the crystalline structure and eld electron
emission properties of tungsten oxide nanomaterials is an
important issue for practical application. However, there has
been little research on this important issue,30–32 which still
remains an open question. In this paper, W18O49 nanowires
were prepared by thermal evaporation and then irradiated by
high-energy X-rays. We focused on the effects of X-ray irradia-
tion on the crystalline structure, chemical composition, and
eld emission properties of W18O49 nanowires to evaluate its
radiation resistance as a eld emitter. The corresponding
mechanism is also discussed.
2. Experimental

Large-scale, high-density, and vertically aligned W18O49 nano-
wires were grown on n-type silicon substrates (electrical resis-
tivity: 0.1 U cm) by thermal evaporation of tungsten powder
(China Nonferrous Metal Co., purity: 99.5%).26 The X-ray irra-
diation was carried out using synchrotron radiation at the Bei-
jing Synchrotron Radiation Facility (BSRF). The beam is
composed of X-rays with energy in the range of 3–16 keV, and
the ux is�1012 phs (cm2 s)�1. The three irradiation times used
in this study were 5 min, 15 min, and 60 min, and the corre-
sponding irradiation doses were 3 � 1014, 9 � 1014, and 3.6 �
1015 phs cm�2, respectively. During irradiation, the samples
were positioned in a vacuum chamber with a pressure of 5 Pa.

A scanning electron microscope (SEM, Zeiss Supra 55) was
used to observe the morphology of W18O49 nanowires. A trans-
mission electron microscope (TEM, JEM-2010HR) and X-ray
diffraction (XRD, D-MAX 2200 VPC) were used to characterize
Fig. 1 SEM images of as-grown W18O49 nanowires: (a) (b) top view, (c)

This journal is © The Royal Society of Chemistry 2018
the crystalline structure of W18O49 nanowires. The composition
of W18O49 nanowires was analyzed by X-ray photoelectron
spectroscopy (XPS, ESCALAB 250) and energy-dispersive X-ray
spectroscopy (EDS). Field emission measurements were
carried out in an ultra-high vacuum chamber with a base
pressure of �1 � 10�6 Pa using an anode probe technique. The
diameter of the probe was 5 mm. The distance between the
anode and the cathode was 300 mm.
3. Results and discussion
A. Characterization of W18O49 nanowires before and aer X-
ray irradiation

Fig. 1(a–c) shows typical SEM images of W18O49 nanowires with
top-view and cross-section views. The W18O49 nanomaterial was
in the form of nanowires. High-density W18O49 nanowires were
vertically aligned on n-type silicon substrates. The diameter and
height of W18O49 nanowires were approximately 20–50 nm and
4–6 mm, respectively. Fig. 1(d) shows EDS spectrum of W18O49

nanowires. Four elements (O, W, C, and Si) were found in the as-
prepared samples, and the atomic ratio is shown in the inset.
The Si signal is from the silicon substrate, and the C signal is
due to surface-adsorbed carbon. The EDS results showed that
the composition of the nanowires was tungsten oxide. Fig. 1(e)
shows the XRD pattern of the tungsten oxide nanowires. Two
obvious peaks at 23.54� and 48.10� were observed, which can be
indexed to lattice planes (010) and (020) of the monoclinic
W18O49 phase (JCPDS card no. 36-101), respectively. Thus, it can
be concluded that the prepared nanowires were made of pure
W18O49 with a monoclinic structure and their alignment was
very good, which is consistent with the SEM results.
cross-section view, (d) EDS spectrum, and (e) XRD pattern.

RSC Adv., 2018, 8, 752–760 | 753
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Fig. 2 XRD patterns of as-grown and irradiated W18O49 nanowires. The inset shows corresponding SEM images.
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Fig. 2 shows the XRD pattern of as-grown and irradiated
W18O49 nanowires. The XRD pattern of irradiated W18O49

nanowires was almost the same as that of the as-grown W18O49

nanowires, which indicated that chemical structure of W18O49

nanowires remained unchanged aer X-ray irradiation. The
morphology of W18O49 nanowires before and aer X-ray irra-
diation was also characterized, and the results are shown in the
inset of Fig. 2. No change was found in the morphology of
W18O49 nanowires aer X-ray irradiation.

Fig. 3 shows typical TEM images of as-grown and irradiated
W18O49 nanowires. Two obvious changes in crystalline structure
were found aer X-ray irradiation. First, the surface of the as-
grown W18O49 nanowires was relatively smooth, and no
obvious amorphous layer was found (Fig. 3(a)). For irradiated
W18O49 nanowires, the surface of the nanowire was covered by
an amorphous layer. The surface became much rougher and
nanoscale protuberances could be observed, as shown by the
black arrow in Fig. 3(c). The roughening and non-crystallization
of the W18O49 nanowire surface aer X-ray irradiation was
attributed to surface atom migration or evaporation at elevated
temperatures caused by high-dose X-ray irradiation.

Second, the lattice atoms of the as-grown W18O49 nanowires
were in alignment (Fig. 3(b)). The distance between adjacent
crystalline planes along the growth direction was 0.378 nm,
which was indexed to be the (010) plane of the monoclinic
W18O49 phase. The inset in Fig. 3(b) is the corresponding fast
Fourier transform (FFT) image. Two obvious FFT spots indexed
to (010) and (0�10) planes were observed, which indicated that
their crystallinity was good. Additionally, there were streaking
754 | RSC Adv., 2018, 8, 752–760
lines in the FFT image, which were normal to the growth
direction of the nanowires, as indicated by the white arrow in
the inset of Fig. 3(b). The present streaking lines can be
attributed to planar defects such as ordering of oxygen vacancy
planes.18,33 Aer X-ray irradiation, the degree of the W18O49

nanowire lattice orientation decreased. The crystalline lattice
slipped along the growth direction of the nanowire, as pointed
out by the white arrow in Fig. 3(d). In addition, FFT spots dis-
appeared from the FFT image for irradiated W18O49 nanowires
(inset of Fig. 3(d)), which meant that the crystallinity of W18O49

nanowires decreased aer X-ray irradiation.
The chemical composition of W18O49 nanowires before and

aer X-ray irradiation was characterized, and the results are
shown in Fig. 4. In addition to the peaks of C, O, and W, the
peak of N at 400 eV was also observed both in as-grown and
irradiated W18O49 nanowires (Fig. 4(a)), which indicates that N
existed in as-grown W18O49 nanowires. The content of each
element is summarized in Table 1. The chemical composition of
W18O49 nanowires changed aer X-ray irradiation. First, the
content of C decreased from 35.27% to 28.46% with increasing
X-ray irradiation dose up to 3.6 � 1015 phs cm�2. It is known
that C usually originates from surface-adsorbed carbon, and
high-dose X-ray irradiation will cause the temperature of
W18O49 nanowires to increase. The decrease in C content may
be attributed to surface carbon desorption of W18O49 nanowires
at elevated temperature. Second, the content of N in W18O49

nanowires showed a slight increase aer X-ray irradiation.
Similar results have been also observed for X-ray irradiation
experiments on a-Fe2O3 nanoakes in our previous report.31 The
This journal is © The Royal Society of Chemistry 2018
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Fig. 3 TEM images of as-grown (a–b) and irradiated (c–d) W18O49 nanowires with an irradiation dose of 3.6 � 1015 phs cm�2.
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incorporation of N into nanowires was attributed to N atom
diffusion at elevated temperatures caused by high-ux X-ray
irradiation.

Fig. 4(b) shows the W 4f region of the XPS spectrum. From
the tting results, four peaks of W 4f and one peak of W 5p can
be seen in the XPS spectrum. The two peaks observed at 35.72
and 37.87 eV correspond to the valence of W6+, and the two
peaks observed at 34.20 and 36.35 eV correspond to the valence
of W5+.34 Because the XPS spectra of W 4f for as-grown and
irradiated nanowires were almost the same, we can conclude
that the valence state of W in the nanowire remained
unchanged aer X-ray irradiation.

Fig. 4(c) shows the O 1s region of the XPS spectrum. The O 1s
peak is asymmetric and can be tted into two peaks located at
530.0 and 531.6 eV, respectively. The peak at approximately
530.5 eV is from the lattice oxygen in the W18O49 crystal (i.e.,
O–W bonds), whereas the peak at approximately 531.6 eV is
from chemisorbed oxygen caused by surface hydroxyls (O–H
bonds).29 Comparing the O 1s spectrum before and aer X-ray
irradiation, it can be seen that more hydroxyls were adsorbed
on the surface of W18O49 nanowires aer X-ray irradiation.
Based on the tting result of XPSW 4f and O 1s spectra, the ratio
of the lattice O 1s area to the W 4f area has been calculated, and
the results are shown in Fig. 4(d). The value of Slattice O/SW rst
increased from 0.417 to 0.444 with an irradiation dose of 9.0 �
This journal is © The Royal Society of Chemistry 2018
1014 phs cm�2 and then gradually saturated to 0.445 as the
irradiation dose increased to 3.6 � 1015 phs cm�2, which indi-
cated that the lattice oxygen content of W18O49 nanowires
increased aer X-ray irradiation.

In summary, we observed that more oxygen was incorporated
into W18O49 nanowires and crystalline slipping appeared along
the growth direction of nanowires aer high-energy X-ray irra-
diation. Fig. 5 shows the diagram of the increase in oxygen
content and crystalline slipping caused by X-ray irradiation.
W18O49 is an n-type semiconductor because of oxygen vacan-
cies, and the crystalline structure diagram of W18O49 nanowires
before X-ray irradiation is shown in Fig. 5(a). We propose two
possible processes that may account for the phenomena re-
ported in this study. First, during the X-ray irradiation process,
the residual oxygen gas can absorb high-energy X-rays. Because
of the high energy of X-rays, O–O bond may be broken and split
into O atoms. Second, the nanostructure may absorb X-rays and
the temperature of the sample may increase. Especially
considering the small size of the nanowires, the heat dissipa-
tion will be limited, and the local temperature is expected to rise
to a very high level. Under such circumstances, O atoms rst
adsorb on the surface and then diffuse into the W18O49 nano-
wire lattice as a result of the high temperature. Because a large
amount of oxygen vacancies exist in the W18O49 nanowires, O
atoms are prone to occupy the oxygen vacancies, as shown in
RSC Adv., 2018, 8, 752–760 | 755
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Fig. 4 XPS spectra obtained from as-grown and irradiatedW18O49 nanowires: (a) survey spectra, (b) W 4f spectra, (c) O 1s spectra, and (d) ratio of
lattice O 1s peak area to W 4f area.

Table 1 Atomic percent of element (at%) obtained from XPS spectra
of as-grown and irradiated W18O49 nanowires

Irradiation dose
(phs cm�2)

Element (at%)
S(lattice
O) : SWC N O W

0 35.27 3.67 47.97 13.10 0.417
3.0 � 1014 33.58 4.27 49.99 12.16 0.436
9.0 � 1014 29.89 3.47 50.54 12.82 0.444
3.6 � 1015 28.46 5.02 51.22 13.01 0.445
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Fig. 5(b). In another side, a large amount of electrons in the
valence band of W18O49 nanowires will escape from the surface
of nanowires when irradiated by high-ux X-rays. W18O49 is
a semiconductor; large amount of electrons may not be
supplied in a timely fashion from substrate to make up for the
loss of photoelectrons in the valence band, which means the
O–W bond will be broken. Therefore, the crystalline structure of
W18O49 nanowires was unstable and can easily change under
high-ux X-ray irradiation. Compared with a perfect crystalline
structure, a crystalline structure with lattice defects has poorer
stability. Based on the TEM results, planar defects such as
ordering of oxygen vacancy planes were observed from as-grown
W18O49 nanowires. The change in crystallinity of W18O49

nanowires is prone to occur along the direction paralleling the
ordering of oxygen vacancy planes. Therefore, crystalline
756 | RSC Adv., 2018, 8, 752–760
slipping was observed along the nanowire growth direction
aer X-ray irradiation, as shown in Fig. 5(c).
B. Field emission properties of W18O49 nanowires before
and aer X-ray irradiation

Fig. 6(a) shows the eld emission current density versus applied
electric eld (J–E) characteristics of as-grown and irradiated
W18O49 nanowires. The inset shows the corresponding F–N
plots. They show straight line except for the high current region,
which indicates that the eld emission behavior of the prepared
W18O49 nanowires follows the F–N mechanism. The nonline-
arity at high current could be attributed to the space charge
effect.35 The turn-on eld (Eturn-on) is dened as the value of the
applied eld required to induce a current density of 10 mA cm�2,
and the threshold eld (Ethreshold) refers to the value of the
applied eld required to induce a current density of 1 mA cm�2.
The variation of Ethreshold with X-ray irradiation dose is plotted
in Fig. 6(b), and the detailed values are summarized in Table 2.
The Ethreshold for W18O49 nanowires rst increased from 6.4 to
7.7 and 8.5 MV m�1 aer X-ray irradiation with doses of 3.0 �
1014 and 9.0 � 1014 phs cm�2, respectively. Then, the Ethreshold
decreased to 7.9 MVm�1 when the irradiation dose increased to
3.6� 1015 phs cm�2, a value that was still higher than that of as-
grown W18O49 nanowires. This result means that the eld
emission performance of W18O49 nanowires became worse aer
X-ray irradiation.
This journal is © The Royal Society of Chemistry 2018

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra12791j


Fig. 5 Schematic showing the process of increasing oxygen content and crystalline slipping induced by X-ray irradiation: (a) before X-ray
irradiation, (b) during X-ray irradiation, and (c) after X-ray irradiation.

Fig. 6 (a) Field emission J–E curves, (b) threshold field and (c) field emission current stability of as-grown and irradiated W18O49 nanowires.
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The maximum current density (Jmax) for both as-grown and
irradiated W18O49 nanowires was measured; this value corre-
sponds to themaximum current density before breakdown occurs.
High current density (approximately 10mA cm�2) can be obtained
for as-grown and irradiated W18O49 nanowires (Table 2). No
obvious degradation of the maximum current density was
observed aer X-ray irradiation. The eld emission stabilities of
as-grown and irradiated W18O49 nanowires were also tested, and
the results are shown in Fig. 6(c). The emission current density
gradually increased with time, and no degradation was found for
This journal is © The Royal Society of Chemistry 2018
either as-grown or irradiated W18O49 nanowires. The emission
current density uctuations (d) of as-grown and irradiated W18O49

nanowires were calculated, and the results are summarized in
Table 2. The emission current uctuations (d) were in the range of
4–7% and no obvious relationship with irradiation dose was
found. The eld emissionmeasurements indicated that aer X-ray
irradiation, a stable and high current emission still could be ob-
tained from the W18O49 nanowires, with only a slight increase in
the threshold eld.
RSC Adv., 2018, 8, 752–760 | 757
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Table 2 Summary of Eturn-on, Ethreshold, Jmax, and current fluctuation
(s) for as-grown and irradiated W18O49 nanowires

Irradiation dose
(phs cm�2)

Eturn-on
(MV m�1)

Ethreshold
(MV m�1)

Jmax

(mA cm�2)
s

(%)

0 5.3 6.4 10.0 5.3
3.0 � 1014 5.8 7.7 11.0 4.1
9.0 � 1014 6.8 8.5 9.5 6.9
3.6 � 1015 6.3 7.9 10.3 4.2
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Based on eld emission theory, the work functions of eld
emitters play an important role in eld electron emission.
Therefore, the work functions of as-grown and irradiated
W18O49 nanowires were measured by X-ray photoelectron
spectroscopy, and the results are shown in Fig. 7(a). The work
function can be calculated using the low kinetic energy cut-off.
The inset of Fig. 7(a) shows the obtained work function. The
work function values were almost the same (4.60 � 0.05 eV) for
as-grown and irradiated nanowires, except for W18O49 nano-
wires irradiated with a dose of 3.6 � 1015 phs cm�2 (4.50 �
0.05 eV). Obviously, the threshold eld increase for W18O49

nanowires aer X-ray irradiation was not caused by a change in
work function.

Fig. 7(b) shows the C 1s region of the XPS spectra of as-grown
and irradiated W18O49 nanowires without calibration. The
intensity of the C 1s peak declined aer X-ray irradiation, which
means that the content of surface-adsorbed carbon decreased.
At the same time, a shi in the C 1s peak to higher binding
energy was also observed aer X-ray irradiation, and the degree
of the shi in the C 1s peak was proportional to the X-ray irra-
diation dose (inset of Fig. 7(b)). The shi in the C 1s peak to
higher binding energy is usually attributed to charging effects
induced by the poor electrical conductivity of a sample.36During
the process of XPS measurement, photoelectrons can escape
from the sample surface, and a positive space charge can appear
on the surface. If the electrical conductivity of the sample is
poor, the electrons cannot be supplied in a timely fashion from
the substrate to neutralize the positive space charge. This gives
Fig. 7 (a) X-ray photoelectron spectroscopy of as-grown and irradiated
spectra obtained from as-grown and irradiated W18O49 nanowires wit
irradiation dose.

758 | RSC Adv., 2018, 8, 752–760
rise to the accumulation of positive charge on the sample
surface, which is called the charging effect. Positive charges
build a surface potential (Vs) on a sample, which will hinder
electrons from escaping from the sample.

When considering the charging effect, the energy equation
of the photoelectric effect can be written in the following form:

Ek ¼ hv � Eb � fs � eVs (1)

where Ek is the kinetic energy of a photoelectron, hv is the
energy of a photon, Eb is the binding energy, fs is the work
function, and eVs is the energy shi of the charging effect. The
presence of surface potential leads to a decrease in photoelec-
tron kinetic energy, and the measured binding energy of the C
element will shi to a higher value.

Based on the above discussion, the shi in the C 1s peak to
higher binding energy can be attributed to the charging effect
induced by poor electrical conductivity of the sample. In our
experiment, the C 1s peak shied to higher binding energy aer
X-ray irradiation, which indicates that the electrical conduc-
tivity of W18O49 nanowires decreased aer X-ray irradiation. The
decrease in the electrical conductivity of the W18O49 nanowires
may contribute to the increase in lattice oxygen content and
crystalline slipping. First, W18O49 is an n-type semiconductor
because of oxygen vacancies, so an increase in lattice oxygen
content means the amount of oxygen vacancies decreases and
the electron concentration of the conduction band decreases.
Second, crystalline slipping causes the degree of disorder of the
lattice structure to rise and the scattering probability for elec-
trons in the transport process to increase, which leads to
a decrease in electron mobility. This decrease in electron
mobility and electron concentration will cause the electrical
conductivity of W18O49 nanowires to become poor.

The eld emission performance of a semiconductor material
has a close relationship with its electrical conductivity. ZnO
nanostructures with higher conductivity have better eld
emission performance, including lower turn-on and threshold
elds. This is because they have a better supply of electrons to
the emitting surface.37 Therefore, we suggest that the increase
in threshold eld was attributed to the decrease in the electrical
W18O49 nanowires; inset shows the obtained work function. (b) C 1s
hout calibration. The inset shows the plot of C 1s peak versus X-ray

This journal is © The Royal Society of Chemistry 2018
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conductivity of W18O49 nanowires aer X-ray irradiation, which
was induced by crystalline defects and decrease in the amount
of oxygen vacancy. Early studies have shown that defects or
vacancies would have effects on the eld emission properties of
low-dimensional nanomaterials.38,39 Oxygen vacancy is the main
defect affecting the electronics properties of metal oxide
nanomaterials. Oxygen vacancy will form a donor state claimed
as an impurity energy state in metal oxide nanomaterials, such
as in ZnO nanostructures. It results in the increasing of electron
concentration in the conduction band40 and shiing of Fermi
level toward vacuum, which increase the eld emission
current.38,39 Our results agree with the above ndings.

We also note that the threshold eld of W18O49 nanowires
then decreased to 7.9 MV m�1 when the irradiation dose
increased to 3.6 � 1015 phs cm�2. This may be due to nanoscale
protuberances that appear on the surface of W18O49 nanowires
aer high-dose X-ray irradiation. Nanoscale protuberances
reduce the diameter of the eld emitter and thereby increase
the eld enhancement, which will enhance electron eld
emission.26,41 Therefore, the decrease in the threshold eld of
the W18O49 nanowires was observed when the irradiation dose
increased to 3.6 � 1015 phs cm�2.
4. Conclusions

High-energy X-ray irradiation will change the crystalline struc-
ture, chemical composition, and eld emission performance of
W18O49 nanowires. Aer X-ray irradiation, nanoscale protru-
sions on the surface and crystalline slipping were observed for
W18O49 nanowires. The content of lattice oxygen increased and
more nitrogen was incorporated into W18O49 nanowires aer X-
ray irradiation. Nevertheless, a stable and high current emis-
sion can be obtained from W18O49 nanowires aer X-ray irra-
diation, with a slight increase in the threshold eld. This
increase in the threshold eld was attributed to the decrease in
the electrical conductivity of W18O49 nanowires induced by
increasing lattice oxygen content and crystalline defects.
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