
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

3 
A

pr
il 

20
18

. D
ow

nl
oa

de
d 

on
 1

1/
28

/2
02

5 
9:

04
:2

7 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.

View Article Online
View Journal  | View Issue
Different graphe
aSchool of Materials Science and Engine

Laboratory of Composite and Functional

E-mail: weifeng@tju.edu.cn; shenyt@tju.edu
bCollaborative Innovation Center of Chem

Tianjin Key Laboratory of Composite and F

R China
cKey Laboratory of Advanced Ceramics a

Education, Tianjin 300072, P. R China

† Electronic supplementary information
characterization and supplementary gur

Cite this: RSC Adv., 2018, 8, 15181

Received 14th January 2018
Accepted 3rd April 2018

DOI: 10.1039/c8ra00412a

rsc.li/rsc-advances

This journal is © The Royal Society of C
ne layers to enhance or prevent
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Graphene was used as an anticorrosive coating for metals as it can effectively isolate the corrosion factors

such as oxygen. However, we found that the anticorrosive and corrosive effects on metal surface were

related to graphene layers and metal crystal faces. In this paper, we found that different layers of

graphene had significantly different effects on the corrosion of polycrystalline copper during long-term

storage under atmospheric conditions. Optical images and Raman spectra showed that single layer

graphene (SLG)-coated copper had a higher degree of corrosion than bare copper. However, when

covered with CVD in situ-grown bilayer graphene (BLG), the copper foil was effectively prevented from

being etched as it exhibited a bright yellow color despite the differences in crystal faces. The surface

potential differences measured by an electric force microscope (EFM) showed that a contact potential

difference (VCPD) between 30 and 40 mV existed between Cu/SLG and bare copper. The SLG-coated

areas had a higher surface potential (SP), which meant that the (SLG)-coated copper was more prone to

lose electrons to exhibit galvanic corrosion. The BLG coating made SP of underlying copper lower

making it harder to lose electrons; thus, BLG successfully protected the copper from being corroded.

These findings have a foreseeable significance for graphene as a metal anti-corrosion coating.
Introduction

Graphene was once considered to be an excellent anti-corrosion
agent for metals under relatively harsh conditions over a short
time scale,1–3 and it can slow down the electrochemical corro-
sion rate signicantly in a solution environment.4,5 However,
when stored at room temperature for a long time in ambient
environment, some researchers found that graphene could not
protect the metals from corrosion and also played a role in
accelerating their oxidation.6–9 They attributed the enhanced
corrosion property of graphene to its ability to promote elec-
trochemical corrosion of copper. However, the current
proposed mechanisms have not focused on the inuence of the
number of graphene layers and grain orientations of poly-
crystalline copper on copper corrosion. Herein, we reported the
protection and corrosion mechanisms of polycrystalline copper
coated with CVD single layer graphene coexisting with multi-
layer graphene. We found that regardless of the crystal face of
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the copper surface, it corroded faster in the presence of the
single layer graphene (SLG) coating compared with bare copper
without a graphene coating. Besides, when coated with pure
bilayer graphene (BLG), the polycrystalline copper effectively
avoided being corroded regardless of the crystal face of copper.
The mechanisms of corrosion and protection were studied by
an electric force microscope (EFM), which could detect the
surface potential (SP) differences and then deduced the contact
potential differences (VCPD); this provided a driving force for
galvanic corrosion. VCPD between Cu/SLG and bare copper was
30–40 mV, which represented a driving force for galvanic
corrosion. Meanwhile, BLG successfully protected the copper,
since BLG coating made SP of underlying copper lower, which
meant that it was harder to lose electrons than surrounding SLG
coating regions. Our research showed that the use of BLG as an
anticorrosive coating of copper under room temperature is
strongly effective.
Results and discussion
Single-layer graphene (SLG) as a corrosion promoter of copper
under long-term ambient conditions

To study the dependences of corrosion and anticorrosion
mechanisms of graphene-coated copper on the number of
graphene layers and metal crystal faces over a long time scale,
a copper foil with CVD graphene grown on a large area was
stored at ambient environment in room temperature for up to
18 months. Fig. 1 shows the optical images of the CVD
RSC Adv., 2018, 8, 15181–15187 | 15181
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graphene-coated copper aer a long-term air exposure at room
temperature. The corresponding Raman spectrum (Fig. 1c) and
Raman maps (Fig. 1e) indicated the presence of graphene.
Fig. 1a shows that the size of the SLG domain could reach to
millimeters; it could cover most of the area of the copper surface
while leaving a small area of bare copper directly exposed to
ambient conditions. In addition, a drastic color change from
yellow to red and purple was observed as shown in Fig. 1a and b,
which was attributed to the oxidations on its surface.9–11 We
observed that SLG played a role of promoting corrosion
regardless of the crystal face of the copper. The full width at half
maximum of 2D bands of FWHM2D map of the sample proved
the presence and position of graphene on copper (Fig. 1e) and
conrmed that the bright yellow area in optical images was bare
copper. Besides, the width and shape of the 2D band conrmed
the number of graphene layers.12,13 The Raman spectrum of Cu/
SLG (Fig. 1c) showed multiple peaks between 100 cm�1 and
800 cm�1, corresponding to various copper oxides: Cu2O
(145 218 416 644 cm�1), CuO (299, 500 cm�1), and Cu(OH)2
(800 cm�1),10,14 indicating that copper underneath SLG had
been corroded during long-term and room temperature storage.
Also, the Raman spectrum obtained from bare copper far away
from the graphene boundary (Fig. 1c) similarly exhibited the
peaks of copper oxides combined with the presence and posi-
tion of SLG (Fig. 1e) and distribution of the characteristic peak
Fig. 1 (a) Optical images of Cu/graphene and (b) SLG coated Cu (111)
and (100). (c) Raman spectra obtained at positions marked in optical
image (d) and (e) Raman maps of FWHM2D and (f) FWHM644 corre-
sponding to (d).

15182 | RSC Adv., 2018, 8, 15181–15187
of Cu2O (FWHM644) in Raman map (Fig. 1f); therefore, we could
conclude that the content of copper oxides depended on the
presence of graphene. This result strengthened the evidence
that the presence of SLG promotes corrosion.
Effect of the crystal faces on the corrosion rate of copper

The effect of grain orientations on the corrosion rate of
graphene-coated copper was studied by electron backscatter
diffraction (EBSD), which could detect the texture of the poly-
crystalline copper.15 The EBSD map is shown in this study as an
inverse pole gure (IPF) map (Fig. 2c); in addition, the color of
each grain stands for the crystal orientation parallel to the
sample surface normal, which is commonly noted as the sample
ND direction. For this sample, the red color represented the Cu
(100) plane, and the blue color was for the Cu (111) plane
(Fig. 2c). Fig. 2b shows a scanning electron microscopy image
(SEM) of graphene-coated copper with a gray line, which was the
grain boundary between Cu (100) and Cu (111); from the long
grain boundary and its IPF map we could conclude that the
sample was polycrystalline. A copper domain with a clear black
boundary that resulted from the intergranular corrosion was
observed as shown in Fig. 2a.16 From the color of the optical
image we could conclude that the Cu (111) plane had a deeper
Fig. 2 (a) Optical image of graphene-coated Cu. (b) SEM image of the
corresponding area of (a). (c) Corresponding IPF map from the white
frame area of (b). (d) Optical image of the Raman map area. (e)
Combined FWHM644 and (f) Raman spectra obtained at positions
marked in (e).

This journal is © The Royal Society of Chemistry 2018
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Table 1 Oxidation states of different crystal faces of copper/G after
long-term room temperature storage as determined from LMM Auger
spectra

Crystal face
The spectral area
ratio of Cu+/Cu0

Cu (100) 1.9638
Cu (111) 3.4430
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color than Cu (100) plane; thus, we suspected that in this bi-
crystal material, the corrosion rate of h111i//ND orientation
was faster than that of h100i//ND orientation. The Raman
spectra (Fig. 2f) obtained at different crystal faces exhibited
characteristic peaks of copper oxides and did not display
obvious differences in the types of peaks (Fig. 2f), whereas the
distribution of the characteristic peak of Cu2O (FWHM644) in
Raman map (Fig. 2e) conrmed the conclusion that Cu (111)
was more reactive than Cu (100).

Analysis of Cu 2p and Cu 2p3/2 spectra of Cu (100) and Cu
(111) also conrmed our conclusion that Cu (111) plane easily
corroded under long-term, room temperature storage relative to
Cu (100) plane when coated with graphene. The presence of the
shake-up peak and a higher Cu 2p3/2 binding energy (933.0–
933.8 eV) are two major XPS characteristics of CuO, whereas
a lower Cu 2p3/2 binding energy (932.2–933.1 eV) and the
absence of the shake-up peak are characteristics of Cu0.17 The
Cu 2p XPS spectra of both Cu (100) and Cu (111) contained
a shake-up peak of weak intensity at 946 eV (Fig. 3a), and the Cu
2p3/2 peak was centered at about 932.7 eV. In the Cu 2p3/2
spectrum of Cu (100), the characteristic peak of CuO (933.0–
933.8 eV) (Fig. 3b) was hardly visible, whereas the Cu 2p3/2
spectrum of Cu (111) (Fig. 3b) showed a characteristic peak of
CuO with a binding energy of 933.2 eV, which indicated that Cu
(111) had a higher content of CuO than Cu (100). However, the
Cu 2p3/2 binding energies could not be used to distinguish Cu2O
and CuO because they were essentially identical. The Auger
Fig. 3 The Cu 2p spectra (a), Cu 2p3/2 spectra (b) and kinetic energy
spectra of the Auger LMM electron (c) of Cu (100) and Cu (111).

This journal is © The Royal Society of Chemistry 2018
LMM lines of Cu were used to solve this problem. It was
observed in Fig. 3c that the broad feature in the kinetic energy
spectra of the Auger LMM electron consisted of contributions
from two copper species (Cu+ and Cu0). The peaks in the Auger
kinetic spectra (916–916.5 eV for Cu+ and 917.8–918.3 eV for
Cu0) must correspond to Cu+ and Cu0 species.17 Their various
spectra were normalized, and the intensity ratios were deter-
mined for semi-quantitative analysis. The results of this anal-
ysis are summarized in Table 1. We could conclude that the
ratio of Cu+/Cu0 of Cu (111) was higher than that of Cu (100),
suggesting that Cu (111) had a higher content of Cu+, which was
consistent with our Raman map results.

These phenomenon and measurements commonly indicate
that the corrosion rate of graphene-coated copper corresponds
to the grain orientations of copper, and Cu (111) is more reac-
tive than Cu (100).

While this outcome is contrary to the results of the surface
energies because they have conspicuous differences in different
crystal faces with the close-packed plane (111) having the lowest
surface energy, which means it has the lowest chemical
activity.18 Thus, the ranking of low-index crystal planes of
copper for chemical reactivity is (111) < (100), and it also posi-
tively correlates with the reactivity of corrosion.19 Consequently,
in terms of surface energies, the (111) plane should be more
resistant to corrosion than the (100) plane, which is inconsis-
tent with our experimental results. We assume that in addition
to the specic grain orientations and surface energies, the
misorientation between adjacent grains is also a critical fact in
this phenomenon. The divergence in corrosion behaviors of the
distinct oriented grains is likely to result from the anodic/
cathodic nature of the crystal faces.20,21

Bi-layer graphene (BLG) as an anti-corrosion coating of copper
in long-term, room temperature storage

We found that the copper surface underneath BLG was effec-
tively protected regardless of whether it was the (111) plane or
the (100) plane. The existence of some bright small hexagons on
the polycrystalline copper was observed from the optical images
(Fig. 4a and b). We put forward that BLG could validly protect
copper from corrosion in long-term, room temperature storage.
This assumption was proved by the optical images (Fig. 2a and
4a, Fig. S4†) in which the bi-layer graphene-coated areas dis-
played a bright yellow color, indicating a little copper oxide
surface; the Raman spectrum obtained from the BLG area
(Fig. 4f) only displayed some characteristic peaks of graphene
instead of any peaks of copper oxide. The corresponding Raman
map of FWHM644 (Fig. 4e) strongly proved that BLG prevented
RSC Adv., 2018, 8, 15181–15187 | 15183
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the growth of copper oxide on copper under long-term, room
temperature storage. Consequently, we came to a conclusion
that BLG could effectively protect polycrystalline copper from
room temperature corrosion.

Simultaneously, at the center of some bright little hexagon
areas, a blackspot emerged. To gure out this phenomenon, we
obtained Raman spectra from these blackspots as well as the
centers of the bright little hexagons without blackspots (Fig. 4f
and S2b†), and we found that these blackspot regions were
covered with three or more layers of graphene (Fig. 4c); the
Raman spectra showed the characteristic ratio of G/2D of MLG
(Fig. S2b†). The optical image of the graphene that was trans-
ferred from the long-term, room temperature stored copper
substrate to 300 nm SiO2/Si wafer clearly presents the number of
graphene layers (Fig. 4c). By comparing the optical images of
graphene on corroded copper with those on SiO2/Si wafer
(Fig. S3†), we found that the corrosion of MLG-coated area was
inhomogeneous since it always corroded from the center of the
MLG area. Besides, the existence of a circular region of about 4
mm at the center of the Ramanmap of FWHM644 proved that the
corrosion occurred in the central area. In light of the synthesis
mechanism of MLG,22 during the CVD growth process of gra-
phene, the high temperature annealing of Cu foil produced
Fig. 4 (a) Optical image of the graphene-coated copper with some
BLG-coated regions. (b) The magnified optical image with the BLG
region and some central areas of BLG have blackspots. (c) Transferred
graphene. (d) Optical image of the blackspot area at the center of
MLG-coated copper and (e) corresponding Raman map of FWHM644

and (f) Raman spectra obtained at positions marked in part (e).

15184 | RSC Adv., 2018, 8, 15181–15187
some defects. These defects acted as the nucleation sites for
single-crystal graphene, which is proven to be copper oxide and
its area becomes larger with long-term storage.23,24 Thus, as we
observed, the copper was further corroded at the center of the
MLG-covered area under long-term, room temperature storage.
Meanwhile, the copper coated with pure BLG was well
protected.
Study on the mechanisms of promoting and preventing
copper corrosion by SLG and BLG, respectively

On the basis of previous studies,6–8,25,26 we supposed that the
abovementioned phenomenon may result from galvanic corro-
sion, since graphene has high electric conductivity and there-
fore can act as the cathode or anode in galvanic corrosion.
Oxygen and water from the ambient environment can intrude
Fig. 5 (a) and (d) Optical images of freshly prepared CVD graphene-
coated polycrystalline copper. (b) and (e) are corresponding SP maps.
(c) and (f) Potential profiles of b and e.

This journal is © The Royal Society of Chemistry 2018
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Fig. 6 (a) The results of VPD map. (b) Illustration for the mechanism of
the galvanic corrosion of SLG-coated copper. Ef, Fermi level; D,
separation distance between graphene and copper. The band bending
depends on the separation distance D from the contact.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

3 
A

pr
il 

20
18

. D
ow

nl
oa

de
d 

on
 1

1/
28

/2
02

5 
9:

04
:2

7 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
into the Cu/SLG interface and then serve as the electrolyte to
transmit electrons;27 therefore, graphene, oxygen, water and
copper are combined into a closed loop (Fig. 6b). The optical
image of the transferred graphene shows that there are some
wrinkles running through the graphene (Fig. 4c), and these
wrinkles are inevitable since they are formed during the cooling
process.22 Wrinkles and other defects such as grain boundaries
may provide the passageway for water and oxygen from air and
would induce corrosion.28 As for the galvanic corrosion of SLG-
coated copper, the reaction products are not generated by the
direct collision reaction of oxygenmolecules with copper atoms;
we suggest the probable mechanisms as follows: on the anode
electrode, Cu0 produces free electrons and transforms to Cu2+:

Cu0 � 2e / Cu2+ (1)

On the other electrode (cathode), H2O and O2 adsorbed on
the edges of graphene defects result from wrinkles, grain
boundaries and point defects,29 acquire the electrons and get
reduced:

H2O + 1/2O2 + 2e / 2OH� (2)

The abovementioned reactions occur at the same time but
independently and then, OH� from the edge of graphene
combines with Cu2+, generating Cu(OH)2 and CuO:

Cu2+ + 2OH� / Cu(OH)2 / CuO + H2O (3)

This copper oxide increases the distance between graphene
and copper and thus provides more space for the transport
channel of OH� and transverse growth of oxide crystal nucle-
ation. Thousands of micro-galvanic reactions undoubtedly
accelerate the transfer rate of electrons. Consequently, SLG
promotes the copper corrosion may attribute to its existence
accelerates the transfer rate of electrons and the system satises
all the conditions of galvanic corrosion.

To authenticate that SLG promotes the copper corrosion that
stems from galvanic corrosion, whereas BLG protects copper
from corrosion, we characterized SP of a freshly prepared CVD
graphene sample with relatively clean copper surface in situ
using electric force microscopy (EFM),30 which could detect SP.
This journal is © The Royal Society of Chemistry 2018
The tip was biased to zero the contact potential differences;
therefore, a positive SP measured represented larger electronic
activity of the sample. Potentials measured with higher and
lower values with respect to the EFM tip indicated a net anodic
and net cathodic activity, respectively.31 The potential variations
of different areas applying the freshly prepared sample to
exclude the inuence of copper oxide were detected by EFM
(Fig. 5b and e). The optical images were obtained before the
detection but from the same CCD camera of EFM. To obtain SP
between SLG and underlying copper, we chose the area where
SLG was coated on the top le corner and bare copper was on
the lower right corner. The SP images in this study were not
transformed and are shown as measured. It should be recalled
that lower SP corresponds to a nobler microelectrode, whereas
higher SP corresponds to a less noble one. The potential values
of SLG-coated areas were more positive than those of bare
copper, which indicated that SLG-coated copper had higher
electronic activity. Mean SP values of 137 � 8 mV and 107 �
6 mV were measured for SLG-coated copper and bare copper,
respectively (Fig. 5c). A similar potential difference (VCPD) of 30–
40 mV between Cu/SLG and bare copper indicated a driving
force for galvanic interaction; hence, SLG could accelerate
galvanic corrosion, whereas copper was anodic and could be
corroded. The SP map with BLG-coated copper is presented in
Fig. 5e. A dark little hexagon pattern displayed on the SP map
represents a BLG-coated region (Fig. 5b). The SP values of BLG-
coated copper (Cu/BLG) were lower than those of SLG-coated
copper (Cu/SLG), and the darker color corresponded to
a lower potential. The mean SP values were measured to be 71�
8 mV for Cu/BLG, 141 � 5 mV for Cu (111)/SLG and 123 � 7 mV
for Cu (100)/SLG (Fig. 5f). A positive VCPD value between Cu/SLG
and Cu/BLG was 52–70 mV, indicating that Cu/SLG had a better
activity than Cu/BLG, which meant that Cu/BLG remained inert
in comparison to the surrounding region. This result was
consistent with our experimental observation that Cu/SLG had
been corroded severely, whereas Cu/BLG exhibited an almost
intrinsic surface state. Accordingly, the copper underneath BLG
had been protected effectively.

Besides, the mean SP of Cu (111)/SLG is higher than that of
Cu (100)/SLG, and the difference in SP values provides a driving
force for galvanic corrosion (Fig. 5f). This result prompts the
fact that the corrosion rate of h111i//ND orientation is faster
than that of h001i//ND orientation of copper. As for poly-
crystalline copper in our sample, the increased density of crystal
defects leads to a decreased in WF of Cu (WCu); thus, it is
inaccurate to compare its WF with those of single crystal copper
mentioned in other refs,32,33 and this result also increases the
feasibility of the copper surface to lose an electron and be
anodic.26,34 WF can be related to VCPD according to the following
equation:34

VCPD ¼ VCu/G � VCu ¼ 1/e(WCu � WCu/G) (4)

Here,WCu/G is the work function of graphene-coated copper,
WCu is the work function of bare copper, and e is the absolute
value of electron charge. We get SP of Cu/G and bare copper by
EFM and then deduce VCPD as described previously. From the
RSC Adv., 2018, 8, 15181–15187 | 15185
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eqn (4), we know that higher SP means lower WF. By comparing
the values of their SP (Fig. 6a), Cu/SLG has a relatively lower WF;
consequently, lower energy is required to remove an electron
from the Fermi level to the position just outside the sample
surface in SLG-coated copper compared to that in bare copper
and hence SLG-coated copper is more reactive than bare copper
(WCu/SLG <WCu). Likewise, WF of Cu/BLG is higher since its SP is
lower than that of Cu/SLG (Fig. 6a), which means it is harder to
lose electrons and be anodic for BLG-coated areas and thus, the
copper underneath BLG is effectively protected.

Conclusions

Our studies concentrate on the dependence of the protective
and corrosive effects of graphene on polycrystalline copper and
on the number of graphene layers. Different numbers of gra-
phene layers have different effects on the long-term corrosion of
polycrystalline copper in ambient atmosphere at room
temperature. SLG promotes the corrosion of copper under
a driving force of galvanic corrosion, resulting from the differ-
ences of SP, whereas BLG can protect copper from corrosion
effectively regardless of the crystal face of copper because Cu/
BLG has a lower SP. Simultaneously, when covered with MLG,
the copper oxide nucleation sites formed during the growth of
MLG grew up in long-term storage.

Besides, we observed that there were signicant differences
in the degree of corrosion response on h100i//ND- and h111i//
ND-oriented grains of the graphene-coated copper, since h100i//
ND oriented grain was less reactive when located beside h111i//
ND oriented grains. Our research presented here has foresee-
able implications for graphene as a metal anti-corrosion
coating.
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Phys. Chem. C, 2012, 116, 10232–10237.

15 B. Davepon, J. W. Schultze, U. König and C. Rosenkranz,
Surf. Coat. Technol., 2003, 169, 85–90.

16 S. H. Kim, U. Erb, K. T. Aust and G. Palumbo, Scr. Mater.,
2001, 44, 835–839.
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