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e-alumina strips as robust, rapid,
reversible adsorbents of organics†
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and Minghan Han*

Developing nanostructured adsorbents of organics is crucial for environmental protection with low energy

consumption, but care needs to be taken to prevent the loss of nanomaterials because of their small size.

This paper reports the fabrication of carbon nanotube (CNT)-alumina strips (CASs) with a high surface area,

sufficient mesopores and strongly interacted structure. Use of CASs allowed the rapid and reversible

adsorption–desorption of para-xylene, when compared to pristine powders of CNT and activated

carbon. Use of CASs is promising for the practical use when packed in a scaled adsorption tower.
Carbon nanotubes (CNTs), which are sp2 hybridized carbon
with a hydrophobic surface property, high chemical stability
and exohedral surface, were recently intensively studied for uses
as a promising adsorbent for the separation of organics from
water,1–10 or for the trapping of trace organics in air,11–13 which
are all challenging issues in environmental protection. Most of
the previous work has focused on conceptual separation, and
this has probably been because of the limited availability of
samples of CNTs.1–10 However, there are several challenges
involved in the practical application of CNTs in environmental
protection. One is that the primary size of a CNT is too small
when compared to the size of conventional porous materials,
such as activated carbon (AC) and zeolite. Secondly, pristine
CNTs were easily carried away with the uids, if they were used
directly. The loss of CNTs is unacceptable, considering their
current high cost and the safety risk for humans from directly
breathing them in ref. 14 and 15. Such drawbacks of nano-
materials were noticed early on and the fabrication of a macro-
scopic structure of CNT or graphene by various methods was
proposed for different applications.16–23 However, the macro-
scopic structure should remain stable under the operating
conditions for adsorption methods, especially during scale up
of the method. This is not an easy task, because the macro-
scopic structures of CNTs or graphene always swelled aer
adsorbing organics,6,7,24 resulting in an unstable or even failed
operation. In addition, the structures of CNT-based adsorbents
should meet the requirements of reversible utilization in
adsorption and desorption performance,24 because their cost is
too high to use them only once.
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In this paper, the fabrication of mesoporous CNT-alumina
strips (CASs) with high strength is proposed. The idea is to
enhance the interaction of CNT and alumina (Al2O3), in order to
increase their strength, by using a processing technology. The
structure of the CASs was maintained well aer absorbing
organics (para-xylene, PX), but the structure of CNT-
carboxymethyl cellulose (CMC) strips was not. More speci-
cally, the porous alumina of CASs does not inuence the surface
area of CNT, but provides sufficient transfer channels, allowing
the rapid, reversible adsorption–desorption of organics, when
compared to powders of pristine CNT and AC. In addition, CASs
with a higher bulk density provided an effective packing in an
adsorption tower for high throughput treatment of organics
with constant bed pressure drop, compared to the pristine
CNTs. This result represented big progress in enhancing the
practical applications of CNTs including the trapping of volatile
organic compounds (VOCs) and spilled organics.

Experimentally, CNTs were prepared by using a chemical
vapour deposition method using cobalt/magnesium oxide (Co/
MgO) as catalyst and ethylene as carbon source similar to that in
a previous report.25 Ethylene was decomposed using Co/MgO (10 g)
at 700 �C in a uidized bed reactor (quartz with an inner diameter
of 50 mm), where the mixed gases of ethylene and argon had
a volume ratio of 1 : 1 and a gross ow rate of 200 ml min�1. Aer
30 min, the reaction was stopped and the CNT product was
collected and kept under ambient conditions. To make CNT-
alumina strips, the CNT powder, alumina gel and water with
a weight ratio of 1 : 1 : 2 was mixed together in a machine with
stirring rate of 30 rpm for 2 h. Then the solid mixture was trans-
ferred into a twin-squeezer with a hole of 3 mm. The product ob-
tainedwas a strip with length of 20–30 cm and a diameter of 3mm.
The samples were cut and dried at 110 �C for 4 h. Then the sample
was calcined at 500 �C in nitrogen (N2) gas for 6 h.

A similar strip of CNT-CMC was prepared following the
previously described steps, except CMC powder was used
RSC Adv., 2018, 8, 10715–10718 | 10715
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instead of alumina gel and the strips obtained were out calcined
because of the stability of the CMC. To test the structural ability
of CASs in organics, they were immersed into PX for 3 h.
Photographic images were obtained before and aer adsorp-
tion. For the continuous adsorption–desorption cycles, the
adsorption was based on 40 g strips under ambient conditions,
while the desorption was performed under vacuum or by direct
heating at 100 �C (Fig. S1, ESI†).

The as-prepared CNTs were agglomerates with high porosity
and a size distribution of 1–20 mm [Fig. 1a, characterization
method in Fig. S1 (ESI†)] and the bulk density was about 0.03 kg
m�3. They were composed of many entangled tubes with
diameter of 10–30 nm [Fig. 1b and S2 (ESI†)]. To make CASs, the
alumina gel was uniformly mixed with CNTs. Alumina gel can
effectively occupy the voids of CNTs to form a relatively uniform
mixture (Fig. 1c). The mixture was extruded as strips (Fig. 1d) of
20–30 cm long and 3 mm in diameter and this was followed by
drying and calcination. The CASs were cut into 3 cm long strips
for the adsorption experiment.

Results of N2 isothermal adsorption suggested that pristine
CNTs and the Al2O3 skeleton in CASs aer burning the CNTs
inside had a surface area of 233.2 m2 g�1 and 232.5 m2 g�1,
respectively. The surface area of the CASs is about 225 m2 g�1

(Fig. 2a). The pore volumes of the pristine CNTs and alumina
skeleton were 1.43 ml g�1 and 1.09 ml g�1, respectively. The
formation of CASs resulted in the signicant decrease of pore
volume and pore width. The pore volume of the CASs was 0.38
ml g�1, just 35% of that of the pristine CNT powder. Apparently,
the extrusion results in the formation of a strip with a compact
structure. Mercury compression results (Fig. S3, ESI†) suggested
that the pores larger than 1 mm nearly disappeared.

The ratio of macropores larger than 100 nm is also very
small. The pores of 5–100 nm contributed to the largest pore
volume and the mesopores of 3–5 nm also contributed to the
signicant pore volume. Average pore width of CASs was
7.1 nm, far smaller than that (26.1 nm) of pristine CNTs.
Packing density of CASs with 3 cm in length and 3 mm in
diameter was 0.48 g l�1, which was comparable to that of the
AC. In comparison, pristine CNTs had sufficient stacking pores
of 0.1–15 mm (Fig. S3, ESI†). These results indicated that the
Fig. 1 (a) SEM image of pristine CNT powder, (b) SEM image of CNT-
alumina strips, (c) optical image of the of mixture of CNT-alumina
before extrusion, (d) CNT-alumina strips after extrusion, drying,
calcination and cutting.

10716 | RSC Adv., 2018, 8, 10715–10718
CASs exhibited both sufficient mesopores and a compact
structure, which was very suitable for using the adsorption
operation for a long time as discussed later in this paper.

The X-ray diffraction (XRD) results suggested that the as-
formed alumina belonged to the Y-phase with characteristic
2q peaks near 67.00�, 45.84� and 37.59� (Fig. 2c). Pristine CNT
had an intense 2q peak near 26� and a weak peak at 42.83�. The
intensity of the peak at 26.2� of CNT was retained in CASs, but
the intensity of the peak at 42.83� was weakened. Thermogra-
vimetric analysis (TGA) indicated that pristine CNT had
a burning peak at 626 �C (Fig. 2d). However, the peak was at
615 �C for the CASs, which validated the interaction between
CNT and alumina, and was in agreement with the results of the
Fourier-transform infrared spectroscopy characterization
(Fig. S4, ESI†). On the latter spectrum, the peak intensity at
3500 cm�1, associated with the –OH groups of alumina,
decreased signicantly, and it was thought that the interaction
between alumina and the CNTs consumes these functional
groups. Similarly, it has been previously reported that the
interaction of alumina and CNTs or graphene resulted in
a signicant increase of strength and thermal conductivity.26–28

But it was stressed that the improvement of the performance
only happened by adding a small amount of CNTs or graphene.
In the present work, it was proved that the composite with
a weight ratio of CNT to alumina of 1 : 1 exhibited a similar
strong interaction and excellent structural stability as discussed
next.

The structures of strips of CAS and CNT-CMC, and pristine
powder of CNT before and aer adsorbing PX are shown in
Fig. 3. The pristine powder of CNT became a paste aer
adsorbing PX (Fig. 3a and b). Results of further experiments
indicated that if pristine CNT absorbed toomuch PX, gravity did
affect it and the PX would ow naturally out of the CNT
agglomerate. The result proved that although the capillary force
resulted in a high intake of organics inside the agglomerate of
CNTs, it also resulted in the formation of an unstable pore
structure. The disappearance of porosity when CNT powder
became a paste, which is unfavourable for treatment in a large
size adsorption tower, will be discussed next. Unexpectedly,
CNT-CMC strips were completely decomposed aer adsorbing
Fig. 2 (a) Isothermal adsorption curve of CASs, (b) pore size distri-
bution of CASs determined using N2 isothermal adsorption, (c) XRD
pattern of CASs, pristine CNT powder and alumina skeleton of CASs
after burning the CNTs, (d) differential thermal analysis pattern of CASs
and pristine CNTs.

This journal is © The Royal Society of Chemistry 2018
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PX (Fig. 3c and d), whereas the CASs retained its original
morphology (Fig. 3e and f). Because CMC is an organic material,
it will decompose under the temperatures higher than 150 �C.
In this case, the CNT-CMC strips were unable to be treated in
the samemanner as CASs, in which the components of CNT and
alumina remained stable enough at a high temperature (up to
2000 �C) if they were lled with inert gas. As a result, the
interaction between CNTs and CMC is smaller than the inter-
action between CNT and PX. The fracture of CNT-CMC strips
occurred at the adsorption interface, resulting in the formation
of various small sized powders and unavoidable loss in use. In
sharp contrast, the CASs remained very stable under adsorption
conditions and the PX solution remained very clean, implying
no loss in solution. In this case, CASs can be effectively packed
into an adsorption tower, in the same way as other conventional
catalysts or adsorbents used in the industry.

Next, the desorption efficiency of CASs, pristine CNT powder
and AC were compared (Fig. 4a). The higher desorption ratio,
the greater the possibility of the adsorbents being able to be
used for long time and to be reliable in use. High temperature
purging was used for pristine CNT powder with a relatively low
desorption rate. It took 30min to achieve the desorption ratio of
40% and 120 min to achieve 99% desorption. The slow
desorption is related to the signicant change in pore structure
and volume of CNT, which rstly is in a gel state which then
shrunk to a rigid structure in the nal stage. Vacuum desorp-
tion can be used in the initial stage for CASs, pristine CNT and
AC, which exhibited similar desorption rate to CASs in the
desorption ratio range of 0–40%. Aer that, vacuum desorption
showed a low efficiency with pristine CNT and AC. Then high
temperature gas purging was used but it required amuch longer
time for complete desorption. It took 70 minutes to achieve
a desorption ratio of 96% (75 min in total) from 40% (5 min in
total) for pristine CNT. However, it is impossible to achieve
a desorption ratio higher than 90% for AC within 75 min. The
Fig. 3 (a) Pristine CNTs. (b) CNTs after adsorbing PX. (c) CNT-CMC
strips. (d) CNT-CMC after adsorbing PX. (e) CASs. (f) CASs after
adsorbing PX.

This journal is © The Royal Society of Chemistry 2018
desorption ratio increased very slowly in the range of 80% at
30 min to the maximal 87% at 75 min. Apparently, the presence
of dominant micropores is unfavourable for rapid desorption
with AC, compared to CASs or pristine CNTs. In sharp contrast,
vacuum desorption was always feasible for the CASs, the
desorption ratio of PX was nearly 100% and was completed
within 20 min. Apparently, CASs with xed structure stability
and a large number of mesopores allowed much quicker
desorption than that of pristine CNT with an unstable pore
structure during adsorption. Thus, it is possible to use CASs to
match the adsorption time and desorption time (Fig. 4b), which
is favourable for the simplication of the operation. For CNT
powder, the adsorption capacity of PX with pristine CNT will
drop by 50% aer a much longer time (Fig. 4c), because of the
decrease of unstable pores. Meanwhile, the bulk density of
CNTs will increase by three times that of the original. When the
adsorption capacity of CNTs remained nearly unchanged, the
adsorption and desorption of PX was also performed for 10
cycles (Fig. 4d). It exhibited the characteristics of quick
adsorption and slow desorption, even using the combined
operations of vacuum desorption and high temperature gas
purging (Fig. 4a).

The comparisons proved that the use of CASs will have a low
energy consumption and be time saving. In addition, the
structure of the CASs did not change at all aer ten adsorption–
desorption cycles. No structure leakage was observed in the
repeated cycles.

In addition, the scale up of an adsorption tower with
different adsorbents was also calculated. The Ergun equation
was mostly widely used for the prediction of the pressure drop
of the packed bed, including the catalytic convertor and
adsorption tower.29 Generally, the pressure drop of the bed (DP)
is linear to (1 � 3)2/33 with a lower velocity of uids and is linear
to (1 � 3)/33 when the velocity of ow is high. Here, the linear
Fig. 4 (a) Time-dependent desorption ratio of PX with different
adsorbents. (b) 10 cycles of adsorption–desorption of PX with CASs. (c)
Variation of the adsorption capacity of PX and bulk density of CNT
powder in different cycles. (d) 10 cycles of adsorption–desorption of
PX with CNT powder when its adsorption capacity remained
unchanged, using the combined operation of vacuum desorption and
high temperature gas purging.

RSC Adv., 2018, 8, 10715–10718 | 10717
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relationship between DP and (1 � 3)2/33 was used for the esti-
mation of the adsorption performance of CASs or pristine CNT,
because their desorption rate is not so high and the velocity of
uids is low. For CASs with a xed structure, the void of the bed
(3) was about 0.5 and the value of (1 � 3)2/33 was 2. For the
pristine CNT, the void of the bed (3) was about 0.8 and the
associated value of (1 � 3)2/33 was about 0.078. However, as
suggested by the results shown in Fig. 4c, the volume of CNT
will shrink to the one-third of the original aer repeated use,
resulting in the effective void (3) of the bed decreasing to 0.25.
As a result, the value of (1 � 3)2/33 was 36. The pressure drop of
the bed (DP) apparently exceeded the designed range for an
adsorption tower. In effect, the CNT powder became a bulk
material aer desorption by heating (Fig. S5†). The size of the
CNT bulk (in Fig. S5†) was apparently larger than that of CASs,
which resulted in a high bed pressure drop or the shortcut of
some gases from the leakage of these irregular CNT bulk. In
addition, the pressure drop was measured in a tower with
150 mm in diameter packed with 963 g CASs with a bed height
of 24 cm (Fig. S6†). The CASs remained very stable in high gas
velocities and the pressure drop of the bed was small. In
contrast, pristine CNTs were directly carried away by the gases,
resulting in a huge loss. Even worse, the wetting of the CNT
powder resulted in the formation of slurry. The pressure drop of
the bed was unmeasurable, the gas was unable to be fed into the
slurry. This means that the direct packing of the CNT powder
was unable to meet the requirements for industrial operation,
but the CASs did. That is to say, in order to continue using the
CNT bed aer volume shrinkage, the velocity (throughput) of
uids (PX in the present work) should be decreased. The
comparison suggested that it is possible to use CASs for effec-
tive packing and for the treatment of uids with high
throughput. In addition, the maximal intake of PX in CASs was
750 mg g�1. This value is high enough for the use in the trap-
ping of VOCs. A related investigation is underway.

In summary, CNT-alumina strips were fabricated using mix-
ing, extrusion, drying and calcination. The processing techniques
allowed alumina and CNT to exhibit a strong interface interac-
tion, when compared to the use of CNT-CMC strips. CASs with
a stable structure had sufficient mesopores and surface area, and
exhibited excellent capability to remove organics with a rapid and
reversible operation, compared to pristine CNT and AC. This
shows great promise for practical applications in the future.
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