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This work studies the direct electrochemical preparation of Ti–Fe alloys through molten oxide electrolysis

(MOE) at a liquid iron cathode. Cyclic voltammetry and potentiostatic electrolysis have been employed to

study the cathodic process of titanium ions. The results show that cathodic behavior happens during the

negative sweep at a potential range from �0.80 to �1.25 V (vs. QRE-Mo), corresponding to the electro-

reduction of titanium ions. Importantly, Ti–Fe and titanium-rich Ti–Fe alloys have been successfully

produced by galvanostatic electrolysis at different current densities of 0.15 and 0.30 A cm�2,

respectively. The results show that it is feasible to directly prepare Ti–Fe alloys by the MOE method at

a liquid iron cathode.
Introduction

Ti–Fe alloys are one of the most important Ti-based alloys. They
are the rst generation of hydrogen storage materials.1–4

Meanwhile, as a deoxidizer and alloying addition agent, Ti–Fe
alloys are widely used in steelmaking.5,6 Conventionally, Ti–Fe
alloys are prepared by aluminothermic reduction or mechanical
alloying of titanium and iron.7–10 However, the former is limited
by the price of aluminum while the latter is restricted by issues
with the production of titanium via the Kroll process which has
high costs.11,12 Based on this background, the electrochemical
extraction process has the potential to become an alternative
method for Ti–Fe alloy preparation because aluminum and
titanium, which are expensive, are unnecessary in this process
and Ti–Fe alloys are synthesized by a one-step electro-reduction
of metal oxides including ilmenite, rutile and even metallurgy
slag. As far as we know, the FFC and SOM processes have been
applied to the preparation of Ti–Fe alloys in chloride melts
utilizing natural ilmenites or mixed (Ti, Fe) oxides as a solid
cathode.13–15

In addition, there is an alternative electrochemical method
for the extraction of metals from metal oxides: molten oxide
electrolysis (MOE).16,17Fundamentally, MOE is the direct electro-
depositing of metals from molten oxide electrolytes. MOE is
considered as a promising route for the production of metals
without CO2 emission, and for the generation of oxygen by
using an inter anode material that resists depletion in extreme
conditions of high temperature.18–20 Our previous studies have
reported the successful preparation of Fe and Fe–Ni alloys
through the MOE method.21,22 Here, the decomposition
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potentials of metal oxides have been calculated at temperatures
ranging from 1473 K to 1973 K and the corresponding results
are shown in Fig. 1. The calculations indicate that the decom-
position potential of TiO2 is far more than that of FeO.
Furthermore, the decomposition potential of Ti2O3 is close to
that of Al2O3. The value of TiO is even higher than that of Al2O3,
which means that it is difficult to get pure titanium prior to the
reduction of Al2O3 if TiO2 is reduced with a multi-step process.
However, the cathodic process of TiO2 could be inuenced by
the composition of the electrolyte and the cathode metal
activity. The published literature has reported that the cathodic
process of Ti(III) ions will change from a two-step reduction
(Ti3+ + e� ¼ Ti2+ and Ti2+ + 2e� ¼ Ti) to a one-step reduction
(Ti3+ + 3e� ¼ Ti) with an increase in uoride ion concentration
in molten chloride23,24 and the underpotential deposition of
Ti(III) ions will occur at an active cathode, including liquid metal
cathodes.25

Therefore, this work investigates the feasibility of the direct
electrochemical preparation of Ti–Fe alloys by MOE at a liquid
iron cathode in a CaO–Al2O3–MgO–TiO2 melt. Cyclic voltam-
metry is performed to investigate whether the titanium ions in
the oxide melt will be electro-reduced, and galvanostatic elec-
trolysis is carried out to conrm the feasibility of producing Ti–
Fe alloys in such oxide melts.
Experimental section

The selected electrolyte was prepared from CaCO3, Al2O3, MgO
and TiO2 (analytical reagent (AR) grade in purity, Sinopharm
Chemical Reagent Co., Ltd.). CaO was obtained by calcination of
CaCO3 powder at 1273 K for 6 h in amuffle furnace. Themixture
with the composition of 47 wt% CaO, 44 wt% Al2O3 and 9 wt%
MgO was initially calcined at 1273 K for 2 h to remove moisture.
Subsequently, the mixture was placed in a silicon nitride
RSC Adv., 2018, 8, 17575–17581 | 17575
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Fig. 1 The decomposition voltages of metal oxides at different
temperatures.
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crucible (60 mm in inner diameter, 120 mm in height) and then
heated to melt at 1873 K in an argon atmosphere. Finally, the
pre-melted CaO–Al2O3–MgO slag was cooled slowly to ambient
temperature and then transferred into a glove box. A vertical
resistance furnace with the protection of argon at a temperature
of 1873 K was chosen for all experiments.

A three-electrode setup was applied to investigate the elec-
trochemical behavior of titanium ions. The working electrode
was molybdenum wire (99.99%, Alfa Aesar) with a 1 mm
diameter. The pseudo-reference and counter electrodes were
molybdenum with a 3 mm diameter and a 6 mm diameter,
respectively. The potential of the pseudo-reference (QRE-Mo)
was satisfactorily stable over a period of 5 hours. Cyclic vol-
tammetry was performed using an electrochemical workstation
Fig. 2 (a) Cyclic voltammogram of the CaO–Al2O3–MgO melt before
enlargement of the cyclic voltammogram.

17576 | RSC Adv., 2018, 8, 17575–17581
(Princeton potentiostat/galvanostat Model 263) connected to
a computer with Powersuite soware. 5 wt% TiO2 was directly
added into the electrolyte during the testing.

Galvanostatic electrolysis was carried out to further investi-
gate the deposition of titanium at a liquid iron cathode. The
powders (300 g in total) were well mixed with the mass fraction
45 wt% CaO, 42 wt% Al2O3, 8 wt% MgO and 5 wt% TiO2 in the
silicon nitride crucible, in which 150 g high purity iron powder
($99.99%, particle size: 100 mm) was placed rstly at the
bottom, and then heated to melt at 1873 K. A graphite rod
(30 mm in diameter, 100 mm in height) was selected as
a consumable anode and immersed in the molten slag in this
work. Another graphite rod (3 mm in diameter, 150 mm in
height) with a silicon nitride insulation layer was immersed in
the liquid iron cathode and used as an electrically conducting
rod. The vertical distance of the graphite anode from the liquid
iron cathode was 10 mm. The galvanostatic electrolysis was
operated using a DC power (PSM-3004, GW-INSTEK) at different
cathodic current densities of 0.15, 0.30 and 0.45 A cm�2.

Characterization of the products was conducted using
a scanning electron microscope (JSM6701F) equipped with an
EDS probe (Thermo NS7). An X-ray diffractometer (AXIS Ultra,
Kratos) was adopted to explore the crystalline structure of the
cathodic products. An X-ray photoelectron spectrometer (XPS,
Kratos AXIS Ultra DLD) was employed to produce the Ti 2p
spectrum.
Results and discussion

For the cyclic voltammetry measurements, molybdenum wire
(1 mm in diameter) was selected as the working electrode. The
cyclic voltammogram demonstrated in a blank CaO–Al2O3–MgO
melt at a scan rate of 50 mV s�1 is displayed by the blue dotted
line in Fig. 2a. The potential was scanned from the open circuit
potential (OCP) at about 0 V (vs. QRE-Mo) to the negative
direction, reversed at �2.0 V (vs. QRE-Mo), and returned to the
OCP aer the position direction scanning at 0.2 V (vs. QRE-Mo).
The results show that there is no obvious redox peak over the
and after dissolving 5 wt% TiO2, scan rate 50 mV s�1; (b) the partial

This journal is © The Royal Society of Chemistry 2018
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Fig. 3 (a) Current–time curve recorded by potentiostatic electrolysis on a solid molybdenum electrode at a potential of�1.5 V vs.Mo for 75min;
(b) XRD pattern of the cathodic product (inset is the photograph of the molybdenum electrode); (c) Ti 2p spectrum of the molten oxide
electrolyte after electrolysis.
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whole scan range. The shape of the voltammogram is similar to
a straight line. In contrast, the red solid line representing the
cyclic voltammogram of the melt containing 5 wt% TiO2 shows
Fig. 4 (a) Cell voltage–time plots recorded by galvanostatic electrolys
210 min; (b) the cell voltage plot of galvanostatic electrolysis for Fe on a
photograph of the cathodic product Fe after electrolysis).22

This journal is © The Royal Society of Chemistry 2018
a reduction wave during the negative sweep at a potential
between �0.80 and �1.25 V (vs. QRE-Mo), which is shown more
clearly in the partial enlargement of the cyclic voltammogram
is at different cathodic current densities of 0.15 and 0.30 A cm�2 for
solid molybdenum cathode at a current of 0.85 A for 2 h (inset is the

RSC Adv., 2018, 8, 17575–17581 | 17577
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Fig. 5 The phase diagram of Fe and Ti.23
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(Fig. 2b). Combining the thermodynamic data shown in Fig. 1
and the previous results of the electrochemical reduction of
iron oxide through the MOE method reported by Dihua Wang
et al.,19 in which they showed that the electro-deposition
Fig. 6 (a) Photograph of the cross section of the cathodic product obtai
cm�2 for 210 min; (b) SEM image of the cathodic product; (c) EDS line a

17578 | RSC Adv., 2018, 8, 17575–17581
potential of Fe(II) is about �0.05 V (vs. QRE-Mo) at the molyb-
denum electrode in molten CaO–SiO2–MgO–FeO slag at 1848 K,
the reduction peaks of TiO2 and its suboxides should be around
�0.8–1.25 V (vs. QRE-Mo), which is in agreement with the
results shown in Fig. 2a. These results suggest that TiO2 can be
electro-reduced at a solid molybdenum electrode by a multi-
step process in molten oxide electrolytes.

Subsequently, potentiostatic electrolysis was conducted to
further study the reduction process of TiO2 in a molten oxide
melt. In this section, molybdenum (3 mm in diameter) was
selected as the working electrode and the reference electrode.
Graphite (10 mm in diameter) was used as the counter elec-
trode. The potential was set at �1.5 V (vs. QRE-Mo). The
current–time curve is shown in Fig. 3a, which indicates that the
current increases slowly during electrolysis. Fig. 3b is the XRD
pattern of the cathodic product and the inset is the photograph
of the molybdenum working electrode. The results show that
the cathodic product consists of metal molybdenum and slag.
No metal titanium is detected in this product. The Ti 2p spec-
trum of the molten oxide electrolyte aer electrolysis is studied
to further disclose the reduction process of TiO2 at a solid
molybdenum electrode and the results are shown in Fig. 3c. It is
ned by galvanostatic electrolysis at a cathodic current density of 0.15 A
nalysis along the solid yellow line shown in (b).

This journal is © The Royal Society of Chemistry 2018
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Fig. 7 XRD pattern of the cathodic product obtained by electrolysis at
a cathodic current density of 0.15 A cm�2 for 210 min.
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clearly shown that there are TiO and Ti2O3, but no metal tita-
nium.26–29 Therefore, the XRD and XPS results indicate that TiO2

can be reduced to Ti2O3 and TiO, but it may not be further
reduced to metal titanium at a solid molybdenum electrode.

To address this issue, a liquid iron cathode was used to
obtain the Ti–Fe alloys. For this, galvanostatic electrolysis was
conducted on a liquid iron cathode (60 mm in diameter) at
different cathodic current densities of 0.15 and 0.30 A cm�2 for
a period of 210 min on the CaO–Al2O3–MgO melt containing
5 wt% TiO2. The cell voltage–time curves during galvanostatic
electrolysis were recorded and are shown in Fig. 4a. The voltage
obtained at a current density of 0.15 A cm�2 has a slight
decrease at the initial stage between 0 and 60 min, followed by
a steady value of around 1.7 V. In contrast, the voltage obtained
at a current density of 0.30 A cm�2 has a slight increase between
0 and 30 min, which will be discussed below, and eventually
stabilized at �2.1 V. Both of these are different from the results
reported in our previous studies,21,22where we demonstrated the
preparation of Fe and Fe–Ni alloys. In those cases, the initial
Fig. 8 (a) SEM image of the cathodic product obtained by electrolysis at a
along the solid yellow line shown in (a).

This journal is © The Royal Society of Chemistry 2018
voltage decreases obviously owing to the nucleation of iron at
the solid molybdenum electrode and the increase of the surface
area of the cathode (as shown in Fig. 4b22). However, in this
work, the cell voltage is relatively stable. This feature is attrib-
uted to the good stability of the surface of liquid iron electrode,
supported by the phase diagram of Fe–Ti (Fig. 529), which
indicates that there is a large liquid region ranging from 0 to
�93 mol% Ti at 1873 K, preventing the effective formation of
dendritic deposits at the iron electrode during electrolysis.
Similar behavior is also displayed in our recent work on the
recovery of titanium and silicon at a liquid iron cathode from Ti-
bearing blast furnace slag.30

Aer electrolysis at a cathodic current of 0.15 A cm�2 for
210 min, the cathodic product was collected by breaking the
crucible in a laboratory scale study. Meanwhile, because the
separation of metal and slag is difficult at ambient tempera-
tures, the cathodic product covered with a tawny coloured slag
is selected to study the deposition of titanium on the surface of
the iron cathode. Fig. 6a is a photograph of the cross section of
the cathodic product that was inlaid in bakelite. The black area
of Fig. 6a is bakelite, the white area with metallic luster is iron
or its alloys and the tawny area is slag. This indicates that the
interface between iron and slag is relatively smooth compared
with the interface between the dendritic deposit and the slag (as
shown in Fig. 4b),22 This result further veries that the liquid
iron cathode can effectively prevent the formation of dendritic
deposits. Fig. 6b shows an SEM image of the cathodic product.
According to the EDSmap analysis shown in the right of Fig. 6b,
titanium and iron are evenly distributed under the selected
region of the cathodic product, which preliminarily conrms
the feasibility of the preparation of Ti–Fe alloys by MOE at
a liquid iron cathode from a CaO–Al2O3–MgO–TiO2 melt.
Subsequently, the possible elements in the cathodic product
were analyzed by an EDS line scan, and the results are shown in
Fig. 6c, which obviously shows that the impurity elements
including aluminum and oxygen are almost negligible in the
cathodic product. These results prove that the underpotential
deposition of titanium occurs at the liquid iron cathode prior to
cathodic current density of 0.3 A cm�2 for 210min; (b) EDS line analysis

RSC Adv., 2018, 8, 17575–17581 | 17579
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Fig. 9 (a) Cell voltage–time plot recorded by galvanostatic electrolysis at a current density of 0.45 A cm�2 for 120 min; (b) SEM image of the
cathodic product; (c) EDS line scan along the solid yellow line shown in (b).
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the electro-deposition of aluminum. In addition, it is also
observed that the titanium content increases gradually with the
decrease of distance from the interface between metal and slag,
caused by the inter-diffusion process during titanium electro-
deposition. The composition at different regions of the
product is also disclosed in Fig. 6b and the table. They indicate
that there is titanium at different regions. In addition, the
titanium content of the edge region of the iron cathode (point 3
and 4) is more than that of the inner region (point 1 and 2),
which is in agreement with the result of the EDS line scan. The
XRD pattern of the cathodic product aer roughly removing the
covered slag is shown in Fig. 7. The presence of Ti–Fe alloys and
the slag phase of Ca25Mg8Al34O84 is detected, which is in
agreement with the result of the EDS analysis.

Furthermore, the cathodic product obtained by galvanostatic
electrolysis at a current density of 0.30 A cm�2 for a period of
210 min is collected in the same way. An SEM image and an EDS
line scan of the cross section of the cathodic product are pre-
sented in Fig. 8a and b, respectively. It is found that the cathodic
17580 | RSC Adv., 2018, 8, 17575–17581
product consists of two regions (region I and II) and the inter-
face between these two is pretty obvious. EDS line analysis
discloses that the composition of region I is a lot of iron and
little titanium. Region II is composed of titanium and iron, and
the titanium content is about three to four times that of the iron
content, presenting a titanium-rich Ti–Fe alloy containing low
levels of impurities, for example less than 1 wt% of aluminum
and oxygen. In addition, as shown in Fig. 8b, the titanium
content increases rapidly at the interface (ranging from 13 to 16
mm). This feature may have resulted from the diffusion rate of
titanium in pure iron being lower than the electro-deposition
rate of titanium at a high current density, and it is similar to
the formation of the transition layer between the deposited iron
and substrate as shown in previous studies.31 This may be the
reason why the initial cell voltage increases slightly from�2.0 to
�2.1 V as shown in Fig. 4. The melting point of Ti–Fe alloys
decreases with an increase in titanium content and it reaches
a minimum when the titanium content is about 70 mol%
(Fig. 5). At this point, the diffusion rate of titanium in Ti–Fe
This journal is © The Royal Society of Chemistry 2018
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alloys is high enough to enable the dissolution of deposited
titanium into the cathode, which results in a steady cell
potential in the later stage of electrolysis (Fig. 4) and the
formation of titanium-rich Ti–Fe with a uniform composition.
These ndings show that we can prepare Ti–Fe alloys with
different titanium contents by changing the electrolysis
conditions.

Lastly, the current density was increased to 0.45 A cm�2 to
study the deposition layer of titanium. The cell voltage shown in
Fig. 9a showed a signicant increase from 2.4 V to 3.2 V in the
initial 50 min, unlike that shown in Fig. 4a. SEM and EDS
results show that the iron cathode is covered by a thin layer
bearingmetal titanium. Notably, the thickness (5–6 mm thick, as
shown in Fig. 9c) of the titanium-bearing layer obtained at 0.45
A cm�2 is much thinner than the thicknesses obtained at
current densities of 0.15 and 0.30 A cm�2. This further indicates
that solid metal titanium or its alloys will appear on the surface
of the iron cathode at the initial electrolysis stage because the
diffusion rate of titanium in iron is lower than the electro-
deposition rate of titanium ions at a high current density. In
this case, it is difficult to deposit titanium during electrolysis
when the cathode is becoming a solid metal. So, only a thin
layer bearing metal titanium is obtained at a high current
density of 0.45 A cm�2.

Conclusions

In summary, this work demonstrates the feasibility of
producing Ti–Fe alloys with oxide feedstock through the MOE
method based on the application of a liquid iron cathode. The
nding potentially provides a novel process for alloy prepara-
tion frommetallurgical slags. Further work will involve detailed
fundamental research on this process including the current
efficiency, the detailed cathodic process of titanium ions and
the optimization of the current density. With the optimization
of the electrolysis conditions and anode materials to further
lower environmental pollution, we expect that molten oxide
electrolysis at a liquid iron cathode can be used to address the
predictable resource and cost issues for the preparation of Ti–Fe
alloys.
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