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Traditional layer-by-layer (LbL) assembled electrodes are mostly multilayer composites formed on two-

dimensional membrane materials. In this case, the electroactive material cannot enter the interior of the

substrate. With porous aerogels as the substrate, the LbL assembly of the electroactive material into the

three-dimensional aerogel skeleton can be realised, greatly improving the utilisation and the

electrochemical performance of the electroactive material. To create a promising aerogel electrode for

high-performance energy storage devices, we herein report an aerogel based on wood pulp fibre (WPF)

and cellulose nanocrystals (CNC), for use as a porous substrate for LbL assembly of nanostructural

polyaniline (PANI) and graphene oxide (GO) or carboxylic multi-walled carbon nanotubes (CMCNT).

Owing to the uniformly distributed multilayer nanoarchitecture, interpenetrating channels, and

hydrophilic character of the cellulosic aerogel substrate, the produced electrodes of (PANI/CMCNT)10
and (PANI/CMCNT)10 both display high specific capacitances, favourable capacitance retention, good

cycling stabilities, and structural flexibility. In the three-electrode test, their gravimetric specific

capacitances are as high as 716.62 and 636.63 F g�1, respectively. In addition, the assembled symmetric

supercapacitors show good areal specific capacitances (1.95 and 1.49 F cm�2) in addition to high areal

specific energies (168.64 and 113.57 mW h cm�2, respectively). These results demonstrate that the

integration of the LbL-assembled electroactive materials and porous cellulosic aerogel substrate can be

a promising strategy to design high-efficiency green energy storage devices.
Introduction

There have been extensive studies on the combination of cellulosic
materials and electroactive materials to prepare electrode mate-
rials for supercapacitors and lithium ion batteries. The methods
include: (1) direct physical mixing of the cellulose with the elec-
troactive material, then ltering or casting the mixture into lm;1–4

(2) chemically dissolving the cellulose in ionic liquids, and then
mixing it with the electroactive material to prepare a lm or aer-
ogel;5–7 and (3) converting the cellulose into nanocellulose, and
then physically mixing it with the electroactive material to form
a lm or aerogel.8–12 Although all these methods are simple, the
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physical mixing can lead to uneven distribution of electroactive
material, a propensity for agglomeration, and poor structural
order. Thus, the surface morphology cannot be controlled. More
importantly, the electroactive material is mostly embedded in the
cellulose matrix and therefore cannot fully contact the electrolyte,
so its utilisation rate is extremely low.

Currently, electroactive materials can be constructed at the
nanoscale for electrochemical purposes, by using the layer-by-
layer (LbL) assembly of different carbon nanomaterials and
conducting polymers.13–16 LbL assembly can be used to combine
materials with different microstructures, including nanorods,
nanosheets, nanoparticles, and nanobres.17,18 Thus, this
method has the ability to integrate and modulate the complex
functions of different nanomaterials with controlled lm
composition and structure.19 However, at present, the research
of LbL assembly is mainly focused on membrane-like substrate
materials, such as ITO-coated glass20–22 and polymer lms
(PET,23,24 PDMS,25 PLA,26 and nanocellulose lm27,28). The elec-
troactive material can only be assembled on the surface of these
membrane-like substrate materials to form a multilayer
composite lm, instead of entering the interior of the substrate
materials to create in-depth fusion. One way to overcome this
problem is using aerogels as the matrix to allow self-assembly of
RSC Adv., 2018, 8, 13191–13199 | 13191
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the electroactive material inside its porous structure. For
example, Hamedi et al.29,30 prepared four kinds of functional
aerogels with different electroactive materials, by using cross-
linked cellulose nanobrils (CNF) aerogels as a porous scaffold.
Using the porous aerogel carrier, it becomes possible to prepare
diverse functional materials via the LbL assembly technology.

Here, we report the formation of cellulose aerogel with
negative charge from wood pulp bre (WPF) and cellulose
nanocrystals (CNC). Then, the positively charged nano-
structural polyaniline (PANI) and the negatively charged gra-
phene oxide (GO) or carboxylic multi-walled carbon nanotubes
(CMCNT) were assembled into this aerogel using the LbL
assembly technique. The resulting aerogel electrode material
showed a uniform, multi-component, and hybrid polymer–
inorganic 3D network nanoarchitecture. Since the electroactive
material is self-assembled on the bre or membrane surface of
the porous aerogel, very high gravimetric capacitance (�700 F
g�1 in 1 M H2SO4 electrolyte) can be achieved in the electrode
material with a low loading (�10 mg per 1 cm3 aerogel). In this
sense, compared with cellulose-based electrode materials
prepared by the traditional physical mixing method, those
prepared with porous aerogels can greatly improve the uti-
lisation of electroactive materials. These results could inspire
new nanostructured electrode materials in the future.

Experimental
Materials

CNC was obtained from the conventional method of acid
hydrolysis of cellulose (64 wt% sulfuric acid at 45 �C for 30 min).
Wet hardwood WPF that was never dried was provided by Bor-
regaard. GO suspensions (2 mg mL�1, ake diameter < 500 nm)
and CMCNT (OD < 8 nm, length 0.5–2 mm, –COOH content
3.86 wt%) were purchased from XFNANO. PANI (emeraldine
base, average Mw 50 000) was purchased from Sigma Aldrich.
1,2,3,4-Butanetetracarboxylic acid (BTCA) and sodium hypo-
phosphite (SHP) were purchased from Aladdin. Dimethylace-
tamide (DMAc), hydrazine hydrate, hydrochloric acid, and other
reagents were of analytical grade and purchased from Beijing
Chemical Reagents Company (China).

Preparation of the aerogels

An aqueous dispersion of WPF/CNC (w/w, 5 : 1) at a concentra-
tion of 1.2 wt% was mixed at 5 : 1 weight ratio with BTCA/SHP
(w/w, 2 : 1) using an Ultra-Turrax homogeniser (T25, IKA) for
30 min, and then by an ultrasonic processor (VCX 1500HV,
Sonics & Materials Inc.) for another 30 min. The aqueous
dispersion was subsequently frozen in cylindrical cuprum
moulds in liquid nitrogen bath, followed by freeze-drying in
a lyophiliser (LGJ-10D, Four-Ring Science Instrument). Finally,
the freeze-dried aerogel was heated at 170 �C for 5 min to create
sufficient covalent cross-linking.

Preparation of PANI, CMCNT, and GO suspensions

PANI (1 g) was added into DMAc (50 mL) and stirred for about
12 h using the Ultra-Turrax homogeniser. Then, the mixture (5
13192 | RSC Adv., 2018, 8, 13191–13199
mL) was added into a dilute HCl solution (pH ¼ 3, 45 mL), and
sonicated for 1 h at 900 W in an ice water bath using the VCX
1500HV ultrasonic processor. Finally, the resulting PANI
dispersion was diluted to 0.5 mg mL�1 with ultrapure water,
and 1 M HCl was used to adjust the pH to 2.5.

CMCNT powder (0.1 g) was dispersed in ultrapure water (200
mL), and sonicated at 900 W for 1 h in an ice water bath to yield
the CMCNT suspension (0.5 mg mL�1). The purchased GO
suspension was diluted to a concentration of 0.5 mg mL�1 in
ultrapure water.

Assembly of the aerogel electrodes

The self-assembly of aerogel electrodes was carried out by
a vacuum ltration method, as shown in Fig. 1. This method
could force the PANI and CMCNT or GO suspensions to pene-
trate the entire porous structure of the aerogel. For the PANI/
CMCNT aerogel electrode, the PANI suspension was rst drop-
ped onto the aerogel and rapidly absorbed by the latter to form
a volume-swellable hydrogel. The hydrogel was kept for 15 min,
and then the excess PANI suspension was ltered off by vacuum
ltration. The volume of the hydrogel will shrink sharply in this
step due to the negative pressure. Next, the CMCNT suspension
was dropped onto the contracted aerogel, and it rapidly
returned to the swollen hydrogel state. The hydrogel was kept
for another 15 min and then vacuum-ltered again. This is one
cycle in the LbL assembly procedure. Aer repeating n such
cycles, the resultant aerogel electrodes are denoted as “(PANI/
CMCNT)n” LbL assemblies.

The PANI/GO aerogel electrodes were created using the same
method, except that the CMCNT suspension was replaced by the
GO suspension. The resulting aerogel electrodes are also shown
as “(PANI/GO)n” aerogels.

The assembled aerogels were placed in a large amount of
ultrapure water for dialysis treatment in order to remove the
residual hydrochloric acid and DMAc, and then freeze-dried
aer being frozen in liquid nitrogen to obtain the desired aer-
ogel electrodes. In order to improve the electrochemical
performance, the PANI/GO aerogels need to be reduced using
hydrazine hydrate and ammonia solution in an autoclave at
90 �C for 2 h.

Preparation of all-solid-state supercapacitors

The aerogel electrode was compressed at 1 MPa into an aerogel
lm for the subsequent assembly of the all-solid-state super-
capacitor. The compressed aerogel lm was cut to a desired size
and then immersed in the PVA/H3PO4 electrolyte for about 1
hour, aer which it was allowed to dry at room temperature.
Next, two such aerogel lm electrodes were gently pressed
together to obtain a sandwich structure as the all-solid-state
supercapacitor device.

Characterisation and electrical measurements

The size and zeta potential of the PANI, CMCNT, and GO
particles were measured using a Zetasizer Nano ZS instrument
(Malvern Instruments Ltd., UK). Fourier transform infrared
(FTIR) spectra were recorded by a Nicolet iS10 spectrometer
This journal is © The Royal Society of Chemistry 2018
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Fig. 1 (a) Illustrating the preparation of the aerogel electrodes. Representative photographic images of (b) the WPF/CNC aerogel, (c) the WPF/
CNC aerogel following PANI assembly, and (d) the (PANI/CMCNT)10 aerogel. The (PANI/GO)10 aerogel had a similar appearance to the (PANI/
CMCNT)10 aerogel.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

0 
A

pr
il 

20
18

. D
ow

nl
oa

de
d 

on
 9

/1
8/

20
24

 1
2:

14
:5

1 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
(Thermo Fisher Scientic Inc., USA). Raman measurement was
performed with an inVia confocal Raman microscope with
632.8 nm diode laser excitation at room temperature (Renishaw,
UK). X-ray diffraction (XRD) measurement was performed on
a D8 Advance instrument with Cu Ka radiation (l ¼ 0.154 nm,
40 kV, 40 mA) in the 2q range of 5–60� (Bruker Co., Germany). X-
ray photoelectron spectroscopy (XPS) analysis was conducted on
an ESCALAB 250Xi instrument with an Al Ka (hn¼ 1486.6 eV) X-
ray source set at 20 mA (Thermo Fisher Scientic Inc., USA).
Scanning electron microscopy (SEM) examination was per-
formed using a Hitachi S-4800 eld-emission-gun SEM (Japan)
at 5.0 kV. Transmission electron microscopy (TEM, Tecnai G2

F30, FEI, USA) was used to characterise the microstructure of
the aerogels. The specic surface and pore volume were
measured using the multipoint Brunauer–Emmett–Teller (BET)
and Barrett–Joyner–Halenda (BJH) method for N2 gas adsorp-
tion isotherm analysis (NOVA 1200e Quantachrome, USA).
Conductivity was measured using a ST 2253 4-point probe
resistivity measurement system (Suzhou Jingge Electronic Co.,
Ltd, China).

Electrochemical measurements were carried out on a CHI
660E electrochemical workstation (Shanghai Chenhua Instru-
ment Co., LTD, China) at room temperature. A three-electrode
testing system was employed for the aerogel electrodes using
1 M H2SO4 electrolyte solution, where a saturated calomel
electrode (SCE) and Pt electrode were used as the reference and
counter electrodes, respectively. The electrochemical measure-
ments of supercapacitor devices were carried out using a two-
electrode system.

Cyclic voltammetry (CV) was conducted in the 0–0.8 V range
with incremental sweep rates. Galvanostatic charge–discharge
(GCD) properties were measured at different current densities
with a cut-off voltage of 0–0.8 V. Electrochemical impedance
This journal is © The Royal Society of Chemistry 2018
spectroscopy (EIS) was performed from 0.001 to 105 Hz, with an
amplitude of 0.005 V referred to the open circuit potential. From
the three-electrode tests, the areal and gravimetric specic
capacitances (Cs in F cm�2 and Cg in F g�1) were calculated as Cs

¼ (
Ð
IdU)/(vSU) and Cg ¼ 2Im(

Ð
Udt)/(Uf � Ui)

2; where I (A), v (V
s�1), S (cm2), U (V), t (s), and Im (A g�1) are the current, voltage
sweep rate, working area of the electrode, potential with initial
and nal values of Uf and Ui, discharge time, and current
density, respectively.31 For the two-electrode tests, Cs0 ¼ 4(

Ð
IdU)/

(vSU) or Cs00 ¼ 4(IDt)/(SU), and Cg0 ¼ 4(IDt)/(mU), where Cs0, Cs00,
and Cg0 are the areal specic capacitance and gravimetric
specic capacitance of the supercapacitor devices, respectively.
The areal energy E (mW h cm�2) and the areal power P (mW
cm�2) of the supercapacitor were obtained according to the
expressions E ¼ 1/4(U2Cs00/2) and P ¼ E/Dt, respectively.
Results and discussion

As a positively charged nanomaterial, the PANI nanoparticles
were incorporated into an electrostatic LbL system with
a carbon nanomaterial (CMCNT or GO) and complementary
negatively charged polyelectrolyte on WPF/CNC aerogel. The
PANI prepared in this study appeared as nanoparticles in the
acid suspension (pH � 2.5), as shown by the TEM image in
Fig. S1a, ESI.† The average particle size was 356.4 nm and the
zeta potential was 44.3 mV (Fig. S1d†). The TEM images of
CMCNT and GO (Fig. S1b and c†) indicate that they are typical
nanotube and nanosheet structures. CMCNT and GO also have
average particle sizes of 208.2 and 321.5 nm and zeta potentials
of�45.1 mV at pH� 6.9 and�40.6 mV at pH� 6.8, respectively.
These data show that these nanomaterials have good nano-size
morphology and sufficient surface charge for the LbL assembly.
RSC Adv., 2018, 8, 13191–13199 | 13193
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A schematic depiction of the LbL assembly process is dis-
played in Fig. 1a, and its details are described in the Experi-
mental section. Briey, PANI nanoparticles and CMCNT or GO
were alternately deposited on the porous structure of WPF/CNC
aerogel. Aer the PANI assembly, the white aerogel (Fig. 1b)
became dark green (Fig. 1c), which is characteristic of the doped
PANI (emeraldine salt). Aer assembly of CMCNT or GO, the
aerogel's colour would become darker and eventually appearing
as black, as shown in Fig. 1d. We used WPF/CNC aerogel as the
substrate, because CNC itself is a negatively charged substrate,
and the micron-scale WPF could provide a large and exible
“frame”. In the formed aerogel system, the nano-scale CNC
particles are lled into the gap between the WPF as small and
rigid “brackets” (Fig. S2a†). This structure allows the WPF/CNC
aerogel to maintain its microstructure without collapsing when
subjected to repeated vacuum pumping, even though the BTCA
cross-linking degree of WPF/CNC aerogels was only 20%.
Although the BTCA cross-linking can increase the negative
charge, excessive cross-linking not only seriously decreases the
specic surface area of aerogels, but also makes them more
brittle. This is because BTCA will undergo esterication with
CNC, causing the latter to easily aggregate with each other. In
order to balance the many inuencing factors, we performed
preliminary experiments and determined the optimal degree of
BTCA cross-linking to be 20%. The specic surface area and
total pore volume of the WPF/CNC aerogels with 20% BTCA
cross-linking in this study can reach to 44.68 m2 g�1 and 0.042
cm3 g�1 (Fig. S3†), which is benecial for the LbL assembly
procedure.

The microscopic morphology of WPF/CNC aerogels before
and aer LbL assembly is shown in Fig. 2. Before LbL assembly,
WPF and CNC form an intertwined three-dimensional porous
structure (Fig. 2a), and the micron-scaleWPF is wrapped with
the nano-bres (Fig. S2b†) and nano-lms formed by CNC
(Fig. 2b). Part of the CNC nano-lm attached to theWPF surface
to form a corrugated membrane structure, and the surface is
relatively smooth without granular morphology (Fig. 2c). Aer
the LbL assembly of PANI and CMCNT or GO, the (PANI/
CMCNT)10 and (PANI/GO)10 aerogels (Fig. 2d and g, respectively)
still maintained the 3D porous morphology. This shows that the
structure of aerogels remained intact aer 10 cycles of LbL
assembly in the aqueous system, and kept the good porous
structure. Comparing Fig. 2c, e and h, aer LbL assembly, the
electroactive nanomaterials are uniformly attached to the
surface of corrugatedWPF membrane to form a stacked gran-
ular multilayer nanostructure.

For the (PANI/CMCNT)10 aerogels, the high-magnication
image in Fig. 2f shows that the PANI nanoparticles and
CMCNT nanotubes created highly agglomerated and entangled
porous nanostructures due to ionic interaction, van der Waals
interactions, and capillary forces.21 The microstructure of
(PANI/GO)10 aerogels is slightly different, with relatively at and
somewhat more densely packed PANI and GO network nano-
structures (Fig. 2i). Since the nal layer in the LbL lm was GO,
the PANI particles are predominately covered by lamellar GO.
This highly interpenetrating nanostructure allows the (PANI/
CMCNT)10 aerogel to achieve a relatively higher specic surface
13194 | RSC Adv., 2018, 8, 13191–13199
area (Fig. S3a,† 118.52 m2 g�1) and pore volume (Fig. S3b,†
0.197 cm3 g�1) than the (PANI/GO)10 aerogel (Fig. S3,† 56.04 m2

g�1, 0.168 cm3 g�1), which is favourable for electrochemical
performance because of the improved electronic and ionic
transport channels.32,33

In addition to WPF, aer LbL assembly, the smooth
morphology of the nanobres formed by CNC is similarly
attached with multilayer nanomaterials and becomes remark-
ably rough (Fig. 3a and b). We further analysed the elemental
distribution on (PANI/CMCNT)10 and (f) (PANI/GO)10 on CNC
nanobres using energy dispersive spectroscopy (EDS), as
shown in Fig. S2e and f.† As indicated, N element was well
dispersed within the nanobrous structure. The TEM image
gives additional details about the microstructures of (PANI/
CMCNT)10 and (PANI/GO)10 aerogels. Due to the large size of the
WPF, the TEM can only observe the CNC. The (PANI/CMCNT)10
aerogel shows intertwined brous network structure with
a rough surface (Fig. S2c†). Under higher magnication, the
CNC nanobres have an attached layer of PANI and CNT
nanoparticles (Fig. 3c). This is consistent with the SEM image in
Fig. 3a. The TEMmorphology of (PANI/GO)10 aerogels is similar
to that of (PANI/GO)10, also showing a random entangled
network structure (Fig. S2d†). Likewise, under higher magni-
cation, it is found that the CNC nanobres are wrapped by
larger-scale GO nanosheets, while smaller PANI nanoparticles
are harder to observe (Fig. 3d). This is directly related to the last
layer of LBL being GO. This micromorphology is also consistent
with the SEM image of Fig. 3b.

The surface chemistry of WPF/CNC aerogels before and aer
LbL assembly was investigated using XPS. The survey scan
spectra of the three aerogels (Fig. 4a) show that the contents of
C, O, and N elements change signicantly aer LbL assembly.
The C/O ratio of the WPF/CNC, (PANI/CMCNT)10, and (PANI/
GO)10 aerogels is 1.59, 5.07, and 3.83, respectively (Fig. S4a†). As
presented in Fig. 4b and c, and S4b,† the C 1s peak for (PANI/
CMCNT)10 aerogel was composed of ve peaks with binding
energies of 284.8 eV (C]C/C–C), 285.4 eV (C–N/C]N), 286.2 eV
(C–O), 286.8 eV (C]O), and 288.9 eV (O–C]O). For the (PANI/
GO)10 aerogel, these ve peaks are located at 284.8, 285.4, 286.1,
287.3, and 289.2 eV, respectively. Meanwhile, for the WPF/CNC
aerogels, the C 1s peak was only composed of three peaks with
binding energies of 284.8 eV (C]C/C–C), 286.3 eV (C–O), and
288.7 eV (C]O).14 This demonstrates the good combination of
PANI with CMCNT or GO on the WPF/CNC aerogels. Further-
more, the XPS N 1s spectrum is deconvoluted into three peaks
to illustrate the electrical properties of PANI (Fig. S4c and d†).
There are three component peaks: amine (–NH–) with binding
energy centred at 399.9 and 399.6 eV, imine groups (]NH–)
centred at 398.2 and 398.3 eV, and positively charged nitrogen
groups (N+) centred at 401.1 eV.21

The FTIR spectra of the three aerogels also show the
changing chemical functional groups aer LbL assembly
(Fig. 4d). The prominent peaks of (PANI/CMCNT)10 and (PANI/
GO)10 aerogels appear at 1585, 1500, and 1311 cm�1. These
peaks are respectively assigned to the N]Q]N stretching,
N–B–N stretching (B and Q represent benzenoid and quinoid
moieties, respectively), and C–N stretching vibrations with
This journal is © The Royal Society of Chemistry 2018
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Fig. 2 SEM images of (a–c) the WPF/CNC aerogel, (d–f) the (PANI/CMCNT)10 aerogel, and (g–i) the (PANI/GO)10 aerogel at different
magnifications.

Fig. 3 SEM images of (a) (PANI/CMCNT)10 and (b) (PANI/GO)10 on
CNC nanofibres. TEM images of (c) (PANI/CMCNT)10 and (d) (PANI/
GO)10 on CNC nanofibres.
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aromatic conjugation, which are all characteristic of PANI.34,35

Raman spectra were measured to further investigate the struc-
tural changes of the aerogels. As shown in Fig. 4e, the (PANI/
CMCNT)10 and (PANI/GO)10 aerogels show characteristic
Raman peaks at 1162 cm�1 for C–Hbending of the quinoid ring,
1216 cm�1 for C–H bending of the benzoid ring, 1331 cm�1 for
C–N*+ stretching for the radical cation, 1473 cm�1 for C]N
bending, and 1587 cm�1 for the C]C stretching of quinoid,
This journal is © The Royal Society of Chemistry 2018
displaying the characteristic peaks from both PANI and CMCNT
or GO.14,21 In the XRD patterns of aerogels (Fig. 4f), the
diffraction peaks at 14.8�, 21.5�, and 33.6� represent the typical
cellulose I crystalline structure, while the diffraction peaks of
PANI, CMCNT, and GO were all covered by those of WPF and
CNC. Overall, these results further conrm the successful LbL
assembly of PANI with CMCNT or GO on WPF/CNC aerogels.
The conclusions are consistent with the TEM and SEM studies,
thereby illustrating the successful construction of multilayer
nanomaterials with well-designed microstructure.

Aer assembly onto the nanobre or nanomembrane surface
of WPF/CNC aerogel, the electroactive materials of PANI and
CMCNT or RGO formed a uniformly distributed nanocomposite
with multilayer nanoarchitectures that could improve the elec-
trochemical performance. To conrm this, we rst investigated
the charge storage capacities of (PANI/CMCNT)10 and (PANI/
RGO)10 aerogel electrodes (both assembled with 10 LbL cycles)
using a three-electrode cell in 1 M H2SO4 electrolyte. Then, we
investigated the performance of aerogel electrodes with varying
LbL cycles in a two-electrode system using PVA/H3PO4 gel as the
electrolyte.

Before measurements, the aerogel electrode was compressed
into an aerogel lm (Fig. S5a†). The CV data for the (PANI/
CMCNT)10 and (PANI/RGO)10 aerogel electrodes are displayed in
Fig. 5a and b. Notably, both electrodes exhibited prominent
redox peaks that are mainly attributed to the leucoemeraldine/
emeraldine and emeraldine/pernigraniline redox reactions of
PANI. It should be noted that the carbonmaterials (CMCNT and
RSC Adv., 2018, 8, 13191–13199 | 13195
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Fig. 4 (a) XPS, (d) FTIR, and (f) XRD spectra of theWPF/CNC, (PANI/CMCNT)10, and (PANI/GO)10 aerogels. High-resolution XPS C 1s spectra of (b)
the (PANI/CMCNT)10 and (c) (PANI/GO)10 aerogels. (e) Raman spectra of the PANI aerogel alone, the (PANI/CMCNT)10 aerogel, and the (PANI/
GO)10 aerogel.
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RGO) provided not only double-layer capacitance but also some
additional pseudocapacitance, since their surface still retained
some amount of oxygen-containing functional groups.14,21,36 As
the scan rate increased from 5 to 200 mV s�1, the distortion of
CV curves became more obvious. The anodic peak shied from
0.53 to 0.70 V, and the cathodic peak from 0.41 to 0.28 V for the
(PANI/CMCNT)10 aerogel electrode, while for the (PANI/RGO)10
aerogel electrode these values are from 0.52 to 0.65 V and 0.44 to
0.31 V, respectively. Both maximum currents increased non-
linearly with scan rate (Fig. S6a and b†), which shows that these
electrodes have a mixed nondiffusion- and diffusion-controlled
redox process.14,37 The galvanostatic charge/discharge curves of
the two aerogel electrodes exhibited curved charge and
Fig. 5 CV curves of (a) the (PANI/CMCNT)10 aerogel and (b) the (PANI/
RGO)10 aerogel at different sweep rates. (c) Areal capacitances of the
two aerogel electrodes at different sweep rates. (d) Gravimetric
capacitances of the two aerogel electrodes at different current
densities. All data were acquired under three-electrode testing
conditions.

13196 | RSC Adv., 2018, 8, 13191–13199
discharge lines corresponding to pseudocapacitance, a charac-
teristic mainly contributed from the PANI (Fig. S6c and d†).

By comparing the electrochemical properties of the two
aerogel electrodes, it is found that the CV curve of (PANI/RGO)10
electrode is more distorted than that of (PANI/CMCNT)10 at the
same scanning rate of 5 mV s�1 (Fig. S6e†). Moreover, the (PANI/
CMCNT)10 aerogel electrode discharged for a longer time at the
same current density of 3.750 mA cm�2 (Fig. S6f†). The EIS
curves also show that the interior resistance of (PANI/CMCNT)10
aerogel electrode is less than that of (PANI/RGO)10 (Fig. S5b†).
The corresponding equivalent series resistance (ESR) values of
the two electrodes are determined to be 1.67 and 11.33 U from
the Nyquist plots, thereby conrming their relatively small
electrical resistance. These results indicate that the (PANI/
CMCNT)10 aerogel electrode has relatively better electrolyte
accessibility than the (PANI/RGO)10 electrode, and thus is more
benecial to ion transport and electron diffusion. This is
consistent with the aforementioned microstructure and specic
surface area of the two electrode materials (i.e., the (PANI/
CMCNT)10 aerogel electrode has more microscopic porous
structure and a higher specic surface area, which is more
conducive to diffusion). This difference is also reected in the
capacitance. The calculated areal specic capacitance of the
(PANI/CMCNT)10 aerogel electrode through the CV curve is
much larger than that of (PANI/RGO)10 (Fig. 5c), reaching 5.63
vs. 2.69 F cm�2 at 1 mV s�1. The gravimetric specic capacitance
of the (PANI/CMCNT)10 aerogel electrode, calculated from the
discharge curves, is 716.62 F g�1 at a current density of 3.125
mA cm�2 (Fig. 5d), which is again larger than that of (PANI/
RGO)10 (636.63 F g�1 at a current density of 1.875mA cm�2). The
capacitances of both electrodes far exceed the best values
previously reported for PANI/RGO LbL lms,38 and PANI/RGO
LbL hollow spheres39 in 1 M H2SO4 electrolyte, and also better
than other aerogel electrodes with nanocellulose as
substrate.29,40,41 The high specic capacitance of our new aerogel
This journal is © The Royal Society of Chemistry 2018
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Fig. 6 CV curves of (a) the (PANI/CMCNT)10 aerogel and (b) the (PANI/
RGO)10 aerogel at different sweep rates. GCD curves of (c) the (PANI/
CMCNT)10 aerogel and (d) the (PANI/RGO)10 aerogel at different
current densities. All data were acquired under two-electrode testing
conditions.
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electrodes prepared by the LbL assembly of PANI and CMCNT
or RGO demonstrates that the LbL method can build a porous
coating with good connectivity and ne nanostructures
throughout the whole aerogel network structure, which signif-
icantly increases the utilisation of electroactive material and
improves the electrochemical performance.

Generally speaking, as the LbL cycle number increases, the
mass loading of the electroactive material on the aerogel
increases, and the conductivity of the aerogel electrode
increases accordingly (Fig. S7†). This is because a higher mass
loading means denser packing of electroactive materials and
their increased overlap with each other, resulting in more
continuous and interconnecting pathways for electron trans-
port in the aerogel electrode. Therefore, we investigated the
electrochemical performance of the aerogel electrodes with
varying numbers of LbL cycles. Fig. S8† compares the CV data
under 20 mV s�1 and GCD data under 1.000 mA cm�2 for the
(PANI/CMCNT)n and (PANI/RGO)n aerogel electrodes with
different LbL numbers (n). The results show that the current
density and regularity of CV curves strengthen as the LbL cycle
continued (Fig. S8a and b†), especially for the (PANI/RGO)n
aerogel electrode (Fig. S8b†). From the discharge curve, with
increasing LbL number, the GCD curve is closer to an isosceles
triangle, the time of discharge is prolonged, and the IR drop
declines (Fig. S8c and d†). Combined with the results of
Fig. S7,† within the scope of this experiment, a higher LbL
number not only increases the conductivity and the mass
loading in the aerogel electrode, but also signicantly improves
the electrochemical performance. To this end, below we focus
on the electrochemical properties of aerogel electrodes with n¼
10.

The electrochemical behaviours of symmetric super-
capacitors (SCs) containing the (PANI/CMCNT)10 or (PANI/
RGO)10 aerogel electrodes were then evaluated in a two-
electrode system using PVA/H3PO4 gel as the electrolyte. Both
aerogel electrodes exhibited typical pseudocapacitive behaviour
without obvious redox peaks as the scan rate increased from 5 to
200 mV s�1 (Fig. 6a and b), and the CV curve was only slightly
deformed even at the high scanning rate of 200 mV s�1, espe-
cially for (PANI/CMCNT)10 (Fig. 6a). At the same scan rate, the
(PANI/CMCNT)10 aerogel electrode had more regular, rectan-
gular CV curves and a larger integrated area than the (PANI/
RGO)10 aerogel electrode. These phenomena were also
conrmed by the corresponding GCD curves in the current
density range from 0.750 to 3.750 mA cm�2 (Fig. 6c and d). At
the same current density, the (PANI/CMCNT)10 aerogel elec-
trode exhibited a more regular isosceles triangle shape in the
charge–discharge curves and a longer discharge time,
compared to that of the (PANI/RGO)10 aerogel electrode. In
addition, the EIS curves also showed that (PANI/CMCNT)10
aerogel electrode had a relatively smaller ESR values (22.08 U vs.
30.09 U for (PANI/RGO)10 aerogel electrode, see Fig. S9a†). All of
these results are related to the improved porous nanostructure,
higher specic surface area, and higher conductivity and mass
loading of the (PANI/CMCNT)10 aerogel electrode. The CV and
GCD results also imply that this aerogel electrode displayed
relatively fast charge transfer and good rate capability, due to
This journal is © The Royal Society of Chemistry 2018
the densely packed electroactive materials onto the porous and
lyophilic WPF/CNC aerogels.

The specic capacitance of the aerogel electrodes also re-
ected their performance difference. As shown in Fig. 7, the
areal specic capacitances for (PANI/CMCNT)10 were all larger
than those for (PANI/RGO)10 at the same sweep rate. The values
could reach to 1.95 and 1.49 F cm�2, as calculated from the CV
curves (Fig. 7a) at a low sweep rate of 1 mV s�1, or reach to 2.11
and 1.42 F cm�2 calculated from the GCD curves (Fig. 7a) at
a low current density of 0.75 mA cm�1, respectively. The areal
capacitance values of two aerogel electrodes assembled using
the LbL method are signicantly higher than those of PANI and
RGO LbL assembled on CNF lm27 as well as other recently
reported electrodes with similar electroactive materials (e.g.
paper-based graphite/PANI electrodes,42 carbon nanotube/PANI
hydrogel lm electrodes,43 3D porous RGO/PANI composites,44

and carbon nanotube/PANI nanoribbon paper (ref. 45)). More-
over, the gravimetric capacitances estimated from the discharge
process for the (PANI/CMCNT)10 and (PANI/RGO)10 aerogel
electrodes were 585.57 and 433.51 F g�1, respectively, at
a current density of 0.75 mA cm�2 (Fig. 7b). Interestingly, there
was also a slight decline in the rate performance (80.98% and
84.01% capacitance retention for (PANI/CMCNT)10 and (PANI/
RGO)10 aerogel electrodes, respectively) when the current
density increased to 3.75 mA cm�2. This indicates that the
aerogel electrodes can sustainably cover a broad current range
and provide favourable power performance.

Fig. 7c is the corresponding Ragone plots calculated from the
GCD curves for the two SCs with aerogel electrodes. It shows
that the SC made from (PANI/CMCNT)10 aerogel electrodes can
deliver a much higher energy density than that from (PANI/
RGO)10. More specically, the maximum areal specic energy of
the former reached 168.64 mW h cm�2 at an areal specic
power of 0.30 mW cm�2, while those for the latter reached
113.57 mW h cm�2 at the same areal specic power. The long-
term cycling performance of the two SCs was tested at a scan
RSC Adv., 2018, 8, 13191–13199 | 13197
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Fig. 7 (a) Areal capacitances of the two aerogel electrodes at different
sweep rates under two-electrode testing conditions. (b) Gravimetric
capacitances of the two aerogel electrodes at different current
densities under two-electrode testing conditions. (c) Ragone plots of
power density vs. energy density for the two aerogel-electrode-
assembled SCs. (d) Cycling stabilities of the two aerogel-electrode-
assembled SCs.
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rate of 10 mV s�1 (Fig. 7d, S9c and d). Aer 5000 cycles, the SC
based on (PANI/CMCNT)10 aerogel electrode retained 90.73% of
its initial capacitance, while that of (PANI/RGO)10 only retained
88.61%, thereby demonstrating that the former was slightly
more stable than the latter. The two aerogel electrodes also had
good exibility due to the cellulosic-based skeleton. To test this,
their capacitive performance at the normal and bent states was
evaluated by CV tests at a sweep rate of 50 mV s�1 (Fig. S10†).
The results showed that the capacitive behaviour was basically
not affected by bending the electrodes.
Conclusions

In summary, we demonstrated the use of WPF/CNC aerogel as
a porous lightweight substrate for the LbL assembly of the
electroactive material PANI and CMCNT or GO, in order to
produce promising aerogel electrodes for high-performance
energy storage devices. Combining the advantages of the
uniformly distribution of multi-layered nanoarchitectures
formed by PANI, CMCNT or GO on the cellulosic aerogel, and
the porous structure and hydrophilic character of the cellulosic
aerogel substrate, the resultant (PANI/CMCNT)10 and (PANI/
CMCNT)10 aerogel electrodes exhibited high gravimetric
specic capacitances (716.62 and 636.63 F g�1, respectively) in
the three-electrode test. The assembled symmetric super-
capacitors also have very high real specic capacitances (1.95
and 1.49 F cm�2) and good energy density (168.64 and 113.57
mW h cm�2, respectively). Moreover, the aerogel electrodes also
showed stable cycling performance, good rate capability, and
exibility. Our work suggests that the use of porous cellulosic
aerogel as a substrate for LbL assembly of supercapacitor elec-
trodes will be a promising pathway to create nanostructures for
green energy storage applications.
13198 | RSC Adv., 2018, 8, 13191–13199
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