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N,N0-Diphenyl-N,N0-bis(1-naphthyl)-1,10-biphenyl-4,40-diamine (NPB) and 4,40,400-tris (N-3-methylphenyl-

N-phenylamine) triphenylamine (m-MTDATA) are widely used as hole transport materials in organic

optoelectronic devices. In the present article, the hole transport properties of blends of NPB and m-

MTDATA compared with the pristine materials are investigated using admittance spectroscopy and

considering temperature dependent current–voltage characteristics and electroluminescent

characteristics. It has been found that m-MTDATA dramatically lowers the carrier mobility in the NPB

matrix to a large extent by enhancing the total density of traps and results in more dispersive transport.

However, by introducing NPB into m-MTDATA the hole mobility is nearly unchanged in comparison with

pristine m-MTDATA film. These differences are attributed to two different charge transport mechanisms,

trapping and scattering. Obtained quantitative information regarding the charge transport parameters

could help to extend optimization strategies for the fabrication of new organic optoelectronic devices by

enabling the facile tailoring of the charge transport process.
1. Introduction

Organic doped semiconductors have invoked immense interest
as active layers in next generation optoelectronic devices, such
as organic light emitting diodes (OLEDs),1 organic solar cells
(OSCs)2 and organic thin lm transistors (OTFTs).3 The effi-
ciency of OLEDs is governed by engineering the charge trans-
port properties of organic semiconductors to achieve a charge
balance between electrons and holes in charge transport layers.4

Electrical doping is an important and feasible method in the
recent impressive progress in the performance of organic
semiconducting devices. However few efforts are focused on the
fundamental aspects of this issue.5–11 Understanding the charge
transport properties in organic doped lms and the related
diode characteristics is therefore of great signicance for the
further improvement of device efficiency.

The role that the dopant plays in the doped lm is crucial in
the transport process. Doping of a hole transport material with
a dopant with a higher-lying highest occupied molecular orbital
(HOMO) level results in an electronic state above the HOMO
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level of the matrix material while doping with a dopant with
a lower-lying HOMO level generates no additional trap
states.12–14 These two types of dopant are dened as trap and
scatterer, respectively. Subsequently, the inuence of charge
trapping and scattering on the hole transport properties of N,N0-
di(naphthalene-1-yl)-N,N0-diphenyl-benzidine (NPB) has been
studied by So et al. via the time-of-ight (TOF) technique.15,16

The charge transport properties were analyzed using the
Gaussian disorder model and they revealed that the traps
signicantly enhance the energetic disorder. For the scattering,
it changes a little. The effects of traps and scatterers with
various energy level differences have also been investigated.17 In
these studies, the mobilities were determined using the TOF
technique which generally requires several micron thick lms
due to the nite penetration depth of the incident light when
retaining a well-dened ight distance.18 In particular, the TOF
transients become featureless and the carrier transit time is
difficult to determine in highly dispersive materials.19 Alterna-
tively, admittance spectroscopy (AS) is a powerful technique for
investigating the hole and electron mobilities in organic mate-
rials with the advantages of full automatic measurements and
no specic requirements for the sample thickness.5,9,10,19–25 It is
superior to TOF for investigating the charge transport in
dispersive materials. Furthermore, the space-charge-limited
current (SCLC) model with exponentially distributed traps is
commonly used to describe the current–voltage (I–V) charac-
teristics in organic disordered semiconductors with an esti-
mation of the energy and density of traps.26,27 So how the trap
densities are inuenced upon doping will be revealed.
This journal is © The Royal Society of Chemistry 2018
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Fig. 1 Current density–voltage characteristics of the hole-only
devices. The chemical structures of NPB and m-MTDATA are also
shown here.
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In the present work, we investigate the effects of intentional
doping on NPB and 4,40,400-tris(N-3-methylphenyl-N-phenyl-
amine) triphenylamine (m-MTDATA) by considering I–V and
capacitance–frequency (C–f) characteristics. In NPB-doped m-
MTDATA and m-MTDATA-doped NPB lms, the mobilities and
dispersion parameters as well as trap densities are determined
and compared with those of pristine materials. These obtained
physical quantities show that the transport properties can be
tailored facilely.

2. Experimental

NPB and m-MTDATA were chosen for this investigation. The
HOMO levels of m-MTDATA and NPB are 5.1 eV and 5.4 eV,
respectively. Therefore, the introduction of hole traps is ex-
pected when doping m-MTDATA into NPB, while NPB would
behave as scattering centers in an m-MTDATA matrix.13,15 All
organic materials were purchased from Nichem and used
without further purication.

The devices were fabricated by thermal evaporation of the
organic materials on indium tin oxide (ITO)-coated glass
substrates. The substrate was thoroughly cleaned in an ultra-
sonic bath using detergents and then de-ionized water. The
surface of the ITO substrate was treated with oxygen plasma for
2 min to enhance its work function. All lms were deposited
under a high vacuum (pressure <10�4 Pa). The doped lms were
deposited using a co-evaporation process with a doping
concentration of 4% by weight. The thickness was controlled in
situ using a quarter crystal monitor and calibrated using
a Dektak 6M Proler (Veeco). The aluminum (Al) electrodes
were deposited on the organic lms through shadow masks
with an active area of 16 mm2.

For the measurements of the temperature dependent I–V
characteristics, the device structure is ITO/molybdenum oxide
(MoO3) (5 nm)/active layers (120 nm)/MoO3 (5 nm)/Al, where
MoO3 was used to facilitate hole injection from ITO and
suppress electron injection from Al.5 For the AS measurements,
the samples had the same structure as mentioned above but the
thicknesses were between 120 and 1400 nm to efficiently derive
mobilities in different samples due to the limitation of the
maximum frequency in the impedance analyzer.

The I–V characteristics were investigated using a Keithley
2400 sourcemeter integrated with a vacuum cryostat (Optistat
DN-V, Oxford Instruments). The admittance was measured at
room temperature using an Agilent E4980A precision LCR
meter in the frequency range of 20 Hz to 2 MHz with the
oscillation amplitude of the ac voltage kept at 100 mV. The
luminance–voltage (L–V) characteristics were recorded using
a Keithley 2400 sourcemeter and a Keithley 2000 multimeter
with a calibrated silicon photodiode.

3. Results and discussion

Fig. 1 shows the current density–voltage (J–V) characteristics of
the hole-only devices for pure and doped lms at room
temperature. It can be clearly seen that for a given driving
voltage the current density decreases around three or four
This journal is © The Royal Society of Chemistry 2018
orders of magnitude when m-MTDATA is doped into NPB. In
particular, the device based onm-MTDATA:NPB exhibits slightly
reduced, or nearly identical, J–V characteristics compared with
those of pristine m-MTDATA. For example, at a voltage of 3 V,
the current density is 0.034 A cm�2 for pure NPB, which reduces
sharply to 3.2 � 10�6 A cm�2 in m-MTDATA doped NPB lm.
Meanwhile, the current densities of pristine m-MTDATA and
NPB doped m-MTDATA lms are 0.0064 A cm�2 and 0.0055 A
cm�2, respectively. The variations in the J–V characteristics
implies the different mobilities in doped lms, which are
related to the charge transport hopping process via the dopant
molecules.

AS measurements were done to infer the hole transport
properties based on the measurement of the frequency-
dependent capacitance of an organic lm. In this method, the
current response, iac, to a small oscillating voltage, vac, is
monitored. The complex admittance, Yac, is related to iac and vac
as follows:

Yac ¼ iac

vac
¼ GðuÞ þ iBðuÞ ¼ GðuÞ þ iuCðuÞ (1)

where G is the conductance, B is the susceptance, C is the
capacitance and i2 ¼ �1. In addition, the complex admittance,
Y, can be deduced analytically and written as20

Y ðUÞ ¼

33oA

sdcd

8<
:

U3

2i½0:75~mðUÞ�2
h
1� exp

�
� i4U

3~mðUÞ
��

þ 1:5~mðUÞU� iU2

9=
;
(2)

where d and A are the thickness and the area of the sample,
respectively, 3 is the dielectric constant of the material and 3o is
the permittivity of free space. In the above equation, sdc is the
average hole transit time in the absence of the ac signal, and
U ¼ usdc. The normalized mobility is dened as ~m(U) ¼ m(U)/
mdc, where mdc ¼ d2/(Vsdc) is the dc hole mobility in the absence
of the ac eld. To derive the carrier mobility, the imaginary part
of Y, i.e. the susceptance in the frequency domain, can be
RSC Adv., 2018, 8, 26230–26236 | 26231
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Fig. 2 Frequency dependences of capacitance and �DB for hole-only devices of (a and b) NPB, (c and d) NPB:4% m-MTDATA, (e and f) m-
MTDATA, (g and h) m-MTDATA:4% NPB at room temperature.
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analyzed. In particular, the negative differential susceptance of
the device can be dened as �DB ¼ �2pf(C � Cgeo). By plotting
�DB as a function of frequency, a characteristic frequency fr at
which a maximum of �DB occurs is correlated with the average
26232 | RSC Adv., 2018, 8, 26230–26236
hole transit time via fr ¼ 0.56/sdc.20 Consequently the carrier
mobility can be extracted by the following equation:

mdc ¼
frd

2

0:56ðV � VbiÞ (3)
This journal is © The Royal Society of Chemistry 2018
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Fig. 4 Field dependence of hole transit times. The solid lines represent
the linear fits to the data.
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Fig. 2 depicts a series of corresponding C–f and �DB–f plots
for four devices. It can be observed that at zero bias voltage, the
capacitances are nearly frequency independent and equal to the
geometrical capacitance. As bias increases, the capacitance
becomes frequency dependent. Due to hole trapping, the excess
capacitance can be observed at lower frequencies. With
increasing frequencies, a clear valley-like response appears in
each C–f curve. Each device shows a minimum capacitance in
the intermediate frequency region and then the capacitances
tend to their respective geometrical capacitances at high
frequency. By replotting the data as �DB versus frequency, the
peak fr can be clearly observed. The shi of fr to higher
frequencies with increasing voltage indicates the eld depen-
dence of the mobility.

Fig. 3 shows the mobilities derived from fr using eqn (3). It
can be clearly seen that the mobilities follow the Poole–Frenkel
dependence.28 The hole mobilities for the pristine NPB and m-
MTDATA lm are in the ranges of (2–4) � 10�4 cm2 V�1 s�1 and
(2–4) � 10�5 cm2 V�1 s�1, respectively. In the case of m-
MTDATA-doped NPB, the hole mobility reduces dramatically by
four orders of magnitude. Meanwhile, for m-MTDATA doped
with NPB, there is only a slight reduction in mobility or the
values are nearly the same. This phenomenon suggests that
traps and scatterers have different effects on hole transport
mechanisms.15,16 In the case of trapping, the mobile holes may
be trapped in the generated trap level and then de-trapped by
thermal energy. These processes will lead to a reduction in the
mobility due to the additional trap residing time. In the case of
scattering, the holes may be hampered by the dopant with
a lower-lying HOMO level due to collisions. However, holes may
transport nearly unrestrainedly in the lm.

The immobilization of carriers for time periods by trapping
sites that are distributed in energy gap leads to a broad distri-
bution of transit times, rendering the transport more disper-
sive. It has been shown that in a multiple trapping model, the
transit time of the carriers exhibits an electric eld dependence
Fig. 3 Field dependent hole mobilities of NPB, NPB:m-MTDATA, m-
MTDATA and m-MTDATA:NPB at room temperature.

This journal is © The Royal Society of Chemistry 2018
of str(E) f E�1/a, where a is a dispersion parameter (0 < a < 1,
a ¼ 1 for non-dispersive transport) that describes dispersive
transport in amorphous solids.29 Generally, a more dispersive
charge transport would result in a smaller value of a. In addi-
tion, a is related to the expression a ¼ T/Tt, where Tt is the
characteristic temperature of trap distribution. The electric eld
dependence of the hole transit times derived from AS
measurements are shown in Fig. 4. From the slope of the line
representing the linear t to the experimental data, the values of
a and Tt obtained for different lms are summarized in Table 1.
It can be clearly seen that the a value of the NPB:4%m-MTDATA
based device is the smallest, which suggests that the distribu-
tion of trap states in NPB:4% m-MTDATA is the broadest. This
result gives direct evidence of the trapping center that m-
MTDATA acts as when doped into NPB.

Moreover, the dispersive hole transport can be certied by
a C/Cgeo–f/fr plot as shown in Fig. 5. For the NPB:4%m-MTDATA
lm, the curves for different bias voltages all have the same
shape which again reects the dispersive properties of hole
transport.30 However, for the other lms, the curves at different
bias voltages have different shapes, indicating non-dispersive
transport, which is in agreement with the results shown in
Table 1.

To further distinguish the effect of trapping and scattering
on the hole transport properties, the temperature dependent I–
V characteristics of different doping devices are shown in Fig. 6.
The slopes of the I–V curves on a double logarithmic scale for
Table 1 The trap distribution parameters in pristine and doped films

a Tt (K) Vc (V) Nt (cm
�3)

NPB 0.79 379 11 2.5 � 1017

NPB:4% m-MTDATA 0.44 681 103 2.4 � 1018

m-MTDATA 0.75 400 50 1.2 � 1018

m-MTDATA:4% NPB 0.71 422 78 1.8 � 1018

RSC Adv., 2018, 8, 26230–26236 | 26233
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Fig. 5 Normalized capacitance C/Cgeo–f/fr curves for (a) NPB, (b) NPB:4% m-MTDATA, (c) m-MTDATA, (d) m-MTDATA:4% NPB.
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each device are greater than 2 at room temperature and increase
rapidly with decreasing temperature. Hence, the equation for I–
V characteristics can be expressed as26

J ¼ q1�lmNv

�
2l þ 1

l þ 1

�lþ1�
l

l þ 1

33o

Nt

�l
V lþ1

d2lþ1
(4)

where q is the elementary charge, m is the hole mobility,Nv is the
density of states in the valence band, l is an energy parameter
given by Tc/T (Tc is the characteristic temperature of the traps),
and Nt is the total density of the hole traps. As an analytical
Fig. 6 Extrapolation of the I–V curves at different temperatures in log–
MTDATA:4% NPB hole-only devices.

26234 | RSC Adv., 2018, 8, 26230–26236
method introduced by Kumar et al.31 to determine Nt, eqn (4)
can be rearranged as follows:

J ¼ qmNvV

d
f ðlÞexp

�
� Tc

T
ln

�
qd2Nt

233oV

��
(5)

with

f ðlÞ ¼
�
2l þ 1

l þ 1

�lþ1�
l

l þ 1

�l
1

2l
(6)
log scale for (a) NPB, (b) NPB:4% m-MTDATA, (c) m-MTDATA, (d) m-

This journal is © The Royal Society of Chemistry 2018
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Fig. 7 Current density–voltage and current efficiency versus current
density characteristics of OLEDs with (a) NPB, NPB:4%m-MTDATA and
(b) m-MTDATA, m-MTDATA:4% NPB as the hole transport layer.
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For l > 2, the value of f(l) is about 0.5, so it can be considered
as a constant of 0.5. With this approximation, eqn (5) becomes
a typical Arrhenius form,

J ¼ Jo exp

�
�Ea

kT

�
(7)

where

Ea ¼ Tc

T
ln

�
qNtd

2

233oV

�
(8)

For Ea ¼ 0, J ¼ Jo and current becomes independent of
temperature. The I–V curves for different temperatures should
then converge at a critical voltage,

Vc ¼ qNtd
2

233o
(9)

By extrapolating log I–log V characteristics at various
temperatures to higher voltages, Vc can be determined, as
shown in Fig. 6. With the obtained Vc and assuming 3 ¼ 3, the
total density of the traps can be calculated as listed in Table 1.

It appears that doping m-MTDATA into NPB raises the total
density of traps by one order of magnitude, rendering the
This journal is © The Royal Society of Chemistry 2018
distribution of trap states broader. On the contrary, the scat-
terer NPB has a minimal affect on m-MTDATA with respect to
the total density of traps. This result conrms the trapping
activity of m-MTDATA in NPB.

Organic lms were used as the hole-transporting layers
(HTL) to fabricate organic light-emitting diodes with a general
conguration of ITO/MoO3 (5 nm)/HTL (60 nm)/NPB (20 nm)/
Alq3: 10-(2-benzothiazolyl)-2,3,6,7-tetrahydro-1,1,7,7-tetra-
methyl-1H,5H,11H-benzo[l]-pyrano-[6,7,8-ij]quinolizin-11-one
(C545T) (1%, 30 nm)/Alq3 (30 nm)/LiF (1 nm)/Al or ITO/MoO3 (5
nm)/HTL (60 nm)/m-MTDATA (20 nm)/Alq3: C545T (1%, 30 nm)/
Alq3 (30 nm)/LiF (1 nm)/Al for doped NPB andm-MTDATA lms,
respectively. Inserting a layer of pure NPB or m-MTDATA
between the HTL and the emitting layer will block electrons
from reaching the HTL and make the interfaces between
different HTLs and emitting layers the same. It can be observed
from the data shown in Fig. 7 that the current density–voltage
(J–V) characteristics for OLEDs with trap doped HTLs differ
strongly from those with scatterer doped HTLs. With balanced
charge transport in m-MTDATA-doped NPB and Alq3,
a maximum efficiency of 24.3 cd A�1 is achieved.32
4. Conclusions

In conclusion, the hole transport properties of blends of NPB
and m-MTDATA compared with the pristine materials were
investigated well using admittance spectroscopy and consid-
ering temperature dependent current–voltage characteristics
and electroluminescent characteristics. The hole transport in
NPB:4% m-MTDATA shows more dispersion than that of the
other lms. The signicant differences in trap density, trap
distribution and carrier dispersion are responsible for
a lowering of the hole mobility in trapping, which is quite
distinct from the effect of scattering. These results pave the way
for the facile tailoring of the charge transport properties by
doping, thus shedding light on improving device performance.
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