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Surface Enhanced Raman Spectroscopy (SERS) belongs to the techniques of ultra-sensitive chemical

analysis and involves both identification and quantification of molecular species. Despite the fact that

theoretically derived enhancement factors imply that even single molecules may be identified, which in

some cases has indeed been experimentally observed, the application of this specific technique as an

analytical tool is still an open field of research due to the need for reproducible, stable and simple to

prepare SERS active substrates. The current work attempts to contribute to the already established

knowledge on the substrates of metallic nanostructured films by a systematic study on the optimal

conditions required for the detection of a specifically selected (model) material, the antitumor drug

mitoxantrone (MTX). Au thin film deposition on Si substrates, by sputtering followed by solid state

thermal dewetting is a facile and reproducible way to prepare Au nanoparticles with the desired particle

size distribution. This offers control over their optical – plasmon resonance – properties that can be

efficiently tailored to the prerequisites of the resonance Raman conditions, associated to the species

under inspection, which is a supplement to the overall enhancement scattering factor. Furthermore, this

work attempts to confirm the quantification capabilities of SERS, via the aforementioned substrates, in

view of extending SERS applications to food safety, biosensors etc.
1. Introduction

More than 80 years have already passed since the discovery of
the Raman effect and Raman spectroscopy has become one of
the most important analytical methods that enable structural
characterization of materials at a molecular level. One of the
most interesting and signicant ndings in this eld is
undoubtedly surface-enhanced Raman scattering (SERS)
which was discovered in 1977. According to this phenomenon,
molecules adsorbed onto metal nanostructured surfaces,
under certain conditions, may exhibit an anomalously large
Raman cross section.1 This offers the possibility to identify
molecular species at extremely low concentrations and it is
anticipated that quantitative measurements could be achieved
in the same low concentration levels. Among the most critical
parameters for SERS is the active substrate. Colloidal SERS
substrates are advantageous with respect to their easy prepa-
ration, low cost and concurrent high Raman enhancement
factors.2 In comparison, solid substrates enable exibility in
sampling.3 A major handicap of colloidal substrates is their
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low reproducibility with respect to SERS intensities. Thus,
different colloidal batches may give different SERS intensities
despite their similar preparation method, because hot-spots
are not easy to be probed. In order to overcome this issue,
ow4 as well as oscillating5 cells have been proposed. More-
over, colloidal stability over long timescales is an additional
negative factor for the reproducibility of quantication
measurements. Solid substrates have been introduced over the
past years targeting mainly to the detection of molecular
species at extremely low concentrations. To this end, a number
of inventive nanostructures have already been proposed.
Among the simplest SERS solid substrates are thin metallic
lms applied usually on at surfaces (e.g. SiO2, Si etc.). Gold/
silver coated at surfaces have been studied for quite a long
time with respect to their SERS efficiency. Several issues have
already been concerned such as the substrate type in
connection to the molecular species to be probed, the quantity
of the metallic thin layer (typically referred as the nominal
thickness on the substrate), the dewetting parameters
(temperature and time), excitation parameters (wavelength
and power). For practical purposes (including bio-
nanosensors etc.) simple, reproducible and cost effective
substrates are the most favourable. The morphology of these
developed metallic nanostructures has been the subject of
a number of research works which used several characteriza-
tion techniques such as Scanning Electron Microscopy (SEM),
This journal is © The Royal Society of Chemistry 2018
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View Article Online
Transmission Electron Microscopy (TEM), Scanning
Tunneling Microscopy (STM) and Atomic Force Microscopy
(AFM). Schlegel and Cotton,6 using TEM, studied the rela-
tionship of the deposition rate of thin silver lms with SERS
intensities and showed that slowly deposited lms produce
higher SERS intensities than rapidly deposited ones. Pavaskar
et al.7 studied the Au and Ag evaporated ultrathin lms (�5
nm) and using Finite-Difference Time Domain (FDTD) simu-
lations, calculated the SERS enhancement factors. They veri-
ed that macroscopically observed SERS is dominated by a few
number of nm-sized “hot spots” (distributed over large areas)
whose enhancement factor reaches 108. As such, these lms
utilize only a very small fraction of the sample area which
strongly supports the concept that if only these lms had
greater number of “hot spots”, much higher enhancement
factors over the whole lm could be obtained. In the same
context, they found that (a) the Au lms exhibit higher electric
eld intensities than Ag, due to the smaller gaps between the
existing islands and (b) the thermal treatment on the same
thin lms had a suppressing effect on the enhancement
factors.

One of the earliest meticulous studies on quantication
measurements through SERS using metallic island substrates
was the one of R. P. Van Duyne et al.,8 where the 3D morpho-
logical features of the SERS active pre-roughened/smooth
substrates was revealed by AFM. Temperature besides initial
lm thickness was taken into consideration and the collected
data were interpreted in the framework of the electromagnetic
theory of SERS.

The deposition variables such as lm thickness, evaporation
rate and substrate temperature have been also studied9 for both
metals, Au and Ag, by SERS effect. An increase in lm thickness
and low evaporation rates were shown to upshi the wavelength
at maximum optical density (lmax) and increase the optical
density of the substrates. In contrast, pre- and postdeposition
annealing of gold lms led to the formation of substrates that
exhibited a downshi of lmax.

The morphological parameters, monitored in situ and in
real-time, of Ag nanostructured thin lms deposited at ambient
temperature over macroscopic areas on Si substrates and their
effect on SERS signal have been studied.10 Maximum enhance-
ment for the case of thiophenol was observed at the Ag perco-
lation threshold which enabled to probe concentrations of
10�10 M corresponded to enhancements of roughly 7 orders of
magnitude.

A recent work11 uses gold arrays on glass substrates and
examines the inuence of thickness, annealing temperature
and excitation power; the rhodamine 6G SERS signal was found
to increase by a factor of ten when thermal treatment (at 250 �C)
was applied on the gold arrays (10 nm nominal thickness).

Temperature has been also found to play role on the SERS
intensities collected from lms of Au nanoparticles prepared by
the seed/growth method.12

Particle sizes of 120–135 nm for the case of Au and Pd coated
Au nanoparticle lms were found to exhibit the highest SERS
activity with the 632.8 nm excitation, which is much larger than
This journal is © The Royal Society of Chemistry 2018
that reported by the previous works, and is supported by FDTD
calculations.13

A correlation between dewetting temperature and SERS
intensities offered by Ag nano-islands was thoroughly investi-
gated experimentally and by simulations in a very recent work.14

The authors conclude that the temperature dependence of the
SERS intensity exhibits a characteristic maximum at 450 �C
when using the specic temperature rates during their
experiments.

In the current work, the morphological and optical proper-
ties of ultrathin Au-island lms on Si substrates are investigated
with the intention to highlight their capabilities as low cost
optical sensors for applications requiring both identication
and quantication of chemical species at low concentrations.

Methodologies are being proposed regarding the optimiza-
tion of the collected Raman intensity by taking advantage of
both the plasmonic properties control through the metal dew-
etting processes and the resonance Raman phenomenon asso-
ciated with the particular molecular species requiring
detection. Additionally, quantication capabilities are revealed.

The SERS substrates selected are composed of thermally
dewetted Au coated Si wafers. The prototype molecular species
demonstrating the above mentioned targets is mitoxantrone
(MTX), which is a synthetic chemotherapeutic agent with
proven antitumor activity against acute leukemia,15 breast
cancer,16 non-Hodgkin's lymphoma17 and ovarian cancer.18 The
tuning of plasmonic action by controlled dewetting with the
aim of achieving resonance Raman Effect as an additional
enhancement factor to SERS may as well be applied to other
types of substrates besides Si wafers; furthermore, it may as well
apply to identication and quantication of different molecular
species besides MTX.

The detection of MTX using thick Au lms as SERS and
uorescence substrates has been previously reported by Stre-
kal et al.19 The authors found that the spectrum of MTX ob-
tained from non-annealed thick Au lms is similar to the one
from Ag colloids. However, annealing at 240 �C led to the
disappearance of SERS spectrum and an enhancement of
uorescence, while annealing at 340 �C led to the uorescence
quenching and a detection of a strong Raman spectrum. The
work gave emphasis mostly on the parallel SERS and uores-
cence spectral recording showing less effort on the substrate
characterization of the as prepared and annealed lms (by
AFM). Here we attempt a systematic study of the correlation of
surface morphology and SERS activity of MTX.

In this context, thin Au lms of various thicknesses (<5 nm)
were deposited by sputtering onto Si wafers h100i. The solid
state thermal dewetting of Au lms at various temperatures
and for different time intervals resulted in the formation of Au
nanoparticles. The initial lm thickness controls the resulting
particle size distribution.20 The optical properties of the
substrates were studied by UV-Vis spectroscopy and their
enhancement on the Raman signal was evaluated by observing
the Raman features of the active agent MTX that was properly
spin coated on the substrates. Correlation of SERS signal with
the optical properties as well as the mean particle size of Au
RSC Adv., 2018, 8, 29062–29070 | 29063

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c8ra05451g


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

4 
A

ug
us

t 2
01

8.
 D

ow
nl

oa
de

d 
on

 1
1/

15
/2

02
5 

7:
34

:0
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
was attempted and optimum conditions for maximum SERS
signal were investigated.
2. Experimental
2.1 Materials and substrates

Si wafers h100i (Ted Pella Inc.) served as substrates. Prior to Au
deposition, the Si chips (1 � 1 cm2) were thoroughly cleaned by
bath sonication in ethanol. Au lms of various nominal thick-
nesses in the range of 1 to 5 nm were deposited using the low
vacuum (5 � 10�2 mbar) sputtering technique. The samples
were annealed at two different temperatures (400 and 900 �C)
for various time intervals. The selected parameters concerning
the annealing conditions (time and temperature) and the
nominal Au thickness played a decisive role in the morphology
of the lms regarding the average size and shape of the islands
formed as well as the average distance between them.

Mitoxantrone dihydrochloride (MTX) was purchased from
Sigma-Aldrich. Aqueous (triple distilled water) solutions of MTX
at several concentrations (0.5 mg ml�1, 1 mg ml�1, 1.5 mg ml�1, 2
mg ml�1, 10 mg ml�1) were prepared. In order to study the SERS
response of the Au coated Si wafers the MTX molecules were
dispersed on the substrates by spin coating small quantities (20
ml) of the previously mentioned aqueous solutions.
Fig. 1 Typical MTX SERRS spectrum using Ag-colloid substrate. Insets:
absorption spectrum of MTX and its molecular structure. The three
distinct laser wavelengths used in the study are marked with arrows.
2.2 Characterization techniques

The morphology of the Au coated Si wafers was studied by
scanning electron microscopy (SEM) – Zeiss SUPRA 35 VP-FEG
equipped with EDS (Bruker GmbH, Quanta200) and BSE
detectors (KE Developments, Ltd), operating at 5–20 keV.

The plasmon resonances of the Au islands on each substrate
were detected by UV-Vis spectroscopy [Hitachi U-3000 reverse
optics spectrophotometer] operating at specular reection
mode.

For the collection of the Raman spectra the excitation
beams of a He–Ne laser (Optronics Technologies S.A. model
HLA-20P, 20 mW), an Ar+ laser (Stabilite 2017, SpectraPhysics)
and a diode laser (Crystal Laser, RCL-080-785S) operating at
632.8, 514.5 and 785 nm wavelengths, respectively, were
alternatively used. The laser power on sample was kept at �0.6
mW and was focused using a long working distance 50� (NA¼
0.55) microscope objective. The scattered radiation was
collected and analyzed by the T-64000 Jobin Yvon (ISA-Horiba
group) mRaman system using its single spectrograph congu-
ration. The rejection of the elastic scattered photons was
accomplished by appropriate edge lters. The Raman photons
were dispersed by a 600 grooves per mm (76 mm � 76 mm)
grating and detected by a standard LN2 cooled, at 140 K
(Symphony II by Horiba 2D CCD, 1024X256). For statistical
reasons a set of 30 spectra was collected from various positions
on each sample's surface. Amounts of the spin coated material
were visually inspected at the edges of the substrates. Spectral
accumulation from these regions resulted in huge uorescent
background (when excited with 632.8 nm) and since it did not
contribute to the quantication measurements was deliber-
ately avoided. Moreover, this particular portion of the material
29064 | RSC Adv., 2018, 8, 29062–29070
was carefully and thoroughly removed using a cotton swab
under a stereomicroscope. For each substrate the intensity of
a characteristic MTX Raman band was monitored as a function
of nominal MTX concentration in order to verify its linearity
and thus establish semi-quantitative results. Actual quanti-
cation requires more elaborate experiments (as described
below) since the concentration of MTX on each of the studied
surface is not known.
2.3 Quantication of MTX

An attempt to achieve quantication results and in conse-
quence estimate the enhancements attained was performed by
trying to apply a more concrete quantication procedure for
the case of MTX spin coated on the substrates. The substrates
were immerged in triple distilled water within a beaker put
under sonication conditions for 15 min. Quantication was
then performed by standard quantication procedures for
liquid samples using Ag colloids and 90� scattering (macro-
Raman).2
3. Results and discussion

A typical Surface Enhanced Resonance Raman Scattering (SERRS)
spectrum of MTX collected using the 632.8 nm excitation wave-
length (i.e. in resonance Raman conditions according to the
absorption spectrum in the inset) at 90� scattering geometry from
an Ag colloidal substrate is shown in Fig. 1. The molecular
structure of MTX$2HCl, C22H28N4O6$2HCl, (517.40 g mol�1) is
also shown as an inset. As has already been reported, the vibra-
tional modes of MTX aqueous solutions using conventional
Raman (632.8 nm excitation wavelength) are masked by severe
uorescence.5 Thus, MTX is a typical example of a substance
possessing strong SERS enhancement with simultaneous drastic
uorescence suppression. The latter is valuable since it may serve
This journal is © The Royal Society of Chemistry 2018
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Table 1 Preparation parameters and morphological details of the substrates that contributed to the studies of the current work

Nominal
Au thickness [nm] Sample name

Annealing
temperature [�C]

Annealing
time [min]

Particles
analyzed [Nb]

Average size
(dav) [nm]

Standard
deviation [nm]

0 Si — — — — —
<1 Si_105 900 1 10 541 4.3 1.5
<1 Si_106 900 1 23 480 6.5 2.1
1 Si_12 900 1 1626 23.8 8.3
1 Si_101 400 30 1514 24 9.4
1 Si_104 400 30 1474 24.4 9.9
1 Si_103 400 30 1083 24.7 9.6
1 Si_9 900 1 1607 24.8 9.1
1 Si_66 400 30 1895 25.8 10.4
1 Si_11 900 1 1030 26.1 9
1 Si_102 400 30 825 27.7 10.6
1 Si_67 400 30 851 41.5 14.2
1 Si_68 400 30 1447 28.8 11.7
2 Si_69 400 30 1030 48.4 27
2 Si_52 400 30 5416 48.8 16.9
1 Si_10 400 1 2251 58 19.6
2 Si_79 900 30 1394 102 32.4
2 Si_80 400 30 1388 104.1 31.4
2 Si_82 400 30 1332 105.7 30.9
5 Si_54 400 30 2192 108.8 35.4
2 Si_81 400 30 2185 125.4 38.9
2 Si_58 900 15 1068 263.3 79.8
2 Si_56 500 15 1104 265.5 75.2
2 Si_61 900 15 927 265.6 92.3
2 Si_57 700 15 933 283.3 86.8
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as an indication of plasmonic action whenever this particular
wavelength is being used in the experiments.
Fig. 2 SEM images of dewetted Au films. Initial nominal thickness and
annealing parameters: (a) <1 nm (900 �C, 1 min), (b) 1 nm (900 �C, 1
min), (c) 1 nm (400 �C, 30 min), (d) 2 nm (400 �C, 30 min), (e) 5 nm
(400 �C, 30min) and (f) 2 nm (900 �C, 15min). Arrows indicate possible
dispersed hot spots for the substrates with dav > 30 nm.
3.1 Morphology of the SERS substrates

A number of Au thin lms was prepared by application of
various protocols and served as SERS substrates. The nominal
Au layer thickness and the thermal treatment factors, temper-
ature and duration, were the adjustable parameters (Table 1).
Prior to annealing, the morphology of most Au sputtered lms
on Si surfaces consists of irregular shaped large particles with
high degree of connectivity.

However, aer the thermal treatment distinct Au islands
evolved with spatial arrangements based upon Au lm thick-
ness and annealing conditions. Their morphology is revealed
in the corresponding SEM images, representative of which are
given in Fig. 2. The Au-island size distribution for each
substrate was determined with the aid of appropriate image
processing analysis (ImageJ). The derived histograms for
selected cases are shown in Fig. 3. Table 1 summarizes also the
average island size and width of the distribution derived for
each sample. The average diameter of the Au-nanoparticles
formed on each substrate is dictated by the dewetting ther-
modynamics, which in turn depend on the type of substrate
(interfacial properties of the native SiO2 lm on Si and the
metal – Au in this case), the initial Au nominal thickness as
well as the annealing conditions. It appears that for the
particular case of Si wafers the selection of appropriate Au
nominal thickness play a predominant role on the island
morphology while there is also considerable effect of the
This journal is © The Royal Society of Chemistry 2018
annealing parameters (temperature/duration). In principle,
the greater the values for nominal thickness, annealing
temperature and duration, the larger the nanostructures
RSC Adv., 2018, 8, 29062–29070 | 29065
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Fig. 3 Au island size distributions for the corresponding samples given
in Fig. 2. The statistical analysis was performed on areas of�2 mm� 1.5
mm for each sample.

Fig. 4 (a) Absorbance spectra from representative substrates
(different colours correspond to samples having different average Au-
island size). The corresponding spectrum of an aqueous MTX solution
(dashed line) is also added in order to reveal that for some of the
substrates both resonance Raman and plasmon resonance conditions
are fulfilled (when using 632.8 nm wavelength). (b) Correlation
between the observed maxima of the plasmon resonant peaks (in the
UV-Vis spectra) and the average size of Au-islands. Arrows denote the
Raman/SERS excitation wavelengths while the dashed line indicates
the average particle size of the Au islands that are expected to be in
plasmon resonance with the 632.8 nm excitation wavelength.
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View Article Online
formed. The aforementioned parameters enable the produc-
tion of user-manipulated, reproducible substrates with well
controlled particle size distributions21 (see also Table 1).
3.2 Specular reectance

The performance of SERS is mainly dictated by the optical
properties of the nanostructured substrates. The proposed
substrates generate plasmon resonances which were probed via
the respective UV-Vis spectra, representatively shown in
Fig. 4(a).

The spectra are characterized by considerably broad bands
in the visible spectral range that are red-shied as the size of the
Au nanostructures is increased. Correlation of the maximum of
the associated absorption peak with respect to the Au-island
average size is observed in Fig. 4(b) (error bars represent the
full width at half maximum of the particle distribution func-
tion). The maxima of the plasmon resonant peaks, lmax

p , span
the �520 to 650 nm wavelength range and exhibit an almost
linear increase as a function of particle size (at least up to 60–70
nm). It has been pointed out that the plasmon resonances of the
islands strongly depend on their size and shape. Negative slopes
of lmax

p as a function of island size have been reported and were
29066 | RSC Adv., 2018, 8, 29062–29070
explained by differences in particles' height in relation to their
diameter.8 Our experimental ndings (monotonic increase)
suggest that the particle shape factor (aspect ratio) is roughly
constant in all of the annealed samples. The differences found
in the various studies may be explained by the physics associ-
ated with the dewetting processes i.e. the differences between
the interactions in the metal-substrate interface. Fig. 4(b)
indicates that the excitation wavelength 632.8 nm is evidently in
plasmon resonance with the �80 nm in average Au-island size
substrates, while the 514.5 nm excitation wavelength is in near
plasmon resonance with the substrates having the particles of
the smallest size, �5 nm (dashed line and arrows in Fig. 4).
3.3 SERS-wavelength dependence

The SERS substrates were studied with respect to the relative
enhancement they offer on the scattering ability of MTX. Raman
spectra were obtained from substrates having average Au-island
size �30 nm upon which aqueous solutions of MTX of four
different concentrations were spin coated. Three different
excitation wavelengths (514.5, 632.8 and 785 nm) were used in
This journal is © The Royal Society of Chemistry 2018
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Fig. 5 SERS intensity for three different excitation wavelengths as
a function of nominal concentration of the aqueous solutions that
were spin coated on the 29 nm average Au-island size Si wafer (laser
excitation power: 0.6 mW, integration time: 30 s).

Fig. 6 Size dependence of SERS intensity for the case of 1.5 mg ml�1

MTX droplet concentration (dashed line is drawn as a guide to the eye;
shadowed region indicates the island sizes in average that offer at least
50% of the maximum SERRS intensity). The corresponding normalized
SERS intensity (according to ref. 22) is plotted in the inset (laser exci-
tation power: 0.6 mW, integration time: 30 s).
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order to check which of them offers the greatest enhancement.
In order to minimize photo-induced phenomena, low excitation
laser power on the sample was selected for all cases; these
phenomena are more probable for the case of the 632.8 nm
wavelength which falls in the absorption band of the MTX
molecule (inset in Fig. 1). The results on the 29 nm average size
Au-islands, given in Fig. 5, indicate a pronounced enhancement
for the case of the 632.8 nm wavelength, with particularly weak
enhancement for the 514.5 nm. No signal was detected when
using the 785 nm wavelength; for the latter case no signal was
recorded for all concentrations used on any of the studied
substrates; while for the particles with average diameter
<100 nm this may be explained by the lack of plasmon reso-
nances, this does not apply for the case of particles with
diameters >100 nm. In addition, extremely weak signals were
recorded in the 514.5 nm case (almost two orders of magnitude
lower than the ones observed when using the 632.8 nm).
Indeed, spectra collected even from the smallest Au-island size
(�5 nm), having plasmon resonances close to this particular
wavelength (514.5 nm), were characterized by very low intensi-
ties. Contrary to the two aforementioned wavelengths exhibit-
ing low or even no SERS activity, excitation with 632.8 nm
enabled measurable intensities for all samples with 5 < dav <
110 nm, which are strongly dependent on both MTX concen-
tration and the Au islands size.

The case of dav � 30 nm is a characteristic one since
particles with this diameter are in near plasmon resonance
with both 514.5 nm and 632.8 nm excitation wavelengths.
From the discussion above it becomes evident that the reso-
nance Raman effect plays a decisive role on the intensity of the
recorded Raman signal and should thus be considered as
a signicant contribution in addition to the enhancement
offered by SERS. This is probably the reason (SERRS) that
measurable intensities are detected for almost all samples
when using the 632.8 nm excitation wavelength. For the same
substrate with dav � 30 nm size of the Au-islands, the intensity
was found to vary from the position that the spectrum was
obtained from; the error bars in Fig. 5 are the standard devi-
ation of thirty measurements obtained within a sample's area
This journal is © The Royal Society of Chemistry 2018
of �30 mm2. Furthermore, despite the wide standard devia-
tion, Fig. 5 indicates that the SERS intensity increases almost
linearly with the nominal concentration of the MTX aqueous
solution which is benecial when attempting quantitative
results.
3.4 SERRS – the role of Au-island size

The size of the Au islands critically affects plasmonic properties
of the substrate and consequently the Raman scattering
enhancement. The relative enhancement with respect to the
different Au island average size was studied aer deposition of
the same concentration of MTX on each substrate. For the
evaluation of the island size effect the most favorable excitation
wavelength, for which SERRS conditions are fullled i.e.
632.8 nm, was selected. The results for the case of 1.5 mg ml�1

are shown in Fig. 6 and indicate the manifestation of
a maximum in the SERRS intensity at the average Au island size
of �70–80 nm. This observation is in accordance with the cor-
responding island size with a plasmon resonance wavelength
�632.8 nm (dashed line in Fig. 4(b)). The SERRS intensity is
greatly diminished when the size of the nanodroplets falls
below �40 nm or exceeds the value of �110 nm. Apart from Au
island size, the distance between particles plays an additional
role. Liu et al.22 have evaluated the inter-particle contribution to
the SERS intensity for a nanopost array.

They stressed that the enhancement is achieved mainly
from the contribution of the edge of the posts and the
coupling effect, but the enhancement from the top of the post
cannot be ignored. Their calculations along with experimental
evidence indicated an increase in the normalized SERS
intensity (normalized with respect to the number of SERS sites
per scattering volume) by a factor of two when the 100 nm
sized islands are separated by a distance of d � 50 nm with
RSC Adv., 2018, 8, 29062–29070 | 29067
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respect to the intensity observed for longer inter-particle
distances (d > 200 nm). Even though experimental data were
not collected for d < 50 nm the general trend of the data pre-
sented in their work as well as the well-established “hot spot”
generation for such low inter-particle distances point toward
even higher enhancement factors. Visual inspection of the
SEM images reveal that the interparticle distance of Au parti-
cles becomes less than �50 nm mainly for particles with low
average diameter, i.e. <�30 nm, see for example Fig. 2(a)–(c).
For substrates with dav > 30 nm, the distance between Au
islands is larger than 50 nm and therefore this parameter is
not expected to play signicant role in the overall enhance-
ment factor. However, in accordance with ref. 7 there may
statistically exist sites where the inter-particle distance is
<50 nm (indicated by arrows in Fig. 2(d) and (e)).

The inset in Fig. 6 shows the normalized SERS intensity as
a function of average Au island size (with respect to the number
of islands within the scattering volume) and indicates
amaximum at dav� 80 nm in substrates with only a few hot spot
sites.
3.5 SERRS – semi-quantitative measurements

The semi-quantitative measurement of molecular species
(MTX in the current work) offered by the proposed SERS
substrates is revealed by the linear dependence of the SERRS
signal recorded on the nominal concentration of the species
spread on them. Fig. 7 depicts this behavior in the range of 0–
2 mg ml�1 concentration spread on four substrates with
different dav. An almost linear behavior has already been
shown to persist roughly up to the concentrations of 10 mg
ml�1.21 Considerably large error bars associated with the
measurements may be explained by the small ensemble of
Au-islands sampled when using the 50� objective. The
absolute quantity of MTX that is actually deposited on the
plasmonic surface aer the respective droplet has been spin
coated on the substrate will allow quantitative measurements
to be attained.
Fig. 7 The dependence of SERS intensity on concentration for
substrates possessing different Au island diameters (laser excitation
power: 0.6 mW, integration time: 30 s). Dashed/solid lines represent
linear fits to the corresponding “open”/“solid” data points of the same
colour.

29068 | RSC Adv., 2018, 8, 29062–29070
3.6 SERRS – quantitative measurements

Quantitative measurements can be accomplished only if the
actual quantity of MTX spread on the plasmonic surfaces aer
the spin-coating process is estimated. Based on the experience
to routinely apply SERS colloidal substrates for the quantica-
tion of MTX at extremely low concentrations, in the order of pg
ml�1,2 we applied the following methodology (Fig. 8) for the
quantication of MTX which is essentially spread on the Au-
island plasmonic surfaces. The substrate (e.g. the one for
which 2 mg ml�1 solution was spin coated on the Si wafer) was
carefully cleaned at its edges (under a stereo-microscope) in
order to remove the concentrated MTX quantities formed
during the spinning process and was subsequently immersed in
2 ml of triple distilled water which was sonicated for 15 min.
Quantication of the extracted molecular species involves SERS
experiments from Ag-colloidal substrates prepared using the
Lee & Meisel method23 according to ref. 2. In brief, quantity of
100 ml from the extracted solution was transferred in a pyrex-
tube containing 1 ml of Ag-colloidal SERS substrate and quan-
tication of MTX was attained by recording the intensity of the
90� scattering geometry SERS signal offered from the colloidal
substrate. This intensity was corresponded to the concentration
of MTX in the 2 ml solution through an appropriate calibration
curve which was built for this particular colloidal substrate
using reference MTX aqueous solutions. In this manner, the
unknown concentration of MTX in the 2 ml solution extracted
aer the sonication was found to be �50 pg ml�1; indicating
that the estimated total mass of MTX on the silicon wafer was
�0.2 pM cm�2. The latter corresponds to a number of MTX
molecules of less than �103 per scattering volume (spot of the
focused laser beam on sample�2 mm2)making it less than a few
hundreds of molecules for the lower concentrations of the
solutions that were spin coated on the active substrates. The
enhancement factor is particularly difficult to be extracted since
the conventional Raman signal of MTX cannot be obtained
under the same experimental conditions as the ones used for
the SERS experiments. To resolve this issue Raman spectra of
reference solid and aqueous MTX solutions obtained in off
resonance conditions (441.6 nm) were taken into account.
According to Le Ru et al.24 the enhancement factor can be
extracted from the equation:
Fig. 8 Schematic figure of the steps followed according to the
proposed methodology for the quantification of MTX that is spread on
the substrates.

This journal is © The Royal Society of Chemistry 2018
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EF ¼ ISERRS

�
NSurf

IRS=NVol

(1)

where EF is the overall enhancement factor (SERS in addition to
resonance), NVol ¼ CRSV is the average number of molecules in
the scattering volume for the Raman (non SERS, non resonance)
measurement and NSurf is the average number of adsorbed
molecules in the scattering volume for the SERRS experiments.
For the case of 2 mg ml�1 solution spin coated on the substrates,
NSurf was experimentally approached as �1000 molecules. IRS is
the conventional Raman intensity which for verication
purposes was obtained for two separate cases: (a) for a MTX
aqueous solution of known concentration CRS ¼ 0.5 10�3 g ml�1

where IRS� 1 count per s and (b) for a crystalline MTX sample of
known density (�1.5 g cm�3) where IRS � 1000 counts per s. The
overall enhancement factor offered when in both plasmon and
resonance Raman conditions was estimated using eqn (1) in the
order of 109. Under the hypothesis that: (a) all MTX molecules
are adsorbed on the Au islands and (b) the probed volume V (for
the specic microscope objective used 50�, NA 0.55) is esti-
mated to be >104 mm3, the extracted EF is actually a lower limit
value.

Given that the methodology followed for the production of
the particular substrates does not generate great numbers of
“hot spots”, the estimated enhancement factor is considered as
particularly high. Control of the number of hot spots in more
elaborate samples may allow even greater enhancement factors.
4. Conclusions

The enhancement of the scattered intensity associated with
a prototype molecule (MTX) due to plasmon resonances of
properly designed SERS substrates was thoroughly studied.
Several parameters such as excitation wavelength, nominal
thickness and annealing parameters are considered and opti-
mization processes are proposed that may be applied, consis-
tent with the molecular species that require identication/
quantication. These processes take advantage of both the
local eld enhancement and the resonance Raman effect and
determine the structural properties of the substrates that
ascertain the lowest detection limits. It is shown that SERRS
intensity possesses a maximum as a function of Au-island
average size and for the specic case of MTX this size is
�80 nm. The substrates proposed in the work were tested with
respect to the semi-quantitative results they offer and linear
relations of the scattered intensity as a function of the quantity
of the detected species were found. Amethod that deals with the
problem of identication and quantication (absolute values) is
also suggested. The simplicity and repeatability of the optimi-
zation process proposed compensates for the more elaborate
substrates that target the generation of a great number of hot
spots.
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