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eneration of H2O2 by novel
magnesium–carbon nanotube composites†

Zhao Yang,a Xiaobo Gong, *ab Bingqing Wang,a Dan Yang,a Tao Fua and Yong Liu*ab

Hydrogen peroxide (H2O2) is widely employed as an environmentally friendly chemical oxidant and an

energy source. In this study, a novel magnesium–carbon nanotube composite was prepared by a ball

milling process in argon atmosphere using polyvinylidene fluoride (PVDF) as a binder. The resulting

material was then tested for the in situ generation of H2O2. The preparation and operation conditions of

the composite were systemically investigated and analyzed to improve the efficiency of the in situ

generation of H2O2. Under the optimized conditions, while aerating with oxygen for 60 min, a maximum

H2O2 concentration of 194.73 mg L�1 was achieved by the Mg–CNTs composite prepared using

Mg : CNT : PVDF with a weight ratio of 5 : 1 : 2.4. In the Mg–CNTs/O2 system, dissolved oxygen

molecules were reduced to H2O2, while magnesium was oxidized owing to the electrochemical

corrosion. In addition, a part of dissolved magnesium ions converted into magnesium hydroxide and

precipitated as nanoflakes on the surfaces of CNTs. A mechanism was proposed, suggesting that the

formation of a magnesium/carbon nanotubes corrosion cell on the Mg–CNT composite promoted the

in situ synthesis of H2O2. Overall, this study provides a promising and environmentally friendly strategy to

fabricate magnesium/CNT composites for the in situ generation of H2O2, which could be applied in

energy conversion and advanced oxidation processes for refractory wastewater treatment.
Introduction

Hydrogen peroxide (H2O2) is an environmentally friendly, highly
efficient and versatile chemical oxidant owing to its elevated
active oxygen content (47% w/w) and the green by-product, viz.,
water.1,2 As a result, H2O2 has been widely employed in chemical
synthesis, energy conversion, medical disinfection, and refrac-
tory wastewater treatment.3–5 Currently, hydrogen peroxide is
industrially produced by the anthraquinone route, and concen-
trated H2O2 (70 wt%) is obtained by extraction.6 Nevertheless, the
anthraquinone process is not green due to its complexity and the
requirement for a signicant amount of energy combined with
substantial waste generation.7,8 The storage, transportation and
handling of concentrated H2O2 also face safety and economic
issues.9 Moreover, most applications require diluted H2O2

prepared from concentrated solutions. Thus, novel and low-cost
methods for the in situ generation of H2O2 in solution are highly
desirable for many application elds.3,10,11
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H2O2 is oen directly synthesized by the reaction between H2

and O2, which is catalyzed by noble metals. However, this
process has several drawbacks, including the potential explo-
siveness of the gas mixture, the elevated cost of precious cata-
lysts and the low solubility of O2/H2 in water.12 Consequently,
tremendous research efforts have been devoted to the devel-
opment of photocatalysts and electrochemical methods for the
in situ generation of H2O2 through the cathodic reduction of
dissolved oxygen.13–17 Moreover, bio-electrochemistry has also
been applied for the in situ generation of H2O2 though bio-
reactions.18,19 However, the specic operating conditions, such
as high electrolyte concentrations, electrical energy, luminous
energy, nutrients or elevated voltage hindered the practical
applications of these systems.2,20 Therefore, nding novel
convenient and economic processes for the in situ generation
and direct utilization of H2O2 is highly appreciated.

Several studies have demonstrated that the in situ generation
of H2O2 can be obtained by micro-electrolysis based on elec-
trochemical reactions between oxygen andmetals. For instance,
Fan et al. detected small amounts (about 180 mmol L�1) of H2O2

in an Al/O2 system.21 Zhang et al. obtained H2O2 on the surface
of Fe0–CNTs by internal electrolysis.22 A similar phenomenon
was also observed by Wen et al. in a Zn–ozone system.23 In these
processes, oxygen molecules received electrons from the
oxidation of zero-valent zinc to form H2O2 through the dispro-
portionation of O2

�. However, the yield of H2O2 was still too low
for practical applications. The electrochemical corrosion theory
RSC Adv., 2018, 8, 35179–35186 | 35179
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suggests that the rate of the oxidation–reduction reaction
occurring on the surface of a metal could be accelerated in
galvanic-type corrosion cells without applying external power.24

In our previous study, a novel system based on zinc–carbon
nanotube composites was thus successfully developed for the
efficient in situ generation of hydrogen peroxide.25 Owing to the
electrochemistry of zinc(0) as the anode in the corrosion cell, O2

was efficiently reduced to H2O2 through a two-electron route on
CNTs. This novel system was also applied to wastewater treat-
ment through the in situ utilization of H2O2.20,24,26,27 Compared
with zinc, zero-valent magnesium (Mg) has greater efficiency
due to its low cost, rich reserves, lightweight, low toxicity,
environment friendliness and relatively high safety.28,29

Furthermore, magnesium possesses an elevated environmental
compatibility due to its abundance in the earth's crust and
seawater. Moreover, the preparation processes of Zn–CNT
composites require high-temperature heat treatments, which
results in a relative complexity with energy dissipation. There-
fore, preparation methods of new metal–CNT composites
through simple procedures for the in situ synthesis of H2O2 are
of interest for many application elds.

Herein, a Mg–CNTs composite was prepared through a ball
milling process with polyvinylidene uoride as the binder under
argon atmosphere. The obtained Mg–CNTs composite was
characterized by several techniques, including X-ray diffraction
(XRD), scanning electron microscopy (SEM), Raman spectros-
copy, and Fourier transform infrared (FT-IR) spectroscopy. The
properties of the Mg–CNTs composite towards the in situ
generation of H2O2 were studied under oxygen atmosphere. The
effects of preparation and operation conditions on the in situ
generation of H2O2 were also investigated and optimized. A
possible reaction mechanism for the in situ production of H2O2

in the Mg–CNTs/O2 system was tentatively proposed. Overall,
the results indicated that the Mg–CNTs composite prepared
through the proposed simple process is promising for the in situ
synthesis of H2O2, in accordance with internal electrolysis
corrosion of metals.
Experimental section
Materials

Hydroxyl-containing multi-walled CNTs (d < 8 nm, l ¼ 10–30
mm) were purchased from Chengdu Organic Chemicals,
Chinese Academy of Sciences (Chengdu, China). Polyvinylidene
uoride (PVDF, HSV900, Arkema) was purchased from Liyuan
Lithium Battery (Taiyuan, China). The other reagents, including
magnesium metal powder, H2SO4, NaOH, C4K2O9Ti$2H2O and
H2O2 were all purchased from Kelong Chemical Reagent Factory
(Chengdu, China). Deionized (DI) water was used in all prepa-
rations and experiments.
Preparation of Mg–CNTs composite

The Mg–CNTs composite was manufactured by a simple ball
milling process described previously.30,31 Briey, a mixture
containing magnesium metal powder (1.0 g), CNTs (0.2 g) and
PVDF (0.48 g) was ball milled in planetary ball miller (QM-3SP4,
35180 | RSC Adv., 2018, 8, 35179–35186
Nanjing university instrument factory, Nanjing, China) under
argon atmosphere with zirconia beads (f 6 mm). The weight
ratio of ball to powder was set to 100 : 1 and the rotational speed
was controlled at 400 rpm. Aer ball milling for 4 h, the
composite was taken out from the milling jar in a glove box
lled with argon to prevent the oxidation of Mg powder. The
obtained composite prepared with PVDF as the binder was
marked as Mg–CNTs, unless otherwise specied.

Characterization of Mg–CNT composites

Scanning electron microscopy (SEM) and energy dispersive
spectrometry (EDS) analyses were performed using a Hitachi
SU8010 SEM (Japan). Transmission electron microscopy (TEM)
was performed using a JEM-2100F (JEOL, Japan). X-ray diffrac-
tion (XRD) analyses were performed on Bruker D8 Adv. (Ger-
many) using Cu Ka radiation and operating conditions of 40 kV
and 30 mA to identify the crystal phases of the as-prepared
composites. The crystal groups of Mg–CNTs before and aer
the reaction were investigated by attenuated total reectance
Fourier transform infrared spectroscopy (FT-IR, PE1700 Perki-
nElmer, US). The elemental composition was analyzed by an
Elemental Analyzer (EA3000, Euro Vector, Italy) and inductively
coupled plasma atomic emission spectrometry (ICP-AES, Perkin
Elmer Optima 8000, US.). Raman spectra were recorded on
a LabRam HR800 (Horiba Jobin-Yvon, France). The Brunauer–
Emmett–Teller (BET) surface area and pore distribution of the
composites were calculated from N2 adsorption–desorption
isotherms obtained on an Autosorb-iQ (Quantachrome, US).

In situ synthesis of H2O2

The experiments related to the in situ synthesis of H2O2 were all
performed in a 250 mL glass beaker at 25 �C. First, the as-
prepared Mg–CNTs composite (0.3 g) was added into water
(150 mL), and the mixture was stirred continuously under pure
oxygen atmosphere. Next, H2SO4 (0.1 mol L�1) and NaOH
(0.1 mol L�1) were used to adjust the initial pH of the solution.
For each prescribed time interval, an aliquot (1 mL) was
extracted and ltered off. H2O2 concentration was determined
by a spectrophotometric method (Alpha-1500, Shanghai, China)
using titanium potassium oxalate as the chromogenic reagent
at the wavelength of 400 nm.32 The effects of the preparation
and operating conditions were investigated and optimized for
the in situ generation of H2O2 in the Mg–CNTs/O2 system. The
leached Mg2+ was analyzed through inductively coupled plasma
optical emission spectrometry (ICP-OES) using Perkin Elmer
Optima 8000, US.

Results and discussion
Characterizations of Mg–CNT composites

The morphology and structure of the ball milled composites
prepared with and without PVDF were investigated by SEM and
TEM, and the results are depicted in Fig. 1. It can be seen that
the CNTs are highly dispersed on the Mg powder surface
(Fig. 1a). In addition, the overall structure of the Mg–CNTs
composite prepared by ball-milling without PVDF appears
This journal is © The Royal Society of Chemistry 2018
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Fig. 1 SEM images of Mg–CNTs prepared (a) without and (b) with
PVDF, (c) the high-resolution SEM image and (d) TEM image of Mg-
CNTs with PVDF.

Fig. 2 XRD patterns of the prepared composites of PVDF–CNTs, Mg–
PVDF and Mg–CNTs with and without PVDF.

Fig. 3 Raman spectra of Mg–CNT composites before and after ball
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loose. Aer the addition of PVDF during the ball milling process
(Fig. 1b and c), most highly dispersed CNTs vanished to leave
a relatively smooth surface. This suggested that PVDF facilitated
the effective binding of theMg powder and CNTs during the ball
milling process. Fig. 1d shows the TEM image of Mg–CNTs with
PVDF. The CNTs were tightly bound to Mg in the composite.
The diameter of Mg–CNTs prepared with PVDF was slightly
larger than that of Mg–CNTs prepared without PVDF, indicating
the tight integration of Mg and hydroxyl-containing multi-
walled CNTs within PVDF.

To determine the elemental distribution and the relative
element content in Mg–CNTs prepared with PVDF, EDS was
performed, and the data are shown in Fig. S1.† The weight
percentages of Mg, F, O and C were estimated to be 58.36%,
13.54%, 4.85% and 23.27%, respectively. The elemental
compositions were further analyzed through an elemental
analyzer and ICP-AES, and the results showed that the weight
percentages of Mg, F, O and C were 54.23%, 12.87%, 5.25% and
27.56%, respectively. The element contents were consistent
with the proportions of added Mg and CNTs during the prep-
aration process.

The integration and the crystal structures of the as-
prepared composites under various conditions were further
investigated and analyzed by XRD (Fig. 2). The broad diffrac-
tion peaks at around 26.1� in PVDF–CNT and Mg–CNT
composites prepared with and without PVDF were assigned to
the (002) reection of CNTs, indicating the preservation of the
graphitic structure of CNTs aer ball milling. The diffraction
peaks at 18.34� and 19.90� in PVDF–CNTs were attributed to
the (020) and (110) crystal planes of PVDF (PDF #42-1650).33 In
comparison, Mg–PVDF and Mg–CNTs prepared with PVDF
showed only the diffraction peak of PVDF at 19.90�. These
results conrmed that the loading of Mg might affect the
crystal structure of PVDF. The peaks located at 32.12�, 34.36�,
36.54�, 47.76�, 57.30�, 63.02�, 68.56�, 69.96�, 72.50�, 77.80� and
This journal is © The Royal Society of Chemistry 2018
81.52� were associated with the (100), (002), (101), (102), (110),
(103), (112), (201), (004), (202) and (104) crystal planes of Mg
(PDF #35-0821), respectively.31 This demonstrated the
successful integration of Mg metal and CNTs within PVDF,
which was used as the binder during the ball milling process.

To gain further understanding of the structure, crystalli-
zation and the defects in Mg–CNTs, Raman spectroscopy was
employed to characterize Mg–CNTs before and aer ball
milling. The G peak in Raman spectra corresponds to the
perfect graphitic structure of CNTs, while the D peak is related
to structural defects and disorder in the carbon lattice.34

Raman spectra of Mg–CNT composites before and aer ball
milling are presented in Fig. 3. The D peaks of Mg–CNT
composites before and aer ball milling are both located at
1331 cm�1, while the G peaks are observed at 1589 cm�1 and
1604 cm�1 before and aer ball milling, respectively. The shi
in the G peak was probably due to the change in the diameter
distribution of CNTs during the ball milling process, which
was observed in SEM images of Mg–CNTs (Fig. 1). The inten-
sity ratio R (ID/IG) was also used to investigate the damage
occurred to CNTs.35 Aer ball milling, the R rate increased to
1.342, which was about 6.68% higher than that of un-milled
Mg–CNTs (1.258). Hence, ball-milling increased the intensity
milling.

RSC Adv., 2018, 8, 35179–35186 | 35181
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of the disordered carbon model, and the carbon nanotube
structure was destroyed to form crystal defects.34,36,37 These
structural defects in carbon nanotubes induced by ball milling
might be more conducive to the oxygen transfer and would be
benecial for enhancing the oxygen reduction reaction (ORR)
activity during the in situ H2O2 synthesis by the Mg–CNTs
composite.
In situ generation of H2O2 in different systems

Control experiments were rst conducted to compare the in situ
generated H2O2 of various systems at an initial pH of 3.0 and
a composite dosage of 2 g L�1. As shown in Fig. 4, almost no
H2O2 was detected in the solution containing the CNTs–PVDF
composite, indicating that Mg powder was necessary to
generate H2O2. Aer the addition of Mg powder during ball
milling, H2O2 was rapidly formed in the Mg–CNTs system with
concentration reaching 194.73 mg L�1 aer 60 min. The
performances of Mg–PVDF (15.73 mg L�1) and Mg–CNTs
prepared without PVDF (22.83 mg L�1) for the in situ generation
of H2O2 seemed much lower than that of Mg–CNTs prepared
with PVDF. This might be due to the highly separated Mg
powder and carbon nanotubes in the Mg–CNTs/O2 system
(Fig. 1a), which hindered the oxygen reduction reaction driven
by internal electrolysis. Although the hydrophobic nature of
PVDF favored the mass transfer of oxygen molecules, the Mg–
PVDF/O2 system was not conducive to the electron transfer,
resulting in low H2O2 concentration. The H2O2 yield produced
by the Mg–CNTs system prepared with PVDF was much higher
than that of Mg–PVDF, indicating the importance of CNTs in
the in situ synthesis of H2O2. Additionally, the CNTs were the
mainly occurred place of ORR production in Mg–CNTs/O2

system. It should be noted that the activity of un-milled Mg–
CNTs prepared with PVDF (9.50 mg L�1 at 60 min) was much
lower than that of Mg–CNTs formed with PVDF aer ball
milling as well as that of Mg–CNTs and Mg–PVDF. Hence, the
milling process was not only conducive to the bonding between
the matrix materials, but also to the formation of crystal defects
in the composites to provide a large number of reaction sites.
This in turn, should increase the rate of the ORR on the surface
of the Mg–CNTs composite.
Fig. 4 In situ generation of H2O2 by various systems at an initial pH of
3.0, a composite dosage of 2.0 g L�1, a temperature of 25 �C and an
oxygen flow rate of 400 mL min�1.

35182 | RSC Adv., 2018, 8, 35179–35186
Inuence of the composite ratio on the in situ synthesized
synthesis of H2O2

The in situ synthesis of H2O2 primarily contributed to the ORR
occurring on the cathode surface in the corrosion cell catalyzed
by the Mg–CNTs/O2 system, while Mg was oxidized to MgO or
Mg(OH)2. The immediate contact and the homogeneous
dispersion of magnesium and CNTs in the Mg–CNTs composite
would not only reduce the ohmic resistance of the composites,
but also increase the electron and oxygen transfer rates.25

Therefore, the ratio of CNTs and magnesium would affect the
performance of the in situ generated H2O2 by Mg–CNTs/O2.
Fig. 5a illustrates the effects of the magnesium : CNTs ratio on
the in situ generated H2O2 at a xed Mg–CNT mixture : PVDF
ratio of 1 : 0.6. As the magnesium : CNTs ratio increased from
2.5 : 1 to 5 : 1, the maximum accumulated H2O2 concentration
aer 60 min rose from 80.36 mg L�1 to 168.45 mg L�1. However,
the further increase in the magnesium : CNTs ratio to 7.5 : 1,
10 : 1 and 20 : 1 sharply dropped the concentration of H2O2 to
90.95 mg L�1, 47.55 mg L�1 and 33.91 mg L�1, respectively. This
might be due to the excess magnesium powder covering the
surface of CNTs as the ratio of the magnesium powder was
large. This yielded less active surface area for the ORR and
restricted the oxygen transfer on the Mg–CNTs composite.
Thus, the redundancy of magnesium destroyed the structure of
the primary cell and changed the reaction system from elec-
trochemical corrosion to chemical corrosion, declining the ORR
rate and the amount of produced H2O2.

Since the hydrophobicity of PVDF should facilitate the
oxygen transfer and insulated PVDF should inhibit the transfer
of electrons,38,39 the ratio of Mg–CNTs and PVDF would also be
an important factor that affects the properties of in situ gener-
ated H2O2. As demonstrated in Fig. 5b, the Mg–CNT composite
with the Mg–CNTs : PVDF ratio of 1 : 0.4 led to an optimal yield
of in situ produced H2O2. Aer 60 min of reaction, the
concentration of H2O2 reached 194.73 mg L�1. The BET surface
area and the average pore size determined by the nitrogen
adsorption isotherm of Mg–CNTs containing 0.4 PVDF were
estimated to be 3.14 m2 g�1 and 13.30 nm, respectively (Fig. 6).
At the Mg–CNTs : PVDF ratio of 1 : 0.2, the maximum accu-
mulated H2O2 concentration aer 60 min was recorded as only
23 mg L�1. This indicated that small amounts of PVDF cannot
Fig. 5 Effects of the ratios of (a) Mg : CNTs and (b) Mg–CNTs : PVDF
on the in situ generation of H2O2 at an initial pH of 3.0, a composite
dosage of 2.0 g L�1, a temperature of 25 �C and an oxygen flow rate of
400 mL min�1.

This journal is © The Royal Society of Chemistry 2018
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Fig. 6 (a) Nitrogen adsorption/desorption isotherms and (b) the pore
size distributions of Mg–CNT composites with the Mg–CNTs : PVDF
weight ratios of 1 : 0.2, 1 : 0.4, 1 : 0.6 and 1 : 0.8.

Fig. 7 Effect of (a) pH, (b) oxygen flow rate, (c) Mg–CNT composite
dosage and (d) operational temperature on the accumulation of in situ
generated H2O2.
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strongly and uniformly bond themagnesium powder and CNTs.
However, as the ratio of Mg–CNTs : PVDF increased to 1 : 0.6
and 1 : 0.8, the concentration of H2O2 decreased to 168.45 and
161.18 mg L�1, respectively. This might be due to the declined
surface area of Mg–CNT composites by redundant PVDF, which
was reduced to 1.99 and 0.79 m2 g�1, while the average pore size
increased to 16.38 and 18.02 nm, respectively. Thus, the
decrease in the H2O2 generation performance at a high Mg–
CNTs : PVDF ratio could be attributed to excess PVDF that
obstructed the porous structure of carbon nanotubes and
hindered the transfer of both electrons and oxygen.
Inuence of operational factors on the in situ generation of
H2O2

Since the pH could remarkably inuence the corrosion of Mg,
various initial pH values were tested for the in situ H2O2

synthesis using the Mg–CNTs/O2 process (Fig. 7a). The
concentrations of accumulated H2O2 were recorded as 194.73,
153.00, 145.20 and 115.73 mg L�1 and the average synthesis
rates of H2O2 were 3.25, 2.55, 2.42 and 1.93 mg L�1 min�1 at the
initial pH values of 3.0, 5.0, 7.0 and 9.0, respectively. The
optimum initial pH for the in situ synthesis of H2O2 was
determined as 3.0, and the maximum cumulative concentration
aer 60min of reaction was 194.73 mg L�1. Clearly, as the initial
pH increased, the accumulated H2O2 and the average synthesis
rate decreased. The in situ generation of H2O2 by Mg–CNTs/O2

resulted from the presence of a large number of macroscopic
galvanic cells formed between Mg and CNTs. The H2O2 was in
situ produced on the surface of CNTs through a two-electron
oxygen reduction reaction in acidic media.9 Therefore, lower
initial solution pH was favourable for the in situ synthesis of
higher amounts of H2O2.

The oxygen ow rate is an important factor for the in situ
generation of H2O2 using the Mg–CNTs/O2 process owing to the
role of mixed effects and the oxygen supply. As can be seen in
Fig. 7b, almost no H2O2 is produced under N2 atmosphere,
indicating the importance of O2 in the in situ formation of H2O2.
The amount of H2O2 accumulated aer 60 min increased from
173 to 194.73 mg L�1 as the ow rate of O2 rose from 200 to 400
mLmin�1. Therefore, the generation rate of H2O2 can be greatly
enhanced by adding pure oxygen to the solution, and the
generation rate enhanced at elevated O2 ow rates.
This journal is © The Royal Society of Chemistry 2018
Nevertheless, when the O2 ow rate was increased to 600
mLmin�1, the H2O2 concentration did not increase, but slightly
declined to 191.18 mg L�1. The concentrations of dissolved
oxygen molecules were recorded as 32.96, 36.83 and
37.12 mg L�1 at O2 ow rates of 200, 400 and 600 mL min�1,
respectively. Clearly, a further increase in the O2 ow rate had
a negligible effect on the dissolved oxygen concentration
because dissolved oxygen basically reached oversaturation at
400 mL min�1, which was consistent with the result of our
previous study.25 Furthermore, the limiting diffusion current
density at the cathode exceeded the passive current density due
to the intensive stirring effect at the O2 ow rate of 600
mL min�1. This led to fractional metal passivation.25 Fig. 7c
displays the effect of the Mg–CNT composite dosage on the in
situ generation of H2O2. The concentrations of accumulated
H2O2 aer 60 min were estimated to be 95.73, 194.73 and
223.91 mg L�1 at Mg–CNTs dosages of 1.0, 2.0 and 4.0 g L�1,
respectively. The increase in the amount of accumulated H2O2

with the composite dosage could mainly be associated with the
high amounts of active sites that would readily reduce O2.26

The inuence of the operational temperature on the in situ
formation of H2O2 was also investigated from 15 to 35 �C, and
the results are depicted in Fig. 7d. As the temperature increased
from 15 to 25 �C, the amount of accumulated H2O2 slightly
increased from 182.83 mg L�1 to 194.73 mg L�1. The oxygen
diffusion coefficient and the oxygen reduction reaction rate
might enhance with temperature, which should increase the
decomposition rate of H2O2 and reduce the solubility of dis-
solved O2.2,9,25 The effect of the Mg–CNT composite on the H2O2

decomposition at different temperatures is shown in Fig. S2.†
The decomposition rates of H2O2 were calculated as 21.13% and
25.60% at the reaction temperatures of 15 and 25 �C, respec-
tively. As the temperature rose to 35 �C, the decomposition rate
of H2O2 sharply increased to 60.70%. Thus, the amount of
RSC Adv., 2018, 8, 35179–35186 | 35183
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accumulated H2O2 declined to 175.33 mg L�1 as the operational
temperature rose to 35 �C. Therefore, lower temperature was
more favorable for the in situ synthesis of H2O2 in the Mg–CNTs/
O2 system.
Fig. 9 (a and b) SEM images, (c) EDS spectrum, (d) XRD and (e) Raman
spectra of theMg–CNT composite after the in situ generation of H2O2,
(f) the FT-IR spectra of the Mg–CNT composite before and after the in
situ generation of H2O2.
Long-term operation of the Mg–CNTs/O2 system

To measure the life-time of the Mg–CNTs/O2 system, Mg–CNT
composites were subjected to a continuous O2 ow for a long-
term and the concentration of dissolved Mg in the solution
was determined. Fig. 8a indicates the concentration of gener-
ated H2O2 with the reaction time under continuous O2 aeration.
During the rst two hours of the reaction, H2O2 rapidly accu-
mulated to reach a maximum value of 236.17 mg L�1. Subse-
quently, the concentration of hydrogen peroxide slowly
decreased. Finally, aer continuous reaction for 22.5 h, the
H2O2 concentration was still as high as 114.5 mg L�1,
accounting for 48.48% of maximum accumulation.

Fig. 8b depicts the concentrations of the released magne-
sium ions and the pH values of the solution. The pH rose
sharply during the rst 5 min and then decreased slowly to
10.22 aer 22.5 h. The solubility product (Ksp ¼ 1.8 � 10�11) of
Mg(OH)2 indicates that the pH value should be around 10.9
when Mg(OH)2 reaches complete precipitation.40 Therefore, the
concentration of magnesium ions in solution enhanced linearly
with the reaction time although the partially released magne-
sium ions were converted to magnesium hydroxide, which
precipitated on the surfaces of the composites. The formation
of magnesium hydroxide was further conrmed by XRD (see
next section). Aer operation for 22.5 h, the concentration of
magnesium ions reached 342.9 mg L�1 and the mass of
magnesium ions in solution was about 28.79% of total
magnesium.
Mechanism of the in situ H2O2 synthesis using the Mg–CNTs/
O2 system

To clarify the mechanism of the Mg–CNTs/O2 system towards
generation of H2O2, the morphology, crystal structure and
elemental composition of the Mg–CNT composite were identi-
ed aer H2O2 generation. The morphology of the reacted Mg–
CNTs composite is presented in Fig. 9a and b. The surface of
reacted Mg–CNTs exhibited several hexagonal crystal struc-
tures, possibly produced by magnesium hydroxide aer the
Fig. 8 (a) The long-term operation of the Mg–CNTs/O2 system. (b)
The variation of Mg2+ concentration (blue) and pH value (dark) with the
reaction time in the Mg–CNTs/O2 system. Experimental conditions:
initial pH ¼ 3.0; operational temperature ¼ 25 �C; catalyst dosage, 2.0
g L�1; oxygen flow rate, 400 mL min�1.

35184 | RSC Adv., 2018, 8, 35179–35186
anodic oxidation reaction of magnesium. Those magnesium
hydroxide nanoakes with thicknesses of 30 nm or more were
positioned perpendicular to the CNT surfaces to form
a lamellar-like morphology.41,42 The porous structure of the
magnesium hydroxide nanoakes present on the composite
surface maintained the oxygen transport to continuously
generate H2O2. The nitrogen adsorption/desorption measure-
ments estimated the BET surface area of the reacted Mg–CNTs
composite to be 28.5 m2 g�1 and the average pore diameter to be
9.7 nm (Fig. S3†). Owing to presence of lamellar-like nano-
structures on the reacted Mg–CNTs composite surface, the
calculated surface area was much higher than that of the fresh
Mg–CNTs with smooth surface morphology. Aer 60 min
operation, EDS analyses were performed to determine the
chemical composition of the reacted Mg–CNTs composite
(Fig. 9c). Aer the in situ generation of H2O2, the proportion of
oxygen signicantly increased from 4.85 wt% to 43.11 wt%. ICP-
AES and elemental analysis were also performed to determine
the elemental contents. The Mg, F, O and C element contents
were 35.22%, 12.21%, 39.69% and 12.88%, respectively, which
were consistent with the results of EDS. The increase in the
oxygen content might be attributed to oxidation of magnesium
to magnesium hydroxide. To further conrm the presence of
magnesium hydroxide in the composite, the composition and
the crystal structure of Mg–CNTs aer the reaction were
analyzed by XRD (Fig. 9d). Strong diffraction peaks associated
with Mg were still present. Nevertheless, clear peaks were
detected at 2q of 18.78�, 32.94�, 38.02�, 50.74�, 58.72� and
This journal is © The Royal Society of Chemistry 2018
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Scheme 1 Mechanism of the in situ generation of hydrogen peroxide
in the Mg–CNTs/O2 system.
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62.11�, corresponding to (001), (100), (101), (102), (110) and
(111) crystal planes of Mg(OH)2 (PDF #84-2163), respectively.41,43

The latter demonstrated the precipitation of magnesium
hydroxide on the surface of the Mg–CNTs composite, which was
consistent with SEM and EDS analyses. Aer reaction for
60 min, the intensity ratio R (ID/IG) in the Raman spectrum of
the Mg–CNTs composite increased to 1.535 owing to the
production of nanoakes of Mg(OH)2 and the increased
disorder of carbon nanotubes structure. Furthermore, the FT-IR
spectra of the Mg–CNT composite before and aer the reaction
were also investigated. Fig. 9f shows that the specic peaks of
Mg(OH)2 appeared aer the reaction, which also indicated the
production of Mg(OH)2 during the reaction. The above results
clearly conrmed the presence of magnesium hydroxide in
reacted Mg–CNTs, indicating that Mg metal was oxidized and
then converted into magnesium hydroxide through internal
electrolysis in the Mg–CNTs corrosion cell during the in situ
generation of H2O2.

In our previous study, the ORR on the surface of CNTs was
conrmed through electrochemical measurements.25 The
oxygen molecules were reduced to hydrogen peroxide on the
surface of CNTs through a two-electron pathway.44–46 By taking
these results into account, a mechanism for the in situ H2O2

synthesis using the Mg–CNTs/O2 system was proposed and
shown in Scheme 1. Using the Mg–CNTs/O2 system, Mg metal
was oxidized and converted into magnesium hydroxide through
internal electrolysis in theMg–CNTs corrosion cell. The reduced
Mg ions by the corrosion reaction was particular deposited on
the composite surface and the remaining was released into the
solution. Simultaneously, dissolved oxygen molecules were
selectively reduced to form hydrogen peroxide, driven by the
internal electrolysis of Mg. The performance of the Mg–CNTs/
O2 system in the in situ generation of H2O2 was much higher
than that produced by previously reported electrochemical
systems.2,44,47 This highlighted that the novel Mg–CNTs/O2

system possesses superior activity and durability towards the in
situ formation of H2O2, and hence holds great potential as an
environmentally friendly process for both direct and indirect
applications.

Conclusions

An Mg–CNTs composite was prepared through ball milling with
PVDF as the binding agent, and the obtained system was tested
for the in situ generation of H2O2. The Mg–CNT composite
This journal is © The Royal Society of Chemistry 2018
prepared with the weight ratio of Mg : CNT : PVDF ¼ 5 : 1 : 2.4
exhibited the maximum accumulated H2O2 of 194.73 mg L�1

when operated at optimal conditions for 60 min. The Mg–CNTs
composite showed long time operation ability for the efficient in
situ H2O2 synthesis under oxygen atmosphere. Using the Mg–
CNTs/O2 system, oxygen was selectively reduced to H2O2, which
was driven by internal electrolysis in the formed Mg–CNTs
corrosion cell. However, it should be mentioned that magne-
sium was consumed during the reaction, where most of it was
present in solution as magnesium ions. The magnesium ions in
solution could be reused by reduction or precipitated. Overall,
the Mg–CNTs/O2 system is not only crucial for the efficient in
situ H2O2 synthesis as an environmentally friendly reactant, but
also could be suitable for energy conversion and refractory
wastewater treatment applications based on advanced oxida-
tion processes.
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