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neous solar hydrogen production
using stable TiO2–CuO composite nanofiber
photocatalysts†

Menna M. Hasan and Nageh K. Allam *

We report on the optimization of electrospun TiO2–CuO composite nanofibers as low-cost and stable

photocatalysts for visible-light photocatalytic water splitting. The effect of different annealing

atmospheres on the crystal structure of the fabricated nanofibers was investigated and correlated to the

photocatalytic activity of the material. The presence of CuO resulted in narrowing the bandgap of TiO2

and shifting the absorption edge into the visible region of the light spectrum. The effect of incorporating

CuO within TiO2 nanofibers on the crystal structure and composition was also investigated using X-ray

diffraction (XRD), electron paramagnetic resonance (EPR), and X-ray photoelectron spectroscopy (XPS)

techniques. The fabricated TiO2–CuO composite nanofibers showed 117% enhancement in the amount

of hydrogen evolved during the photocatalytic water splitting process compared to pure TiO2. This

enhancement was related to the created shallow defect states that facilitate charge transfer from TiO2 to

CuO and distinct characteristics of the composite nanofibers, such as the high surface area and

directional charge transfer. The study showed that Cu is a promising alternative to noble metals as

a catalyst in photocatalytic water splitting, with the advantage of being an Earth abundant element and

a relatively cheap material.
Introduction

Using hydrogen as a fuel has many advantages over hydro-
carbon fuels, as it is a clean source of energy and possesses
higher heat content than gasoline. Photocatalytic water split-
ting is one of the approaches that has been heavily investigated
since the rst report by Honda and Fujishima in 1972 using
TiO2 as a photocatalyst.1,2 TiO2 is relatively cheap, stable, and
Earth abundant, and its valence and conduction band positions
are aligned with the redox potential of water. However, there are
some limitations that hinder TiO2 from being an efficient
photocatalyst, such as its wide bandgap (almost 3.2 eV), limiting
its absorption to the UV region of the solar spectrum, which is
only 3–5% of the solar spectrum. Also, TiO2 suffers a high rate of
recombination of the photogenerated electrons and holes. In
this regard, doping with noble metals was shown to be very
effective in enhancing the photocatalytic activity of TiO2.
However, noble metals are very expensive and not Earth abun-
dant. Thus, nding alternative cost-effective materials is very
crucial.3 On the other hand, blending TiO2 with other semi-
conductors of smaller band gap to extend the absorption to
a wider range of the solar spectrum.4 According to previous
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studies CuO seems to be a promising candidate due to its
narrow bandgap (1.4–1.6 eV).3 Furthermore, CuO can form a p–
n junction with TiO2, which should be very effective in sepa-
rating the photogenerated charge carriers due to the built-in
electrical potential at the interface. This results in the injec-
tion of the photogenerated electrons from the CB of TiO2 to the
CB of CuO, which possess more positive potential, while holes
accumulate in the VB.5 Previous studies have shown that
incorporating CuO as a co-catalyst with TiO2 can greatly
enhance the efficiency of photocatalytic water splitting. Bandara
et al. fabricated TiO2/CuO catalyst, which showed very high
catalytic activity, due to the accumulation of the excited elec-
trons from both CuO and TiO2 in the conduction band of CuO,
thus the Fermi level of CuO was shied upwards, giving the
overvoltage needed for water splitting.6 TiO2 nanotubes deco-
rated with CuO were fabricated by Xu et al., exhibiting hydrogen
rates of around 64.2–71.6 mmol h�1 g�1.7 However, the limited
photostability of copper oxides limits their use as a co-catalyst
in photocatalytic reactions.8 The amount of hydrogen reported
so far is still far below the theoretical limit of photocatalytic
water splitting. On the other hand, CuOx/TiO2 composite is
mostly investigated in the form of nanoparticles, which suffer
high recombination rates at the grain boundaries.3 As an
emerging structure, nanobers have been investigated by Einert
et al. using brous CuO as a photocathode for photocatalytic
water splitting. However, the stability of the electrode was still
a limiting issue.9 Also, Hou et al. fabricated electrospun TiO2/
RSC Adv., 2018, 8, 37219–37228 | 37219
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Table 1 Coding of the fabricated TiO2 and TiO2–CuO composite
nanofibers annealed in air and oxygen

Ti (g) Cu (g) Annealing atmosphere Sample ID

0.5 0 O2 O1
0.05 O2
0.075 O3
0.1 O4
0.125 O5
0 Air A1
0.05 A2
0.075 A3
0.1 A4
0.125 A5
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CuO/Cu mesoporous nanobers combined with a foaming
agent.5 These electrodes exhibited photocatalytic H2 yield of
almost 851.3 mmol g�1 h�1. The authors attributed this
enhancement to the presence of a heterojunctions at the TiO2/
CuO, and CuO/Cu interfaces, resulting in more efficient charge
carriers separation.5 However, in almost all those studies
previously reported in literature, hole scavengers were used,
which is always raising a question whether the obtained
hydrogen yield is coming from water splitting or the scavenger
(usually methanol) decomposition. Also, some studies apply
external bias to drive the water oxidation reaction, which
decreases the overall efficiency of the process. Therefore, there
is an immense need to nd the suitable photocatalysts that can
split water in scavengers-free electrolytes and without the need
for applied bias.

Herein, we report on the optimized fabrication of electro-
spun TiO2–CuO composite nanobers as efficient catalysts for
the photocatalytic water splitting in the absence of any scav-
engers or applied bias. The nanober composites were
annealed in different atmospheres and the most photoactive
crystalline phase was identied. Also, the effect of different CuO
loading on the optical and photocatalytic water splitting
performance of the materials was demonstrated.
Experimental methods
Chemicals and materials

Titanium isoprorpoxide, copper(II) acetate monohydrate (C4-
H6CuO4$H2O), polyvinylpyrrolidone (PVP, Mw z 1 300 000),
ethanol absolute, acetic acid. All chemicals were purchased
from Alfa Aesar. All chemicals were used directly without
further purication.
Fabrication of nanobers

TiO2 nanobers and TiO2–CuO composite nanobers were
fabricated using the electrospinning technique. For titanium
nanobers, 0.5 g of titanium isopropoxide was added to 4 g of
PVP 10% (the PVP solution was made using poly-
vinylpyrrolidone (PVP) and ethanol absolute as polymer and
solvent, respectively), then 1 g acetic acid was added to the
solution, nally the solution was stirred for 2 hours. For pure Cu
nanobers, different weights of copper acetate monohydrate
(0.05, 0.075, 0.1, and 0.125) were dissolved in 2.5 g of absolute
ethanol, aer copper acetate was completely dissolved, 0.25 g of
PVP and 5 g of acetic acid were added to the solution, the
mixture was then stirred until the polymer is completely dis-
solved. Ti–Cu composite nanobers were prepared by mixing
the two solutions mentioned before with continuous stirring till
complete homogeneity. Finally, each of the three solutions was
passed through a 16 G stainless steel nozzle. The distance
between the syringe tip and the grounded aluminum foil
collector was xed at 15 cm, the voltage used was in the range of
19 to 21 kV, and the feed rate was in the range of 4 to 4.5 ml h�1,
at humidity of 30% to 40%. The electrospun nanobers were
then annealed in a Lindberg/Blue M tube furnace in air and
oxygen atmospheres at 450 �C (1 �C min�1) for 2 hours. Table 1
37220 | RSC Adv., 2018, 8, 37219–37228
summarizes the composition of the fabricated TiO2 and TiO2–

Cu composite nanobers annealed in air and oxygen.

Characterization

The morphology of the fabricated nanobers was characterized
with Zeiss SEM Ultra 60 eld emission scanning electron micro-
scope (FESEM) and high-resolution transmission electron micro-
scope (HRTEM, JOEL JEM-2100). The thermal stability of the
fabricated nanobers was characterized using TGA NETZSCH STA
409 C/CD apparatus under air. The crystal structure was identied
using PANalytical X'pert Pro PW3040 MPD X-ray Diffractometer
(XRD) using copper CuKa radiation (l ¼ 0.15406 nm) in the range
of 5� to 80� at a scan rate (2q) of 3� s�1 and was further conrmed
using Raman microscope (Pro Raman-L Analyzer) with an excita-
tion laser beam wavelength of 532 nm. The absorption spectra of
the nanobers were recorded on a Lambda 950 UV/Vis spectrom-
eter, EPR measurements were performed using Bruker EMX 300
EPR spectrometer (Bruker BioSpin GmbH, Silberstreifen 4, Ger-
many). The photocatalytic activity of the fabricated nanobers was
tested in an inner-irradiation quartz annular reactor with a 300 W
xenon lamp (CEL, HUL300), a vacuum pump, a gas collection,
a recirculation pump, and a water-cooled condenser. 0.1 g of the
sample was suspended in 1 M KOH using ultrasonic oscillator.
Then themixture was transferred into the reactor and deaerated by
the vacuum pump. The xenon lamp was utilized as a light source,
and the cooling water was circulated through a cylindrical Pyrex
jacket located around the light source to maintain the reaction
temperature. The reactor was sealed with ambient air during
irradiation, and the hydrogen evolution was monitored using an
online gas chromatograph (GC, 7900) equipped with a Porapak-Q
column, high-purity nitrogen carrier, and a thermal conductivity
detector (TCD).

Results and discussion

Fig. 1 shows FESEM images of the fabricated nanobers before
and aer annealing. The as-electrospun TiO2 nanobers were
smooth and highly dense with diameters ranging from 1.594
mm to 2.254 mm, Fig. 1a. Upon annealing in air atmosphere, the
diameters were reduced to 180 � 10 nm, see Fig. 1d. While the
Cu nanobers were completely collapsed upon annealing in air
(Fig. 1e), the TiO2–CuO composite nanobers maintained their
This journal is © The Royal Society of Chemistry 2018
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Fig. 1 FESEM images of the electrospun (a) Ti NFs, (b) Cu NFs, (c) Ti–Cu composite NFs before annealing, (d) TiO2 NFs, (e) CuONFs, and (f) TiO2–
CuO NFs composite after annealing in air atmosphere.
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morphology (Fig. 1f) even with the highest copper concentra-
tion, see Fig. S1.† This can be explained by the fact that the
crystallization process occurs more rapidly in pure metals than
in composites, as in composites, impurity atoms interact with
the crystallized grain boundaries and hinder their mobility,
leading to a decrease in the crystallization rate. The structural
properties of the fabricated NFs were further studied using
HRTEM imaging, as shown in Fig. 2. The calculated d-spacing
was found to be 0.25 nm and 0.35 nm, which are characteristic
of the (�111) plane of CuO and (101) lattice planes of TiO2,
respectively.10,11 Comparing the TEM data of TiO2 NFs and TiO2–

CuO composite NFs annealed in air and oxygen atmospheres, it
can be noted that CuO species are well distributed along the
nanobers, forming homogenous composite NFs. This also
suggests the formation of heterojunction between TiO2 and
CuO species, which facilitates charge separation and reduces
charge recombination.

Fig. 3a shows the TG analyses of the fabricated TiO2 and
TiO2–CuO composite nanobers. Four major weight loss steps
This journal is © The Royal Society of Chemistry 2018
can be identied in the TG graph of TiO2 nanobers. The weight
loss (2.78%) below 100 �C can be attributed to the evaporation
of the residual moisture or any possible residual traces of the
solvent (ethanol). The weight loss between 100 �C and 320 �C
(3.11%) can be ascribed to the decomposition of the side chain
of PVP. The steep slope in the range 230–470 �C involves
a weight loss of 54.52% and can be related to the degradation of
the main chain of PVP. The nal step involves the conversion of
the as-spun titanium oxide nanobers into the anatase
phase.12–14 In contrary, the TG analysis for the TiO2–CuO
composite nanobers showed a small weight loss of almost 20%
in the temperature range 40–200 �C, which can be related to the
evaporation of moisture and any residuals from the solvent.
Note the major weight loss (65.5%) in the temperature range
230–370 �C, which can be related to the degradation of the
polymer (PVP).15 No further weight losses were observed up to
800 �C. This is in agreement with the FESEM observations in
Fig. 1. Fig. 3b shows the XRD patterns of the fabricated nano-
bers annealed under different atmospheres. The XRD pattern
RSC Adv., 2018, 8, 37219–37228 | 37221

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c8ra06763e


Fig. 2 HRTEM images of (a) TiO2 NFs and (b) TiO2–CuO composite NFs annealed in air atmosphere, (c) TiO2 NFs, and (d) TiO2–CuO composite
NFs annealed in oxygen atmosphere.
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of TiO2 nanobers annealed in air showed three dominate
diffraction peaks at 2q ¼ 25.4�, 37.2� and 48.2�, corresponding
to (101), (004), and (200) facets of the anatase phase, respec-
tively.16,17 However, upon annealing the TiO2 nanobers in
oxygen, the peaks were observed at 2q ¼ 27.4�, 36�, and 41�,
corresponding to (110), (101), and (111) facets of the rutile
phase, respectively. In oxygen-rich atmosphere there is a large
number of adatoms that react instantly with interstitial Ti3+ on
the surface forming TiOx islands, which act as rutile islands,
resulting in a very high rate of phase transformation at lower
temperature.18,19 However, in poor-oxygen atmosphere, there is
no enough O2 to react with Ti3+, hindering the phase trans-
formation.19 This assumption was supported by the electron
paramagnetic resonance (EPR) analysis of the sample O1,
Fig. S2,† where a weak signal observed at g ¼ 2.013, indicating
that most of the Ti3+ species in the sample were oxidized back to
the Ti4+ ions. Also, this g value is characteristic of the oxygen
radical species Oc and O2�.20–22 For TiO2–CuO composite
nanobers, the diffraction patterns indicated the formation of
the anatase phase in air and rutile phase in oxygen. In both
atmospheres, copper was oxidized to CuO as indicated by the
presence of new peaks at 2q ¼ 35.5� and 38.7� corresponding to
the �111, 002 (both appear at the 35.5�), and 111, respectively.
37222 | RSC Adv., 2018, 8, 37219–37228
For the samples annealed in air atmosphere, aer the incor-
poration of CuO with TiO2, the diffraction peak at 25.4� became
broader and its intensity decreased, indicating a reduction in
the crystallite size. This was conrmed by calculating the crys-
tallite size for both samples, which are 318.49 Å and 196.13 Å for
A1 and A5, respectively. As Cu2+ has larger ionic radius (0.73 Å)
than Ti4+ (0.64 Å), the incorporated Cu2+ ions may distort the
lattice structure of TiO2. This was conrmed by calculating the
microstrain, which was found to be 0.551 for A1 and 0.895 for
A5. These ndings might suggest the creation of substitutional
defects by replacing some of the Ti4+ ions with Cu2+ ions.23 The
formation of oxygen vacancies in the lattice of TiO2 is also
possible to compensate for the charge difference.23,24 On the
other hand, for the oxygen-annealed samples, the broadening of
the peak at 27.4� was the same for both TiO2 and TiO2–CuO
composite nanobers samples. This might be attributed to the
rutile structure being more compact than the anatase phase,
requiring more energy to remove the Ti4+ ions from the rutile
crystal structure and replace it with Cu2+ ions.

X-ray photoelectron spectroscopy (XPS) measurements were
performed to investigate the chemical environment and elec-
tronic structure of Ti, Cu, and O in the fabricated TiO2–CuO
composite nanobers. Fig. S3† shows the XPS survey for the
This journal is © The Royal Society of Chemistry 2018
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Fig. 3 (a) TG curves of thermal decomposition of as-spun TiO2

nanofibers in air and (b) XRD pattern of the fabricated nanofibers
annealed in different annealing atmospheres.

Fig. 4 High resolution XPS spectra of (a) O1s, (b) Ti 2p, and (c) Cu 2p
for sample A4.
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samples A1 and A4, indicating the presence of titanium, oxygen,
copper, and carbon. The HR-XPS scans for Ti, Cu, and O are
shown in Fig. 4a–c. The O 1s spectra show a peak at 529.7 eV for
both samples. However, for the TiO2–CuO nanobers
composite, the O 1s peak broadens and two new humps were
observed at 531 eV and 528.5 eV, which can be ascribed to Ti3+,25

and oxygen in a defected structure,26 respectively. Fig. 3c shows
two peaks characteristic of Cu2+ at 934 and 953 eV related to Cu
2p3/2 and Cu 2p1/2.3,27 A shake-up satellite peak was also
observed at 941.28 eV, which is characteristic of CuO species.28

As shown in Fig. 3b, for both A1 and A4 samples, two peaks were
recorded at 458.3 and 463.7 eV related to Ti 2p3/2 and Ti 2p1/2,
respectively.29 Upon deconvolution, a small peak was recorded
at 456.2, which suggests the formation of Ti3+ species25,30 that
have been conrmed via EPR analysis.

Electron paramagnetic resonance (EPR) analysis was per-
formed for the sample A1 to conrm the presence of Ti3+

species, and the coordination of the Cu2+ in the frame work of
This journal is © The Royal Society of Chemistry 2018
TiO2, as shown in Fig. 5a. The EPR signal is asymmetric, indi-
cating the distortion of the octahedral structure, possibly due to
the replacement of Ti4+ ions with Cu2+ in the anatase structure.
The EPR spectra show an intense peak at gk ¼ 2.00072 and
another peak at gt ¼ 2.062, indicating that Cu2+ substituted
RSC Adv., 2018, 8, 37219–37228 | 37223
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Ti4+ ions in the octahedral coordination system. As the value of
gt is larger than that of gk, the ground state of the resulting
structure is 2A1g.23,24,31,32 The observed peak broadening can be
attributed to the dipolar interaction between Cu2+ ions.23

Fig. 5b shows the Raman spectra of the nanobers annealed
in different atmospheres. The TiO2 nanobers annealed in air
showed themajor four Raman bands of anatase at 158, 410, 524,
and 646 cm�1, corresponding to Eg, B1g, A1g and Eg active
modes, respectively. On the other hand, the TiO2 nanobers
annealed in oxygen showed the typical Raman bands of rutile at
163, 265, 445, and 618 cm�1, corresponding to the B1g, two
phonon scattering, Eg, and A1g modes, respectively.17 The
Raman spectra was almost the same for the Ti–CuO composite
nanobers with a very small shi, even for the samples con-
taining the highest copper concentration.16,33 A new peak was
observed at 276 cm�1 that can be assigned to the Ag mode of
CuO.33 The Ti–O bond lengths (R) were calculated using eqn (1)
to be (2 � 1.88, 3 � 2.01 and 2.17 Å) for TiO2 nanobers and (2
� 1.9, 3 � 2.15 and 2.4 Å) for TiO2–CuO composite nanobers
based on the observed Raman bands at 645, 526, and 409 cm�1.
Fig. 5 (a) EPR spectra of TiO2–CuO composite nanofiber annealed in
air and (b) Raman shift of the electrospun nanofibers annealed in
different atmospheres.

37224 | RSC Adv., 2018, 8, 37219–37228
These results prevail that the TiO6 octahedron in anatase was
distorted in case of TiO2–CuO composite nanobers.17

yTi–O ¼ 722e�1.54946(R � 1.809) (1)

Fig. 6a shows the UV-Vis absorption spectra of the fabricated
nanobers. The TiO2 samples annealed in air and oxygen
atmospheres exhibited an absorption in the UV region of the
light spectrum with a peak at 400 nm and 410, respectively.
However, a signicant red shi in the absorption spectra was
observed for the TiO2–CuO composite nanobers. As the
concentration of CuO increases, the absorption edge extends to
a wider range of the light spectrum, with the sample containing
the highest CuO concentration show an extended absorption to
the near IR region, corresponding to a bandgap energy of 1.4 eV.
Fig. 6b shows the corresponding Tauc plots. Note that as the
concentration of CuO increases, the optical band gap decreases
from 3 eV for pure TiO2 to 1.45 eV for the sample with the
highest copper concentration (A5). This comes in agreement
Fig. 6 UV-Visible absorbance spectra of the TiO2–CuO composite
nanofibers with different copper loadings annealed in (a) oxygen and
air atmospheres and (b) the corresponding Tauc plots of the air
annealed samples.

This journal is © The Royal Society of Chemistry 2018
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Fig. 7 H2 evolution measurements for the (a) oxygen annealed
samples, (b) the air annealed samples, and (c) the correlation between
the H2 evolution of the different annealing atmospheres and different
copper loading.
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with the study conducted by Chen et al. on the effect of CuO/
TiO2 photocatalyst with different loadings of CuO, where they
found that there was a shi in the absorption edge for the CuO/
TiO2 to lower energy as the loading of CuO increased.34

The photocatalytic H2 production activity of the fabricated
nanobers was evaluated under irradiation with a 300 W xenon
arc lamp using 1 M KOH solution, Fig. 7. Table 2 summarizes
the hydrogen yield obtained upon the use of TiO2–CuO
composites. For TiO2 nanobers, the anatase nanobers
showed the highest H2 yield (1253 mmol g�1), while the rutile
nanobers resulted in lower H2 yield (919 mmol g�1) due to its
band misalignment with the water redox potentials. For both
the oxygen- and air-annealed samples, the incorporation of CuO
greatly enhances the amount of hydrogen evolved. Fig. 7d shows
the normal volcano shape usually seen in catalysis research,
where the amount of evolved hydrogen increases with
increasing the CuO loading till 0.1 g (1116 and 2715 mmol g�1

for the nanobers annealed in oxygen and air atmospheres,
respectively) then declines upon increasing the CuO loading to
0.125 g. This might be attributed to the shielding effect caused
by CuO at concentrations higher than 0.1 g, as most of the solar
radiation would be absorbed by CuO, thus lower amount of the
light is able to reach TiO2 to excite the electrons in the VB.24,35

The enhancement in the hydrogen yield can be attributed to the
transfer of electrons from the conduction band of TiO2 to the
lower conduction band of CuO,36–39 due to the formation of a p–
n junction between TiO2 and CuO. This p–n junction is very
effective in separating the photogenerated charge carriers and
hence enhancing the photocatalytic activity. The hydrogen yield
obtained from the fabricated TiO2–CuO composite nanobers
in absence of a hole scavenger in the electrolyte, is superior
compared to previous reports. Recently, CuOx/TiO2 composite
lms were tested for photocatalytic water splitting, with re-
ported hydrogen yield of only 50 mmol m�2 h�1.3 Ternary TiO2/
CuO/Cu mesoporous nanobers were also tested for photo-
catalytic water splitting, with the highest hydrogen yield ob-
tained of 851.3 mmol g�1 h�1.5 However, both studies used hole
scavenger in the electrolyte to reduce the recombination rate. In
this regard, our obtained hydrogen yield, with no hole scaven-
gers, is considered superior, the performance of the fabricated
nanobers in this work is compared with the literature data as
shown in Table 3. To test the stability of the fabricated nano-
bers, the experiment was repeated for three times. As shown in
Fig. 7a and b, the samples showed high stability along 15 hours,
then a slight decrease in the hydrogen yield was observed. The
structural stability of the fabricated nanobers was conrmed
using FESEM imaging of the materials aer the water splitting
reaction (irradiation with a 300 W xenon arc lamp using 1 M
KOH solution), Fig. S4,† revealing no change in morphology.

To understand the role of individual participating moieties
in the catalyst, the photoelectrochemical activity of the fabri-
cated nanobers to split water was evaluated and discussed in
details in the ESI, see Fig. S5.† TiO2–CuO composite nanobers
annealed in air showed superior photocurrent density than that
of TiO2 nanobers, indicating the positive effect of CuO when
combined with TiO2 to form a more efficient photocatalyst to
split water. The enhanced behavior of TiO2–CuO composite
This journal is © The Royal Society of Chemistry 2018 RSC Adv., 2018, 8, 37219–37228 | 37225
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Table 2 The hydrogen yield obtained upon the use of TiO2–CuO composite nanofibers annealed in air and oxygen atmospheres

Cu (g) [H2] (mmol g�1), (O2 atmosphere) [H2] (mmol g�1), (air atmosphere)

0 919 1253
0.05 1550 1905
0.075 2000 2520
0.1 2116 2715
0.125 1733 1445

Table 3 Comparison of the hydrogen yield obtained in this study with those reported in literature

Photocatalyst [H2], mmol g�1 h�1 [H2] mmol m�2 h�1

CuOx/TiO2 composite lms3 — 50
Ternary TiO2/CuO/Cu mesoporous NFs5 851.3 —
TiO2 nanotubes decorated with CuO7 64.2–71.6 —
Ti–Cu NFs annealed in oxygen (this work) 2116 —
Ti–Cu NFs annealed in air (this work) 2715 —
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nanobers can be related to the nature of the defects formed
due to CuO incorporation.

To understand the role of individual participating moieties
in the catalyst, the photoelectrochemical activity of the fabri-
cated nanobers to split water was evaluated and discussed in
details in the ESI, see Fig. S5.† TiO2–CuO composite nanobers
annealed in air showed superior photocurrent density than that
of TiO2 nanobers, indicating the positive effect of CuO when
combined with TiO2 to form a more efficient photocatalyst to
split water. The enhanced behavior of TiO2–CuO composite
nanobers can be related to the nature of the defects formed
due to CuO incorporation.
Conclusions

In this study, pure TiO2 and TiO2–CuO composite nanobers
were fabricated and their structural, thermal, optical and pho-
tocatalytic properties were compared. Annealing in different
atmospheres was found to determine the crystalline phase and
thus photocatalytic activity of the fabricated nanobers. For the
nanobers crystallized in the anatase phase, XRD and EPR
analysis suggest the substitution of some of the Ti4+ ions by
Cu2+ ions, leading to the formation of shallow defect states
below the conduction band of TiO2. Those shallow defects
result in a bandgap narrowing and facilitate charge carriers
transport and separation. Besides, as the position of the
conduction band of CuO is lower than the conduction band of
TiO2, electrons can easily be transferred to CuO, thus enhancing
the charge separation process, leaving free charge carriers
needed to perform the redox reaction increases. This was sup-
ported by measuring the amount of hydrogen evolved, where
TiO2–CuO showed 117% enhancement compared to pure TiO2

nanobers. The results of this study prove that manipulating
the band structure of TiO2 using optimized composite forma-
tion can be a very promising approach to overcome the limita-
tions of TiO2 as a photocatalyst for water splitting reaction. It
also indicates that copper shows an immense potential as a co-
37226 | RSC Adv., 2018, 8, 37219–37228
catalyst for photocatalytic water splitting and has a remarkable
effect in hindering the recombination of the photogenerated
charge carriers, thus enhancing the charge transfer process.
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