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aracterization of nano-crystalized
HfC based on an aqueous solution-derived
precursor

Youlin Jiang,abc Dewei Ni, *ab Qi Ding,abcd Bowen Chen,abc Xiaowu Chen,ab

Yanmei Kanab and Shaoming Dongab

Nano-crystalized HfC was successfully synthesized based on an aqueous solution-derived precursor using

hafnium tetrachloride and sucrose as raw materials. The precursor can be converted to pure phase HfC

after pyrolysis at �600 �C and subsequent carbothermal reduction reaction at �1600 �C, with a ceramic

yield of around 46.3%. Reaction mechanisms of the synthesis process are revealed based on FT-IR, TG-

DSC, TEM analysis and thermodynamic calculations, etc. The obtained HfC nanoparticles possess an

equiaxial shape with an average particle size of �73 nm. Oxygen content of the as-synthesized HfC

powders is as low as 0.64 wt%, which exists in the form of an amorphous Hf–O–C thin layer covering

the surface of the HfC particles. This feasible and promising method for HfC particle synthesis is believed

to be suitable for the fabrication of continuous fibers reinforced HfC ceramic matrix composites.
Introduction

As a member of the ultrahigh temperature ceramics (UHTCs),
hafnium carbide (HfC) has attracted extensive attention due to
its extremely high melting point (3890 �C), low oxygen diffusion
coefficient, good mechanical properties and excellent chemical
stability.1–4 This makes HfC a promising candidate for ultra-
high temperature and extreme environment applications such
as hypersonic vehicle thermal structural components and
rocket engine combustion chambers, etc.5

Conventionally, HfC can be synthesized by various methods
including solid state combustion via direct combination of the
elements at elevated temperatures, chemical vapor deposition,
carbothermal reduction of metal oxides, sol–gel route, laser and
plasma chemical synthesis, etc.6–10 Solution-based processing
possesses the advantages of forming a homogenous distribu-
tion of all elements on a molecular level, which can reduce the
kinetic barriers and lower the reaction temperatures, thus
leading to ne size of the synthesized particles.11–13 Moreover, it
has great potential to be used as facile precursor for the fabri-
cation of continuous bers reinforced HfC ceramic matrix
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composites.14–20 Consequently, synthesis of HfC powders by
solution-based processing has drawn much attention.

For the synthesis of HfC nanoparticles via solution-based
processing, organic reactants and/or organic solvent were
generally used, which is expensive and not eco-friendly. Sucrose
is a non-toxic, inexpensive and easily accessible polyol sugar. As
an environment friendly organic substance, it is an excellent
candidate for eco-friendly applications. With several hydroxyl
groups in its molecular structure, sucrose can be used as
a chelating agent to form metal complexes with Hf ions and as
a carbon source for subsequent carbothermal reduction.21 A
plurality of hydroxyl groups on sucrose molecule might allow
absorption of multiple Hf ions as well as the formation of
a metal complex consists of several Hf ions and sucrose
molecules.

Herein, we report a facile and promising aqueous solution-
derived precursor approach for the synthesis of HfC nano-
particles by using hafnium tetrachloride and sucrose as raw
materials. Reaction mechanisms of the synthesis process from
the pre-ceramic precursor to HfC powders were revealed based
on FT-IR, TG-DSC, TEM analysis and thermodynamic calcula-
tions, etc.
Experimental
Materials and processing

Commercial hafnium tetrachloride (HfCl4, purity 99.5%, Suz-
hou ChuanmaoMetal Material Co. Ltd, Suzhou, China), sucrose
(C12H22O11, AR grade, Aladdin industrial Corporation,
Shanghai, China) and polyvinylpyrrolidone (PVP, Beijing HWRK
This journal is © The Royal Society of Chemistry 2018
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Fig. 1 FTIR spectra of the (a) HfCl4, (b) C12H22O11, (c) PVP, (d)
precursor after curing, and (e) precursor after pyrolysis at 600 �C.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

6 
N

ov
em

be
r 

20
18

. D
ow

nl
oa

de
d 

on
 7

/2
4/

20
24

 4
:0

6:
59

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
Chemistry Co. Ltd, Beijing, China) were used as raw materials
for the synthesis of HfC precursor.

HfO2 + 3C / HfC + CO(g) (1)

According to reaction corresponding amount of hafnium
tetrachloride (HfCl4) and sucrose (C12H22O11) were used. 64.1 g
hafnium tetrachloride was dissolved in 100mL deionized water.
Then 34.2 g sucrose and 2 g PVP were added to the solution. The
molar ratio between HfCl4 and sucrose added was set as 2 : 1.
PVP addition was xed at around 2 wt% of the solution. Aer
being magnetic stirred for 6 hours, a homogenous aqueous
solution precursor was formed.

The obtained precursor was cross-linked and cured at 100 �C
for 2 hours, during which it was gelatinized to form a jelly fol-
lowed by dehydration. The cured precursor was then pyrolyzed
at 600 �C for 2 hours under owing argon with a heating rate of
5 �C min�1. To investigate the carbothermal reduction process
comprehensively, the pyrolyzed precursor was further heat
treated at 1400–1650 �C in vacuum and pure phase HfC powders
were obtained at temperatures higher than 1600 �C.

Characterization

Fourier transform infrared (FTIR) spectra of starting materials
and precursor were measured by NICOLET Is 10 spectrometer
(Thermo Scientic, USA). Thermal gravity (TG) and differential
scanning calorimetry (DSC) analysis were performed by
a Netzsch STA 499 F3 Jupiter® under owing argon atmosphere
at a heating rate of 10 �C min�1 in the temperature range of 40–
1400 �C.

Crystal structures and phase composition of the as-
synthesized powders were determined by X-ray diffraction
(XRD) with a Rigaku Ultima IV diffractometer using Cu Ka
radiation (l ¼ 1.540598 Å) in the angle range of 10–80�, oper-
ated at 40 kV, 40 mA with a step width of 3� min�1. Morphol-
ogies of the synthesized powders were observed by eld
emission scanning electron microscope (FESEM, Hitachi
SU8220, Japan) along with energy dispersive spectroscopy (EDS)
for chemical analysis. The particle sizes were determined by
post processing of the SEM images with free soware ImageJ®.
To reduce the error in the determination of particle size, at least
ten images with hundreds of particles were taken in random
regions of the samples and used for the statistical analysis.
Characterization of the powders were also performed by trans-
mission electron microscope (TEM, JEOL JEM-2100F, Japan)
along with selected area electron diffraction (SAED) and EDS.
Oxygen content of the as-synthesized HfC powders was deter-
mined by nitrogen/oxygen determinator (LECO instrument LD,
USA).

Results and discussion

The FTIR spectra of the raw materials (HfCl4, C12H22O11 and
PVP) and the synthesized precursor (Fig. 1) were obtained to
understand the molecular structure evolution and the principal
interactions between the reactants. In the FTIR spectra for the
HfCl4 (Fig. 1a), the vibration bands at 3431 cm�1 and 2353 cm�1
This journal is © The Royal Society of Chemistry 2018
are associated with the n(O–H) stretching of water molecules
(adsorbed water molecule), while the band at 1634 cm�1

corresponds to the bending vibration of water molecules coor-
dinated to Hf cations.11 For C12H22O11 (Fig. 1b), the band at
2918 cm�1 corresponds to the symmetric stretching vibration of
n(C–H), while the band at 1444 cm�1 is associated with the
antisymmetric deformation peak of n(–CH2). The band at
1064 cm�1 can be attributed to the stretching peak of n(C–O),
while the peak at 920 cm�1 corresponds to the stretching
vibration of n(C–O–C). For PVP (Fig. 1c), the respective assign-
ments of the peaks are 3442 (n(O–H)), 1643 (n(C]O)) and 1444
(n(–CH2)) cm

�1. For precursor aer heated and cured (Fig. 1d),
the bands at 3431 (n(O–H)), 2353 (n(O–H)), 1641 (n(O–H) + n(C]
O)) and 1444 (n(–CH2)) cm

�1 can also be observed, while the
peak at 1295 cm�1 corresponds to n(C–N).17 The peak at
1091 cm�1 can be attributed to the stretching peak of n(C–O),
while the peak at 1026 cm�1 corresponds to the stretching
vibration of n(C–O–C). No obvious peak of (n(Hf–O)) at around
750–500 cm�1 is observed in Fig. 1d, implying that no Hf–O
bonding exists in the precursor. The slight difference of peak
position of (n(C–O)) between sucrose and precursor indicates
the chemical environment change for C–O groups, which
should results from the adsorption of Hf ions. It is conjectured
that a complex of Hf ion, sucrose and PVP was formed. The
hydrolysis of sucrose and the possible transesterication reac-
tion between sucrose and PVP leads to the change of (n(C–O–C))
peak. The precursor aer pyrolysis at 600 �C was also charac-
terized with FTIR, as shown in Fig. 1e. Most peaks of organo-
functional groups disappear except the ones at around
3431 cm�1 and 1634 cm�1 which are related to n(O–H) from
adsorbed water, indicating the complete of pyrolysis reaction at
600 �C. Furthermore, tiny peaks of (n(Hf–O)) at 750–500 cm�1

appear,10,22 which indicates the formation of HfO2 during
pyrolysis process.

The pyrolysis process of the precursor was studied by TG-
DSC analysis as illustrated in Fig. 2. The pyrolysis process of
the precursor can be divided into approximately 3 stages. A
RSC Adv., 2018, 8, 39284–39290 | 39285
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Fig. 2 TG-DSC curves of the prepared HfC precursor after curing.

Fig. 3 XRD patterns of (a) precursor, (b) product after pyrolysis at
600 �C and products after heat treated at (c) 1400 �C (d) 1500 �C (e)
1600 �C and (f) 1650 �C.

Fig. 4 (a) SEM image of synthesized powder and EDS mapping of (b)
oxygen (c) carbon and (d) hafnium.

Fig. 5 SEM images and particle size distribution of (a) as-synthesized
HfC powder and (b) HfC powder synthesized from precursor with 25%
excessive carbon source.
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weight loss of 9.8% at the rst stage from starting temperature
to around 200 �C is mainly contributed from the evaporation of
free water and separation of adsorbed water. The process can
last till up to 300 �C according to the endothermic peak on DSC
curve. Together with evaporation of constitution water and
small molecules produced by decomposition of organic
matters, a weight loss of 26.4% between 200 and 600 �C can be
observed. Aer 600 �C, a gradual descending on TG curve occurs
probably due to the continuous carbonization of incompletely
decomposed organic compounds. Carbothermal reduction
reaction of HfO2 is initiated at �1400 �C based on the drop on
TG curve. In accordance with the result of TG-DSC analysis, the
pyrolysis temperature of precursor was set as 600 �C and the
subsequent carbothermal reduction temperature was set in the
39286 | RSC Adv., 2018, 8, 39284–39290
temperature range of 1400–1650 �C. Meanwhile a dwelling time
of 2 hours was set for both processes to ensure a complete
reaction of each step.23

Variation of phase composition during heat treatment was
studied using XRD. The results are shown in Fig. 3. The original
precursor is amorphous substance with no obvious
This journal is © The Royal Society of Chemistry 2018
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Fig. 6 (a) TEM image and (b) HRTEM image of synthesized particles; (c) TEM image and (d) HRTEM image of particles synthesized with 25%
excessive carbon source. The SEAD patterns of the HfC particles are inserted in (a) and (c) at the * position, respectively.
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crystallization peaks on the XRD pattern (Fig. 3a). Aer pyrolysis
at 600 �C, it converts to monoclinic HfO2 and possible amor-
phous carbon, as can be observed in Fig. 3b. The main crys-
talline phase is still monoclinic HfO2 and a small amount of
HfC appears aer heat treatment at 1400 �C (Fig. 3c), indicating
the initiation of carbothermal reduction reaction. As heat
treatment temperature rising, the peaks of monoclinic HfO2

gradually decrease and HfC becomes the main crystalline phase
as can be seen in Fig. 3d and e. Only diffraction peaks of cubic
HfC can be found in Fig. 3e, indicating the complete of carbo-
thermal reduction at 1600 �C. However, oxygen content of the as
This journal is © The Royal Society of Chemistry 2018
synthesized HfC powder at 1600 �C is still as high as 1.58 wt%. A
further heat treatment at a higher temperature (1650 �C) was
carried out, where the oxygen content is reduced to 0.64 wt%.
Based on the results above, 1650 �C was used for the nal car-
bothermal reduction. A shi of HfC characteristic peaks to
higher angles is revealed, as shown in the red square frame of
Fig. 3. This signies the probable formation of non-
stoichiometric HfC.

Morphology of the as-synthesized HfC powders was observed
by SEM, as shown in Fig. 4a. It can be seen that the obtained
HfC particles present an equiaxial shape with some extent of
RSC Adv., 2018, 8, 39284–39290 | 39287
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Fig. 7 Variation of C and O contents via EDS lining scanning.

Fig. 8 Schematic diagram of the HfO2–C system carbothermal
reduction reaction process.
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agglomeration. In addition, occule matter appears
surrounding the HfC particles, which is proved to be residual
carbon indicated by EDS analysis (not shown here), implying an
existence of small amount of residual carbon. EDS analysis was
used for an elements distribution map as shown in Fig. 4b–d.
Carbon and hafnium are well distributed in the powder, indi-
cating that the precursor has almost completely been trans-
formed into homogenous HfC powder with residual carbon
mixed. It is in strong agreement with XRD analysis. Oxygen
makes up a very low share of the powder component, which is in
line with the result of oxygen content test.

Analysis of particle size distribution was performed by post
processing of the SEM images using the freeware soware
ImageJ® and the results are shown in Fig. 5. As can be seen, the
size of the HfC particles is mainly located between 30–100 nm
and the average particle size is 73 � 37 nm (Fig. 5a). Research
has shown that the existence of residual carbon can limit grain
growth by physically separating the particles.7 It is believed that
the existence of residual free carbon in this work reduces the
HfC particles mutual contact, thus preventing the coarsening
and leading to the ne particle size. This has also been further
conrmed in this work. Another HfC precursor with 25%
excessive source was prepared. And consequently, a smaller
average particle size of 57 � 33 nm is achieved for the synthe-
sized HfC powders, as shown in Fig. 5b.

Further analysis of the synthesized HfC powders was per-
formed by TEM and HRTEM, as shown in Fig. 6. SAED patterns
inserted in TEM images reveal the crystallized nature of the
synthesized HfC particles and a face-centered cubic structure
can be easily identied. The layer fringes with the interlayer
39288 | RSC Adv., 2018, 8, 39284–39290
distance are conrmed in the HRTEM images as can be seen in
Fig. 6b. The interlayer distances of the synthesized HfC particles
are 0.2680 nm corresponded to the (111) face and 0.2324 nm
corresponded to (200) face, which are a little bit larger than
d(111)¼ 0.26776 nm and d(200)¼ 0.23189 nm for standard HfC
of PDF#39-1491. This reveals the presence of lattice distortion,
which should result from the formation of non-stoichiometric
Hf1�aC. With the increase of sucrose content in the precursor
(Fig. 6c and d), larger lattice distortion (d(111) ¼ 0.2687 nm and
d(200) ¼ 0.2346 nm) was achieved in the synthesized HfC
powders. This conrms that more non-stoichiometric Hf1�aC is
formed due to more residual carbon existed in the lattice. This
is in good agreement with the XRD result.

Obviously, the HfC particles present a core–shell structure as
shown in the HRTEM images. The core is composed of HfC
crystal structure while the shell is in form of an amorphous
gangue. To get a full understand of the components of the core–
shell structure, element analysis was performed for the varia-
tion trend of C and O along the direction of the red arrow signed
in Fig. 7. As can be observed, the carbon content keeps rising
This journal is © The Royal Society of Chemistry 2018
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and then becomes stable in the inner core. However, the oxygen
content rises till the outer edge of the amorphous shell, fol-
lowed by a decrease at the border of the core and the shell, and
in turn becomes stable in the core. Therefore, it can be
concluded that the dominant proportion of oxygen content in
the synthesized powders exists in the form of amorphous Hf–O–
C thin layer covering on the surface of HfC particles. With the
increase of sucrose content in the precursor, no evident
decrease of the thickness of the amorphous Hf–O–C thin layer is
observed (in average 3.29 nm and 3.27 nm, respectively). The
amorphous Hf–O–C thin layer covered on the ne HfC particles
is probably related to the mechanism of HfO2–C carbothermal
reduction or surface oxidation during post-treatment.

HfO2 / HfO(g) + 1/2O2(g) (2)

C + 1/2O2(g) / CO(g) (3)

HfO2 + CO(g) / HfO(g) + CO2(g) (4)

C + CO2(g) / 2CO(g) (5)

HfO(g) + CO(g) / HfCxOy + zCO2(g) (6)

HfCxOy + CO(g) / Hf1�aC + CO2(g) (7)

The mechanisms of HfO2 carbothermal reduction has been
widely discussed in literature.23,24 The formation of crystallized
core and amorphous shell can be explained with the theory of
gas–solid reaction.23 A proposed model is shown in Fig. 8.
Carbon particles and HfO2 particles are produced from the
precursor during pyrolysis. As shown in Fig. 8a, with tempera-
ture rising, HfO2 is destabilized, producing HfO(g) and O2(g) as
described by eqn (2) at the beginning of the process. With the
existence of O2(g), carbon particles is destabilized and CO(g) is
emitted by eqn (3). Further destabilization of HfO2 carries out
with the participation of CO(g) as described by eqn (4), as shown
in Fig. 8b. The produce of CO2(g) in turn takes part in reaction
of eqn (5), producing CO(g). The continuous reaction of eqn (3)
and eqn (5) keeps providing CO(g). The condensation
phenomenon of produced HfO(g) and CO(g) then accounts for
the nucleation of HfCxOy as revealed in eqn (6) and Fig. 8c. The
abrupt condensation of gaseous species gives an amorphous
cladding layer around the HfCxOy oxycarbide crystal. Then the
formation of oxycarbide phase is achieved through a solid state
diffusion process within the amorphous layer. Researches25,26

have suggested that the destabilization of carbon might be the
rate limiting step of the reaction progresses expressed in
Fig. 8a–c, that is, the removal of CO(g) is slower while the release
of HfO(g) within gaseous medium is comparably enhanced.
Consequently, a preferential nucleation of oxycarbide in the
carbon area is achieved. With an increased concentration of
sucrose in the precursor, a rather low concentration of HfO(g)
results in smaller particles. Fig. 8d shows the further reduction
of the oxycarbide substance. With oxygen bumped out and
consumed by CO(g), as described by eqn (7), the oxycarbide
substance is transformed into �HfC. With excessive carbon
This journal is © The Royal Society of Chemistry 2018
diffusing into lattice, the product forms a matter with a non-
stoichiometric Hf1�aC. The thin oxygen-rich outer layer
covering the core observed in Fig. 6 and 7 might be resulted
from the relatively short time for complete carbothermal
reduction or surface oxidation caused by post-treatment.

Conclusions

Based on an aqueous solution-derived precursor, nano-
crystalized HfC was successfully synthesized. The precursor
was prepared using hafnium tetrachloride and sucrose as raw
materials. The transformation process of the precursor during
heat treatment was studied using FT-IR, TG-DSC, XRD, SEM and
TEM, etc. The precursor can be converted to pure phase HfC
aer pyrolysis at �600 �C and subsequent carbothermal
reduction reaction at �1600 �C, with a ceramic yield of around
46.3%. The obtained HfC nanoparticles possess an equiaxial
shape with an average particle size of �73 nm. Oxygen content
of the as-synthesized HfC powders is as low as 0.64 wt%, which
existed in the form of amorphous Hf–O–C thin layer covering on
the surface of HfC particles. This might be due do incomplete
carbothermal reduction or surface oxidation caused by post-
treatment. Carbothermal reduction reaction mechanisms of
the synthesis process are revealed based on TG-DSC, HRTEM
and thermodynamic calculations, etc. The theory of gas–solid
reaction can be applied to explain the variation of substances
during carbothermal reduction process.
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