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Zirconia (ZrO2) aerogels are potential candidates for use at temperatures higher than those attainable with

silica aerogels. However, fabricating a robust ZrO2 aerogel with a high thermal stability is still a challenge.

The extreme electronegativity of Zr makes the hydrolysis and polycondensation of zirconium precursors

difficult to control, leading to poor structural integrity and unsatisfactory physical properties. In the present

research, we prepared a ZrO2 aerogel by using a synthetic zirconium precursor, namely

polyacetylacetonatozirconium (PAZ), and ammonia hydroxide as the gel initiator. The ammonia hydroxide

catalyzes the cross-linking of PAZ via promotion of the dehydration between hydroxyls in PAZ and the

acetylacetonate group in PAZ binds the zirconium ion firmly upon the addition of ammonia hydroxide to

avoid a gel precipitate. A monolithic ZrO2 aerogel with a large diameter size of 4.4 cm and high optical

transmittance was achieved after drying. The surface area and pore volume of the as-dried ZrO2 aerogel

were as high as 630.72 m2 g�1 and 5.12 cm3 g�1, respectively. They decreased to 188.62 m2 g�1 and 0.93

cm3 g�1 after being heat-treated at 1000 �C for 2 h. The best mechanical performances of the ZrO2

aerogels showed a compressive strength of 0.21 � 0.05 MPa and a modulus of 1.9 � 0.3 MPa with

a density of 0.161 � 0.008 g cm�3. Both pore structures and mechanical performances varied according to

the ammonia hydroxide gel initiator used. The thermal insulating properties of the ZrO2 aerogel performed

better than a silica aerogel blanket with a thermal conductivity of 0.020 W (m�1 K�1).
1 Introduction

Zirconia (ZrO2) aerogels are open-cellular, nanoporous materials
that are randomly assembled by ZrO2 nanoparticles which have
a typical mass fracture character.1,2 They were rst prepared in
1976 by Teichner et al. through dissolution of zirconium alkoxide
in organic solvent, gelation of the sol and supercritical drying of
the gel.3 Although forty-two years have passed, ZrO2 aerogels have
started to ignite research interest4–7 because of the growing
demands for an aerogel which can be used at temperatures
higher than those attainable with silica aerogels, which sinter
and lose the mesopores at temperatures above 1000 �C. Since
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ZrO2 possesses a high melting point of 2715 �C, low thermal
conductivity among metal oxides, and both acid and base active
centers, ZrO2 aerogels are promising potential candidates in
applications of high temperature thermal insulation,8 catalysts,9

electrodes in solid oxide fuel cells,10 etc. However, fabricating
a monolithic ZrO2 aerogel with high strength and high thermal
stability is still a challenge until now. The mechanical properties
and thermal stability, which play a crucial role concerning
commercial usage, are governed by the starting aerogel structure,
which in turn is greatly affected by the synthesis reaction. In fact,
the partial positive charge of the Zr atoms (d+z 0.65) in alkoxides
is much higher than Si atoms (d+ z 0.32),11 which makes the
hydrolysis and polycondensation of zirconium alkoxides difficult
to control, leading to poor structural integrity and unsatisfactory
physical properties.

In early studies, zirconium alkoxides were used as the zirco-
nium precursors.12–14 The overfast reaction rate of the sequential
hydrolysis and polycondensation wasmodied by the addition of
an acid catalyst.15 The as-received aerogel could be transparent
but generally cracked.2 Consequently, the mechanical strengths
were not well studied. Due to the high cost of the metal alkoxide
RSC Adv., 2018, 8, 41603–41611 | 41603
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and the sensitivity to humidity, zirconium alkoxides were grad-
ually replaced by inorganic zirconium salts, i.e. zirconyl chloride,
zirconyl nitrate, and zirconium chloride, especially aer the
propylene oxide (PO) induced gelation method was developed.15

The PO captures protons generated from the solvated zirconium
precursor smoothly, leading to a slow increase of pH value.
Hence, the inorganic salt precursors transfer into a stable ZrO2

gel network via hydrolysis and polycondensation. Chervin et al.
synthesized a ZrO2 aerogel by using zirconium chlorides as the
precursors and PO as the gel initiator.16 A monolithic ZrO2 aer-
ogel with a high surface area of 406 m2 g�1 was obtained,
however, the surface area degraded into 159 m2 g�1 and 26 m2

g�1 aer calcination at 550 and 1000 �C, respectively, indicating
the thermal stability of the aerogel via this method needs to be
improved further. In addition, epoxides hold disadvantages such
as the fact they are toxic, ammable and explosive and they are
listed by the US Environmental Protection Agency as a group B2
possible human carcinogen which makes the epoxide induced
gelation method not appropriate for mass production.17 More
recently, strategies for post casting SiO2 thin layers on the initial
ZrO2 aerogel have been widely accepted as an efficient way to
improve thermal stability as well as mechanical strength.18–20

Polyacetylacetonatozirconium (PAZ) is an organozirconium
oligomer with a formula expression of {Zr(OH)3acac}n (the acac
represents the acetylacetonate group).21 The coordination
between the acac and the Zr4+ ion, forming a structural stable
hexatomic ring, suppresses the hydrolysis of the Zr4+ ion
effectively. The PAZ alcoholic solution is quite stable so it could
resist gelation for several days under room temperature even in
the presence of excess water.22 The sol–gel transition of PAZ is
milder than those of zirconium alkoxides and zirconium inor-
ganic salts. This provides a ne control of the microstructure of
sol–gel products, and consequently the related physical prop-
erties. In a recent communication,23 we reported the synthesis
and characteristics of a monolithic ZrO2 aerogel by using PAZ as
the zirconium precursor and PO as the gel initiator. The as-
received ZrO2 aerogel has better mechanical strength and
high temperature thermal stability at 1000 �C than those
synthesized by zirconyl chloride and zirconyl nitrate precursors,
indicating the potential usage of PAZ as a novel sol–gel
precursor for high performance ZrO2 aerogels.

In the present research, under consideration of the draw-
backs of the PO induced gelation method, we tried to synthesize
a ZrO2 aerogel by using ammonia hydroxide as the gel initiator.
Ammonia hydroxide is a strong base that causes gel precipitates
rather than gel monoliths to be obtained when it is reacted with
zirconium inorganic salts and/or zirconium alkoxides.
However, we found that a rigid, homogeneous monolithic ZrO2

wet gel was achieved by using ammonia hydroxide as the gel
initiator and PAZ as the zirconium precursor. Moreover, the
surface area and pore volume of the as-dried ZrO2 aerogel were
found to be larger than those synthesized by a PO gel initiator.
The underlying formation mechanism was explored. The
dependence of the microstructure, compressive strength and
thermal stability at 1000 �C of the ZrO2 aerogel on the ammonia
hydroxide gel initiator were investigated. Lastly, a piece of the
ZrO2 aerogel slice with a diameter of 4.4 cm and a thickness of
41604 | RSC Adv., 2018, 8, 41603–41611
3 mm was used to study the thermal insulating properties,
which included subjecting the slice to an ethanol ame and
recording the time-dependent back side temperature.
2 Experimental section
2.1 Chemicals

Polyacetylacetonatozirconium (PAZ, self-synthesis, Mw � 2000–
3000), tetraethoxysilane (TEOS, Aladdin, 98%), formamide (FA,
Aladdin, 99%), anhydrous ethanol (EtOH, Fuyu, 99.5%),
ammonia hydroxide (NH3$H2O, Aladdin, 25–28%) and distilled
water (DI).
2.2 Synthesis of the ZrO2 aerogel

For a typical synthesis, 1.3 g PAZ was added into 15 mL anhy-
drous alcohol with magnetic stirring. Aer total dissolution,
a clear yellow solution was obtained. Then, 5 mL distilled water
and 200 mL FA were added into the solution in turn. Aer being
magnetically stirred for 30 min, designated amounts of
ammonia hydroxide of 100 mL, 200 mL and 400 mL were added
into three PAZ sol samples which were denoted NH3-1, NH3-2
and NH3-3, respectively. Subsequently, the sols were transferred
into polypropylene molds, sealed and placed into a water bath
at 70 �C. The sol gradually turned into a monolithic gel. Aer
gelation, the wet gel was demolded, aged under room temper-
ature for 1.5 days and washed with ethanol every 12 h. For the
strengthening of the skeleton of the wet gel, the wet gel was
aged in a TEOS/EtOHmixed solution with a volume ratio of 1 : 1
for 3 days. Then, the unreacted TEOS/EtOH mixed solution was
exchanged by EtOH. At last, the wet gel was dried in an auto-
clave with supercritical uid N2–ethanol. The temperature and
pressure of the supercritical uid were set as 270 �C and 9 MPa.
The autoclave held the desired temperature and pressure for 2 h
to effectively remove the solvent.
2.3 Characterization

IR spectra were recorded on a Nicolet 5DX-FTIR spectrometer
using the KBr pellet method in the range of 4000–375 cm�1. N2

adsorption–desorption at 77 K was measured by the JW-BK112
surface area and pore size analyzer aer the samples were
evacuated at 180 �C for 5 h under vacuum. The pore size
distribution and the pore volume were determined via the BJH
(Barrett–Joyner–Halenda) method from the adsorption curve.
The morphologies of the obtained aerogel were determined by
SUPRA™ 55 Thermal Field Emission Scanning Electron
Microscopy. Transmission electron microscopy (TEM) images
were recorded using a JEM-200CX electron microscope oper-
ating at 20 kV. The density was determined by measuring the
weight and volume of the aerogel, respectively. X-ray diffraction
(XRD) was performed on a Bruker D8 advance X-ray diffrac-
tometer at 40 kV and 100 mA with CuKa (l ¼ 1.540598 Å)
radiation, employing a scanning rate of 5� min�1 in the 2q range
from 10� to 80�. The compressive strength of the aerogel was
measured by using a WDW-5 Electronic Testing Machine under
a quasi-static condition at a cross head speed of 1 mm min�1.
This journal is © The Royal Society of Chemistry 2018
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3 Results and discussion
3.1 Gelation and appearance

The reaction between ammonia hydroxide and the zirconium
precursors usually achieves a precipitate due to the over-fast
reaction rate. Huang et al. prepared a ZrO2 aerogel via the
sol–gel synthesis of the ZrO2 wet gel by using zirconium sulfate
as the zirconium precursor and ammonia as the gel initiator
followed by ethanol SCD.24 The produced wet gel was slurry and
only ZrO2 aerogel powders rather than a monolith were ob-
tained aer drying. However, in our research, the PAZ sol
remained clear and unchanged for several days at room
temperature aer the addition of ammonia hydroxide which is
very different from those of the zirconium inorganic salts and
zirconium alkoxides counterparts. Aer being transferred into
a 70 �C water bath, the PAZ sol gradually lost owability and
turned into a rigid, homogeneous wet gel. The gel time is about
1.5 h for NH3-1. With the increase of ammonia hydroxide, the
gel time decreases to about 45 min and 30 min for NH3-2 and
NH3-3, respectively. The NH3-1 wet gel has a high homogeneity
so that a large sized ZrO2 aerogel with high optical transmission
was achieved aer drying as shown in Fig. 3. It is interesting to
explore the underlying formation mechanism of the monolithic
gel instead of precipitate during the reaction between the PAZ
precursor and ammonia hydroxide gel initiator. The NH3-1 wet
gel was ambiently dried in a drying oven at 50 �C. Aer that, the
IR spectrum of the as-received NH3-1 xerogel was measured to
be compared to that of PAZ. As shown in Fig. 1a, in PAZ, the
absorption peak at 1588 cm�1 is ascribed to the stretching
vibration of the carbonyl coming from the coordinated acac
group. The absorption peak at 1530 cm�1 comes from the
ethylene linkage of the acac group.25 These two absorption
peaks were both observed in the NH3-1 xerogel indicating the
acac group remained in the xerogel as well as the NH3-1 wet gel.
The absorption peak at 3446 cm�1 broadens in the NH3-1 wet
gel due to the formation of hydrogen bonds between the
hydroxyls. The emerged blunt peaks near 500 cm�1 in the NH3-1
xerogel is evidence of the formation of Zr–O–Zr networks.26 We
inferred that, with the addition of ammonia hydroxide followed
Fig. 1 (a) IR spectra of PAZ and the NH3-1 xerogel. (b) IR spectra of the

This journal is © The Royal Society of Chemistry 2018
by the increase of the pH value, dehydration between the
hydroxyls in PAZ occurred, leading to blunt peaks near
500 cm�1. With the formation of Zr–O–Zr networks, the inter-
actions of the PAZ precursor oligomer were promoted, boosting
the emergence of hydrogen bonds which is a consequence of
the broadened peak at 3446 cm�1 in NH3-1. Both the molecular
structures (the middle row in Fig. 2) and the reaction equations
(the bottom row in Fig. 2) could illustrate that dehydration
occurred within the PAZ precursors. As a result, the Zr–O–Zr
networks act as cross-linking points inducing the gelation of
PAZ as shown in the formation scheme (the top row in Fig. 2).
The IR spectra of the as-received NH3-1, NH3-2, and NH3-1
aerogel were measured and are shown in Fig. 1b. As indicated in
the gure, the peaks located at 3431 and 1632 cm�1 belong to
the surface absorbed –OH and H2O. The peaks located at 2982
and 1396 cm�1 are ascribed to –CH2– and CH3. Due to silylation
treatment as shown in Fig. 2, the peak of Si–O–Si is located at
1066 cm�1.27 The peaks at 794 and 455 cm�1 come from the Zr–
O–Zr network which formed during the gelation process as we
analyzed. The absorption peaks ascribed to the acac group in
the PAZ precursor were not observed since they were removed
during SCD, either being dissolved in ethanol or from pyrolysis
at high temperatures. Aer drying, only ZrO2 networks and
some surface groups remained (Fig. 2).

Aer drying, as shown in Fig. 3a, enough ZrO2 aerogels cylin-
ders with diameters of �1 cm for the study of the physical prop-
erties were obtained, indicating that our method has good
reproducibility. The molded ZrO2 aerogel cylinders obtained aer
SCD had a meniscus (shown in Fig. S1†) on the surfaces, making
the accurate determination of the physical properties difficult. The
meniscus was eliminated by polishing on sand paper, producing
a cylinder with a regular shape, indicating the excellent process-
ability.28 Fig. 3b shows the photograph of a large sized NH3-1
aerogel monolith with a large diameter size of 4.4 cm. The aerogel
has high optical transmittance so that the quadrille paper is
distinguished through the aerogel monolith. We synthesized
a ZrO2 aerogel by using PAZ as the zirconium precursors and PO as
the gel initiator for comparison. The aerogel gelled by PO has
better optical transmittance than that of NH3-1 as shown in Fig. 3b.
NH3-1, NH3-2, and NH3-3 aerogels.

RSC Adv., 2018, 8, 41603–41611 | 41605
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Fig. 2 Schematic of the formation mechanism of the ZrO2 aerogel.
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We considered that the optical transmittance of the ZrO2 aerogel
synthesized by the present method could be further improved via
careful control of the gelation rate,29 such as further decreasing the
ammonia hydroxide amount, lowering the gel temperature, etc.
Fig. 3c and d show the typical bluish color in the reection mode
and yellowish-orange color in the transmission mode of the ZrO2

aerogel monolith induced by Rayleigh scattering, indicating the
homogeneous microstructure and high optical transmittance of
the aerogel.30
3.2 Microstructures

N2 adsorption/desorption was used to characterize the pore
structure of the ZrO2 aerogels and the results are shown in
Fig. 4. All isotherm curves are type IV. The at stages of relative
pressure between 0 to 0.8 are attributed to the multilayer
adsorption on the external surface of the pores. At the relative
pressure of 0.8–1.0, the abrupt increase of adsorption and the
following desorption hysteresis ring result from the capillary
condensation of N2 molecules in the mesopores with diameters
of 2 nm to 50 nm. When the relative pressure was closed to 1,
the adsorption was still unsaturated, indicating macropores
41606 | RSC Adv., 2018, 8, 41603–41611
with diameters larger than 50 nm. The pore size distribution
(PSD) was analyzed from the desorption isotherm branch via
the BJH method. As shown in the inset, all ZrO2 aerogels exhibit
a mesoporous structure. The peak values of the PSD are located
near 20 nm. It is obvious that the PSD curves broaden with the
increase of ammonia hydroxide. This is because the increased
gel initiator speeds the gelation reaction up, decreasing the
homogeneity of the porous structure. According to the N2

adsorption/desorption results, the specic surface area (SSA)
and pore volume (PV) were calculated by the BET and BJH
method. As shown in Table 1, NH3-2 has the largest SSA and PV
which reach up to as high as 630.72 m2 g�1 and 5.12 cm3 g�1,
respectively. The SSA and PV of the ZrO2 aerogel are larger than
those of most previously reported research and are only lower
than the ZrO2 aerogel synthesized by zirconium alkoxide as the
precursor and PO as the gel initiator.31

SEM images of the ZrO2 aerogels are shown in Fig. 5. As
Fig. 5a shows, NH3-1 has a typical aerogel porous structure. The
inter-connected secondary particles assemble into a three-
dimensional nanoporous structure with most of the pore
diameter sizes located at the mesopores scales. As can be seen
from Fig. 5b and c, the porous ZrO2 aerogels gradually turn into
This journal is © The Royal Society of Chemistry 2018
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Fig. 3 (a) Photographs of the NH3-1, NH3-2, and NH3-3 aerogel cylinders with a diameter of �1 cm. (b) Photograph comparison of the ZrO2

aerogel gelled by ammonia hydroxide and propylene oxide. Photograph of the bluish appearance in the reflection mode (c) and the yellowish-
orange appearance in the transmission mode (d) of the NH3-1 ZrO2 aerogel monolith.
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dense structures with the increase of the ammonia hydroxide
gel initiator. Large cracks were detected on NH3-3 as shown in
Fig. 5c which was due to the fast gelation rate, leading to
Fig. 4 N2 isotherms of the NH3-1, NH3-2, and NH3-3 aerogels, the
inset is the diameter distribution curves.

This journal is © The Royal Society of Chemistry 2018
interior stress and the emergence of cracks. It is consistent with
the facts that the gel time decreases with the increase of the
ammonia hydroxide gel initiator. We also found in the experi-
ments that the optical transmittance decreased with the
increase of the ammonia hydroxide gel initiator which is caused
by inhomogeneities such as cracks. TEM was used to further
understand themicrostructure of these ZrO2 aerogels. As shown
in Fig. 5d–f, all aerogels exhibit a porous structure. The particles
compactly connect to each other, forming the aerogel skeleton.
From Fig. 5d–f, it could be observed that the aerogel skeleton
became dense with the increase of the ammonia hydroxide gel
initiator which is consistent with the SEM results.
3.3 Mechanical strength

The mechanical properties of the ZrO2 aerogels were deter-
mined via a uniaxial compression test. Before the test, the
densities of the ZrO2 aerogel cylinders were calculated from the
measured weight divided by the volume of the cylinders. Five
Table 1 The SSA and PV of the as-received ZrO2 aerogel after SCD

SSA (m2 g�1) PV (cm3 g�1)

NH3-1 576.37 4.78
NH3-2 630.72 5.12
NH3-3 589.10 4.78

RSC Adv., 2018, 8, 41603–41611 | 41607
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Fig. 5 SEM images of the (a) NH3-1, (b) NH3-2, and (c) NH3-3 aerogels. TEM images of the (d) NH3-1, (e) NH3-2, and (f) NH3-3 aerogels.
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cylinders were tested for one ZrO2 aerogel sample. The results
are shown in Fig. 6. As shown in the gure, the compressive
strength (Young's modulus) of NH3-2 is 0.21 � 0.05 MPa (1.9 �
0.3 MPa), slightly larger than that of NH3-1 which is 0.20 �
0.04 MPa (1.8 � 0.2 MPa). The slight increase in the strength of
NH3-2 as compared to that of NH3-1 is likely to be caused by
measuring errors since the increase is inconspicuous. However,
as shown in the above-mentioned SEM results, the inter-
connections between the secondary particles are improved for
NH3-2 with the reduced large sized pores as compared to that of
NH3-1, which theoretically allows the aerogels skeleton of NH3-2
to sustain higher loads.32 For NH3-3, the compressive stress (1.8
� 0.2 MPa) is unambiguously lower than both NH3-2 and NH3-1.
The modulus of NH3-3 is also the lowest among the three aer-
ogels, indicating its poor mechanical properties. But, from the
SEM results, the connections between the secondary particles
continue to improve for NH3-3. We suggested that the macro-
scopic cracks in NH3-3 shown in the SEM images lead to the
Fig. 6 Densities, compressive stresses and modulus of the ZrO2

aerogels.

41608 | RSC Adv., 2018, 8, 41603–41611
poor mechanical properties. In the compression test, we found
that the ZrO2 aerogels showed a typical brittle nature. The
stress–strain curves, shown in Fig. S2,† exhibit sudden
decreases in stress when they reach critical values which are
identied as fracture points. Herein, the mechanical properties
could be explained by a fracture mechanism that shows that the
material failure is induced by crack growth.33 At the fracture
point, a bursting apart of the brittle ZrO2 aerogel was observed
during the compression test, shown in Movie S1,† conrming
that the failure of the aerogel is induced by the crack growth. As
we observed in the SEM images, before the compression test,
the intrinsic cracks had penetrated through the NH3-3 body.
They are more likely to grow into catastrophic avulsion under
external loads, inducing the fracture of the aerogel. As a result,
NH3-3 has the lowest compressive stress.
3.4 Thermal stability upon 1000 �C

In order to investigate the thermal stabilities of the pores in the
ZrO2 aerogels in a high temperature environment, the aerogels
were heat-treated in a furnace with a temperature program
shown in Fig. 7a. Aer that, the N2 adsorption/desorption
behaviors of the ZrO2 aerogels were studied. As shown in
Fig. 7b, even when the aerogels were calcined at 1000 �C for 2 h,
the isotherm curves still exhibited mesoporous characters as
the obvious desorption hysteresis ring was detected during the
relative pressure of 0.8–1.0. When the relative pressure was
close to 1, the adsorption saturation platforms were not obvious
in all isotherm curves, indicating the macropores in the aerogel
samples. As shown in the inset, ZrO2 aerogels presented mes-
oporous PSD. The peak value of PSD for the NH3-1 aerogel is still
located near 20 nm. However, those of the NH3-2 and NH3-3
aerogels shied towards a large pore size of �30 nm. The SSA
This journal is © The Royal Society of Chemistry 2018
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Fig. 7 (a) Heat-treatment temperature programming curve. (b) N2 isotherms of the NH3-1, NH3-2, and NH3-3 aerogels after being heat-treated
at 1000 �C for 2 h, the inset is the corresponding diameter distribution. (c) Photographs and (d) linear shrinkages of the ZrO2 aerogel cylinders
before and after heat-treatment.
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and PV for the ZrO2 aerogels aer being heat-treated at 1000 �C
for 2 h are listed in Table 2. The NH3-2 has the largest SSA and
PV of 188.62 m2 g�1 and 0.93 cm3 g�1, respectively, indicating
the best pore thermal stability against high temperatures. The
appearances of the aerogel cylinder before and aer heat-
treatment at 1000 �C for 2 h were recorded by an optical
camera. As shown in Fig. 7c, all cylinders were intact but obvi-
ously shrunken. The accurate linear shrinkages (Fig. 7d) were
calculated via carefully measuring the diameter changes of the
aerogel cylinders before and aer heat-treatment. Although the
shrinkages of the three aerogel cylinders are almost the same
direction as deduced from the photograph shown in Fig. 7c, the
calculated linear shrinkage values were 49.50%, 47.52% and
44.44% for NH3-1, NH3-2 and NH3-3, respectively, indeed
showing a decreased trend for the aerogels with an increased gel
initiator of ammonia hydroxide. The weight losses of the three
Table 2 SSA and PV of the ZrO2 aerogel after being heat treated at
1000 �C for 2 h

SSA (m2 g�1) PV (cm3 g�1)

NH3-1 169.82 0.78
NH3-2 188.62 0.93
NH3-3 163.93 0.91

This journal is © The Royal Society of Chemistry 2018
aerogels during heat-treatment under an air atmosphere were
investigated by a thermal analyzer (Fig. S3†). The weight losses
show a decrease for NH3-1, NH3-2 and NH3-3, in accordance
with the trend of the linear shrinkage, which is one of the
factors resulting in the decreased linear shrinkages. Further-
more, from the TG curves, it should be noted that the weight
losses below 100 �C, which are ascribed to surface absorbed
hydroxyls and water molecules,23 show a decrease for NH3-1,
NH3-2 and NH3-3, which means the decreased surface absorbed
hydroxyls and water molecules. These surface absorbed
hydroxyls are manifested to improve the sintering between the
nanoparticles within the aerogel, leading to large linear
shrinkages.34–36 Herein, the increased linear shrinkages of the
aerogel cylinders may result from the increased surface
hydroxyls and the increased sintering between nanoparticles. In
fact, the shrinkage of the aerogel in a high temperature envi-
ronment is derived from many factors, such as crystallization,
crystal phase changes and sintering between the connected
particles, etc. It seems that the linear shrinkages of our ZrO2

aerogels are not satisfactory because an aerogel monolith
is considered as thermally stable only when it maintains a lin-
ear shrinkage lower than 2% when being subjected to a specif-
ic temperature. Further study is needed to determine how to
decrease the linear shrinkages of our ZrO2 aerogel.
RSC Adv., 2018, 8, 41603–41611 | 41609
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Fig. 8 (a) Schematic of the thermal insulation test. Infrared thermal images of the cold surface of the test samples subjected to an ethanol flame
(b) ceramic fiber blanket, (c) silica aerogel blanket, and (d) the ZrO2 aerogel monolith.
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3.5 Thermal insulating properties

Microstructure studies demonstrate that the as-received ZrO2

aerogels have tremendous nano-pores with diameter sizes
similar to the mean free path of air molecules. This makes ZrO2

aerogels capable of restraining the thermal convection of air
molecules37 efficiently. Because ZrO2 has the lowest skeleton
thermal conductivity among metal oxides, ZrO2 aerogels are
considered as potential candidates for thermal insulating
materials applied in high temperature environments. Herein,
the determination of thermal conductivity of ZrO2 aerogels is
academically valuable. In previous work, the thermal conduc-
tivity of ZrO2 aerogels was studied by transient thermal
measurements such as hot wire and hot disk methods.38 The
steady state thermal measurement of a pure ZrO2 aerogel has
been rarely reported due to the need for a large sample size over
10 cm. In our research, in order to study the thermal insulating
ability, the NH3-1 aerogel sample with a diameter size of 4.4 cm
and a thickness of 3 mm was subjected to an alcohol lamp and
the time-dependent temperature of the thermal image on the
back side was recorded. At the same time, a ceramic ber
blanket, from Luyang Energy-Saving Materials Co., Ltd., with
a thermal conductivity of 0.152 W m�1 K�1 and silica aerogel
blankets, from Guangdong Alison Hi-Tech Co., Ltd., with
a thermal conductivity of 0.020 W m�1 K�1 were used as the
comparisons. Both the ceramic ber blanket and the silica
aerogel blanket have the same diameter and thickness as the
NH3-1 ZrO2 aerogel. The alcohol lamp generated a ame of
�400 �C. As shown in Fig. 8, subjecting the test samples to an
alcohol ame for an extended time results in a slow increase of
the back-side temperature. For the ceramic ber blanket, the
high temperature penetrated the sample as soon as the ceramic
ber blanket was subjected to the ame as shown in the
infrared thermal images. The back-side temperature reached up
to 235 �C when the time passed 180 s. As can be seen from
Fig. 8c, the back-side temperature increase of the silica aerogel
blanket is slower than that of the ceramic ber blanket. It is due
to the lower thermal conductivity of the silica aerogel blanket
compared to that of the ceramic ber blanket, meaning a higher
thermal insulating ability. As can be seen in Fig. 8d, it is obvious
that the back-side temperature of the ZrO2 aerogel is the lowest
among the three test samples. The back-side temperature of the
41610 | RSC Adv., 2018, 8, 41603–41611
ZrO2 aerogels, when the time passed 180 s, is 196 �C, indicating
a better thermal insulating ability than those of the ceramic
ber blanket and the silica aerogel blanket.
4 Conclusions

A monolithic ZrO2 aerogel was achieved by using poly-
acetylacetonatozirconium (PAZ) as the zirconium precursor and
ammonia hydroxide as the gel initiator. The ammonia
hydroxide gel initiator catalyzes the cross-linking of the PAZ
precursor via promotion of the dehydration of hydroxyls
intrinsically existing in PAZ and the acetylacetonate in PAZ
binds the zirconium ion rmly to avoid over cross-linking which
results in a gel precipitate. Aer drying, the surface area and
pore volume of the ZrO2 aerogels were measured to be as high as
630.72 m2 g�1 and 5.12 cm3 g�1, respectively. They remained
188.62 m2 g�1 and 0.93 cm3 g�1 aer being heat treated at
1000 �C for 2 hours. The best mechanical performances of the
ZrO2 aerogels showed a compressive strength of 0.21 �
0.05MPa and amodulus of 1.9� 0.3MPa with a density of 0.161
� 0.008 g cm�3. Both pore structures and mechanical perfor-
mance varied with the ammonia hydroxide gel initiator used.
The thermal insulating property of the ZrO2 aerogel performed
better than a ceramic ber blanket with a thermal conductivity
of 0.152 W m�1 K�1 and a silica aerogel blanket with a thermal
conductivity of 0.020 W m�1 K�1. We believe that the robust,
thermally stable ZrO2 aerogel with good thermal insulating
properties achieved via the present method is a potential
candidate to be used as a high temperature thermal insulator,
catalyst and adsorbent at temperatures above 1000 �C.
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