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In the past decade, 3D-printing technology has been applied in the ﬁeld of microﬂuidics to fabricate
microﬂuidic devices for wide-ranging areas of study including chemistry, biology, medicine, and others.
However, these methods face several limitations such as insuﬃcient resolution and long fabrication time.
In this study, versatile microﬂuidic devices with diﬀerent functions were indirectly fabricated by a rapid
sacriﬁcial template printing process using a photocurable ﬂuoropolymer with chemical durability. The
Pluronic® F127 hydrogel as a sacriﬁcial template was rapidly patterned on substrates by a nonlithographic printing process using a computer-controlled 3D-printing system. Viscous ﬂuoropolymer
was cast on the non-deformable template that was consequently removed by applying heat and
negative pressure after UV curing. The chemical-resistant and transparent microchannels were oblatehemispherical on the cross section. They were tested by performing a heterogeneous catalytic reaction
as well as a photochemical reaction. The microchannels with controlled heights were devised to induce
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convection for functioning as a micromixer with asymmetric ﬂows. Moreover, upon printing the

DOI: 10.1039/c8ra08465c

substrate, the 3D hybrid microﬂuidic device was embedded with a permeable membrane between the
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lower and upper channels, which is useful for gas–liquid chemical processes.

Pluronic® F127 on both sides of the PFPE (perﬂuoropolyether–urethane dimethacrylate) membrane

Introduction
A microreactor enables chemical reactions to be performed in
a conned space several orders of magnitude smaller than
conventional reactors. These downsizing eﬀects with a high
surface to volume ratio bring a number of attractive features
such as fast mixing as well as accurate thermal and reaction
time control, and accelerate reaction rates and improve yields.
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Moreover, the microuidic devices can be designed for specic
purposes and chemical processes. For example, application of
the device to a multi-reaction integrated synthetic process
which provides value-added chemicals may improve the process
safety by limiting the exposure of the hazardous chemicals to
the external environment and shorten the lead time from R&D
to plant construction.1–4 In addition, gas–liquid processes in the
dual-channel microuidic systems achieved better diﬀusion
behavior with no formation of random plugs that reduce
contact area, when compared to routine single channel microreactors and falling reactors.5,6 Therefore, new conceptual
microreactors with innovative goals may pose signicant
potential as ‘chemistry nders’ that must be repeatedly modied in response to feedback from chemical experiments.
However, existing techniques (e.g., photolithography, so
lithography) generally involve time-consuming and laborintensive steps to fabricate these devices. For example,
channel heights are limited in photolithography-based fabrication technique, and photomask should be changed upon
modication of the channel design. In the case of direct
photolithography, fabrication time is long and the size of the
microchannel is limited within the area exposed to UV.7–9
Besides, microuidic devices with multi-dimensional and
multifarious microstructures required highly sophisticated
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lithographic techniques such as multi-step lithography or greyscale photolithography.10–13
Recently, various printing systems, including 3D printers,
have facilitated the fabrication of microuidic devices with
either direct 3D-printing methods using commercially available
resins,14,15 or indirect sacricial printing methods using wax13,16
and hydrogel.17,18 The direct 3D-printing methods have
demonstrated to fabricate diverse monolithic systems with
sophisticated structural designs.14,15 However, the microuidic
channels with mostly millimeters scale exceeding the general
size (ca. 500 mm) were achieved with rough surface morphology
using limited amount of resin. On the other hand, the indirect
sacricial printing method has been widely attempted by
various heterogeneous combinations of templates and matrix
resin on various substrates.17 Yet, the indirect sacricial
template printing methods enabled to fabricate microuidic
devices only with simple channel designs mainly for biological
uses.18 Therefore, rapid on-demand sacricial printing techniques using suitable combinations of resin and sacricial
materials would be desirable to fabricate versatile and functional microuidic devices with complex designs and chemical
resistance, with no limitations of a special 3D-printing system
and resin.
Here, we report a non-lithographic indirect fabrication
method for multifarious microuidic systems with a rapid ondemand sacricial hydrogel printing (SHP) process and a photocurable uoropolymer resin with chemical durability. The
widths and heights for functional microchannels were simply
varied with the printing speeds and heights of a 3D-printing
system. The sequential casting of uoropolymer matrix on the
sacricial hydrogel template and fast photo-curing consolidation step enabled to render the optically transparent microchannels with oblate-hemispherical cross section aer neat
removal of the template by applying mild vacuum. Moreover,
the hybrid uoropolymer-glass microuidic device with high
resistance to solvents and pressure was fabricated to devise
a novel micromixer that induced internal convection ows in
two splitting-merging microchannels with asymmetric dimension in height and width. Furthermore, the SHP technique was
exploited to fabricate the alternative hybrid microuidic system
for gas–liquid process that was embedded with the gaspermeable membrane between the lower and upper channels.
The serpentine and dual-channel microreactor was tested for
a gas–liquid model reaction by vertically transporting a reactive
NH3 gas in the lower channel into aqueous CuSO4 liquid in the
upper channel.
Taken together, it is believed that this SHP technique is
a useful platform approach to fabricate hybrid microuidic
devices by using various combinations of matrix resins and
functional substrates for with multifarious purposes.

Paper

purchased from BASF. Pluronic® F127 (F127) hydrogel (30 wt%,
mixed with distilled water at 0  C for 48 h) was used for sacricial template. All chemicals and solvents were purchased from
Sigma-Aldrich and used without further purication.
Rotating plate combined 3D-printing system (RPPS)
RPPS, which is one-of-a-kind custom 3D-printing system, moves
in the x and y directions, with two heads moving in the zdirection (Fig. 1a). Each head is equipped with a controllable
heating unit (TCU-02, Musashi engineering Inc.) and
a dispenser (ML-5000XII, Musashi engineering Inc.) providing
tuneable pneumatic pressure up to 700 kPa, so that the molten
material can be extruded through the nozzle (Fig. 1b). The
system (HX2.0-MC, TURBO CNC Inc.) operates with G-code. A
200 mm  200 mm workspace is used for making a channel by
printing on a substrate such as glass slides. RPPS has a rotating
motor which also functions as the rotating axis. In this experiment, a rotating motor was connected to the rotating plate
(printing area: 25  100 mm) to which the membrane was
loaded and xed in the planar direction to enable the printing
on both sides (Fig. 1c).
Indirect fabrication of microuidic system by sacricial
template printing process
In general, a slide glass (S9213, 76 mm  52 mm) was used as
a substrate of the microuidic device. In order to promote the
adhesion between the glass and the PFPE uoropolymer, the
glass was chemically activated by applying plasma electrolytic
oxidation to form hydroxyl groups. Then a 30 wt% solution of 3-

Materials and methods
Chemicals and materials
Peruoropolyether–urethane dimethacrylate (PFPE, Fluoro MD
700), was purchased from Solvay-solexis and its photoinitiator
2-hydroxy-2-methyl-1-phenyl-propan-1-one (Darocur 1173) was
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Rotating Plate combined 3D Printing System (RPPS) for printing
microﬂuidic device. (a) A front view of RPPS, (b) heating unit and
working space, (c) rotating plate.

Fig. 1
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Fig. 2 Scheme for fabricating a microﬂuidic system. (a) Sacriﬁcial
hydrogel printing (SHP) process on MPTMS-treated glass using a 3D
printing system. (b) Casting ﬂuoropolymer and photo-consolidation.
(c) Removing hydrogel under vacuum pumping. (d) Tubing connection
to inlets and outlet.

trimethoxysilylpropyl methacrylate (MPTMS) in toluene was
spin-coated at 3000 rpm for 30 s, annealed at 80  C for 3 h, and
washed with toluene to functionalize the glass surface with
acrylate group that reacts with acrylate group of PFPE resin, as
previously reported.19
Sacricial F127 was printed through a heated head at 50  C
on the functionalized glass substrates at room temperature
(Fig. 2a; ESI S1†).20 The printed F127 patterns in height 100 mm
(can be stacked up to several millimeters) and widths 100, 200,
300, 400 and 500 mm on glass were covered with 1 mm thickness
of UV-curable PFPE precursor by spin-coating at 300 rpm for
10 s. Then the PFPE precursor was solidied by UV-irradiation
for 1 min in N2 atmosphere (Fig. 2b). Inlet and outlet holes
were made using a puncher (Uni-core 1.2 mm, Harris) at each
end of PFPE/F127 composite patterns, and the F127 patterns
was re-annealed at 0  C for facile removal by employing vacuum
suction (GLD-210B, ULVAC KIKO Inc.) through the holes (Fig. 2c
and d), followed by washing the microchannel with pure water.
Preliminary test of the fabricated microuidic devices
Solvent resistance was tested by comparing the weights of
photo-cured PFPE and polydimethylsiloxane (PDMS) blocks
(10 mm  10 mm  1 mm) between the as-prepared and the
immersed in various solvents for 24 h, as previously reported.21
The pressure resistance of the PFPE and PDMS microuidic
devices (linear channel, length: 5 cm, height: 100 mm, widths:
100, 200, 300, 400 and 500 mm) were tested by measuring the
burst pressures when a High-Performance Liquid Chromatography (HPLC) pump connected to an inlet and the outlet was
blocked.21 Water was injected into the microchannel with an
increasing ow rate in the range of 0.1 to 10 mL min1 until
leakage was observed. At that moment, the maximum pressure
was determined as a measure of pressure resistance.
For Suzuki coupling reaction, a ow was given to the
microchannel in the device (single linear microchannel, width:
600 mm, height: 130 mm, length: 20 cm) using Piranha solution
This journal is © The Royal Society of Chemistry 2018
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(H2SO4 : H2O2 ¼ 5 : 1, v/v) for a complete removal of F127
residues as well as to form hydroxyl groups on the glass
substrate in the microchannel. Note that the PFPE part was not
aﬀected due to its high solvent resistance. For immobilization
of metal catalyst, 30 wt% 3-aminopropyl triethoxysilane (APTES)
in ethanol solution was passed through the microchannel to
load Pd catalyst by serially infusing 10 mg Pd(II) acetate
(Pd(OAc)2) in 10 mL ethanol solution.22,23 For the C–C coupling
reaction, bromobenzonitrile (0.5 mmol) and phenylboronic
acid (0.75 mmol) in a mixture of ethanol (3 mL) and distilled
water (3 mL) solution was prepared, then potassium carbonate
(1 mmol) was added. The mixed solution was infused at ow
rate 3.3 mL min1 into the Pd catalyst immobilized microchannel devices through single inlet using a syringe pump to
yield a product. Secondly, the photochemical C–N coupling
reaction with visible light was performed with a 30 W LED lamp
placed 30 cm above the transparent uoropolymer-glass
microchannel (single linear microchannel, width: 600 mm,
height: 130 mm, length: 20 cm). Note that both PFPE and glass
have high transmittance to visible light.21 A mixture of (2E,7E)1,9-diphenylnona-2,7-diene-1,9-dione 2-aminophenol (0.1 M) as
a starting reagent, tris(2,20 -bipyridyl) dichlororuthenium(II)
hexahydrate (5 mol%), lithium tetrauoroborate (2 equiv.) and
N,N-diisopropylethylamine (2 equiv.) dissolved in acetonitrile
was injected at ow rate 1.65 mL min1 into the microuidic
device. The collected product was immediately quenched in
1 mL of distilled water, then the desired products in crude
solution were extracted with ether, and dried using a Rotavapor
(R-210, BUCHI). The conversions of both reactions were
measured by 1H NMR measurements (300 MHz, CDCl3, JEOL).

Splitting-merging type of micromixer fabrication with
asymmetric ow
A micromixer system with total length 40 cm was composed of 9
sets of splitting and merging sub-channels, which induced
asymmetric ow (two inlets 21.2 mm, larger main line 267.2
mm, and 8 smaller lines 109.3 mm). Sacricial hydrogel
template patterns consisting of two diﬀerent widths and
heights were individually printed using a 3D-printing system on
the MPTMS-coated glass by adjusting printing speed. In the
pattern for each sub-channel, the dimension of 500 mm wide
and 170 mm high was made by 150 mm min1 of printing speed,
while the dimension of 200 mm wide and 50 mm high was obtained by 500 mm min1 of printing speed. Eventually, a large
microchannel of 500 mm width and 170 mm height (included 90
angle between 5 mm and 10 mm from splitting and merging
point, respectively) and small microchannel of 200 mm width
and 50 mm height (included a 135 angle between 5 and 7.1 mm
from splitting and merging point, respectively) were mutually
split and merged along 8 cycles, which were initiated through
two inlet streams (10.6 mm length for each, 500 mm width and
170 mm height). In addition, the fabrication conditions such as
uoropolymer casting, photo-curing, and template removal
were identical as aforementioned. The mixing eﬃciency was
evaluated by owing two immiscible solutions of methanol
(50%, v/v) and n-heptane at ow rates at ranges 40 mL min1 to
RSC Adv., 2018, 8, 37693–37699 | 37695
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200 mL min1. The transferred concentration of Nile red dye
initially dissolved only in methanol to n-heptane was quantied
using a UV-Vis transmittance spectrum at wavelengths from 380
to 780 nm.24 For comparison, a Y-shaped and serpentine
microchannel with a rectangular cross section 500 mm wide, 170
mm high and 234.5 mm long was fabricated on glass by
conventional photo-lithography technique and uoropolymer
resin, but similarly designed with the micromixer in cross
sectional area and inner volume.
Membrane embedded dual-channel microreactor
Polytetrauoroethylene (PTFE) membrane lter paper (pore
size: 0.5 mm, diameter: 47 mm, Whatman) was used as
a printing substrate with moderate atness. 30 wt% F127
hydrogel was printed by 400 mm min1 of printing speed to
make a serpentine pattern (300 mm wide, 110 mm high and
18 cm long). Then, the mirrored template pattern was printed
on the opposite side of the membrane aer careful alignment
with aid of mark on side of the membrane and printing stage,
followed by identical casting and photo-curing of uoropolymer
and template removal as mentioned previously. Eventually,
a dual-channel microuidic system embedded with PTFE
membrane was used as a gas–liquid microreactor by reacting
a 10 wt% CuSO4 aqueous solution with NH3 gas. The NH3 gas
was generated by heating a 28–30% NH3 aqueous solution at
40  C. Residence time was adjusted to 10, 20, 30 and 40 s by
controlling ow rates. Unreacted NH3 gas was quenched by
collecting with water. UV-Vis absorbance spectrum of product at
wavelength 600 nm (yellow region) was measured at diﬀerent
residence time to monitor the gas–liquid reaction.

Results and discussion
Rapid sacricial template printing process
The printing speed, nozzle size and extrusion pressure is an
important factor to control the resulting channel widths. In
general, the higher printing speed produced the narrower width
of microchannels. The 27G nozzle with 200 kPa formed 120–600
mm width patterns at 1000–50 mm min1 of printing speed,
respectively. The 27G nozzle with 400 kPa gave 260–980 mm
width patterns at 1000–50 mm min1 of printing speed,
respectively (Fig. 3).
In addition, the pattern height can be adjusted by controlling the printing height, a distance between the nozzle and the
printing surface. It indicates that this SHP technique allowed
reproducible production of microchannels with specied
height as well as width. For example, the microchannels with
a width of 600 mm and a height of 130 mm were made by printing
at 300 mm min1 using 30 wt% F127 hydrogel. Note that there
was no observable diﬀerence in dimensions between the obtained microchannel and the F127 pattern (width and height).
Eventually, the SHP process enabled successful fabrication
of Y-shaped microchannels consistent with the initial CAD
design as shown in Fig. 4a and b. Thus, these microchannels are
well ready to use for chemical reactions that require precise
control of ow dynamics.

37696 | RSC Adv., 2018, 8, 37693–37699

Relationship between printing speed, extrusion pressure,
nozzle size and resulting pattern width of the sacriﬁcial template.

Fig. 3

CAD design and corresponding optical image of the Y-shaped
microchannel. (width: 600 mm, height: 130 mm).

Fig. 4

Preliminary test of the fabricated microuidic devices
As expected, the uoropolymer PFPE showed superior solvent
resistance with a lower swelling ratio in most organic solvents
even at 60  C to the PDMS. In the pressure resistance tests of
hybrid PFPE-glass microuidic devices (linear length 5 cm), the
microchannels with various dimensions (height 100 mm, widths
100–500 mm), were burst at 670 psi, which is much higher than
270 psi of the hybrid PDMS-glass channel. This stronger adhesion is attributed to a chemical bond between the glass surface
functionalized with acrylate group and the PFPE resin containing acrylate groups, as similarly reported.19 Thus, the hybrid
PFPE-glass microchannels are suitable for chemical reactions at
high ow rates that endure the induced high pressure on the
walls of the microchannel.
To test the eﬀectiveness of the hybrid PFPE-glass microuidic device as a catalytic microreactor (width: 600 mm, height:
130 mm, length: 20 cm), two typical chemical reactions such as
Suzuki coupling in the presence of immobilized palladium (Pd)
catalyst, and photochemical C–N coupling under visible light
were performed. For Suzuki coupling, the immobilized
Pd(OAc)2 catalyst on the amine functionalized glass surface was
conrmed by Attenuated Total Reection (ATR) spectroscopy
(Fig. S1†).23 The hydroxylated surface of glass by Piranha solution was further modied by amine using APTES reagent, where
newly appeared a peak at 2900 cm1 corresponding to the
amine group. A reagent mixture of bromobenzonitrile and
phenylboronic acid of ethanol solution with potassium
carbonate additive owed into the Pd-immobilized single-line

This journal is © The Royal Society of Chemistry 2018
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serpentine microchannel (Fig. S2a†). The reaction for 5 min at
room temperature has resulted in 100% conversion and 99%
yield of 4-phenylbenzonitrile product (Fig. S3†), which is more
eﬃcient than the conventional ask reactions taken several
hours.25–28 For photochemical C–N coupling in the optically
transparent hybrid PFPE-glass microuidic device as used for
the Suzuki reaction, 100% conversion and 81% yield of
(1R,5S,6R,7S)-bicyclo[3.2.0]heptane-6,7-diylbis(phenylmethanone) product was obtained by 10 min reaction time at
room temperature (Fig. S2b and S4†), while the conventional
bulk reaction produced similar results at extended reaction
times.21,29,30 These results indicate that the microuidic device
fabricated by the SHP process enabled to perform various
organic reactions with high reliability, which is comparable to
the capillary microreactors.
Splitting-merging type of micromixer with asymmetric ow
The micromixer is an important component in microuidic
platforms for complex chemical reactions and biological
applications.31 In particular, it is well documented that serial
lamination during dynamic ows eﬃciently promoted the
mixing eﬃciency, in which two laminar ows were forced to
merge at the horizontal and vertical direction in a serial
manner.32–34 However, they inevitably required sophisticated
fabrication techniques such as multi-level stacking of
microstructures.30
In this work, a new micromixer system, composed of 8 sets of
splitting and merging sub-channels with diﬀerent heights and
widths, was readily fabricated by the SHP process using a 3Dprinting system (Fig. S5a†). A large microchannel (width: 500
mm, height: 170 mm, degree: 90 ) and a small microchannel
(width: 200 mm, height: 50 mm, degree: 48 ) were continuously
split and merged at 8 cycles, which were initiated through two
inlet streams and collected at one outlet (Fig. 5a). Following the
channel design, each solution must alternatingly ow through
the large channel and the small channel in the cyclic diverging
and converging manner along 236 mm in average channel
length (total length 40 cm) (Fig. S5a†). This asymmetric
microchannel design induced convection ow for functioning
as an eﬃcient micromixer.35 In particular, when two immiscible
liquids of 50 vol% methanol (0.93 g mL1) and n-heptane (0.68 g
mL1) with a big diﬀerence in the density were used as
upstream ow, the local convection ow could be enhanced to
balance its density diﬀerence. The mixing eﬃciency was determined by measuring the concentration of Nile red dye dissolved
in n-heptane that was transferred from methanol at various ow
rates in range 40–200 mL min-1. In order to compare the mixing
eﬃciency, the conventional Y-shaped serpentine microchannel
was fabricated with similar structural parameters (500 mm wide,
170 mm high and 234.5 mm long) except for rectangular cross
sectional shape (Fig. S5b†). Both micromixers have the same
inner volume as 14.07 mL and same cross sectional area as 0.06
mm2. The maximum UV-Vis absorbance at 498 nm wavelength
was plotted against ow rates (Fig. S5c† and 5b). In general, the
mixing eﬃciency linearly increased with increasing ow rates
and reached its maxima at 200 mL min1. Moreover, the
This journal is © The Royal Society of Chemistry 2018

(a) Optical image and SEM image for an asymmetric splittingmerging type of micromixer (large channel – width: 500 mm, height:
170 mm/small channel – width: 200 mm, height: 50 mm. Scale bar: 250
mm). (b) Comparative mixing eﬃciency between new asymmetric
micromixer and ordinary Y-shaped microchannel, measured by UV
absorbance (498 nm) of diﬀused dye in n-heptane.
Fig. 5

splitting-merging type of micromixer revealed signicantly
superior mixing eﬃciency to the Y-shaped serpentine microchannel at the entire ow rates. The absorbance was about
33.6% higher for splitting-merging micromixer than those for Yshaped micromixer. Overall, these results demonstrated that
the rapid SHP technique is a very useful platform to fabricate an
asymmetric ow micromixer with sophisticated design by
applying diﬀerent printing speeds to a 3D-printing system.
Fabrication of 3D dual-channel using rotating plate
Rotating plate of RPPS is one of the unique component
compared with any other commercialized 3D-printing system.
Commercialized 3D-printing system only provides an upper
surface of bed, but rotating plate enables the printing on both
side.
In this study, PTFE membrane was xed on the rotating plate
and sacricial template was printed in a lattice form (width: 600
mm, height: 400 mm) on one side and in helix (line width: 300
mm, height: 600 mm) on the other side. The sacricial template
printed PTFE membrane was unloaded from the rotating plate
and was lled with PFPE. Aer crosslinking of PFPE, 3D dualchannel was fabricated (Fig. 6).
Membrane embedded dual-channel microreactor
Sacricial template printing can be further applied to fabricate
alternative functional microuidic device embedded with a gas
permeable membrane. The serpentine patterns of F127
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(a and b) Upper and bottom CAD image of 3D dual-channel.
(c–e) top, bottom, side view of 3D dual-channel (scale bar: 2.5 mm).

Fig. 6

Paper

template were printed on both sides of the PTFE membrane
substrate aer aforementioned careful alignment (ESI Movie
S2†). In this step, the hydrophilic F127 could not inltrate the
hydrophobic PTFE membrane pores, where remained white
colour due to light scattering eﬀect (Fig. S6a†). However, it was
diﬀerently observed that the hydrophobic PFPE resin could
readily ll the PTFE membrane pores and became optically
transparent (Fig. S6a–c†). The PFPE lling the gap between the
channels is very crucial to block the unwanted lateral diﬀusion
and cross-leakage of gas and liquid reagents across the parallel
microchannels. Therefore, the constructed serpentine dualchannel (width: 400 mm, height: 300 mm, internal lateral
angle: 120 , length: 18 cm) on the embedded PTFE lter
membrane could allow vertical permeation of gas and hydrophobic liquids across the membrane (Fig. 7a and b).
To demonstrate the feasibility of a PTFE membraneembedded dual-channel as a microreactor for gas–liquid reaction, a 10 wt% CuSO4 aqueous solution was reacted with NH3
gas diﬀused through PTFE membrane from opposite channel
(Fig. 7c). As the initial CuSO4 was successfully converted to
[Cu(NH3)4(H2O)n]SO4 complex by ligand change, the solution
became deep blue from pale blue (Fig. 7d).36 UV-Vis absorbance
spectrum at 600 nm wavelength increased with increasing
residence time (Fig. S6d†). The increase in yellow absorbance
indicated the increase of blueness due to the complementary
color, consistent with the reaction performance, as expected.
Note that the printing capability of various patterns on alternative moderately at substrates enables to devise functional
microuidic systems.

Conclusions

Fig. 7 (a) Top view of PTFE membrane-embedded dual-channel, ﬁlled

with blue dye (width: 500 mm, height: 170 mm/scale bar: 5 mm). (b) SEM
image of the dual-channel cross-section (scale bar: 100 mm). (c)
Scheme of NH3 gas–CuSO4 liquid reaction in a dual-channel microreactor. (d) Optical image of products with various residence times.

37698 | RSC Adv., 2018, 8, 37693–37699

A non-lithographic indirect fabrication method using
a Rotating Plate combined 3D-printing System for sacricial
template printing has been demonstrated to fabricate multifarious and resistant 3D microuidic systems, followed by
casting and photo-curing of uoropolymer and template
removal steps. The low-cost production process takes only a few
minutes, which is far less than alternative fabrication methods.
These hybrid uoropolymer-glass microuidic chips were
designed to perform versatile functions as catalyst-immobilized
and photochemical organic microreactors, an asymmetric
micromixer and a PTFE membrane embedded dual-channel
microreactor for gas–liquid reaction. In particular, a novel
asymmetric splitting-merging micromixer with internal
convection ows was devised by varying channel dimensions
using 3D-printing technology. We have also shown a successful
indirect fabrication of 3D dual-channel using rotating plate.
Furthermore, the membrane embedded dual-channel fabricated for gas–liquid reaction was successfully used for vertical
diﬀusion of reactive NH3 gas into the CuSO4 liquid channel with
no cross-leakage between paralleled channels. Therefore, it is
plausible that this sacricial hydrogel template printing
method may be competitive to 3D-printing technologies as well
as lithographic fabrication techniques. As the channel of the
microuidic system fabricated through this technology has
a diﬀerent cross-section dimension compared from the

This journal is © The Royal Society of Chemistry 2018
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conventional channel, there lies a possibility of the diﬀerence in
uid ow from the existing one as well. Still, the extension to
3D-printing technology provides synergic opportunities to
microuidics with complex designs and also has numerous
potential applications in other elds.
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