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fur-codoped porous carbon
derived from a BSA/ionic liquid polymer complex:
multifunctional electrode materials for water
splitting and supercapacitors†

Xiaojun Liu,b Junrui Yu,b Honghong Song,b Pengfei Song,b Rongming Wang b

and Yubing Xiong *ab

Bovine serum albumin (BSA) was complexed with a hydrophobic ionic liquid polymer (PIL) via electrostatic

interaction to fabricate a carbon precursor. Then, a novel nitrogen (N) and sulfur (S) codoped micro-/

mesoporous carbon (NSPC) was obtained via direct carbonization of the interpolyelectrolyte BSA@PIL

complex. The newly developed NSPC materials exhibited excellent HER/OER electrocatalytic activity and

stability, as well as outstanding capacitance performance. Remarkably, NSPC pyrolyzed at 1000 degrees

(NSPC-1000) presented an overpotential as low as 172 mV vs. RHE (without iR correction) to achieve

a current density of 10 mA cm�2 and a Tafel slope of 44.3 mV dec�1 in 0.5 M H2SO4 for HER, as well as

a low overpotential of 460 mV vs. RHE in 0.1 M KOH for OER. Furthermore, NSPC-1000 offers a specific

capacitance as high as 495 F g�1 at a current density of 0.1 A g�1. Such excellent performance of NSPC

in electrocatalytic water splitting and supercapacitors originates from the synergistic effects of its N/S-

codoping and micro-/mesoporous hierarchical architecture. Our facile protocol through combining

biomacromolecules and synthetic polymers offers a new strategy in the development of effective, readily

scalable and metal-free heteroatom-doped carbon materials for energy-related applications.
Introduction

Spurred by the urgent demand for green and renewable energy
technologies, great efforts have been applied worldwide for the
exploration of alternatives to traditional fossil fuels.1,2 Electro-
catalytic water splitting to H2 and O2 via the hydrogen evolution
reaction (HER) and oxygen evolution reaction (OER) affords an
appealing solution for addressing the issues associated with
global warming and the energy crisis.3,4 Hydrogen, as an
abundant and renewable clean fuel, is an ideal candidate to
replace fossil fuels. Simultaneously, producing O2 from water
splitting is also related to a variety of energy storage systems.5–7

As benchmark electrocatalysts, platinum is sufficiently active in
the HER and ruthenium/iridium oxides are highly efficient for
OER. However, both of them suffer from the weaknesses of high
cost and non-renewability.8–12 Therefore, highly efficient and
ch University, Hangzhou 310018, P. R.

ated Polymer Materials, Ministry of

emical Engineering, Northwest Normal

ESI) available: 1H and 13C NMR spectra,
and HRTEM images, photographs,

opy and CV proles. See DOI:

hemistry 2019
robust earth-abundant electrocatalyst materials are urgently
needed for achieving scalable and sustainable hydrogen fuel
production by water splitting.13 In this context, a variety of non-
noble metal catalysts, such as transition metal compounds
including Mo, W, Co, Ni, and other metal ions, have been
designed as promising candidates for water splitting.14–25

However, in light of sustainable hydrogen production and
environmental benignity, it is highly desired to develop efficient
and scalable metal-free electrocatalysts.26

Heteroatom-doped carbon materials have been widely
investigated for energy-conversion/storage due to their large
specic surface area, tunable electronic structure, abundance
and strong tolerance in acidic/alkaline environments.27–30

Nevertheless, solely heteroatom-doped carbon materials
showed very poor activity in water splitting.13,31 Recently, some
advances demonstrated that multi-heteroatom (such as N, S, P,
and F) codoped carbon materials offer acceptable electro-
catalytic activity for water splitting by tuning the Gibbs free
energy of H* absorption.13,32–36Up to date, most of the developed
metal-free carbon electrocatalysts are based on the low dimen-
sion carbon materials, such as graphene, carbon nanotubes
(CNT), and C3N4 composites, etc.13,31,37,38 In this regard,
synthetic polymers are more suitable for fabrication of multi-
heteroatom-codoped carbon materials due to their versatile
structures and large-scale preparation. As a result, ionic liquid
RSC Adv., 2019, 9, 5189–5196 | 5189
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polymers (PIL) have been explored as the precursors for the
preparation of heteroatom-doped porous carbon, stemming
from their high mass yield, designable structure and variable
multi-heteroatoms codoping.39–42

Herein, we reported a facile strategy to fabricate novel N/S co-
doped micro-/mesoporous carbon (NSPC) material that was
achieved by directly carbonization of bovine serum albumin
(BSA) and PIL complex (BSA@PIL). The results demonstrated
that the resulting NSPC materials have efficient overall water
splitting electrocatalytic activity and excellent supercapacitor
performance. Specically, NSPC pyrolyzed at 1000 degrees
(NSPC-1000) presented an overpotential as low as 172 mV vs.
RHE (without iR correction) to achieve a current density of 10
mA cm�2 with a small Tafel slope of 44.3 mV dec�1 in 0.5 M
H2SO4 for HER and a low overpotential of 460 mV vs. RHE in
0.1 M KOH for OER. Moreover, beyond applications in water
splitting, NSPC-1000 is also a promising candidate for super-
capacitor, offering a specic capacitance as high as 495 F g�1 at
a current density of 0.1 A g�1. Such excellent performances of
NSPC-1000 in water splitting and supercapacitor originate from
the synergistic effects of N/S-codoping and micro-/mesoporous
hierarchical architecture.
Experimental
Synthesis of 1-vinyl-3-cyanomethylimidazolium bromine
(CMVImBr)

1-Vinyl-3-cyanomethylimidazolium bromine (CMVImBr) was
synthesized via quaternization of N-vinylimidazole with bro-
moacetonitrile.40 In a typical procedure, a 50 mL ask, equipped
with a magnetic stirring bar, was fed with methanol (2 mL), N-
vinylimidazole (9.411 g, 0.1 mol) and bromoacetonitrile
(11.995 g, 0.1 mol). The mixture was stirred at ambient
temperature to give a white solid. Then, the white solid was
dissolved in methanol and the reaction mixture was puried by
precipitating three times in ether. Finally, white crystals was
obtained and dried at room temperature under vacuum to
a constant weight. Yield: 70%. 1H NMR (hexadeuterodimethyl
sulfoxide (DMSO-d6), 400 MHz, d ppm, Fig. S1†): 9.58(s, 1H),
8.26(t, 1H), 8.01(t, 1H), 7.36(dd, 1H), 5.99(dd, 1H), 5.63(s, 2H),
5.46(dd, 1H). 13C-NMR (DMSO-d6, 100 MHz, Fig. S2†), d (ppm):
137.64, 129.40, 123.92, 120.16, 114.99, 110.21, 37.81.
Synthesis of poly(1-vinyl-3-cyanomethylimidazolium bromine)
(PIL-Br)

Radical polymerization of CMVImBr was performed in dimethyl
sulfoxide using 2,2-azobisisobutyronitrile (AIBN) as an initi-
ator.40 In a typical procedure, a 250 mL round-bottomed ask
equipped with a reux condenser, magnetic stirring bar, and
thermometer was charged with 10.0 g of CMVImBr, 200 mg of
AIBN, and 200mL of DMSO. The ask was ushed with nitrogen
aer three freeze–thaw cycles. The mixture was heated at 75 �C
for 24 h. Aer cooling down, the reaction mixture was puried
by precipitating twice from THF. A light yellow solid was ob-
tained and dried at 65 �C under vacuum to a constant weight.
5190 | RSC Adv., 2019, 9, 5189–5196
Yield: 65%. 1H-NMR (DMSO-d6, d ppm, Fig. S3†): 8.9–9.6 (1H),
7.0–8.4 (2H), 5.2–5.7 (2H), 3.5–4.6 (1H), 1.9–2.7 (2H).

Preparation of poly(3-cyanomethyl-1-vinyl imidazolium
bis(triuoromethanesulfonyl)imide) (PIL-Tf2N)

PCMVImTf2N was prepared through the anion exchange of PIL-
Br in water.41 Typically, PIL-Br (3.0 g) was added to 390 mL of
water under gentle heating. Aer complete dissolution and
cooling down, 120 mL of an aqueous solution containing 1.05
molar equivalents of lithium bis(triuoromethanesulfonyl)
imide salt was added under vigorous stirring. The precipitate
was ltered and washed with water several times. The product
was dried at 50 �C to constant weight under high vacuum. Yield:
50%.

Fabrication of the BSA@PIL-Tf2N complex and NSPC
materials

BSA@PIL-Tf2N complex was fabricated according to the re-
ported methods.42 PIL-Tf2N and BSA (7 : 1, w/w) were fully dis-
solved in N,N-dimethylformamide (DMF) and water mixed
solvent (5 : 2, v/v). The as-formed homogeneous solution was
then cast onto a pre-cleaned glass slide and dried at 75 �C for
3 h. Then, the complex was immersed into an ammonia
aqueous solution (0.5 wt%). The free COOH groups on BSA were
immediately deprotonated by excessive NH3 into carboxylate
anions (COO�NH4

+), triggering the spontaneous ionic cross-
linking between BSA and PIL-Tf2N. This material is termed as
BSA@PIL.

For carbonization, the as-prepared BSA@PIL-Tf2N complex
was loaded into an alumina crucible in an oven and carbonized
under argon ow. The sample was heated up to 800–1000 �C
(10 �C min�1) and kept for 1 h at this temperature. Then, the
furnace was cooled down to room temperature. The samples are
dened as NSPC-800, NSPC-900 and NSPC-1000 in accordance
with the carbonization temperatures.

Characterizations

Proton and carbon nuclear magnetic resonance spectroscopy
(1H and 13C NMR) were recorded using a Brucker AM 400 MHz
spectrometer at 25 �C. Gel permeation chromatography (GPC)
was conducted at 35 �C in a Waters-column with DMF as the
eluent (Flow rate: 1.00 mL min�1, PEO standards using an RI
detector). A eld emission scanning electron microscope
(FESEM, FEI Quanta 600 FEG) was used to acquire SEM images.
Transmission electron microscope (TEM), high-resolution TEM
(HRTEM) images, selected-area electron diffraction (SAED)
patterns, and the HAADF-STEM-EDS data were taken using
a Tecnai G20 transmission electron microscope operated at 200
kV. X-ray diffraction (XRD) patterns were collected on a Philips
X'Pert Pro diffractometer using Cu Ka (l ¼ 1.541 Å) radiation
source. X-ray photoelectron spectroscopy (XPS) data were
collected using a PerkinElmer PHI-5702 multifunctional X-ray
photoelectron spectroscope (Physical Electronics, Waltham,
Massachusetts) with Al Ka radiation (1486.6 eV) as the excitation
source. The adventitious carbon 1s peak was calibrated at
285 eV and used as an internal standard to compensate for any
This journal is © The Royal Society of Chemistry 2019

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c8ra09700c


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

1 
Fe

br
ua

ry
 2

01
9.

 D
ow

nl
oa

de
d 

on
 7

/6
/2

02
4 

7:
24

:0
9 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
charging effects. Raman measurements were performed using
a Horiba JY-HR800 with the excitation wavelength of 532 nm
and laser power of 100 mW at room temperature. Elemental
analysis (EA) was conducted on Vario EL analyzer (Elementar,
Germany). Nitrogen adsorption–desorption isotherm measure-
ments were conducted using a Micromeritics ASAP 2020 volu-
metric adsorption analyzer at 77 K. The Brunauer–Emmett–
Teller method was utilized to calculate the surface area of each
sample. Pore size distributions were determined from the
adsorption branches of the isotherms based on density func-
tional theory.
Scheme 1 Schematic synthesis of NSPC and its application in elec-
trocatalytic water splitting via HER and OER.
Electrochemical measurements

Electrochemical measurements were conducted using
a conventional three-electrode electrochemical cell at room
temperature on a CHI 660e station (Chenhua, Shanghai, China).
A glassy carbon electrode (GCE) with a diameter of 3 mm was
used as the working electrode. The counter electrode and
reference electrode were a platinum wire electrode and a satu-
rated calomel electrode (SCE, 0.24 V vs. a reversible hydrogen
electrode (RHE)), respectively. The working electrodes were
fabricated similar to the reported method.43 A catalyst ink was
prepared using one part (by mass) of catalysts and 11 parts of
0.5 wt% Naon in ethanol. Aer sonicating thoroughly, 10 mL of
the ink was dispensed onto GCE to completely cover the current
collector with a thin lm of catalyst. The catalyst loading was
0.47 mg cm�2 on the working electrode. Linear sweep voltam-
metry (LSV) measurements were performed from 0.1 V to�0.7 V
with a scan rate of 5 mV s�1 in 0.5 M H2SO4 solution for HER,
�0.95 V to �1.45 V with a scan rate of 2 mV s�1 in 1.0 M KOH
solution for HER, and 0 V to 0.8 V with a scan rate of 2 mV s�1 in
0.1 M KOH solution for OER. To fabricate CC-supported cata-
lyst, carbon cloth (0.8 � 0.5 cm) was utilized as the current
collector. Typically, NSPC-1000 (10 mg) and Naon ethanol
dispersion solution (1 mL, 0.1 wt%) were mixed thoroughly by
ultrasonicating for 20 min. Then, the uniform suspension was
dropped on CC and le to dry at room temperature (this yielded
a loading of 0.25 mg cm�2 on CC). All applied potentials,
measured against an SCE electrode, are reported versus the
reversible hydrogen electrode (RHE) according to E(vs. RHE) ¼
E(vs. SCE) + 0.24 + 0.059 � pH without iR correction. To
compare the inuence of the component of catalysts to HER
and OER activities, the electrocatalytic activities of Pt/C and the
control were measured under similar conditions, and the cor-
responding electrocatalytic results are included in the main
text. Electrochemical impedance spectroscopy (EIS) was per-
formed over the frequency range from 100 kHz to 0.1 Hz under
the potentiostatic mode at the cell voltage close to the over-
potentials of 175 mV, 309 mV, and 417 mV (vs. RHE) corre-
sponding to NSPC-1000, NSPC-900 and NSPC-800, respectively.
The amperometric i–t curve and open circuit potential (time
curve) were measured with the voltage corresponding to their
overpotential. Cyclic voltammetry (CV) was measured between
0–1.0 V at scan rates of 20, 30, 50, 100, 200, 300, and 500 mV s�1

in 0.5 M H2SO4 solution. The galvanostatic charge/discharge
(GCD) property was characterized at the current densities of
This journal is © The Royal Society of Chemistry 2019
0.1, 0.2, 0.3, 0.5, 1, 2, 3, and 5 A g�1 with a cutoff voltage of 0–
0.8 V.
Results and discussion

The structures of the monomers and polymer were character-
ized using 1H NMR (Fig. S1–S3 in the ESI†). The results indi-
cated that PIL-Br was prepared successfully. GPC measurement
(Fig. S4†) demonstrated that the apparent number-average
molecular weight and polydispersity index of PIL-Br was 1.06
� 106 g mol�1 and 1.36, respectively. Therefore, the apparent
number-average molecular weight of PIL-Tf2N is calculated to
be 1.3 � 106 g mol�1. The following three steps are involved in
the synthesis of NSPC: (i) BSA@PIL-Tf2N complex was prepared
by blending BSA and PIL-Tf2N with a ratio of 1 : 7 (w/w) in N,N-
dimethyl dimethylformamide (DMF)/water (5 : 2, v/v) mixed
solvent. (ii) The as-prepared BSA@PIL-Tf2N composite was
further treated by immersing into ammonia aqueous (0.5 wt%)
for 2 h to form interpolyelectrolyte complex. (iii) Direct pyrolysis
of BSA@PIL-Tf2N composite at different temperatures under an
argon ow yielded NSPCs. These samples are denoted as NSPC-
800, NSPC-900 and NSPC-1000, labeled with different carbon-
ization temperatures (Scheme 1).

Fig. 1a–c shows the scanning electron microscopy (SEM)
images of as-prepared samples. As demonstrated in Fig. 1a and
b, spherical or irregular particles were produced when BSA or
PIL-Tf2N were pyrolyzed separately at 1000 �C (the samples are
denoted as BSA-1000 and PIL-Tf2N-1000, respectively). However,
the particles with rough surfaces can be observed in NSPC-1000
(Fig. 1c). The elemental compositions of NSPC materials were
examined using energy dispersive X-ray (EDX) and elemental
analysis (EA). As revealed in Fig. 1d and S5,† NSPCs mainly
consist of C, O, N and S elements. The populations of both N
and S decreased with enhancing the carbonization temperature
from 800 to 1000 �C (Table S1† and the inset in Fig. 1d). It
should be stated that 3.58% of N and 2.01% of S still existed in
NSPC-1000. These values are comparable to some well-
dened N, S-codoped porous carbon.34,44
RSC Adv., 2019, 9, 5189–5196 | 5191
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Fig. 1 Morphologies and the elemental compositions of the carbon
materials. (a) BSA-1000; (b) PIL-Tf2N-1000; (c) NSPC-1000; (d) energy
dispersive X-ray (EDX) spectrum of NSPC-1000. Inset table summa-
rizes the corresponding N and S contents in NSPC-800/900/1000 by
EA; (e–j) SEM elemental mapping images of C, N, O and S within
NSPC-1000; TEM images of (k): NSPC-800; (l): NSPC-900; (m): NSPC-
1000. Inset SAED pattern indicates the poorly crystallized structure of
NSPC-1000.
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Energy-ltered scanning electron microscopy mappings for
C, N and S (Fig. 1e–j) show a uniform distribution of N and S in
the carbon matrix, which is expected due to in situ molecular
doping of NSPC with N and S.42

Transmission electron microscopy (TEM) images of NSPC
materials demonstrate that all of NSPCs are porous structure
(Fig. 1k–m), which will be favorable for the internal mass
transport, a mandatory requirement for efficient electro-
catalysis.45 A selected area electron diffraction (SAED) image
(inset in Fig. 1m) suggests that NSPC-1000 is poorly crystallized,
which can be partially attributed to the high concentration of
heteroatoms. Despite the poorly crystallized characteristic of
NSPCs, some ordered concentric nanostructures can still be
observed (Fig. S6–S8†). It can be seen that more nanostructures
can be observed in NSPC-1000, indicating progressive graphi-
tization of NSPC at elevated temperatures from 800 to 1000 �C.
The synergy between the N and S lone pairs and the p-system of
the C lattice can dramatically modulate the physicochemical
properties of porous carbon materials (e.g., oxidative stability
and catalytic activity).46

In accordance with the EDX and EA results, the X-ray
photoelectron spectroscopy (XPS) spectra also conrm that
there exist primarily C, O, N and S elements in the NSPCs
(Fig. 2a). As illustrated in Fig. 2b, the tted XPS peaks for the
N1s orbit of NSPCs can be deconvoluted into ve different
bands at around 398.2, 399.8, 400.5, 401.5, and 404.6 eV, cor-
responding to pyridinic (N1), pyrrolic (N2), graphitic (N3),
oxidized pyridinic (N4) and chemisorbed oxidized nitrogen
(N5), respectively. These various N species lead to different
chemical/electronic environments of the neighboring carbon
atoms and hence different electrocatalytic activities.42 The curve
tting and the corresponding normalized results indicate that
pyridinic N gradually turned into graphitic N with increasing
5192 | RSC Adv., 2019, 9, 5189–5196
carbonization temperature. Additionally, the XPS S2p spectrum
can be deconvoluted into two predominate peaks at 163.7 eV
(–C–S–) and 164.8 eV (–C]S–) (Fig. 2c), suggesting the
successful doping of S atoms into the carbon skeleton in the
carbonization process.34

X-ray diffraction (XRD) spectra of NSPC materials (Fig. 2d)
shows that all of as-prepared samples have two broad peaks
located at 2q ¼ 25� and 44�. They are attributed to the graphite
(002) and (101) facets of carbon, respectively.47 The intensity of
the peaks enhanced with increasing carbonization temperature,
indicating the improved graphitization degree of NSPC at the
elevated temperature. The Raman spectra shows the D band
(1350 cm�1), G band (1575 cm�1), 2D band (2685 cm�1), D + G
band (2902 cm�1), and 3S band (3153 cm�1) of NSPC samples
(Fig. 2e). The G-band is associated with the E-vibration mode of
the sp2 electron structure, corresponding to the aromatic ring
structure carbon of the graphite layer, while the D-band is the A-
vibrational mode of the diamond-like carbon sp3 electronic
structure, corresponding to the defective/disordered sp3

hybridized carbon.48 As shown in Fig. 2e, the ID/IG relative ratio
decreases a little as the temperature increases from 800 to
1000 �C, conrming the better graphitic nature of the N, S-
codoped carbon skeleton at higher temperature.49

Furthermore, the behaviors of nitrogen adsorption–desorp-
tion isotherms and the pore size distribution of NSPC materials
are shown in Fig. 2f and g, respectively. It can be seen that all
NSPC materials exhibit a type I adsorption curve and H2-type
hysteresis loop, which clearly conrms that NSPCs are hierar-
chical in nature, traversing the micro- to mesopore range NSPC-
1000 presents a Brunauer–Emmett–Teller (BET) surface area of
514.4 m2 g�1 and a total pore volume of 0.469 cm3 g�1,
contributed by a substantial quantity of tiny mesopores around
2.5–8.0 nm and micropores around 1.5 nm. The meso-/
micropores are probably induced by the leaving small mole-
cules, including H2O, CO2, NH3, H2S, and CS2, during the
carbonization and decomposition process of BSA@PIL-Tf2N
complexes.50 This also accounts for the observed pyrolysis
temperature-dependent BET surface areas of different samples.
Based on the results discussed above, our synthetic protocol
enables a facile fabrication of N- and S-enriched and hierar-
chical micro-/mesoporous carbon material. It should be noted
that our protocol avoids the postsynthetic treatment and
simultaneously retains a large surface area in conjunction with
abundant dopant species.

To evaluate the electrocatalytic performance of NSPCs for
HER, linear sweep voltammetry (LSV) curves were rstly recor-
ded in a conventional three-electrode electrochemical cell in N2-
saturated 0.5 M H2SO4 solution. The electrocatalysts were cast
on a glass carbon electrode (GCE) as the working electrode. As
shown in Fig. 3a, NSPC-1000 demonstrates an unprecedentedly
low overpotential of 172 mV (vs. RHE, without iR correction) to
achieve a current density of 10 mA cm�2 and a small Tafel slope
of 44.3 mV dec�1 (Fig. 3c), which are much lower than that of
NSPC-800 (416 mV and 108.9 mV dec�1) and NSPC-900 (309 mV
and 65.7 mV dec�1). At the same time, a large number of
bubbles produced on the NSPC-1000-loaded working electrode
(Fig. S9†). As a controlled experiment, PIL-Tf2N-1000 exhibits
This journal is © The Royal Society of Chemistry 2019
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Fig. 2 (a) XPS spectra of NSPC-800/900/1000; fitted XPS peaks for N1s (b) and S2p (c) (N1: pyridinic, N2: pyrrolic, N3: graphitic, N4: oxidized
pyridinic, N5: chemisorbed oxidized nitrogen); XRD patterns (d) and Raman spectra (e) of NSPC-800/900/1000; N2 absorption–desorption
isotherms (f) and corresponding pore size distribution (PSD) curves (g) of NSPC-800/900/1000; the inset table presents the data for the specific
surface area (SBET) and pore volume of NSPC-800/900/1000 based on N2 absorption–desorption isotherm curves.

Fig. 3 Electrocatalytic performances of different catalysts in acidic
and alkaline conditions. (a) LSV curves of NSPCs in 0.5 M H2SO4 with
a sweep rate of 5 mV s�1, where PIL-Tf2N/BSA was prepared by mixing
PIL-Tf2N-1000 and BSA-1000 (7 : 1, w/w). (b) LSV curves of NSPC-
900, NSPC-1000, and Pt/C in 1.0 M KOHwith a sweep rate of 2 mV s�1

(c) and (d) Tafel plots for the data presented in (a) and (b), respectively.
All catalysts were loaded on the GCE for HER tests.
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the lowest activity among all of these electrocatalysts, while BSA-
1000 offers the activity closed to NSPC-900. Furthermore, when
BSA-1000 was mixed with PIL-Tf2N-1000 (1 : 7, w/w), the mixture
offers a much higher activity than that of PIL-Tf2N-1000, and
very close to that of BSA-1000. The results demonstrate that the
presence of BSA-1000 play a signicant role in achieving higher
HER activity.
This journal is © The Royal Society of Chemistry 2019
Generally, HER in acidic electrolyte on the electrode surfaces
proceeds via a three-step reaction, which includes a primary
discharge step (Volmer reaction, with a Tafel slope of 120 mV
dec�1) followed by an electrochemical desorption step (Heyr-
ovsky reaction, with a Tafel slope of 40 mV dec�1) or a recom-
bination step of adsorbed hydrogen on catalysts (Tafel reaction,
with a Tafel slope of 30 mV dec�1).51–53 Typically, a lower Tafel
slope predicates a greatly enhanced HER rate at a moderate
increase of overpotential. Therefore, the Tafel slope of 44.3 mV
dec�1 for NSPC-1000 indicates that the corresponding rate-
determining step most probably involved a combination of
both electroreduction of protons into H* and the subsequent
formation of H*

2, that is, the Volmer–Tafel reactions.54 In addi-
tion, S and N codoping into sp2 hybridized carbon can produce
a unique electronic structures, which will enhance the chemi-
sorptions of intermediate H* for HER. As a result, a much lower
overpotential and smaller Tafel slope could be produced by
NSPC-1000.

Furthermore, NSPC materials also exhibit efficient electro-
catalytic activity in alkaline conditions. NSPC-1000 and NSPC-
900 show the overpotential of 234 mV and 349 mV at the
current density of 10 mA cm�2, respectively (Fig. 3b). Tafel plots
shown in Fig. 3c and d show a small Tafel slope of NSPC-1000,
demonstrating more favorable kinetics toward HER on the
NSPC-1000 electrode. All of these performances presented by
NSPC-1000 are comparable to those of many state-of-the-art
metal-free and non-noble metal electrocatalysts (Table S2†), as
well as some biomass-derived metal-free carbon materials
(Table S3†).
RSC Adv., 2019, 9, 5189–5196 | 5193
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LSV curves were also conducted to evaluate the electro-
catalytic activity of NSPC for OER in 0.1 M KOH solution. As
indicated in Fig. 4a, only NSPC-1000 shows efficient electro-
catalytic performance under the above conditions. Specically,
NSPC-1000 shows an overpotential of 460 mV at the current
density of 10 mA cm�2 and the Tafel slope of 88 mV dec�1. This
value is comparable to those of some well-dened metal-free
electrocatalysts (Table S4†). Moreover, continuous HER and
OER at a given potential were performed to investigate the
durability of the NSPC-1000 electrocatalyst. As shown in Fig. 4b,
the current density is stable without an obvious reduction aer
long-term cycling for over 3.5 h. The robust stability of NSPC-
1000 provides great potential for sustainable hydrogen and
oxygen production in practice.

To gain insight into the electrochemical behavior under HER
operating conditions, electrochemical impedance spectroscopy
(EIS) measurements were conducted for frequencies from 100
MHz to 0.01 Hz at a constant overpotential. From the Nyquist
plot, the charge-transfer resistance (Rct) and solution resistance
(Rs) can be deduced from the semicircles in the low and high
frequency zones, respectively. Rs is used to correct the polari-
zation curves, and Rct is related to the electrocatalytic
kinetics.32,55 The result depicted in Fig. S10† reveals a small
internal transmission resistance of the NSPCs. The small Rct

enables simple and effective electrical integration that mini-
mized parasitic ohmic losses and enhanced the reaction rate.32

Using the Rs obtained from EIS, the iR-corrected polarization
curves of the catalysts are shown in Fig. S11.† In the iR-corrected
data, NSPC-1000 exhibits a current density of 10 mA cm�2 at the
lower overpotential of 165 mV in 0.5 M H2SO4 solution. There-
fore, the high catalytic activity of NSPC-1000 resulted from the
synergy between its N and S codoping, micro/mesoporous and
graphitic architecture.
Fig. 4 Electrocatalytic performances of NSPCmaterials. (a) LSV curves
of NSPC-800/900/1000, carbon cloth (CC) and CC-loaded NSPC-
1000 in 0.1 M KOH (for OER tests); (b) long-term stability test of NSPC-
1000 catalyst for HER (�0.45 V in 0.5 M H2SO4, �1.38 V in 1.0 M KOH)
and OER (0.8 V in 0.1 M KOH); (c) LSV curve of water electrolysis using
NSPC-1000 as HER and OER catalysts (both loaded into CC at
a loading of 0.25 mg cm�2 based on the active mass) in 0.5 M H2SO4;
(d) the stability test of the electrolyzer at 10 mA cm�2.

5194 | RSC Adv., 2019, 9, 5189–5196
Since NSPC-1000 has been shown to be an efficient and
stable bifunctional electrocatalyst for both HER and OER, we
loaded NSPC-1000 into a commercially available carbon cloth
(CC) and used it as both the anode and the cathode for elec-
trochemical water splitting in 0.5 M H2SO4 solution. As
demonstrated in Fig. 4c, the current density increases gradually
with increase of potential, and the current density of 10 mA
cm�2 can be achieved at 175 mV, which is very close to that by
NSPC-1000 loaded on GCE. As demonstrated in Fig. S12 and
Video S1†, a large number of bubbles were produced from both
of the electrodes under the experimental potential, indicating
that NSPC-1000 is an efficient electrocatalyst for water splitting.
The long-term stability of NSPC-1000-loaded CC electrodes was
also evaluated, and the duration of the electrolyzer was con-
ducted at 10 mA cm�2 in 0.5 M H2SO4 solution at room
temperature. We can see that the cell shows excellent stability at
nearly 3 h (Fig. 4d). Consequently, NSPC materials derived from
biomacromolecules and PIL complex, as a novel and versatile
metal-free highly efficient electrocatalyst, pave a new pathway
for designing water splitting catalysts and show substantial
potential for use in renewable energy applications.

In addition to the promising electrocatalytic activity for HER
and OER, heteroatom-doped carbonaceous materials have also
been demonstrated to be of great potential in supercapacitor. As
a proof-of-concept demonstration of the potential application of
NSPC in supercapacitor, a symmetric supercapacitor was
fabricated using NSPCs as the electrode material. First, cyclic
voltammetric (CV) scanning of different NSPCs were conducted
in 0.5 M H2SO4 solution between 0 and 1.0 V, with the obtained
curves shown in Fig. S13.† The results show that all of these CV
curves exhibit rectangular-like shapes (Fig. S13a and b†), indi-
cating the ideal capacitive behavior and good charge propaga-
tion within the electrodes.56 Under identical conditions, the
NSPC-1000 curve provides the largest encircled area among
these electrode materials, suggesting that NSPC-1000 shows
better capacitance behavior. The CV curves measured with scan
rates ranging from 20 to 500 mV s�1 (Fig. S13c†) also exhibit
a rectangular-like shape, and the encircled area shrinks simul-
taneously. Additionally, when the potential window is nega-
tively shied and still kept within 1.0 V, the curves become
increasingly sickle-like, similar to the behavior of the metal
catalysts (Fig. S13d†).57 Meanwhile, the working electrode
loaded with NSPC-1000 began to bubble during the test, and the
bubbling is accelerated with the negative voltage shiing. This
phenomenon also demonstrates that NSPC-1000 is an excellent
electrocatalyst for water splitting.

Then, galvanostatic charge/discharge (GCD) measurements
were conducted to evaluate the capacitance performance of the
above materials at 0.1 A g�1 in a stable voltage window between
0 and 0.8 V. As illustrated in Fig. 5a and b, the linear voltage–
time proles and the triangular shape of the charge/discharge
plots without an obvious iR drop illustrate the small mass
transfer resistance and good charge propagation behavior in the
electrode materials. The specic capacitance (Cs) can be calcu-
lated from the discharge curves according to the following
equation:58
This journal is © The Royal Society of Chemistry 2019
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Fig. 5 Electrochemical performances of carbon materials for super-
capacitor. (a) Galvanostatic charge/discharge (GCD) curves of different
carbon materials at a current density of 0.1 A g�1. (b) GCD curves of
NSPC-1000 electrode material at different current densities. (c)
Discharge capacitances of different carbonmaterials corresponding to
the data in (a). (d) Discharge capacitances at various current densities
corresponding to the data in (b).
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Cs ¼ C/m ¼ (IDt)/(DVm)

where Cs is the specic capacitance (F g�1), I is the discharge
current (A), Dt is the discharging time (s), DV is the potential
range during the discharge process (V), andm is the mass of the
active material within the electrode (g). Remarkably, the Cs

value of 495 F g�1 is found for NSPC-1000, which is much higher
than those of the other carbonaceous materials. As depicted in
Fig. 5c, we can infer that the presence of PIL-Tf2N and high
pyrolysis temperature are benecial for the enhancement of the
capacitance of the carbon material, while the presence of BSA-
1000 is disadvantageous for the capacitance. Some previous
studies have demonstrated that the doping of S into sp2

hybridized carbon can produce a unique electronic structure
and benet to improve the capacitance performance.59–61 Thus,
the higher specic capacitance of NSPCs was probably because
that PIL-Tf2N could contributes more sulfur element content to
the hybrid carbon material (Table S1†). Fig. 5d reveals that Cs of
NSPC-1000 decreases rapidly with enhanced current density.
However, Cs of 194 F g�1 can still be retained at a current density
as high as 5 A g�1. The above results demonstrate that N, S-
codoped porous carbon produced at higher temperature can
show better capacitance performance.
Conclusions

In summary, a facile protocol for fabrication of N, S-codoped
porous carbon was developed via carbonization of the BSA@-
PIL-Tf2N complex. Our studies reveal that the novel N, S-
codoped carbons featured micro-/mesoporous architectures.
Due to their large surface area and good electron/electrolyte
transport properties, NSPC materials are demonstrated to be
effective bifunctional HER/OER electrocatalysts with excellent
This journal is © The Royal Society of Chemistry 2019
activity and stability. In particular, NSPC-1000 affords the lower
overpotential and smaller Tafel slope, outperforming many
well-dened non-precious metals and metal-free electro-
catalysts. Simultaneously, the newly developed NSPC materials
also exhibit outstanding capacitance performance. In view of
the low cost of biomacromolecules and the facile synthesis of
PIL, NSPC material is a promising alternative to (non)noble
metal-based catalysts for water splitting, as well as for super-
capacitor and other electrochemistry applications. Our facile
protocol via the combination of biomacromolecules and
synthetic polymers opens up a new avenue for devising effective,
readily scalable and metal-free N, S-codoped carbon electrode
materials for multi-functional applications.
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