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Janus-structured microfibers and
array: high-efficiency conjugate electrospinning
fabrication, structure analysis and co-
instantaneous multifunctionality of anisotropic
conduction, magnetism and enhanced red
fluorescence†

Jiao Tian, Qianli Ma, Wensheng Yu, Dan Li, Xiangting Dong, * Guixia Liu
and Jinxian Wang

A highly efficient and convenient conjugate electrospinning technique is employed to obtain high pairing

rate Janus-structured microfibers in electrospun products by optimizing the spinning conditions. In

addition, a Janus-structured microfiber array rendering tri-functional performance of tunable

magnetism, electrically anisotropic conduction and increased fluorescence is prepared via the same

technique using a rotating device as a fiber collector. The array is composed of an ordered arrangement

of Janus-structured microfibers. The extraordinary Janus structure and oriented arrangement endow the

Janus-structured microfibers with excellent fluorescence. The fluorescence intensity of the Janus-

structured microfiber array is, respectively, 1.21, 14.3 and 20.3 times higher than that of the Janus-

structured microfiber non-array, the composite microfiber array and the composite microfiber non-

array. The Janus-structured microfiber array has a similar saturation magnetization to the

contradistinctive specimens. Additionally, the magnetism of the Janus-structured microfiber array can be

modulated with different mass ratios of Fe3O4 nanoparticles (NPs), and the conductance ratio between

the length direction and diameter direction of the Janus-structured microfibers for the array can be

tuned from 103 to 106 by adding a higher percentage of polyaniline (PANI). Our new findings have

established a highly efficient conjugate electrospinning technique to prepare Janus-structured

microfibers of high pairing rate, and complete isolation of fluorescent material from magnetic

nanoparticles and conductive material is accomplished in the Janus-structured microfibers to ensure

high fluorescence intensity without a notably disadvantageous influence of dark-colored substances.

More importantly, the fabrication technique for the Janus-structured microfibers can be generalized to

manufacture other Janus-structured multifunctional materials.
Introduction

Recently, multifunctional materials have replaced the single-
ness of utilization of their counterpart monofunctional mate-
rials to achieve multifunctionality under the condition of
specic size, which has attracted attention from scientic
research.1–3 The special anisotropy of multifunctional materials
in terms of electrical conductance or thermal conductivity has
aroused much attention due to potential applications in
Nanotechnology at Universities of Jilin

e and Technology, Changchun 130022,

m; maqianlimail@163.com; Fax: +86

tion (ESI) available. See DOI:

hemistry 2019
electronic devices and in thermal management.4,5 As the science
and technology develops, electronic systems become more and
more smart (or intelligent) and electrically anisotropic mate-
rials with multifunctionality can be used widely in electronic
devices, such as ip-chip packaging, because of their small
size.6,7 It is noteworthy that electrically anisotropic conductive–
uorescent–magnetic (dened as E–F–M) multifunctional
materials with enhanced characteristics have great potential for
future applications in the elds of photoelectric devices, drug
targeting and delivery, and electromagnetic interference
shielding.8–10 At present, polyaniline (PANI), rare earth
complexes and Fe3O4 nanoparticles (NPs) are commonly used
as conductive polymer materials, luminescent materials and
magnetic substances, respectively,11 to construct E–F–M multi-
functional materials. For example, Xi and co-workers12 prepared
RSC Adv., 2019, 9, 10679–10692 | 10679
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[(Fe3O4/PVP)@(Eu(BA)3phen/PVP)]k[PANI/PVP] (PVP, polyvinyl
pyrrolidone) tri-functional Janus nanobers by a modied
electrospinning method. The results of experimental and
theoretical studies have proven that the emissions of rare earth
ions are affected by light-absorbing substances (such as elec-
trical and magnetic materials).13,14 Therefore, in the preparation
of E–F–M tri-functional materials, the adverse effects of
conductive materials and magnetic materials on luminescent
substances should be minimized as far as possible, which is an
essential factor that must be considered.

Fibrous materials are part of many signicant natural
systems and modern technologies and the reason why the
preparation, characterization and application of bers has
become a research hotspot.15–17 Micro- and nanobers can be
synthesized by various methods. Electrospinning, in particular,
has gained more and more attention as an applicable and
effective method to fabricate nano- and micro-structured ber-
shaped materials, by applying an intensity-controllable electric
eld to a polymer solution or melt.18–23 In general, micro-
bers24,25 with higher mechanical strength and torsion resis-
tance have important applications in sensors and wearable
devices,26 and microbers with different structures have
potential applications in some advanced materials and in
biomedicine.27 Conjugate electrospinning, as a novel modied
electrospinning technology, has gradually attracted the atten-
tion of researchers due to its superiority for the ordered struc-
ture of products, wide applicability, continuous spinning (rarely
appearing plugging of spinneret), etc.28–30 It is more effective
and simpler for the fabrication of aligned bers and yarns,
although few Janus-structured bers have been produced. Song
and co-workers31 fabricated continuous mullite nanobers via
conjugate electrospinning and a sol–gel method. The nal
specimens have highly aligned structures and unique
mechanical properties. In another study, Zhou and co-workers32

used conjugate electrospinning technology and then heat-
stabilized and carbonized the specimens to prepare carbon-
composite nanober yarns. The nanobers in the yarns were
well oriented along the cable axis. In our previous work,33 we
have successfully manufactured tri-functional hetero-structured
nanober yarns by conjugate electrospinning methods that not
only have well-ordered structures, but also possess excellent
uorescence, electrical conductivity and magnetism. Janus-
structured materials have become a research hotspot in the
eld of materials science because of their asymmetric structure
and unique properties, which can effectively separate two or
more substances, thereby improving the functionality of the
materials.34,35 Commonly, Janus-structured bers are obtained
by parallel electrospinning technology.36–38 However, Yu et al.39

reported that the pairing rate of Janus-structured nanobers
prepared by parallel electrospinning technology using two
parallel needles is not very high, so they improved the pairing
rate by transforming the style of the needles. This is a subject
that deserves further investigation to further improve the pair-
ing rate of Janus-structured bers by conjugate electrospinning.

In theory, conjugate electrospinning technology is capable of
producing two strands of bers with opposite charges due to
two spinnerets connected to positive high voltage and negative
10680 | RSC Adv., 2019, 9, 10679–10692
high voltage, respectively. This is suitable for preparation of
Janus-structured bers, with the two strands of oppositely
charged bers attracting each other to form a Janus structure.
In practice, on the basis of the current literature and some of
our own experiments, the jets produced by the conjugate elec-
trospinning technology are split. So, when the oppositely
charged bers are encountered they can cross each other rather
than form a parallel Janus structure. We have tried to fabricate
Janus-structured bers by conjugate electrospinning utilizing
polyvinyl pyrrolidone (PVP) as the template. The detailed spin-
ning process is displayed in Video 1.† Multiple nanobers
ejected from the two spinnerets are divergent and combine to
cause product bers with fewer Janus structures. Based on this,
we speculate that if a high pairing rate of Janus-structured bers
is acquired by conjugate electrospinning, the jets at the nozzles
of the two relatively placed spinnerets cannot split.

In this article, poly(methyl methacrylate) (PMMA) is used to
manufacture Janus-structured bers, as the jet containing
PMMA is difficult to split on account of the high rigidity of the
PMMA molecular chain. [Fe3O4/PANI/PMMA]k[Eu(TTA)3(-
TPPO)2/PMMA] Janus-structured microbers and their array,
with tri-functionality for anisotropic conduction, magnetism
and uorescence, were fabricated by a facile conjugate electro-
spinning technology with a rotating metal rod as a collecting
device. Each Janus-structured microber in the array consists of
Fe3O4/PANI/PMMA as a conductive–magnetic section and
Eu(TTA)3(TPPO)2/PMMA as an insulating–luminescent section.
This Janus structure shows that rare earth complexes, Fe3O4

NPs and PANI only appear in their respective specied regions,
which helps to reduce adverse inuences from dark-colored
materials on the luminescent materials. For the sake of
showing the advantageous properties of the Janus-structured
microbers array, we also construct the composite microbers
array and non-array and the Janus-structured microbers non-
array as contradistinctive specimens under the same experi-
mental conditions. Finally, the morphology, internal structure
and properties of the specimens are characterized using a series
of modern techniques and some new and signicant results are
obtained.
Experimental section
Chemical reagents

Methylmethacrylate (MMA), aniline (ANI), (1S)-(+)-camphor-10
sulfonic acid (CSA) and ammonium persulfate (APS) were
bought from Aladdin Chemistry Co., Ltd. Benzoylperoxide
(BPO), triphenylphosphine oxide (TPPO), 2-thenoyltri-
uoroacetone (HTTA), N,N-dimethylformamide (DMF), tri-
chloromethane (CHCl3) and anhydrous ethanol were purchased
from Beijing Chemical Works. Europium oxide (Eu2O3,
99.99%), nitric acid (HNO3), ammonia (NH3$H2O), FeCl3$6H2O,
FeSO4$7H2O, oleic acid, NH4NO3 and polyethylene glycol (PEG,
Mw ¼ 20 000) were purchased from Sinopharm Chemical
Reagent Co., Ltd. All reagents were of analytical grade and used
as received. Deionized water was home-made.
This journal is © The Royal Society of Chemistry 2019
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Table 2 Composition of spinnable liquid 2

Spinnable liquid 2 Eu(TTA)3(TPPO)2/g PMMA/g DMF/g CHCl3/g

S2-a 0.0600 1.2000 1.8000 13.2000
S2-b 0.1800 1.2000 1.8000 13.2000
S2-c 0.3000 1.2000 1.8000 13.2000
S2-d 0.4200 1.2000 1.8000 13.2000
S2-e 0.5400 1.2000 1.8000 13.2000

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
A

pr
il 

20
19

. D
ow

nl
oa

de
d 

on
 7

/3
0/

20
25

 4
:0

5:
58

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
Fabrication of E–F–M tri-functional the Janus-structured
microbers array via conjugate electrospinning

Eu(TTA)3(TPPO)2 complexes, Fe3O4 NPs and poly(methyl
methacrylate) (PMMA) were prepared as in our previous
work.40,41 Two diverse spinnable liquids were fabricated for
preparation of the E–F–M tri-functional Janus-structured
microbers array. The spinnable liquid containing PANI,
Fe3O4 NPs, PMMA, DMF and CHCl3 was marked as spinnable
liquid 1. The manufacturing process for liquid 1 is as follows.
First, a certain mass of Fe3O4 NPs was dispersed ultrasonically
in 13.2000 g of CHCl3 for 45 min, then CSA, ANI, PMMA and
0.2000 g of DMF were added into the solution with magnetic
stirring for 48 h. This was named as liquid a. A certain amount
of APS was dispersed in 1.6000 g of DMF for 2 h to form liquid b.
Then, liquids a and b were placed in the refrigerator at 0 �C for
60 min. Aer this, liquid b was slowly decanted into liquid a in
an ice–water bath with magnetic stirring for 3 h. Finally, the
above liquid mixture was placed in the refrigerator at 0 �C
for 24 h, and liquid 1 for fabricating the conductive–magnetic
section of the Janus-structured microbers was acquired.

Eu(TTA)3(TPPO)2 complex, PMMA, DMF and CHCl3 constituted
the other spinnable liquid, whichwas dened as spinnable liquid 2.
In order to prepare spinnable liquid 2, PMMA and diverse mass
percentages of Eu(TTA)3(TPPO)2 were added into the mixture of
DMF and CHCl3, and then the solution was placed on a magnetic
stirring apparatus at 25 �C for 48 h. The specic doses of the
materials in spinnable liquid 1 and spinnable liquid 2 are presented
in Tables 1 and 2, respectively. The Janus-structured microbers
prepared by S1-akS2-a, S1-akS2-b, S1-akS2-c, S1-akS2-d, S1-akS2-e, S1-bkS2-c,
S1-ckS2-c, S1-dkS2-c, S1-ekS2-c and S1-fkS2-c were labeled as S1–S10,
respectively.

A conjugate electrospinning setup for the fabrication of the
Janus-structured microbers is presented in Fig. 1. Two high-
voltage, direct current power supplies outputting positive and
negative voltages, respectively, were used in the conjugate
electrospinning system. The two spinnable liquids were sepa-
rately injected into two 5 mL plastic syringes, which were
installed in opposite directions at a distance of about 10 cm,
and both were placed at an angle of about 45� from the hori-
zontal. Two plastic needles were used as the spinnerets. Two
pieces of copper wire were separately plunged into the spin-
nable liquids and used as the electrodes. A rotating metal rod
covered with aluminum foil, with a diameter of 1 cm, was used
as a collection device. The distance between the tips of the two
spinnerets was 12 cm and the applied voltages were +5 kV and
Table 1 Composition of spinnable liquid 1

Spinnable liquid 1 ANI/g CSA/g APS/g

S1-a 0.36 1.4400 0.7063
S1-b 0.48 1.9200 0.9369
S1-c 0.60 2.4000 1.1712
S1-d 0.72 2.8800 1.4064
S1-e 0.36 1.4400 0.7063
S1-f 0.36 1.4400 0.7063

This journal is © The Royal Society of Chemistry 2019
�5 kV, respectively. The nozzle-to-collector distance was kept at
about 18 cm and the rotation rate of the metal rod was 500
revolutions per minute. Environmental temperature and rela-
tive humidity were 20 � 2 �C and 20–40%, respectively.

When the high-voltage power supplies began to work, the
two kinds of spinnable liquids in the spinnerets were ejected
under the action of the electric eld. The Janus-structured bers
were obtained because of the interaction of opposite charges in
the two kinds of bers. Subsequently, the lower end of the
Janus-structured microber was pulled slowly towards the
metal rod and then was coiled around the metal rod using
a metal wire. Aer that, the motor speed was tuned from 0 to
500 revolutions per minute, stage by stage. Eventually, the
Janus-structured microbers array was collected. The dynamic
electrospinning process is vividly shown in Video 2.† To guar-
antee comparability, the two plastic syringes were equipped
with 3 mL of spinnable liquids in all of the electrospinning
processes for fabricating different specimens. Aer the liquids
were completely exhausted, the experiment was stopped.
Fabrication of counterpart contradistinctive specimens

To underline the preponderance of the fabricated Janus-
structured microbers array in displaying diverse properties,
the composite microbers array (coded as S11), Janus-structured
microbers non-array (named as S12) and composite microbers
non-array (termed as S13), as contradistinctive specimens, were
fabricated by conjugate electrospinning utilizing the rotating
metal rod and wire mesh for array and non-array specimens as
collecting devices, respectively. The composite microbers array
and non-array were prepared by isopycnic blending of spinnable
liquid 1 (S1-a) and spinnable liquid 2 (S2-c). Both the Janus-
structured microbers array (S3) and non-array (S12) were fabri-
cated by employing S1-akS2-c. Other conditions were the same as
for fabrication of the Janus-structured microbers array.
Fe3O4/g PMMA/g DMF/g CHCl3/g

0.4000 1.2000 1.8000 13.2000
0.4000 1.2000 1.8000 13.2000
0.4000 1.2000 1.8000 13.2000
0.4000 1.2000 1.8000 13.2000
1.2000 1.2000 1.8000 13.2000
3.6000 1.2000 1.8000 13.2000

RSC Adv., 2019, 9, 10679–10692 | 10681
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Fig. 1 Schematic diagram of the conjugate electrospinning setup and spinning course.

Fig. 2 XRD patterns of: (A) Fe3O4 NPs, (B) Janus-structured micro-
fibers array (S3) and (D) non-array (S12), (C) composite microfibers
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Characterization methods

The phase compositions of the as-obtained specimens were
identied by an X-ray powder diffractometer (XRD) with Cu Ka
radiation. A thermogravimetric analyzer and differential scan-
ning calorimeter (TG and DSC) were utilized to measure the
thermal stability of the Janus-structured microbers array (S3)
under air atmosphere, and the heating rate was kept at
10 �C min�1. Optical microscopy (OM) and scanning electron
microscopy (SEM) were used to observe the morphology and
microstructure of the specimens. Electrical properties of the
specimens were measured via the Hall effect measurement
system. UV-visible spectra of PANI and Fe3O4 were measured
using a UV-vis spectrophotometer. The magnetic and uores-
cence performances of the specimens were analyzed using
a vibrating sample magnetometer and uorescence spectro-
photometer, respectively. All of the above measurements were
performed at room temperature.
array (S11) and (E) non-array (S13). The PDF standard card of Fe3O4 is
also shown.
Results and discussion
X-ray diffraction analysis

The results of the XRD analysis of Fe3O4 NPs, the Janus-
structured microbers array (S3) and three contradistinctive
specimens are shown in Fig. 2. The reection peaks of the as-
prepared Fe3O4 NPs can be readily indexed to the cubic phase
of Fe3O4 (PDF#65-3107). No other characteristic diffraction
peaks for impurities were found. XRD patterns of the Janus-
structured microbers array and non-array and of the
composite microbers array and non-array, reveal that all of
them contain Fe3O4 NPs but the peak intensities are relatively
weak due to the presence of amorphous Eu(TTA)3(TPPO)2, PANI
and PMMA.
10682 | RSC Adv., 2019, 9, 10679–10692
Thermal analysis

TG and DSC curves of the Janus-structured microbers array
(S3) were measured, as indicated in Fig. 3. When the tempera-
ture rises from 25 �C to 200 �C, the weight loss of Janus-
structured microber arrays is 8.77% in initial heating owing
to volatilization of residual solvents and adsorbed water on the
surface of the specimen. As the temperature continues to rise
from 200 to 280 �C, Eu(TTA)3(TPPO)2, PANI and PMMA begin to
decompose, and the TG curve shows a slow weight loss of
11.34% until 280 �C. With further increase in temperature,
rapid combustion and decomposition of these organics occurs,
This journal is © The Royal Society of Chemistry 2019
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Fig. 3 TG andDSC curves of the Janus-structuredmicrofibers array (S3).
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between 280 �C and 354 �C, accompanied by an intense and
sharp exothermic peak in the DSC curve. The weight loss of the
specimen is 69.09% from 280 to 354 �C. When the temperature
exceeds 354 �C, no obvious weight loss from the TG curve and
no thermal peak from the DSC curve are found, and the total
weight loss of the specimen is 91.36%. The above results show
that the safe operating temperature of the Janus-structured
microbers array is lower than 200 �C.
Fig. 4 (A) SEM image and (B) histogram of diameter of the Janus-structur
a single Janus-structured microfiber.

This journal is © The Royal Society of Chemistry 2019
Morphology and structure of the specimens

Fig. 4A reveals the SEM image of the Janus-structured micro-
bers array (S3), in which it can be clearly observed that the
microbers are arranged in the same orientation. Fig. 4B is
a histogram of the diameter distribution of the Janus-structured
microbers, and the diameter is 10.92 � 0.11 mm. Optical
microscopy was used to more clearly observe the internal
structure of the Janus-structured microbers, as indicated in
Fig. 4C. One side of the Janus-structured microber is
composed of Eu(TTA)3(TPPO)2/PMMA as an insulating–lumi-
nescent section and the other side is formed with PANI/Fe3O4/
PMMA as a conductive–magnetic section. In order to further
investigate the structure of the Janus-structured microbers in
the array, EDS line scanning was also performed. As shown in
Fig. 4D, the S and Fe elements represent PANI and Fe3O4, which
only exist in the conductive–magnetic section of a Janus-
structured microber, while the Eu element, only discovered
in the insulating–luminescent section of a Janus-structured
microber, represents Eu(TTA)3(TPPO)2. The above analyses
further ascertain the Janus structure of the microbers.

The morphology of the composite microbers array, Janus-
structured microbers non-array and composite microbers
non-array was also observed, as shown in Fig. S1a, S1d and S1g,†
respectively. It can be seen that most of the composite bers are
directionally orientated, the Janus-structured microbers have
distinguishable Janus structure and the composite microbers
edmicrofibers array (S3). (C) OM image and (D) EDS line scan analysis of

RSC Adv., 2019, 9, 10679–10692 | 10683
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Fig. 6 Breaking strength test along (A) the length direction and (B) the
diameter direction of Janus-structured microfibers for the array.
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are disorderly stacked together. Fig. S1b, S1e and S1h† shows
the histograms of the ber diameters in the composite micro-
bers array, Janus-structured microbers non-array and
composite microbers non-array, respectively, the diameters
being 10.75 � 0.07 mm, 11.79 � 0.13 mm and 10.57 � 0.05 mm,
respectively. These values are very close to that of the Janus-
structured microbers in array. The OM image of a composite
microber is shown in Fig. S1c,† and it can be clearly seen that
the Eu(TTA)3(TPPO)2, PANI and Fe3O4 NPs are dispersed
throughout the whole composite microber. EDS line scanning
of the Janus-structured microbers in the non-array was also
carried out, as shown in Fig. S1f,† which is further proof of the
Janus structure of the microbers in the non-array.

Fig. 5A–C shows digital photographs of the real situation for
the exibility of the Janus-structured microbers array. It can be
seen that the bent Janus-structured microbers array can be
restored to its original shape without damage or breakage,
which indicates that the fabricated Janus-structured micro-
bers array has good exibility. The picture in Fig. 5D shows the
red uorescence emitted from the Janus-structured microbers
array under 362 nm excitation in darkness.

In order to study the mechanical stability of the prepared
specimen, the breaking strength test along the length direction
and diameter direction of the Janus-structured microbers was
measured, as illustrated in Fig. 6A and B, respectively. First, the
specimen was cut into 4 cm � 4 cm pieces, then two ends of the
specimen were xed using two clamps, and the contact area
between the clamp and the specimen was 0.5 cm � 4 cm. The
test results show that the specimen is stable and did not break
while the load weight in the length direction of the Janus-
structured microbers is less than 12.8994 g. However, the
specimen is broken when the load weight of the diameter
orientation of the Janus-structured microbers exceeds
2.2550 g. Consequently, the Janus-structured microbers array
can bear bigger tensile force in the length orientation than in
the diameter orientation.
Fluorescence performance

In order to investigate the uorescence performance of the
Janus-structured microbers array, a series of arrays including
different percentages of Eu(TTA)3(TPPO)2 complex were
prepared. The mass percentage of PANI to PMMA, and the mass
fraction of Fe3O4 to PMMA were separately xed at 30% and
0.3 : 1. The uorescence spectra of Janus-structured microber
Fig. 5 Photographs of real situations for the fabricated Janus-structured
microfibers array after bending. (D) The emission color of the Janus-stru

10684 | RSC Adv., 2019, 9, 10679–10692
arrays (S1–S5) with various mass ratios of Eu(TTA)3(TPPO)2 (5%,
15%, 25%, 35%, 45%, respectively) were obtained as depicted in
Fig. 7A and B. As shown in Fig. 7A, there is a wide excitation
band extending from 250 nm to 400 nm when the monitoring
wavelength is 615 nm. The p / p* electron transition of the
ligands produces the strongest peaks at 362 nm. The excitation
intensities of the Janus-structured microber arrays increase
with addition of more Eu(TTA)3(TPPO)2 when the mass ratios
are 5%, 15% and 25%. Then, as the amount of Eu(TTA)3(TPPO)2
complex continues to increase, the excitation intensities of the
Janus-structured microber arrays decrease. The reason for this
is the occurrence of uorescence quenching owing to the
introduction of too much rare earth complex in the polymeric
matrix.40 The emission peaks of the Janus-structured microber
arrays were acquired under excitation with 362 nm ultraviolet
light, as illustrated in Fig. 7B. Two major characteristic emis-
sion peaks for Eu3+ are identied at 592 and 615 nm, which
result from the energy level transitions 5D0 / 7F1 and 5D0 /
7F2, respectively. It can also be seen that the variation in the
regularity of the emission intensities is similar to that of the
excitation intensities of the Janus-structured microber arrays
with different mass ratios of Eu(TTA)3(TPPO)2. Thus, 25%
Eu(TTA)3(TPPO)2 is chosen as the optimum percentage to
prepare other Janus-structured microber arrays for further
study.

Fig. 8 indicates the uorescence decay curves of E–F–M
Janus-structured microber arrays with different mass ratios of
Eu(TTA)3(TPPO)2, which can be utilized to count the lifetime
and study the uorescence dynamics of the specimens. The
microfibers array: (A) flat and (B) bent. (C) A spread Janus-structured
ctured microfibers array under 362 nm excitation in darkness.

This journal is © The Royal Society of Chemistry 2019
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Fig. 7 (A) Excitation spectra monitored at 615 nm and (B) emission
spectra excited by 362 nm ultraviolet light for Janus-structured
microfiber arrays containing different mass percentages of
Eu(TTA)3(TPPO)2.

Fig. 8 Fluorescence decay dynamics of the 5D0 /
7F2 transitions (lem

¼ 615 nm) in the Janus-structured microfibers array with different
mass percentages of Eu(TTA)3(TPPO)2.
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specimens were excited at 362 nm and monitored at 615 nm,
and the curves follow a single exponential decay:

It ¼ I0 exp(�t/s)

where It and I0 represent the intensity at time t and the intensity
at t ¼ 0, respectively, and s represents the decay lifetime. The
average lifetime values (s/ms) of the fabricated specimens are
shown in Fig. 8. It is clear that the uorescence lifetime of 5D0

/ 7F2 transitions (lem ¼ 615 nm) in the Janus-structured
microber arrays is reduced with addition of more Eu(TTA)3(-
TPPO)2. With low complex content the majority of Eu(TTA)3(-
TPPO)2 can be homogeneously dispersed as molecular clusters
or nanoparticles in Eu(TTA)3(TPPO)2/PMMA microbers, which
generates the prolongation of uorescence lifetime of the Janus-
structured microber arrays. On introduction of more
Eu(TTA)3(TPPO)2 some agglomerates are formed in the matrix
of the polymers, while exciton migration among Eu(TTA)3(-
TPPO)2 molecules shortens the uorescence lifetime of Janus-
structured microber arrays.41

The uorescence properties of the Janus-structured micro-
bers arrays doped with differing percentages of PANI (S3, S6,
S7 and S8) were investigated, with the percentage of
This journal is © The Royal Society of Chemistry 2019
Eu(TTA)3(TPPO)2 and Fe3O4 to PMMA xed at 25% and 0.3 : 1,
respectively, as displayed in Fig. 9. It can be seen that the
uorescence intensities of the Janus-structured microbers
array decrease with addition of more PANI. Thus, the intensity
of the characteristic emission peaks for each specimen is
plotted to further observe the trend in the intensity of the
characteristic peaks of Eu3+ with increasing PANI content, as
shown in Fig. 9C. It can be clearly seen that the intensities of the
two emission peaks (5D0/

7F1 and
5D0/

7F2) are reduced with
the increase in PANI content. The reason for this is that PANI
incorporated in the Janus-structured microbers array has
strong absorption of both the excitation and emission light, as
shown in Fig. 9D, which shows the ultraviolet–visible absor-
bance spectrum of PANI. Thus, both ultraviolet light and visible
light can be absorbed by PANI. In order to more intuitively
observe the inuence of PANI content on the uorescence
intensity of the Janus-structured microbers array, a schematic
diagram of the situation with exciting and emitting light in the
array with diverse percentages of PANI is presented in Fig. S2.†
As PANI content increases, the color of the as-prepared Janus-
structured microbers array gradually deepens, and the
absorption of the excitation and emission light by PANI
becomes stronger. This eventually leads to the decrease in
uorescence intensity of the specimens. Fig. 10 shows the CIE
(Commission Internationale de l'Eclairage) chromaticity coor-
dinates diagram of Janus-structured microber arrays with
various percentages of PANI. It demonstrates that the emission
colors of Janus-structuredmicrober arrays shi a little with the
introduction of more PANI, due to the stronger absorption of
light at lower wavelength by PANI.

In addition, the Janus-structured microber arrays contain-
ing disparate mass ratios of Fe3O4 NPs (S3, S9 and S10), with the
percentages of Eu(TTA)3(TPPO)2 and PANI to PMMA xed at
25% and 30%, respectively, were prepared to investigate the
effect of different contents of Fe3O4 NPs on the uorescence
intensity of the Janus-structured microbers array. Fig. 11A and
RSC Adv., 2019, 9, 10679–10692 | 10685
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Fig. 9 (A) Excitation spectra monitored at 615 nm and (B) emission spectra excited by 362 nm ultraviolet light of Janus-structured microfiber
arrays containing different percentages of PANI. (C) The plot of intensities of characteristic emission peaks (5D0 / 7F1,

5D0 / 7F2) versus each
specimen containing different mass fractions of PANI. (D) Ultraviolet-visible absorbance spectrum of PANI.
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B show excitation spectra monitored at 615 nm and emission
spectra excited by 362 nm light, respectively, for Janus-
structured microber arrays containing different mass ratios
Fig. 10 CIE chromaticity coordinates diagram of Janus-structured
microfiber arrays with differing percentages of PANI.

10686 | RSC Adv., 2019, 9, 10679–10692
of Fe3O4 NPs. The uorescence intensities of the Janus-
structured microber arrays decrease with addition of more
Fe3O4 NPs. To clearly observe the trend in intensity of the
characteristic peaks of Eu3+ with introduction of more Fe3O4

NPs, the intensity of the characteristic emission peaks for each
specimen are plotted in Fig. 11C. The intensity of the two
emission peaks (5D0 / 7F1 and 5D0 / 7F2) decreases upon
adding more Fe3O4 NPs. The reason for this is that the black
Fe3O4 NPs in the Janus-structured microber arrays have strong
absorption of the excitation and emission light. Fig. 11D shows
the ultraviolet-visible absorbance spectrum of Fe3O4 NPs and
both ultraviolet and visible light can be absorbed by the Fe3O4

NPs. A schematic diagram of the situation with regard to the
exciting light and emitting light in Janus-structured microber
arrays with various mass fractions of Fe3O4 NPs is shown in
Fig. S3,† further illustrating the effect of Fe3O4 content on
uorescence intensity. When the quantity of Fe3O4 NPs
increases, the colors of the as-prepared specimens are gradually
deepened and absorption of the excitation and emission light
by the Fe3O4 NPs becomes stronger, resulting in a decrease in
the uorescence intensity of the specimens. The CIE chroma-
ticity coordinates diagram for Janus-structured microber
arrays with different mass fractions of Fe3O4 is given in Fig. 12.
This journal is © The Royal Society of Chemistry 2019
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Fig. 11 (A) Excitation spectra monitored at 615 nm and (B) emission spectra excited by 362 nm light for Janus-structured microfiber arrays. (C)
Plots of intensities of characteristic emission peaks (5D0 /

7F1,
5D0 / 7F2) for each specimen containing different mass fractions of Fe3O4 NPs.

(D) Ultraviolet-visible absorbance spectrum of Fe3O4 NPs.

Fig. 12 CIE chromaticity coordinates diagram of Janus-structured
microfiber arrays with various mass fractions of Fe3O4 NPs.

This journal is © The Royal Society of Chemistry 2019

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
A

pr
il 

20
19

. D
ow

nl
oa

de
d 

on
 7

/3
0/

20
25

 4
:0

5:
58

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
It shows that the emission colors of the Janus-structured
microbers array changes a little in the wake of adding more
Fe3O4 NPs, owing to the stronger absorption of light at lower
wavelengths by the Fe3O4 NPs.

The uorescence of the as-prepared Janus-structured
microber arrays was compared with that of three contradis-
tinctive specimens in order to illustrate the merits of the uo-
rescence performance of the arrays. As shown in Fig. 13, the
intensities of both the excitation and emission peaks of the
Janus-structured microbers array are higher than those of the
contradistinctive specimens. The emission intensity of the
Janus-structured microbers array is 1.21, 14.3 and 20.3 times
higher than that of the Janus-structured microbers non-array,
the composite microbers array and the composite microbers
non-array, respectively. This is a result of the strong absorption
of light from the introduction of PANI and Fe3O4 NPs. Fig. S4†
shows a schematic diagram for the exciting and emitting light
in the Janus-structured microbers array and three contradis-
tinctive specimens. As depicted in Fig. S4A,† the Janus-
structured microbers array consists of tightly connected and
oriented microbers. It is hard for the exciting light to pass
RSC Adv., 2019, 9, 10679–10692 | 10687
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Fig. 13 (A) Excitation spectra monitored at 615 nm and (B) emission spectra excited by 362 nm ultraviolet light of the Janus-structured
microfibers array and non-array and the composite microfibers array and non-array.
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through the upper layer to the lower layer in these arrays. Thus,
the emitting light is mainly derived from the upper Janus-
structured microbers. The Janus-structured microbers non-
array is composed of microbers that are arranged irregularly
and stacked together loosely, as shown in Fig. S4B.† In general,
sectional exciting light traverses the gaps among the upper
Janus-structured microbers to the lower Janus-structured
microbers, resulting in weakening of the exciting light
because of absorption by the upper Janus-structured micro-
bers. Similarly, the emitting light is also decreased. As
a consequence, the uorescence intensity of the Janus-
structured microbers non-array is a little weaker than that of
the Janus-structured microbers array. For this same reason,
the uorescence intensity of the composite microbers array is
slightly higher than that of the composite microbers non-
array. As indicated in Fig. S4C and D,† Eu(TTA)3(TPPO)2
complexes, PANI and Fe3O4 NPs are randomly dispersed in the
microbers, leading to decrease in the intensities of the exciting
and emitting light in the composite microbers array and non-
array owing to the strong light absorption by PANI and Fe3O4

NPs. For the Janus-structured microbers array and non-array,
the extraordinary Janus structure can assist in greatly weak-
ening the effect of PANI and Fe3O4 NPs on the uorescence
performance due to efficacious isolation of deep-colored
materials from the rare earth complexes. Therefore, the Janus-
Table 3 Saturation magnetizations of Fe3O4 NPs, Janus-structured mic
tinctive specimens

Specimen

Fe3O4 NPs
Janus-structured microbers array, (Fe3O4 : PMMA ¼ 0.3 : 1, S3)
Janus-structured microbers array, (Fe3O4 : PMMA ¼ 1 : 1, S9)
Janus-structured microbers array, (Fe3O4 : PMMA ¼ 3 : 1, S10)
Janus-structured microbers non-array, (Fe3O4 : PMMA ¼ 0.3 : 1, S12)
Composite microbers array, (Fe3O4 : PMMA ¼ 0.3 : 1, S11)
Composite microbers non-array, (Fe3O4 : PMMA ¼ 0.3 : 1, S13)

10688 | RSC Adv., 2019, 9, 10679–10692
structured microbers array and non-array have a much
stronger uorescence intensity than the composite microbers
array and non-array. These new discoveries clearly demonstrate
that Janus-structured microbers possess superior features to
composite microbers for construction of multifunctional
materials.
Magnetic analysis

The hysteresis loops for Fe3O4 NPs, Janus-structured microber
arrays with various mass ratios of Fe3O4 NPs and contradis-
tinctive specimens are revealed in Fig. S5,† and their saturation
magnetizations are listed in Table 3. As can be seen from Table
3, with the introduction of more Fe3O4 NPs, the saturation
magnetization of the Janus-structured microbers array is
increased from 1.52 emu g�1 to 15.44 emu g�1, showing that the
Janus-structuredmicrobers array has adjustable magnetism. It
is also observed that the Janus-structured microbers array (S3)
has a similar magnetic property to the contradistinctive speci-
mens, owing to their identical components.
Electrical conductance analysis

The electrical conductance of Janus-structured microber
arrays containing disparate percentages of PANI and contra-
distinctive specimens was measured by the Hall effect system,
rofibers arrays with various mass ratios of Fe3O4 NPs and contradis-

Saturation magnetization (Ms)/(emu g�1)

46.8
1.52
6.24

15.44
1.47
1.39
1.40

This journal is © The Royal Society of Chemistry 2019
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and the test method for measuring electrical conductance along
the X direction and Y direction of the microbers in the array is
depicted in Fig. 14, along with the length direction and diam-
eter direction of the Janus-structured microbers. As shown in
Fig. 14, the specimen is cut into a square measuring 1 cm �
1 cm and two pieces of tin sheet with an area of 0.4 cm � 1 cm
are pressed and xed onto the specimen using conducting
resin. Then, the two stylets of the measurement system are
pressed against the two tin sheets. The conductances in the X
and Y directions of the Janus-structured microber arrays
containing different percentages of PANI and the contradis-
tinctive specimens are listed in Table 4. These are calculated
with the formula: G ¼ I/U, where G, I and U represent the
conductance, electric current and voltage, respectively. As we
know, the key factor for the electrical conduction of PANI is the
charge transport through the conductive network.42,43 It can be
seen from Table 4 that the conductance of the Janus-structured
microbers array in the X direction increases with addition of
more PANI, but there is little change in conductance in the Y
direction. It is evident that the anisotropic conduction can be
modulated by introducing more PANI, and the conductance in
the X direction of the Janus-structured microber arrays con-
taining different percentages of PANI (S3, S6, S7, S8) is ca. 103,
Fig. 14 Test methods for electrical conductance along the (A) X directio

Table 4 Conductance of Janus-structured microfibers arrays containin

Specimen X (S) Y

Janus-structured microbers array
(S3, PANI : PMMA ¼ 30%) 1.71 � 10�6 5
(S6, PANI : PMMA ¼ 40%) 4.91 � 10�6 1
(S7, PANI : PMMA ¼ 50%) 2.08 � 10�5 1
(S8, PANI : PMMA ¼ 60%) 3.37 � 10�4 2

Composite microbers array
(S11, PANI : PMMA ¼ 30%) 1.42 � 10�8 1

Janus-structured microbers non-array
(S12, PANI : PMMA ¼ 30%) 1.38 � 10�6 2

Composite microbers non-array
(S13, PANI : PMMA ¼ 30%) 1.59 � 10�10 1

This journal is © The Royal Society of Chemistry 2019
104, 105, 106 higher than that in the Y direction. The ratio of
conductance in the X direction to that in the Y direction for the
composite microbers array is 9.4, showing weak anisotropy.
The conductance ratios of the X direction to the Y direction for
the Janus-structured microbers non-array and composite
microbers non-array are 0.65 and 0.83, respectively, which is
ca. 1, meaning that no anisotropy is found.

It is known from the literature that the anisotropic conduc-
tion of the prepared specimens is due to the fact that the elec-
trons can move unrestrained and unobstructed in the X
direction of the Janus-structured microbers array, but that the
movement of electrons in the Y direction is blocked due to the
presence of many interfaces in the array.8 As indicated in
Fig. 15A, each Janus-structured microber in the array is
composed of a conductive–magnetic section and an insulating–
luminescent section. The current ow direction is consistent
with the length direction of the Janus-structured microbers, so
the movement of electrons along the X direction is not hindered
and thus the high conductance of the Janus-structured micro-
bers array in the X direction is obtained. However, the
conductive–magnetic section is insulated from a large number
of insulating–luminescent sections in the Y direction, thus
impeding the movement of electrons and leading to low
n and (B) Y direction of the microfibers in array.

g disparate amounts of PANI, and contradistinctive specimens

(S) X/Y Anisotropic level

.75 � 10�10 2.97 � 103 Medium

.37 � 10�10 3.58 � 104 Medium

.69 � 10�10 1.65 � 105 Strong

.04 � 10�10 2.61 � 106 Very strong

.51 � 10�9 9.40 Weak

.11 � 10�6 0.65 None

.91 � 10�10 0.83 None

RSC Adv., 2019, 9, 10679–10692 | 10689
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Fig. 15 Conductive schematic diagram of Janus-structured microfibers array (A) and non-array (B), and composite microfibers array (C) and
non-array (D).

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
A

pr
il 

20
19

. D
ow

nl
oa

de
d 

on
 7

/3
0/

20
25

 4
:0

5:
58

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
conductance in the Y direction. Thus, the anisotropy of the
Janus-structured microber array is very strong. For the Janus-
structured microbers non-array, the microbers in the non-
array are randomly stacked together, as shown in Fig. 15B, so
the conductance of the Janus-structured microbers non-array
is similar in all directions owing to the uncertainty of the
current ow direction. This results in the Janus-structured
microbers non-array having almost no conductive anisot-
ropy. As seen in Fig. 15C and D, Eu(TTA)3(TPPO)2 and Fe3O4 NPs
are distributed throughout the microbers in the composite
microbers array and non-array, which hinders the formation
of PANI sequential conductive networks, resulting in the weak
conductive anisotropy for the composite microbers array and
no conductive anisotropy for the composite microbers non-
array. Therefore, adjustable and higher anisotropic conduc-
tion is obtained for the Janus-structured microbers array.

Based on the above results obtained, it is gratifying to nd
that the Janus-structured microbers array possesses higher
anisotropic conduction and enhanced uorescence intensity
than the Janus-structured microbers non-array, the composite
microbers array and the composite microbers non-array,
although they have similar magnetic properties.

Formation mechanism for the Janus-structured microbers
array

A sequence of conditional experiments has been performed to
increase the pairing rate of the Janus-structured bers. When
the distance between the two spinnerets is too far (>15 cm) or
the voltage is too low (<5 kV), the two oppositely charged bers
Fig. 16 Formation mechanism diagram for the Janus-structured microfi

10690 | RSC Adv., 2019, 9, 10679–10692
cannot attract each other to form a Janus-structured ber.
While the distance between the two spinnerets is xed at 15 cm,
if the voltage is too high or the viscosity of the spinnable liquid
is too low, jets from the spinnerets split into multiple bers,
which decreases the pairing rate of the Janus-structured bers.
Eventually, aer some experimental conditions are optimized,
the formation mechanism is proposed.

The formation mechanism diagram for the Janus-structured
microbers array is presented in Fig. 16. In the conjugate
electrospinning process, when the positive and negative volt-
ages are applied to the two spinnable liquids and the electric
eld force exceeds the critical value, the electrostatic force will
overcome the surface tension of the of the spinnable liquids.
This results in charged jets being ejected from two relatively
placed spinnerets, in which the jet is whipping due to the
instability of the electrospinning, as shown in Fig. 16a. Just two
strands of jets with opposite charges are ejected from the
nozzles, which are attracted and stuck together to form a Janus-
structured microber in the wake of some solvent evaporation,
and part of the jet is solidied. The newly produced Janus-
structured microber is approximately electroneutral
throughout the spinning process, making it subject to little
inuence from the electric eld force. When the Janus-
structured microber has fallen on the top of the metal wire,
the metal wire is slowly pulled down to ensure continuity of the
Janus-structured microber, as depicted in Fig. 16b. Finally, the
Janus-structured microber is coiled on the collector and the
speed controller is adjusted to make the speed up to 500 rpm.
Following the process of electrospinning, the Janus-structured
bers array.

This journal is © The Royal Society of Chemistry 2019
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microbers array with E–F–M tri-functionality is acquired, as
seen in Fig. 16c.
Conclusions

In summary, a conjugate electrospinning technique is estab-
lished to realize a high pairing rate for Janus-structured
microbers and their arrays with E–F–M tri-functionality of
adjustable electrically anisotropic conduction, magnetism and
enhanced uorescence. Each Janus-structured microber in the
array comprises PANI/Fe3O4/PMMA as a conductive–magnetic
section and Eu(TTA)3(TPPO)2/PMMA as an insulating–lumi-
nescent section. The diameter of the Janus-structured micro-
bers in the array is 10.92 � 0.11 mm. While the saturation
magnetizations of the specimens are similar, the uorescence
intensity of the Janus-structured microbers array is 14.3 and
20.3 times higher than the counterpart composite microbers
array and non-array, respectively, due to strong absorption of
light by introducing PANI and Fe3O4 NPs. In addition, the
Janus-structured microbers array has 1.21 times higher emis-
sion intensity than the Janus-structured microbers non-array
because of the oriented arrangement of the Janus-structured
microbers in the array. Moreover, the anisotropic conduction
andmagnetism of the Janus-structured microbers array can be
modulated by tuning the different percentages of PANI and
mass ratios of Fe3O4 NPs, respectively. More signicantly, the
preparation technique for the Janus-structured microbers can
be generalized to fabricate other Janus-structured multifunc-
tional materials.
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