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codoped micro–mesoporous
carbon derived from boat-fruited sterculia seed for
robust lithium–sulfur batteries†

Jian Wu,‡a Qi Zhang, ‡a Mo Li,a Jian Yan, bc Yong Zhang, bc Jiaqin Liu *ac

and Yucheng Wu bc

The diverse textures and tunable surface properties of abundant bioresources offer great opportunities to

utilize biochar materials as sulfur hosts for naturally boosting the electrochemical performances of Li–S

batteries. Herein, a N, S-codoped micro–mesoporous carbon was synthesized from boat-fruited

sterculia seed, and used as a sulfur host matrix for Li–S batteries. After sulfur infiltration (z62% sulfur)

and cell assembly, the obtained S/NSBC cathode shows outstanding discharge–charge performance,

good rate capability, and especially long cycling stability. A high initial discharge capacity of

1478 mA h g�1 was achieved at 0.1C, and the reversible discharge capacity was still retained at

649 mA h g�1 after 500 cycles at 0.5C with ultralow decay rate of 0.08% per cycle, and especially zero-

capacity-decay after 300 cycles. Such superior electrochemical performance of S/NSBC cathode is

attributed to the synergy of the unique 3D conductive micro–mesoporous frameworks and huge N, S-

codoped polar surface within the carbon matrix, which can physically confine the dissolved polysulfides

within the pore structures, and chemically anchor the polysulfides through chemical interaction between

lithium polysulfides and N and S sites, thus enabling the favorable reaction kinetics, efficient utilization of

sulfur, and effective mitigation of polysulfide diffusion and shuttling within the cathode. This work well

manifests the great feasibility and superiority of utilizing bioresources for high performance Li–S batteries.
Introduction

Lithium–sulfur (Li–S) batteries have recently attracted great
interest as a promising electrochemical device for energy
conversion and storage applications because of their high
theoretical specic capacity (1675 mA h g�1) and energy density
(�2500 W h kg�1), low-cost, and environmental friendliness.
Despite these advantages, the practical applications of Li–S
batteries is still impeded by several critical obstacles, including
the insulating nature of sulfur and its end-discharge products
(Li2S2/Li2S), large volumetric expansion/shrinkage (80%) during
discharge/charge process, and most seriously, severe poly-
suldes (Li2Sn, 4# n# 8) shuttling between cathode and anode
(shuttling effect), thereby leading to the low sulfur utilization,
short cycle life, anode corrosion, and poor mechanical integrity
logy, Hefei University of Technology, Hefei

g, Hefei University of Technology, Hefei,

aterials and Devices of Anhui Province,

tion (ESI) available. See DOI:

lly.

hemistry 2019
of the electrodes.1–4 Many strategies have been developed to
address these problems, including the design of novel cathode
materials, electrolytes, anode protections, and battery
structures.5–9

Incorporating sulfur into conductive host matrix, typically
porous carbon materials, is especially promising, because
porous carbon frameworks could not only effectively improve
the electrical conductivity of sulfur cathode, but also physically
conne the dissolved polysuldes within the cathode during
cycling.10–13 Various porous carbon materials, such as ordered
mesoporous carbon,14–16 carbon aerogels,17,18 carbon nano-
tubes,19–21 and a variety of porous carbon composites,22–24 have
already been employed as sulfur hosts to trap polysuldes
within pores while guaranteeing the electron pathway. None-
theless, migration of polysuldes is hard to be completely pre-
vented by physical connement of polysuldes within the voids
of porous carbon materials. Surface modication of the carbon
hosts by heteroatom doping has already been demonstrated to
effectively suppress the polysuldes shuttling because of the
chemical interaction between the polar lithium polysuldes
and hetero-doped sites on carbon surface.25–28 Various single- or
dual-heteroatom doping to tune the surface properties of
carbon host matrix have been extensively applied to boost the
electrochemical performance of Li–S batteries. Wang's group29

reported the functional groups of N-doped carbon composite
RSC Adv., 2019, 9, 15715–15726 | 15715
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enabled the strong chemisorption of lithium polysuldes on
electroactive sites within the cathode, leading to a greatly
improved electrochemical performance. Manthiram's group30

adopted the porous N, S-codoped graphene sponge as a 3D
conductive scaffold to accommodate the dissolved lithium
polysuldes and obtain the Li/polysuldes batteries electrodes.
Compared with the rGO, S-doped and N-doped graphene elec-
trodes, the N, S-codoped graphene electrode realized higher
energy density and longer cyclic life, which could be attributed
to the chemical binding of lithium polysuldes to N and S sites
in graphene, suppressing the sulfur loss during the discharge/
charge process.

Biomass-derived biochar materials have been recently
investigated as sulfur hosts for Li–S batteries thanks to their
low-cost, resource abundance, simple preparation, and envi-
ronment friendliness. Various biochar materials derived from
pomelo peel,31 litchi shell,32 cherry pit,33 corncob,34 coconut
shell,35 mushroom,36 silk cocoon,37 rice husk,38 gelatin,39 etc.
have been synthesized by carbonizing the natural frameworks
of biomass, and successfully applied in Li–S batteries as the
conductive sulfur host matrix. The textural and compositional
characteristics of biomass have signicant impact on the
morphologies, microstructures and surface properties of the
prepared biochar.35,40 Diverse biomass precursors combined
with different preparation processes may derive out different
types of biochar with particular microstructures and surface
properties, thus offering great opportunities to develop and
utilize biochar materials in rechargeable Li–S battery.

Boat-fruited sterculia seed (BSS) is a tropical herb of the
Sterculiaceae family, mainly distributed in Indonesia, Malaysia,
Vietnam, as well as Southeast China, and commonly used in
traditional Chinese medicine to treat many diseases,41 such as
hoarseness of voice, sore throat, and etc. It is worth noting that
the BSS has a quite high water-absorbing capacity, similar to the
“compressed sponge”, bringing about striking volume expan-
sion aer water-absorption (Fig. S1†) due to its inherent texture.
This characteristic may enable the BSS-derived carbon with
peculiar microstructures to be an ideal potential sulfur host.
Herein, we developed a micro–mesoporous N–S codoped BSS-
derived carbon (NSBC) by a two-step procedure of carboniza-
tion–activation combined with N, S-codoping. Aer loading
sulfur into the pores of NSBC (�62% sulfur content), the S/
NSBC cathode presented outstanding discharge–charge
performance, high rate capability, and long cycling stability,
with an initial discharge capacity of 1478 mA h g�1 at 0.1C, an
average capacity decay as low as 0.08% per cycle for 500 cycles,
and especially zero-capacity-decay aer 300 cycles at 0.5C. To
the best of our knowledge, such superior electrochemical
performance and high cycling stability have rarely been re-
ported with regarding to the biochar-based sulfur cathodes.

Experimental section
Synthesis of BC

The BSS used in this work was produced in Guangdong
province of China. Aer removing the kernel, the BSS powder
was put into a Teon-lined autoclave and maintained at
15716 | RSC Adv., 2019, 9, 15715–15726
180 �C for 6 h by hydrothermal treatment. The resulting
brownish black precipitate was ltered, washed, and dried at
60 �C. Aerwards, the obtained precursor was mixed with 5 M
potassium hydroxide–ethanol solution for 18 h under
vigorous stirring with 3 : 1 mass ratio of precursor to KOH,
then the dried mixture was simultaneously carbonized and
activated at 800 �C for 2 h at a heating rate of 5 �C min�1

under argon. Finally, the obtained black precipitate was
washed with 1 M HCl and deionized water, and dried over-
night at 60 �C to obtain the BSS-derived carbon (denoted as
BC).
Preparation of NSBC

A slurry was obtained by mixing BC with 50 mg ml�1 thiourea
solution with carbon to thiourea mass ratio of 1 : 4 under
vigorous stirring at 80 �C. Then, the slurry was heat-treated at
800 �C for 3 h under argon at a heating rate 5 �C min�1. The
resulting product was washed with 1MHCl and deionized water
successively, and dried overnight at 60 �C to obtain the N, S-
codoped BSS-derived carbon (denoted as NSBC).
Fabrication of S/NSBC cathode

The S-inltrated NSBC composite (denoted as S/NSBC) was
fabricated using a melt-diffusion strategy by mixing sulfur with
NSBC in a weight ratio of 65 : 35. Then, the hybrid was ground
and heat-treated in a steel container at 155 �C for 12 h. The
cathode slurry was obtained by ball milling 80 wt% S/NSBC,
10 wt% Super P and 10 wt% poly(vinylidene uoride) binder
in N-methyl-2-pyrrolidone solvent. The uniform slurry was cas-
ted onto an aluminum foil substrate, dried at 60 �C overnight,
and punched into pieces with a diameter of 12 mm and an
average areal sulfur mass of 1.3–1.5 mg cm�2. For comparison,
the S/BC composite was also fabricated following the same
procedure. Specically, the preparation process of NSBC and S/
NSBC cathode is illustrated in Scheme 1.
Materials characterization

The morphologies and structures of the as-prepared samples
were characterized using scanning electron microscopy (SEM,
SU8020, Hitachi) and transmission electron microscopy (TEM,
JEM-2100F, JEOL). The elemental distributions were investi-
gated by energy dispersive spectrometry (EDS). The structural
features were identied by X-ray diffraction (XRD, D/Max-2500V,
Rigaku), Raman spectroscopy (LabRAM HR Evolution, Horiba)
and X-ray photoelectron spectroscopy (XPS, ESCALAB 250Xi,
Thermo Scientic). Thermogravimetric Analysis (TGA) was
conducted on a thermal analysis instrument (Pyris 1 TGA, Per-
kinElmer, USA) at a heating rate of 10 �C min�1 in air. Nitrogen
adsorption–desorption isotherms were measured using an
automated surface area and porosity analyzer (Quadrasorb evo,
Quantachrome, USA) for calculating the specic surface area
(SBET), total pore volume (TPV), and pore diameter distribution
(PSD) based on the density functional theory (DFT).
This journal is © The Royal Society of Chemistry 2019
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Scheme 1 Schematic for the preparation of BC, NSBC, S/NSBC and the assembled Li–S cells with S/NSBC cathode.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

0 
M

ay
 2

01
9.

 D
ow

nl
oa

de
d 

on
 7

/2
1/

20
25

 1
2:

05
:3

7 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
Cell assembly and electrochemical measurements

CR 2032 coin-cells with S/NSBC composite as the cathode,
a Celgard 2500 membrane as the separator, and a Li foil as the
anode were assembled in an Ar-lled glove box (see the cell
structure, Scheme 1). A 1.0 M lithium bis(tri-
uoromethanesulfonyl)imide (LiTFSI) in 1,3-dioxolane (DOL)
and 1,2-dimethoxyethane (DME) at 1 : 1 volume ratio with
1.0 wt% LiNO3 additive was used as the electrolyte, and the
electrolyte/sulfur ratio (E/S) of assembled coin cells was xed to
be 12 : 1 (mL mg�1). Cyclic voltammograms (CVs) and electro-
chemical impedance spectroscopy (EIS) plots were collected on
an electrochemical workstation (Autolab PGSTAT302N). Galva-
nostatic discharge/charge cycling tests were performed using
a Land battery test system (Wuhan Land Electronic Co., China)
within the voltage range of 1.7–2.8 V (vs. Li/Li+). The specic
capacities are calculated based on the sulfur mass and the
theoretical capacity of sulfur (1675 mA g�1).
Results and discussion

The NSBC powder was prepared via a two-step procedure of
carbonization–activation combined with N, S-codoping by using
hydrothermally treated BSS as the carbon precursor and thio-
urea as the heteroatom source. Aer the simultaneous
carbonization–activation of carbon precursor, the as-prepared
BC powder shows a 3D interconnected porous structure with
quite smooth surface and an average size of several microns
(Fig. S2a†), and only contains element C according to the EDS-
mapping spectrum (Fig. S2b†). Compared to pristine BC, NSBC
displays no distinct differences in structure and surface
morphology (Fig. 1a and b), but contains trace amounts of N
and S in addition to the element C (Fig. 1c–e matched with
Fig. 1a), implying the effective doping of both element N and S.
Both nitrogen and sulfur maps conrm the uniform distribu-
tion of doping element in the NSBC, and well match with
carbon map. The typical HRTEM images (Fig. 1f and g) clearly
show large number of micro–mesopores (white spots) within
This journal is © The Royal Society of Chemistry 2019
the NSBC, which is consistent with the type I adsorption–
desorption isotherm collected for the NSBC (Fig. 2a). Massive
micro–mesopores within the NSBC contribute a high SBET of
2133.64 m2 g�1 with Smicro of 1920.55 m2 g�1. The TPV of NSBC
reaches up to 1.076 cm3 g�1 with Vmicro of 0.794 cm3 g�1, which
allows the NSBC to have a theoretical sulfur loading of 66.2 wt%
based on the density of liquid sulfur (1.82 g cm�3).35,42 PSD data
of NSBC (Fig. 2b) show that the sharp peak locates at 1.76 nm,
and most pores inside are less than 3 nm, conrming the
characteristic micro–mesoporous structure of NSBC.

The structure and component of NSBC and BC were
further determined by XRD, XPS and Raman spectroscopy.
XRD patterns of both show a broad peak between 15 and 30�,
indicating their characteristic of amorphous structure
(Fig. 2c). Raman spectra of both show two prominent peaks
located at 1350 and 1580 cm�1, which correspond to the D
and G band of carbon (Fig. 2d). The D band is attributed to
the disordered sp2 linked with sp3 carbon or defective
graphitic structure, and G band is assigned to the graphite-
like sp2 carbon.34,43 The relative intensity of ID/IG indicates
the disorder degree of carbon materials. The ID/IG values for
BC and NSBC were calculated to be 0.97 and 1.10. The higher
ID/IG for NSBC indicates that more defective structures were
developed in NSBC induced by the introduction of substan-
tial dopant atoms. In the XPS spectrum for NSBC (Fig. 3a), a C
1s peak (284.8 eV), an O 1s peak (533.3 eV), a N 1s peak (399.4
eV), and two S peaks (S 2p at 164.2 eV, S 2s at 227.2 eV) can be
clearly discerned. As estimated by XPS data, the NSBC has
a nitrogen doping level of 2.74% and sulfur doping level of
1.68%. In C 1s spectrum of the NSBC (Fig. 3b), four individual
component peaks at 284.7, 286.0, 287.2, 289.3 eV are
assigned to C–C/C]C, C–N/C–O/C–S, C]O and O–C]O,44

respectively, demonstrating the successful codoping of N and
S heteroatoms into the carbon framework. The N 1s spectrum
of NSBC (Fig. 3c) can be divided into four tted peaks at
398.8 eV, 400.2 eV, 401.7 eV, and 405.3 eV, corresponding to
pyridinic N, pyrrolic N, quaternary N and oxidized N,43,45

which are typically observed in N-doped carbon materials.
RSC Adv., 2019, 9, 15715–15726 | 15717
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Fig. 1 Morphological and compositional characterizations for NSBC and S/NSBC: (a and b) SEM images of NSBC, (c–e) EDS mapping for the
element C, N, and S, and HRTEM images for (f and g) NSBC and (h and i) S/NSBC.
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Among them, the pyridinic N and pyrrolic N can generate
strong chemical interaction with polar lithium poly-
suldes.27–29 For the S 2p spectrum (Fig. 3d), S 2p can be
deconvoluted into three peaks located at 163.9, 165.2, and
168.5 eV, which could be ascribed to S 2p3/2 and S 2p1/2 of
sulfur groups (–C–S–C–), and oxidized sulfur species (–C–
SOx–C–).44,46 The S-doped sites can increase the
Fig. 2 Nitrogen adsorption–desorption isotherms (a), DFT pore size distr
Raman spectrum (d) of NSBC, BC, S/NSBC and S/BC.

15718 | RSC Adv., 2019, 9, 15715–15726
chemisorption of polysuldes with nonpolar carbon matrix
through chemical binding of Sx

2�-doped S.28,30 In order to
visually examine and compare the polysulde-trapping
capability of NSBC and BC, a visual discrimination test was
performed by dispersing NSBC or BC (20 mg) into the Li2S6 in
DOL/DME solution (3 mM), and then comparing the solution
color variation aer aging for 12 h, as shown in Fig. 4.
ibution (PSD) profiles (b) of NSBC and S/NSBC, and XRD patterns (c) and

This journal is © The Royal Society of Chemistry 2019
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Fig. 3 XPS spectra of NSBC. Survey spectrum (a) and high-resolution spectra for C 1s, N 1s and S 2p (b–d).
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Compared with the blank Li2S6 solution, the solution with BC
changed from deep yellow to canary yellow. In contrast, the
solution with NSBC became colorless transparent, demon-
strating that introducing highly electronegative N and S
atoms into carbon lattice indeed endows the NSBC with
stronger affinity to absorb polysulde species. Therefore,
compare to BC, the NSBC is more capable of suppressing the
diffusion of polysuldes and improving the utilization of
sulfur. All characterization results of NSBC indicate that such
3D conductive frameworks with massive micro–mesopores
and huge N, S-codoped polar surface should be competent
enough to serve as a robust sulfur host.
Fig. 4 Visual polysulfide adsorption test: digital images of Li2S6 in DOL/D
after aging for 12 h.

This journal is © The Royal Society of Chemistry 2019
The mechanism of interaction between NSBC and lithium
polysuldes was further studied by density functional theory
(DFT) calculation (see ESI† for computational methods). As
shown in Fig. 5, the adsorption energies (Ead) of S8, Li2S8, Li2S6,
Li2S4, Li2S2 and Li2S on BC are �1.36 eV, �1.46 eV, �1.12 eV,
�0.49 eV, �1.40 eV and �1.30 eV, respectively. Meanwhile, the
Ead of those on NSBC are �1.49 eV, �1.67 eV, �1.41 eV,
�1.22 eV, �1.60 eV and �1.69 eV, respectively. The comparison
shows that the latter series of data is higher than the former.
The DFT calculation result reveals that the NSBC has stronger
adsorption on lithium polysuldes. It is worth noting that, for
the coordination of lithium polysulde with the NSBC surface,
ME solution (3 mM) initially mixed with NSBC or BC powder (20mg) and

RSC Adv., 2019, 9, 15715–15726 | 15719
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Fig. 5 The adsorption energies (Ead) of S8, Li2S8, Li2S6, Li2S4, Li2S2, Li2S on BC and NSBC.
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the interaction between Li and the N and S atoms coexists.
Furthermore, XPS was performed to shed light on the interac-
tion between NSBC and lithium polysuldes (the Li2S6 was
selected as the model for lithium polysuldes). The Li2S6@-
NSBC for XPS analysis was obtained by ltrating the powder
aer the visual polysulde adsorption test, and further dried
under vacuum. The Li 1s spectrum of Li2S6@NSBC (Fig. S3b†)
shows an additional peak at 56.2 eV with a +0.9 eV shi
compared to the peak at 55.3 eV in the Li 1s spectrum of Li2S6
(Fig. S3a†), which can be assigned to Li–N bond.47,48 In the S 2p
spectrum of Li2S6 (Fig. S3c†), two tted peaks located at 161.8 eV
and 163.2 eV correspond to the terminal sulfur (ST) and
bridging sulfur (SB),49,50 respectively. In the S 2p spectrum of
Li2S6@NSBC (Fig. S3d†), the SB was not tted since the binding
energies of SB overlaps with that of doped S, and the peak of ST
exhibits a +0.8 eV shi compared to the ST in Li2S6, indicating
a decrease in electron density on the ST due to its interaction
with doped sulfur in NSBC.50 Meanwhile, the peaks at 166–
172 eV could be ascribed to the S–O bonds.51,52 Based on the
above analysis, it could be concluded that the interaction
between lithium polysuldes and N and S sites coexists.

Then, sulfur was inltrated into the host matrix of NSBC via
a melt-diffusion strategy. The obtained S/NSBC composite was
rstly examined by SEM and TEM. The SEM images of S/NSBC
(Fig. S5a and b†) show no evident difference in contrast with
that of NSBC (Fig. 1a and b), indicating the successful encap-
sulation of sulfur within the inner pores of NSBC. The
15720 | RSC Adv., 2019, 9, 15715–15726
corresponding EDS mapping (Fig. S5c–e†) clearly corroborates
that sulfur is homogeneously dispersed in the NSBC host
matrix, and again conrms the effective nitrogen-doping of
NSBC. Similar SEM result was also observed on S/BC composite
(Fig. S6†), showing no obvious difference from that of BC, and
conrming the effective sulfur inltration as well. The HRTEM
images of S/NSBC agree well with the SEM result that micro–
mesopores (white spots) presented in the NSBC (Fig. 1f and g)
almost disappeared in the S/NSBC (Fig. 1h and i). Besides, the
color of S/NSBC becomes darker because of the sulfur inltra-
tion into the pores of NSBC. Then, the S/NSBC and S/BC were
further determined by XRD, TGA, nitrogen adsorption/
desorption test and Raman spectroscopy. The characteristic
diffraction peaks associated with the crystalline sulfur nearly
disappeared in the patterns of both S/NSBC and S/BC (Fig. 2c),
suggesting the effective encapsulation of sulfur into the micro–
mesopores of carbon materials aer sulfur inltration. TGA
plots (Fig. S7†) of S/NSBC delivers a mass loss of �62 wt% from
200 to 500 �C, which is ascribed to the thermal evaporation of
sulfur from S/NSBC. In addition, the TGA plot of S/NSBC shows
a slightly lower evaporating speed and higher sulfur evaporating
temperature than that of S/BC, which possibly dues to the
interaction between the sulfur and the doped (N and S) atoms.
SBET and TPV of S/NSBC composite dramatically declined to
38.55 m2 g�1 and 0.024 cm3 g�1 (Fig. 2a), and all micro–meso-
pores in S/NSBC disappeared (Fig. 2b), revealing that inner
pores have been lled up with sulfur. Raman peaks of sulfur did
This journal is © The Royal Society of Chemistry 2019
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not appear in the spectrum of S/NSBC and S/BC (Fig. 2d) due to
the disturbance of the massive micro–mesopores on the Raman
signals of the encapsulated sulfur.53 All characterization results
of S/NSBC manifest the effective inltration of sulfur into the
pores of the NSBC.

Li–S cells were assembled to evaluate the electrochemical
performance of the S/NSBC composite as cathode materials (see
the cell structure in Scheme 1). The CVs of the cells with S/NSBC
cathode were collected at a scan rate of 0.1 mV s�1 within the
voltage range of 1.7–2.8 V for the rst ve cycles, as shown in
Fig. 6a. Two well-dened reduction peaks during the cathodic
scans at around 2.3 and 2.0 V correspond to the stepwise
reduction of sulfur (S8) molecules to soluble long-chain poly-
suldes (Sn

2�, 4 # n # 8), and further to insoluble short-chain
polysuldes (Li2S2/Li2S).10,28 In addition, an extra broad and low
reduction wave at 1.8 V appeared in the rst cathodic scan
because of the irreversible reduction of LiNO3 in the electrolyte
and the formation of protecting layer on the solid–electrolyte
interface.2,54 During the reverse anodic scans, there is only one
oxidation peak centered at around 2.35 V, which corresponds to
the reverse oxidation of Li2S2/Li2S back to polysuldes and
sulfur. The oxidation peak position remains stable at 2.35 V
during the rst ve cycles, while two reduction peaks located at
2.27 and 2.01 V in the rst scan are shied to 2.30 and 2.04 eV in
subsequent cycles, indicating a reduced polarization of the cell.
With increase of cycle number, the CVs show no distinct change
Fig. 6 (a and b) CVs of the initial five cycles at 0.1 mV s�1 and (c and d) v
NSBC or S/BC cathode.

This journal is © The Royal Society of Chemistry 2019
in terms of shape and peak position, indicating high electro-
chemical reversibility and stability of S/NSBC cathode. In
addition, it could be found by comparing the CVs between S/
NSBC and S/BC (Fig. 6a and b) that the CVs of S/NSBC present
sharper and more intensive reduction and oxidation peaks,
manifesting the enhancement of capacity and reaction kinetics
of S/NSBC compared with S/BC electrode.

The GDC voltage proles of S/NSBC at 0.1C, as shown in
Fig. 6c, present two distinct discharge plateaus at around 2.30,
2.04 V and only one charge plateau at around 2.35 V, which
correspond to the two reduction peaks and one oxidation peak
in the CVs. Besides, it should be noticed that a slight plateau
(the third discharge plateau) emerged at the terminal stage of
the discharge process, which is ascribed to the deep reduction
of low-order polysuldes (Sn

2�, 2# n# 3) to Li2S,55 contributing
part of the theoretical capacity of sulfur electrode. Generally,
such third discharge plateau could be detected in microporous
C/S composite at a relatively low rate. Thus, the third discharge
plateau presented in the GDC plot of S/NSBC conrm the
abundance of micropores within the NSBC and deep reduction
of polysuldes within the S/NSBC cathode. As a result, the
initial discharge and charge capacities of S/NSBC electrode
achieved 1478 and 1352 mA h g�1 respectively at 0.1C rate, with
a coulombic efficiency (CE) of 91.5%. Such a high discharge
capacity (close to 90% of the theoretical capacity of sulfur)
indicates the deep lithiation of NSBC-conned sulfur in S/NSBC
oltage profiles of the initial five cycles at 0.1C for Li–S cells with the S/

RSC Adv., 2019, 9, 15715–15726 | 15721
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cathode.35 As the cyclic discharge–charge proceeds, the insol-
uble products of Li2S2/Li2S gradually block the carbon frame-
work and decrease the efficiency of sulfur electrode, thus
resulting in the weakening of the third discharge plateau.
Moreover, it is clear that the capacity of S/NSBC is substantially
higher than that of S/BC electrode at the same rate of 0.1C
(Fig. 6c and d), and the voltage hysteresis (DE) of S/NSBC is
smaller than that of S/BC cathode (179 vs. 207 mV, Fig. S8†),
revealing the capacity enhancement and lower polarization of S/
NSBC in comparison of S/BC electrode.

The long-term cycling stability of S/NSBC cathode was tested
at 0.5C, as shown in Fig. 7a and S9a.† The initial specic
discharge capacity was 1089 mA h g�1, and decayed to
982 mA h g�1 aer 3 cycles, representing a fast capacity decay
(CD) of 9.84% during the initial several cycles, probably due to
the solution loss of surface-adsorbed sulfur and dissolution of
polysuldes from macropores into the electrolyte.4,7 From the
4th to 100th cycles, the discharge capacity decreased from 982 to
730 mA h g�1 with CD of 25.6%, and then to 657 mA h g�1 at the
300th cycle with extremely low CD of 6.4% for 200 cycles, and
most notably and incredibly, the discharge capacities of S/NSBC
cathode remain nearly constant from 300th (657 mA h g�1) to
500th cycles (649 mA h g�1), that is, the S/NSBC electrode basi-
cally achieves zero-capacity-decay for 200 cycles, which has
rarely been reported in all published works associated with the
biochar based S/C electrodes. Besides, the CE of the S/NSBC
electrode remained close to 100% throughout the whole
cycling process. In comparison, the cycling stability of S/BC
Fig. 7 (a) Cycling performance (at 0.5C), (b) rate performance at differe
0.5C) for Li–S cells with the S/NSBC or S/BC cathode (insets are the equ

15722 | RSC Adv., 2019, 9, 15715–15726
cathode is obviously lower than that of S/NSBC cathode
(Fig. 7a and S9†). The initial discharge capacity of S/BC cathode
was 967 mA h g�1, and then decayed continuously during the
whole cycling. Aer 500 cycles, the S/BC cathode only retains
a capacity of 359 mA h g�1. Over the 500 cycles at 0.5C, the
decay-rate of 0.08% per cycle for S/NSBC cathode is dramatically
lower than that of S/BC cathode (0.126% per cycle). The superior
cycling stability of S/NSBC to that of S/BC cathode could be
attributed to the chemical interaction of lithium polysuldes
with N and S sites, thereby suppressing the diffusion and
shuttling of polysuldes and improving the utilization of sulfur.
To further verify the application perspective of NSBC, the areal
sulfur mass of S/NSBC cathode was increased to 2.8–3.0 mg
cm�2. As shown in Fig. S10,† the S/NSBC cathode still delivers
a high initial specic capacity of 934 mA h g�1 at 0.5C, and still
retained a stable discharge capacity of 526 mA h g�1 aer 200
cycles, demonstrating the potential of NSBC for application.

The rate capability of S/NSBC cathode was also appraised by
gradually increasing the charge–discharge current density from
0.1C to 2C every 10 cycles, as illustrated in Fig. 7b. The
discharge capacities of S/NSBC electrode were 1464, 918, 793,
716, and 620 mA h g�1 at current densities of 0.1C, 0.2C, 0.5C,
1C, and 2C, respectively. When the rate is returned back to 0.1C,
the discharge capacity can be recovered to �950 mA h g�1. The
rate performance of S/BC cathode was examined as well
(Fig. 7b). Even though the discharge–charge capacities of S/BC
are lower than that of S/NSBC electrode at the same rate, it
exhibited similar rate performance to that of S/NSBC. Such good
nt current densities, and (c and d) EIS plots before and after cycling (at
ivalent circuit models).

This journal is © The Royal Society of Chemistry 2019
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rate performances of S/C cathodes reveal the highly stable
framework and good conductivity of the BSS-derived carbon
matrix.

EIS measurements were carried out to further investigate the
electrochemical kinetics process of both S/NSBC and S/BC
electrodes before discharge and aer 20 discharge–charge
cycles at 0.5C in the frequency region from 100 mHz to 100 kHz.
The EIS plots and the equivalent circuits used to t the involved
resistance values are presented in Fig. 7c and d, and the
simulated values are listed in Table S1.† The plots of both S/
NSBC and S/BC electrodes prior to discharge present
a depressed semicircle at high frequency (HF) region attributed
to the interface charge transfer resistances (Rct) and a sloped
line at low frequency (LF) region associated with the Li+ diffu-
sion at the electrode interface (Warburg impedance Wo).6,56 The
intercept at HF region on the real axis represents the electrolyte
resistance (Re), and obviously that the Re in both cells are almost
equal before cycling, and increased slightly aer cycling due to
the higher viscosity and lower ion mobility resulted from the
polysuldes dissolution into the electrolyte, and the irreversible
deposition of insulating Li2S/Li2S2 onto the active surface of the
electrode during cycling,47 thereby leading to a slightly slower
ion/electron transfer kinetics. Similarly, the Wo of both cells
increased evidently aer 20 cycles compare to that of the cells in
before-discharge state, which is also because of the Li2S2/Li2S
layer deposition on the surface of the cathode.56,57 Different
from the plots collected before cycling, there are two depressed
semicircles in the HF region of both plots measured at full
charged state aer 20 cycles. The former semicircle is attributed
to the resistance (Rs) and capacitance (CPE1) on electrolyte/
electrode interface resulting from the irreversible Li2S2/Li2S
layer deposition onto the electrode surface, and the latter
semicircle mainly involves the charge transfer resistance (Rct)
Fig. 8 Surface morphologies of S/NSBC (a and b) and S/BC (c and d) el

This journal is © The Royal Society of Chemistry 2019
and capacitance (CPE2). The Rct of both cathodes decrease
evidently aer cycling, which could be attributed to the well
activation of cathodes as well as the redistribution of active
materials on the surface of cathodes.58,59 Besides, the tting
results show that the overall impedances including Rct, Rs, Re

andWo of the cell with S/NSBC cathode are smaller than that of
cell with S/BC cathode before and aer cycling, demonstrating
a faster Li+ diffusion and charge transfer process, that is, an
improvement of electrochemical kinetics within the S/NSBC
cathode.

Additionally, the S/NSBC and S/BC cathodes in the initial
state and aer 50 cycles at 0.5C were characterized using SEM
with EDS mapping to declare the strong connement of active
sulfur within NSBC. As can be seen by comparing that aer
discharge–charge cycling (Fig. 8), the electrode structure
becomes condensed and rigid and maintains good integrity,
and also no agglomeration of sulfur could be observed, mani-
festing the uniform passivation layer grown on the cathode
surface. Besides, the sulfur contents in S/NSBC and S/BC were
almost identical at initial state (Fig. S11 and Table S2†), while
aer cycling, the sulfur content for S/BC cathode declined to
38.2%, and the sulfur content of S/NSBC still maintained at
44.1%. The relatively lower sulfur loss in S/NSBC versus S/BC
electrode during cycling demonstrates the stronger conne-
ment of sulfur species within NSBC due to chemical interaction
of N and S sites with polysuldes, thus enabling the S/NSBC
cathode with higher utilization of sulfur, better cycling
behavior and higher capacity retention.

Last, a comparison of the electrochemical performances of S/
NSBC cathode with that of S/C cathodes based on different
biomass-derived carbons31–39,60–62 and other typical carbona-
ceous materials63–65 was summarized in Table S3.† It is grati-
fying that the overall electrochemical performances S/NSBC
ectrodes before cycling and after 50 cycles at 0.5C.

RSC Adv., 2019, 9, 15715–15726 | 15723
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cathode developed in this work is comparable to the best
performances reported. The superior electrochemical perfor-
mance of S/NSBC could be attributed to the advantages in the
unique structure and surface properties of the carbon substrate.
Such 3D conductive frameworks of NSBC with massive micro–
mesopores and huge N, S-codoped polar surface not only enable
the homogenous sulfur distribution, improve the electrode–
electrolyte contact as well as the sulfur–carbon contact, shorten
the pathways for electron transport and ions diffusion, and
physically conne the dissolved polysuldes within the pores,
but also chemically anchor the polysuldes on the polar surface
through chemical interaction between lithium polysuldes
and N and S sites. In this way, the novel BSS-derived NSBC is
competent enough to act as a distinguished sulfur host, and
enables the S/NSBC cathode to show high discharge–charge
capacity, good rate capability and long cycle stability.
Conclusions

In summary, a micro–mesoporous N, S-codoped carbon of
NSBC derived from boat-fruited sterculia seed was synthesized
and used as a sulfur host for Li–S batteries. Aer sulfur inl-
tration and cell assembly, the S/NSBC cathode shows
outstanding discharge–charge performance, good rate capa-
bility, and especially ultrahigh cycle stability. A high initial
discharge capacity of 1478 mA h g�1 was achieved at 0.1C, and
the reversible discharge capacity was still remained at
649 mA h g�1 aer 500 cycles at 0.5C with ultralow decay rate of
0.08% per cycle, and especially zero-capacity-decay aer 300
cycles. Such superior electrochemical performance of S/NSBC
cathode was enabled by the synergy of the unique 3D conduc-
tive micro–mesoporous frameworks and huge N, S-codoped
polar surface within the NSBC. The combination of micro–
mesoporous characteristics and N, S-codoping could physically
conne the dissolved polysuldes within the pores, and
chemically trap the polysuldes through chemical interaction
of polysuldes with N and S sites. Therefore, the efficient
utilization of sulfur, favorable reaction kinetics, and effective
mitigation of polysulde shuttling were achieved within the S/
NSBC electrode. This work well conrms the great potential of
utilizing the rich bioresources in energy storage materials and
devices.
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33 C. Hernández-Rentero, R. Córdoba, N. Moreno, A. Caballero,
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