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mical conversion of FeOOH
nanorods to ZnFe2O4 nanorods for high-rate
lithium storage

Yiseul Park, *a Misol Oh,b Yebin Leea and Hyunwoong Park *c

We successfully prepared ZnFe2O4 nanorods (ZFO-NRs) by a simple thermochemical reaction of FeOOH

nanorods with Zn(NO3)2 to use as an anode material in lithium-ion batteries. The FeOOH nanorod shape

was well maintained after conversion into ZFO-NR with the formation of porous structures. The nanorod

structure and porous morphology facilitate Li+ transport, improve the reaction rates owing to the larger

contact area with the electrolyte, and reduce the mechanical stress during lithiation/delithiation. The

ZFO-NR electrode exhibited a reversible capacity of 725 mA h g�1 at 1 A g�1 and maintained

a capacity of 668 mA h g�1 at 2 A g�1; these capacities are much higher and more stable than those

of ZFO nanoparticles prepared by a hydrothermal method (ZFO-HT) (216 and 117 mA h g�1 at 1 and

2 A g�1, respectively). Although ZFO-NRs exhibited high, stable capacities at moderate current

densities for charging and discharging, the capacity rapidly decreased under fast charging/discharging

conditions (>4 A g�1). However, carbonized ZFO-NR (C/ZFO-NR) exhibited an improved reversible

capacity and rate capability resulting from an increased conductivity compared with ZFO-NRs. The

specific capacity of C/ZFO-NRs at 1 A g�1 was 765 mA h g�1; notably, a capacity of 680 mA h g�1 was

maintained at 6 A g�1.
Introduction

Transition metal oxides are promising anode materials for
lithium-ion (Li-ion) batteries owing to their high theoretical
specic capacities, low cost, and environmental friendliness.1,2 In
recent years, ternary transition metal oxides (TMO) are emerging
as promising anodematerials due to their higher electrochemical
activities and better electronic conductivity, which are controlled
by the chemical compositions.3–5 TMO spinels (AB2O4) with two
transitionmetals provide the feasibility to tune the energy density
and working voltage by varying the transition metal content. In
particular, ZnFe2O4 (denoted as ZFO), where divalent (Zn2+) ions
and trivalent (Fe3+) ions occupy A and B sites, is environmental
friendly and cheap, and it possesses a lower working voltage
(�1.5 V) for lithium extraction. And ZFO has a high theoretical
specic capacity (�1000 mA h g�1) by both the conversion and
the alloying/dealloying reaction for reversible lithium storage.6–10

However, despite its excellent properties, ZFO has been limited in
practical applications because of its rapid capacity decay over
cycling caused by pulverization during the charge/discharge of
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lithium ions and the low capacity at high charge/discharge rates
caused by poor electrical conductivity.11 In order to inhibit leak-
ages of ZFO, nanostructure formation (i.e., tubes, rods, wires, and
sheets) and hybridization with carbonaceous materials (i.e.,
porous carbon, carbon nanotubes, carbon nanobers, and gra-
phene) have been attempted. Nanostructures reduce mechanical
stress during lithiation/delithiation, enable rapid charging and
discharging by reducing the transport length of electrons and
lithium ions, and improve reaction rates owing to their higher
electrode/electrolyte contact area.6–15 Moreover, hybridization
with carbonaceous materials improves the conductivity and rate
capability of the electrode.11,15–18 Carbonization of ZFO has been
reported in numerous articles; however, reports of ZFO nanorods
(ZFO-NRs) for Li-ion batteries are limited. Only a few studies on
the production of ZFO by electrospinning and thermal decom-
position have been reported.19,20

In this study, FeOOH nanorods, which can be easily
synthesized using a hydrothermal method, were used as
a precursor material to produce ZFO-NRs. FeOOH was con-
verted into ZFO through a thermochemical reaction with Zn
ions, and the nanorod structure of FeOOH was well maintained
aer conversion into ZFO. The electrochemical properties of the
ZFO-NRs were compared with those of the ZFO particles
prepared by the hydrothermal method. We also attempted to
improve the conductivity and rate capability of the ZFO-NRs via
carbonization.
This journal is © The Royal Society of Chemistry 2019
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Experimental section
Preparation of electrodes

In this study, all chemicals were used without further purica-
tion. First, FeOOH nanorods were synthesized using a hydro-
thermal method. Here 0.04 mol FeCl3$6H2O and 0.04 mol urea
were dissolved in 40 mL of distilled water and stirred for 30 min,
and then the solution was transferred to a Teon-lined autoclave
reactor andmaintained at 90 �C for 8 h. The precipitated powders
were then ltered, washed with ethanol and distilled water, and
dried at 60 �C for 24 h. ZFO-NRs were prepared by a thermo-
chemical reaction of FeOOH with a Zn(NO3)2 solution. FeOOH
nanorods (0.2 g) were dispersed in 10 mL of a 0.5 M Zn(NO3)2
aqueous solution, which was then stirred for 1 h. The resulting
slurry was transferred to a furnace and annealed in air at 550 �C
for 3 h aer the application of a ramp rate of 2 �C min�1. The
ratio of FeOOH and Zn(NO3)2 is optimized to obtain a pure ZFO
without the formation of ZnO or Fe2O3 impurity.

In order to prepare carbonized ZFO-NR (C/ZFO-NR), the as-
prepared ZFO-NR was immersed in a 20 mM glucose solution
for one day and dried at 100 �C for 1 h. The glucose-adsorbed
ZFO-NR was heated in a N2 atmosphere at 500 �C for 3 h (heat-
ing rate: 2 �C min�1). For comparison, ZFO particles were also
prepared using a hydrothermal method (ZFO-HT). First, 5 mmol
Zn(NO3)2 and 10 mmol Fe(NO3)2 were dissolved in 40 mL of
distilled water, and then 15mL of concentrated NaOHwas added
to the formal solution. The resulting solution was transferred to
a Teon-lined autoclave reactor and maintained at 180 �C for
12 h. The collected precipitate was washed with distilled water
and ethanol and dried at 60 �C for 24 h.21 For the electrodes,
a slurry was prepared by mixing synthesized samples, Super P
conductive additive, and sodium carboxymethyl cellulose (CMC,
1.25 wt%) binder at a weight ratio of 75 : 20 : 5 with water as
a solvent. The mixture was then subjected to ball milling for 24 h
at 100 rpm.21 The prepared slurry was coated on copper foil and
dried at 70 �C in a vacuum oven for 12 h to remove moisture.
Then, the slurry was pressed to a nal thickness of 50–60 mm and
cut into 14 mm diameter sections.
Fig. 1 (a) XRD patterns of (i) FeOOH, (ii) ZFO-NR, (iii) C/ZFO-NR, and
(iv) ZFO-HT. The peaks corresponding to FeOOH, ZnFe2O4, and ZnO
are labeled by a triangle, a filled circle, and an open circle, respectively.
(b) Raman spectra of (i) ZFO-NR and (ii) C/ZFO-NR.
Characterization

The crystal structures of the synthesized samples were studied
by X-ray diffraction (XRD) analysis using an Empyrean X-ray
diffractometer with Cu Ka radiation (2q: 10–80�). A Raman
spectrometer (NRS-5100, JASCO) was employed to analyze the
carbon phase on ZFO using the 532 nm, laser line as the exci-
tation source. Thermogravimetric analysis (TGA) was performed
on the composites using a TGA 7 (PERKIN-ELMER) to measure
the carbon content. Scanning electron microscopy (SEM)
images of the samples were obtained using an FE-SEM system
(S-4800; Hitachi) operating at 3 keV. An FE-TEM (HF-3300;
Hitachi) was used to study the morphology and nanostructure
of the composites, and electrochemical tests were performed
using CR2032 coin cells. The cells were assembled in an Ar-
lled glovebox with Li foil as the counter electrode, 1 M LiPF6
in ethylene carbonate (EC)/dimethyl carbonate (DMC) (3 : 7 by
volume) as the electrolyte, and a polypropylene membrane as
This journal is © The Royal Society of Chemistry 2019
the separator. Charge/discharge tests were 3.00 V. Electro-
chemical impedance spectroscopy (EIS) was performed over
a frequency range of 0.1 Hz to 1.0 MHz using an electrochemical
impedance analyzer (ZIVE SP1, WonATech).
Results and discussion

The prepared samples (FeOOH, ZFO-NR, C/ZFO-NR, and ZFO-
HT) were characterized using XRD and SEM. Fig. 1(a) presents
the XRD patterns of the samples. All of the peaks for FeOOH
were well matched to the standard b-FeOOH diffraction peaks
(JCPDS le no. 34-1266). The XRD peaks of ZFO, which was
produced by a thermochemical reaction of FeOOHwith Zn ions,
containing trace amounts of ZnO (JCPDS le no. 36-1451);
however, overall, the peaks coincide well with the standard ZFO
peaks (JCPDS le no. 65-3111). The effect of trace amounts of
ZnO in ZFO on the electrochemical properties is negligible,
since its amount of ZnO is much lesser than that in the litera-
tures which showed synergetic effects of composite of ZnO/
ZFO.8,12,15,21 The ZFO-NR sample maintains the ZFO structure
RSC Adv., 2019, 9, 21444–21450 | 21445

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c9ra03600h


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

9 
Ju

ly
 2

01
9.

 D
ow

nl
oa

de
d 

on
 1

1/
15

/2
02

5 
5:

33
:2

8 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
aer carbonization. The XRD peaks shown in Fig. 1(a, iv)
demonstrate that the ZFO-HT, which was prepared using
a different than ZFO-NR, also exhibited a ZFO structure. The
presence of carbon layer on ZFO-NR (C/ZFO-NR) was investi-
gated by Raman spectroscopy and the results are shown in
Fig. 1(b). C/ZFO-NR exhibits two peaks at around 1353 cm�1 (D
band) and 1580 cm�1 (G band), which originated from the
disordered and ordered graphitic carbons, respectively, whereas
ZFO-NR did not show any peaks at this range.22 Therefore, the
existence of carbon layer on ZFO-NR in C/ZFO-NR was
conrmed by Raman spectra. On the other hand, the amounts
of carbon in C/ZFO-NR was very small (�0.1%) according to the
TGA result, it indicates that most are ZFO-NR in C/ZFO-NR
sample and the carbon is present in small amounts on the
surface of ZFO-NR.23 Themorphologies of the prepared samples
were characterized using SEM. As shown in Fig. 2(a), the ZFO-
HT formed microsized clusters of small ZFO particles (�50
nm). FeOOH, which is a precursor of ZFO-NR, exhibited
a nanorod structure [Fig. 2(b)]. ZFO-NRmaintained the nanorod
structure aer the conversion from FeOOH by a thermochem-
ical reaction with Zn ions, and this nanorod shape was still
maintained aer carbonization [Fig. 2(c) and (d)]. However, as
shown in TEM [Fig. 2(b) and (c), inset], although the nanorod
shape was maintained in the ZFO-NR sample, the interior of the
FeOOH nanorod became porous aer conversion into ZFO-NR.

Fig. 3(a) shows the normalized differential capacity [1/Q(dQ/
dV)] for ZFO-NR for the rst ve cycles. Exhibiting a plateau at
approximately 0.75 V, the high capacity in the rst cycle can be
explained by the formation of a solid electrolyte interface (SEI),
which consumes a large portion of the lithium ions.13 Plateaus
Fig. 2 SEM images of (a) ZFO-HT, (b) FeOOH, (c) ZFO-NR, and (d) C/ZF

21446 | RSC Adv., 2019, 9, 21444–21450
were also observed at approximately 1.0 and 1.5 V, corresponding
to the reversible redox reaction during lithium insertion/
extraction in ZFO.14 Fig. 3(b) and (c) show initial discharge/
charge curves for ZFO-NR and C/ZFO-NR, respectively, for the
rst ve cycles at 1 A g�1 over a potential range of 0.01–3.00 V
with Li foil as a counter electrode. The initial discharge capacity
of ZFO-NR was 1050 mA h g�1, but gradual capacity decay was
exhibited aer the rst cycle. This initial irreversible capacity loss
was most likely caused by the formation of an SEI layer on the
electrode surface during the rst lithium insertion process.12,14 In
contrast, the C/ZFO-NR electrode exhibited a very stable and high
discharge capacity of�800mAh g�1, except during the rst cycle.
Fig. 3(d) shows the cycling performance for different current
densities (i.e., 0.2, 0.5, 1, 2, 4, and 6 A g�1). The ZFO-HT electrode
exhibited rapid capacity degradation, with a specic capacity of
216 mA h g�1 at 1 A g�1. This capacity reduction can be explained
by the poor structural stability due to the large volume change
induced by the Li-ion insertion/extraction during cycling. Addi-
tionally, the low electrochemical conductivity of ZFO-HT caused
the capacity to decrease with repeated cycling. The ZFO-NR
electrode exhibited a high specic capacity of 725 mA h g�1 at
1 A g�1 and maintained a capacity of 668 mA h g�1 at 2 A g�1, but
the capacity rapidly decreased under faster charge/discharge
conditions (>4 A g�1). Compared to other electrodes, C/ZFO-NR
exhibited a higher reversible capacity and rate capability. The
specic capacity of C/ZFO-NR at 1 A g�1 was 765 mA h g�1;
notably, the capacity remained at 680 mA h g�1 at 6 A g�1. The
outstanding improvement in capacity and stability of this C/ZFO-
NR electrode resulted from the high Li+ charge/discharge rate
and high conductivity due to the nanorod structure and
O-NR. Inset: TEM images of (b) FeOOH and (c) ZFO-NR.

This journal is © The Royal Society of Chemistry 2019
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Fig. 3 (a) Normalized differential capacity plots of ZFO-NR and discharge/charge curves of (b) ZFO-NR and (c) C/ZFO-NR for the first five cycles
at a current density of 1 A g�1. (d) Specific discharge capacities at various current densities (0.2–6.0 A g�1). (e) Cycling performance at a rate of
1 A g�1 for ZFO-HT, ZFO-NR, and C/ZFO-NR. (f) Rate capability for previously reported ZFO/carbon material composites and C/ZFO-NR.
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carbonaceous material. The capacity of C/ZFO-NR for the nal
ve cycles at 0.5 A g�1 was fully recovered and was even higher
than the capacity obtained in the previous cycles with 0.5 A g�1,
indicating that the C/ZFO-NR electrodes are activated by the
charge/discharge cycles. In order to evaluate their cyclic stability,
the samples were further charged/discharged at a current rate of
1 A g�1 for 200 cycles, as shown in Fig. 3(e). The specic capacity
of the ZFO-HT electrode drastically decreased with increasing
cycle number due to the SEI instability and structural change of
ZFO during lithium insertion/extraction. The specic capacity of
ZFO-NR also decreased prior to 50 cycles; however, the capacity
increased aer approximately 50 cycles, recovering the initial
capacity. This phenomenon appears to be due to the electro-
chemical reconstruction induced by the repeated Li ion
insertion/extraction, as reported for transition-metal-oxide-based
This journal is © The Royal Society of Chemistry 2019
anodes.24–27 C/ZFO-NR exhibited a highly stable discharge
capacity, with a value of 706 mA h g�1 aer 200 cycles. The
excellent stability and rate capability of C/ZFO-NR are compared
with those of previously reported carbonaceous material–ZFO
composites in Fig. 3(f).11,13,16,28 AlthoughC/ZFO-NR did not exhibit
the highest discharge capacity, the retention of the discharge
capacity for various current densities was superior to that of other
materials. C/ZFO-NR has the lowest capacity reduction rate with
respect to the current density, owing to the stable structure and
high charge/discharge rate of C/ZFO-NR.

The EIS results for the electrodes are shown in Fig. 4(a). The
impedance spectra consist of a high-frequency semicircle and
a low-frequency tail, attributed to the electrode–electrolyte
interfacial charge transfer impedance (Rct) and the diffusion-
controlled Warburg impedance (ZW), respectively. The
RSC Adv., 2019, 9, 21444–21450 | 21447
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Fig. 4 EIS (Nyquist plot) of (a) fresh and (b) cycled ZFO-HT, ZFO-NR,
and C/ZFO-NR electrodes (after cycling at 1 A g�1 for 200 cycles).
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interfacial charge transfer impedance of C/ZFO-NR is approxi-
mately 126U before cycling, which is smaller than that of ZFO-HT
(248 U) and ZFO-NR (286 U), suggesting a more rapid charge
Fig. 5 SEM images of (a–c) fresh and (d–f) cycled ZFO-HT (a and d), ZFO-
for 200 cycles).

21448 | RSC Adv., 2019, 9, 21444–21450
transfer in C/ZFO-NR. In the low-frequency range, the larger slope
of vertical straight lines for C/ZFO-NR and ZFO-NR compared
with ZFO-HT indicates higher Li+ diffusion rates for the ZFO-NR
samples, which results in an improved rate capability. Fig. 4(b)
shows the EIS results for the ZFO electrodes aer 200 cycles at
a current density of 1 A g�1. Compared with that of the fresh cell,
the Rct value of all electrodes decreases aer cycling, primarily
because of the lack of electrolyte wetting in the electrode mate-
rials before cycling. Aer the formation of the SEI lm and acti-
vation during cycling, the resistance decreased substantially.29

Among the ZFO electrodes, C/ZFO-NR shows the lowest resis-
tance (31 U) and ZFO-NR exhibits a lower resistance (47 U) than
that of ZFO-HT (80 U), indicating the superiority of the ZFO-NR
structure. Interestingly, the ZFO-NR show a higher Rct than
ZFO-HT before cycling tests, however, Rct for the two samples is
reversed aer cycling tests. A lower Rct of ZFO-HT before cycling
tests might be because that the spherical particles ZFO-HT have
a smaller size than the rod-shaped ZFO-NR. As shown in Fig. 5,
the small spherical ZFO-HT particles mix well with the conduc-
tive carbon and binder rather than rod-shaped ZFO-NR. Then, it
makes the lithiation/delithiation of lithium ions easier resulting
in a lower Rct. However, the ZFO-HT nanoparticles agglomerated
aer the repeated charge/discharge tests as shown in Fig. 5(d)
and 6(a). Aer cycling, the battery was dissembled inside the
glovebox and the electrode was washed with DMC for structural
analysis. Aer cycling tests, the ZFO-HT electrode exhibited an
increased particle size due to the alloying/dealloying and
conversion reaction during the charge/discharge process
(Fig. 5(d) and 6(a)).20 The alloying/dealloying and conversion
reaction induce the change of composition and structure of
active material, therefore, it could easily make the agglomerates
during the charge/discharge. Whereas the ZFO-NR did not show
any signicant agglomeration while the deconstruction of
nanorods was observed. It appears that porous ZFO-NR is
deformed and reconstructed by cleavage into nanoparticles
NR (b and e), and C/ZFO-NR (c and f) electrodes (after cycling at 1 A g�1

This journal is © The Royal Society of Chemistry 2019
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Fig. 6 TEM-EDX mapping images of (a) ZFO-HT and (b) C/ZFO-NR electrodes after 200 charge/discharge cycles at 1 A g�1.
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during charging and discharging. The porous ZFO-NR structure
provides sufficient space to buffer the volume expansion during
lithiation/delithiation, allowing the porous nanoparticle cluster
to be retained without aggregation, as observed for ZFO-HT.
Although the nanorod structure is lost aer cycling, these
newly formed porous nanoparticle clusters provide an excellent
rate capability by effectively allowing for lithiation/delithiation,
even at high current densities. By repeating the lithiation/
delithiation, the morphology of ZFO is changed and rearranged
due to conversion reactions. This electrochemical reconstruction
can provide a high reaction activity, electronic conductivity and
stability, triggering improved performance.24–26 Furthermore, the
carbon coating could prevent the additional agglomeration of
ZFO particles in C/ZFO-NR electrode even with further charge/
discharge cycles. The particle distribution aer cycling can be
more clearly conrmed by elemental analysis using TEM. As
shown in Fig. 6, the particles of the ZFO-HT electrode aggregate
to form a large lump aer cycling, whereas the particles are well
dispersed in the C/ZFO-NR electrode. The expected reconstruc-
tion process is shown in Scheme 1. This good dispersion of
particles in the C/ZFO-NR electrode aer cycling than that in the
ZFO-HT electrode is attributed to the better rate capability of C/
ZFO-NR by providing more reaction sites and improved
conductivity and stability.
Scheme 1 Schematic of electrochemical reconstruction for the C/
ZFO-NR.

This journal is © The Royal Society of Chemistry 2019
Conclusions

In summary, in this study, ZFO-NR samples have been
successfully synthesized by a simple thermochemical reaction
of FeOOH nanorods with a Zn(NO3)2 solution. Owing to the
advantageous features of the nanorod structure and carbon-
ization, C/ZFO-NR demonstrates a high capacity of
706 mA h g�1 aer 200 cycles at 1 A g�1 and an excellent rate
capability, with a value of 680 mA h g�1 at 6 A g�1. The superior
electrochemical performance of C/ZFO-NR can be ascribed to
the porous ZFO-NR structure and high conductivity caused by
carbonization. The porous ZFO-NR structure provides sufficient
space to buffer the volume expansion during lithiation/
delithiation, allowing the porous nanoparticle cluster to be
retained without aggregation, as observed for ZFO-HT. More-
over, carbonization provides a conductive pathway for electron
transport, resulting in an improved rate capability for ZFO-NR.
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