
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
D

ec
em

be
r 

20
19

. D
ow

nl
oa

de
d 

on
 1

/2
3/

20
26

 1
0:

29
:1

2 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.

View Article Online
View Journal  | View Issue
Stable and sensit
aNSERC-Industry Chair, CREPEC, Departme

Montréal, P.O. Box 6079, Station Centre-Vil

E-mail: abdellah.ajji@polymtl.ca; Fax: +1-5

3703
bMinistry of Education, P.O. Box 225085, Ri

Cite this: RSC Adv., 2019, 9, 41240

Received 10th August 2019
Accepted 28th November 2019

DOI: 10.1039/c9ra06223h

rsc.li/rsc-advances

41240 | RSC Adv., 2019, 9, 41240–41
ive amino-functionalized
graphene/polyaniline nanofiber composites for
room-temperature carbon dioxide sensing

Hanan Abdali, ab Bentolhoda Heli a and Abdellah Ajji*a

This article describes the preparation and characterization of amino-functionalized graphene (AmG)/

polyaniline (PANI)/poly(methyl methacrylate) (PMMA) nanofiber mats along with the efficiency of these

nanofiber composites as a new material for sensing carbon dioxide (CO2) gas. The surfaces of the PMMA

nanofibers were treated at room temperature by ultraviolet (UV) radiation. AmG/PANI was then

deposited on the surfaces of the PMMA nanofibers via chemical oxidative polymerization. It was

concluded that UV radiation reduced the hydrophobicity of the PMMA surface through introducing

oxidized groups onto the surface. The electrical response of the gas sensor based on the composite

nanofibers was investigated at room temperature using various concentrations of CO2 gas. Compared to

the PANI/PMMA nanofibers, the AmG/PANI nanofiber composites displayed a better electrical resistance

response to CO2 at room temperature; the AmG/PANI nanofiber composites exhibited higher sensitivity

and faster response times under the same conditions.
Introduction

Carbon dioxide (CO2) is used in a numerous areas such as
analytical chemistry, environmental processes, medical diag-
noses, and industrial processing. Air pollution is a worldwide
concern, and the continuous increase of CO2 in the atmosphere
contributes to global warming, resulting in melting glaciers and
the associated rise in sea levels.1 Moreover, human exposure to
high concentrations of CO2 in the ambient environment causes
suffocation and unconsciousness. Thus, researchers are inter-
ested in monitoring CO2 levels in both the ambient (outdoor)
and household (indoor) environments.2–4 Gas sensors for CO2

detection are typically based on the change in electrical
responses upon exposure to CO2.5 As such, research to develop
sensing materials has focused on manufacturing high-
performance sensing materials and increasing the efficiencies
of gas-sensing elements using materials capable of detecting
abnormal concentrations of CO2 in the atmosphere.5 Therefore,
a variety of materials have been considered for application in
gas sensors, including inorganic semiconductors, metal oxides,
dyes, conducting polymers, and carbon nanomaterials.6–9

Among these sensing materials, graphene, a two-dimensional
monolayer of carbon atoms, has been identied as a prom-
ising sensing material owing to its exceptional chemical and
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electronic properties, mechanical stiffness, and electrical
conductivity,10–12 which are desirable properties for fabricating
resistive-type CO2 gas sensors. Research on graphene has
focused on understanding the extensive range of electronic,
optical, thermal, and mechanical properties of graphene
materials.10–13 Nevertheless, numerous features of graphene can
only be exploited when the graphene is integrated into more
complex assemblies.14,15 The chemical functionalization of
graphene is the most common technique used to create these
assemblies since it enables chemical bonding between gra-
phene and the material of interest (e.g., small molecules or
polymer chains).16–20 Moreover, the chemical functionalization
of graphene is a particularly attractive because it can improve
the solubility and processability of graphene.21,22

Graphene can be functionalized with organic, monomeric
amines consisting of primary, secondary, or tertiary amine
groups, which are known to be sensitive to CO2 gas.23 The
binding of CO2 to amino groups is based on the rule of hard and
so acids and bases.24–26 CO2 is a hard acid and can efficiently
interact with the amino groups, which are hard bases, to form
carbamates or bicarbonates, resulting in an increase in resis-
tance.24,25 In this work, we used ethylenediamine [NH2–(CH2)2–
NH2] to functionalize the graphene surfaces, similar to in our
previous work.27 Many studies have demonstrated that primary
amine groups are highly efficient in adsorbing CO2 gas.23–25

Therefore, in this work, the fundamental mechanism of CO2

sensing is the efficient binding of amino-functionalized gra-
phene with CO2 at room temperature (RT) to form carbamates
via a reversible reaction.
This journal is © The Royal Society of Chemistry 2019
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Polyaniline (PANI) has been widely studied for gas detection
based on its high sensitivity, fast response time, and function-
ality at room temperature.7,28 However, the poor cycling stability
of PANI-based sensors remains a signicant obstacle for prac-
tical applications. However, the incorporation of conductive
carbon materials can improve the cycle lifespan of PANI-based
sensors. Combining the excellent sensing properties of amine-
functionalized graphene (AmG) and PANI in an AmG/PANI
composite is expected to enhance the stability, sensitivity, and
selectivity of the resulting sensor. Poly(methyl methacrylate)
(PMMA) is used in a wide range of nanotechnology applications.
PMMA presents several advantages over other polymers in this
study, including high mechanical strength, good thermal
stability, nontoxicity, solubility in a variety of solvents, and good
dielectric properties. These characteristics result in a polymer
solution with good conductivity, which is favorable for electro-
spinning. Therefore, the sensitivity and recovery of the sensor
could be improved via the in situ polymerization of AmG/PANI
onto the surfaces of exible electrospun PMMA substrates.
The resulting nanober mats have an extremely high surface
area-to-volume ratio and porosity, both of which are desirable
properties in sensor applications.

Based on our literature survey in the eld of composite-based
nanober CO2 sensors, no work has been reported on AmG/
Fig. 1 (a) An SEM image of PMMA nanofibers and the distribution of thei
An SEM image of PMMA after the deposition of AmG/PANI. (c) An SEM i
diameters (the inset shows an SEM image with higher magnification).
deposition of AmG/PANI.

This journal is © The Royal Society of Chemistry 2019
PANI nanober composite-based CO2 sensors. In this study,
PMMA nanober mats were produced via electrospinning and
then treated with ultraviolet (UV) radiation at a wavelength of
365 nm. Subsequently, AmG/PANI were in situ polymerized on
the surfaces of electrospun PMMA nanobers to obtain exible,
composite nanobers for CO2 detection. The resulting AmG/
PANI/PMMA sensor showed high sensitivity toward CO2 gas at
a concentration of 20 ppm. In addition, the response was
reproducible for CO2 gas concentrations ranging from 20 to
2000 ppm.

Results and discussion
Effect of UV treatment on substrate morphology

The SEM image in Fig. 1a shows the morphology of the neat
PMMA nanobers obtained from electrospinning. Nanobers
with smooth surfaces are randomly distributed in the
membrane with relatively uniform sizes of 685 � 220 nm. Aer
the deposition of AmG/PANI by in situ polymerization (Fig. 1b),
polymerization occurred only on the PMMA nanober surfaces
and did not inltrate the PMMA nanobers due to the hydro-
phobicity of the PMMA nanober surfaces.28,29 Therefore, the
PMMA nanobers were treated by UV radiation (wavelength ¼
365 nm) for 5 min (each side). UV radiation modied the
r diameters (the inset shows an SEM image at higher magnification). (b)
mage of PMMA after UV treatment and the distribution of PMMA fiber
(d) An SEM image of PMMA nanofibers after UV treatment and the

RSC Adv., 2019, 9, 41240–41247 | 41241
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Fig. 2 Water contact angles of untreated and treated PMMA nanofiber
surfaces.

Fig. 3 The response of the AmG/PANI nanofiber gas sensor to
different CO2 concentrations.
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surface by oxidizing it, resulting in carboxylic acid groups, and
increased the radical oxygen content of the exposed surface,
causing the nanober surface to become more hydrophilic.30–32

While UV treatment modied the PMMA nanober surfaces, no
remarkable changes in nanober morphology (668 � 209 nm)
were observed (Fig. 1c). As shown in Fig. 1d, AmG/PANI was
uniformly dispersed in the PMMA nanobers, indicating that
UV treatment reduced the hydrophobicity of the PMMA surface
by introducing oxidized groups onto the nanober surfaces.
Similar results regarding the surface oxidation of PMMA have
been previously reported.33–35

Contact angle measurements were performed on the PMMA
nanobers before and aer UV treatment to study the surface
wettability of the PMMAnanobers. As shown in Fig. 2, the contact
angle of PMMA nanobers before UV irradiation was 133.1�. Aer
UV treatment, the contact angle was signicantly decreased to
85.3�, indicating better wettability. The results suggest that UV
radiation enhanced the wettability of the PMMA nanobers by
introducing active sites onto the nanober surfaces.29 These
results agree with the SEM results discussed above.
Fig. 4 (a) The dynamic responses of the two types of sensor to
20 ppm CO2 gas. (b) The response and recovery characteristics of
a single cycle for the AmG/PANI nanofiber gas sensor to 20 ppm CO2

gas.
Gas sensing properties of AmG/PANI nanober composites

A exible nanober composite sensor was placed in the sensing
chamber to observe its sensing behavior toward CO2 gas at
room temperature. Fig. 3 shows the response of the AmG/PANI
nanober composite. The response increased dramatically
when exposed to various concentrations of CO2 ranging from 20
to 2000 ppm and recovered to the original value when the CO2

was replaced by N2.
The sensing results are similar to other results reported for

CO2 sensors based on p-conjugated amine (NBA) and zinc oxide
(ZnO) nanohybrids,25 polyethylenimine,37 graphene (G) and
aluminum oxide (Al2O3) quantum dot composites,38 G/
antimony oxide (Sb2O3) quantum dot composites,39 and G/
PANI/polystyrene (PS) nanocomposite lms.40 The high sensi-
tivity of the AmG/PANI nanober composite for CO2 is attrib-
uted to the formation of the carbamate moiety, which is the
basis of the reversible CO2 response that occurs more efficiently
at lower temperatures.
41242 | RSC Adv., 2019, 9, 41240–41247
The sensing properties of the AmG/PANI and PANI nanober
composites for 20 ppm CO2 gas were investigated. Fig. 4a shows
the responses of the AmG/PANI and PANI nanober gas sensors
This journal is © The Royal Society of Chemistry 2019
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Table 1 Comparison of the performances of the AmG/PANI sensor with other sensors reported in the literature

Material CO2 concentration (ppm) Response time (s) Recovery time (s) Temp. (�C) Ref.

AmG/PANI nanober composite 20 10 20 RT This work
NBA/ZnO nanohybrids 500 206 354 RT 25
G/Sb2O3 composite 50 16 22 RT 42
G/PANI/PS nanocomposite 20 65 65 RT 43
Carbon nanotube (CNT) thin lm 800 >20 >75 RT 44
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toward 20 ppm of CO2 at room temperature. The PANI
nanober-based sensor exhibited no sensitivity to CO2 gas at
20 ppm, unlike the sensor based on AmG/PANI nanobers.
Fig. 4b shows the response and recovery characteristics of
a single cycle for the AmG/PANI nanober gas sensor for 20 ppm
of CO2 gas. The time required for resistance to increase to 90%
of the highest value is known as the response time of the gas
sensor. The time required for the resistance to decrease from
90% of the highest value to the initial resistance value is known
as the recovery time. The response and recovery times of the
AmG/PANI nanober gas sensor were approximately 10 and
20 s, respectively, much better than those reported for other CO2

sensors (Table 1).
Table 1 shows that our sensor showed a higher sensitivity

toward CO2 at room temperature compared to other reported
CO2 sensors, with the exception of G/PANI/PS nanocomposite
sensors. However, our response and recovery times were much
better, as mentioned above.

The bar plot in Fig. 5 illustrates the selectivity of the sensor
for the detection of CO2 over carbon monoxide (CO), ammonia
(NH3), and hydrogen (H2) at concentrations of 100 ppm. The
sensor showed extreme selectivity to CO2 compared to the other
gases at the same concentration. Mandal et al.25 reported a high
selectivity at 5000 ppm using NH3, CO, and H2S gases. A similar
result was obtained in this study but at a considerably
lower ppm.

The stability of the AmG/PANI nanober gas sensor was
examined for 30 days. Good stability is essential for the use of
Fig. 5 The selectivity of the AmG/PANI nanofiber composite gas
sensor to various gases at concentrations of 100 ppm.

This journal is © The Royal Society of Chemistry 2019
the sensor in practical applications. Fig. 6 presents the stability
of the AmG/PANI sensor exposed to 300 ppm of CO2 for 30 days.
The stability was evaluated each day for 10 days. Aer observing
no change in sensitivity for 10 days, the stability was then tested
every three days. The results clearly indicate that the sensor
exhibited nearly constant sensing signals for one month.

The excellent sensing properties of the AmG/PANI nanober
composite toward CO2 gas can be attributed to the following two
mechanisms. Usually, of the three classes of amine, primary
amines react with CO2 to produce carbamates. The reaction
mechanism of CO2 with primary amine to form carbamates is
shown in eqn (1):

CO2 + 2RNH2 4 RNHCOO� + RNH3
+. (1)

Theoretically, two primary amines are needed to trap CO2.24

First, a lone pair of amine electrons attaches to the carbon atom
of CO2 to form a zwitterion. Next, another free amine deproto-
nates the zwitterion to form the carbamate. Caplow et al.36 were
the rst to describe the zwitterionic mechanism in the forma-
tion of carbamate from the interaction between the primary
amine and CO2. During this reaction, the number of free
amines is reduced, and the proton mobility is subsequently
reduced, which in turn increases the resistance.37,38 In the
second mechanism, the p-type PANI and n-type AmG in the
AmG/PANI nanober composite form a p–n junction at the
interface between them.39,40 Consequently, a depletion layer is
Fig. 6 The long-term stability of the AmG/PANI nanofiber composite
gas sensor when exposed to 300 ppm CO2.

RSC Adv., 2019, 9, 41240–41247 | 41243
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Fig. 7 A schematic illustration of the formation of the p–n junction
between p-type PANI and n-type AmG.

Fig. 8 (a) A schematic illustration of the electrospinning setup con-
sisting of a power supply, syringe, and conducting collector. (b)
Homemade setup for UV irradiation.
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formed at the interface.40,41 Fig. 7 schematically shows the
formation of the p–n junction between p-type PANI and n-type
AmG. When CO2 gas is injected into the chamber, the gas
molecules are adsorbed by the surface of the AmG/PANI nano-
ber composite. When the electrons are released at the junction
into PANI, the majority carriers (holes) in PANI are compen-
sated, whichmight increase the thickness of the depletion layer.
This further increases the resistance of the AmG/PANI sensor in
the presence of CO2.25,41 Thus, the enhanced CO2 sensing
properties of the AmG/PANI nanober sensor can be attributed
to the presence of the primary amine functional group and the
p–n junction between p-type PANI and n-type AmG.
Conclusions

In summary, we designed and synthesized a CO2 gas sensor via
chemical polymerization using PMMA nanobers as a exible
substrate and AmG/PANI as an active material. The fabricated
sensors exhibited good CO2 sensing properties at room
temperature, fast response and recovery times (10 and 20 s,
respectively), and good stability. The easy preparation and
excellent properties of AmG/PANI suggest the viability of elec-
trospun nanobers as gas sensing materials. The sensing
mechanisms of the AmG/PANI nanober sensor toward CO2

were discussed. The results demonstrate that AmG/PANI/PMMA
nanober composites are promising candidates for practical
CO2 sensors.
Experimental section
Materials

AmG was synthesized in our lab. GO, aniline (ACS reagent,
$99.5%), N,N-dimethylformamide (DMF, 99.8%), PMMA (Mw ¼
996 000 g mol�1), ethylenediamine (EDA, $99%), ammonium
persulfate (APS, $98.0%), and 5-sulfosalicylic acid dihydrate
(SSA, $99%) were obtained from Sigma-Aldrich (Oakville, ON,
Canada). Deionized (DI) water was used in all experiments.
Fig. 9 A schematic illustration of the fabrication process of the AmG/
PANI/PMMA nanofiber sensor.
Synthesis of amino-functionalized graphene

GO was reduced by thermal annealing, as reported previously.27

Briey, reduced GO (200 mg) was dispersed in 15 mL of EDA in
41244 | RSC Adv., 2019, 9, 41240–41247
a vessel under vigorous stirring for 24 h under reux at 80 �C.
The AmG was then isolated by centrifugation and washed
thoroughly with DI water, ltered, and dried in a vacuum oven
at 80 �C for 24 h.
Preparation of PMMA nanobers by electrospinning

A homogeneous dispersion of 1.06 g PMMA in 20 g DMF was
electrospun using a homemade horizontal setup (see Fig. 8a).
The setup consisted of a 5 mL glass syringe, a metallic needle
(inner diameter ¼ 0.84 mm; Cadence Science, Cranston, RI,
USA), a syringe pump (PHD 2000; Harvard Apparatus, Holliston,
MA, USA), and a high-voltage power supply (ES60P-5W; Gamma
High Voltage Research Inc, Omaha Beach, FL, USA). The PMMA
solutions were electrospun at room temperature for 24 h using
a positive voltage of 27 kV, a working distance of 20 cm (distance
between the needle tip and the collecting plate), and a solution
feed rate of 0.6 mL h�1. The nanobers were collected contin-
uously until mats of nanobers with a thicknesses of approxi-
mately 0.75 mm were formed.

UV radiation treatment. The PMMA nanober mats were cut
into square pieces (40� 40 mm) and exposed to UV radiation in
a homemade setup. The distance between the UV radiation
source and the mat was 15.25 inches, as shown in Fig. 8b. The
PMMA electrospun nanobers were subjected to UV radiation at
a wavelength of 365 nm for different exposure times (10 and 20
min). The radiation time of 10 min was chosen for subsequent
experiments.
This journal is © The Royal Society of Chemistry 2019
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Sensor fabrication of sensors

Treated and untreated PMMA nanober mats were xed to
Teon lms (25 � 25 mm) using adhesive tape. AmG/PANI was
then grown on the surface of electrospun PMMA nanobers via
in situ polymerization. Fig. 9 schematically illustrates the
fabrication process of the AmG/PANI/PMMA nanober
composite sensors. First, 10 mg AmG was dispersed in 50 mL DI
water by sonication for 1 h. Next, 2.45 g SSA and 1.86 g aniline
were dissolved and mechanically stirred for 30 min to form
solution A, while 4.45 g APS was dissolved in 50mL DI water and
stirred constantly for 30 min to form solution B. Solutions A and
B were kept for 1 h in the refrigerator at 5 �C. Subsequently, the
PMMA nanober mats were immersed in solution A. Solution B
was then added dropwise into solution A followed by stirring in
an ice-water bath for different polymerization times (1, 2, and 4
h). The polymerization time of 1 h was chosen for further
experiments. Subsequently, the nanober mats were removed
from the solution, washed with a large amount of DI water, and
washed several times with ethanol to remove the residual
oxidant. Finally, all nanober composites were dried at room
temperature. Solutions A and B solutions were similarly
prepared without the addition of AmG for comparative analysis.
Copper tape was used as an electrode on the two opposite ends
of a Teon lm for electrical connection. The sensors were
stored at room temperature under vacuum until their sensing
properties were tested.
Measurements

To study the morphologies of the PMMA nanobers before and
aer UV treatment, the PANI/PMMA and AmG/PANI/PMMA
nanober composites were examined using a table-top scan-
ning electron microscope (TM3030 plus, Toshiba, Rexdale, ON,
Canada) without any metallic coating. The ber diameters were
determined using Image-Pro Plus® soware. Approximately 900
nanobers were randomly selected from three independent
SEM images (300 from each specimen) and used for analysis.
Contact angle measurements were carried out using the sessile
drop method at room temperature under atmospheric condi-
tions with n OCA contact angle system (DataPhysics Instru-
ments GmbH, Filderstadt, Germany) in combination with SCA
20 soware (Dataphysics Instruments) for image analysis and
contact angle calculation. A small volume (2 mL) of water was
pipetted onto the nanober surface. Images were automatically
Fig. 10 A schematic diagram of the gas sensing measurements.

This journal is © The Royal Society of Chemistry 2019
taken as function of time. The reported contact angles are the
average of ve measurements taken at different positions on
each sample.

To characterize the performance of the fabricated AmG/
PANI/PMMA nanober composites as a CO2 sensor, the
sensor resistance values were recorded using a PalmSens3
instrument (PalmSens EmStat+Potentiostat w/Bluetooth,
Compact Electrochemical interfaces, BASi®, West Lafayette,
IN, USA) upon exposure to CO2 gas at different concentrations
(see Fig. 10). The ow rates of CO2 and nitrogen were controlled
by mass ow controllers (MKS instruments Inc., 1179C mass-
ow®, Kanata, ON, Canada). The concentration of CO2 gas was
varied from 20 to 2000 ppm by adjusting the ow rates of CO2

and nitrogen. The sensitivity of the sensor was investigated in
a square, sealed, glass test chamber with a gas inlet and gas
outlet along with electrical connections. When the sensor
resistance was stable, CO2 gas was injected into the test
chamber via a micro-injector through a rubber plug. Aer the
resistance reached a new value, nitrogen gas was injected into
the test chamber for gas sensor recovery. The sensitivity
(response) of the sensor was dened as the ratio of the change
in the resistance S:

S (%) ¼ (Rgas � RN2 or air)/RN2 or air � 100, (2)

where RN2 or air is the initial resistance obtained using N2 or air
as the base gas, respectively, and Rgas is the resistance of the
sensor in CO2.

The response (recovery) time is the time taken for the sensor
to achieve a minimum of 90% of the total resistance change in
the case of adsorption (desorption). All experiments were con-
ducted at room temperature, and the relative humidity within
the chamber was the same as the ambient relative humidity,
which was between 30% and 35% during measurement.
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