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er effect of sulfur in lithium–sulfur
batteries†
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Lithium–sulfur (Li–S) batteries are considered to be among the most promising energy storage

technologies owing to their high theoretical capacity (1675 mA h g�1). At present, however, discharge

mechanisms are complicated and remain a controversial issue. In this work, elemental sulfur, used as an

electrical insulator for the cathode, was introduced into batteries for its potential chemical reactions in

the electrolyte. A film, prepared by loading elemental sulfur onto glass fiber, was introduced as an

interlayer in a Li–S battery. The results demonstrate that elemental sulfur may be reduced to polysulfides

even when it functions as an electrical insulator for the cathode. Furthermore, it can improve the overall

capacity of the Li–S battery and cycle life. This was verified by simulating the phase equilibrium of the

chemical system in Li–S batteries using HSC Chemistry software. We hypothesize that the insulating

elemental sulfur could be reduced by polysulfides generated on the cathode, after which they are

dissolved in the electrolyte and participate in cathode reactions. This phase transfer effect of sulfur in Li–

S batteries revealed a chemical equilibrium in the electrolyte of the Li–S battery, which may form

a chemical path embedded into the discharge process of Li–S batteries.
1. Introduction

Lithium–sulfur (Li–S) batteries are considered to be one of the
most promising next-generation battery technologies owing to
their extremely high theoretical energy density (2600 W h kg�1),
excellent environmental protection, and low cost.1,2 The overall
cathode reaction can be described as S8 + 16e� + 16Li+ 4 8Li2S.
The discharge mechanism of Li–S batteries, however, is
complicated and remains controversial.3,4 The reduction
process of elemental sulfur in these batteries involves a series of
miscellaneous chemical reactions and couples of intermediate
products.5,6 It was believed that the molecular ring of S8 was
opened at the beginning of the discharge, generating high-
grade polysuldes, such as Li2S8 and Li2S6

7. These could be
further reduced to short-chain polysuldes, able to be deter-
mined by multiple techniques, including Raman spectros-
copy,8,9 UV-Vis spectroscopy,10 and electrochemical methods.7

Wen et al. observed Li2S8, Li2S4, Li2S2, and Li2S during the
discharge process of the batteries using in situ Raman spec-
troscopy and in situ XRD.11 Polysulde mono-anions were also
conrmed in the chemical system of the Li–S battery. Hagen
et al. proposed the presence of S3� based on DFT calculations
and in situ Raman measurements.8 It was believed that short-
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chain polysuldes were soluble in the electrolyte; thus, some
researchers considered the Li–S battery as a ow battery.12 The
diversity of intermediate species and their specic properties
mean that the electrolyte of Li–S batteries is a complex chemical
system.13

Until now, a large quantity of research still focused on elec-
trochemical reduction processes on the cathode.14,15 However,
conductivity is another dominant factor in the discharging
process due to the highly insulating nature of sulfur (5 �
10�30 S cm�1 at 25 �C).16 In the present work, we focus on the
behavior of the elemental sulfur electrically isolated in the
cathode during the discharging and charging processes of the
Li–S battery. A glass ber was used as the elemental sulfur host,
enabling it to be kept isolated from the cathode. The inuence
of elemental sulfur insulation on the overall capacity and cycle
life of batteries was studied, as was how elemental sulfur
inuences battery performance. The latter was investigated by
chemical analysis and thermodynamic simulation. This work
aims to understand the mechanism in the above processes.
2. Materials and methods
2.1 Materials

Carbon disulde (CS2) and elemental sulfur were purchased
from Chengdu Kelong Chemicals Co., Ltd. (Chengdu, China).
Glass ber lm was purchased fromWhatman Crop. (Kent, UK).
Unless otherwise noted, all chemicals were used as received
without further purication, and Milli-Q water (18.2 MU cm,
Millipore System Inc.) was used throughout this study.
This journal is © The Royal Society of Chemistry 2019
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2.2 Preparation of sulfur-modied glass ber interlayer (S-
GFI)

S-GFI lm was prepared using a drop-coating method. For
typical preparation, 10 g of elemental sulfur was added to
100 ml of CS2 and stirred. The as-solution obtained was drop-
ped onto glass ber lms with a diameter of 13 mm using
a pipette and dried in a vacuum oven for 12 h at 60 �C before
being used in Li–S batteries.

2.3 Electrochemical measurement

Coin-type (CR2025) cells were assembled using S-GFI lm to
enable the testing of its performance in Li–S batteries. All cells
were assembled in an Ar-lled glove box with Li metal as the
counter electrode. 1 M lithium bis(triuoromethanesulfonyl)
imide (LiTFSI) in 1,3-dioxolane and 1,2-dimethoxyethane
(volume ratio, 1 : 1) was used as the electrolyte, with 1 wt%
LiNO3 as an additive. Galvanostatic discharge and charge tests
were performed using a cycler (BTS3000, Neware Technology) at
various current densities over a potential range of 1.7–2.8 V vs.
Li+/Li. The working electrodes were prepared by mixing 80 wt%
sulfur/carbon composite, 10 wt% Super-P, and 10 wt% poly-
vinylidene uoride (PVDF) binder in N-methyl-2-pyrrolidone
(NMP). The sulfur content in this sulfur/carbon composite
was determined to be approximately 44 wt% by TG analysis as
shown in Fig. S1.† The sulfur loading of the electrode ranged
from 0.4 to 0.8 mg cm�2.

Morphology was investigated using scanning electron
microscopy (S-4800 SEM operating at 5 kV). Raman analysis was
conducted using Raman spectrometry (Horiba HR equipped
with a 532 nm green laser). Thermogravimetric analysis (TGA)
was conducted using Mettler Toledo TGA analyzer (TGA/DSC2)
at a heating rate of 10 �C min�1 and an argon ow rate of 100
mL min�1.

2.4 Thermodynamic simulation analysis

The behavior of elemental sulfur on the chemical equivalent of
polysuldes in the electrolyte was also studied using thermo-
dynamic simulation analysis. The equilibrium composition of
the reaction system was simulated using HSC Chemistry 6.0
soware. The criterion employed for the simulation was the
minimization of Gibbs free energy according to two hypotheses.
The rst hypothesis is that all of the input substances are
considered to be ideal substances and that two or more
substances are assumed to be mixed entirely when they can be
dened as the same phase. The second hypothesis is that the
initial system nally reaches equilibrium. The thermodynamic
data used to calculate enthalpy changes in the reactions are
shown in Table 1.17,18
Table 1 Thermodynamic properties of Sn
2� used in the simulation17,18

Sn
2� n ¼ 2 n ¼ 3 n ¼ 4 n ¼ 5 n ¼ 6 n ¼ 7 n ¼ 8

DGf
0, kJ mol�1 77.4 71.1 67.1 66.0 67.4 70.0 74.9

DHf
0, kJ mol�1 18.4 6.6 9.0 9.6 13.3 16.5 23.8

Sf
0, J mol�1 �22 9 63 100 139 171 213

This journal is © The Royal Society of Chemistry 2019
3. Results and discussion

Firstly, a coin-type cell assembly was developed to investigate
the electrochemical behavior of the insulating elemental sulfur
in Li–S batteries by introducing the as-synthesized S-GFI as
a separator. In this battery, two Celgard 2400 lms were sepa-
rately assembled on both sides of S-GFI to avoid the direct
electric contraction between S-GFI and cathode, as shown in
Fig. 1(a). This battery assembly was termed S–C/Celgard/S-GFI/
Celgard/Li. Voltage proles of its discharging and charging
tests are shown in Fig. 1(b and c). The S-GFI lm used in this
work was prepared using a drop-coating method. The digital
image of the as-prepared S-GFI lm is presented in Fig. S2,† and
SEMmicrographs are shown in Fig. S3.† The S-GFI lm exhibits
a yellow color (Fig. S2†), and elemental sulfur is shown to
aggregate as irregular particles among the glass bers as shown
in Fig. S3.† The control experiment was performed as a battery
using a glass ber lm without any sulfur, and its voltage
proles was sown in Fig. S4.† As for this battery, approximately
25.5 mg sulfur was loaded onto one S-GFI layer, larger than that
loaded on the cathode (�0.8 mg), the sulfur distribution was set
to magnify the effect of sulfur on S-GFI. This battery delivered
a high reversible maximum capacity of approximately
2600 mA h g�1 (calculated on the mass of sulfur loaded on
cathode), and about 80 mA h g�1 (based on the overall mass of
sulfur in this battery, including both the sulfur loaded on the
cathode and that on S-GFI lm). As known to all, the theoretical
capacity of sulfur is 1673 mA h g�1. Obviously, the specic
capacity of the battery calculated on the mass of sulfur loaded
on cathode (2600 mA h g�1) exceed the theoretical capacity of
sulfur. It indicates that the elemental sulfur loaded on the S-GFI
lm contribute to the capacity of the Li–S battery. In other
words, the insulating sulfur loaded on the S-GFI lm can
participate in the reactions that occurred on the cathode of Li–S
battery. Also, take the sulfur loaded on the S-GFI layer into
consideration, its specic capacity was about 80 mA h g�1,
which indicates that this result did not break the fundamental
law and theory in Li–S battery.

The possible reason for the effect was that elemental sulfur
loaded on the S-GFI lm may have been transferred to the
cathode and, thus, was able to participate in electrochemical
reactions on the cathode. Loading of elemental sulfur onto S-
GFI in Li–S batteries were the key to understanding why this
process improves battery properties. To gure out this issue,
a Li–S battery equipped with an S-GFI layer was disassembled
aer being cycled for 140 h, and the S-GFI lm, Celgard sepa-
rator, and Li electrode were collected (Fig. S5†). As shown in
Fig. S5(b–d),† both the S-GFI and Celgard separator exhibited
a yellow color, probably resulting from soluble polysuldes in
the electrolyte, which can be dissolved and spread in electrolyte.
In the case of the cycled S-GFI interlayer, the side closer to the
cathode showed a deeper yellow color than that closer to the
Celgard separator, indicating a higher polysulde concentra-
tion closer to the cathode. Although soluble polysuldes can
spread through the electrolyte during cycling, the lithiummetal
anode still has a fresh metal surface aer around 140 h. This
RSC Adv., 2019, 9, 32826–32832 | 32827
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Fig. 1 The cell assembly with S-GFI film and two Celgard 2400 separators (a) and its discharging and charging voltage profiles (b–c).
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shows that serve corrosion reactions did not occur on lithium
metal in the Li–S battery with an S-GFI lm.

Additional work was undertaken to determine the processes
occurring on the S-GFI lm during cycling. The Li–S battery with
an S-GFI lm was disassembled aer discharging with a C/100
rate, and its S-GFI interlayer was collected. A digital image of
this S-GFI interlayer is shown in Fig. 2(a), and corresponding
SEM images are shown in Fig. S6.† The discharged S-GFI lm
exhibits a brown color (Fig. 2(a)) with some aggregates among
the glass bers having a weblike shape as shown in the SEM
images. The brown substance may be dissolved in the electro-
lyte of the batteries, and the obtained solution is shown in
Fig. 2(d). This solution also had a brown color, potentially
polysuldes dissolved in the electrolyte, according to previous
reports in the literature.19,20 Energy-dispersive spectroscopy
analysis was carried out to study the composition of the brown
substance on the discharged S-GFI lm (Fig. 2(c) and S7†).
According to elemental mapping analysis, only Si, O, Na, and S
were detected on the discharged S-GFI lm. Na, Si, and O may
have been sourced from the glass ber, whereas S may have
originated from the brown substance produced during the
discharging of Li–S battery.
32828 | RSC Adv., 2019, 9, 32826–32832
Moreover, Raman microspectroscopy was conducted to
determine the composition of the brown substance, and its
results are shown in Fig. 2(e). For these analyses, a homemade
chamber was manufactured to prevent sample exposure to the
atmosphere during testing, and a quartz window was equipped
for laser transmission. The brown solution, obtained by dis-
solving the discharged S-GFI in the electrolyte, was dropped
onto a quartz wafer and dried in a glove box lled with argon.
The peak located at 748.8 cm�1 beside the signal from
elemental sulfur can be assigned to polysulde (Li2Sn, n ¼ 4–
8)9,21 (Fig. 2(e)). The elemental sulfur signal may result from
elemental sulfur dispersed in the electrolyte during the dis-
solving process or generated during the drying process,
implying that the elemental sulfur (S8) coating on the S-GFI lm
was reduced to soluble polysuldes (Li2Sn) during the dis-
charging of the Li–S battery.

Based on the above analysis, it was found that the S8 coating
on the S-GFI lm could be reduced to soluble polysuldes
during the discharging of the battery, making it possible to
diffuse further into the electrolyte and participate in electro-
chemical reactions on the cathode. In Fig. 3, we propose
a hypothesis to understand the role of the insulating elemental
sulfur in the Li–S battery. Firstly, polysuldes were generated on
This journal is © The Royal Society of Chemistry 2019
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Fig. 2 (a) Digital images of the S-GFI film after discharging in the Li–S battery, (b) SEM image of the discharged S-GFI film, (c) elemental mapping
analysis of S in the selected area, (d) the solution after immersing the discharged S-GFI film in the electrolyte, and (e) its Raman spectra.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

5 
O

ct
ob

er
 2

01
9.

 D
ow

nl
oa

de
d 

on
 5

/7
/2

02
5 

9:
02

:5
5 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
the cathode during the discharging of the Li–S battery. During
this process, elemental sulfur on the cathode was reduced to
high-order polysuldes (Sn1

2�) and low-order polysuldes
(Sn2

2�), successively. These polysuldes can be dissolved and
then diffused in the electrolyte, aer which they come into
contact with the S-GFI lm. Elemental sulfur on the S-GFI lm
may react with low-order polysuldes and generate high-order
polysuldes according to eqn (1), which was previously re-
ported by Shin-Ichi Tobishima and colleagues.22 This effect may
help to explain how the S-GFI interlayer improved overall
capacity.
Fig. 3 Schematic showing the role of elemental sulfur loaded onto S-G

This journal is © The Royal Society of Chemistry 2019
S8 + Sn2
2� / Sn1

2� (1 # n2 # n1 # 8) (1)

The equilibrium composition of polysuldes in the Li–S
battery system was simulated using HSC Chemistry 6.0 so-
ware. This simulation analysis was based on the following
assumptions. Firstly, mono-anion species were not taken into
account in the simplication of this simulation. All polysulde
anions (Sn

2�, 1 # n # 8) and elemental sulfur were then set as
possible components in this chemical system. Secondly,
enough solvent (DME) was preset in this simulation to reduce
FI film in Li–S batteries.

RSC Adv., 2019, 9, 32826–32832 | 32829
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the impact of the solubility of certain species. Thirdly, the
temperature of the system was xed at 25 �C to ignore the
inuence of temperature uctuation. The equilibrium amount
of species in this system with a varying initial amount of
elemental sulfur was calculated in order to simulate the reac-
tion between elemental sulfur and polysuldes generated
during the discharge of the battery. In the simulated system, the
discharging depth was xed by setting a 2 mol electron transfer
for the electrochemical reactions. The results of the simulation
are shown in Fig. 4 and indicate that elemental sulfur was
reduced to S2� when the addition of sulfur was less than 1/
8 mol. The amount of polysuldes, including S2�, S2

2�, S3
2�,

S4
2�, S5

2�, S6
2�, S7

2�, and S8
2�, increased with increasing

elemental sulfur addition. The amount of S6
2�, S7

2�, and S8
2�

was found to be lower than that of the low-grade polysuldes.
This result indicated that low-grade polysuldes generated in
the discharging process could be transformed into high-grade
polysuldes upon reaction with elemental sulfur. The simula-
tion results served to verify the hypotheses concerning the role
of elemental sulfur in the Li–S battery. A complex chemical
equilibrium between polysuldes and elemental sulfur was also
noted. Some previous research has considered chemical equi-
librium in the electrolyte of Li–S batteries, for example, Hen-
gliang and colleagues noted that several polysuldes existed in
the electrolyte of Li–S battery aer in situ Raman spectroscopy
analyses.23 Based on this result, it seems difficult to make a pure
polysulde solution with a prescribed chain length but rather
a mixture of several polysuldes.

Based on the phase diagram shown in Fig. 4, a serious of
potential chemical reactions occurred in this system and are
listed in Table 2. As shown in Table 2, the reactions between
elemental sulfur and low-grade suldes (S2, S2

2�, and S3
2�) have

negative DG and DH and large chemical equilibrium constants,
indicating that these reactions were spontaneous thermody-
namic processes. This result conrmed the hypothesis that
elemental sulfur could be reduced to high-grade polysuldes in
Li–S batteries. However, as the chain length of the polysuldes
Fig. 4 The influence of elemental sulfur addition on the equilibrium
amount of the polysulfide species in this chemical system.

32830 | RSC Adv., 2019, 9, 32826–32832
in the reactant increased, the reactions showed higher DG and
DH and a decreased equilibrium constant, indicating the
reversible nature of the reactions. Based on these results, we
suggest that low-grade polysuldes could be easily transferred
to high-grade polysuldes, whereas high-grade polysuldes
maintained a preferred chemical balance even if more
elemental sulfur was introduced.

Through the above reactions, the elemental sulfur loaded on
the glass ber could be reduced by low-grade polysuldes to
high-grade polysuldes. The high-grade polysuldes generated
in this process may be dissolved and diffused in the electrolyte
of a Li–S battery, and this effect could increase the soluble
polysulde concentration in the electrolyte, especially near the
cathode. The results of this analysis t perfectly the distribution
of polysulde ions shown in Fig. 4. Therefore, a battery equip-
ped with an S-GFI lm can act as a ow battery, whereas its
catholyte can obtain extra polysuldes from the S-GFI lm
through a series of chemical reactions. Further to this, the
dissolved polysuldes from these reactions can transfer to the
cathode surface and be reduced to Li2S and Li2S2 electro-
chemically. Objectively speaking, the elemental sulfur loaded
onto the S-GFI lm, which is electrically insulated to the
cathode and cannot be dissolved directly into the electrolyte,
was transferred to the electrode and electrochemically reduced.
Additionally, the elemental sulfur started with the solid phase
on the S-GFI lm and was transferred to a solution phase in the
electrolyte as polysuldes and reduced electrochemically to
insoluble solid phases on the cathode (Li2S and Li2S2). We have
termed this effect the “phase transfer effect of sulfur” for Li–S
batteries. Due to this phase transfer effect, the elemental sulfur
that was insulated to the cathode can be utilized and can
participate in the electrode reaction on the cathode.

Basically, elemental sulfur has low electrical conductivity,
which is commonly hot-melt with porous carbon to increase the
conductivity of the cathode materials in a Li–S battery. It is
possible that some elemental sulfur aggregates may give rise to
local low-conductivity areas and provide a possible reason for
which the specic capacity of the S/C composites was only about
1200 mA h g�1 even in the rst cycle, as shown in Fig. S4.†
According to the theory of phase transfer, elemental sulfur can
be transferred to polysuldes as long as it is in contact with the
electrolyte of the Li–S battery. Insulated elemental sulfur was
chemically reduced to polysuldes and dissolved in catholyte,
then transported to the cathode surface with good electric
contact with the electrode through a solution path, at which
point it is able to participate in cathodic electrochemical reac-
tions. This theory introduces “a chemical path” into the cathode
reaction process, making it possible to discharge even when
elemental sulfur acts as an electrical insulator to the cathode.
Elemental sulfur can also be introduced to the battery beyond
the cathode, according to the theory of phase transfer effect.
Herein, the elemental sulfur loaded on the S-GFI lm was
approximately 20-fold as much that loaded on the cathode,
which was too great to be loaded entirely onto the cathode as an
S/C composite. This provides a possible method for the devel-
opment of Li–S batteries with high elemental sulfur loading.
This journal is © The Royal Society of Chemistry 2019
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Table 2 The possible reactions and their thermodynamic parameters

Reactant polysuldes Reaction Delta H kJ mol�1
Delta S
J �C�1 mol�1 Delta G kJ mol�1

Equilibrium
constant K

S2� S2� + 1/8S8 ¼ S2
2� �20.095 �39.468 �8.328 2.879

S2� + 1/4S8 ¼ S3
2� �26.495 �40.538 �14.409 334.700

S2� + 3/8S8 ¼ S4
2� �24.095 �18.608 �18.548 177.700

S2� + 1/2S8 ¼ S5
2� �23.495 �13.678 �19.417 252.400

S2� + 5/8S8 ¼ S6
2� �19.795 �6.748 �17.784 1306.000

S2� + 3/4S8 ¼ S7
2� �16.595 �6.818 �14.563 356.100

S2� + 7/8S8 ¼ S8
2� �9.295 3.112 �10.223 61.840

S2
2� S2

2� + 1/8S8 ¼ S3
2� �6.400 �1.070 �6.081 11.630

S2
2� + 1/4S8 ¼ S4

2� �4.000 20.860 �10.219 61.740
S2

2� + 3/8S8 ¼ S5
2� �3.400 25.790 �11.089 87.690

S2
2� + 1/2S8 ¼ S6

2� 0.300 32.720 �9.455 45.360
S2

2� + 5/8S8 ¼ S7
2� 3.500 32.650 �6.235 12.370

S2
2� + 3/4S8 ¼ S8

2� 10.80 42.580 �1.895 2.148
S3

2� S3
2� + 1/8S8 ¼ S4

2� 2.400 21.930 �4.138 5.310
S3

2� + 1/4S8 ¼ S5
2� 3.000 26.860 �5.008 7.542

S3
2� + 3/8S8 ¼ S6

2� 6.700 33.790 �3.375 3.902
S3

2� + 1/2S8 ¼ S7
2� 9.900 33.720 �0.154 1.064

S3
2� + 5/8S8 ¼ S8

2� 17.200 43.650 4.186 1.848
S4

2� S4
2� + 1/8S8 ¼ S5

2� 0.600 4.930 �0.870 1.420
S4

2� + 1/4S8 ¼ S6
2� 4.300 11.860 0.764 0.735

S4
2� + 3/8S8 ¼ S7

2� 7.500 11.790 3.985 0.200
S4

2� + 1/2S8 ¼ S8
2� 14.800 21.720 8.324 0.035

S5
2� S5

2� + 1/8S8 ¼ S6
2� 3.700 6.930 1.634 0.517

S5
2� + 1/4S8 ¼ S7

2� 6.900 6.860 4.855 0.141
S5

2� + 3/8S8 ¼ S8
2� 14.200 16.790 9.194 0.025

S6
2� S6

2� + 1/8S8 ¼ S7
2� 3.200 �0.070 3.221 0.273

S6
2� + 1/4S8 ¼ S8

2� 10.500 9.860 7.560 0.047
S7

2� S7
2� + 1/8S8 ¼ S8

2� 7.300 9.930 4.339 0.174
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Based on the ndings of this work, the introducing of sulfur
loaded interlayer in battery can act as a promising method to
enhance the overall capacity for Li–S battery. Herein, a Li–S
battery assembly, with an S-GFI and a Celgard separator
assembled between the S-GFI lm and lithium metal anode,
was built and labeled as S–C/S-GFI/Celgard/Li. Its voltage
proles and cycle performance are shown in Fig. 5, indicating
that the specic capacity of S–C/S-GFI/Celgard/Li was main-
tained at 2000 mA h g�1 (based on sulfur loaded onto the
cathode). The control experiment for a Li–S battery without any
Fig. 5 The cycle performance comparison between C–S/Celgrad/Li ce

This journal is © The Royal Society of Chemistry 2019
S-GFI separator was also performed. The specic capacity for
the control test was about 1200 mA h g�1 for the rst discharge
and decreased to about 500 mA h g�1 aer 100 cycles. In this
work, all the cathode used in the above batteries was selected
with similar sulfur loading density. So, the overall capacity of
this battery was increased about four times as the introducing
of the S-GFI lm. This demonstrates that the S-GFI lm can
quadruple the overall capacity of the battery without increasing
its weight remarkably. Moreover, the S–C/S-GFI/Celgard/Li
battery was able to maintain a specic capacity of
ll and C–S/S-GFI film/Celgrad/Li cell.

RSC Adv., 2019, 9, 32826–32832 | 32831
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2000 mA h g�1 even when cycled more than 500 times. However,
considering that the elemental sulfur was loaded onto the S-GFI
lm, the specic capacity was only about 100 mA h g�1. Also, it
was noted that the cell assembly with S-GFI lm and two Cel-
gard 2400 separators exhibited an increased voltage difference
between the discharging and charging platform. This difference
was approximately 0.4 V for the battery with the S-GFI lm but
only around 0.2 V for the battery without S-GFI lm. We suggest
that this voltage difference was caused by the charge transfer
resistance introduced by the Celgard separator.

4. Conclusion

In this work, the behavior of electrically insulated elemental
sulfur in Li–S batteries was investigated by introducing an
elemental sulfur-modied glass ber interlayer (S-GFI) between
the elemental sulfur and the cathode. It was found that the
insulated elemental sulfur improves the capacity and lifespan of
Li–S batteries (its initial reversible capacity reaches
2600 mA h g�1 while retaining 1800 mA h g�1 aer 500 cycles).
Furthermore, elemental sulfur loaded onto the S-GFI interlayer
was found to reduce to soluble polysuldes during the dis-
charging process of Li–S batteries. HSC Chemistry soware was
employed to simulate the inuence of elemental sulfur on the
chemical balance in Li–S batteries. The results conrmed that
the insulating elemental sulfur in a Li–S battery could be
reduced to high-grade polysuldes by low-grade polysuldes
from the cathode, aer which they could participate in the
discharging process of the Li–S battery. This process was termed
the phase transfer effect of sulfur in the Li–S battery and may
reveal a chemical polysuldes system in the electrolyte of Li–S
batteries.
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M. J. Hoffmann, H. Althues and S. Kaskel, J. Electrochem.
Soc., 2013, 160, A1205–A1214.

9 W. Heng-Liang, L. A. Huff and A. A. Gewirth, ACS Appl. Mater.
Interfaces, 2015, 7, 1709–1719.

10 H. Marceau, C. S. Kim, A. Paolella, S. Ladouceur, M. Lagacé,
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