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icle size on the apparent
electrocatalytic activity of LiMn2O4 for oxygen
evolution†

Max Baumung, Florian Schönewald, Torben Erichsen, Cynthia A. Volkert
and Marcel Risch ‡*

We investigate LiMn2O4 as a model catalyst for the oxygen evolution reaction (OER), because it shares the

cubane structure with the active site of photosystem II. Specifically, we study the influence of different

particle sizes of LiMn2O4 on the OER in a sodium hydroxide electrolyte. The product currents of

manganese corrosion and oxygen evolution were obtained by rotating ring disk electrodes (RRDE). Physical

characterization by various methods supports identical surface chemistry and microstructure of the pristine

powders. We obtained similar oxygen current densities of 40(14) mA cmECSA
�2 and 26(5) mA cmECSA

�2 for

micro- and nano-sized particles at 1.68 V vs. RHE. However, the total current densities differed drastically

and while the micro-powder had a high disk current density of 205(2) mA cmECSA
�2, its faradaic efficiency

was only 25%. In contrast, the faradaic efficiency of the nanopowder was at least 75%. We hypothesize that

a Mn redox process may occur in the bulk in parallel and possibly in combination with oxygen evolution on

the surface based on the observed difference between the total and product current densities. Knowledge

of the product currents is crucial for distinguishing the mechanisms of corrosion and catalysis and for

designing better catalysts with high faradaic efficiency.
Introduction

An adequate and reliable supply of energy is a necessity in our
modern society. Currently, the most common energy vector is
burning fossil fuels to generate heat and electricity.1–3 However,
due to climate change, political crises in the middle east and
rising oil prices, the transition to renewable energy from solar
and wind is highly desirable.4 Unfortunately, these sources are
not available on demand. Therefore, it is crucial to store the
energy from renewables, when it is produced until it is needed.
An attractive avenue is the splitting of water for storage of the
produced hydrogen. This hydrogen could then be used in a fuel
cell to generate electricity. The water splitting reaction is
kinetically limited by the oxygen evolution reaction (OER).3,5,6

We focus on LiMn2O4 as a model system in our research as it
shares the cubane structure with the active site of photosystem
II. Previously, we demonstrated that nano-sized LiMn2O4 is
catalytically active in sodium hydroxide electrolytes and
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interpreted the key mechanistic parameters in the context of
natural photosynthesis.7

Here, we investigate the inuence of the particle size of
LiMn2O4 on catalytic activity. A rotation-ring disk electrode
(RRDE) setup was used to measure the conventional disk
currents and to monitor the trends of either Mn dissolution or
oxygen evolution at a ring electrode during 10 cycles. We used
X-ray diffraction and electron microscopy to quantify the
particle structure and size distribution. While the disk current
densities per surface area differed, the detected product
currents due to Mn loss and oxygen evolution were identical
within error. We hypothesize that the disk current densities
differ due to contributions from the bulk, which is discussed
in the context of the mechanisms of charge storage and
catalysis.
Results and discussion
Characterization of pristine LiMn2O4 particles

XPS-analysis showed no signicant difference in the surface
electronic structure of the pristine nano- and micro-sized
powders (Fig. S1†) so we focused on structural and morpho-
logical characterization. XRD measurements identied both
oxide powders as LiMn2O4 (Fig. 1), despite slight differences in
the peak widths and peak positions. The observed peak shis
indicate differences in lattice constants which may be due to
impurities and defects introduced by the different production
This journal is © The Royal Society of Chemistry 2019
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methods of the LiMn2O4-powders. Using the Scherrer equation
(eqn (1)), we obtained a particle size of 47(4) nm for the nano-
sized powder. (The Scherrer equation is only valid for parti-
cles smaller than 100 nm and was thus not applied to the XRD
data of the micron-sized powder.8)

We determined the experimental lattice parameter from the
best t of Bragg's law (eqn (2)) to the six reections in Fig. 1. The
nano-sized powder has a lattice constant of anano¼ 8.21(1) Å and
the micro-sized power a lattice constant of amicro ¼ 8.28(1) Å,
which were similar to the expected acrystal ¼ 8.25 Å for LiMn2O4

(single crystals).9 We note that the lattice constant of the previ-
ously measured nanopowder was found to be 8.15 Å using
Rietveld renement7 and 8.12(1) Å using Bragg's law. Due to the
difference between this work and our previous study,7 the XRD
measurements were repeated two additional times, giving
anano ¼ 8.22(1) Å and anano ¼ 8.24(1) Å, which are both close to
the expected value and deviate by less than 0.4%. The previously
measured lower lattice parameter could be due to the specimen
not being exactly in the X-ray focus or due to slight lithium10 or
oxygen11 deciency in the investigated powders, which empha-
sizes the importance of careful storage and measurement of the
powders.

Knowing the lattice parameter and space group allows the
density of the particles to be calculated as rnano ¼
4.339(3) g cm�3 and rmicro ¼ 4.230(1) g cm�3. The density of
LiMn2O4 was previously reported to have a somewhat higher
Fig. 1 (a) XRD diffractogram of nano- and micro-sized LiMn2O4. The
background-corrected intensities were normalized to the (111) peak
and offset for clarity. HRTEM picture of (b) nano-sized and (c) micro-
sized powder as well as interplanar distance for the (111) orientation of
(d) nano-sized powder with d111 ¼ 4.68 Å and (e) micro-sized powder
with d111 ¼ 4.72 Å. The intensity profiles were obtained in the white
boxes and arrows indicate the lattice fringes used in the analysis.

This journal is © The Royal Society of Chemistry 2019
value of 4.436(1) g cm�3 due to the smaller value of the
measured lattice constant.7

The lattice spacing of the (111) reection was also obtained
using TEM. The micrographs clearly show lattice fringes up to
the surface of nano-sized (Fig. 1b) and micro-sized (Fig. 1c)
LiMn2O4 particles. The analysis of ten oscillations in the
intensity proles revealed d111 ¼ 4.68 Å for the nanopowder and
d111 ¼ 4.72 Å for the micropowder (Fig. 1d and e). These are
smaller than the corresponding (111) diffraction reections
obtained by XRD for the nano-sized (d111 ¼ 4.73 Å) and micro-
sized powders (d111 ¼ 4.76 Å). The TEM values have higher
uncertainty (#1%) than the XRD measurements due to a less
exact calibration. It also has to be noted, that only a few HRTEM
measurements were performed (additional images in Fig. S2
and S3†), so that no statistics could be carried out over a large
ensemble of particles, in contrast to XRD. Still, the TEM
measured values are comparable to each other and larger trends
and changes could have been resolved but were not observed. In
summary, the TEM and XRD analyses agree within the accuracy
of the methods and support an identical crystal structure of
both powders.

We characterized the particle shape and size distributions by
SEM (Fig. 2a and b). The micro- and nano-sized particles were
Fig. 2 SEM-characterization of (a) nano-sized and (b) micro-sized
LiMn2O4 and corresponding histograms of (c) nano-sized and (d)
micro-sized LiMn2O4. Dotted lines show the fit to a lognormal distri-
bution. Anodic (squares) and cathodic (circles) currents from cyclic
voltammetry of (e) nano-sized and (f) micro-sized LiMn2O4 ink-casted
disks for evaluation of the double layer capacitance. Error bars were
obtained using at least three independent measurements and may be
too small to be visible.

Sustainable Energy Fuels, 2019, 3, 2218–2226 | 2219
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Table 1 Physical properties of nano- and micron-sized LiMn2O4 and
their ratios

Property Micro (M) Nano (N) Ratio N/M

Disk current (mA)a 75(7) 186(4) 2.5
Ring current (mA)a 0.178(2) 7.55(4) 42.4
Specic surface area
(m2 g�1)b

0.49(4) 14.38(1) 29.4

SEM surface (cmSEM
2)b 0.25(1) 7.19(3) 29.4

Capacitance (mF)c 0.07(2) 1.00(2) 14.3
ECSA (cmECSA

2)c 0.37(2) 5.26(3) 14.3

a At 1.68 V vs. RHE applied to disk during 5th cycle. Disk area 0.126 cm2;
catalyst loading 0.4 mg cm�2. b Determined by SEM; Fig. 2c and d. c The
electrochemical surface area (ECSA) was determined by cyclic
voltammetry; Fig. 2e and f. Specic capacitance was assumed to be
0.19(8) mF cmox

�2.14 The disk area was 0.126 cm2.
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mainly truncated octahedrons and some truncated rhombic
dodecahedrons (Fig. S4†). Therefore, both pristine powders
consist predominantly of {111} facets, with some {100} and
{110} facets, in agreement with the calculated equilibrium
particle shapes.12 The nano-sized particles tended to agglom-
erate (Fig. 2a) in contrast to the micro-sized particles which did
not agglomerate (Fig. 2b). Additional SEM images may be found
in the electronic ESI (Fig. S5†). A TEM investigation of nano-
powder sizes showed a comparable particle distribution with
the same frequent diameter (Fig. S6†).

The mean and most common nano-particle diameters were
calculated from a lognormal t to the experimental distribution
as 44(14) nm and 42 nm, respectively, which are similar to the
crystallite size of 47(4) nm determined by the Scherrer equation.
For the micro-sized particles, the mean and most common
diameters were calculated as 1.2(6) mm and 1.0 mm, respectively.
We approximated the truncated octahedra as spheres for the
estimation of the specic surface area (eqn (3)), to obtain
14.376(7) m2 g�1 for nano-sized LiMn2O4. In the work of Köhler
et al. the specic surface was calculated as 12.264(2) m2 g�1,7

mainly due to the smaller lattice parameter (and thus larger
density). For the micro-sized powder, we calculated a specic
surface of 0.490(4) m2 g�1. The latter agrees well with the
specic surface of perovskite oxides with similar diameter.13

As an alternative measure of the oxide surface area, we also
performed cyclic voltammetry to probe the double-layer capac-
itance (Fig. S7†). The (differential) capacitance (Cd) of the elec-
trode was obtained by linear regression of the currents at
1.174 V vs. RHE against the sweep speed (Fig. 2e and f). The t
range was chosen to minimize the Pearson correlation coeffi-
cient (Table S1†). The capacitance of the micropowder was less
reproducible as compared to the nanopowder for reasons that
are not entirely clear but possibly the target loading was less
accurate for the micropowders, which sedimented quickly
during ink-casting. The anodic currents (squares) showed better
linearity and were thus selected for evaluation. We obtained
capacitances of 1.00(2) mF and 0.07(2) mF for the nano- and
micro-sized powders. These capacitances are proportional to
the electrochemical surface area (ECSA) but the exact conver-
sion factor (specic capacitance) is not known for LiMn2O4.
Nonetheless, using the specic capacitance of a-Mn2O3 of
0.19(8) mF cmox

�2,14 gave quite reasonable agreement with the
SEM based estimates of the electrode surface areas (Table 1).
However, the ratio of the ECSAs of the nanopowder to the
micropowder is a factor of two smaller than the ratio of SEM
determined areas (Table 1). The discrepancy likely arises due to
agglomeration, of the nanoparticles, making much of their
surface area inaccessible for the electrochemical measurement.
Nonetheless, both methods demonstrate that the surface area
of the nanopowder was clearly larger than that of the micro-
powder as expected.
Fig. 3 Identification of the ring potential for oxygen (dotted; in
oxygen-saturated electrolyte) and permanganate (dashed; in argon-
saturated electrolyte) by CV. The detection potential was set to 0.4 V
vs. RHE for oxygen and 1.2 V vs. RHE for manganese detection as
indicated by vertical lines.
Electrochemical calibration experiments

For the RRDE investigations of stability and activity, the detec-
tion potential for manganese and oxygen at the ring has to be
selected. The general goal is to nd a potential where the
2220 | Sustainable Energy Fuels, 2019, 3, 2218–2226
reduction of only one species occurs. In order to identify these
potentials, we added either oxygen gas or permanganate ions to
the sodium hydroxide electrolyte. The platinum ring-electrode
was scanned from 0 V vs. RHE to 1.55 V vs. RHE to detect the
reduction of these species (Fig. 3). We identied detection
potentials of 0.4 V vs. RHE for oxygen and 1.2 V vs. RHE for
manganese. We also performed the RRDE experiment at both
detection potentials without any rotation (Fig. S8†), which
suggested that there was no signicant electronic crosstalk
between the ring current and the disk current that would affect
the product detection.15

The detection potential for manganese could not be set to
a potential, for which the detection is limited by Mn transport
(i.e. current independent of potential) while avoiding overlap
with the detection of oxygen. Thus, only qualitative detection is
possible for Mn and we did not correct the measured ring
currents for the collection efficiency. The identied detection
potential of 1.2 V vs. RHE is identical to that previously used in
the literature.16,17

The detection potential for oxygen was set on the current
plateau at 0.4 V vs. RHE, where oxygen detection is limited by
diffusion of oxygen. This detection potential is also identical to
This journal is © The Royal Society of Chemistry 2019

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c8se00551f


Paper Sustainable Energy & Fuels

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

6 
A

pr
il 

20
19

. D
ow

nl
oa

de
d 

on
 1

/1
5/

20
26

 1
2:

56
:3

1 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
that previously used in the literature.16,17 It is challenging to
quantify the amount of the released oxygen, due to bubble
formation at the disk electrode and the PTFE (polytetrauoro-
ethylene) spacer, which prevent a continuous transport to the
ring electrode.7,18 Therefore, the oxygen detection is also only
qualitative and we did not correct the measured ring currents for
the collection efficiency. Since detection of manganese is also
possible at 0.4 V vs. RHE, it is imperative to exclude the presence
of manganese in the electrolyte. This motivated us to study the
activation process of LiMn2O4 described in the next section.

Catalyst activation and performance

The stability of the two types of LiMn2O4 particles was investi-
gated at the detection potential for Mn during cyclic voltam-
metry (Fig. 4). The ring currents increased above 1.4 V vs. RHE,
indicating dissolution of Mn in the electrolyte during the rst
cycle for both the nano- and micro-sized LiMn2O4 based elec-
trodes. The ring currents for both powders decreased with
increasing cycle number and little change was observed
between the h and tenth cycles. The currents for the nano-
LiMn2O4 are similar to our previous study7 and are much larger
than for the micro-sized LiMn2O4, presumably due to the much
larger surface area.

We performed post-mortem TEM on electrodes cycled ten
times between 1.25 and 1.75 V vs. RHE (Fig. 4c and d), to
Fig. 4 Detection of Mn loss at 1.2 V vs. RHE for (a) nano-sized and (b)
micro-sized powder (inset smoothed by Savitzky–Golay method).
Post-mortem TEM investigation of (c) nano-sized and (d) micro-sized
LiMn2O4 and interplanar distance for the (111) orientation of (e) nano-
sized powder with d111 ¼ 4.74 Å and (f) micro-sized powder with d111 ¼
4.68 Å. The intensity profiles were obtained in the white boxes and
arrows indicate the lattice fringes used in the analysis.

This journal is © The Royal Society of Chemistry 2019
investigate the stability of both types of particles. Lattice fringes
up to the surface could still be resolved aer electrochemical
cycling. This can be seen most clearly in an additional picture
recorded with a higher resolution TEM (Fig. S9†) similar to ref.
7. Neither particle showed evidence of surface amorphization as
reported, e.g., for perovskites.17,19,20 The inter-planar distances
obtained aer catalysis (Fig. 4e and f), are d111 ¼ 4.74 Å for the
nanopowder and d111 ¼ 4.68 Å for the micropowder, which are
very close to the values of the pristine samples (d111 ¼ 4.68 Å
and 4.72 Å, respectively). The lattice fringes were somewhat
more difficult to resolve for the thicker microparticles, but are
nonetheless clearly detectable, meaning that the crystal struc-
ture of LiMn2O4 was preserved for both nano- and micro-sized
particles despite loss of Mn from the materials during the
initial cycles.

Having conrmed the absence of structural changes due to
catalysis, we now discuss the CV traces and corresponding
catalytic currents during the h cycle, during which the loss of
Mn had reached steady state. The CV traces at the disk only
show an exponential rise above 1.6 V vs. RHE (Fig. 5a). The
shape of the CV trace of the micropowder was slightly asym-
metric, which may indicate the hidden shoulder of a redox
peak. The disk current of the nano-sized powder was higher
than that of the micron-sized powder (Fig. 5a) as expected due
to the larger surface area (Table 1). Due to the ambiguity of the
total disk current, qualitative detection of oxygen generated at
the disk was performed by setting the ring potential to 0.4 V vs.
RHE as discussed above (Fig. 5b). The positive-going traces of
the ring current follow the same trends as the disk currents,
while the negative-going scans show strong hysteresis likely due
Fig. 5 (a) Representative cyclic voltammograms (fifth cycle) of nano-
and micro-sized LiMn2O4 ink-casted disks and (b) and ring current of
the corresponding oxygen detection at the ring electrode at 0.4 V vs.
RHE (c) cyclic voltammetry (fifth cycle) of nano- and micro-sized
LiMn2O4 ink-casted disks normalized by the ECSA and (d) and the
corresponding oxygen detection at the ring electrode at 0.4 V vs. RHE
also normalized by the ECSA of the LiMn2O4 on the disk. The positive-
going half cycles are shown as solid lines, while the negative-going
half-cycles are shown as dashed lines.

Sustainable Energy Fuels, 2019, 3, 2218–2226 | 2221
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to trapping of oxygen at the spacer. This effect is particularly
pronounced for the micropowder.

To investigate whether there are intrinsic differences
between the two powders, we focused on the currents normal-
ized by the ECSA as a proxy for the active surface area of the
oxide. The area from SEM was not considered for the detailed
analysis due to particle agglomeration. Surprisingly, the disk
(Fig. 5c) and ring (Fig. 5d) current densities of the micropowder
exceeded that of the nanopowder, although the ring current
densities of the positive-going cycles were similar (Fig. 5d). Due
to the observed hysteresis in the negative-going half-cycle
(dashed lines), we only evaluated the positive-going half-cycle
(solid lines) in detail.

The disk, O2 and Mn ring current densities were recorded at
a disk potential of 1.68 V vs. RHE for both particle sizes as
a function of cycle number (Fig. 6). The disk current densities of
the micro-sized particles are higher than those of the nano-
Fig. 6 Trends of (a) disk current density, (b) the corresponding current
density of the ring set to detect oxygen and (c) the corresponding
current density of the ring set to detect manganese. The data points
were evaluated at a disk potential of 1.68 V vs. RHE during all ten
cycles. Only the positive-going half-cycle was considered and
normalized by the ECSA. Error bars indicate the standard deviation of
three (nano) and eight (micro) independent measurements. Con-
necting lines were added to guide the eye.

2222 | Sustainable Energy Fuels, 2019, 3, 2218–2226
sized particles for all cycles (Fig. 6a). The current densities of
both particle sizes decreased with cycle number to a nearly
constant value. In contrast, the ring current densities due to
oxygen evolution were nearly constant and their averages were
the same within error (solid symbols in Fig. 6b). The measured
currents are not necessarily directly proportional to the avail-
able surface area, e.g., when the electrode loading is varied.21

Yet, the constant and similar ring current densities of the two
powders suggest that the activity is proportional to the available
surface area. The ring currents due to Mn loss (Fig. 6c) show
a similar trend with cycle number to the disk current densities
and are the same for both particle sizes within the noise. During
later cycles, the experimental error of some points included zero
current density, yet the averages (solid symbols) did not vanish.
A continuous small loss of Mn was also reported for sputtered
manganese oxide by a different method.22

Identical ring currents due to catalysis (O2) and corrosion
(Mn) are expected and have been conrmed because the pris-
tine powders were chemically identical as demonstrated by XPS
(Fig. S1†) and have the same crystal facets (Fig. S4†). Moreover,
the similarity of the ring current densities due to Mn loss
indicates that the surfaces of the micro- and nano-sized
LiMn2O4 particles change in the same way with cycle number
and thus retain an identical activity per (electrochemical)
surface area within experimental error. However, both ring
measurements were qualitative and additional analysis is
required to quantify the activity for oxygen evolution.
Origin of the disk currents

The disk currents of conventional electrochemical experiments
are ambiguous as they do not discriminate between redox
currents, catalytic currents and corrosion currents. Using product
detection at ring electrodes, we aim to deconvolute the contri-
butions to the disk current. While the ring currents in our setup
only qualitatively probed the currents due to catalysis (i.e. O2

detection) and corrosion (i.e. Mn detection), the trends with the
number of cycles permit a linear combination analysis of the disk
current density according to jdisk ¼ cO2

jR,O2
+ cMn jR,Mn + cx jx,

where cO2
, cMn, cx are the coefficients of oxygen evolution, Mn loss

and additional processes (i.e. side reactions) with current density
jx, respectively, and jO2

, jMn the measured uncalibrated current
densities at 1.68 V vs. RHE (Fig. 6). The best t values for the
coefficients may be found in Table S3,† where we have assumed
that the coefficients are not changed by the particle size or by the
cycle number. This is equivalent to assuming that the intrinsic
nature of the reactions is not affected by particle size or cycle
number and is justied by the chemical and structural charac-
terization of both powders as supported by the previous discus-
sions (Fig. S1, and S4†). The calibrated ring current densities are
named aer the detected product henceforth, i.e. oxygen and
manganese current density.

The disk current of the nanopowder was well described by
only the rst two terms in eqn (1), namely cO2

jR,O2
+ cMn jR,Mn

(Fig. 7a). The oxygen current density was 26(5) mA cmECSA
�2 at

1.68 V vs. RHE independently of the cycle number. In contrast,
the analysis of the manganese current density suggested that
This journal is © The Royal Society of Chemistry 2019
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Fig. 7 Calculated assignment of the currents due toMn corrosion (line
shade) and catalysis (cross shade) to the measured disk current (black
line and circles) for (a) nano-sized and (b) micro-sized LiMn2O4.
Calculation details may be found in the text. Connecting lines were
added to guide the eye.
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the decay of the disk current density as entirely due to Mn loss,
which reached a nearly steady value of 8(7) mA cmECSA

�2 at the
third cycle. As discussed above, the possibility that the Mn loss
contribution has reduced to zero cannot be ruled out within the
experimental error. The faradaic efficiency for oxygen evolution
can be calculated as {cO2

jR,O2
}/jdisk. It increased with cycle

number from 26% to 75% with 75(2)% aer the third cycle,
which are lower boundaries as the manganese current density
could have vanished. Any change in faradaic efficiency aer the
third cycle was minor and the electrode can be considered
activated thereaer.

The analysis of the micropowder could be t with the same
values of the oxygen evolution and Mn loss coefficients as ob-
tained from the nanopowder, but revealed an additional jx
contribution to the measured current density (Fig. 7b). It is
worth pointing out that a similar quality t to the two sets of
data in Fig. 7 can be obtained by allowing some contribution
from additional jx processes during reaction of the nanopowder.
However, the magnitude of the micropowder disk current
makes it clear that these additional processes are much
stronger for the micropowder than the nanopowder. Conse-
quently, the faradaic efficiency is only 25(8)% and our model
suggests that the majority of the measured disk current density
of the micropowder comes from a different process.

Product currents are unfortunately rarely reported in the
literature. The ECSA-normalized current densities of micro-sized
manganese oxides were benchmarked by Jung et al.23 who re-
ported disk currents at 0.35 V overpotential ranging for various
ink-casted manganese oxides (Table S4†). Unfortunately, the
This journal is © The Royal Society of Chemistry 2019
faradaic efficiencies were not reported. Ourmicro-sized LiMn2O4

showed a disk current density of 34(3) mA cmECSA
�2, which is

similar to the value of 31(25) reported for MnO.23 However, our
detailed analysis of the product currents showed that only
a small fraction of this current contributes to oxygen evolution.

The disk current generally depends on catalytic currents,
corrosion currents and redox currents. Having measured and
assigned the rst two sources, we hypothesize that the
remaining contribution is related to manganese redox
throughout the particles, including in the bulk. Micro-sized
particles have relatively more bulk atoms as compared to the
smaller nano-sized particles. Unlike metals, oxides exhibit
charged regions near the surface, the space charge layer.
Furthermore, LiMn2O4 has also been previously discussed as
a material for electrochemical supercapacitors in aqueous
solutions24 as well as for non-aqueous25 and aqueous batteries.26

These applications entail redox of manganese ions in the bulk,
in most cases associated with Li addition or removal. Mn
oxidation of the subsurface has also previously been reported
during the activation procedure of another manganese oxide.14

The shape of the CV trace of the micropowder in Fig. 5c further
supports that a Mn redox process may occur. However, a de-
nite proof requires additional measurements that are beyond
the scope of this report.

Mechanistic considerations and our comparative study
suggest that the particle size must be considered in the design of
catalysts even in the case of identical surface chemistry and
microstructure, since the bulk may contribute to the measured
total currents. The mechanisms of manganese oxidation for
charge storage in electrochemical capacitors24 and batteries25 are
virtually identical to that of the common proposals for electro-
catalysts before catalytic turnover.27–29 In particular, we previously
concluded that the electrocatalytic mechanism of our nano-
powder includes an electrochemical pre-equilibrium step
involving manganese oxidation coupled to a proton-transfer.7

This step can also occur in electrochemical energy storage
mechanisms that rely on the bulk such as batteries and capaci-
tors, where the charge can also be compensated by species other
than protons, e.g., Li. In contrast, catalysis requires the adsorp-
tion of the reactant, which can only occur on the surface. While
the conditions of the electrochemical pre-equilibrium step may
thus be satised in the bulk and on the surface, only the pre-
equilibrium at the surface is relevant for product formation, i.e.
oxygen evolution. Therefore, these spatial considerations can
explain the observed commonalities and differences between
nano- andmicro-sized LiMn2O4, namely identical oxygen current
density due to an identical surface chemistry and differing total
current due to different bulk volumes.

Experimental
Materials

Micro-sized (electrochemical grade) and nano-sized (>99%)
LiMn2O4 were purchased from Sigma-Aldrich. Tetrahydrofuran
(THF) was purchased from VWR ($99.9% stabilized). The
electrolyte was 1 M sodium hydroxide Titripur (Merck) solution
which was diluted to cNaOH¼ 0.1 M by ultrapure water (Milli-Q R
Sustainable Energy Fuels, 2019, 3, 2218–2226 | 2223
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$ 18.2 MU). The gases used to purge the electrolytes were
purchased from AirLiquide Alphagaz (argon 5.0 and oxygen 4.8).
Acetylene carbon black was purchased from Alfa Aesar
($99.9%) and was acid-treated.30 All other chemicals were used
as received.

Physical characterization of LiMn2O4 particles

LiMn2O4 particles were characterized by X-ray diffraction (XRD)
using a Bruker D8 Discovery with a monochromatized CuKa

radiation in the 2q range from 15� to 85� in 0.05� steps. Speci-
mens for XRD measurements were prepared by gluing the oxide
powder to a glass slide. The particle size of the nanopowder was
calculated using the Scherrer-equation

L ¼ Kl

b cos q0
(1)

where b is the line broadening at half maximum intensity and
the shape factor K ¼ 0.8.

We determined the experimental lattice parameter accord-
ing to

a ¼ d
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
h2 þ k2 þ l2

p
(2)

where d is the lattice spacing in Bragg's law (d¼ lCu/2 sin(q), lCu
¼ 1.5406 Å) and hkl are the Miller indices. The lattice constant
of the powders was obtained by linear regression of d of six
reections on the inverse of the square root in eqn (2).

Scanning electron microscopy (SEM) was performed in a FEI
Nova Nano SEM 650 in a high vacuum mode at 5 kV (micro-
sized particles) and 15 kV (nano-sized particles). Specimens
for SEM were prepared by mixing 10 mg oxide with 2 mL of THF
and applied on a SEM carbon tape. For the evaluation of the
average particle size, 200 randomly picked particles were
measured. The elliptic shape of the particles was simplied as
a circle and the equivalent diameter was calculated from the

measured area as de ¼ 2
ffiffiffiffiffiffiffiffiffi
A=p

p
(Fig. 2). Subsequently, we used

the Cauchy expression to determine the specic area31

As ¼ 6

r

P
de

2

P
de

3
(3)

where r is the density of LiMn2O4 calculated from the unit cell
(i.e. assuming dense singly crystalline particles).

The oxide particles were investigated in high-resolution
transmission electron microscopy (TEM) before and aer the
experiments. For this investigation, we used a FEI Tecnai G2

Spirit at 120 kV. For this, we drop-casted a copper-carbon TEM
grid with the catalytic ink. For post mortem analysis, the same
procedure was used aer washing the particles off the electrode.

Electrochemical setup

For all catalysis experiments, an OrigaFlex system was used,
composed of three OGF500 Potentiostats (Origalys SAS) and for
the determination of the double-layer capacitance, we used
a Gamry Interface 1000E. Our measurement station consisted of
a RRDE-3A rotator (ALS Japan Co Ltd.) and custom-made elec-
trochemical cells made of polytetrauoroethylene (PTFE)
cylinders that were used in a three-electrode conguration with
2224 | Sustainable Energy Fuels, 2019, 3, 2218–2226
a saturated calomel electrode (SCE) (ALS Japan Co Ltd., RE-2B)
and a platinum counter electrode. The radial distance between
the working and counter electrode or reference electrode was
17 mm. The RRDE-electrode setup consisted of a glassy carbon
disk that is 4 mm in diameter (area ¼ 0.126 cm2) and
a concentric platinum ring with 5mm inner diameter and 7mm
outer diameter. These working electrodes (disk and Pt-ring)
were separately polished to a mirror nish with Al2O3-micro-
polish and cleaned with isopropanol. The used SCE reference
electrode was calibrated to the RHE scale (HydroFlex Gaskatel)
by determining the offset of characteristic peaks during cyclic
voltammetry (CV) on a clean polycrystalline Pt surface in the
hydrogen underdeposition region.

Electrochemical calibration experiments

The electrolyte was rst saturatedwith oxygen and a CV at the ring
electrode was executed between 0–1.75 V vs. RHE at 100 mV s�1

for ve cycles at 1600 rpm. The same procedure was carried out
for an electrolyte saturated with argon. Aerwards, 10.3 mg of
KMnO4 was added to this argon-saturated electrolyte for a nal
molarity of 1 mM and another CV was carried out. LiMn2O4

catalytic ink was made by mixing 10 mg LiMn2O4 powder, 2 mg
carbon black into a slurry of 2 mL THF. Aer sonication for 30
minutes, 10 mL of this suspension was applied on a polished
glassy carbon disk, which was assembled in a RRDE setup. The
ink covered the disk completely and homogeneously. The elec-
trolyte was also saturated with argon 30minutes before any of the
electrochemical measurements.

Catalytic experiments

Six electrodes of the nanopowder were made so that three
measurements each could be recordedwith the ring set to oxygen
and manganese. Due to the higher experimental errors, een
electrodes of the micropowder were prepared, of which three
were recorded with the ring set tomanganese and twelve with the
ring set to oxygen. Of the latter, four measurements were dis-
carded as the values differed bymore than 50% from the median
of all measurements. All catalytic experiments were performed
using the same protocol. The disk electrode was conditioned at
1.25 V vs. RHE for three minutes and aerwards a CV between
1.25 V and 1.75 V vs. RHE was carried out at 10 mV s�1 for ten
cycles at 1600 rpm. The ring electrode was set to the identied
detection potential for manganese (1.2 V vs. RHE) or oxygen
(0.4 V vs. RHE). All characterization and electrochemical experi-
ments were carried out at room temperature. Subsequently, we
performed electrochemical impedance spectroscopy in the range
from 100 kHz to 1 Hz to determine the uncompensated resis-
tance and correct the applied voltage for the ohmic drop. Typical
uncompensated resistances were 50.72(1)U for electrodes coated
with nano-sized and 47.64(4) U for micro-sized LiMn2O4.

Electrochemical determination of double-layer capacitance

For the determination of the double layer capacitance all
experiments were performed without rotation and a discon-
nected ring electrode. Data acquisition was performed in the
‘surface mode’ to capture the capacitive currents. The lower
This journal is © The Royal Society of Chemistry 2019
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scan potential of 1.1 V vs. RHE was held for 60 seconds to
equilibrate the powders, followed by cyclic voltammetry
between 1.1 and 1.25 V vs. RHE with various scan rates (10, 20,
40, 80, 100, 150, 200 mV s�1) was executed (Fig. S7†).
Conclusions

We observed an inuence of the particle size on the electro-
catalytic activity. Two commercial powders LiMn2O4 with mean
particle sizes of 44(14) nm (nano) and 1.1(5) mm (micro) were
selected for this study. They had nominally identical chemical
composition and valence as probed by XPS. We determined
similar lattice parameters of anano ¼ 8.21(1) Å and amicro ¼
8.28(1) Å that were also directly visible as lattice fringes in TEM.
Based on the differential capacitance, we obtained ECSA of
5.26(3) cmECSA

2 for the nanopowder and 0.37(2) cmECSA
2 for the

micropowder, which was used to calculate the current density
per particle surface. The ring potentials for Mn (1.2 V vs. RHE)
and O2 (0.4 V vs. RHE) detection were identied rstly for the
qualitative detection of the product currents and secondly for
quantitative evaluation based on linear combination analysis.
The total disk current densities decayed, which matched the
trend of the current density due to manganese loss. The main
reduction occurred in the rst three cycles and we considered
the catalyst fully activated aer ve cycles due to minor changes
thereaer. The current density due to oxygen evolution was
constant independently of cycling and the oxygen current
densities (per ECSA) were identical for both powders as ex-
pected for identical surface chemistry and microstructure. The
oxygen current densities were identical within error, namely
40(14) mA cmECSA

�2 and 26(5) mA cmECSA
�2 for micro- and nano-

sized LiMn2O4, but only the latter had a faradaic efficiency of at
least 75%. We hypothesized that Mn redox in the bulk of micro-
sized LiMn2O4 was the source of the large disk current density
(per ECSA), while the oxygen current densities of the micro- and
nano-powders were identical due to identical surfaces. Bulk
redox processes drive electrochemical energy storage in capac-
itor and battery materials, which provides a mechanistic link
between these different subelds of electrochemistry. Further-
more, corrosion processes are oen, if not always, in competi-
tion with catalysis. Therefore, the detailed knowledge of
product currents is crucial, on the one hand for the rational
design of better electrocatalysts as it is the relevant metric that
should be optimized by materials design and on the other hand
for a mechanistic understanding when more than one product
is formed.
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