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Tuning heterogeneous nucleation of CaCOs could enable new bio-
mimic structures and address inorganic fouling in desalination and
petroleum industries. However, few fundamental principles exist to
guide surface modification for controlling this complex nucleation
process. Additionally, industrial applications often require high stability
for harsh operational conditions and nanoscale thickness for low heat
transfer resistance. Such robust nanoscale coating materials have not
yet been reported, motivating the current study of durable ultrathin
(=100 nm) organic covalent networks synthesized by initiated
chemical vapor deposition (iCVD). The low surface energy of the iCVD
films results in a high energy barrier for CaCOs; heterogeneous
nucleation, leading to slow kinetics with extended induction periods.
We also found the dominant role of electrochemical oxidation on Cu/
Ni surfaces in affecting heterogeneous nucleation of CaCOs in a hot
aqueous environment. With excellent stability and passivation capa-
bility, iCVD coatings effectively inhibit corrosion-induced
heterogeneous nucleation, thus reducing the amount of CaCOs
fouling by up to 14 times at 110 °C.

our

Heterogeneous nucleation of CaCO; is of fundamental impor-
tance for many industrial, geological, and biological
processes.' It is widely involved in the formation of biogenic
minerals for exoskeletons of many marine species and avian
eggshells," and in the development of inorganic foulants in
desalination and the petroleum industry.*” The latter could
significantly impair the heat transfer and flow rates in the
equipment, and eventually affect the process efficiency and
energy consumption.® Approaches for tuning heterogeneous
nucleation of CaCO; could therefore enable the fabrication of
new bio-mimic structures, and provide cost-effective, energy-
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efficient solutions to inorganic fouling issues in desalination
and petroleum industries.

Controlling heterogeneous nucleation of CaCO; is a non-
trivial task because of the complexity of pre-nucleation
clusters/precursors and their phase transition paths to poly-
morphs of CaCOj; that do not follow the classical nucleation
theory.»*** In addition, many factors including surface terminal
groups, surface energy, roughness, and surface charge and ion
interaction can affect heterogeneous nucleation of CaCOj;.’
However, it is often not possible to exclusively study one
particular factor since adjustment of surface chemistry also
leads to changes in other surface properties. Consequently, in
spite of the previous attempts to investigate heterogeneous
nucleation and growth of CaCO; on different surfaces,”>*
much is still unknown before a guiding principle can be
developed for designing surfaces to control this dynamic
process.

Surface modification for tuning heterogeneous nucleation of
CaCOj; also requires robustness and thermal stability especially
for applications in thermal desalination such as multistage
flash (MSF) and multi-effect distillation (MED), and in oil
extraction processes. In addition to withstanding wear condi-
tions, these coatings need to be resistant to hydrolysis and
erosion when exposing to seawater at temperature as high as
110 °C,** while maintain a thickness <1 pm to reduce heat
transfer resistance.”® A trade-off, however, is often present
between the low film thickness desired to maintain thermal
conduction and the stability of the coating layer. In most cases,
film thickness was increased to achieve stability and robustness
of the surface at the expense of reducing thermal conduction
across the layer.”**** So far, nanoscale robust coatings stable at
extreme operational conditions for controlling heterogeneous
nucleation of CaCO; have not yet been reported.

Here we report a novel method to control heterogeneous
nucleation of CaCO; using nanoscale polymer coatings depos-
ited via initiated chemical vapor deposition (iCVD). iCVD is
advantageous in controlling film thickness and obtaining
conformal coatings, which is crucial for applications in
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desalination and petroleum equipment. In order to avoid
significant thermal insulation, the organic films applied to the
metal heat exchanger surfaces must be ultrathin (<1 um).>® Due
to the absence of surface tension, and hence dewetting effects,
iCVD is ideal for forming such ultrathin pinhole-free organic
films. Additionally, the metal surfaces in heat transfer equip-
ment typically have significant roughness (on the orders of tens
of nm or higher). To equally cover all the features in these
surfaces requires a conformal coating method, such as iCVD.*®

We carefully selected four iCVD polymers from over 70
candidates available for iCVD chemistry based on their surface
energy, film roughness and durability.”® Polydivinylbenzene
(PDVB), Poly(1,3,5-trivinyl-1,3,5-trimethylcyclotrisiloxane)
(PV3D3),  Poly(1,3,5,7-tetra-vinyl-1,3,5,7-tetramethylcyclotetra-
siloxane) (PV,D,) and Poly(1H,1H,2H,2H-perfluorodecyl acry-
late) (PPFDA) were synthesized using iCVD processes similar to
previous reports (experimental details shown in ESI).> In
a typical iCVD process, free radicals are generated from tert-
butyl peroxide (TBPO) vapors flowing past an array of hot fila-
ments. These radicals can further initiate the polymerization of
the monomers adsorbed on the growth surface (Fig. 1a).

Fig. 1b shows the Fourier transform infrared (FTIR) spectra
for iCVD PV;D;, PV,D,, PDVB and PPFDA. These spectra are
consistent with prior reports, confirming the successful
synthesis of the targeted polymer structures.”’**>' For the
polymers synthesized from multi-vinyl monomers, only low
absorbance was found for the »(C=C) at 1597 cm™* for PV;Dj,
at 1600 cm ™! for PV,D,, and at 1630 cm™ ' for PDVB, respec-
tively,>”***" indicating negligible pendant vinyl groups in these
polymers after iCVD. For iCVD PPFDA, complete loss of the
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Fig.1 (a) Schematic illustration for initiated chemical vapor deposition
(iICVD). (b) FTIR spectra for iCVD PV3Ds, PV4D4, PDVB and PPFDA.
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»(C=C) at 1639 cm ' in the monomer was achieved after
polymerization,* revealing full conversion of the double bonds.

We deposited these iCVD polymer films on Cu/Ni alloy foils
that have similar composition with the tube materials used in
the heat exchangers in MSF plants.*® Film thickness was
controlled at ca. 100 nm based on in situ interferometry during
the iCVD processes. This thickness was chosen because it
ensured the formation of continuous, pinhole-free films for
good passivation while maintaining small heat transfer resis-
tance on the Cu/Ni surface.*® Grazing incidence X-ray diffraction
(GIXRD) for the iCVD-coated Cu/Ni foils is shown in Fig. S1.}
The diffraction peaks shown at low 26 angles for PPFDA repre-
sent the lamellar structure of this polymer,* while the other
iCVD polymer films are amorphous. Atomic force microscopy
(AFM) reveals that pristine Cu/Ni alloy foil has aligned surface
features with a roughness of 37.8 + 11.0 nm (Fig. S2t). The
intrinsic roughness of the iCVD polymer films measured on Si
substrates is generally less than 0.5 nm, except for iCVD PPFDA
(15.8 £ 1.5 nm) due to its crystalline structure (Fig. S31). The
roughness of iCVD coated Cu/Ni foils is quite similar to the
uncoated substrate (Table S17), confirming the combination of
the conformal coverage and the low intrinsic roughness of the
iCVD surface modification layer.

The surface energy of the iCVD polymers was determined
using contact angle measurements with multiple liquids with
known surface tension, and compared with common commer-
cial polymers®**° (Fig. S47). Polytetrafluoroethylene (PTFE) and
polydimethylsiloxane (PDMS) represent the lower bound of
surface energy (ca. 20 mN m_l) among common polymer
materials. The surface energy of our cyclosiloxane-based iCVD
PV;D; (21.89 +2.91 mN m™ ') and PV,D, (19.96 + 2.82 mN m ')
is quite comparable with that of PTFE and PDMS, while the
surface energy of iCVD PPFDA (9.36 + 1.32 mN m ') was found
at least 50% smaller than PTFE and PDMS.

We investigated the adhesion between CaCO; and the iCVD
polymer films using molecular force probe (MFP). iCVD-coated
MFP cantilevers were employed to probe the surface of a CaCO,
single crystal (dimension: 10 mm x 10 mm X 0.5 mm) in an
aqueous solution of saturated CaCOj; (Fig. 2a). Force response
was recorded when the MFP probe was approaching and
retracting from the CaCOj; surface. Work of adhesion (W,q) was
calculated from the measured adhesion forces using Johnson-
Kendall-Roberts (JKR) model (details shown in the ESI{).*” As
shown in Fig. 2b, iCVD PPFDA exhibits ultra-low W,q (5.14 +
1.54 mN m ™), indicating a non-sticking surface for CaCOs. This
surface property is highly desired for desalination and petro-
leum equipment, as it could prevent the CaCO; precipitated in
solution from adhering to the substrate surface. Compared with
untreated Cu, SiO, coated Cu, and Cu coupled with triethox-
yvinylsilane,*® the W,4 between CaCO; and all the four iCVD
polymers are significantly smaller (Table S21). The W.q for
CaCOj; on iCVD PPFDA, PV,D, and PV;D; increases consistently
with the surface energy of the corresponding polymer. Although
iCVD PDVB exhibits higher surface energy than iCVD PV;D;, the
W,q for CaCO; on iCVD PDVB was found lower than that on
iCVD PV;D;. This is possibly because the surface polarity of
iCVD PDVB is significantly lower than PV;D; (Table S37). Polar
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Fig. 2 (a) Force response in a typical molecular force probe (MFP) measurement. Inset is a schematic for the adhesion measurement using MFP

in aqueous environment. (b) Work of adhesion for CaCOz on iCVD polymers calculated from adhesion forces using Johnson—Kendall-Roberts
(JKR) model. (c) Contact angles of CaCOz on iCVD polymers calculated from Young—Dupré equation (black squares) and the energy barrier ratio
of heterogeneous nucleation to homogeneous nucleation based on classical nucleation theory (red circles). (d) Mass change on QCM crystals
during the nucleation and growth of CaCOzs in a flow cell. () Correlation between the induction period t and the nucleation energy barrier ratio.

interactions originate from the surface charge of CaCOj (ref. 39)
and the induced orientation of molecular dipoles in polymers.*
Large opposite polarity leads to strong adhesion, resulting in
high work of adhesion.**

With the analyzed W,q and the reported interfacial energy
between water and CaCOj; (yrs = 83 mN m™ '), we estimated
the contact angle (#') of CaCO; on the iCVD polymers using
Young-Dupré equation (Fig. 2¢).

Waa = yrs(1 + cos 6) 1)

We found the ¢’ is higher than 130° for all the four iCVD
polymers (Fig. 2¢), indicating that these iCVD surfaces are not
favored for CaCOj;. Assuming that the heterogeneous nucle-
ation of CaCO; follows the classical nucleation theory, we
further estimated the energy barrier as a ratio of the change of
free energy during CaCO; heterogeneous nucleation to that
during CaCO; homogeneous nucleation (AGy,./AGy,,)- Here
we use a simplified model with a spherical nuclei cap formed on
a flat mold (Scheme S17) to describe heterogeneous nucleation
of CaCO; on iCVD polymer surfaces. The energy barrier for
heterogeneous nucleation (AGj,,,) is given by

s’

AGy, = AG;om x g(m) (2)

17244 | J. Mater. Chem. A, 2019, 7, 17242-17247

where AGy,,, is the energy barrier for homogenous nucleation,
the geometric factor g(m) is defined as a function of the contact
angle (m = cos ¢)

glm) = 41— mPC+m) ®)

5

As shown in Fig. 2¢, AGyy,/AGy,, is over 90% for all the
tested iCVD surfaces, indicating that these iCVD polymer coat-
ings could effectively inhibit heterogeneous nucleation of
CaCoOs;.

Fig. 2d shows the mass gain measured via quartz crystal
microbalance (QCM) during the nucleation and growth of
CaCO; in a flow cell. A delay of nucleation was observed for all
the four iCVD-coated QCM surfaces. iCVD PPFDA exhibits the
longest induction period among the iCVD polymers, consistent
with the highest nucleation energy found from adhesion anal-
ysis. Since induction time (z) is inversely proportional to
nucleation rate,” we found that the nucleation rate of CaCO;
decreases with the increase of CaCOj; contact angle on the iCVD
polymers. t can also be directly correlated with AG.,/AGyom
through eqn (4) (derivation shown in ESIY)

This journal is © The Royal Society of Chemistry 2019
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1 AG,
—“In-=¢-—H _InA (4)
T AGom
where 4’ is a modified kinetic parameter, ¢ is the ratio of AGyy,,,

to the product of Boltzmann constant and temperature (kp7).
Both A’ and ¢ are constant for CaCO; nucleation at given
temperature. As shown in Fig. 2e, —In(1/1) increases with
AG;./4Gyym, confirming that the nanoscale surface modifi-
cation using iCVD enables the control of CaCO; nucleation
kinetics.

In order to demonstrate the potential of the nanoscale iCVD
coatings for controlling CaCO; nucleation in thermal desali-
nation, we further evaluated these iCVD polymer films in
conditions similar to MSF processes. Uncoated and iCVD coated
Cu/Ni foils were immersed in a mixed aqueous solution of
10 mmol L™ CaCl, and 2 mmol L' NaHCO;, which mimics the
concentration of Ca®" and HCO; ™ typically found in sea water.
The pressure of the distillation apparatus was tuned to obtain
different boiling points of the synthetic seawater (50-110 °C),
similar to the typical conditions in the external brine heaters
and the heat exchangers in an MSF plant.®

Fig. 3a-j compare the surface of the Cu/Ni foils after the
CaCO; fouling test at 110 °C. Scanning electron microscopy
(SEM) and energy dispersive X-ray (EDX) mapping show large
amount of CaCOj; particles with different morphology on the
uncoated Cu/Ni (Fig. 3a). The small particles (average size = 544
+ 170 nm) formed densely on the substrate surface (Fig. S5t)
were found to be the main corrosion product of Cu,O via GIXRD

View Article Online
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(Fig. 31). The CaCO; crystals observed on top of the corrosion
products were identified as aragonite and calcite. This is
consistent with previous reports of inorganic foulant layers on
top of corrosion products in MSF,*** and suggests that the
corrosion products act as nucleation sites for CaCO;. The
amounts of the CaCO; were further quantitatively analyzed by
digesting the foulant in dilute nitric acid and using inductively-
coupled plasma optical emission spectroscopy (ICP-OES). Fig. 3k
shows that the Ca surface density on uncoated Cu/Ni is 2.38 +
0.34 g cm™ 2, 6.84 & 0.72 pg cm > and 28.3 + 1.4 pg cm™ 2 after
CaCO; fouling tests at 50 °C, 75 °C and 110 °C, respectively.

In contrast to uncoated Cu/Ni, Cu/Ni coated with iCVD
PV;D;, PV,D, and PDVB show significantly reduced amounts of
CaCOs; crystals after the fouling test at 110 °C (Fig. 3b-d and g-
i). ICP-OES results reveal that iCVD PV;D; coated Cu/Ni enables
almost 14 times lower CaCO; fouling than uncoated Cu/Ni at
110 °C. For the CaCO; fouling test at 75 °C, the Ca surface
density on Cu/Ni decreases by over 8 times with the protection
of iCVD PV;D; coatings. This significant reduction of CaCO;
formation in the temperature range for the brine heaters and
the first few MSF stages where scaling is most likely to happen
suggests that longer operational periods with fewer shutdowns
for maintenance could be achieved for future MSF plants. For
the CaCO; fouling test at 50 °C, the Ca surface density is all
below 0.8 pg em ™2 for Cu/Ni coated with iCVD PV;D;, PV,D, and
PDVB, at least 3 times lower than uncoated Cu/Ni surfaces.
These results confirm that our iCVD polymer coatings could be
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(a—e) Scanning electron microscopy (SEM) images for (a) uncoated Cu/Niand (b—e) iCVD coated Cu/Ni foil surfaces ((b) PV3Ds, (c) PV4D4,

(d) PDVB and (e) PPFDA) after CaCOs scaling tests at 110 °C. (f—j) Energy dispersive X-ray (EDX) mapping images for (f) uncoated Cu/Niand (g—j)
iCVD coated Cu/Ni foil surfaces ((g) PVsDs, (h) PV4Dy, (i) PDVB and (j) PPFDA) after CaCOs scaling tests at 110 °C. (k) Ca surface density on
uncoated and iCVD coated Cu/Ni foils after CaCOs3 scaling tests in different conditions analogous to MSF. () GIXRD patterns for uncoated and

iCVD coated Cu/Ni foils after CaCOs scaling tests at 110 °C.
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applied to inhibit CaCOj; fouling in MSF plants for the entire
operational temperature range.

Compared with uncoated Cu/Ni surface where both calcite
and aragonite were observed, aragonite appears to be the
dominant phase on iCVD coated Cu/Ni. This can be explained
by the known phase transition from aragonite to calcite in hot
aqueous fluid,* as calcite is more thermodynamically stable
than aragonite." The calcite observed on uncoated Cu/Ni was
possibly converted from the aragonite, while significant nucle-
ation delay on iCVD coated Cu/Ni resulted in aragonite as the
dominant phase.

We noticed that iCVD PPFDA coated Cu/Ni shows promoted
heterogeneous nucleation of CaCOj; for the fouling tests at 75 °C
and 110 °C compared with uncoated Cu/Ni. This is because this
acrylate polymer is prone to hydrolysis in hot aqueous envi-
ronment. Optical microscopy reveals the erosion of iCVD PPFDA
films during the exposure to boiling water. Consequently, the
loss of passivation leads to the corrosion of Cu/Ni, as confirmed
by GIXRD (Fig. 31). The degraded polymer chains in the vicinity
of the surface and the corrosion products of Cu/Ni are likely to
promote the heterogeneous nucleation of CaCO;. In contrary,
no corrosion products were found on Cu/Ni coated with iCVD
PV;D;, PV,D, and PDVB, indicating that these cross-linked
iCVD polymer films have excellent stability and allow good
passivation for Cu/Ni.

In order to better understand the role of surface corrosion in
promoting the heterogeneous nucleation of CaCO;, We applied
electrochemical methods to investigate the corrosion rates for
uncoated and iCVD coated Cu/Ni foils (film thickness = ca. 100
nm) before and after exposure to boiling water at 100 °C for 2 h.
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Fig. 4 (a) Corrosion current density and corrosion rates for uncoated
and iCVD coated Cu/Ni foils before and after exposure to boiling water
for 2 h. (b) GIXRD for uncoated and iCVD coated Cu/Ni foils after
exposure to boiling water for 2 h. (c) Schematic illustration for
corrosion-induced heterogeneous nucleation of CaCOz on Cu/Ni
surface and iCVD polymer coatings for passivation and nucleation
control.
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Fig. 4a shows the corrosion current density (icor;) extracted from
linear sweep voltammetry (LSV) via Tafel analysis and the cor-
responding corrosion rates. Compared with uncoated Cu/Ni,
the i.or of iCVD-coated Cu/Ni foils prior to the exposure to
boiling water is 2-3 orders of magnitude smaller. Notably, as-
deposited iCVD PPFDA shows extremely 10w ico (5.0 x 107°
mA cm ™ ?). This excellent passivation performance prior to the
exposure to hot aqueous environment also explains the above-
mentioned slow nucleation kinetics of CaCO; on iCVD PPFDA at
room temperature. After exposure to boiling water for 2 h,
however, the i, for iCVD PPFDA increases dramatically from
5.0 x 10°°mA cm ™% t0 4.2 x 10"® mA cm 2. GIXRD also shows
Cu,O corrosion product on PPFDA coated Cu/Ni (Fig. 4b). These
results again confirm the loss of passivation for Cu/Ni due to the
erosion of iCVD PPFDA.

In addition, we found that the trend of CaCO; nucleation
and growth on iCVD-coated Cu/Ni surfaces at 110 °C agrees well
with the corresponding corrosion rate measured after exposure
to boiling water. iCVD PV;D; coated Cu/Ni exhibits the lowest
corrosion rate (6.8 x 10> mm per year) among the four iCVD
coatings, which is 191 times slower than uncoated Cu/Ni. The
ultra-low corrosion rate explains the lowest amount of CaCO;
formed on iCVD PV;Dj; coated Cu/Ni at 110 °C, although the
nucleation energy barrier and the induction time at room
temperature for iCVD PV;D; were found lower than other iCVD
polymers. These results clearly indicate the dominant role of
surface electrochemical oxidation of Cu/Ni in the heteroge-
neous nucleation of CaCO;. The mechanism is proposed in
Fig. 4c for the corrosion-induced heterogeneous nucleation of
CaCOj; on Cu/Ni in hot aqueous conditions and the inhibition
strategy using nanoscale iCVD coatings.

Finally, we evaluated the robustness of our iCVD anti-scaling
coatings in high-temperature fouling tests for extended hours.
After exposure to the synthetic seawater at 110 °C for 72 h, severe
corrosion was found on uncoated Cu/Ni foils (Fig. S7b{). Conse-
quently, the Ca surface density on uncoated Cu/Ni is as high as
39.6 pg cm 2, indicating large amount of CaCO; foulant
(Fig. S7at). In contrast, the Ca surface density is generally less
than 10 pg em™2 for Cu/Ni coated with iCVD PV;D;, PV,D, and
PDVB. Especially, the suppression of CaCO; fouling is maintained
over 10 times under the protection with iCVD PV;D;, demon-
strating the excellent stability of nanoscale iCVD coatings for long-
term control of CaCOj; nucleation in thermal desalination.

Conclusions

In summary, we have developed a series of robust nanoscale
iCVD polymer coatings for controlling heterogeneous nucle-
ation of CaCOj; in various conditions. Polymer coating materials
with low surface energy and polarity were found with low
adhesion to CaCO; and high nucleation barrier for heteroge-
neous nucleation of CaCO;. In addition, for practical conditions
in thermal desalination, the chemical stability and the surface
passivation ability to inhibit surface corrosion are also impor-
tant factors for designing anti-fouling coatings to control CaCO;
surface nucleation. Crosslinked covalent organic networks like
iCVD PV;D; have been synthesized as robust nanoscale coatings

This journal is © The Royal Society of Chemistry 2019


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c9ta04341a

Open Access Article. Published on 04 July 2019. Downloaded on 11/28/2025 5:33:53 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

Communication

that exhibit both ultra-low corrosion rate of Cu/Ni and excellent
performance for controlling CaCO; nucleation in hot aqueous
environment. The iCVD surface modification reported here
represents a promising strategy to control CaCO; fouling in
thermal desalination and petroleum industry.
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