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Accelerated growth by flash heating of high
critical current trifluoroacetate solution derived
epitaxial superconducting YBa2Cu3O7 films†
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Trifluoroacetate solution derived epitaxial YBa2Cu3O7 film growth is a high throughput cost-effective

approach to preparation of high critical current superconducting materials for power applications.

Nonetheless, controlling the kinetic transformation of a multiphasic (Ba1�xYxF2+x, CuO) polycrystalline

state to an epitaxial film requires preserving at the nanoscale the initial molecular homogeneity of the

solutions. Here we present a flash heating approach (B30 times faster than conventional thermal

annealing) to preparation of epitaxial films. We investigate through X-ray diffraction and TEM images the

compositional and microstructural evolution at the nanoscale and we disclose how the nucleation rate

is enhanced (3–5 times faster than conventional thermal annealing). We conclude that minimizing the

coarsening of the intermediate nanocrystalline phases has a very positive role in accelerating the total

required growth process, as well as in decreasing the growth temperature to achieve high quality epitaxy

and microstructure. An additional advantage of the flash heating process is an increase of the density of

nanometric defects (intergrowths), making a positive contribution to enhancing the vortex pinning effi-

ciency and increasing the high magnetic field critical current density. Overall, implementing the flash

heating process to grow YBa2Cu3O7 films appears to be a very promising opportunity to reduce the

cost/performance ratio of high temperature superconducting materials because it reduces the growth

time and it enhances their performance.

1. Introduction

Preparing epitaxial thin films from chemical solutions
(Chemical Solution Deposition, CSD) has been a very hot topic
for years in the field of functional materials because it is a
bottom-up and low cost approach to the growth of solid
materials from molecular precursors.1–5 However, a fundamen-
tal prerequisite of this approach is that the homogeneity of the
precursors is maintained at all stages of the process, i.e.
solution preparation, deposition and the formation of inter-
mediate solid precursors.6–10 Unfortunately, in complex multi-
element oxides such as YBa2Cu3O7 (YBCO) these conditions are
usually not fulfilled and so some inhomogeneity may be
created in the final epitaxially grown film which degrades their
properties.6–10 The main step where nanoscale homogeneity is

lost is the slow heating process from pyrolysis to the growth
temperature which generates a very relevant coarsening of the
intermediate solid nanoparticles created after the pyrolysis.7,8,11

CSD used for the growth of YBCO films is a topic attracting much
interest because it is one of the competitive approaches to
manufacturing long length coated conductors, i.e. epitaxial
YBCO layers on top of metallic substrates, for electrical power
and large scale applications.12–18

In this work we report a novel approach to CSD YBCO film
growth, flash heating (FH), which overcomes the main difficulty
in maintaining nanometric compositional homogeneity in
all stages.

As demonstrated, the FH process strongly reduces the
coarsening of the nanocrystalline intermediate precursors to
the YBCO formation and so a thorough enhancement of the
nanoscale homogeneity is achieved. This modified composi-
tional and microstructural landscape shows, as an immediate
consequence, a faster stabilization of the YBCO nuclei formed
at the interface following a Volmer–Weber mechanism. The
incubation time required to form stable nuclei is strongly
reduced due to the shortening of the corresponding atomic
diffusing lengths to form the YBCO phase. This is the first time,
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to our knowledge, that such a phenomenon is clearly demon-
strated in the growth of CSD complex multicomponent thin films,
although the use of rapid thermal annealing in CSD film growth
has already been demonstrated to have many advantages.19–22 In
addition to shortening the required processing time for film
growth, the growth temperature of YBCO films has been reduced
as well, the final film homogeneity is improved and the super-
conducting performances were enhanced due to a more favorable
nanoscale structure. Particularly, we show that FH YBCO films
have a high concentration of YBa2Cu4O8 (Y248) intergrowths.
These planar defects are characterized by a double CuO chain
in the structure and they are surrounded by partial dislocations.23

Overall, it has been recently shown that the intergrowths positively
contribute to enhancing the critical current density in YBCO
materials and so it becomes very appealing to discover new paths
to control the formation of these defects.24,25

2. Experimental methods

The YBCO precursor solutions used in this work were prepared
by the trifluoroacetate (TFA) route as described in detail
elsewhere26 with a metal concentration of 1.5 M. Essentially,
the preparation of TFA–YBCO solution consisted in dissolution,
in an inert atmosphere, of YBCO powder in an excess of
trifluoroacetic anhydride, a small quantity of trifluoroacetic
acid (Aldrich 99%) as a catalyst and recently distilled acetone
as a solvent. A mixture of TFA salts (Ba(TFA)2, Cu(TFA)2 and
Y(TFA)3) was then dissolved in sufficient anhydrous methyl
alcohol or dry acetone to yield a solution with the corres-
ponding metal ion concentration. This solution was stored in
sealed vials, in an inert atmosphere. The viscosity was mea-
sured using a Haake RheoStress 600 rheometer reaching values
of 2–5 mPa s. The metal stoichiometry was confirmed by
titration analysis and the water content was evaluated using
the Karl–Fischer method to be always o1 wt%. The films were
prepared by single deposition spin coating the solution at 6000 rpm
for 2 min on 5� 5 mm2 (100) commercially available LaAlO3 (LAO)

single-crystal substrates. Prior to the deposition of the solution
onto the substrates high temperature annealing at 900 1C in an
O2 flow for 300 min was performed to ensure a high quality and
smooth substrate surface which then displays flat terraces
separated by unit-cell high steps. After solution deposition, the
coatings were pyrolyzed in a humid oxygen atmosphere to form
uniform precursor films. The heating rate during the pyrolysis
process was maintained at 3 K min�1 in the temperature range
from 100 1C to 310 1C. Humid gas was injected by bubbling
dry gas through deionized water (dew point 25 1C and P(H2O) =
23 mbar) into the furnace when the furnace temperature was
higher than 110 1C.27 The gas flow was typically 0.07 l min�1 and
annealing lasted for 30 min at 310 1C.

Schematics of the thermal annealing profiles used in this
work to crystallize the films after being pyrolyzed are shown in
Scheme 1. Scheme 1(a) shows the general profiles of high
temperature thermal treatments for the YBCO formation with
optimized processing parameters.28–30 The conventional thermal
annealing (CTA) process to grow YBCO films is characterized by a
heating ramp of 25 1C min�1 while the FH process undergoes fast
heating with an inconstant heating ramp (see Scheme 1(b)) which
results in a short heating process of 1 min, i.e. with a total time
reduction by a factor B30 as compared to CTA. Under both thermal
conditions, the nucleation and growth occurred in a constant gas
atmosphere: total pressure (PT = 1 bar), water partial pressure
P(H2O) = 23 mbar, oxygen partial pressure (P(O2) = 0.2 mbar) and
total gas flow (F = 0.6 l min�1). In this work, CTA was conducted
with the introduction of humid gas during the heating process at
110 1C. In the case of the FH process, we conducted a systematic
investigation of the influence of temperature where the humid
gas is introduced (see the ESI†), and ultimately we focused our
work on the humid gas atmosphere initiated at 110 1C during
the heating process. After the crystallization thermal annealing
process, we can obtain YBCO films with a thickness of 250 nm
which was estimated by profilometry.

The microstructure and phase analyses of the quenched and
fully converted YBCO thin films were carried out by two-
dimensional (2D) X-ray diffraction (XRD) using a Bruker AXS

Scheme 1 Schematics of the thermal annealing profiles applied to study the kinetics of the YBCO precursor conversion and generate superconducting
YBCO thin films: (a) general profiles of thermal treatment for the superconducting YBCO thin film formation and (b) heating ramp evolution with
temperature during the FH process, as compared to the CTA process.
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General Area Detector Diffraction System (GADDS) diffracto-
meter operating with Cu Ka radiation. This equipment allows
rapid viewing of a large volume of reciprocal space within a
single collection frame where epitaxial (single spots) and poly-
crystalline (ring-like patterns) reflections of the intermediate
phase transition process during thermal process can be easily
identified. The mean size of the crystalline precursor domains
of the quenched films was determined according to the Debye–
Scherrer formula by analyzing the peaks in the XRD patterns
which were obtained integrating the area of the GADDS frames.
The instrumental broadening of the Bruker AXS diffractometer
was properly corrected through measurement of the integral
breadth bi of a LaB6 reference sample. The absolute value of the
nanoparticle diameter t was calculated using the formula
t = (Kl/bs cos y), where l is the X-ray wavelength, bs is the line
broadening of the FWHM of the XRD peak (in radian), after
subtracting the instrumental broadening contribution bi, y is
the Bragg angle (in degree), and K is a dimensionless parameter
(K = 0.9 for spherical particles). In our experiments the experi-
mental total integral breadth was larger enough than the
instrumental integral breadth, i.e. the nanoparticle sizes inves-
tigated were small enough (o35 nm).

Nanostrain (e) was determined using the Williamson–Hall
(WH) method31,32 by analyzing the symmetric (00l) 2y Bragg
diffraction integral breadth acquired using a Siemens D5000
diffractometer. In-plane and out-of-plane texture analysis was
conducted using the (103) YBCO phi-scan (f-scan) and (005)
YBCO rocking curve (o-scan), respectively. The morphological
characteristics of the films were investigated using scanning
electron microscopy (SEM, FEI Quanta 200 FEG) in a planar
view and in a transversal cut made by a focused ion beam
(FIB). The microstructural scenario of the YBCO films was
studied by scanning transmission electron microscopy (STEM)
using a FEI Titan 60-300 microscope equipped with an X-FEG
gun, a CETCOR probe corrector and a Gatan TRIDIEM 866
ERS energy filter operating in STEM mode at 300 kV. The
critical current density ( Jc), the superconducting transition
temperature (Tc) and the transition width (DTc) were obtained
from inductive measurements performed using a super-
conducting quantum interference device (SQUID) magnet-
ometer (Quantum Design, San Diego, CA) equipped with a
7 T magnet. Hysteretic magnetization loops were measured
to determine Jc(H) based on the Bean model while low field
(m0H B 0.1 mT) magnetization measurements, following a
Zero Field Cooled process, were used to determine Tc and DTc.
The criteria used to determine DTc was 10–90% drop of the
total magnetization.

3. Results and discussion

The main goal of this work is to develop an epitaxial YBCO film
growth process with enhanced kinetics using a CSD approach.
For this reason, we first investigated the intermediate phase
transformations and the kinetic evolution of the nanoparticles
leading to YBCO film growth. Finally, the microstructure and

superconducting properties of the epitaxial films were also
examined.

Intermediate phase evolution and YBCO epitaxial growth

Fig. 1 displays the XRD GADDS patterns showing the intermediate
phase evolution with time of films quenched after following a FH
process up to 810 1C in a humid gas atmosphere (P(H2O) = 23 mbar,
started at 110 1C). Fig. 2(a) and (b) show the corresponding y–2y
integrated XRD patterns of FH thin films when a humid atmo-
sphere is used together with those treated in a dry gas atmosphere.
These XRD patterns allow us to follow the different phase transfor-
mation paths during the FH growth process and so analyze the path
towards epitaxial YBCO thin films.

After FH to the growth temperature, it is clearly seen from
Fig. 1, 2(a) and (b) that all the quenched YBCO films consist of
polycrystalline Ba1�xYxF2+x (BYF) and CuO phases. The y–2y
XRD patterns show sharp BYF peaks, as compared with those of
the as-pyrolyzed film, indicating strong recrystallization of BYF
during the FH process. The results demonstrate, therefore,
that no intermediate phase transformation occurs during the
heating process of our novel FH growth route, in contrast to
what has been previously revealed for TFA YBCO thin films
grown based on the CTA growth process.33–37 In this scenario, all
the intermediate phase transformations and YBCO formation
are evidenced to occur at a selected high temperature, where
supersaturation for YBCO nucleation and growth can be carefully
tuned, thus promoting an enhanced control of the nucleation
process.30,38,39

Upon annealing for different time periods at a constant
temperature (810 1C), several relevant changes are observed.

Fig. 1 GADDS frames of pristine YBCO thin films quenched at 810 1C in a
humid gas atmosphere (P(H2O) = 23 mbar, started at 110 1C) after
annealing for different time periods (0, 3, 9 and 11 min), where polycrystal-
line and epitaxial phases can be observed.
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Overall, the formation process of YBCO follows the same
chemical route which has been illustrated in detail in previous
studies based on the CTA process;5,36,40,41 however, the kinetic
effects are strongly relevant in our present conditions. The first
trace of a compositional change is the liberation of Y from BYF
solid solutions with the formation of barium oxyfluoride (OF).
This is clearly illustrated by a shift of BYF Bragg peaks to
smaller angle positions (Fig. 2(c)), indicating an increase of the
lattice parameter of this fluorite structure.36,37 For instance, the
BYF(111) peak moves from 2y–25.51 to 2y–251 when the Y
content in BYF evolves from x = 0.33 to x = 0.11,36 As shown
in Fig. 2(a) and (c), a complete conversion of BYF to OF is
obtained after annealing for 3 min in a dry gas atmosphere. By
contrast, this time is shortened to less than 1 min when films
were annealed in a humid gas atmosphere, see Fig. 2(b) and (c).
This phenomenon is in accordance with previous results which

disclosed that water vapor facilitates this intermediate phase
evolution releasing Y from the BYF solid solution.33 In films
annealed in a dry atmosphere the formation of Y2O3 is
clearly appreciated when the Y release from BYF is completed
(Fig. 2(a)).

In the case of humid annealing, instead, the formation of
crystalline Y2O3 is not clearly disclosed, while the formation of
the Y225 phase is clearly appreciated. The difficulty in obser-
ving Y2O3 is due to peak overlap of the most intense Y2O3 peak
(i.e. Y2O3(222) and BYF(002) peaks at 2y E 291) although the
appearance of the Y2O3 phase in the amorphous state cannot be
discarded.36 It has been proposed by several authors11,42,43 that
the formation of the Y225 phase from the reaction CuO + Y2O3

is probably a competing reaction towards the formation of
YBCO directly from Y2O3.5,44

For films annealed in a humid gas atmosphere after FH, the
first traces of YBCO nucleation are seen after annealing for
3 min, where the strongest YBCO peak appears at 2yE 38.51 as
a shoulder of the CuO(111) peak. In the meantime, the inter-
mediate Y225 phase appears at 2y positions of 31.41, 33.31 and
43.21 corresponding to the (211), (204) and (006) reflections,
respectively. Upon annealing, a gradual weakened XRD diffrac-
tion pattern of OF and CuO peaks can be observed, together
with the increase of YBCO and Y225 peaks. Finally, a fully
converted YBCO film can be achieved after annealing at 810 1C
in a humid gas atmosphere for 11 min, even though some
secondary phases (Y225, Y2O3 or BaCuO2) could remain at
impurity levels. For the films quenched in a dry gas atmo-
sphere, instead, no traces of the Y225 phase are seen after
5 min of annealing while no YBCO nucleation is observed in the
present annealing time range. This confirms that a humid
atmosphere is required to form YBCO while the formation
of the competing Y225 phase is kinetically hindered in a dry
atmosphere.

In order to quantitatively draw the phase evolution trend
and follow the formation kinetics of YBCO with annealing
time under different growth conditions, we integrated the area
under the corresponding XRD peaks of the selected phases,
such as YBCO(005), CuO(�111), OF(111) and Y2Cu2O5(211). The
evolution trends of the selected phases for the films quenched
under different growth conditions are shown in Fig. 3(a)–(d), in
which the annealing time dependence of the integrated areas of
the selected XRD peaks is shown after normalizing to the
maximum value for each one obtained in the studied thermal
process.

Fig. 3(a) shows the evolution of the YBCO(005) intensity with
annealing time, for the films grown under different conditions.
Analyzing the series of integrated intensity vs time plots for
films quenched under different thermal annealing conditions,
we can investigate the nucleation and growth kinetics of the
YBCO phase formation. It is straightforward to note that, in the
FH growth process, the c-axis nucleation event of the YBCO
phase fully occurs at the selected annealing temperatures, as
discussed before. The formation of YBCO nuclei after some
annealing time before a linear increase of the intensity of the
(005) Bragg reflection is achieved, i.e. there exists an incubation

Fig. 2 Integrated XRD patterns of the YBCO thin films quenched at 810 1C
in (a) a dry gas atmosphere and (b) a humid gas atmosphere after annealing
for different time periods, where the intermediate phase evolution during
the FH growth process can be followed. (c) Y content (right axis) in the
fluorite phase Ba1�xYxF2+x determined from the 2y shift of the (111) Bragg
peak (left axis).
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time tinc before a stable YBCO film growth exists. This phenom-
enon is strongly related to the kinetics of the Volmer–Weber
nucleation process, controlled by the nucleation rate of YBCO

islands _N ¼ dN

dt
.3,45 This parameter determines the density of

stable nuclei formed under suitable thermodynamic conditions
for nucleation. The nucleation process, however, is a thermally
activated kinetic process depending in general on the atomic
mobility and the energy barrier DG* to form stable nuclei.
However, limitations from atomic diffusion are usually neglected
at a high enough temperature in most systems, if the nanoscale
homogeneity is preserved,45 and thus, the nucleation rate can be
written as (eqn (1-1)):5

dN

dt
ffi dN0

dt
e� DG�=kTð Þ ð1� 1Þ

where N is the density of the stable nuclei, t is time, DG* is the
Gibbs free energy barrier for nuclei with the critical radius being

stable and
dN0

dt
is the nucleation rate at a negligible nucleation

barrier, DG* E 0. In this scheme we can identify the time

integration of _N ¼ dN

dt
until the YBCO phase is observable

through the XRD patterns as the incubation time tinc. This
represents the total time consumed at the annealing

temperature until a stable growth rate of YBCO is achieved.
Obviously, the tinc values estimated in Fig. 3(a) are B3.4 min and
B1.7 min for films thermally treated at 750 1C and 810 1C,
respectively. These time periods are significantly decreased
(by factors 3–5) as compared to the films grown by the CTA
heating route, as detected by in situ electrical conductance
measurements39,46,47 or X-ray diffraction.36,39 Very likely, the
fundamental reason for such a reduced incubation time is the
smaller atomic diffusion lengths needed to form stable nuclei
which then enhances the nucleation rate. This is an issue that is
investigated in the next section. We should also note that the
observed enhanced nucleation rate corresponds to the c-axis
oriented grains while no a-axis grain nucleation is observed,
even when growing at 750 1C, a temperature where usually the
supersaturation degree is high enough in CTA YBCO films to
already display a certain amount of a-axis grain nucleation.28,39

After having identified the nucleation events of FH films, the
film growth time (tG) is defined as the total time consumed during
the linear increase of the (005) peak intensity until a full conver-
sion of the YBCO phase is achieved. This allows the estimation of
the YBCO growth rate along the c-axis. We have estimated for our
FH films that the growth rates at P(H2O) = 23 mbar are 0.47 nm s�1

and 0.32 nm s�1, at 810 1C and 750 1C, respectively, in agreement
with the values determined in films grown by CTA,46,47 deduced in
both cases from in situ resistance measurements.

Fig. 3 Normalized integrated area dependences with annealing time of XRD peaks of (a) YBCO(005), (b) CuO(�111), (c) OF(111) and (d) Y225(211),
respectively, while the samples were quenched at 810 1C in a dry gas atmosphere (blue ), at 810 1C in a humid gas atmosphere (black K) and at 750 1C
in a humid gas atmosphere (red ) after annealing for selected time periods.
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In addition to the analysis of the YBCO formation, qualita-
tive imaging of the evolution with time of other intermediate
phases, such as CuO, OF and Y225, was performed following
the intensity of specific Bragg peaks. These results are shown in
Fig. 3(b)–(d). Fig. 3(b) shows that the intensity of the CuO(�111)
peak decreases constantly and vanishes at the time where a full
conversion of the YBCO phase is reached. This result indicates
that CuO participates in the conversion reactions towards both
Y225 and YBCO phases during the isothermal process, follow-
ing the reaction routes previously proposed in CTA growth.5,36

In Fig. 3(c), we observe an initial sharp increase of the intensity
of the OF(111) peak reaching the maximum value after anneal-
ing for B3–5 min when YBCO growth is initiated. Very likely
this increase of the Bragg peak intensity is associated with an
enhanced crystallinity of this phase during the high tempera-
ture annealing. Ba oxyfluoride OF is prone to form a well-
ordered and large coherent lattice during the high temperature
thermal treatment in the CTA process.11,48 In the present FH
process only polycrystalline features of the OF phase are
observable in the GADDS frame (see Fig. 1). This phase has
been claimed in CTA films to be one of the precursors for the
formation of the YBCO phase due to the low barrier of YBCO
nucleation sites provided by the (111)-oriented OF domains.11,49

Actually, this phase plays an important role in the YBCO
formation reactions.39 The primary YBCO formation reaction
in the FH growth process follows the same reaction route as CTA:
Ba(OxFy)2 + 3

2
CuO + 1

4Y2O3 + yH2O(s) - 1
2YBa2Cu3O6.5 +

2yHF(s).5,29,41

Meanwhile the formation of an intermediate phase and a
competing reaction previously identified in CTA film growth,
i.e. Y2O3 + CuO - Y2Cu2O5 and Y2Cu2O5 + 4BaO + 4CuO -

2YBa2Cu3O7�x,5,39 also take place in the FH films, as shown in
Fig. 1, 2(b) and 3(d). After annealing for B1–3 min in a humid
gas atmosphere, Y2Cu2O5 and YBCO phases are formed follow-
ing similar kinetic effects, and so it is very likely that the two
competing reactions leading to YBCO occur simultaneously.36

Finally, the OF(111) and Y2Cu2O5(211) intensities vanish at the
same time that the YBCO phase is fully converted.

In contrast to annealing in a humid atmosphere, no crystal-
line Y2Cu2O5(211) is observed when annealing is conducted in a
dry atmosphere during the studied annealing time, see Fig. 2(a)
and 3(d). This is probably due to both the delay in the liberation
of Y ions from the BYF phase and to the kinetic limitations
of the reaction under a dry atmosphere. We should also note
that no YBCO is formed when annealing is performed in a dry
atmosphere because Ba2+ ions are not liberated from the OF
precursor.

As a concise representation of the intermediate phase
transformation paths and growth kinetics, we have set up a
schematic kinetic phase diagram defining different areas of
phase coexistence for the YBCO films grown by the FH process
in a humid atmosphere, as shown in Fig. 4. As a general trend,
we can state that the YBCO precursor films experienced the
same phase transformations previously observed with the com-
monly used conventional heating rates.5,36 It is seen that the
kinetics for the intermediate phase transformations towards the

YBCO phase are slightly slower when the temperatures decrease.
However, what is really remarkable is that this diagram recon-
firms that the FH process can indeed provide a much faster
overall growth kinetics, i.e. the windows of the intermediate
phase transformation before YBCO formation are significantly
compressed compared with the CTA growth process.36 There-
fore, the main source of the fastened growth of YBCO films is the
shortening of the nucleation (or incubation) time of YBCO nuclei
while the growth time of the films is very similar in both cases.

Kinetic evolution of nanocrystalline precursors

A very important phenomenon that affects the nucleation/
growth process and the eventual microstructure of epitaxial
YBCO films is the coarsening of the nanocrystalline precursor
phases (CuO, Y225 and OF). It has been reported earlier that
processing parameters such as gas humidity, heating rate,
growth temperature and annealing time induce size changes
of the CuO nanoparticle precursors during either pyrolysis50–52

or the following growth11,51,53 process. In previous studies,9,50–54

it has been suggested that inhomogeneous segregation of CuO
associated with the coarsening effect leads to non-uniform YBCO
crystallization and then large pores may remain which ultimately
affect negatively the superconducting properties of YBCO thin
films. In this respect, it is clear that a fine control of precursor
nanoparticle size, as well as maintaining a homogeneous dis-
tribution during the thermal processing procedure, is of signifi-
cant importance for determining the final film quality and
homogeneity of the YBCO films. We investigated therefore the
coarsening process of the intermediate nanocrystalline phases
using X-ray diffraction.

Fig. 5(a) shows the CuO nanoparticle size evolution with the
annealing time of the films annealed under the following
thermal processing conditions: at 810 1C in a dry gas atmo-
sphere, at 810 1C in a humid gas atmosphere and at 750 1C in a
humid gas atmosphere. The grain size of the CuO nanoparticles
is estimated from the integral breadth of XRD reflections by the

Fig. 4 Experimental phase diagram of the intermediate phase evolution in
the FH route towards YBCO film formation. The films were heated in a
humid atmosphere using the FH process at given temperatures, and
quenched after being annealed for different time periods at these specific
temperatures. The X-ray diffraction patterns were used to identify the
different crystalline phases.
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Debye–Scherrer formula using the (�111) Bragg peak of CuO.
The mean size of the CuO nanoparticles is estimated to be
B8 nm for films after pyrolysis. It is worth noting that the CuO
nanoparticle size only slightly increases during the FH process
while the size monotonically increases during the following
isothermal annealing process until reaching maximum values
of 20 � 1 nm, 33 � 1 nm and 29 � 1 nm for films annealed
at 810 1C in dry gas, at 810 1C in humid gas and at 750 1C
in humid gas after annealing for 3, 5 and 13 min, respectively.

The size of these nanocrystalline phases is considerably smaller
than those obtained in the YBCO thin films prepared following
the CTA process, where CuO nanoparticles with a size up
to B100 nm were observed by TEM.5,11,51,53 We also note that
a remarkable decline of the nanoparticle size is detected after a
certain maximum. This is due to the significant consumption
of the CuO phase during the annealing process and resulting in
increased YBCO and Y225 peak intensities (see Fig. 3(a) and (d)).
For films annealed at 810 1C in a humid gas atmosphere,
the CuO nanoparticle exhibits a more drastic coarsening
(B4 nm min�1), as compared to films annealed at 810 1C in
a dry gas atmosphere (B1 nm min�1). It is clear, in any case,
that for the films annealed in the same humid atmosphere, a
lower growth temperature leads to a smoother coarsening effect
of CuO nanoparticles (B1 nm min�1 at 750 1C). We attribute
this phenomenon to the thermally activated behavior of atomic
diffusion which enhances kinetic effects thus leading to a
drastic size evolution of CuO at high temperatures in a humid
gas atmosphere.45

Moreover, we also investigated the particle size evolution of two
important nanocrystalline reactants, i.e. OF and Y225, as shown in
Fig. 5(b) and (c). The mean nanoparticle size of both phases shows
a similar trend to that of CuO, with an initial increase due to
coarsening, followed by reduction associated with the consumption
for YBCO formation. For the BYF and OF phases, the dependence
with the annealing time shows an initial size increase rate of
3–4 nm min�1, followed by a quite smooth behavior saturating
to a mean size of 22� 2 nm, independent of the atmosphere, after
annealing for B3 min, and finally they are completely consumed to
form YBCO. Concerning the Y225 phase, its mean nanoparticle size
maintains an initial persistent coarsening rate (B1 nm min�1)
since the nucleation event with a particle size of B20 nm up
to B35 nm for films annealed at 750 1C in humid gas. This is in
contrast to those annealed at 810 1C in humid gas where the fast
transformation to YBCO avoids the coarsening process. The con-
tinuous coarsening with time of the Y225 nanoparticles at 750 1C
suggests a sluggish consumption of this phase, thus confirming the
low reaction kinetics displayed by the intermediate reaction
Y2Cu2O5 + 4BaO + 4CuO - 2YBa2Cu3O7�x.

In conclusion, we have shown that the kinetic evolution of
the nanoparticle precursors is fast enough to have a very
relevant influence on the nucleation events of YBCO epitaxial
islands. We associate the strong decrease of the YBCO nuclea-
tion time (enhanced nucleation rate) in the FH films with the
preservation of the precursor nanoparticle size below B30 nm,
instead of more than B100 nm in the CTA films.

Film growth, microstructure and superconducting properties

After an extended investigation of the chemical and micro-
structural evolution of the intermediate phases leading to
YBCO film formation, we report here an investigation of the
epitaxial film formation and the influence on the microstruc-
ture and superconducting properties. The main goal is to
achieve a high quality film epitaxy to avoid the formation of
high angle grain boundaries thereby achieving high critical
current densities.

Fig. 5 Size evolution of nanocrystalline precursors: (a) CuO, (b) OF and
(c) Y225 in YBCO thin films quenched at 810 1C in a dry gas atmosphere
(blue triangle), at 810 1C in a humid gas atmosphere (black sphere) and at
750 1C in a humid gas atmosphere (red star), where the nanoparticle size
evolution in the FH process can be followed. The nanoparticle size was
calculated from the Debye–Scherrer formula using CuO(�111), OF(111)
and Y225(211) Bragg peaks.
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All the films presented in this section were grown by FH in a
wet atmosphere and in a humid atmosphere starting at 110 1C.
This is an important choice because the microstructural evolu-
tion of the films strongly differs when the water atmosphere
is initiated at lower or higher temperatures (see the ESI†).
Essentially, the choice of the temperature where the humid
atmosphere is created modifies the porosity of the film with
the solid oxide and fluoride precursors. This characteristic, in
turn, modifies the kinetics and the supersaturation degree of
the solid–gas reaction leading to YBCO formation, as well as
the final microstructure and superconducting performance
(see Fig. S1–S4 in the ESI†).

Fig. 6(a) and (b) show two typical GADDS XRD patterns and
Fig. 6(c) shows the integrated y–2y patterns of the films grown
at different temperatures in the range 730 1C to 810 1C. It is
clearly seen that c-axis growth is achieved above 750 1C, while
the films grown at 730 1C display some random orientation as
well, as evidenced by the diffraction ring corresponding to the
(103) Bragg peak observed in Fig. 6(a). When film growth is
performed at higher temperatures, for instance at 840 1C, some
residual impurities are observed such as Y2O3. The SEM images
of typical FH films displaying c-axis growth are shown in
Fig. 6(d) and (e) where it is appreciated that the films show a
negligible porosity and a strong grain connectivity, similarly to
optimal CTA films.5,55 The lattice and texture quality of the
c-axis oriented films grown at 750 1C was evaluated by measur-
ing the FWHM of o-scan ((005) peak) and f-scan ((103) peak),
c parameter and nanostrain. The c parameter was B11.691 �
0.010 Å, while Do = 0.621 and Df = 1.291, revealing therefore a
good out-of-plane and in-plane texture quality, similar to that

observed in CTA films. The nanostrain of the FH films, on the
other hand, show a significant increase, as compared to
the CTA films, reaching e = 0.25% instead of e = 0.11%.24,55,56

This enhanced values of nanostrain in pristine FH films appear
to be similar to those observed in nanocomposite YBCO thin
films grown by CTA where a high density of intergrowths is
usually observed.24,56

To investigate the microstructure of pristine FH YBCO films
we obtained cross sectional TEM images and compared them
with those obtained for films grown by CTA. Fig. 7(a) and (b)
show typical low resolution images of the films grown at 810 1C
by CTA and at 750 1C by FH, respectively, where the dark stripes
parallel to the (00l) planes correspond to Y248 intergrowths.
The structure of these planar defects and its influence on the
superconducting properties of YBCO films and coated conduc-
tors have been reported recently.23 Note that the YBCO film
grown by FH displays a high density of intergrowths while the
CTA film has a much lower concentration of such defects. It is
also noticeable that the YBCO matrix of the FH film grown at
750 1C is free of any secondary phase, an issue that did not
happen in the FH films grown at 810 1C by FH (see Fig. 7(d)–(f))
where some residual Y2O3 nanoparticles are observed. It has
already been demonstrated, in several previous studies, that the
Y248 intergrowths are responsible for increasing the nano-
strain owing to the fact that these intergrowths are surrounded
by partial dislocations (see for instance Fig. 7(c)). Therefore, we
conclude that the FH YBCO films display a modified nano-
structure, as reflected by a higher nanostrain and a larger
concentration of intergrowths, an issue that will certainly
influence the superconducting properties.

Fig. 6 (a and b) Typical two dimensional XRD frames of pristine YBCO thin films grown at (a) 730 1C and (b) 750–810 1C; (c) X-ray diffraction patterns
of YBCO thin films grown at 730–810 1C integrated from GADDS frames; (d and e) SEM images of the pristine YBCO thin film grown at (d) 810 1C and
(e) 750 1C based on the FH growth process.
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Fig. 8(a) and (b) show the growth temperature (730–840 1C)
dependence of superconducting properties, including Tc, DTc,
Jc(5 K) and Jc(77 K) which are measured at self-field. Note that
the films grown at 750–810 1C display an optimal self-field
critical current density, following the trend of the films having
high quality microstructural features mentioned above (c-axis
nucleation, high compositional purity, and good texture quality).
On the other hand, the superconducting performance drops
significantly when the growth process is carried out at 730 1C
or at 840 1C. In the first case, this accounted for the high-angle
grain boundaries created between the randomly oriented and

(00l)-oriented YBCO grains.5 In the second case, the self-field
Jc drop is due to the high density of secondary phase nano-
particles which have a current blocking effect. It is noteworthy
that faintly constant superconducting properties are obtained
in a large optimal growth temperature window (750–810 1C),
as compared to CTA grown pristine films,28,39 although a
precipitate-free film was only obtained when the growth was
conducted at 750 1C. The enlarged temperature window with
optimal superconducting properties is correlated with the
enlarged window for c-axis YBCO nucleation and so we con-
clude that the enhanced nucleation rate discussed before

Fig. 7 (a and b) Low-magnification cross-sectional TEM images of pristine YBCO thin films grown at (a) 810 1C by CTA and (b) 750 1C by FH; (c): a high-
magnification TEM image of the film displayed in (b) showing the presence of intergrowths in the YBCO matrix, where the yellow symbols point to the
position of the partial locations around the stacking faults; (d) a low-magnification TEM image of the film grown at 810 1C by FH; (e) typical cross sectional
STEM-EDX Cu, Y and Ba elemental maps of a secondary phase identified as Y2O3; (f) a high-magnification STEM image showing that the interfaces of the
nanoparticles are surrounded by intergrowths.

Fig. 8 Superconducting properties of YBCO thin films grown by the FH process at different temperatures. (a) Transition temperature Tc and width of the
transition DTc; (b) self-field Jc measured at 5 K and 77 K.
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provides ultimately a strong benefit in improving the micro-
structure of the films.

Additional evidence of the enhanced superconducting prop-
erties was obtained from the analysis of the magnetic field
dependence of the critical current density Jc(H). Fig. 9(a) and (b)
show the magnetic field dependence of the normalized critical
current density ( Jc(H)/Jsf

c ) measured at both 5 K and 77 K. An
overall smoother Jc(H) dependence is observed in films grown
by FH at different temperatures, as compared with the CTA
YBCO thin films. For instance, Jc(H)/Jsf

c at 5 T and 5 K is
enhanced by a factor B2. This enhanced pinning efficiency
can be quantified by determining the evolution of the crossover
magnetic field m0H*. The magnetic field m0H* is experimentally
determined as the field where the Jc(H) plateau (Fig. 9(a))
decreases by 10% and it is assigned to the crossover field
between a single vortex pinning regime and a collective pinning
regime.25 Therefore, m0H* is an indication of the density and
effectiveness of individual pinning centers which in the present
pristine YBCO films are mainly associated with the measured
nanostrain arising from the highly distorted YBCO matrix.

Although all the films grown by FH show similar nanostrain
values, the highest m0H* values are those of the films grown at
750 1C. Specifically, m0H* increases from 37.8 mT (CTA YBCO)
and 101.2 mT (FH (810 1C)) to 116.2 mT (FH (750 1C)), i.e. an
increase by a factor 3 in pinning effectiveness as compared to
CTA. This enhanced vortex pinning efficiency is associated with
the larger concentration of Y248 intergrowths described before
from the TEM images for the FH films produced at 750 1C. Our
results, therefore, are in agreement with previous claims that
the density and the length of Y248 intergrowths in YBCO share
the main responsibility for the observed improvement of
pinning efficiency.25,56

4. Conclusions

We have demonstrated that a novel flash heating process to
grow YBCO thin films on LaAlO3 single crystalline substrates
shows several advantages as compared to the conventional

thermal annealing process, typically with a heating rate about
30 times lower. Through an investigation of the evolution of
the intermediate nanocrystalline phases by means of X-ray
diffraction of quenched films, we conclude that no phase
transformation occurs during heating while coarsening of the
nanocrystalline precursors is strongly limited. This minimized
evolution of the intermediate precursors allows maintaining an
homogeneous landscape at the nanoscale and this, in turn,
results in an enhanced epitaxial nucleation rate of YBCO due to
the shortening of the diffusion lengths and thus the annealing
time to grow the films. An additional advantage of FH is that
having achieved a larger nucleation rate allows the induction of
c-axis nucleation at lower temperatures. This is a very appealing
feature to facilitate the fabrication of coated conductors
because interfacial reactivity is minimized at low temperatures
and thus the film texture quality is preserved and so higher
superconducting performances may be achieved. The reaction
paths under isothermal annealing conditions were investigated
and we conclude that they follow the same phase transforma-
tions and chemical reactions as those in conventional thermal
annealing, although with a different kinetic behavior.

Finally, we have shown that growing solution derived YBCO
films at reduced temperatures (B750 1C) leads to a modified
nanoscale defect structure of the films. A larger concentration
of intergrowths was achieved increasing the nanostrain inten-
sity and hence the vortex pinning efficiency, i.e. a smoother
magnetic field dependence of the critical current density has
been demonstrated. This feature will be also very useful in the
development of nanocomposite superconductors where the
nanoparticle size may be reduced at low growth temperatures
and this leads to enhanced vortex pinning capability. In con-
clusion, the flash heating process leads to films more appealing
for power applications where large performances under high
magnetic fields are required.
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Fig. 9 Magnetic field dependence of the normalized Jc measured at (a) 5 K and (b) 77 K for the films grown by the FH growth process at 810 1C and
750 1C compared with a YBCO thin film grown by the CTA process. The criteria to determine the crossover magnetic field m0H* is indicated in (a).
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