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Why ammonium detection is particularly
challenging but insightful with ionophore-based
potentiometric sensors – an overview of the
progress in the last 20 years

María Cuartero, * Noemi Colozza, Bibiana M. Fernández-Pérez and
Gastón A. Crespo *

The monitoring of ammonium ion concentration has gained the attention of researchers from multiple

fields since it is a crucial parameter with respect to environmental and biomedical applications. For

example, ammonium is considered to be a quality indicator of natural waters as well as a potential bio-

marker of an enzymatic byproduct in key physiological reactions. Among the classical analytical methods

used for the detection of ammonium ions, potentiometric ion-selective electrodes (ISEs) have attracted

special attention in the scientific community because of their advantages such as cost-effectiveness,

user-friendly features, and miniaturization ability, which facilitate easy portable measurements. Regarding

the analytical performance, the key component of ISEs is the selective receptor, labelled as an ionophore

in ISE jargon. Indeed, the preference of an ionophore for ammonium amongst other ions (i.e., selectivity)

is a factor that primarily dictates the limit of detection of the electrode when performing measurements

in real samples. A careful assessment of the literature for the last 20 years reveals that nonactin is by far

the most employed ammonium ionophore to date. Despite the remarkable cross-interference of potass-

ium over the ammonium response of nonactin-based ISEs, analytical applications comprising water

quality assessment, clinical tests in biological fluids, and sweat monitoring during sports practice have

been successfully researched. Nevertheless, there is evident difficulty in the determination of close-to-

micromolar levels of ammonium in real samples with a significant potassium background level (i.e., milli-

molar concentration). This fact has fostered the search for a large variety of ammonium ionophores over

the years, which are critically inspected herein. Overall, we provide an easily readable state of the art

accompanied by a comprehensive description of other types of ammonium electrodes, including com-

mercially available units. We conclude that newer breakthroughs are still required in the field to reach the

desired analytical applications.

1. Introduction

In the last few decades, potentiometric ion-selective electrodes
(ISEs) have been proposed as effective analytical tools in multi-
faceted applications where ion detection is essential. Indeed,
the utilization of ISEs is currently preferred over other analyti-
cal techniques because of their cost-effectiveness, user-friendly
features, and miniaturization capability. Moreover, ISEs are
some of the few analytical techniques that provide in situ real-
time measurements of the target concentration with total
reliability.1–5 Major examples that evidence the success of ISEs

are the membrane-based design of a sensor and have been
applied for ion determination mainly in water quality
assessment,1,6,7 clinical analyses,8–11 and monitoring of sport
practices.2,12–14

Looking back at the development history of ISEs, the inte-
gration of ion-selective membranes (ISMs) as the sensing
element has undoubtedly been a disruptive event in this
field.15 Today, the technology involving ISM fabrication is well
entrenched and the criteria for selecting components/
materials as well as the necessary features have been known
for decades.15 One remarkable aspect is the tuning of mem-
brane selectivity towards the target ions by the incorporation
of a specific receptor (labelled as ionophore in ISE terminol-
ogy) in the ISM. Traditionally, ionophores are embedded into a
plasticized polymeric matrix with intrinsic ion-exchange pro-
perties, which is provided by a mixture of a polymer, plastici-
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zer, and ion exchanger.16,17 The selectivity pattern of the iono-
phore is the primary factor that dictates the limit of detection
(LOD) of ISE measurements for any sample.

Essentially, the role of the ionophore is to promote a drastic
change in the response pattern found in ionophore-free mem-
branes exclusively containing the polymer, plasticizer, and ion
exchanger.16,17 Therefore, the ion-exchange process at the
sample–membrane interphase relies on the extraction of the
target ion from the solution (i.e., solvated state of the ion in
the aqueous phase) to the ISM (i.e., formation of the ion–iono-
phore complex at the organic phase). If the formation of the
ion–ionophore complex is sufficiently accessible thermo-
dynamically, the hydration energy of ions in the aqueous
phase can be overcome and ion exchange becomes an assisted
process.16 As a result, the order for ion preference to be
exchanged at the sample–membrane interphase is not based
anymore on regular lipophilicity distribution (i.e., following
the Hofmeister series) as that occurring in ionophore-free
membranes or even with ionophores that are not sufficiently
selective for a single ion.17–19

Ideally, to ensure the reliable analytical detection of an
individual ion (i.e., no interference) using the corresponding
ISE, the ionophore should uniquely bind with that ion.
Unfortunately, this is beyond reality and every ISM—compris-
ing a distinct ionophore—presents a response (or selectivity)
pattern toward the ion analyte together with a number of inter-
ferences. Notably, it is typically more challenging to develop
effective ISEs for highly hydrophilic small ions (for example,
fluorides and sulfates with high hydration energies).20 These
species have to overcome the enthalpically unfavorable phase
transfer from an aqueous solution into the membrane owing
to the presence of the ionophore. However, it is challenging to
access receptors (particularly for anions) that fulfill such a
requirement. Consequently, as a general trend, the literature
comprises several studies regarding cation ionophores,
whereas there is a lack of studies on effective anion
ionophores.18,21–23

Among the cation ionophores, the case of the ammonium
ion (NH4

+) is particularly interesting. Even though research
on the provision of NH4

+-selective electrodes has been really
active over the past few decades, the very first ionophore
investigated for this purpose is indeed the most widely used
until now. Nonactin is one of the earliest tested antibiotics
for cation-selective electrodes. Indeed, the first studies on the
suitability of nonactin and its homologous materials as iono-
phores in ISMs were carried out with potassium (K+) as the
target cation, but its selectivity in favor of NH4

+ was soon
evident.24,25 This preference could be attributed to the ad hoc
properties of nonactin when binding with NH4

+.26–29

Nevertheless, both ionic size and monovalent charge of K+

are competitively suitable with the receptor site features of
nonactin.26 Consequently, the presence of K+ in the matrix in
which NH4

+ needs to be measured represents an interference
that sometimes—depending on the nature of the sample—
impedes the reliable detection of NH4

+ using ISEs based on
nonactin.

The accurate detection of NH4
+ is needed in samples com-

prising many different compositions and from totally different
fields, ranging from agricultural water to tissues and cell
media.30,31 In all these samples, the molar ratio of NH4

+/K+

(and probably other side-interfering ions) dictates the suit-
ability of nonactin-based NH4

+-selective electrodes for the con-
sequent analysis. Hence, in this review, we firstly investigate
the performances of nonactin implemented as NH4

+ iono-
phore in ISMs with different architectures. A comprehensive
evaluation of collected papers reported in the last 20 years can
shed light on certain samples that are still inaccessible due to
the intrinsic selectivity limitations of nonactin. On the other
hand, other receptors and strategies have been explored, as
evident in the literature, in an attempt to provide alternatives
to the use of nonactin as an ionophore. Herein, we report the
entire scenario created for NH4

+ sensing using potentiometric
electrodes designed over the last 20 years, mainly focusing on
the use of ionophores, but also discussing certain other high-
lighted contributions and commercially available devices.
Beyond providing an updated collection of published papers
on NH4

+ potentiometric detection until now, this review criti-
cally analyzes the advantages and drawbacks of the selected
papers in order to provide guidance toward the definitive solu-
tion for NH4

+ detection in the presence of primary
interferences.

It should be noted that we do not intend to deviate from
our discussions any of the manuscripts related to NH4

+ electro-
des over the selected period; if this has inadvertently been the
case, the aim was not to undervalue any of the related publi-
cations. Overall, we consider that the selected papers offer a
true vision of the field. In addition, all the analytical para-
meters discussed throughout this review were obtained from
the original sources (published papers), and the main aim
when analyzing them was not to criticize the manner in which
these values were calculated. However, selectivity coefficients
require special attention; accordingly, the reader should care-
fully consider our discussions. It is rather common in the lit-
erature to find biased calculations if the experiments were not
meticulously performed and the equations were not used
appropriately (e.g., the necessity of considering any deviation
from the Nernstian slope of the interfering ion response).
Indeed, while a majority of the inspected papers use the well-
known “separate solution method” for the calculation of
selectivity coefficients, we could not find the description of the
corresponding calculations/methods in other works. A very
useful guide to avoid systematic errors was reported by Bakker
and co-workers in 1997, which has been revised over the
years.32–34

2. Ammonium-selective electrodes
based on nonactin as the ionophore

Inspired by the behavior of ions in physiological membranes
in the presence of macrotetrolide-like antibiotics,35 Simon and
co-workers pioneered the use of nonactin as the ionophore in
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liquid membranes in the 70s.24,36,37 The authors evaluated the
selectivity pattern of the membrane and calculated the poten-
tiometric selectivity coefficients for NH4

+ against alkaline
cations and calcium ions. Remarkable interference from K+

was already evident in the results of that study, affording a log-
arithmic potentiometric selectivity coefficient of
log KPOT

NHþ
4 ;K

þ ¼ �0:92.25 This value revealed that only when the
K+ concentration is within 1 and 2 orders of magnitude higher
than the NH4

+ concentration in the sample, nonnegligible
interference can be obtained. Beyond that, NH4

+ detection in
the sample becomes difficult.

The first implementation of nonactin in polymeric mem-
branes was reported by Meyerhoff and co-workers,38,39 who
developed a potentiometric sensor for detecting ammonia gas
in blood samples based on the use of a buffer solution phase
placed between NH4

+–ISM and a gas-permeable membrane in
order to convert ammonia into NH4

+. This work paved the way
for a large number of studies regarding nonactin-based NH4

+-
selective electrodes (NH4–ISEs) until now. Here, it is antici-
pated that the optimization of the membrane components
may provide a marginal improvement in the analytical per-
formances of nonactin-based NH4–ISEs. However, overall, K+

interference is always evident to a rather similar extent that
can be expressed by the comparable binding affinity of nonac-
tin toward either NH4

+ and K+, because both these ions have
very similar ionic radii (1.38 and 1.43 Å, respectively).26

Nonactin (Fig. 1a) is a spherical compound characterized
by a well-defined spatial cavity that can accommodate cations,
such as the ones from alkaline metal groups.28,29 In addition,
nonactin presents the possibility for hydrogen binding when
the cation is present in an organic solvent. In particular, in the
case of NH4

+, four H-bonds are formed between the cation and
four ether oxygens of nonactin (Fig. 1b), as demonstrated by
13C NMR, IR, and crystallography studies.28,29 This is the
primary difference between NH4

+ and K+ binding with nonac-
tin, thereby yielding a slightly higher preference toward NH4

+

as compared to that toward K+, regardless of the plausibility of
the described H-bonds in the complex medium/
environment.26

Table 1 lists a summary of nonactin-based NH4–ISEs
reported over the last few years, mainly focusing on the last
two decades (1998–2019), but also summarizes earlier papers
that we considered to be important in this case. In the review
by Bühlmann et al., all NH4–ISEs published until 1998 were
evaluated; therefore, the present review complements that
manuscript.18 The authors already discussed the possibility of
incorporating nonactin as an NH4

+ ionophore in plasticized
polyvinyl chloride (PVC) membranes (mainly with nitrophenyl
octyl ether (NPOE)), silicone rubber polyurethane, and cell-
ulose acetate membranes; however, all these electrodes
reported similar K+ interference levels.27,40–44 For overcoming
this issue, the chemometric correction of K+ interference using
an array of inner-filling solution-type ISEs for NH4

+, K+, Na+,
and Ca2+ in flow injection analysis (FIA) has been proposed by
Diamond and co-workers in 1994.45 Indeed, this approach was
later used by the group of Del Valle with all-solid-state

electrodes.46,47 Importantly, this array of ISEs was demon-
strated to be suitable for the detection of NH4

+ at the milli-
molar level; at the same time, the array was used to estimate
the content of K+ (∼1 mM) in river water and wastewater.

Aligned with the development of ISE technology from the
inner-filling solution type to the all-solid-state concept, all
NH4–ISEs that initially appeared in the literature were based
on the inner-filling solution-type design (Table 1).45,48–51

Subsequently, coinciding with the boom in the introduction of
solid ion-to-electron transducers in the late 90s, investigations
regarding all-solid-state NH4

+–ISEs were started, fostering a
number of analytical applications.45–50,52–60 Nevertheless, the

Fig. 1 (a) Nonactin. (b) Minimized structure of nonactin-complexed
NH4

+. Reprinted from ref. 26 with permission from the American
Chemical Society, Copyright 2019. (c) Representative structures of non-
actin-complexed K+ upon approximation: 9, 8, 7, 6, 5, 4, 3, 2, and 1 Å
from the top to the bottom/left to the right. Minimized structure of non-
actin-complexed NH4

+. Reprinted from ref. 113 with permission from
the American Chemical Society, Copyright 2019.
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use of NH4
+–ISEs is more evident in two types of samples (as

observed in Table 1): environmental water and biological
fluids analyses.

Initially, we inspected the inner-filling solution-type NH4–

ISEs: three corresponding contributions are highlighted here
(see Table 1). Schwarz et al. embedded a NH4–ISE together
with a nitrate–ISE into a multisensor module for the analysis
of natural groundwater.48 Although this multisensor appeared
to have suitable resistance for in situ applications of water
quality monitoring, no discussions about the NH4

+/K+ selecti-
vity and natural consequence affecting the reliability of the
outcomes were offered.

Pankratova et al. developed an automated monitoring plat-
form based on an ISE array for multi-ion monitoring in a
lake.49 With the aim to monitor ions involved in the nitrogen/
carbon cycle, namely, hydrogen, carbonate, calcium, nitrate,
and ammonium ions, the authors proved the suitability of
different ISEs for the continuous evaluation of the ecological
status of a natural water environment. The potentiometric plat-
form was conceived to be able to perform automated sampling
at different depths in an aquatic resource (e.g., lake) by means
of an external pump. Then, the collected water directly passed
through a flow cell containing the ISEs. In particular, the
response of the NH4–ISE was corrected by applying the
Nikolsky equation for K+ interference (based on the selectivity
coefficient). Interestingly, the developed platform was applied
to water monitoring (concentrations versus depth) in a natural
lake over a period of 4 days. However, the NH4

+ content was
found to be lower than the LOD of ISE, which was about 10 μM
for a K+ background of 100 μM; therefore, no clear trends what-
soever could be reported for this ion.

With regard to biomedical applications, Radomska et al.50

developed a biosensor for creatinine analysis in biological
samples using FIA based on NH4

+ detection. The authors
immobilized creatinine deiminase on the nonactin-based ISM
to indirectly measure creatinine by NH4

+ monitoring, since
this is a product of an enzymatic reaction. In order to over-
come the interference from the rich contents of K+ and Na+ in
biological samples (i.e., dialysate solutions, human serum,
and human urine), as well as from endogenous NH4

+, a resin
(4 cm-long exchanger column based on Dowex 50WX8) was
used to remove the interfering cations. Importantly, creatinine
was not retained in the column because it is present in the
zwitterionic form at physiological pH (pH 8). The biosensor
was found to be suitable for creatinine detection in clinical
samples, covering a range of 0.02–20 mM with a LOD of
0.015 mM; therefore, it was applicable for serum
(0.05–0.11 mM) and post-dialysate (0.06–0.35 mM) samples, as
well as detecting pathological levels (>0.14 mM). Indeed,
acceptable correlation with the classical colorimetric Jaffe
method61 used as the standard technique was found for all the
analyzed samples. Interestingly, the biosensor was found to be
more reliable than the reference method in the case of non-
deproteinized serum samples, probably because of the nonspe-
cificity of the reference method for higher content of proteins
in the samples. Moreover, the biosensor showed remarkable

operational and storage stability, i.e., maintaining over 70% of
the initial sensitivity after 72 days of operation and without
deteriorating the sensitivity over half a year of storage at 4 °C.

Along the same direction, the indirect detection of urea by
means of NH4–ISEs was also reported.62 The sensor was based
on the immobilization of urease enzyme, which was present in
a microbial culture isolated from different soil sources, in the
membrane of a commercial NH4

+ electrode (EC-NH4-03: we
could not find any indication of the type of this electrode as
inner-filling solution or solid state; however, from some
descriptions in the paper, one may intuitively understand that
it is of the inner-filling solution type). The reported linear
range of response (LRR; NH4

+ concentration ranging from 0.55
× 10−6 to 0.55 × 10−11 M) for the electrode is surprisingly much
lower than those reported for NH4

+ detection in the literature
while exhibiting a Nernstian response (55.07 ± 3.80 mV dec−1).
Interestingly, the authors demonstrated urea detection in
different milk samples at the millimolar level, which was
indeed fairly different from the reported (and unusual) LRR
values. This approach was discussed in the review by de Marco
et al. together with other nonactin-based electrodes that have
been applied to detect NH4

+ essentially in contaminated
natural waters.7 Furthermore, Lei et al. provided a comprehen-
sive review on microbial biosensors, particularly describing
the coupling with pH, NH4

+, and Cl− ISEs by immobilizing
them in the membrane of the corresponding enzyme.63

To the best of our knowledge, the very first all-solid-state
potentiometric NH4

+–ISE based on nonactin was reported by
Knoll and co-workers.64 This electrode comprised a silver wire
modified with a plasticized polymeric membrane that dis-
played analytical performances that were fairly similar to those
of the analogous inner-filling solution-type electrode. Later on,
Koncki et al. used nonactin-based membranes in the fabrica-
tion of screen-printed electrodes.65 The strategy was based on
the ad hoc integration of the membrane components (i.e., plas-
ticizer, cation exchanger, and nonactin) into the insulating ink
(made of graphite), which was screen-printed onto a conduc-
tive carbon-based electrode substrate; however, there were no
improvements in the analytical features.

In another approach, Chou et al.52 used a carbon-based
screen-printed electrode coated with a thin SnO2 film as the
support for nonactin-based ISMs. Then, a creatinine imino-
hydrolyzed enzyme was immobilized on the membrane. In
addition, the SnO2-coated electrode was used to prepare a pH
sensor. Then, both NH4

+ and pH levels were monitored for the
indirect detection of creatinine in the synthesized samples.
Such samples were prepared using 20 mM Tris-HCl buffer and
5 mM phosphate buffer (both at pH 7.5) for NH4

+ and pH
measurements, respectively. Unfortunately, the authors did
not prove the suitability of the sensor in real samples, but they
reported an interesting selectivity study. Therefore, they inves-
tigated the ISE performances at different concentrations of
Na+, K+, Mg2+, and Ca2+ in buffer solutions. As expected,
the highest interference was caused by K+, displaying
similar selectivity coefficient as those in earlier papers
(log KPOT

NHþ
4 ;K

þ ¼ �1:24).
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The three all-solid-state NH4–ISEs discussed up to now
exhibit very similar analytical performances and NH4

+/K+ selec-
tivities (i.e., log KPOT

NHþ
4 ;K

þ ranging from −0.8 to −1.4). Notably,
none of these electrodes presented an analytical application
(see Table 1). While these works shed light on the preparation
of all-solid-state NH4

+–ISEs, the demonstration of electrode
suitability in real samples is lacking, likely due to NH4

+/K+

selectivity. Indeed, the first application in real samples of an
all-solid-state NH4

+–ISE was reported by Guinovart et al.53 in
2013. This electrode was integrated in a temporary tattoo by
the screen-printing technique and was used for the on-body
detection of NH4

+ in sweat in an accumulative manner while
practicing sports. Along the same direction, Struck and co-
workers developed a three-electrode screen-printed sensor con-
ceived to be embedded in a wearable device for the noninva-
sive monitoring of NH4

+ in sweat during sports activity.54

However, the K+ interference expected in sweat is a critical
issue that requires special efforts in developing NH4–ISEs for
on-body wearable applications. The temporary tattoo sensor
developed by Guinovart et al.53 showed a linear range from
10–4 to 10–1 M and a NH4

+/K+ selectivity of log KPOT
NHþ

4 ;K
þ ¼ �1:8,

which was demonstrated to be suitable for NH4
+ detection in

sweat considering the expected amount of endogenous NH4
+

and K+ (0.1–1 and 0.2–6 mM, respectively).66,67 On the other
hand, Struck and co-workers54 did not evaluate the NH4

+/K+

selectivity related to the corresponding NH4
+–ISE. Overall, it is

possible to estimate the NH4
+/K+ selectivity coefficient that is

needed for reliable measurements in any biological fluid by
considering the expected levels of these two ions. For example,
average values of NH4

+ and K+ in serum equal to 4 mM and
lower than 0.05 mM, respectively, were recently reported in an
experimental survey.9 Considering these values and those
reported for sweat (see above), a selectivity coefficient of
log KPOT

NHþ
4 ;K

þ , �2 is necessary for the reliable detection of
NH4

+ in either serum or sweat. This value is closer to that
reported by Guinovart et al.;53 with this exception, the required
selectivity is fairly different from all the values reported in the
literature for NH4

+–ISEs (log KPOT
NHþ

4 ;K
þ from −0.65 to −1.4; see

Table 1). It would be very useful to further explore the reasons
for which the electrode reported by Guinovart et al. yielded
such a negative (and very close to the required value of −2)
value for the logarithmic selectivity coefficient in order to for-
mulate processes for the reliable on-body detection of NH4

+

using wearable sensors. However, we could not find any infor-
mation in the related paper.53

With regard to urine samples, NH4
+ concentration is

expected to be in the order of 10 mM, but K+ concentration
can be significantly higher.9 Moreover, the relative concen-
trations of NH4

+ and K+ can undergo important variations in
the case of kidney or renal diseases. These evidences clearly
indicate the need of improving NH4

+/K+ selectivity in order to
undertake NH4

+ detection in biological fluids different than
sweat.

All-solid-state NH4–ISEs containing nonactin have also been
applied for the analysis of different types of natural waters (see
Table 1). Crespo and co-workers were the first (and only ones,

as far as we know) to demonstrate in situ and real-time NH4
+

detection by integrating all-solid-state NH4–ISEs in a submers-
ible probe (called a profiling ion analyzer (PIA)), which was
employed for the dynamic monitoring of a lake.55 The authors
explored the in situ performances of the electrodes based on
different ion-to-electron transducers (mainly poly(3-octylthio-
phene), POT, and carbon nanotubes, CNTs), as well as mem-
branes based on different polymeric matrices (PVC and the
acrylic copolymer methyl methacrylate decyl methacrylate
(MMA-DMA)) with handmade glassy carbon electrode (GCE) as
the substrate. The best analytical performances, also consider-
ing electrode durability and light influence, were provided by
the electrode based on CNTs and MMA-DMA. In an attempt to
deal with K+ interference, the authors implemented an algor-
ithm to correct the measured electrode potential according to
the in situ calibration of ISE, primary interferences, and drift
correction.55 Accordingly, the in situ calibration curve (plot of
EMF values at respective depth points against the logarithm of
NH4

+ concentration obtained from spectrophotometric ana-
lysis) was plotted by high-resolution sampling during profile
recording using syringe samples and therefore excluding
spatiotemporal misalignment between the measurements. The
additional analysis of the other ions in these samples per-
mitted the determination of the concentrations of interfering
ions and subsequently the potential measured by the NH4–ISE
was corrected using the selectivity coefficients that were calcu-
lated earlier. Drift correction considers in situ changes in the
standard potential of the electrode together with parallel drifts
by minimizing the least-squares difference, leading to a single
drift value. This algorithm is indeed applicable to any kind of
ISE.

With regard to the profiling of NH4
+ at different depths in a

water column, at depths <5 m, the NH4
+ concentration was

<5 μM, which is outside the LOD of the ISE; further, higher K+

interference was detected in this case because of its higher
content. As a result, the NH4

+ concentration until this depth
could not be accurately calculated, despite the formulated
algorithm. In the underlying 5–10 m of the water column,
slight oscillations in the NH4

+ concentration were observed,
while profiling beyond 11 m revealed a disturbance in the
potentiometric response during the in situ measurements,
which also yielded unreliable results. Overall, while this
approach was promising toward in situ depth-dependent
measurements, more efforts are needed in the direction of pro-
viding more reliable measurements within the expected NH4

+

concentration levels.
Later on, Ding et al. reported the application of all-solid-

state NH4–ISEs for the detection of total ammonia nitrogen
(TAN) in seawater.56 The electrode consisted of a GCE modified
with POT as an ion-to-electron transducer with a nonactin-
based membrane on top. Subsequently, a polyvinyl alcohol
(PVA) hydrogel film (pH 7.0) and a gas-permeable Ag/AgCl elec-
trode were placed on the top of the membrane. The entire
amount of NH3 gas dissolved in the seawater sample passed
through the gas-permeable layer and then converted into NH4

+

at the local pH of 7.0. The generated NH4
+ was finally detected
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by the nonactin-based membrane. Advantageously, the initial
gas-permeable film avoided the interference of any cation in
the potentiometric response of the electrode and consequently
the response toward NH4

+ could be uniquely ascribed to the
NH3 present in the seawater sample. This contribution is an
elegant approach that utilizes an all-solid-state NH4

+–ISE
based on nonactin as the ionophore for indirect NH3 detection
without any cationic interference.

Another ion-to-electron transducer explored in solid-contact
NH4–ISEs was polypyrrole (PPy). One example is the work by
Quan et al. based on electrodes fabricated with electropolymer-
ized PPy and a membrane containing a nonactin/monactin
mixture as the ionophore;68 however, there were no significant
improvements in the analytical performances. The electrode
was applied for NH4

+ analysis in natural water with higher con-
tents of inorganic and organic substrates, i.e., with higher
NH4

+ concentrations (order of millimoles).
Choosang et al. explored the suitability of phosphonium-

based ionic liquids (ILs) as plasticizers in PVC and MMA-DMA
membranes containing nonactin as the NH4

+ ionophore.57 The
associated investigations aimed at developing ISEs that were
suitable for the monitoring of both NH4

+ and NO3
− in the agri-

culture field. The authors examined the role of two ILs (tri-
hexyl(tetradecyl) phosphoniumbis(trifluoromethanesulfonyl)
[P6,6,6,14][TFMS] and trihexyl(tetradecyl) phosphoniumdicya-
namide[P6,6,6,14][DCA]), conceived as membrane plasticizers
for realizing both a nonactin-based ISE and an ionophore-free
nitrate-selective ISE. The electrodes were prepared by drop-
casting ISMs comprising several compositions (to test different
combinations of ILs and/or dioctyl sebacate (DOS)) on pencil-
drawn graphite electrodes. Although the use of both ILs
resulted in Nernstian responses in the case of nitrate electro-
des, the responses for nonactin-based ISEs were not Nernstian.
The authors hypothesized that the higher lipophilicity of the
cationic part of the IL with respect to the anionic counterion
resulted in the preferential extraction of NO3

− instead of NH4
+.

Hence, ILs can be used as plasticizers for PVC-based ISMs, but
the intrinsic ion-exchange properties have to be essentially
considered if the selective detection of one target ion is
desired. In particular, in the case of NH4

+, the best analytical
performances could be achieved with a MMA-DMA membrane
without ILs, resulting in the regularly found NH4

+/K+ selecti-
vity coefficient (log KPOT

NHþ
4 ;K

þ ¼ �0:65). Notably, MMA-DMA ISEs
could be applied to real environmental samples, including
water and soils; the results were compared with those obtained
from the traditional colorimetric assay when used as the refer-
ence method, and the results were in good agreement with
each other.

With regard to all-solid-state NH4–ISEs, Schwarz et al.69

applied them for the analysis of tap and well water and
Gallardo-Gonzalez et al.58 applied them for the analysis of
sewage water. Both of them used a similar approach based on
electropolymerized PPy as the ion-to-electron transducer in
nonactin-based ISEs. Graphite-based sensors were first used as
the basis of NH4–ISEs (also nitrate–ISEs) that displayed worth-
while analytical performances and NH4

+/K+ selectivity in the

range of log KPOT
NHþ

4 ;K
þ ¼ �0:85.69 Similarly, gold microelectrodes

doped with cesium cosine in the substrate were also investi-
gated.58 Interestingly, these electrodes were implemented into
a lab-on-a-chip concept for the in situ and real-time potentio-
metric monitoring of NH4

+ in tap and sewage water, where the
obtained NH4

+/K+ selectivity seemingly provided trustworthy
results even in the absence of earlier studies on selectivity.

In general, the membrane compositions of all the described
NH4–ISEs were based on different polymers and plasticizers in
a weight ratio of 1 : 2, similar to that in a traditional ISM
format. Apparently, the uses of PVC as a polymer and sebacate-
based compound (e.g., DOS) as a plasticizer are preferred, but
we could not find strong foundations for this trend in the ana-
lyzed papers. It is indeed surprising that a common polymer
such as polyurethane has not yet been incorporated in nonac-
tin-based ISMs, particularly in electrodes applied for biological
fluids. Another surprising tendency is the indistinct use of the
cation exchanger in the membrane (i.e., with and without its
presence). While it is well known that ISMs based on neutral
receptors for cations exhibit a potentiometric response in the
absence of any cation exchanger owing to the impurities
present in the membrane (arising from the plasticizer,
polymer, and/or the appropriate ionophore),70 it was addition-
ally demonstrated that the incorporation of a cation exchanger
is convenient for better electrode reproducibility and therefore
superior reliability.17,23 Unfortunately, in the case of nonactin-
based membranes, we could not find the origin of the pre-
ferred absence of the cation exchanger in the membrane com-
position, which indeed contradicts the tendencies found in
other ionophore-based membranes. In our opinion, this strat-
egy may arise from the idea of providing a membrane that is
initially free of any cation (to avoid K+ interference).

Another strategy that has been used with nonactin-based
ISMs is the substitution of PVC by polymers with crosslink pro-
perties upon exposure to UV light. This type of polymer allows
a reduction in the plasticizer content in the membrane, which
may consequently improve three aspects: adhesion of the ISM
to the electrode substrate, biocompatibility, and reduction in
excessive leaching.51,71,72 The reduction in excessive leaching
is indeed important in the case of nonactin because of its low
lipophilicity and therefore its lowered tendency to remain in
the membrane (i.e., remarkable leaching from the ISM).
Notably, ionophore lipophilicity is usually expressed by the
partition coefficient between octanol and water, i.e.,
log Poctanol/water, measured by means of thin-layer chromato-
graphy. For ionophores with log Poctanol/water < 6, leaching is
generally expected after 2–3 days from the prepared membrane
under common storage conditions (e.g., millimolar concen-
trations of the primary ion).73 In the case of nonactin,
log Poctanol/water = 5.8,74 thereby representing a limitation on
the lifetime of nonactin-based ISEs.

Bratov et al. proposed the fabrication of photocurable mem-
branes primarily comprising aliphatic urethane diacrylate, i.e.,
Ebecryl 270, and hexanediol diacrylate in both inner-filling
solution- and all-solid-state-type electrode formats.51,75 In the
first work of its kind, a photocurable membrane (63% Ebecryl
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and 34.5% DOS) was deposited on an ion-sensitive field-effect
transistor (ISFET).75 Overall, performances comparable with
those of conventional PVC-based ISMs can be obtained with a
reduced amount of plasticizer. Subsequently, the same
approach was applied to fabricate an inner-filling solution-
type electrode and the authors further optimized the mem-
brane composition according to improvement in the analytical
features.51 Therefore, several membrane compositions were
examined that employed different plasticizers, revealing that
the best option was DOS. The authors also investigated the
effect of PVC addition (7%) in the photocurable membrane,
observing a marginal enhancement in the sensitivity as well as
lower LOD values, but without any remarkable improvement in
NH4

+/K+ selectivity.51

Alexander et al.59 employed a photocurable NH4
+ mem-

brane based on an aromatic epoxy diacrylate polymer (Ebecryl
600) crosslinked to an acrylate ester (1,6-hexanedioldiacrylate).
This polymer was demonstrated to act as an inner plasticizer,
further decreasing the required amount of external plasticizer:
o-NPOE was decreased down to 23.5 wt% from the traditionally
required 66 wt%. Photocured NH4–ISE showed remarkable
NH4

+/K+ selectivity (log KPOT
NHþ

4 ;K
þ ¼ �1:7), allowing NH4

+ deter-
mination in hydroponic nutrient solutions and wastewater
samples in the FIA. The validation of the analytical application
was carried out with a commercially available NH4

+ test based
on spectrophotometric measurements (in compliance with
EPA 350.1, APHA 4500-NH3 F, ISO 7150-1, and DIN 38406-5).

A self-plasticized nonactin-based ISM (i.e., with no plastici-
zer in the membrane) was reported by Heng et al. using photo-
curable poly(n-butyl acrylate).60 The analytical performances
displayed by this electrode were consistent with the photocur-
able ISEs described earlier. In addition, this NH4–ISE was
applied for the analysis of sewage samples, demonstrating
good agreement with the results obtained from the Nessler
method used as the reference. Advantageously, the photocur-
able membranes may be additionally patterned by using con-
ventional photolithography, instead of the manual deposition
(drop-casting) of the cocktail. This approach would be very
convenient for improving the between-electrode reproducibility
in a further manufacturing process. Moreover, the photocured
membranes seem to exhibit better adherence to the surface of
solid-state electrodes with respect to the common PVC-based
membranes (water-layer tests).

To the best of our knowledge, the most recent paper on
NH4

+ detection based on nonactin as the ionophore was pub-
lished by our research group.76 It is based on using thin-layer
potentiometry for the indirect detection of creatinine in urine
after its reaction with the enzyme creatinine deiminase, stoi-
chiometrically producing NH4

+. We have presented a new
microfluidic chip that separates two thin-layer reservoirs: one
for the urine sample and the other for the enzyme and embed-
ding the electrodes. The separation of the reservoirs is accom-
plished by using an anion–exchange membrane. The mem-
brane allows the transport of neutral molecules (i.e., creati-
nine) and anions from the urine to the reservoir containing
the enzyme and the electrodes, while significantly repelling

cations. Then, creatinine is quantitively converted into NH4
+

by the enzyme, where NH4
+ formation is monitored by the

nonactin-based electrodes. The incorporation of the anion–
exchange membrane as a barrier to interfering ions (cations)
in response to nonactin-based electrodes might be an elegant
way to suppress K+ influence on NH4

+ sensing.76

After inspecting all these papers, it seems clear that the
main field of application of nonactin-based ISEs is the detec-
tion of NH4

+ in water. Indeed, this fact has been extensively
reviewed over the years, e.g., de Marco,7 Winkler,77 Crespo,3

and Cuartero.1,6 In this context, it is noteworthy to mention
the work by de Beer and co-workers that included measuring
NH4

+ profiles in freshwater sediments,78,79 even if those
papers were published prior to the established screening time
in the present review. In the first paper of its kind, the develop-
ment and characterization of nonactin-based inner-filling solu-
tion-type microelectrodes (diameter: 1 µM) were reported,
showing analytical performance that was rather close to any
nonactin-based ISE.79 The authors highlighted that the micro-
electrode was suitable for the detection of NH4

+ concentration
when it is at least equal to 0.1 times the Na+ concentration and
10 times the K+ concentration in the sample; this was as per
the calculated selectivity coefficients. Macrokinetic data about
the products’ gradients (i.e., NH4

+) in gel beads containing
crosslinked urease were demonstrated. After this success, the
electrode was directly applied in freshwater soils, showing
depth profiles of NH4

+ concentrations along 15 mm.78

3. Ammonium-selective electrodes
based on ionophores different than
nonactin

The development of tailor-made synthetic receptors to be used
as NH4

+ ionophores in ISMs has its root in the NH4
+–nonactin

complexing efficiency, which is a well-tuned compromise
between the affinity and reversibility of binding. Therefore, in
these receptors, the binding site for NH4

+ has to be designed
considering both structural requirements and thermodynamic
constants that govern the binding process. The general criteria
for designing a receptor suitable to act as an NH4

+ ionophore
are based on the possibility to provide a tetrahedral binding
site capable of coordinating NH4

+ by H-bonds, ion–π, and/or
ion–dipole interactions. In particular, designing the tetra-
hedral symmetry of the binding site, with a coordination
number of four, may play a key role in facilitating the binding
of NH4

+ with respect to K+: indeed, K+ is characterized by
spherical symmetry and the preference for ionic bonds with
coordination number of six or more.26,27,80

One example of the described strategy was presented in the
study by Graf et al.81 performed back in the 80s. They dis-
cussed spherical macrotricyclic cryptands designed with tetra-
hedral geometry to provide four H-bond acceptors for the
coordination of NH4

+. Moreover, 5–6 oxygen atoms were
present at the binding site to stabilize the NH4

+–receptor
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complex with electrostatic interactions. X-ray analysis revealed
that NH4

+ was effectively placed at the center of a tetrahedron
formed by the four nitrogen atoms of the receptor. The NH4

+/
K+ selectivity was 250-fold higher than that of the nonactin–
NH4

+ complex, but the dissociation constant turned to be con-
siderably smaller, leading to poor reversibility of binding and
hence being unsuitable for the development of an ISE.
However, this study demonstrated the primary importance of
both H-bond configuration and symmetry of the binding site
in the design of effective NH4

+ receptors.
Until now, considerable attention has been paid to macro-

cyclic compounds as NH4
+ receptors that are capable of

mimicking the binding features of nonactin. However, a
majority of the reported studies have focused on the synthesis
and/or physicochemical characterization of the structure of the
binding site, giving poor or no information about its applica-
bility as an ionophore for use in ISEs.81 Truly, these studies
have been crucial toward the understanding of the host–guest
chemistry that is the most suitable for NH4

+ binding; however,
the present review focuses on the receptors applied to NH4

+–

ISEs; their structures are shown in Fig. 2–10. Table 2 summar-
izes the electrode type, membrane composition, certain
analytical features, and applications of these electrodes. In
addition, because some of these ISEs reported on log KPOT

NHþ
4 ;K

þ

using nonactin-based ISEs as control experiments, these
values are included in the table for comparison purposes.
Notably, for Table 2, potentiometry is the primary readout
technique used for the ISEs: the use of any other technique is
particularly indicated.

In the early 90s, Siswanta et al. observed that a membrane
based on dibenzyl ether (DBE) exhibited improved NH4

+/K+

selectivity, which was ascribed to the preference of DBE in
forming tetracoordinate complexes. Therefore, the authors
explored the use of certain DBE derivates (Fig. 2, 1A–1E) for
the development of ISMs for NH4

+ detection.44 It should be
noted that these compounds were used in a large amount in
the membrane composition (i.e., 69% w/w) in order to act as
both plasticizer and ionophore. A comparison of all the
different ISMs showed that NH4

+/K+ selectivity was slightly

improved when using a DBE derivate containing a butylene
glycol unit disubstituted with dimethyl groups (1E,
log KPOT

NHþ
4 ;K

þ ¼ �1:7) with respect to the selectivity afforded by
unsubstituted DBE (1A, log KPOT

NHþ
4 ;K

þ ¼ �1:1); the values
obtained from the latter were closer to the average values
afforded by nonactin-based membranes (see Table 1). Despite
the fact that the selectivity coefficient was sufficient for certain
analytical applications, the sensors were never tested in real
samples.44

Importantly, after nonactin, the family of aza-crown ethers
has been widely tested as NH4

+ ionophores for use in ISEs.
Among the first authors that reported on these ionophores,
Moriuchi-Kawakami et al.82 introduced carbonyl groups and
pyrazole rings into an aza-crown backbone. The authors fabri-
cated 12 different compounds (Fig. 3, 2A–2L) with distinct
macrocyclic sizes and substituents on the sp3-hybridized nitro-
gen of the pyrazole ring. They found that the selectivity
changed depending on the macrocyclic size as well as on the
substituents. Importantly, all the ionophores showed selecti-
vity favorable for NH4

+ with respect to other cations in regular
experiments based on organic solvents as well as in ISM. The
best NH4

+/K+ selectivity was observed for 18-membered crown
ethers with carbonyl groups (Fig. 3, 2A–2D). Among them, the
selectivity was seemingly dependent on the steric hindrance of
the substituents on the sp3-hybridized pyrazolic nitrogens, i.e.,
it decreased according to the substituents’ bulkiness (selecti-
vity order: H < Me < Bn < Oct). Conversely, the 18-membered
crown ethers without the carbonyl groups (Fig. 3, 2E and 2F)
were revealed to be poorly selective to NH4

+ with respect to K+,
thereby highlighting the importance of carbonyl contribution
in the selective binding of NH4

+. Overall, the best NH4
+/K+

selectivity was given by the 18-membered crown ether with
unsubstituted pyrazoles and carbonyl groups (Fig. 3, 2A) using
DBE as a plasticizer and NaTFPB as the ion exchanger.
Importantly, it was also observed that other plasticizers (i.e.,
DOS or o-NPOE) and the absence of NaTFPB negatively influ-
enced the NH4

+/K+ selectivity.
Kim et al.83 were inspired by the structure of dibenzo-18-

crown-6 ether (DB18C6), which was previously found to
present remarkable affinity to NH4

+;84 they synthesized a
number of thiazole derivates (Fig. 4, 3A–3C). ISMs based on
these ionophores showed NH4

+/K+ selectivity similar to those
of nonactin-based ISEs (from −1.1 to −1). Notably, unsubsti-
tuted thiazole-containing DB18C6 (Fig. 4, 3A) was found to
form both 1 : 1 and 1 : 2 complexes with NH4

+. In contrast to
earlier examples examined herein, the use of DBE plasticizer
resulted in worse NH4

+/K+ selectivity. Analogous DB18C6-type
macrocycles having pyridine or benzene groups instead of thia-
zole (Fig. 4, 3D and 3E, respectively) exhibited poor or no pre-
ference toward NH4

+ with respect to K+. Hence, the proper
ability of DB18C6 in binding NH4

+ was attributed to the pres-
ence of thiazole units.

Subsequently, the same research group investigated the
binding properties of thiazole-based receptors comprising
naphto-crown ether derivates (Fig. 4, 4B–4E) and compared
their observations with DB18C6 (Fig. 4, 4A).85 In principle, the

Fig. 2 Dibenzyl ether derivates, reported by Siswanta et al., as NH4
+

ionophores.44
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authors expected a preference for 1 : 1 complex with NH4
+,

favoring its access to the binding site with the incorporation of
naphthalene groups. In particular, molecular modeling for
NH4

+ complexation by ionophores 4C and 4D displayed very
similar results based on H-bonds between NH4

+ and the nitro-
gens of the thiazole rings, which were oriented in facial align-
ment. Overall, these receptors were arranged in a saddle-like
structure by establishing both electrostatic interactions and
H-bonds. Extraction studies in water/1,2-dichloroethane
showed a significant preference of ionophores 4B, 4C, and 4D
for NH4

+ with respect to K+, following the trend 4C ≈ 4D > 4B.
Because of its poor solubility in 1,2-dichloroethane, 4E was not

included in the subsequent study. However, 4A was included
for comparison purposes. The ratio between the percentage
extractability of NH4

+ versus K+ was equal to 1.2 for 4A,
suggesting that the absence of thiazole units in the naphto-
crown ether structure drastically decreased the selectivity pro-
perties toward NH4

+. When these compounds were incorpor-
ated into the polymeric membranes, all of them presented
similar K+ interference: log KPOT

NHþ
4 ;K

þ ¼ �1:2;�1:1; and � 1:3 for
4B, 4C, and 4D, respectively. No special improvements with
respect to the presence of nonactin were reported, despite the
fact that traditional extraction experiments revealed remark-
able selectivity for NH4

+ against K+.
The electrodes developed by Rahmen et al. are particularly

interesting. The authors implemented a redox active group
comprising 9,10-anthraquinone (BNBQ) and 1,4-benzoquinone
(BNAQ) in the backbone of (1,1′-bi-2-naphthyl)-23-crown-6
ethers (Fig. 5, 5A and 5B, respectively).86 These compounds
were then immobilized on a GCE; finally, a layer of Nafion was
added. When the electrode was investigated using cyclic vol-
tammetry (CV), the quinone redox peak was found to decrease
with the NH4

+ concentration in the sample solution, thereby
indicating that NH4

+ was complexed by the compound and its
redox properties could not be revealed. Importantly, a negli-
gible effect was observed on the redox peak of quinone with
increasing K+ concentrations. Indeed, the CV data were used to
calculate the binding constants of 5A and 5B with NH4

+ and
K+, yielding values of two orders of magnitude greater for
NH4

+ than those for K+: 4000 ± 77 M−1 for 5A–NH4
+, 4300 ±

120 M−1 for 5B–NH4
+, 18.0 ± 0.8 M−1 for 5A–NH4

+, and 19.0 ±
0.5 M−1 for 5B–K+. Additional NMR studies revealed that NH4

+

is complexed in a tetrahedral conformation through H-bonds
with three ether oxygen atoms and one quinone oxygen atom
in 1 : 1 stoichiometry. Advantageously, the electrode based on
5B was further explored in the amperometric mode (applied
potential of −680 mV, coinciding with the quinone voltam-
metric peak), showing LRR from 10–6 to 10–3 M and LOD at the
micrometer levels. Nevertheless, the analytical applicability of
the electrode was not demonstrated, despite its proven poten-
tial. Although this electrode is not based on a potentiometric
readout, it represents a clear example on how electrodes based
on ISMs (in this case, NH4

+ ionophore in a Nafion-based
environment) can be investigated under a dynamic electro-
chemical protocol and therefore can yield a different selectivity
dimension.87,88 In the inspected paper, it would be worthwhile
to compare the reported results with those observed with
regular potentiometric ISEs based on the same ionophore.

Suzuki and collaborators reported 19–21-membered crown
ethers having decalino subunits in the macrocyclic system.74

In particular, 19-membered crowns were first functionalized
with 2 or 3 decalino or dimethyl units (Fig. 6, 6A–6C). The
higher rigidity of such kinds of macrocyclic compounds was
supposed to allow for improving the NH4

+ selectivity versus
other alkaline cations. Therefore, bulky subunits were expected
to play a dual role: to hinder the formation of sandwich-type
complexes with larger cations due to a “block-wall effect” and
to deter the formation of wrapping-type complexes with

Fig. 3 Aza-crown ether derivates, reported by Moriuchi-Kawakami
et al., as NH4

+ ionophores.82
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smaller cations owing to the low flexibility of the macrocycles.
Indeed, X-ray analysis revealed that the cavity size of the most
rigid ionophore included in this group (6B) was proven to per-
fectly fit in the tetrahedral coordination of NH4

+, while other
alkaline cations were rather small to be retained or rather
large to get access to the binding site. In detail, the authors
highlighted that only three hydrogens of NH4

+ were involved in
the complex via H-bonds, leaving one hydrogen oriented out
of the ring plan to be coordinated by the counterion.
Regarding NH4

+/K+ selectivity, a lower K+ influence was pre-

sented for 6A (with two decalino units) in comparison with 6B
and 6C (log KPOT

NHþ
4 ;K

þ ¼ �1:0;�0:24; and� 0:66, respectively).
One advantage of this compound as compared to nonactin
(while presenting similar NH4

+/K+ selectivity) is the higher
lipophilicity (log Poctanol/water = 13.5 ± 0.7) compatible with the
use of bis(1-butylpentyl) adipate (BBPA) in the membrane,
even though the plasticizers exhibit a low dielectric constant.

Subsequently, the authors investigated two crown ethers
presenting three decalino units to enlarge the macrocycles to
20- and 21-membered crowns (Fig. 6, 7A and 7B).89 In the

Fig. 4 DB18C6 derivates, reported in the works by Kim et al. (3A–3E;83 4A–4E85), as NH4
+ ionophores.
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same paper, the authors additionally evaluated another type of
receptor consisting of noncyclic 6-fold substituted benzene tri-
podal compounds (Fig. 7, 8A–8E), aiming to promote the for-
mation of a tetrahedral binding site instead of the spherical
arrangement to favor NH4

+ selectivity versus K+. In particular,
the use of 1,3,5-tributylbenzene as the backbone for the
further introduction of three substituents (i.e., pyrazole rings,
phenolic ethers, and amide carbonyl groups) confer a pre-
organized structure to these receptors, where the three butyl
units were placed on the same side of the benzene ring by the
steric hindrance of the substituents. Once incorporated into
the membrane matrix, the 20- and 21-membered tridecalino-
crown ethers (Fig. 6, 7A and 7B) exhibited NH4

+/K+ selectivity
(log KPOT

NHþ
4 ;K

þ ¼ �1:5 and � 1:6, respectively) better than that of
the 19-membered compound previously reported (6B,
log KPOT

NHþ
4 =K

þ ¼ �1:0) and really close to the best values reported
for nonactin (−1.7 and −1.8).53,58 This may be attributed to the
fact that the larger cavities in 7A and 7B are disadvantageous
for K+ complexing. Furthermore, the lipophilicity values calcu-
lated for these two compounds were greater than that for non-
actin (log Poctanol/water = 14.6 and 15.2 for 7A and 7B, respect-
ively, against log Poctanol/water = 5.8 for nonactin), implying that
plasticized polymeric membranes based on either 7A or 7B
may exhibit reduced leaching, resulting in longer lifetimes. In
the case of tripodal ionophores (Fig. 7), only the pyrazole-con-
taining compound (Fig. 7, 8A) showed significant NH4

+/K+

selectivity (i.e., log KPOT
NHþ

4 ;K
þ � �2), but with a LOD at the milli-

molar level. As a result, none of these compounds were further
used in analytical applications.

Despite the considerations reported so far highlighting the
necessity of increasing the cavity size of the crown ether com-
pounds to promote NH4

+ binding against K+, unexpectedly, the
use of smaller ones was reported along the same directions. For
example, Jin et al.90 examined 16-crown-4 derivatives based on 4

Fig. 5 Structures of (1,1’-bi-2-naphthyl)-23-crown-6 ether derivates
modified with 1,4-benzoquinone (5A) and 9,10-anthraquinone (5B),
reported in the work of Rahman et al., as NH4

+ ionophores.86

Fig. 7 6-Fold substituted benzene tripodal derivates, reported in the
work of Sasaki et al.,89 as NH4

+ ionophores.

Fig. 6 Crown ether derivates substituted with decalino subunits and
methyl groups, reported in the works of Suzuki et al.74 (6A–6C) and
Sasaki et al.89 (7A and 7B), as NH4

+ ionophores.
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units of tetrahydrofuran (THF), namely, 1,4,6,9,11,14,16,19-tet-
raoxocycloeicosane (Fig. 8, 9A) and its tetramethyl derivate
(5,10,15,20-tetramethyl-1,4,6,9,11,14,16,19-tetraoxocycloeico-
sane, 9B) as NH4

+ ionophores. The presence of methyl groups
in the meso positions of the compound was found to negatively
affect NH4

+-selective binding; 9A presented a higher capability
to selectively bind NH4

+. The authors additionally ascribed the

different behaviors by the two compounds to changes in the
electronegativity of the ether oxygen atoms in the crown back-
bone when the four methyl substituents were present (9B).
Advantageously, the NH4

+/K+ selectivity of 9A was found to be
better than the average value for nonactin (logKPOT

NHþ
4 ;K

þ ¼ �1:84
versus −1.0) when dioctyl phenylphosphonate (DOPP) was used
as the plasticizer. However, the selectivity values with respect to
other cations belonging to the alkaline and earth alkaline

Fig. 8 THF-containing 16-crown-4 derivative (9A and 9B), 15-crown-5 substituted carbosilane dendrimer (10), and DB18C6 (11) reported in the
works of Jin et al.,90 Chandra et al.,91 and Jin et al.,92 respectively, as NH4

+ ionophores.

Fig. 9 Calix[4]arene-crown-6 (12) functionalized with alkyl sulfide units
reported in the work of Saiapina and co-workers.93 The 6-fold substi-
tuted benzene tripodal derivates, reported in the works of Chin et al.
(13;80 14A and 14B95), as NH4

+ ionophores.

Fig. 10 6-Fold substituted benzene tripodal derivates (15A and 15B),
cyclic depsipeptide (16), and α-cyclodextrin derivate (17), reported in the
works of Jon et al.,96 Benco et al.,26 and Ribeiro et al.,98 respectively, as
NH4

+ ionophores.
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groups were rather worse as compared to that when using
nonactin.

The use of even smaller crown ethers was explored by
Chandra et al. by placing units of 15-crown-5 ethers as the
branches of a dendrimer (Fig. 8, 10).91 Interestingly, the
authors accomplished a comparison of the use of different
plasticizers, namely, dibutyl phthalate (DBP), diphenyl ether
(DPE), dioctyl phthalate (DOP), and dibutyl amine (DBA) in the
membrane composition. Wider linear range and lower LOD
could be obtained when using DBP and NaTFPB as the ion
exchangers, with remarkable selectivity toward NH4

+ over K+

(log KPOT
NHþ

4 ;K
þ ¼ �1:8). Moreover, the lifetimes of these electro-

des were found to be at least 45 days after ISM preparation.
More recently, Jin et al.92 employed a thiazole-derivate

benzo-crown ether functionalized with ethylamine-thioctic
acid (TBCEAT; Fig. 8, 11) to form ionophore-based self-
assembled monolayers on a gold disk electrode via a thiol
linker. In addition, the behavior of this ionophore was investi-
gated using a regular membrane incorporated in inner-filling
solution-type ISEs (see Table 2). Regarding the self-assembled
monolayer, its redox peak in Ru(NH3)6Cl3 solution was found
to decrease with increasing NH4

+ concentrations as a result of
the binding of the cation with the ionophore, thereby blocking
the monolayer from any redox conversion. However, in none of
the explored electrodes (neither voltammetry nor potentiome-
try), the ionophore exhibited better performances than those
obtained from nonactin-based electrodes (see Table 2).

Along the same direction, Saiapina et al.93 explored a self-
assembled monolayer on gold electrodes based on calixarene-
type ionophores as the selective element of a differential con-
ductometric transducer. In particular, 25,27-di-(5-thio-octy-
loxy)calix[4]arene-crown-6 (Fig. 9, 12) was used. This is a cryp-
tand-like ionophore that was expected to provide dual coordi-
nation sites: via ether oxygens of the crown unit and via
cation–π interactions. However, the NH4

+/K+ selectivity coeffi-
cient calculated with the Cammann method,94 which is
similar to the fix interference method applied in potentiome-
try, was very similar to the nonactin one (log KPOT

NHþ
4 ;K

þ ¼ �1:1).
Thereafter, the analytical performance of the sensor revealed a
linear range of 10–5–1.5 × 10–3 M as well as higher operational
stability. The conductimetric ISE was applied for NH4

+ detec-
tion in river water samples, which were filtered and spiked
with a known amount of NH4

+, yielding recoveries between
93% and 106%. Nevertheless, the authors did not report the
spiked NH4

+ concentrations in the samples: without this infor-
mation, it is not possible to further evaluate the potential of
this electrode to detect NH4

+ in real samples at the expected
levels.

The use of tripodal nonmacrocyclic receptors based on a
6-fold substituted benzene ring as NH4

+ ionophores was also
reported. One of the first studies by Chin et al.80 investigated
the compound 1,3,5-tri(3,5-dimethylpyrazol-1-ylmethyl)-2,4,6-
triethylbenzene receptor (Fig. 9, 13) with a worthwhile design
to improve NH4

+ selectivity. The key feature of the tripodal
compound reported by them was its tendency toward forming
tetracoordinated complexes instead of spherical ones.T

ab
le

2
(C
o
n
td
.)

N
H

4
+

Io
n
op

h
or
e

Ty
pe

of
el
ec
tr
od

e
M
em

br
an

e
(w

t%
)

A
n
al
yt
ic
al

Pa
ra
m
et
er
s

N
H

4
+
/K

+
se
le
ct
iv
it
y

lo
g
K
PO

T
N
H

þ 4
;K

þ
A
pp

li
ca
ti
on

R
ef
.

N
o
ca
ti
on

-e
xc
h
an

ge
r

14
A

In
n
er

fi
lli
n
g
so
lu
ti
on

33
%

PV
C

LO
D
=
2.
5
×
10

−
5
M

−
2.
3

–
95

66
%

D
O
A

LR
R
=
10

−
4
–1
0−

1
M

1%
io
n
op

h
or
e

N
on

ac
ti
n
;−

1.
3

N
o
ca
ti
on

-e
xc
h
an

ge
r

15
A

In
n
er

fi
lli
n
g
so
lu
ti
on

N
ot

in
di
ca
te
d

LO
D
=
3.
2
×
10

−
6
M

−
0.
97

–
96

N
on

ac
ti
n
:−

0.
88

LR
R
=
10

−
5
–1
0−

1
M

16
So

li
d
st
at
e
pl
an

ar
el
ec
tr
od

e
30

%
PV

C
Sl
op

e
=
55

.8
m
V
de

c−
1

−
1.
0

–
26

69
%

o-
N
PO

E
LR

R
=
10

−
4
–1
0−

1
M

1%
io
n
op

h
or
e

50
m
ol
%

K
T
pC

lP
B

17
So

li
d
st
at
e
m
ic
ro
-h
ol
e
ar
ra
y
(v
ol
ta
m
m
et
ri
c/

am
pe

ro
m
et
ri
c
re
ad

ou
t)

32
.2
%

PV
C

Sl
op

e
=
53

.3
m
V
de

c−
1

ka
m
p
=
2.
9
×
10

−
4

–
98

68
.8
%

B
B
PA

LO
D
=
1.
2
×
10

−
7
M

1%
io
n
op

h
or
e

LR
R
=
(4
.2
–6
6)
x1
0−

6
M

N
o
ca
ti
on

ex
ch

an
ge
r

IS
E
:
io
n
-s
el
ec
ti
ve

el
ec
tr
od

e.
LO

D
:
li
m
it
of

d
et
ec
ti
on

.
LR

R
:
li
n
ea
r
ra
n
ge
.
o-
N
PO

E
:
o-
n
it
ro
ph

en
yl

oc
ty
l
et
h
er
.
B
B
PA

:
bi
s(
1-
bu

ty
lp
en

ty
l)
ad

ip
at
e.

D
B
E
:
di
be

n
zy
l
et
h
er
.
T
E
H
P:

bi
s(
2-
et
h
yl
h
ex
yl
)
ph

th
al
at
e.

D
E
H
A
:
bi
s(
2-
et
h
yl
h
ex
yl
)
ad

ip
at
e.

D
O
A
:
di
oc
ty
l
ad

ip
at
e.

T
D
AC

l:
te
tr
ad

od
ec
yl
am

m
on

iu
m

ch
lo
ri
de

.
N
aT

FP
B
:
so
di
um

te
tr
ak

is
[3
,5
-b
is
-(
tr
if
lu
or
om

et
h
yl
)-
ph

en
yl
]b
or
at
e.

K
T
pC

lP
B
:
po

ta
ss
iu
m

te
tr
ak

is
(4
-

ch
lo
ro
ph

en
yl
)b

or
at
e.

Analyst Critical Review

This journal is © The Royal Society of Chemistry 2020 Analyst, 2020, 145, 3188–3210 | 3203

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
M

ar
ch

 2
02

0.
 D

ow
nl

oa
de

d 
on

 1
/2

2/
20

26
 1

2:
29

:5
6 

A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0an00327a


Therefore, the 6-fold substituted benzene ring was predicted to
assume a preorganized structure, driven by the steric repul-
sions among the ethyl and dimethylpyrazole substituents
(Fig. 9, 13). Indeed, the molecular computation showed that
the three dimethylpyrazole groups were not placed on the
same side of the benzene ring in the crystal structure, but they
were found to converge toward the internal region of the recep-
tor in the presence of NH4

+. In this configuration, NH4
+ was

captured by three H-bonds established with the sp2-hybridized
nitrogen atoms of the pyrazole groups and stabilized by
cation–π interactions with the benzene ring. Furthermore, the
size and symmetry of the designed receptor cavity was proven
to effectively fit with the tetrahedral conformation of NH4

+,
while being disadvantageous for spherical symmetry coordi-
nation as well as being largely wider for smaller cations. These
structural findings were supported by remarkable NH4

+/K+

selectivity when the receptor was incorporated into a plasti-
cized polymeric membrane as a part of an inner-filling solu-
tion-type ISE (log KPOT

NHþ
4 ;K

þ ¼ �2:6). Importantly, this represents
the best NH4

+/K+ selectivity reported in the literature so far.
However, the sensitivity of 13 was rather poor to allow for its
effective application in the analysis of real samples (i.e., LRR ≈
10–3–10–1 M). A subsequent study was carried out,95 aiming to
improve the sensitivity of 13 by designing new tripodal deri-
vates. The authors synthesized two analogous tripodal com-
pounds by introducing bromide atoms in the fourth position
of the pyrazole units in one case (Fig. 9, 14A) and removing
the dimethyl substituents from the pyrazole units in the other
case (Fig. 9, 14B) in order to deepen both steric and electronic
effects on the binding properties.

The presence of electronegative bromide atoms in 14A
allowed an improvement in the LOD (2.5 × 10–5 M against 1.0 ×
10–4 M, as reported for 13), but also resulting in slightly lower
NH4

+/K+ selectivity (logKPOT
NHþ

4 ;K
þ ¼ �2:3). This decrease could be

attributed to the electronegativity in the ion complexation pro-
vided by bromide atoms, thereby decreasing the preference
toward tetrahedral configuration over the spherical one demon-
strated in 13. In addition, the authors observed that the sensi-
tivity of 14A improved when the pH was increased from neutral
(7) to 9, which could be attributed to the ability of the proto-
nated receptor to coordinate with water molecules and therefore
interfering with NH4

+ acquisition, as demonstrated by the X-ray
experiments. As a result, the sensitivity of the pyrazole-contain-
ing receptor could be correlated with the basicity of the pyrazole
units; therefore, competitive NH4

+/H2O could be modulated.
However, this need for pH adjustment to obtain the best sensi-
tivity is not convenient for the analysis of real samples.
Subsequently, with regard to NH4

+/K+ selectivity in 14B, the ana-
lysis of the crystal structures suggested that the methyl groups
at the third positions of the pyrazole units provided a shielding
effect, deterring the formation of a 2 : 1 complex that was found
to be more favorable for K+ binding as compared to 13 and 14A,
thereby explaining the reported selectivity order for 13, 14A, and
14B: log KPOT

NHþ
4 ;K

þ ¼ �2:8;�2:3;�1:7, respectively.
In a further study by the same research group,96 a cage-type

tripodal derivate with three dialkoxybenzene units coupled to

two benzene rings was reported (Fig. 10, 15A). Obviously, the
receptor was designed on the basis of a rigid framework, pro-
viding a cavity with a tailor-made size for binding NH4

+; this
was recognized not only by H-bonds, but also by double-sided
cation–π interactions. The suitability of phenolic oxygen atoms
as H-bond acceptors instead of pyrazolic nitrogen atoms was
tested, thereby decreasing the pH dependence owing to the
lower basicity of the former. Indeed, X-ray analyses demon-
strated that the distance between the two benzene rings is
larger when NH4

+ is bound, being placed in the middle of the
cavity and stabilized by H-bonds. This receptor showed com-
parable analytical performances to those observed for nonac-
tin, both in terms of sensitivity and selectivity. In addition, a
derivate with an open structure was also synthesized without
one of the two benzene rings (Fig. 10, 15B). By calculating the
association constants of 15A and 15B (i.e., 3.3 × 107 and 1.9 ×
106, respectively) and the corresponding binding energies (i.e.,
62.3 and 58.2 kcal mol−1, respectively), the authors confirmed
that the cage-type structure could enhance the binding
efficiency toward NH4

+; unfortunately, they could never over-
come the performances of nonactin-based compounds.

Benco et al.26 reported a cyclic depsipeptide (Fig. 10, 16)
that possessed alternating amide and ester groups in order to
achieve a valinomycin-inspired structure. Molecular modeling
suggested that this valinomycin-like receptor could provide
more favorable coordination for NH4

+ than that for K+, owing
to five H-bond acceptors (i.e., carbonyl groups) available for
the tetrahedral binding of NH4

+. Furthermore, the rather high
rigidity of this ionophore with respect to nonactin was respon-
sible in deterring the binding of K+, which prefers spherical
symmetry coordination. All these aspects were evidenced in an
organic solution. In addition, ionophore 16 was incorporated
in a planar ISE with a polymeric solid contact material. The
membrane composition was examined using DOP or o-NPOE
as the plasticizer and the presence or absence of potassium tet-
rakis (4-chlorophenyl) borate (KtpClPB) as the ion exchanger.
The potentiometric responses obtained with o-NPOE resulted
in close-to-Nernstian slopes, while DOP-based membranes
yielded lower values. The authors ascribed this behavior to the
different dielectric constants of the plasticizers, favoring the
formation of H-bonding.97 Although the closest slope to the
Nernstian behavior was obtained without the ion exchanger
(60.1 mV dec−1), the best NH4

+/K+ selectivity was observed with
the KtpClPB-based membrane (log KPOT

NHþ
4 ;K

þ ¼ �1:0) with a
slightly lower slope (55.8 mV dec−1). Overall, the analytical per-
formances were comparable with the traditional nonactin-
based ISEs without improvements, despite the fact that the
selectivity in organic solutions was promising.

Ribeiro et al.98 investigated the facilitated transport of NH4
+

at aqueous/organic interfaces driven by an electrochemical
potential variation (i.e., the study of a polarized interface
between two immiscible electrolyte solutions, known as ITIES).
For this purpose, synthetic hexakis(2,3,6-tri-O-acetyl)-
α-cyclodextrin (Fig. 10, 17) was used as the ionophore that
could promote the transfer of NH4

+ via the water/1,6-dichloro-
hexane interface. Essentially, it was observed that compound
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17 formed stable complexes with NH4
+, with a relatively high

association constant (logβ of 7.9). In particular, NH4
+ transfer

was investigated using CV, differential pulse voltammetry, and
squarewave voltammetry, where the final option was the
optimal readout mechanism for the calibration graph.
Therefore, the squarewave voltammetric peak increases with
the extraction of NH4

+ in the organic phase within a linear
range from 4 to 66 µM. Although the authors proposed the
concept as the basis of an amperometric sensor for NH4

+

detection, this application was not reported until now. In
addition, when interferences were evaluated, K+ as well as Na+

had a fair influence on the analytical response. Accordingly,
the authors suggested the need for combining an ion chrom-
atography system with the detector in the subsequent develop-
ment of this system.

After inspecting the selected papers, the overview for NH4
+

sensing using ionophore-based sensors is fairly clear. As far as
we know, none of the ionophores reported in the literature
over the last 20 years provide analytical features that can over-
come the performance of nonactin-based electrodes. The con-
firmation of this statement relies on the higher number of
applications reported for nonactin-based electrodes when
compared with other ionophores (see Tables 1 and 2).
However, the use of nonactin-based electrodes for NH4

+

sensing in real samples is significantly restricted by K+ inter-
ference. As a result, NH4

+ is detectable using ISEs only in
certain specific samples where its concentration is typically
higher than the micromolar level; in addition, the K+ concen-
tration is higher than the NH4

+ concentration by no more than
1.5 orders of magnitude (e.g., well water, hydroponic solution,
wastewater, sewage, and some natural waters).5,48,49,55,57–60,69

Importantly, this seems to also be the situation for NH4
+ detec-

tion in sweat.53,54 Although NH4
+ detection in sweat using

wearables has been reported in the literature, K+ interference
is on the borderline; further, an exhaustive analysis of the
associated error is mandatory to establish the accuracy of on-
body analysis. On the other hand, NH4

+ electrodes based on

nonactin can be used as a part of a sensor array (together with
statistical treatments)45–47 along with any other technique to
detect K+ concentrations in the sample and subsequently cor-
recting the electrode response according to the NH4

+/K+

selectivity coefficient (by using specific algorithms)55 after a
separation column50 or the indirect detection of creatinine in
urine (also using anion–exchange membranes to avoid K+

interference).76 From this assessment, it is evident that NH4
+

detection cannot be currently resolved by ISEs. However, in the
subsequent section, we inspect the electrodes fabricated
without any kind of ionophores as well as commercial devices
to confirm this absence.

4. Other ammonium electrodes
without ionophores

Kan et al. reported a potentiometric sensor fabricated on the
basis of an Ag/AgCl wire modified first with a film of PANI as
an ion-to-electron transducer and then with poly(o-phenylene-
diamine) (POPD) as the sensing membrane.99 POPD has an
affinity toward NH4

+ via hydrogen binding and acts as a mem-
brane when electropolymerized at the PANI surface. Overall, it
can be assumed that POPD plays the role of an ionophore, but
this was not really investigated by the authors. Despite the fact
that the calibration parameters in potentiometry were within
the expected values, the selectivity toward K+ and Na+ did not
overcome the performances reported for ionophore-based elec-
trodes (close to −0.9 in both the cases, see Table 3). The
authors demonstrated the application of the electrode in tap
water containing really high concentrations of NH4

+ without
being specific about these unusual levels.

Coutinho and co-workers published the analytical perform-
ances and applications of a GCE modified with SiO2/ZrO2/
phosphate–NH4

+ composite.100 This composite presented
reproducible exchange properties toward NH4

+ in the pH range
from 6 to 7.5, which may be an inconvenience for certain

Table 3 Summary of NH4
+ electrodes that comprise no ionophore reported in the literature over the period from 1998 to 2019

Type of electrode Readout Analytical parameters
NH4

+/K+ selectivity
log KPOT

NHþ
4 ;K

þ Application Ref.

Ag/AgCl wire + PANI (transducer)
+ POPD (sensing element)

Potentiometry LOD = 1.2 × 10−5 M −0.9 Tap water with 0.1, 1.4 × 10−3 and 4
× 10−4 M NH4

+ concentration
99

Slope =
54.99–55.70 mV dec−1

LRR = 2 × 10−5–0.1 M
GC + SiO2/ZrO2/phosphate–NH4

+

composite
Potentiometry Slope = sub-Nernstian −1.2 Natural waters in the range from 1

to 14 mM
100

LOD = 1.6 × 10−7 M
LRR = 7.7 × 10−7–4.0 ×
10−2 M

ZTP ion-exchanger Potentiometry Slope = 38–48 mV
dec−1

– – 101

LRR = 1 × 10−5–1.0 M
Natural zeolite clinoptilolite Conductometric LOD = 1 × 10−8 M 0 – 102

LLR = 0–8 mM

POPD: poly(o-phenylenediamine). ZTP: zirconium–titanium phosphate. LOD: limit of detection. LRR: linear range of response.
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applications. In addition, again, the selectivity coefficient for
K+ did not improve the values as compared to those reported
for electrodes analyzed in the earlier sections (see Table 3). As
a result, the authors demonstrated NH4

+ detection in natural
waters at fairly high concentrations (1–14 mM). Most probably,
the developed electrode has its roots in earlier investigations
reported by the group of Hassan about a zirconium–titanium
phosphate ion exchanger capable of measuring NH4

+ concen-
trations between 1 × 10−5 and 1.0 M in the pH range of
4.0–7.5.101 While the electrode was implemented in a FIA
system, no analytical applications could be unfortunately
reported.

The natural zeolite, clinoptilolite, was also explored as a
sensing element for NH4

+-conductometric electrodes.102 A
specific ion-exchange process occurred between NH4

+ from the
aqueous solution and Na+ from the sensitive zeolitic mem-
brane, resulting in a change in the interfacial resistance. This
paper interestingly revised the data from certain electrodes
reported till the date of publication, highlighting the primary
existence of potentiometric electrodes prepared on the basis of
ionophore-based polymeric membranes. Although a zeolite-
based electrode yielded promising LOD (NH4

+ concentration in
the order of 10−8 M) along with the intrinsic characteristics of
conductimetric sensors versus potentiometric ones (essentially
simplicity and lifetime), the selectivity is rather poor and the
electrode response is similar to all the cations tested (particu-
larly K+ and Na+). In our opinion, and in view of the impressive
LOD of this sensor, it would be interesting to investigate modi-
fied zeolites in the direction of providing more selective
sensors for NH4

+.

5. Commercially available
ammonium electrodes

In this last section, we offer an overview of commercially avail-
able NH4

+ electrodes: a summary of its main features are listed
in Table 4. In general, a vast majority of the brands do not
provide a detailed description of the sensor in terms of mem-
brane composition. Essentially, the operation principle always
follows two different alternatives: (i) gas membrane for NH3

detection (consequently, NH4
+ has to be converted into NH3 to

be detected in the sample) or (ii) NH4
+-selective membranes.

Regarding the formulation of the latter, some brands indicate
that this is a PVC-based membrane,103–108 but the presence of
an ionophore is uncertain. However, we may anticipate that all
these electrodes are based on nonactin after inspecting the
analytical performances reported on the corresponding web-
pages (i.e., LRR from 5 × 10–6 to 1 M and K+ interference, see
Table 4).

With regard to selectivity, it is normally mentioned (pro-
spect and webpages) that cations or other compounds may
influence the electrode signal. However, no quantification of
this influence is provided, which somehow complicates the
advance determination of whether the electrode suits any
desired application. Only Nico2000 lists the potentiometric

selectivity coefficients for K+ (0.1), Na+ (0.002), Mg2+ (0.0002),
Ca2+ (0.00006), and Li+ (0.00003), which are in good agreement
with the values reported for nonactin-based polymeric mem-
branes (see Table 1). On the other hand, regardless of the prin-
ciple of operation used for sensor fabrication, a wide range of
operating temperatures are generally described (between 0 and
50 °C as a trend), while no trend is found for an appropriate
pH range.

In general, a more comprehensive inspection of commercial
NH4

+ electrodes can confirm that there is no clear solution
that is currently available, whereas these electrodes can be
used for academic purposes and some specific applications
comprising water samples with a relatively high concentration
of NH4

+ (see Table 4).

6. Conclusions

An overview of ammonium-selective electrodes reported over
the last 20 years is presented in this paper, considering electro-
des based on nonactin or other ionophores, electrodes without
any ionophore, and commercially available devices. After a
comprehensive analysis, it is evident that none of the iono-
phore-based electrodes can overcome the analytical features
demonstrated by nonactin-based electrodes; further, there is
clear evidence of a higher number of analytical applications
reported for nonactin-based electrodes as compared to the
other electrodes. However, these analytical applications are
limited by K+ interference present in the electrode response.
Therefore, seemingly, the detection of ammonium ions is pri-
marily possible in some kinds of (contaminated) water
samples as well as sweat. Moreover, the indirect detection of
creatinine and urea is also achievable by nonactin-based elec-
trodes by monitoring the formed ammonium during the
respective enzymatic reactions based on hydrolases enzymes.
Unfortunately, despite the fact that the authors in the field
working along the direction of providing new alternatives for
use as ionophores, there is no tangible solution available. In
general, the incorporation of newer receptors to be explored as
ammonium ionophores is based on preliminary consider-
ations involving NMR and extractability data, which indicate
the preference of the receptor for ammonium over potassium.
Nevertheless, these investigations do not correlate with the
results observed in the membrane phase and therefore the
associated analytical features do not improve. On the other
hand, when analyzing ammonium-selective electrodes that are
commercially available, the same conclusion can be obtained.
Nevertheless, we have identified two potential paths to follow
toward a suitable ammonium detection system using ISEs.
One is the use of zeolite-based sensors, on the basis of the
publication by Saiapina et al.,102 and the other is the inte-
gration of ionophore-based membranes by dynamic electro-
chemical protocols, analogous to the paper by Rahmen and
co-workers,86 thereby yielding newer selectivity dimensions. In
our opinion, this is the time to question why ammonium
detection is not entirely possible using ISEs, and researchers
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in the field have to act accordingly by searching for newer strat-
egies as well as readout mechanisms.
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