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Energy, economic, and environmental benefits
assessment of co-optimized engines and
bio-blendstocks†
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Advances in fuel and engine design that improve engine efficiency could lower the total cost of vehicle

ownership for consumers, support economic development, and offer environmental benefits. Two fuel

properties that can enhance the efficiency of boosted spark ignition engines are research octane number and

octane sensitivity. Biomass feedstocks can produce fuel blendstocks with these properties. Correspondingly,

using a suite of models, we evaluated the change in energy and water consumption and greenhouse gas and air

pollutant emissions in the light duty fleet from 2025 to 2050 when bio-blendstocks isopropanol, a methylfuran

mixture, and ethanol are blended at 31%, 14%, and 17%, respectively, with petroleum. These blended fuels

increase engine efficiency by 10% when used with a co-optimized engine. In these scenarios, we estimated that

petroleum consumption would decrease by between 5–9% in 2050 alone and likely by similar levels in future

years as compared to a business as usual case defined by energy information administration projections. Overall,

between 2025 and 2050, we determined that, when isopropanol is the bio-blendstock, GHG emissions, water

consumption, and PM2.5 emission cumulative reductions could range from 4–7%, 3–4%, and 3%, respectively.

Cumulative reductions would continue to increase beyond 2025 as the technology would gain an increasing

foothold, indicating the importance of allowing time for technology penetration to achieve desired benefits.

Annual jobs increased between 0.2 and 1.7 million in the case in which isopropanol was the bio-blendstock.

Overall, this analysis provides a framework for evaluating the benefits of deploying co-optimized fuels and

engines considering multiple energy, environmental, and economic factors.

Broader context
Engines and fuels can be co-developed so that engines are designed to exploit unique fuel properties that are exhibited by fuel molecules. In particular, fuel
blendstocks derived from biomass have the potential to elevate engine efficiency in boosted spark ignition engines. As vehicles with these engines and the fuels
that enable them to achieve higher efficiency enter the market, it is likely that key environmental metrics for the transportation sector, including greenhouse
gas emissions, would improve. It is important to consider the influence of this technology deployment on multiple environmental metrics including water
consumption and air pollutant emissions and effects on net jobs. In this paper, we use a suite of models to evaluate the energy, economic, and environmental
benefits of co-optimized fuels and engines and highlight necessary advances to realize these benefits. Importantly, this analysis goes beyond considering the
effects of increasing the renewable content of fuel to consider the additional benefits of engine efficiency gains.

Introduction

Worldwide, energy consumption, along with associated green-
house gas (GHG) emissions, has increased rapidly over the past
few decades1,2 and is expected to continue growing out to 2040.3

Transportation accounted for about 14% of the global GHG
emissions in 2010, and was the largest sector for GHG emissions
in the U.S. in 2017.4 The U.S. domestic transportation CO2

emissions increased by 23% between 1990 and 2017, an annual-
ized increase of 0.8%. The largest sources of transportation GHG
emissions in the U.S. in 2017 were passenger cars (41.2%) freight
trucks (23.3%), and light-duty trucks (17.5%). Since 2014,
with a steady improvement of vehicle fuel economy from about
20 miles per gallon (MPG) in 2004 to about 25 MPG in 2017, CO2

emissions from passenger cars and light-duty trucks have
declined about 8%.4 Shares of major criteria air pollutants from
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transportation out of all emission sources have steadily declined
since 1990 given enforcement of more stringent emission standards.
However, highway transportation remains a primary source of air
pollutant emissions, especially nitrogen oxides, carbon monoxide,
and volatile organic compounds in the U.S., accounting for 32%,
29%, and 10% of the total emissions in 2018.5

The transportation sector’s energy consumption, GHG emissions,
and criteria air pollutant emissions, and economic impacts, have
driven major innovations in passenger cars and light-duty vehicle
technologies in the U.S. and elsewhere. One example of innovation
has been advancements in engine technologies, including higher
compression ratios, downsizing, turbocharging, downspeeding, and
hybridization for spark-ignited (SI) engines. A second example is fuel
technologies such as higher octane ratings for gasoline. Both of
these examples are major technologies under ongoing development
to meet regulatory requirements on fuel economy, GHG emissions,
and criteria pollutant emissions.6 Most recently, several light-duty
gasoline engine technology concepts, such as gasoline direct
injection compression ignition, reactivity controlled compres-
sion ignition, homogeneous lean burn, and lean-burn gasoline
direct injection (GDI) have the potential for 10–15% and, for
some technologies, up to 30% CO2 emission reductions relative
to today’s GDI engines.7 Among these technologies, boosted and
downsized SI engines have gained attention for improving fuel
economy.8 Such technologies, however, are generally limited by
the anti-knock quality of the available market gasolines, commonly
described in terms of the research and motor octane numbers
(RON and MON, respectively).9,10

Prototype engines built with novel design concepts that
allow for studying the impact of fuel octane number on engine
performance highlighted the importance of RON in contributing to
enhanced engine efficiency.11 A more octane-responsive engine
design supports larger increases in fuel efficiency than a less
octane-responsive engine design,12 highlighting the importance of
engine and fuel co-design and co-optimization for possibly achieving
the largest engine efficiency gain. Meanwhile, an octane-on-demand
concept, an engine-fuel technology characterized by the use of two
fuels with different octane quality, has been introduced and exam-
ined to address challenges associated with production and blending
of high-octane fuel components such as ethanol or other octane
boosters with the petroleum gasoline blendstock.10,13–15

Vehicles with high-efficiency engines based on improve-
ments in fuels and engines could lower the total cost of vehicle
ownership for consumers, support economic development, and
offer environmental benefits. Biomass feedstocks can produce
blendstocks with certain desirable fuel properties, such as high
RONs6,16,17 and high octane sensitivity, both of which increase
engine efficiency. Octane sensitivity is the difference between
RON and MON. In addition, some bio-blendstocks exhibit
synergistic blending (with petroleum), resulting in blended
fuels with RONs above the level that would be expected from
the RONs of the individual blend components.18

Previous studies regarding the economic and environmental
effects of engine-efficiency-enhancing fuels have nearly exclusively
focused on high-octane fuels (HOFs), produced by blending
ethanol at levels up to 40% by volume.6,16,17,19 These studies

examining HOF concluded that manufacturing petroleum-based
HOF with lower ethanol blending levels (e.g., E10) could con-
sume more energy and produce more GHG emissions than
manufacturing fuels with higher ethanol blending levels. The
efficiency gains of high-ethanol-blend fuels also reduce per-mile-
based WTW GHG emissions from vehicles.6,16,17,19

This study estimates the potential economic and environ-
mental benefits and challenges of large-scale adoption of three
bio-blendstocks with engine-efficiency-enhancing fuel properties
(Table 1). We assume the efficiency benefits of co-optimized
fuels and engines apply to vehicles with boosted spark ignition
engines and extend to vehicles with hybridized power trains.
This analysis considers the influence of parameters including
engine efficiency gain, incremental vehicle cost, shares of new
vehicles sold, rate of biorefinery and dispensing equipment
buildout, and other factors. It examines their influence on
changes in current energy consumption, GHG emissions, water
consumption, air pollutant emissions, and net jobs from 2025 to
2050, as compared to a business-as-usual (BAU) case, quantifying
benefits and highlighting potential drawbacks.

Previously, 40 bio-blendstocks were identified that had
promising properties: a RON of 98 or greater, a melting point
(or cloud point) o�10 1C, and a boiling point (or T90) o165 1C
for blending into a conventional or reformulated petroleum
blendstock for advanced SI engines.20 A subset (24) of these,
including alcohols, furans, alkenes, aromatics, ketones, and
esters, were analysed further in a screening analysis to assess
their near-term economic and environmental viability.21 From
this subset, two biomass-derived blendstocks with RONs
exceeding 98 were selected that have the potential to increase
engine efficiency by 10% at blending levels below 50 vol% for
boosted SI engines. These thresholds were set to achieve viable
levels of bio-blendstock demand. Higher blend levels (450%),
even if they could enable higher efficiency gains, are hard to
achieve in the near term when new biorefinery construction
would not keep pace with demand. Isopropanol and a methyl-
furan mixture21 (hereinafter referred to as furan) met these
criteria and were identified as being commercially viable with
favourable life-cycle GHG emissions. Ethanol produced from
either corn starch or corn stover is also considered in this
study. The properties of these bio-blendstocks are listed in
Table 1. As part of the analysis, we consider the production of
these fuels from biomass based on previous work. Previously,
furan was modelled as produced via a hybrid of thermochemical
and biochemical conversion processes from corn stover. Isopropanol
has been modelled as produced biochemically from corn stover.
Based on corrosivity, neither of these bio-blendstocks, nor ethanol,

Table 1 Properties of the bio-blendstocks20

Name RON
Motor octane
number (MON)

Octane sensitiv-
ity (RON–MON)

Heat of vapor-
ization (kJ kg�1)

Ethanol 109 90 19 918
Isopropanol 109 97 12 744
Furana 102 87 15 330

a 2-Methylfuran/2,5-dimethylfuran mixture (40%/60% by weight).
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are generally compatible with existing petroleum fuel infra-
structure. Like ethanol, the bio-blendstocks would need to be
transported to point of use by truck or by rail, not via a pipeline.

To-date, several analyses regarding the use of bio-blendstocks
have shown that elevating fuel economy could bring about
economic and environmental benefits including GHG emission
reduction and reduced transportation costs for consumers.
Furthermore, some studies have characterized how the expan-
sion of the bioeconomy to encompass feedstock production at
scale and additional cellulosic biofuel plants could generate jobs
in rural America. For example, Swenson et al.22 estimated the
state-wide economic benefits of blending cellulosic ethanol
produced from homegrown biomass feedstocks in the state of
New York at levels 5–10% greater than today’s 10% blending
level by 2020. Swenson et al. developed a hybrid input–output
method, using IMPLAN-derived multipliers, to estimate the
economic impacts for multiple ethanol scenarios, and assumed
ethanol prices. Bailey et al.23 examined potential rural develop-
ment impacts (jobs, landowner income and tax revenues, in
particular) that could be generated from increasing timber
harvest to supply feedstock to six cellulosic ethanol biorefineries
in Alabama. Recently, Rogers et al.24 assessed the size and
economic and environmental benefits of a Billion Ton Bioecon-
omy, a vision to enable a sustainable market for producing and
converting a billion tons of U.S. biomass to bio-based energy,
fuels, and products by 2030. A study to estimate environmental
effects of potential biomass production scenarios in the United
States, with an emphasis on agricultural and forest biomass, revealed
that both beneficial and adverse environmental effects including
changes in soil organic carbon, GHG emissions, water quality and
quantity, air emissions, and biodiversity might be expected.25

However, none of the existing studies assessed the environmental
effects and net employment impact of the rollout and a potential
large-scale deployment of engines that are co-optimized for use
with engine-efficiency-enhancing bio-blendstocks.

This paper contributes to the existing body of research on
development and deployment of co-optimized fuels and engines
by offering insights into the overall economic and environmental
benefits and potential challenges of large-scale adoption of bio-
blendstocks with engine-efficiency-enhancing fuel properties.

Caveats, limitations, and assumptions

The scenarios with the three options for blended fuels (all cases
other than BAU) were designed as bounding scenarios where
each blended fuel enjoys large-scale adoption to evaluate the
possible extent of associated benefits. Therefore, the biofuels
industry responds to the vehicle fleet demand by achieving the
necessary fuel production capacity. It is assumed that:
� The petroleum industry continues to supply the gasoline

required for blending with the biofuel, and the oil price follows
the Annual Energy Outlook 2017 reference case trajectory.26

� Conventional gasoline prices are rigid, i.e. reduction in
demand for conventional gasoline does not result in a corres-
ponding reduction in the price.

� The biofuels industry only produces starch ethanol, cellu-
losic ethanol, biodiesel, hydro-processed esters and fatty acids,
isopropanol, and furan.
� Existing starch ethanol refineries have the capacity to

satisfy the low-ethanol-blend demand of conventional gasoline
vehicles, hybrid electric vehicles (HEVs), and plug-in hybrid
electric vehicles (PHEVs) up to 56.8 billion litres per year, above
which cellulosic ethanol refineries augment production.
� The low-ethanol blend composition transitions from E10

to E15 throughout the simulation, reaching 60% of the mix
by 2050.
� Battery costs drop from $500 per kW per h to $210 per kW

per h between 2020 and 2035.27

� Vehicles with advanced engine technology do not have
significant perceived risk to the customer as compared to other
vehicle options, or significant regional differences.
� The 10% improvement in engine efficiency is enjoyed by

the owner of the vehicle and not shared by members of the fuel
or vehicle supply chain, who would have other incentives to
participate.
� Consumer purchase costs for co-optimized vehicles are

limited to a $100 price increment over the standard vehicle in
the same class.
� U.S. average electricity generation mix comprising fossil

and renewable sources is fixed at 2014 levels out to 2050 (see
Table S5, ESI† for composition).

The following are key assumptions that were used for all the
blended fuels and ethanol cases:
� Vehicle introduction year: 2028.
� The biofuel portion of blended fuels is blended with

petroleum gasoline (E0 with 94 RON).
� 10% engine efficiency gain results from using blended fuel

in co-optimized vehicles. We assume identical efficiency gains
for vehicles with only combustion engines, HEVs, and PHEVs.
Because of powertrain losses, a fuel consumption improvement
of 8% is assumed. (See Bio-blendstock blending section for
more details.)
� Incremental vehicle cost is assumed to be $100; sensitivity

analyses indicate that simulation results are relatively insensi-
tive to an incremental vehicle cost of up to $600.
� Cellulosic feedstocks enter the market on the basis of

demand, price, and availability.
� The following existing policies are in place: Renewable

Fuel Standard (RFS), Corporate Average Fuel Economy (CAFE)
requirements, the Biomass Crop Assistance Program, and Low
Carbon Fuel Standard (LCFS) in the Pacific region.
� Expansion of the use of new bio-blendstocks would require

retailers to replace existing dispensers with compatible dispensers.
For this analysis, the Biomass Scenario Model (BSM) was

modified to include ethanol, isopropanol, or furan to be
selected as a bio-blendstock for the blended fuel. Several
simplifying assumptions were made to facilitate the scenario
analysis:
� Fuel retailers utilize existing equipment (e.g., E85) to

dispense blended fuel whenever possible to decrease needed
capital investment.

Energy & Environmental Science Analysis

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

8 
Ju

ne
 2

02
0.

 D
ow

nl
oa

de
d 

on
 2

/2
7/

20
26

 1
0:

31
:1

5 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d0ee00716a


This journal is©The Royal Society of Chemistry 2020 Energy Environ. Sci., 2020, 13, 2262--2274 | 2265

� Vehicles with elevated fuel economy resulting from the
combination of advanced engines and blended fuels with tailored
properties (i.e., ‘‘co-optimized’’ fuels and engines) are fuelled with
regular gasoline (because premium is not differentiated in the
BSM) until the new fuel that enables increased engine efficiency
becomes available within a region.
� Vehicles that benefit from co-optimized fuels and engines

do not experience an increase in engine efficiency until they are
able to use the fuel that enables this efficiency to increase.

To gain a better understanding of potential benefits, certain
modelling assumptions were made in order to explore fairly high
levels of deployment. (For sensitivity analyses that explores the
influence of assumptions on results, please see the ESI.†)

Integrated modelling framework

To carry out this analysis, a suite of modelling tools is used
(Fig. 1). The Automotive Deployment Options Projection (ADOPT)
model28 estimates vehicles sales by type. The National Renewable
Energy Laboratory (NREL), with support from the DOE Vehicle
Technologies Office, Fuel Cell Technologies Office, and Bioenergy
Technologies Office, has developed ADOPT to explore the impact of
vehicle technology improvements, including co-optimized fuels and
engines, on vehicle sales and efficiency.28–31 ADOPT estimates sales
based on the most consumer-valued attributes, including price, fuel
cost, acceleration, range, and size, while considering the influence of

existing policies including the Corporate Average Fuel Economy
(CAFE) standards, GHG emission standards, and federal electric
vehicle tax incentives. The results have been extensively validated by
comparing ADOPT’s estimated sales to historical data to provide
confidence in the results.

ADOPT simulations begin with all currently existing LDV
options at the make and model level, extending to the trim level for
engine size variations, for a realistic market representation. These
vehicle options evolve over time with market conditions. They are
adjusted for technology improvements such as lightweighting,
engine efficiency improvements, and battery cost reductions.

Three triggers instigate the creation of new vehicle options.
One trigger creates new variations of a vehicle when it sells
exceptionally well for its price. Another trigger creates addi-
tional options for several years when a new powertrain is
introduced. A third creates new options for the best-selling
powertrain. Poorly selling options are dropped.

New vehicle options are created by swapping high-selling
powertrains into other platforms and optimizing the compo-
nent sizing to achieve the best-selling combination of vehicle
attributes. The best-selling combination of vehicle attributes
changes for each of the disaggregated income groups, where
higher income groups are less sensitive to cost and thus place
more emphasis on size, acceleration and range. For example,
when creating a new battery electric vehicle (BEV) option for the
high-income group, ADOPT will optimize to a larger battery that
provides longer range and better acceleration at a higher price.

Fig. 1 Integrated modeling for economic and environmental benefit analysis of large-scale deployment of co-optimized fuel and engine technologies.
ADOPT: Automotive Deployment Options Projection Tool, BSM: Biomass Scenario Model; JEDI: Jobs and Economic Development Impact, AGE: Air and
Greenhouse Gas Emissions; TEA: Techno-Economic Analysis, GREET: Greenhouse gases, Regulated Emissions and Energy use in Transportation.
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ADOPT’s framework provides flexibility for capturing
co-optimized vehicle sales and efficiency estimates in several
ways. The new powertrain trigger initiates the creation of many
different options of vehicles with co-optimized technology
for several years, reflecting past trends of new powertrain
introductions. Since co-optimized engines can be used in
conventional vehicles, HEVs, and PHEVs, ADOPT creates options
for each of those combinations. Finally, the trigger that creates
more powertrain options for the best-selling powertrain can quickly
expand the co-optimized options and sales. For this analysis,
ADOPT assumed that co-optimized vehicles did not have
significant perceived risk compared to other vehicle options,
or significant regional differences.

ADOPT is integrated with the BSM, which the DOE Bioenergy
Technologies Office and NREL have developed to explore possible
evolution trajectories for biofuels within the United States.32

The model, geographically stratified in accordance with the ten
U.S. Department of Agriculture farm production regions, uses
commercial system dynamics modelling software33 to represent
interactions along the biofuel supply chain, focusing on feed-
stock production and logistics, feedstock conversion, and
downstream elements including fuel inventories, dispensing
stations, and fuel demand driven by the fleet of LDVs in the
United States. The model captures shifts in agricultural production,
investment in new technologies, competition from petroleum fuels,
and vehicle demand for biofuels. The system dynamics approach
has long been used to analyse the behaviour of feedback-
rich social, economic, and environmental systems, and it can
facilitate investigation of system bottlenecks, analysis of policies,
and diagnosis of unintended consequences.34 Extensive analyses
have been performed utilizing the model to address the critical
role played by system bottlenecks, gasoline pricing, industrial
learning, and financing in the development of the biofuel
industry.35–40 The ESI† contains additional details about ADOPT
and the BSM.

The BSM and ADOPT models are interlinked in an annual
time step.29 ADOPT calculates sales and efficiency information
and sends it to the BSM. The BSM estimates and returns fuel
prices. BSM output consists of yearly fuel consumption, fleet
travel demand in terms of total vehicle miles travelled by
vehicle technology, and fleet average fuel economy by vehicle
technology. This output, together with BAU scenario data from
the 2017 Annual Energy Outlook,26 was used as the input for the
calculation of changes in energy consumption, GHG emissions,
and PM2.5 emissions. These calculations were performed in a
model called Bioeconomy Air and Greenhouse Gas Emissions
(Bioeconomy AGE), which is a derivative of Argonne National
Laboratory’s Greenhouse gases, Regulated Emissions and Energy
use in Transportation (GREETt) model.

GREET has been under development at Argonne since 1995,
is publicly available, and has over 30 000 users worldwide. It
models many different advanced fuel and vehicle technologies
consistently, and contains life-cycle, energy, and environmental
results for over 100 vehicle-fuel pathways. The most critical
GREET pathways for the present analysis include corn, grain,
and cellulosic ethanol production, as well as the production of

isopropanol, furan mixture, and conventional gasoline. Recently,
petroleum pathways in GREET have been updated to reflect new
results for Canadian oil sands41 and shale oil42,43 as feedstocks
in U.S. refineries. Documentation describing the development of
other pathways in GREET is publicly available.44

In this study, GREET was used to generate life-cycle petroleum
consumption, GHG emissions, water consumption, and PM2.5

emissions of bio-blendstock pathways including isopropanol,
furan, and ethanol, as well as of conventional fuels including
gasoline, diesel, compressed natural gas (CNG), electricity, and
hydrogen on a yearly basis from 2025 to 2050. These results were
then built into Bioeconomy AGE. Bioeconomy AGE has been
developed and used to estimate the environmental benefits of
large-scale development of a bioeconomy in the United States.24

It allows users to specify feedstock-to-fuel combinations over time
to meet transportation fuel sector demand and examine impacts on
petroleum consumption, GHG emissions, water consumption, and
PM2.5 emissions. The total yearly life-cycle petroleum consumption,
GHG emissions, water consumption, and PM2.5 emissions of the
LDV sector were estimated in each scenario using Bioeconomy
AGE. The model’s input is fuel consumption by type (e.g., E10,
diesel, isopropanol, furan, ethanol, electricity, hydrogen, and CNG)
from BSM/ADOPT simulations.

BSM/ADOPT simulation results along with cost estimates
from TEA are also used to inform economic impact analysis
with the Jobs and Economic Development Impact (JEDI)
model.45 Economic impact analysis is often used to estimate
changes in employment, income, and tax revenues that could
result from new economic activities. The fundamental rationale
behind economic impact analysis is that changes in economic
activity are multiplied through the entire economy because of
the inter-industry linkages of industrial sectors. A change in
expenditure on goods and services made by one industry results
in a change in demand for goods and services from other
industries. Input–output analysis, originally developed to trace
supply linkages in the economy, is one of the commonly used
approaches to tracking the ripple effects of changes in eco-
nomic activity throughout an economy.

Because the production of isopropanol and cellulosic ethanol
has not been fully commercialized, no off-the-shelf input–output
model includes these bio-blendstocks. To estimate the employ-
ment impacts of these new bio-blendstocks, NREL developed
pathway-specific JEDI models by leveraging the most up-to-date
cost data along with feedstock production and logistics data
from BSM outputs to represent the supply chain and relevant
expenditures associated with each bio-blendstock examined in
this analysis.

Each JEDI model uses the same basic input–output approach
(a commonly-used method in economic impact analysis such as
Swenson et al.22) to estimate the economic effects, including
new jobs created, from the expenditures made by biorefineries
during their construction and operation phases. Input–output
analysis requires a detailed accounting of expenditures and
proper allocation of each expenditure to the impacted sectors
within an economy. The economic sectors affected by each
expenditure are identified by matching the description of each
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expenditure (e.g., type of equipment purchased and installed)
with the North American Industry Classification System (NAICS), a
standard used by federal statistical agencies to classify business
establishments for the purpose of collecting and analysing
statistical data related to the U.S. economy.

In addition to quantifying the new jobs that would be
created by the growth in the biofuel industry, the employment
change in the mature petroleum industry resulting from the
change in petroleum consumption (estimated by ADOPT/BSM)
is also taken into account. To estimate the potential employ-
ment change in the petroleum industry due to the introduction
of new bio-blendstocks, a model is developed that estimates
how a change in domestic petroleum consumption affects
employment in the U.S. petroleum sector. A two-step approach
is utilized that first links U.S. gasoline consumption to domestic
petroleum production, and then links petroleum production to
employment in the U.S. petroleum industry. Details on how the
model is developed and validated against available literature are
presented in the ESI.†

As suggested in Fig. 1, the JEDI simulations are informed by
inputs to and outputs from the BSM/ADOPT runs and TEA. For
example, feedstock cost, fixed capital investment for biorefinery
construction, and fixed and variable operations & maintenance
(O&M) costs for biorefinery operation used in the JEDI model-
ling are identical to those used in the BSM/ADOPT runs and
TEA. Outputs from the BSM/ADOPT simulations such as the
number of new biorefineries required to be built to produce bio-
blendstocks to meet demand, and projected market penetration of
various biofuel blendstocks (e.g., biofuel actual output) under the
BAU and biofuel scenarios, are also used as model inputs to the JEDI
analysis. In addition, data on U.S. gasoline consumption and
projected petroleum prices over time are provided by BSM/ADOPT
outputs.

We estimate incremental employment impact, defined as
the difference in the number of annual full-time equivalent
jobs under the three biofuel scenarios in Table 1 in compared
to the BAU scenario, taking into account the employment effect
in the relevant biofuel and petroleum sectors. Given that the
BSM/ADOPT simulation results for biofuels are aggregated to
the U.S. Department of Agriculture (USDA) region level, the
biofuel-related employment effect is first estimated for each
USDA region and then summed up for the contiguous United
States. On the other hand, BSM/ADOPT reports petroleum
consumption on a national level. As such, the job effect for
the petroleum industry is estimated for the contiguous United
States. Sensitivity analysis is performed for biofuel scenarios to
provide insights into how incremental employment impact
varies by criteria, which define the biofuel scenarios.

Bio-blendstock blending levels

A merit function for stoichiometric SI engines operating in
conventional flame propagation combustion modes was developed
in previous work.46 This function estimates the effects of key
fuel properties such as RON, MON, octane sensitivity, heat of

vaporization, particulate matter index, and flame speed, among
others, on engine efficiency. This merit function calculated
blend levels for different bio-blendstocks that would achieve a
10% engine efficiency gain at blending levels (with petroleum
gasoline, E0, that has a 94 RON) below 50% relative to conven-
tional SI vehicles using E10. (Higher blending levels would
require longer times for realization because the additional
volume needed would require more capacity growth.) It was
determined that two blended fuels that meet the blending-level
criterion are a 31% blend of isopropanol with E0 and a 14%
blend of furan with E0. E17 (a 17% blend of ethanol with
94 RON petroleum gasoline) also meets this criterion and was
included as a scenario as ethanol production is currently at
scale from starch. (E17 was modelled as produced from corn
starch (97% of demand by volume) and from agricultural
residues (3% of demand).) These three cases were evaluated
individually in our modelling.

Large-scale bio-blendstock
deployment and business-as-usual
scenarios

The BAU scenario is defined, against which the blended fuel cases
would be evaluated, on the basis of the reference case of the 2017
Annual Energy Outlook.26 This scenario does not include any furan-
or isopropanol-blended fuels and is described in more detail in the
ESI.†

Base cases for the two non-ethanol blended fuels (one with
isopropanol, one with furan) and an E17 case were simulated to
examine the growing use of co-optimized vehicles and fuels over
time. For these simulations, it is assumed that biorefineries would
be built to satisfy demand regardless of internal rate of return (IRR)
in order to explore the potential benefits of co-optimized fuels and
engines for the vehicle trajectories. Biorefinery construction is,
however, subject to constraints related to relative fuel price of the
bio-blendstock in comparison with E10–15, feedstock availability,
and construction limitations. In base simulations, it is also
assumed that fuel dispenser replacement is incentivized such
that fuel station owners install new dispensers as needed to
accommodate new fuels. These assumptions are then relaxed
individually to run cases where (1) biorefineries are subject to
IRR constraints and therefore not built to meet demand (but
dispensing is available) and where (2) fuel station owners decide
whether to invest in dispensing equipment with no incentives
available (but biorefineries are built to meet demand). Table 2
summarizes the key assumptions of these cases.

It should be noted that this analysis estimates potential
changes in fuel consumption by type that result in different
environmental and cost outcomes from the BAU scenario. The
results are estimates that stem from the parametric assump-
tions and modelling choices and are viewed as informing
potential benefits and challenges of large-scale deployment of
bio-blendstocks that increase engine efficiency. They are not
intended as definitive predictions.
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Results and discussion

This section begins by discussing ADOPT-based estimates of
vehicle sales in the BAU and co-optimized scenarios. In the BAU
scenario, PHEVs are about half the market by 2050 and continue
expanding because of incentives related to CAFE and GHG
standards and lower fuel costs. Please see ESI† for more details
on how the vehicle fleet evolves in the BAU case.

In the co-optimized scenarios, co-optimized vehicles become the
best-selling vehicle after 2035 because they combine better accelera-
tion and lower fuel cost per mile compared to the best-selling
conventional gasoline and gasoline PHEV vehicles. Gasoline PHEVs
expand in the market rapidly after 2026, as in the BAU scenario. The
co-optimized technology is introduced in 2028, and begins gaining
market share in conventional, hybrid electric, and plug-in hybrid
electric powertrains because of their higher efficiency, low
incremental cost, and growing vehicle options through 2034.

In 2035, a co-optimized PHEV option is created that
becomes best-selling and triggers a faster model option crea-
tion rate that leads to much faster market adoption. The best-
selling co-optimized PHEV’s manufacturer’s suggested retail
price (MSRP) is a few hundred dollars higher than that of the
gasoline PHEV because of a slightly larger battery (resulting
from ADOPT’s component sizing optimization) and additional
co-optimized vehicle cost. However, the MSRP disadvantage is
outweighed by the lower fuel cost from better efficiency, greater
incentives from vehicle manufacturers to help meet regulations,
reflected in the sales price, and the slightly better acceleration due
to the larger battery. The co-optimized PHEV sales expansion
continues to the end of the simulation (see Fig. 2).

With the high penetration of co-optimized vehicles, there
will be a high corresponding demand for the fuel that enables
the elevated fuel economy. For these simulations, it is assumed
that biorefineries will be built to satisfy the projected bio-
blendstock demand (to assess potential benefits of the blended
fuels in each scenario); however, the ability to meet the demand
will be limited by high bio-blendstock prices, shortages of
dispensing facilities, and shortages of fuel owing to biorefinery

construction limits and feedstock scarcity.29 In addition, it is
assumed that fuel-compatible dispensing tankage and equipment
will be installed at the same rate as co-optimized fuel demand
growth. As a result of these assumptions, the growth in bio-
blendstock production in the base cases (Fig. 3) could be considered
aggressive. While the isopropanol and furan cases experience delays
in meeting demand, the ethanol case shows very little gap between
supply and demand because the existing starch ethanol industry
provides a buffer for the developing cellulosic ethanol industry. As a
result, cumulatively in the three scenarios, 568, 569, and 583 billion
liters of blended fuels (with bio-blendstock blending levels of 30.7%,
14.5%, and 16.7% in the isopropanol, furan, and ethanol cases,
respectively) would be consumed during 2025–2050, which accounts
for about 4% of the total transportation energy demand, and reduces
E10–15 fuel consumption by about 6% in these three base cases
(Fig. 4).

Energy benefits assessment

Fig. 5 illustrates the yearly petroleum fuel consumption from
2025 to 2050 in the isopropanol, furan, ethanol, and BAU
scenarios. In the BAU case, the petroleum fuel consumption
decreases mostly because of improved fleet fuel economy and
replacement of E10–15 conventional vehicles by more efficient
HEVs and PHEVs. In the isopropanol, furan, and ethanol
scenarios, petroleum fuel consumptionis reduced primarily
driven by the overall reduction in E10–15 fuel consumption
as a result of fleet replacement by more efficient co-optimized
vehicles. With about 111, 85.6, and 85.4 million co-optimized
vehicles sold to the market, about 85.0, 68.3, and 68.1 million
co-optimized vehicles in the LDV fleet remain in service in 2050
in the three cases, and these more efficient vehicles meet about
31% of the total LDV travel demand in all three cases. In the
isopropanol case, about 371 billion liters of petroleum gasoline
blendstock and 102 billion liters of ethanol are displaced by about
202 billion liters of isopropanol blended into the co-optimized fuel
at 31%. As a result, E17, furan, and isopropanol co-optimized
vehicles could reduce life-cycle petroleum consumption in the

Table 2 Key assumptions in base cases

Scenario name

Co-optimized
vehicle
introduction

Blending
level, vol% Biomass feedstock Bio-refinery investment

Dispensing equip-
ment investment

Ethanol 2028 16.7% Corn and cellulosic feedstocks enter the market on
the basis of demand, price, and availability

NPV (net present value)-
based investment logic

No constraint

Furan, base 2028 14.5% Cellulosic feedstocks enter the market on the basis
of demand, price, and availability

Investment to meet
expected demand

No constraint

Furan, supply–
demand balance

NPV-based investment
logic

No constraint

Furan, supply–
demand balance

Investment to meet
expected demand

NPV-based invest-
ment logic

Isopropanol,
base

2028 30.7% Investment to meet
expected demand

No constraint

Isopropanol,
supply–demand
balance

NPV-based investment
logic

No constraint

Isopropanol,
supply–demand
balance

Investment to meet
expected demand

NPV-based invest-
ment logic
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LDV sector by 9%, 5%, and 8%, respectively, in such scenarios in
2050 itself and likely by similar levels in future years. The difference
in the petroleum reduction benefits among the three cases
reflects the differences in blending levels and the LHVs of the
bio-blendstocks. The LHVs of isopropanol, furan, and ethanol
are 24, 27, and 21 MJ per litre, respectively.

Environmental benefits assessment

This section shows results for GHG emissions, water consump-
tion, and PM2.5 emissions in three cases in which isopropanol
is the bio-blendstock. Results are compared to the BAU case.

The results for furan and ethanol cases would be similar, given
the similar fleet turnovers and the resulting reduction in
petroleum fuel consumption when these co-optimized fuels are
deployed. For the isopropanol case, a base case is considered in
which fleet evolution is market-driven in addition to an upper-
bound case in which new vehicle adoption is not reliant on
market factors, but is completely co-optimized vehicles within
ten years (‘‘Upper Bound Case’’).

Fig. 6(a) illustrates the yearly light-duty transportation sector
GHG emissions from 2025 to 2050 in the isopropanol scenarios
alongside the BAU case. In the BAU case, GHG emissions start

Fig. 3 Total Co-Optima fuel demand versus consumption and blended fuel supply shortage by scenario, 2028–2050.

Fig. 2 Percent of LDV fleet by vehicle type under the BAU, ethanol, furan, and isopropanol base cases, in addition to the isopropanol upper-bound case,
2025–2050.
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to decline in 2029 after a short period of emission increase
driven by increased total fleet mileage. Emissions then con-
tinue to decline until 2050 in the BAU case. The CAFE and GHG
regulations and falling battery prices drive reductions in E10–
15 fuel consumption and the emissions associated with it in the
BAU case. Battery costs are assumed to drop from $500 per kW
per h to $210 per kW per h between 2020 and 2035,27 leading to
more electrified-vehicle sales. About 23% of the E10–15 con-
ventional LDV fleet is replaced by more efficient PHEVs (19%)
and HEVs (4%). This trend cuts E10–15 fuel consumption and
thus emissions. To a lesser extent battery electric vehicles
(BEVs) and hydrogen fuel cell electric vehicles (FCEVs) also
gain market share. These gains contribute to lower fleet GHG
emissions because BEVs and FCEVs are more efficient and less

GHG-intensive than conventional vehicles on a per-mile basis
(see Fig. S4 in ESI†).

Compared to the BAU case, the isopropanol base and upper-
bound cases offer GHG emission reduction benefits in the
2025–2050 period, representing 1311 and 2661 million metric
tons of GHG emissions reduction, or a cumulative 3.6% and
7.3% reduction, respectively. These emission reductions are
driven by the 10% engine efficiency gain and 26% lower GHG
emission intensities of the Co-Optima fuel with 31% isopropa-
nol by volume relative to the displaced petroleum gasoline (E0).
The neat isopropanol bio-blendstock reduces GHG emissions
by 56% relative to E0.21 The small cumulative emissions
reductions are reflective of the relatively small share of the
vehicle population and fuel consumption of co-optimized vehi-
cles and fuels in the time period considered. For example,
between 2025 and 2050, about 202 billion and 903 billion liters
of isopropanol bio-blendstocks, or about 657 billion and 2944
billion liters of blended fuel-economy enhancing fuels, are
consumed in the base and upper-bound cases, respectively,

Fig. 4 Vehicle-phase fuel consumption by type for 2025–2050 of
Co-Optima scenarios, in comparison to the BAU case.

Fig. 5 Petroleum fuel consumption, in million Btus, of isopropanol, furan,
and ethanol cases, in comparison to the BAU case.

Fig. 6 (a) GHG emissions, in metric tons; (b) water consumption, in
million liters; and (c) PM2.5 emissions, in metric tons, of isopropanol base
and upper bound cases, in comparison to the BAU case.
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compared to about 12.3 trillion liters of E10–15 petroleum
gasoline fuel in the BAU case. With the highest blending level
and the lowest life-cycle GHG emission intensity among the
three bio-blendstocks, the isopropanol case offers slightly
better GHG emission reductions compared to the other cases
(results not shown). On the other hand, in 2050, the isopropa-
nol base and upper-bound cases reduce GHG emissions by 10%
and 16%, respectively, with the continuous and scaled-up
deployment of co-optimized vehicles over time. In that year,
the co-optimized technology has gained a foothold and if the
analysis window were extended, cumulative gains over the BAU
scenario would be greater.

In the BAU case, water consumption (Fig. 6b) goes up in the late
2020s owing to increased E10–15 fuel consumption, consistent with
Annual Energy Outlook 201726 projections, and then decreases until
the early 2040s because of reduced E10–15 fuel consumption, as well
as reduced consumption of petroleum diesel and CNG fuels. Water
consumption starts to increase again in the late 2040s as a result of
increased market penetration of BEVs and FCEVs. BEVs consume
electricity (the U.S. average generation mix) that is more water-
intensive to produce compared to the E10–15 fuel47 (see Fig. S5 in
ESI†). In the isopropanol base and upper-bound cases, water con-
sumption decreases by about 2.4 and 3.2 trillion liters, or 3% and
4%, respectively, in the 2025–2050 period. The fuel displacement
effects of isopropanol co-optimized vehicle deployment reduce con-
sumption of E10/E15, as well as electricity due to fleet turnover from
conventional PHEVs to co-optimized PHEVs, which outweighs the
somewhat more water-intensive isopropanol-based Co-Optima fuel
than those of conventional E10/E15 fuels (see Fig. S5 in ESI†),
resulting in a net reduction in water consumption by about 318
and 488 billion liters in 2050 in the base and upper-bound cases,
respectively. Similar trends that drive down water consumption are
found in the furan and ethanol cases (results not shown). The major
difference in the furan case is that the life-cycle water intensity of the
furan bio-blendstock is about 60% lower than that of isopropanol,
which contributes to an even larger water-consumption reduction
benefit.

In the BAU case, the PM2.5 emissions show an increasing
trend until 2030 (Fig. 6c), which is driven by increased E10
gasoline fuel usage during the period. The PM2.5 emissions
start to decline in 2040 as a result of reduced fuel consumption
by various vehicle types, including E10 vehicles, diesel vehicles,
and CNG vehicles, which largely takes place because of
increased market shares of PHEVs, BEVs, HEVs, and FCEVs
in the fleet that exhibit higher vehicle fuel economy to meet the
CAFE regulations. Despite the B20–35% higher life-cycle PM2.5

emission factors of isopropanol, furan, and ethanol-based
blended fuels relative to that of the E10 fuel (see Fig. S6 in
ESI†), E10–15 fuel consumption by the fleet is reduced by about
20%, because a significant portion of the fleet has been
replaced by more efficient co-optimized PHEVs (see Fig. 2).
Fleet turnover from conventional E10–15 vehicles to BEVs
contributes to additional PM2.5 emission reduction because
per-mile life-cycle PM2.5 emissions for BEVs are about 35%
lower than for conventional counterparts.44 Over the 2025–2050
period, a reduction of about 56 000 and 57 000 metric tons of

PM2.5 emissions in the isopropanol base and upper-bound
cases, respectively, represents a reduction by 3.2% in both the
base and upper-bound cases. Particularly in 2050, the PM2.5

emission reduction amounts to about 9% and 8% in the
isopropanol base and upper-bound cases, respectively.

Economic benefits assessment

This section reports the net job-growth benefits of the two iso-
propanol cases (i.e., market-based turnover with all vehicles and
assuming full sales turnover with all vehicles – ‘‘Upper Bound
Case’’), in comparison with the BAU case. The incremental employ-
ment effects are reported for two distinct economic activities,
construction of biorefineries (note that no new petroleum refinery
is expected to be built under the bio-blendstock and BAU scenarios)
and operation of refineries (both biorefineries and petroleum
refineries), respectively. The number of jobs reported here repre-
sents annual jobs, which is defined as a full-time equivalent job for
one year. Under each scenario, the number of construction-related
jobs is dependent on the number of each type of biorefinery
(isopropanol, cellulosic ethanol) to be constructed and its asso-
ciated capital investment requirement. Capital investments not
only support on-site construction workers, who develop the site,
construct the office and warehouse, and install equipment, among
other structures, but also generate supply-chain-related jobs
through procurement of goods and services (e.g., equipment,
construction materials, insurance, permits) from other sectors.
Over the simulation period (2025 to 2050), the incremental
construction-related jobs fluctuate, peaking at 60 000 annual jobs
under the market-based turn over case and 128 000 annual jobs
under the full fleet-turn over case. Cumulatively, over the entire
simulation period from 2025 to 2050, the market-based turnover
case could support 278 000 more annual jobs owing to the required
capital investment to build out new biofuel facilities, whereas the
construction under the full-fleet turnover case could support
1 740 000 more annual jobs compared to the BAU case. The full
fleet-turnover case is estimated to yield many more construction-
related jobs compared to the market-based turnover case because
the former scenario requires 570 more new biorefineries (isopro-
panol and cellulosic ethanol biorefineries combined) to meet the
increased biofuel demand as compared to the latter scenario. The
required total capital investment in new biorefineries in the full-
fleet-turnover case is approximately 242 billion dollars higher than
that required for the market-based-turnover case (339 vs. 97 billion
dollars). This differential explains the large difference in incremen-
tal construction-job increases supported by these two cases.

The incremental operation-related job increases take into
account jobs supported by the production of biofuel blendstocks
as well as jobs displaced in the petroleum sector as a result of
reduced consumption of petroleum gasoline. Key factors that
influence the number of operation-related jobs include biofuel
output (production volume), fixed O&M cost, feedstock require-
ment, and non-feedstock O&M cost. Over the simulation period
(2025 to 2050), the incremental operation-related jobs fluctuate,
peaking at 123 000 annual jobs under the market-based turn over
case and 374 000 under the full fleet-turn over case (see Table S4
in ESI†). Summing up operation-related jobs across the entire
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period from 2025 to 2050, the incremental growth in operation-
related jobs is estimated at 1.1 and 4.3 million cumulative
annual jobs, respectively, for the isopropanol market-based
and full-fleet-turnover cases relative to the BAU. A breakdown
of jobs by sector indicates that the increased production of
biofuels could benefit the rural economy. Our results show that
the agricultural sector alone accounts for 39% and 40% of the
incremental gain in operation-related jobs, respectively, for the
market-based-and full-fleet-turnover cases, resulting primarily
from the economic activities associated with feedstock produc-
tion and logistics. Combining construction and operation jobs,
the adoption of co-optimized biofuel blendstocks could create
1.4 and 6.0 million more cumulative annual jobs over the 25 year
simulation period for the market-based and full-fleet turnover
cases, respectively, compared to the BAU scenario. Fig. S7 and S8
(ESI†) show the yearly variation of incremental job changes
(construction and operation jobs, respectively) for the two co-
optimized isopropanol cases, compared to the BAU scenario.
Our analysis also suggests that the employment displacement
effect is minimal in the petroleum industry (see ESI† for details).

Sensitivity analysis

Sensitivity analyses were performed with isopropanol as the
bio-blendstock to understand the extent to which limiting
biorefinery construction or dispensing capacity might affect
fuel production. Fig. S9 (ESI†) shows the yearly petroleum
consumption for two isopropanol sensitivity cases, compared
to the BAU and base cases. In the isopropanol cases, the
absence of the assumption that biorefineries will be built to
meet demand has little impact on petroleum consumption
relative to the isopropanol base case. Assumptions regarding
dispensing equipment do, however, have a large impact.
Without sufficient dispensing capacities, the demand for
co-optimized bio-based blended fuels could be suppressed
significantly. When dispenser costs are borne in full by fuelling
station owners, impacts on results are much larger than when
biorefinery expansion must meet return on investment criteria
rather than to meet demand. The influence of assumptions
about dispensing equipment costs is large because dispensing
stations make very low margins on fuel sold. Without an
incentive (e.g., capital investment grant) to offset the high
capital cost of installing additional equipment, stations in the
BSM simulations make extremely limited investments.

In addition to these sensitivities, variations in other para-
meters in the BSM for isopropanol were explored: expected rate
of return on biorefinery investment, consumer blended fuel
price sensitivity, and carbon taxes (including the LCFS). (See
ESI† for information on additional sensitivities.)

Conclusions and future work

Cellulosic-derived ethanol, isopropanol, and furan diversify the
fuel resource base, create a resilient and reliable supply of bio-
blendstocks, and improve engine efficiency. These bio-blendstocks
can be mixed with petroleum-based BOBs with a 94 RON to make

low- and medium-blend fuels that could achieve a 10% engine
efficiency gain relative to E10 conventional fuel, according to the
merit function.

Our modelling results indicate that blended fuel production
could reach over 61 billion litres by 2050. Even with the assump-
tion that biorefineries will be built and dispensing stations
installed to meet bio-blendstock demand, a gap between supply
and demand sometimes exists owing to combinations of high
blended fuel prices, biorefinery construction delays, and feed-
stock availability. In model simulations, dispensing-station avail-
ability tends to be a more limiting factor than biorefinery
construction. Blended fuel production is decreased by over
60% in 2050 without sufficient dispensing capacities (see
Fig. S2, ESI†), compared to the base case without this limitation.

Petroleum consumption, GHG emissions, water consumption,
and PM2.5 emissions are all reduced when co-optimized fuels and
engines emerge. Given the short period of time considered in this
analysis (2025 to 2050), cumulative benefits are relatively small. Over
time, much greater annual energy and environmental benefits could
be expected as co-optimized fuel and vehicle technologies gain a
foothold. For example, beginning in 2050, GHG emission reductions
in the range of 7–9% could be realized. Given the cost and
performance advantages of co-optimized PHEVs and their contribu-
tion to the quantified benefits, future research and development of
PHEV co-optimization technology might be a key area for realizing
the potential environmental benefits of co-optimized LDVs.

Furthermore, job growth in areas of feedstock and bio-
blendstock production upon deployment of co-optimized fuels
and engines could be significant. On the basis of modelling
results, the petroleum sector would be minimally influenced by
the expansion of bio-blendstock production.

This study has highlighted some of the key barriers to
increased use of co-optimized vehicles and biomass-derived
fuels, including speed of vehicle adoption, lagging feedstock
supply, and construction capacity for new biorefineries. It has
also highlighted the need for time to allow the benefits from
these technologies to unfold as the industry develops. While
the technology to produce the bio-blendstocks should be avail-
able in the relatively near term, economic requirements for
biorefinery investment and deployment costs of infrastructure
are likely to impede the adoption and delay the associated
benefits of the increased use of these fuels. Future work would
explore these barriers more closely, in addition to taking into
account potential compatibility issues. Another area of future
focus is the potential dynamic interaction between the biofuels
and petroleum sectors.
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