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The development, implementation and social acceptance of resource eﬃcient, circular, bio-based economies require critical understanding of the whole supply chain from feedstock to end-use. Trust, transparency and traceability will be paramount. Though life cycle assessment (LCA) is a universally chosen
approach to fulﬁl this purpose, the nature of data required and the depth of analysis lead to complex
interpretations of the ﬁndings. Herein, a new set of hybridised, ﬁrst-line sustainability indicators, drawn
from the principles of green chemistry and resource (material and energy) circularity, are reported. These
ﬂexible, potentially stand-alone metrics are demonstrated via application to an exemplary comparative
LCA, incorporating the hybridised indicators including hazardous chemical use, waste generated, resource
circularity and energy eﬃciency, from the “gate-to-gate” stages for the bio-based case studies and their
petro-derived commercial counterparts. These metrics were observed to quantify critical new information
relevant to our transition to a circular economy, bridging signiﬁcant gaps in contemporary environmental
impact assessment methodologies. Appropriate additional evaluations that examine the performance of
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metrics, when the embedded resource eﬃciency and circularity strategies are omitted, have also been
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undertaken and reported. The data drawn from employing these methods are crucial to inform and
encourage operational optimisation, transparency in sustainability reporting and practices to a signiﬁcant
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number of value-chain actors including manufacturers, policy makers and consumers.

Introduction
Bio-based products have been identified as a promising
pathway for a transition from linear to a resilient bio-based circular economy and could potentially contribute to 14 (out of
the 17) United Nations Sustainable Development Goals.1,2 The
sustainability and performance potential of the bio-based
sector are determined by a number of factors, including the
spatial spread of the supply-chain, agricultural systems,
impact on the ecosystem, technology readiness and local skilllevel, which are captured via life cycle assessment (LCA) methodologies. LCA is a robust certified approach that oﬀers an
impact-led sustainability analysis measuring the environ-
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mental impacts/credits associated with the use and reuse of
resources3,4 (similar to that presented in Fig. 1).
In reality, a number of present value-chain actors opt for an
array of techniques comprising a mix of LCA and non-LCA
metrics to report their responsible product (not restricted to
bio-based) development and production operations, including
• BASF Eco-eﬃciency;5
• Dow’s Chemical Index;6
• Green chemistry and other resource eﬃciency metrics;7–14
• Portfolio Sustainability Assessment (PSA) methodology;15
• Ellen MacArthur Foundation-Material Circularity.16
Review of these methodologies stresses the currently
needed trajectory for sustainable development towards a
resource-eﬃcient circular economy, whilst highlighting significant gaps in the existing environmental assessment
approaches.
The
European
Commission
Product
Environmental Footprint (PEF) also recommends the use of a
proposed set of impact categories for communication of a product’s environmental performance within the industrial
sector.17 Following these recommendations, a set of 7 LCA
impact-categories were selected for this study (Table 1).
Though LCA’s single score quantification is valuable for the
overall environmental comparison of products and processes,
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Fig. 1

Table 1

Green Chemistry

An overview of resource consumption, re-circulation and losses as waste within a typically circular bio-based value chain.

List of selected LCA methodologies as per the recommendations of the EU-PEF guidance on product sustainability evaluation

Environmental
impact

Impact category

Unit

Method

Emissions to air

Global warming potential BIO

kg of CO2 eq.

Particulate matter

Disease
incidence
mol H+eq

IPCC GWP100 complemented by GWP-BIO for biogenic
carbon20
UNEP recommended model

Emissions to water
Human health
Abiotic resources
Water use

Acidification (terrestrial and
freshwater)
Freshwater Eutrophication
Human toxicity, cancer
Fossil resource depletion
Water scarcity

kg P−eq
CTUh
MJ
m3 water
deprived

it provides limited visibility on process-level disaggregated
impacts based on material-flow, wastage and utilisation
eﬃciency. This is crucial for industrial sustainable production
practitioners to help responsibly monitor resource and waste hotspots, optimise productivity, improve value-addition capabilities
and communicate these practices, to the non-specialist stakeholders (upstream and downstream supply-chain actors).
These critical parameters must also be quantified and featured alongside the main outcomes of LCA. Indicators are proposed to fulfil the criteria.

804 | Green Chem., 2020, 22, 803–813

Accumulated exceedance model21
EUTREND model – ReCIPe 2008
USEtox model
Abiotic resource depletion-fossil fuels (CML 2002)
Available Water Remaining (AWARE): user deprivation
potential22

The proposed indicators must
• Act as first-line metrics prior to a comprehensive LCA;
• Facilitate result interpretation that helps non-expert
value-chain actors implement appropriate operational
optimisations;
• Facilitate cross-functional applications, without major
modifications, across the diﬀerent life cycle stages and to a
wide range of products and processes;
• Adhere and contribute to the wider sustainable development and resource-eﬃciency targets;18,19
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The overall aim of this study was to develop and investigate
the performance of a unique environmental methodology that
assesses the resource eﬃciency and circular characteristics of
products and processes, across the “gate-to-gate” stages
encompassing “product manufacturing to distribution of endproducts to consumers”. For the purpose of its demonstration,
a comparative LCA focussing on two bio-based products, biobased packaging films and mulch films (from manufacturing
processes which embed resource circularity strategies), was
undertaken, weighing their environmental performance
against that of their linearly produced petro-derived commercial equivalents. Refer to Fig. 2 for further clarity on the system
boundary set for this study.

Methodology
The selected impact assessment and resource eﬃciency indicators were applied to two case studies for a “gate-to-gate”
environmental LCA. The first case study related to packaging
films, where a comparative environmental performance was
undertaken between BoPLA (Biaxially-oriented polylactic acid)
films, weighed against BoPP (Biaxially-oriented polypropylene)
films. A single BoPLA film (350 mm × 250 mm × 0.05 mm) was
chosen as the functional unit for this study. Its baseline competitor, BoPP, has a similar functional unit of one film
(450 mm × 250 × 0.05 mm).23–25 The second case study
involves mulch films, where a similar comparative environmental assessment was undertaken between PLA-based mulch
films and LLDPE (Linear-Low Density Polyethylene) mulch
films. The functional unit chosen for the partially bio-based,
biodegradable mulch film is the amount required to mulch
1 ha of agricultural land. The mulch film was synthesised
from bio-based polylactic acid (PLA) (45%) and a co-polymer
(55%) with UV-stabilisers and carbon black which is 0.015 mm
thick (to enable biodegradation) with a density of 0.8 kg L−1.
The baseline competitor, LLDPE mulch film, was synthesised
from fossil-derived LLDPE, containing the same additives with
an average thickness of 0.025 mm (to enable removal after use)
and a density of 0.925 kg L−1.24
The starting material for the polymer resin (PLA), from
which the two end-products are prepared, was assumed to be
sourced from three diﬀerent feedstocks which include glucose
syrup derived from conventional corn, corn stover (a lignocellulose-rich agricultural residue) and sugar-beet pulp (a
pectin-rich industrial by-product stream). Within the scope of
this study, the starting material is glucose, which is then transformed into the building blocks of the polymer resin (i.e. lactic
acid and 1,4-butanediol) needed for the end-products. In both
case studies, PLA is used as the main or an allied compositional material. While the packaging films are made of 99%
bio-based PLA,26 the mulch film is only 70% bio-based, drawn
from blending 100% bio-based PLA and an only partially biobased co-polymer (made of bio-based 1,4-butanediol and
petro-derived adipic and terephthalic acids) and additives that
confer thermal stability and colour to the final product.27–29
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To produce PLA, glucose is fermented into lactic acid, followed by an array of downstream monomer separation and
purification processes. The purified lactic acid is then
polymerised in a process divided into three stages which
include pre-polymer production, lactide production and PLA
production via ring-opening polymerisation. The polymer is
next blended with essential additives and co-polymers to
produce the end-product.26,27 During the production, downstream processing and fabrication procedures, some consumables including deionised water, some inorganic acids and the
trimmings from the extrusion process were assumed to be
recovered and reused. (This is only applicable to processes of
BoPP packaging films and PLA-based and LLDPE mulch
films.) Unreacted components, such as the lactide monomers,
during their polymerisation to PLA, are also recovered and
recycled with an eﬃciency of 99.8%. The impact of absence of
any resource eﬃciency and circularity (RE&C) strategy has also
been examined through appropriate sensitivity analyses. The
bio-based PLA and bio-1,4-butanediol production processes
are described in greater detail in the supplementary section,
providing further details on the embedded material valorisation steps to aid responsible resource use and waste reduction.
The process inventory was screened against the known databases (SINLIST and SUBSPORT) for hazardous chemicals. In
addition to the conventional impact categories, crucial information such as wastes generated from the production, logistics
and formulation processes has been taken into account and
quantified. A more detailed description of the production and
distribution processes and adopted assumptions relevant to
the production and processing of materials to end-products is
provided as the ESI.† The inventory for the production of PLA
and the BoPLA packaging film can be found in Table 2 while
the data for the production of PLA-mulch films and other
assumptions can be found in Table 3.
Hybridised indicators
Hazardous chemical use. Hazardous chemical use is an
indicative parameter that “flags-up” the use of substances
within a given product’s inventory (including solvents, catalysts, additives or other chemicals) that could be used in the
manufacturing process(es) and/or products, but may be classified as “hazardous” under the ECHA-REACH (European
Chemical Agency-Registration, Evaluation, Authorisation and
Restriction of Chemicals). While the REACH process is being
carried out by the assessor, this analysis may be temporarily
undertaken by screening the product’s inventory against the
known databases for hazardous chemicals, such as SIN LIST35
and SUBSPORT,36 which list substances of very high concern
(SVHC). While these lists are not oﬃcial and are largely based
on incomplete data, they have been widely used by chemical
companies. As part of the Innovative Medicines Initiative, the
CHEM21 project developed a ‘flag’ system to indicate the presence of such undesirable substances. For example, a ‘solid
black’ flag (■) indicates a need for a greener substitute,8,9
while a lighter flag (□) indicates the absence of such substances. This indicator may be applied to all life cycle stages
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Fig. 2

Process inventory and system boundary for manufacturing the BoPLA packaging ﬁlm and the biodegradable mulch ﬁlm.
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Inputs and outputs of PLA production and BoPLA packaging ﬁlm production

Life cycle stages

Inputs/outputs

Material/energy

Values

Units

Refinery

Inputs

Glucose
Stannous octoate (catalyst)
Calcium carbonate
Water
Methanol
Sulphuric acid
Cooling water
Electricity
Polylactic acid (main-product)
Unreacted lactide mixture (re-used)
Polymerisation residues (process waste)

1.284
0.0011
0.843
0.022
0.0009
1.35
299.3
1.307
1
0.293
0.054

kg kg−1 of PLA
kg kg−1 of PLA
kg kg−1 of PLA
kg kg−1 of PLA
kg kg−1 of PLA
kg kg−1 of PLA
kg kg−1 of PLA
kW h kg−1 of PLA
kg
kg kg−1 of PLA
kg kg−1 of PLA

PLA resin
Co-polymer
Extrusion energy
BoPLA packaging film
Extrusion waste

5.58
0.0155
0.0245
1
0.27

g functional per unit
g functional per unit
kW h functional per unit
Piece (functional unit)
g functional per unit

Manufacturing to formulation site
Formulation to regional warehouse
Regional warehouse to retailer
Retailer to consumer

250
150
50
5

km
km
km
km

Outputs

Formulation

Inputs
Outputs

Transport

Source: ref. 26, 30 and 31.

Table 3

Inputs and outputs for the formulation of PLA mulch ﬁlm production

Inputs/outputs

Inputs/outputs

Material/energy

Values

Units

Formulation

Inputs

PLA resin
Co-polymer blend
Carbon black
Extrusion energy
PLA mulch film
Extrusion waste

0.55
0.43
0.02
0.0418
152
23.67

kg kg−1 of mulch film
kg kg−1 of mulch film
kg kg−1 of mulch film
kW h kg−1 of mulch film
kg functional per unit
kg functional per unit

Manufacturing to formulation site
Formulation to regional warehouse
Regional warehouse to retailer
Retailer to consumer

250
150
50
5

km
km
km
km

Outputs
Transport

Source: ref. 27, 28, 30 and 32–34.

involving synthesis, formulation and reprocessing that employ
solvents, catalysts or other auxiliaries that may be known as or
suspected of being substances of concern.
Feedstock intensity (FI) and circular-process feedstock intensity (CPFI). Feedstock intensity (FI) quantifies raw material
consumption and is the ratio of the total amount of the main
raw materials used to the total amount of useful outputs (endproducts and co-products). Measured as a kg of feedstock, FI
(eqn (1)) can be calculated for either just the target product for
a conservative estimate or for a functional unit of analysis
when used in an LCA. For a linear process, FI may be used.

product synthesised in a process (kg); and Mco.prod is the total
mass of any useful co-products synthesised in a process (kg).
Besides the application of this metric across the diﬀerent
stages of a product’s life cycle ( pre-treatment, manufacturing,
refining and formulation), this quantitative indicator may also
be utilised to measure material economy through product
design for recovery via recycling of any primary production
waste or material recovered from its end of life processes
(EoL). For such circular processes, the circular-process feedstock intensity (CPFI) may be used (eqn (2)).
CPFI ¼

Mraw:mat
FI ¼
Mmain:prod þ Mco:prod

ð2Þ

ð1Þ

where Mraw.mat is the total mass of primary feedstock fed into
the process (kg); Mmain.prod is the total mass of the target end-

This journal is © The Royal Society of Chemistry 2020

Mraw:mat
Mmain:prod þ Mco:prod þ Mre:mat

where Mre.mat is the total mass of the material recovered
/recycled from production waste or EoL (kg).
In terms of performance interpretation, this quantitative
indicator is the best used in a comparative manner, for
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example, for comparison between bio-based products or
between bio-based and fossil-derived products. The feedstock
intensity of a product may ideally be 1 kg kg−1 of all the useful
outputs.
Waste factor (WF) and circular-process waste factor (CPWF).
Waste factor (WF) measures the ratio of the total mass (kg) of
solid, liquid or gaseous waste, generated as process wastes or
lost from the system via leaks or spills, with respect to the total
mass (kg) of the end-product and co-products (eqn (3)).
WF ¼

MTotW
MProd þ Mco:prod

ð3Þ

where MTotW is the total mass of waste generated from the production process (kg); MProd is the total mass of the endproduct generated from the process (kg); and Mco.prod is the
total mass of useful co-products generated (kg).
In the case of circular processes that demonstrate their
capability to reduce process and production waste via valorisation strategies, the following expression for CPWF (eqn (4))
may be used.
CPWF ¼

MTotW
MProd þ Mco:prod þ Mre:mat

ð4Þ

The quantification associated with waste-factor is variable
depending on the goal and scope of the analysis. When used
independently, a product waste-factor of “0” is considered
ideal (if probably not realistic).
Product renewability (PR). The renewable nature of the
materials used in a product must be demonstrated to substantiate the bio-based claims of such products. Consumers
and other relevant stakeholders see the use of bio-materials as
a sign of renewability and an adherence to the principles of
bioeconomy and therefore, due credit must be provided to
such products. Though there are experimental standards
(EN16640), a preliminary prediction would be a good starting
point prior to substantiating the claims with an experimental
test. Measured as a percent of the product, the product renewability (PR) (eqn (5)) should result in a figure from 0 to 100,
with “0” representing non-renewability and “100” representing
the ideal scenario of 100% renewability.

PR ¼

MBio
Mnet

þ MBio
feed þ Mnet
feed


Comp inp
Comp inp

 100

ð5Þ

where MBio_feed is the net mass of bio-derived primary feedstock incorporated into the product (kg); MBio_Comp_inp is the
net mass of bio-derived substances incorporated into the final
formulation (compositional inputs) (kg); Mnet_feed is the net
mass of all primary feedstocks incorporated into the product
(kg); and Mnet_Comp_inp is the net mass of all the materials
incorporated into the final formulation (compositional inputs)
(for example, polymer additives) (kg).
Process material circularity (PMC). Responsible material circularization strategies employed to recover and reuse some or
all of the process auxiliaries consumed during the product synthesis (including solvents, catalysts, stabilising chemicals,

808 | Green Chem., 2020, 22, 803–813

columns and other items) must ideally be demonstrated. The
process material circularity (PMC) is calculated as the summation of all the net mass of process auxiliaries used in the
process deducting specific process auxiliaries that have been
recovered and reused (eqn (6)).


n
P
Mrec:Pro:aux
MPro:aux
PMC ¼ i¼1
 100
n

ð6Þ

where MPro.aux is the net mass of specific process auxiliaries
(deducting losses during use) used in the production process
(kg); Mre.Pro.aux is the net mass of process auxiliaries that have
been recovered and reused (kg); n is the total number of all the
process auxiliaries; and i is the list of process auxiliaries used
in the end-product synthesis at a given stage.
Measured as a %, similar to product renewability, “0%” represents an absolutely linear process and “100%” represents all
the employed process auxiliaries being 100% recovered and
reused.
Energy intensity (EI) and circular-process energy intensity
(CPEI). Energy intensity (EI) is defined as the ratio of the total
amount of energy (fossil-derived, renewable energy, deducting
any internally derived energy) to the total amount of products
and co-products generated within the process (eqn (7)). All the
energy invested is made accountable using this expression
since, in accordance to the principles of green chemistry, a
conversion process must be optimised to the lowest possible
energy consumption for optimal product yield. The expression
for a linear production process is presented below.

EI ¼

EFosD þ ERenD  EIntD
MProd þ MCo:prod

ð7Þ

where EFosD is the fossil-derived energy used (kW h); ERenD is
the renewable energy used (kW h); EIntD is the internally
derived energy used (kW h); MProd is the total mass of the
target product generated (kg); and MCo.prod is the total mass of
the co-product generated (kg).
For a circular process demonstrating waste valorisation and
material circularisation strategies, the circular process energyintensity (CPEI) may be calculated according to eqn (8).

CPEI ¼

EFosD þ ERenD  EIntD
MProd þ MCo:prod þ Mre:prod

ð8Þ

where Mre.prod is the mass of the recovered and recycled
product (kg).
NOTE: Though the methods have been presented as a
stand-alone approach, in the upcoming sections quantifying
the parameters for a total amount of process outputs, the
empirical expressions have been modified to present the outcomes per functional unit of analysis for the purpose of consistency in result interpretation.
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Packaging films
The impact assessment and quantifications associated with
the production of a functional unit of BoPLA packaging films
set in the chosen scenario are presented in Table 4. The
GWP100, measured as kgCO2eq for BoPLA was observed to
deliver a GHG saving of roughly 40–70%, compared to the conventional BoPP packaging films. Biogenic CO2, released during
the fermentation process, made up 35% of the total CO2 emissions to air released during the production process. The capability of the process to recover and reuse process auxiliaries
such as inorganic acids and process water was eﬀectively captured by process material circularity (PMC). The availability of
this disaggregated material flow information helps the demonstration of resource recovery strategies implemented as part of
the process design which in turn was observed to contribute
nearly 20% of the overall GHG saving. Similarly, the water consumed downstream during the extraction and purification
stages was reprocessed and reused, reducing the overall
demand for process water. Disposal of fermentation waste
onto landfills led to an increased eutrophication potential,
which is conventionally overcome by redirecting this waste to an
on-site anaerobic digester. However, this scenario was not considered in this analysis due to lack of supporting industrial data.
In terms of hazardous chemicals present in the final product, a
review of the material inventory for both BoPLA and BoPP packaging films against the hazardous substance databases (SIN LIST
and SUBSPORT) resulted in the identification of no substances
of very high concern and was thus highlighted with a “lighter”
flag. This is particularly relevant within the industrial sector,
where there are an evolving stringency, awareness and a requirement for responsible custodianship of products and/or components as required by the standards relevant to specific products (EN16751 in the case of bio-based products).

Transformation of the starting material to the end-product
( packaging film) was more or less similar for both the BoPLA
and BoPP packaging film synthesis, as demonstrated by feedstock intensity (FI/CPFI). We could further reduce feedstock
demand for the bio-based case study by employing technical
strategies to improve product purification stages. Post-fermentation waste and loss of some process auxiliaries, in addition
to the inability of the process to recover and reuse the biopolymer trimmings (since the reuse of the scraps will negatively aﬀect the optical clarity of the product26) from the extrusion phase, resulted in a relatively greater amount of waste
factor (WF) (+14.3%) from the PLA production process. In the
case of the BoPP packaging films, the extrusion waste can be
recovered and reused.
From the perspective of recovering and reusing process
auxiliaries, the process design employed for the bio-based case
study showed 85% process material circularity (PMC) by recovering and reusing process water, catalysts and other inorganic
acids from the downstream processes. The data source, for the
process of producing polypropylene,37 sheds limited information on process material circularity, thus making a similar
quantification for the baseline case-study a challenge. BoPLA
films were also based on 100% bio-based PLA and 99.2% biobased polymer additives. In terms of energy intensity (EI),
BoPLA film synthesis was 40% more energy intense due to the
added burden of energy-intense downstream processes. A visualisation of these impacts can be found in Fig. 3.
Mulch film
A comparison of the overall outcomes from the impact assessment for the mulch film candidates is presented in Table 5.
Based on the process specification modelled for the proposed
functional unit of mulch films, the PLA based mulch film
(sourced from the diﬀerent bio-based feedstock) delivered
GHG savings in the range of 35–50%, compared to the LLDPE

Table 4 “Gate-to-gate” environmental impacts and circularity characteristics of manufacturing a functional unit of packaging ﬁlms

Impact indicators

BoPLA
(corn)

BoPLA
(corn stover)

BoPLA
(sugarbeet pulp)

BoPP
(petroleum derived)

Units
(per functional unit)

Global warming potential (GWP100)
Respiratory inorganics
Human toxicity, cancer
Acidification, terrestrial and freshwater
Freshwater eutrophication
Water scarcity
Fossil resource depletion

4.46 × 10−3
1.67 × 10−9
2.10 × 10−7
1.35 × 10−4
5.23 × 10−6
6.2 × 10−4
0.234

2.4 × 10−3
6.05 × 10−10
1.55 × 10−7
3.57 × 10−5
4.50 × 10−6
6.11 × 10−4
0.162

2.7 × 10−3
9.84 × 10−10
1.60 × 10−7
1.26 × 10−4
4.99 × 10−6
5.51 × 10−4
0.176

8.1 × 10−3
5.58 × 10−9
3.52 × 10−7
6.11 × 10−4
3.52 × 10−6
1.54 × 10−2
0.397

kgCO2eq
Deaths
CTUh
mol H+eq
kg Peq
m3 deprived
MJ

Hybridised indicators

BoPLA (bio-based)

Presence of hazardous chemicals
Feedstock intensity
Waste factor
Process material circularity
Renewability
Energy intensity

□

7.5 × 10−3
0.4 × 10−2
85
100
7.2 × 10−3

BoPP (petroleum derived)

Units (per functional unit)

□

—
kg of feedstock
kg of waste
%
%
kWh of energy required

7.77 × 10−3
0.35 × 10−2
No data
0
5.14 × 10−3

Functional unit (1 packaging film that is 350 mm × 250 mm with a thickness of 0.05 mm). Mass of the BoPLA film: 5.58 g; mass of BoPP film =
4.67 g. □ = Non-hazardous chemical present; ■ = Hazardous chemical present (substitution required).

This journal is © The Royal Society of Chemistry 2020
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Fig. 3 Diﬀerence in environmental impact and resource utilisation eﬃciency during the production of bio-based products, relative to that of their
baseline fossil-derived case studies (including impacts of elimination of process-level resource eﬃciency and circularity strategies [Without RE&C])
[GWP100, Global Warming potential; Resp.Inorg, Respiratory Inorganics; Human tox, Human Toxicity; Freshwtr.Eutroph, Freshwater Eutrophication;
Fossil res.Depl, Fossil Resource Depletion; Feedstock int., Feedstock Intensity; Energy int., Energy Intensity].

mulch film. It is essential to note that the PLA-based film is
only partially bio-based (70%) since the adipic acid and terephthalic acid components used in the preparation of the copolymer are petro-chemically sourced. Adipic acid, in particular, was determined to be GHG intense, contributing nearly
40% of the overall process emissions, followed by the purified
terephthalic acid that contributes nearly 20%. The GHG

810 | Green Chem., 2020, 22, 803–813

savings are, however, attributable mainly to two factors: (i) the
biogenic carbon that is released during the fermentation of
these sugars and (ii) the process’s intrinsic capability to
recover and reuse process auxiliaries, which reduced the
overall material demand and the associated production-level
impacts. This GHG deduction has been applied only to the
bio-based components of the product, in compliance with the
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“Gate-to-gate” environmental impacts and circularity characteristics of manufacturing a functional unit of biodegradable mulch

Impact indicators

PLA-based
mulch (corn)

PLA-based mulch
(corn stover)

PLA-based mulch
(sugarbeet pulp)

LLDPE-mulch
(petroleum derived)

Units
(per functional unit)

Global warming potential (GWP100)
Respiratory inorganics
Human toxicity, cancer
Acidification, terrestrial and freshwater
Freshwater eutrophication
Water scarcity
Fossil resource depletion

352.42
2.87 × 10−5
8.20 × 10−6
3.89
0.126
4.86
1.66 × 103

292.47
2.52 × 10−5
7.90 × 10−6
3.31
0.106
3.51
1.63 × 103

304
3.08 × 10−5
8.01 × 10−6
3.68
0.102
3.84
1.50 × 103

574
3.09 × 10−5
1.67 × 10−5
4.08
0.144
18.72
1.76 × 103

kgCO2eq
Deaths
CTUh
mol H+eq
kg Peq
m3 deprived
MJ equivalent

Hybridised indicators

PLA-based mulch (bio-derived)

LLDPE-mulch (petroleum derived)

Units (per functional unit)

Presence of hazardous chemicals
Feedstock intensity
Waste factor
Process material circularity
Renewability
Energy intensity

□

□

2.20 × 102
0.155
78
70
2.03 × 102

2.08 × 102
8.12
No data
0
2.96 × 102

—
kg of feedstock required
kg of waste
%
%
kWh of energy required

Functional unit (1 ha of mulched agricultural land). Mass of the PLA based mulch film: 152 kg functional per unit; mass of the LLDPE film =
185 kg functional per unit. □ = Non-hazardous chemical present; ■ = Hazardous chemical present (substitution required).

guidance provided in the EN16760 for the life cycle assessment
of bio-based products.38
Significant saving in other impact indicators including
human toxicity, freshwater eutrophication and water scarcity was
demonstrated by the production process associated with the
PLA-based mulch film, resulting primarily from a limited
release of volatile organic compounds, recovery and reuse of
inorganic acids (used during downstream processes) and the
treatment and reuse of process water from the fermentation
phase of PLA synthesis. The feedstock intensity (FI) associated
with the production of the bio-based candidate was observed
to be 7–8% higher compared to the baseline case study. It is
essential to reach a universal bio-processing industry-level consensus on where exactly the most optimal feedstock intensity
lies for processing each of the bio-based feedstocks into a
target product. For the time being, however, this metric
informs the economic operator how eﬃcient the employed
process is in terms of resource utilisation capability, stimulating the need for techno-economically optimising the process.
The waste factor (WF) associated with the production of the
PLA-based mulch films, however, was determined to be relatively higher (+113%), despite the biopolymer recovery and reuse, compared to that generated from LLDPE mulch film production. The waste generated from the purification and evaporation of fermentation products, during lactic acid production, was determined to be some of the major waste hotspots. Process water, catalysts utilised in the polymerisation
step and other inorganic acids consumed in the downstream
processing phases were eﬀectively reused over multiple cycles,
leading to 78% process material circularity (PMC). Downstream
processes are known to be generally energy intensive in fermentation processes. However, employing strategies to reuse
waste heat from the downstream processes (evaporation heatexchanger) resulted in an overall lower energy intensity (−30%),
resulting from the production of bio-based candidates, com-
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pared to the conventional case study. The bio-based nature of
the product must also be quantitatively communicated to the
chain-actors downstream of the production process, particularly to the consumers and those within the end-of-life management. Transformation of fermentation waste (spent cells
and the fermentation broth) into biogas via an on-site AD
(anaerobic digester) facility is an established industrial process
to further reduce the process’s energy intensity.39 However,
this has not been taken into consideration in this study due to
the lack of appropriate data from the industrial source supporting this study. Refer to Fig. 3 for a visualisation of the
impacts discussed above, relative to that of their baseline
fossil-based counterpart.
Sensitivity study: elimination of resource eﬃciency and
circularity strategies
Both the bio-based case studies were subjected to a sensitivity
evaluation, where all the embedded resource eﬃciency and
waste valorisation strategies were eliminated.
BoPLA packaging film. For this sensitivity study, the energy
demand of the recovery step and the recovered and re-used
fraction of some inorganic acids were omitted. The inorganic
acids were assumed to be disposed as a waste through the
liquid waste stream. Recovery and reuse of unreacted components from the L-lactic acid production step was also
omitted, reducing the overall productivity of the process.
During the extrusion stage, an industrial average of +10%
polymer wastage resulting from formulation of the resin to the
associated end product BoPLA (in addition to the 4% resulting
from spillage from transportation that was assumed in the
benchmark) was taken into account for this study.40–42
The need for additional quantities of raw feedstock to make
up for the loss of monomers and loss of/need for additional
quantities of consumables within the process, in combination
with the landfilling of solid waste, led to a significant increase
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in GWP100 (+18–25%). Energy demand related to the
additional feedstock requirement also resulted in an increase
in the release of acidifying and eutrophication emissions
(+23% and +25% respectively). Any savings in energy consumption stemming from cancellation of the RE&C approaches were
nullified by the additional demand for energy, glucose and
other process materials (+30%). The loss of invested process
water, due to the lack of its recovery, re-processing and re-use
step in the original assessment, increased the water scarcity
indicator (+8%). Elimination of any waste reduction
approaches employed within the PLA packaging film production process is demonstrated by the +26% increase in waste
factor.
PLA-based mulch film. Similar to that elaborated in the case
of packaging films, the step involving the recovery and reuse of
the inorganic acids was omitted and the energy consumption
for this sub-process was appropriately adjusted. Unreacted
lactic acid monomers, which were originally recovered and
recirculated, were also assumed to be lost as process waste.
Quantitative evaluation of the model led to an outcome where
the overall GHG emissions increased by 22%. Disposal of
wastes and potentially recoverable resources onto a landfill
contributed to a 20% increase in eutrophication potential of
the process. Loss of process water, which originally would have
been recovered and reused, led to an increase in impacts,
resulting in an increase in process water consumption contributing to +21% water scarcity. Energy savings from abandoning
resource circularity strategies, in combination with the
additional energy demand from the need for processing virgin
feedstock into process intermediates and end-products,
resulted in +32% energy intensity and 23% increased virgin
feedstock ( processable sugars) requirement. Elimination of
waste reduction strategies is also evident from the process’s
waste factor (WF) that has increased to 24% from its standard
(baseline) production figures.

Green Chemistry

ment and human health and the quantification of impacts
from minimisation of resource use while the hybridised indicators were instrumental in directly quantifying resource consumption and wastage, embedded resource circularity, renewable nature of the product and the process inventory, and use
of any substances that are restricted/facing potential restriction. The proposed framework is dedicated to the value-chain
actors operating within the circular/bio-economy hemisphere
and operators who wish to transform into sustainable, greenmanufacturers. To measure is to know. Setting operational key
performance indicators (KPIs) based on resource consumption, recovery and re-utilisation metrics, as proposed in this
paper, will provide positive short-term goals and impacts
which could potentially be extended to a point where the manufacturing supply-chain is optimised for sustainable production and consumption. These metrics, in combination
with the LCA impact indicators, could aid the sector’s quest to
attain sustainable consumption and production, in accordance
to the UN-SDG 12. It is also acknowledged that during the
preparation of a PEF-compliant process inventory, any internal
strategies for improvised resource (material and energy) utilisation are seldom provided. This becomes an additional data
need. Moreover, their application and performance in secondlife products and other bio-based product groups needs to be
undertaken. These limitations, however, could be overcome
with further refinement of the approaches which is also a recommendation for future work.
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Conclusions
In the future, consumer acceptance of bio-based products
within the confines of a circular economy will be driven by
trust, transparency and traceability delivered through an evidence-based, fit-for-purpose, sustainability framework and its
indicators. This study was dedicated to the development of
new impact assessment indicators, set against a background of
resource circularity, to evaluate the environmental performance of (bio-based) products, independently or in comparison
with their commercial counterparts. Upon extensive literature
review and careful assessment, a set of LCA indicators were
identified. A set of guidance criteria was set to aid the development of some novel, hybridised indicators that could be flexibly applied to bridge gaps for both bio-based products and
fossil-based products, by combining industrially used resource
eﬃciency indicators with green chemistry metrics and principles. The LCA indicators were instrumental in highlighting
the resource and energy hotspots and toxicity to the environ-
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