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Identifying suitable ionic liquid electrolytes for
Al dual-ion batteries: role of electrochemical
window, conductivity and voltage†

Surya Sekhar Manna, Preeti Bhauriyal and Biswarup Pathak *

Identifying suitable ionic liquid (IL) electrolytes with the desirable electrochemical properties remains a

primary challenge for rechargeable Al dual-ion batteries (DIBs). Furthermore, it is also important to

investigate how the size and structure of the cation determine the suitability of IL electrolytes in Al DIBs.

In this work, with the help of first principles calculations, we have investigated a series of imidazolium-

based room temperature ionic liquids (RTILs) by varying the alkyl substituents along with the

pyrrolidinium electrolytes and molten salts such as urea/AlCl3 and acetamide/AlCl3. The suitability of the

electrolytes is analyzed on the basis of three criteria: electrochemical window (ECW), ionic conductivity

and voltage. The HOMO–LUMO positions of the electrolytes with respect to the Fermi positions of the

respective electrodes can determine whether the electrolytes (EMIM-AlCl4, PMIM-AlCl4, BMIM-AlCl4 and

urea-AlCl4) can perform as more suitable electrolytes, furnishing higher cationic reduction and anionic

oxidation stability. Further, our calculated ionic conductivity data favor the usage of the EMIM-AlCl4
electrolyte as it shows the highest ionic conductivity (14.1 mS cm�1) amongst the considered

electrolytes (3.4–12.4 mS cm�1). However, these considered electrolytes do not show drastically

different effects on the average voltage, furnishing quite similar values in the range of 2.21–2.46 V, which

are in accordance with their corresponding experimentally reported voltages. Overall, from these three

criteria, we could certainly validate why EMIM-AlCl4 is the most experimentally used electrolyte in Al

DIBs. Moreover, our study also predicts PMIM-AlCl4 to be a suitable ionic liquid electrolyte for Al DIBs,

as it shows a higher ECW value (4.7 V), a moderate ionic conductivity (12.4 mS cm�1) and a suitable

theoretical voltage (2.28 V) along with exhibiting a higher experimental coulombic efficiency compared

to EMIM-AlCl4.

1. Introduction

Renewable energy sources like wind and solar power have been
prominently used to fulfill electricity demand as green energy
systems. However, the storage of energy from these systems is
challenging as the generated electricity is intermittent in
nature.1–3 Whereas, efficient electrical energy storage devices
must get a constant supply of electricity (power storage backup)
and load leveling as well as grid energy storage for future
application.4,5 Presently, owing to their high voltage and out-
standing power density, Li-ion batteries are the most popular

amongst metal-ion batteries, but the main concerns that limit
their application are the excessive cost and associated safety
concerns mainly coming from thermal runaway events.6,7

Therefore, initialization of new battery systems using more
abundant natural resources, such as Na-ion,8–10 Mg-ion11–13

and Al-ion14–17 batteries, is urgently needed in the field of
stationary batteries for achieving uninterrupted electricity.
Among these emerging trends of batteries, the Al battery
is the most predominant one owing to: (i) its low-cost, low-
flammability and high abundance of Al metal, and (ii) the
involvement of the three electron redox couple that provides
a high gravimetric capacity.18–21 For the Al battery systems, the
usage of aqueous electrolyte is accompanied by the hydrogen
evolution reaction as the standard reduction potential of Al3+

(�1.68 V vs. standard hydrogen electrode) is lower than that of H2O,
thus making it difficult for use in a closed system.22,23 In this
respect, the non-aqueous Al batteries with ionic liquid (IL) electro-
lytes with Al salts and organic moieties have emerged as important
alternatives.24 These room temperature ionic liquids (RTILs)25
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are used as potential electrolytes in secondary batteries owing
to their wide electrochemical window, good thermal and
chemical stability, low melting point, negligible volatility (thus
low flammability) and high ionic conductivity.26 These are salts
that exist in a liquid state below 100 1C and many are liquids at
room temperature as a consequence of weak electrostatic
interactions between cations and anions because of a greater
number of alkyl groups present on the cation such that charge
is prevented from transferring towards the anion. At present,
various ionic liquid electrolytes have been explored and most of
them have imidazolium cation moieties,27,28 whereas a few are
pyrrolidinium-29 or pyridinium-based ionic liquids. And among
these electrolytes, imidazolium organic moieties are more
favored as they offer a higher voltage and conductivity (due
to their lower viscosity at room temperature). As a result, the
AlCl3:EMIM-Cl (1-ethyl-3-methylimidazolium chloride) ionic
liquid has become the most widely used electrolyte in aluminium
batteries, where Al can be reversibly stripped and deposited with
490% coulombic efficiency, without any dendrite formation.30–33

However, the research on rechargeable Al DIBs with the RTIL
electrolyte is in the primary stage and most of the published
reports are experimental, which provide promising results, but
further understanding is required to choose better ionic liquid
electrolytes on the basis of their electrochemical window,
relative interaction of electrolytes with the corresponding cath-
odes and anodes, and interatomic characteristics such as
conductivity. In a recent study by Peljo et al., it was observed
that the electrochemical window of electrolytes is not depen-
dent upon their highest occupied molecular orbital (HOMO) or
lowest unoccupied molecular orbital (LUMO) energy positions,
but it is more related to the potential of electrolyte reduction at
negative potentials, and the potential of electrolyte oxidation at
positive potentials. However, they explored very limited systems
including the water oxidation/reduction and Fe(III)/Fe(II) couple
in aqueous solution34 and the results cannot be generalized for
each system at present. For IL electrolyte systems, one similar
study has been conducted by Wang et al., where the electro-
chemical window (ECW) was calculated for three different
halogenated imidazolium salts, 1-butyl-3-methyl imidazolium
halide (BMIM-X) (X = Cl, Br, and I) with AlCl3 systems.35 They
observed that the ECW of the IL electrolyte decreases as anion
size increases from AlCl4 - AlCl3Br - AlCl3I, with a maximum
value of 4.7 V obtained for BMIM-Cl/AlCl3. However, this study
is also limited to the variation of the anions and does not
consider the effect of cation selection. Therefore, it has further
become necessary to investigate this concept of electrochemical
stability for cation variation as well. As discussed earlier,
various IL electrolytes have already been reported experimen-
tally for Al DIBs and other metal ion batteries, but a more
systematic approach is required to choose among these ILs to
get a higher conductivity and high voltage for overall improved
battery performance.

Therefore, in this work, we have carried out a systematic
study to identify the potential ionic liquid electrolytes for Al
DIBs using first principles calculations. We have considered
a series of imidazolium organic moiety-based RTILs, such as

1-alkyl-3-methyl imidazolium chloride (Cnmim-Cl, where n = 2,
3, 4, 6, and 8) with AlCl3 salts along with other molten salt-
based electrolytes, such as, urea/AlCl3 and acetamide/AlCl3. The
suitability is explored based on the ECW of the IL electrolytes
with respect to their individual HOMO–LUMO energy levels.
Moreover, the corresponding ionic conductivity and voltage
calculations are also included to choose the efficient IL electro-
lytes for Al DIBs.

2. Computational details

First principles calculations are performed using the projected
augmented wave (PAW) method as implemented in the Vienna
ab initio simulation package (VASP) for calculating the ion core
and valence electron interaction.36–38 The exchange–correlation
potential is described by using the generalized gradient approxi-
mation of Perdew–Burke–Ernzerhof (GGA-PBE).39 An energy cut-
off of 470 eV is used for the plane waves. All the optimized
structures are obtained by fully relaxing both the atomic and
lattice positions until the Hellmann–Feynman forces of all the
atoms are smaller than 0.01 eV Å�1. The Brilliouin zone is
chosen with a Gamma centered k-point grid of 21 � 21 � 7 for
the unit cell and 3 � 3 � 1 for supercell calculations. All the
systems are fully converged for the total energy set at 10�5 eV.
The van der Waals interactions play a crucial role in layered
systems and in individual ionic liquids; therefore, we have used
the DFT-D3 approach for correction of the van der Waals
interactions, which adds the vdW correction for the potential
energy and interaction forces.40 Our optimized interlayer
spacing of graphite (3.34 Å) is in close accordance with the
experimentally reported value (3.33 Å).41

For the calculations of the HOMO and LUMO energies of the
solvation model system, the SMD solvation model42 has been
used for geometry optimization for all ILs (dielectric constant 12)
using the B3LYP/6-31++G(d,p)43,44 level of theory as implemented
in Gaussian 09.45

3. Results and discussion
3.1. Consideration of various AlCl3-based IL electrolytes

The IL electrolytes examined in our study to understand the
ECW and electrochemical properties are categorized into two
groups: (i) RTILs having identical active imidazolium cation
units with a variation in substituents, and (ii) molten ILs with
different active cation ring moieties. These considered systems
are represented in Fig. 1. The first category deals with the
substituent effect on imidazolium-based ILs, where we vary the
alkyl group of the imidazolium ring. This substituent effect by
virtue of the steric hindrance could change the intermolecular
forces between the imidazolium cation and chloroaluminate
anion (AlCl4

�). This can also lead to a variation in the physical
and chemical properties, such as conductivity, electrodeposition/
stripping of Al3+ at the anode, voltage variation and the reversi-
bility of AlCl4

� intercalation/deintercalation, and thus influences
the overall capability of the electrolyte. In this category, we have
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studied seven ionic liquid electrolyte systems, 1-ethyl-3-methyl
imidazolium chloride ([EMIM]Cl), 1-propyl-3-methyl imidazo-
lium chloride ([PMIM]Cl), 1-butyl-3-methyl imidazolium chloride
([BMIM]Cl), 1,2-dimethyl-3-propyl imidazolium chloride ([DMPI]Cl),
1-hexyl-3-methyl imidazolium chloride ([HMIM]Cl), and 1-methyl-3-
octyl imidazolium chloride ([OMIM]Cl) with AlCl3, along with
N-butyl-N-methyl pyrrolidinium chloride ([BMP]Cl). The second
category of ionic liquids involves two molten salts, urea (U) and
acetamide (AcAm) with AlCl3, where the most stable isomerase
structures ([AlCl2(U)2]/AlCl4) and ([AlCl2(AcAm)2]/AlCl4) are
considered.46 For each IL electrolyte system, we have examined
at least four thermodynamically accessible configurations
(Fig. S1, ESI†), and the thus obtained most stable orientations
(Fig. 1) are considered for further study. The most stable
orientations have Cl atoms forming the maximum number of
H-bonding interaction (within 2.5–2.9 Å bond distances) with
the nearest methylene hydrogens and N–H containing hydro-
gens in imidazolium salts and molten salts, respectively.47,48

3.1.1. Evaluation of electrochemical window (ECW). The
electrochemical window is one of the most important criteria to
evaluate the electrochemical properties in electrolyte systems.
It is defined as the difference between the cathodic and anodic
limiting potentials, which are the potentials at which the respec-
tive cathodic reduction and anodic oxidation of electrolytes
happen. The strong correlation of electrochemical potential with
the energy of frontier orbitals defines the great importance of the
electrochemical potentials for characterization of electronic
properties of molecular species. The most predictable assump-
tion is that the cathodic limiting potential (VCL) is set by the
LUMO and the anodic limiting potential (VAL) is set by the
HOMO. For the stable working of an electrolyte in batteries,

the LUMO energy level must be positioned above the anode
Fermi energy level (mA) and the HOMO energy level must be
positioned below the cathode Fermi energy (mC) level of the
electrochemical window of electrolytes, as shown in Fig. 2a. The
open-circuit voltage (VOC) of a cell is defined as the difference
between the two Fermi energy potentials, mA and mC, of the anode

and cathode as: VOC ¼
mA � mCð Þ

ne
� Eg, where e is the electronic

charge, n is the number of electrons being transferred and Eg is
the gap between the HOMO and LUMO. If in an electrolyte
system, mA is located above the LUMO, then the electrolyte
undergoes reduction to form a solid electrolyte interface (SEI),
which on excessive formation can block further anode electrolyte
reaction; similarly, if the position of mC is located below the
HOMO, then the electrolyte is oxidized with the formation of the
SEI, which will blocked further cathodic reaction.49 Therefore,
the thermodynamic stability of the electrolyte requires location
of the electrode electrochemical potentials mC and mA within the
HOMO and LUMO of the electrolyte. This is the fundamental
criterion of an electrolyte to form a stable battery system.
However, at present, there is some misconception between the
positions of the energy gap (HOMO and LUMO) and ECW of an
electrolyte, as shown in Fig. 2b.34 There is no exact relation
between the energy gap (HOMO and LUMO) and ECW, and the
actual position of the ECW is observed to lie in the HOMO–
LUMO energy gap, however not necessarily at the exact position
of the HOMO and LUMO values, as shown in Fig. 2c.

In our study, we have also tried to understand the above-
discussed relation between the HOMO–LUMO energy gap and
ECW for the considered IL electrolytes to determine suitable
electrolyte systems for more efficient Al DIBs. In order to

Fig. 1 Optimized structures of the considered ionic liquid (a–g) and molten salt (h and i) electrolytes: (a) EMIM-AlCl4, (b) PMIM-AlCl4, (c) BMIM-AlCl4,
(d) DMPI-AlCl4, (e) BMP-AlCl4, (f) HMIM-AlCl4, (g) OMIM-AlCl4, (h) [AlCl2(U)2]-AlCl4, and (i) [AlCl2(AcAm)2]-AlCl4.
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understand the underlying mechanism, we have considered the
experimentally reported work functions of both the graphite
cathode and Al anode in a vacuum medium.50,51 In this regard,
we can define the standard redox potential on the absolute
vacuum scale (AVS) by considering the virtual redox reaction
between an oxidized species in solution (S) and an electron at
rest in a vacuum (V): OxS + e�,V 2 RedS. In an absolute vacuum,
the scale standard hydrogen potential E1

2
Hþ=H2

is 4.44 V instead

of 0.0 V.52 So, now we can express the limiting Al/Al3+ potential
values (Table S1, ESI†) of all the ionic liquids in terms of the
absolute vacuum scale at pH = 7. This approach has also been
successful in understanding the molecular level arrangement of
the HOMO–LUMO positions of the electrolyte with respect to the
Fermi positions of respective electrodes.34 Hence, we have
studied the considered electrolytes in a schematic way (Fig. 3),
where we have considered the two simultaneous potential scales,

one being the absolute vacuum scale energy (eV) and the other
being the standard hydrogen electrode (SHE) for different types
of electrolytes.

For the case of the EMIM-AlCl4 electrolyte, as shown in
Fig. 3a, both cathodic (VCL) and anodic (VAL) limiting potentials
are situated between the HOMO (�7.42 eV) and LUMO
(�0.76 eV) of the electrolyte along with the electrode work functions
of the cathode (mC =�4.75 eV)50 and anode (mA =�4.17 eV)51 thus it
behaves as a stable system, as shown in Fig. 2c. According to this
energy profile, if the anodic limiting potential (VAL) is more
than 2.34 V vs. (Al/Al3+), AlCl4

� undergoes oxidation to Cl2 gas
(4AlCl4

�� 2e - Cl2 + 2Al2Cl7
�),35 and similarly, EMIM+ would

undergo reduction (EMIM+ + e - EMIM)53 if the cathodic
limiting potential (VCL) is more than �2.0 V vs. (Al/Al3+). This
results in the breakdown of reversibility of conversion reactions
in Al DIBs. A similar explanation is also applicable for all
imidazolium moiety-based electrolytes, such as PMIM-AlCl4,

Fig. 3 Schematic diagram of ECW and the HOMO–LUMO energy positions of stable electrolyte systems with respect to electrode work function for
(a) EMIM-AlCl4, (b) PMIM-AlCl4, (c) BMIM-AlCl4, (d) DMPI-AlCl4, and (e) urea-AlCl4.

Fig. 2 Schematic diagrams of electrode position with respect to the corresponding HOMO–LUMO energy levels of electrolyte where: (a) both
electrode Fermi energies (mA & mC) are placed within the HOMO–LUMO gap, and (b) correct notation for the negative and positive potential limits for the
electrolyte stability, and the energy levels of the HOMO and LUMO.34 Reproduced from Ref. 34 with permission from Royal Society of Chemistry,
Copyright 2018. (c) Stable energy profile of the electrochemical system, where cathodic limiting potential (VCL) is situated above the anode Fermi energy
level and anodic limiting potential (VAL) situated below the cathode Fermi energy level to avoid the unwanted oxidation and reduction of the electrolyte.
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BMIM-AlCl4 and DMPI-AlCl4 (Fig. 3b–d), varying with different
ECW values of 4.7 V, 4.7 V and 3.63 V, respectively, which are
experimentally verified by the reported results.35,54,55 These
observations explain why the imidazolium IL electrolytes behave
as stable electrolytes and, particularly, why EMIM-AlCl4 with a
broad electrochemical window (4.34 V) is the most preferred
electrolyte in Al ion batteries.14–16,56 The ECW is not discussed
for HMIM-AlCl4 and OMIM-AlCl4 electrolytes due to the non-
availabilty of their experimental oxidation and reduction limiting
potential values. The reduction of urea-AlCl4 is a little different
due to the existence of isomeric cationic species [AlCl2(U)2] + with
AlCl4

�. It involves a relatively lower energy barrier (0.1 eV) of
electron transfer from the oxidation limiting (VAL) potential to
the cathode, making urea-AlCl4 susceptible to oxidation along
with having a narrow electrochemical window (3.1 V) compared to
the imidazolium-based ionic liquid electrolytes (3.6–4.7 V). How-
ever, the higher availability and low cost of urea still make the
urea-AlCl4 electrolyte a fairly suitable option in Al DIBs.

We observe an altogether different behaviour of the ECW for
BMP-AlCl4 and the molten salt AcAm-AlCl4, as shown in Fig. 4.
For both systems, VCL and VAL are found to be placed above the
work functions of the cathode and anode in their respective
electrochemical window. This can lead to both oxidation of
AlCl4

� and reduction of the BMP/AcAm cation in a simulta-
neous way, which could lead to the formation of a SEI layer,
restricting the battery efficiency. As a result, the concentration
of ionic salt is not maintained constantly throughout the
reaction, leading to a breakdown of the overall reversibility of
the electrolyte in the system. The reason behind both the
reduction and oxidation can be explained by the charge analysis
of the BMP+ ring and AlCl4

�. The stability of imidazolium ring-
based systems can be correlated with the delocalization of charge
through the cation ring. Moreover, based on natural bond orbital
(NBO) charge analysis,57 we have observed that two of the nitrogen
atoms of EMIM+ have higher charges (�0.353 |e| and �0.350 |e|)
compared to the charge on the single nitrogen atom (�0.346 |e|)
in the BMP ring (Fig. S2, ESI†). This indicates a stronger inter-
action between cation and anion in the EMIM-AlCl4 system
compared to that of BMP-AlCl4. This strong interaction reflects
the less tendency of the respective cations and anions to undergo

reduction and oxidation in the EMIM-AlCl4 electrolyte com-
pared to the BMP-AlCl4 electrolyte. Overall, the BMP-AlCl4

electrolyte is an unsuitable electrolyte in the Al ion battery on
the basis of both stability and window potential (0.25 V).
However, experimentally, the electrochemical properties of
the AcAm-AlCl4 system are found to improve as a result of a
solvent effect by dichloromethane (DCM) addition.58 The solva-
tion effect is shown to drastically change the properties such as
stability and potential window and discharge capacity due to
the dilution of the electrolyte. Overall, from the electrochemical
window study, we can confirm that the EMIM-AlCl4, PMIM-
AlCl4, BMIM-AlCl4, DMPI-AlCl4 and urea-AlCl4 electrolytes are
more suitable for Al DIBs compared to the BMP-AlCl4 and
AcAm-AlCl4 electrolytes. This potential window concept can
be helpful in designing stable electrolytes with wide electro-
chemical windows for Al DIBs.

3.1.2. Ionic conductivity of ionic liquid electrolytes. Ionic
conductivity of an electrolyte plays an important role in deter-
mining its suitability in battery application. It depends upon
the mobility of the electrolyte, i.e. how fast the ions can move
inside the electrolyte, which is further related to the electro-
static interactions between the involved ions of the electrolyte.
Using an electrolyte with higher ionic conductivity improves
the rate performance of the battery by directly influencing
the charge/discharge processes. Therefore, along with the
electrochemical window, the suitability of the involved IL
electrolytes can also be determined by calculating their respec-
tive ionic conductivities. In our study, we have used the revised
form of the Stokes–Einstein equation of ionic conductivity,

k ¼ Z2Fer
6pZMw

Rþ
�1 þ R�

�1� �
, proposed by Abbott et al.59 to calcu-

late the ionic conductivities. The detailed derivation of this
revised expression of the Stokes–Einstein equation can be
understood as follows along with the discussion of important
approximations/limitations:

The conductivity of a liquid salt can be described as60

k = F(C+
0u++ C�0u�) (1)

where C+
0 = C�0 = yC, and C+

0/u+ and C�0/u� are the concen-
tration/mobility of the cation and anion, respectively.

Fig. 4 Schematic diagram of ECW and HOMO–LUMO energy position with respect to electrode work function of the unstable electrolytes (a) BMP-
AlCl4 and (b) AcAm-AlCl4.
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Therefore,

k = yFC(u+ + u�) (2)

Eqn (2) represents a modified form of the Stokes–Einstein
relation. Here, y represents the degree of dissociation varying
between 0 and 1. The approximation associated with eqn (2)
was noted in a previous study by Harris et al.61 and it assumes
that the IL behaves as an infinitely diluted solution. This
approximation does not consider the ion–solvent interactions
and assumes that the ion–ion interactions are limited to the
association to form neutral species.

A more accurate modified form of the Stokes–Einstein
relation correlates ionic transport to viscosity of the medium,

Dþ ¼
RT

6pNAZxþRþ
and D� ¼

RT

6pNAZx�R�
; (3)

where D+ and D� are the diffusivity constants of the cation and
anion, respectively, and Z is the viscosity (Table S2, ESI†). NA is
the Avogadro constant, and x+ and x� are the correction factors
obtained by taking into account the specific interaction
between the cations and anions in a salt with R+ and R� ionic
radii, respectively.

Further,

u+ = D+F/RT and u� = D�F/RT (4)

Combining eqn (2)–(4) derives a form of the Stokes–Einstein
equation as obtained by Bonhôte et al.,60 which expresses the specific
conductivity of charge in an ambient temperature IL as follows,

k ¼ yF2r
6pNAMwZ

xþRþð Þ�1þ x�R�ð Þ�1
h i

(5)

where y is the degree of dissociation, F is the Faraday constant,
r is the density and Mw is the molar mass of the IL. This
conductivity equation is observed to be in qualitative agree-
ment with the measured data, but because the values of y, x+

and x� cannot be determined accurately, the accuracy of the
theory could not be established.

Abbott et al. further derived the above-mentioned Stokes–
Einstein eqn (5) by applying hole theory.59 Hole theory is
applicable to both ionic and molecular fluids to account for
viscosity,62 which is limited by the availability of the holes.
Since the fraction of suitably sized holes in ambient-
temperature ionic liquids is very low (about 10�6), the holes
are assumed at infinite dilution. And as the migration of holes
is independent of each other, they can be described by the
Stokes–Einstein equation as

l+ = Z2Fe/6pZR+ (6)

where Z is the charge on the ion and e is the electronic charge.
As the Stokes–Einstein equation is valid for both the ions, the
molar conductivities of the ionic liquid can be written as,

L = l+ + l� (7)

Therefore, the net equation of conductivity can be written as
eqn (8), which has been used in our study to determine the

ionic conductivities of the ionic liquids.

k ¼ Z2Fer
6pZMw

Rþ
�1 þ R�

�1� �
(8)

The corresponding ionic radii are obtained by calculating the
volumes of spherical structures of both cation and anion and are
in accordance with the experimental values (Table S3, ESI†).

The above conductivity equation is basically derived for
noninteracting ions, as in an infinitely diluted electrolyte
solution. However, in reality, mass, charge, momentum, and
energy transport processes in the ionic liquids and molten salts
involve correlated interionic collisions, caging, and vortex motions.
Therefore, the calculated conductivities cannot be expected to
exactly match with the measured conductivities but do provide
qualitative values. Here, we consider the molar ratio of 1 : 1
(AlCl3 : salt) of the IL electrolyte. This is because for an IL ratio
higher than 1 : 1, the deviation from the Stokes–Einstein
equation is more prominent due to the stronger ion–solvent
interactions, which are difficult to ignore.61

The calculated ionic conductivities for the IL electrolytes
under investigation are plotted in Fig. 5.

We observe that for the case of the imidazolium cation
moiety-based RTIL electrolytes, as the size of the alkyl chain
(R+) increases from ethyl (EMIM) to octyl (OMIM), the conduc-
tivity of the IL electrolyte gradually diminishes with a max-
imum conductivity of 14.1 mS cm�1 for EMIM-AlCl4, and this
trend is in accordance with that of a previously reported
study.63 From eqn (8), we can clearly observe that the resultant
conductivity mainly varies with the density, viscosity, molecular
weight and the ionic radii of the considered ionic salts. And, for
the imidazolium cation-based room temperature IL electro-
lytes, the decrease of the conductivity with the alkyl chain
length is the result of the decreasing density of the ionic liquids
from ethyl (EMIM) to octyl (OMIM), while the opposite trend is
observed for viscosity, because of the longer aliphatic chain
resulting in increased viscosity. The variation in density can be
correlated with the packing efficiency of the molecules, which
decreases with the increase in the size of the alkyl substitution
of the imidazolium ring and thus results in an overall decrease

Fig. 5 Variation of ionic conductivity of the considered IL electrolytes.
Here, the dark green and red colors represent the higher and lower ionic
conductivity values, respectively.
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in ionic conductivity. On the other hand, the origin of the
viscosity trend is likely to be more complex, as it is measured by
the internal friction in the system, however a number of
parameters contribute to it, such as molecular shape, size,
molar mass, temperature and the forces between the ions. In
this case, the increase in viscosity could be the resultant
combination of the increase in the alkyl chain length, which
can restrict their movement in electrolyte, and the increase in
dispersion forces due to an overall increase of the molar
volume of the electrolyte system. As a result, there is a gradual
decrease in the ionic mobility of the ions and the overall ionic
conductivity.

In the case of the BMP-AlCl4 electrolyte, due to the non-
availability of the physical terms such as density and viscosity,
we could not calculate the conductivity, however its conductiv-
ity is expected to be much smaller (having a larger size) than
that of the EMIM-AlCl4 system.64

However, for the case of the molten salt systems such as
urea-AlCl4 (7.9 mS cm�1) and AcAm-AlCl4 (3.4 mS cm�1), the
observed conductivities are lower than those of the room
temperature IL electrolytes, even though they operate at higher
temperatures and generally have lower viscosities. In the case of
both urea and AcAm, the larger cation size (R+) and molecular

weight are the predominant factors, which reduce the overall
conductivities compared to the contribution of the lower visc-
osity values at higher temperatures. The conductivity of the
urea-AlCl4 system is much higher than that of the AcAm-AlCl4

system due to the lower molecular weight, higher density and
small cation size. Moreover, in a recent report, Michael Angell
et al. have also shown that AlCl3 containing urea derivatives
such as N-methyl urea and its salts act as preferential electro-
lytes having higher ionic conductivities in Al-DIBs due to their
lower viscosities.65

Overall, from the ionic conductivity calculations, we con-
clude that the RTIL electrolytes with smaller alkyl substituents
and higher conductivity are superior choices for rechargeable
battery electrolytes. Especially, the highest ionic conductivity of
EMIM-AlCl4 could be one of the reasons for its selective choice
in most of the experimental studies of Al DIBs.14–17,66 However,
in a recent study of Al DIBs by Yang et al., it was observed that
the PMIM-AlCl4 system behaves as a more suitable electrolyte
with 100% coulombic efficiency compared to the EMIM-AlCl4

(95%) system.14,63 And, our study also shows that the ionic
conductivity of the PMIM-AlCl4 system is quite high (12.4 mS cm�1).
Therefore, we believe that PMIM-AlCl4 can also be utilized
as a suitable next generation electrolyte instead of EMIM-AlCl4

in Al DIBs.

3.2. Voltage characteristics

Unlike the metal-ion batteries, the electrolyte in Al DIBs deter-
mines the voltage, not only in terms of deciding the

electrochemical window, but also by actively participating in
the net electrochemical reaction of charging and discharging.
Therefore, the potential applicability of the IL electrolytes can
also be concluded on the basis of the overall voltage. In the
voltage calculation, we have considered the AlCl3/cation for
ionic liquid electrolytes with a molar ratio 41 : 1 to have extra
AlCl3 for generation of the Al2Cl7 ion, which takes part in the
charge/discharge reaction mechanism.

The reaction mechanism of Al DIBs involves the intercalation/
deintercalation of AlCl4

� at the cathode and electrodeposition/
stripping of Al metal at the anode during the charge/
discharge process. The net charge/discharge reaction involving
the conversion reactions between AlCl4

� and Al2Cl7
� is given

below.

Al + 7AlCl4
� 2 4Al2Cl7

� + 3e� (anode) (9)

Cn[AlCl4] + e� 2 Cn + AlCl4
� (cathode) (10)

For previously studied Al DIBs, the voltage eqn (11) was
successfully observed to give quite accurate voltage values in
accordance with the corresponding experimental voltage range.
Therefore, for the comparative study of the IL electrolytes, we
also used the following equation to calculate the voltage.

where E[(AlCl4)xCn], E[(cation)+AlCl4
�] and E[(cation)+Al2Cl7

�] are the total
energies of the AlCl4

� intercalated graphite system,
(cation)+AlCl4

� and (cation)+Al2Cl7
�, respectively. EAl is the total

energy of a single Al atom in a bulk fcc structure and ECn
is the

total energy of the graphite system. The energies E[(cation)+AlCl4
�]

and E[(cation)+Al2Cl7
�] are calculated by optimizing (cation)+AlCl4

�

and (cation)+Al2Cl7
� as molecular species due to the non-

availability of their crystal structures. The optimized structures
of the individual (cation)+Al2Cl7

� pairs along with their total
energies are given in Fig. S3, ESI.†

In this study, to compare the voltage of the considered IL
electrolytes, we have studied a stage-1 AlCl4

� intercalated
graphite system with the C18[AlCl4] formula unit,68 constructed
using a 3 � 3 � 1 supercell of graphite. We observe that for the
imidazolium-based IL electrolytes, the voltage does not vary in a
monotonic fashion when increasing the alkyl chain length, as
shown in Table 1, where the highest voltage of 2.46 V is
calculated for HMIM-AlCl4. Further, the calculated voltages
for the widely used electrolytes, EMIM-AlCl4, BMIM-AlCl4 and
DMPI-AlCl4, for Al dual-ion batteries are 2.25 V, 2.40 V and
2.24 V, respectively, which are also in close accordance with the
experimentally reported voltage ranges of 2.25–2.0 V, 2.3–1.98 V
and 2.0–1.7 V, respectively.14,55,67 On the other hand, the
molten salt electrolytes, urea-AlCl4 and AcAm-AlCl4, are also
observed to have similar ranges to that of the RTIL electrolytes
with the voltage values of 2.35 V and 2.21 V, respectively,
which closely resemble their experimentally reported values
of 2.3–1.9 V and 2.3–2.0 V, respectively.58,65

V ¼

3

x
ECn þ 4E ðcationÞþAl2Cl7

�½ �

� �
� 3

x
E AlCl4ð ÞxCn½ � þ 4E ðcationÞþAlCl4

�½ � þ EAl

� �

z

2
664

3
775 (11)
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The voltage analysis shows that all the considered IL elec-
trolytes provide similar voltages ranging from 2.21 to 2.46 V and
the suitability of the electrolyte cannot be directly concluded
from the voltage alone as other factors such as conductivity and
electrochemical stability also have an equal deciding role. For
example, even though HMIM-AlCl4 has a high voltage value of
2.46 V, it cannot be used as a preferential electrolyte in Al DIBs
as its ionic conductivity value (4.6 mS cm�1) is very low.

Based on all three properties, electrochemical window, conduc-
tivity and voltage analyzed in this report, we can conclude that
EMIM-AlCl4, PMIM-AlCl4, BMIM-AlCl4, DMPI-AlCl4 and urea-AlCl4
have desirable characteristics for use as an electrolyte in Al DIBs
possessing a suitably large electrochemical window (4.38 V, 4.7 V,
4.7 V, 3.63 V, and 3.1 V) and high conductivities (14.1, 12.4, 8.9, 6.6,
and 7.9 mS cm�1) as well as reasonably high voltages (2.25 V, 2.38 V,
2.40 V, 2.24 V, and 2.35 V), respectively. Our study also provides a
reason for the preferential use of the EMIM-AlCl4 electrolyte in
various experimental Al DIBs. Moreover, another important IL
electrolyte, which can be further used in Al DIBs, is PMIM-AlCl4,
which offers a sufficiently high voltage (2.38 V), electrochemical
window (4.7 V) and reasonably high conductivity (12.4 mS cm�1) like
EMIM-AlCl4 and was also observed to show better coulombic
efficiency than EMIM-AlCl4 in a recent experimental report.63

4. Conclusion and outlook

In conclusion, we have systematically identified suitable ionic
liquid and molten salt electrolytes for Al dual-ion batteries
(DIBs) by analyzing the characteristics, such as electrochemical
window, ionic conductivities and voltages. Here, we study a
series of imidazolium-based AlCl3 salt electrolytes by varying
the alkyl substituent in the imidazolium ring cation and molten
salt electrolytes, such as urea/AlCl3, and acetamide/AlCl3. We
initiated the study by analyzing the misconception of the
relation between the HOMO–LUMO energy gap and the electro-
chemical window (ECW) of electrolytes, which states that the
ECW values are not the same as the energy positions of the
HOMO–LUMO, but in actuality they reside inside the HOMO–
LUMO gap. In our considered systems, the imidazolium
moiety-based ionic liquids such as EMIM-AlCl4 (4.34 V),
PMIM-AlCl4 (4.7 V), BMIM-AlCl4 (4.7 V), and DMPI-AlCl4 (3.63 V)
are observed to have high ECW values indicating their higher

stability towards both cation reduction and anion oxidation. On
the other hand, the pyrrolidinium moiety-based BMP-AlCl4 fur-
nishes a small ECW (0.25 V) and is more susceptible to both
oxidation of AlCl4

� and reduction of BMP+, which could obstruct
further reaction on the electrode through SEI formation. In the
case of the molten salt electrolytes, urea-AlCl4 can be considered
as a suitable electrolyte for Al DIBs with a broad ECW (3.1 V)
compared to a smaller ECW (2.1 V) of the AcAm-AlCl4 electrolyte.
The second characteristic, the ionic conductivity, which is gov-
erned by factors such as viscosity, temperature and cation–anion
size of the IL electrolyte, also shows varying values for the
considered IL electrolytes. In the case of the imidazolium-based
ionic liquids, the ionic conductivity decreases from EMIM-AlCl4
(14.1 mS cm�1) to OMIM-AlCl4 (4.1 mS cm�1) with the increase in
the alkyl chain length of the cation due to an abrupt increase of
the cation size, which is in good agreement with a previous
report.63 We observe that the ionic conductivity also favors the
urea-AlCl4 molten salt with higher conductivity (7.9 mS cm�1)
compared to AcAm-AlCl4 (3.4 mS cm�1) as a result of the higher
density and lower molecular weight and lower cationic size of the
urea+ ion. The third characteristic is the average voltage, which is
observed to show very similar output values for all the studied IL
electrolytes within the range of 2.4–2.2 V, showing good agree-
ment with the experimentally reported voltages (2.3–1.7 V). Our
results clearly explain the preferential usage of EMIM-AlCl4 in Al
DIB technology as it furnishes a large ECW, higher conductivity
and increased voltage. Other than that, we believe that PMIM-
AlCl4 could also be a preferable choice as it not only shows a
higher ECW value (4.7 V) and high ionic conductivity (12.4 mS cm�1)
but also provides a higher coulombic efficiency compared to
that of EMIM-AlCl4 as observed in a recent experimental study.56

Additionally, the molten salt (specially the urea containing salt)
ionic liquid could also be useful in Al DIBs in terms of practical
applications compared to the costly imidazolium-based ionic
liquids. Overall, these results provide an in-depth understanding
to design an efficient electrolyte with suitable electrochemical
properties for Al DIBs.
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