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evaporated Ag and ZnO seed layers†
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In this study, ZnO nanowires with diameters ranging from 50 nm to 500 nm have been synthesized
hydrothermally on Ag and ZnO seed layers deposited by electron beam evaporation. ZnO nanowires
grown on hetero and homo interfaces have been studied by comparing the growth characteristics of (a)
ZnO nanowires on the Ag seed layer and (b) ZnO nanowires grown on the ZnO seed layer, respectively.
The surface morphology of the as-evaporated seed layers before the nanowire growth has been
investigated. Electron backscatter diﬀraction (EBSD) has been employed to examine the crystallinity of
ZnO nanowires. In addition, the integrity of the Ag–ZnO heterointerface has been investigated using
high-resolution transmission electron microscopy (HR-TEM). The length, diameter, density, and
alignment of nanowires grown on Ag and ZnO seed layers have been studied as a function of growth
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time from 0.5 hours to 18 hours and precursor concentration from 5 mM to 18 mM. Furthermore, for
both the Ag–ZnO nanowire heterostructure and ZnO–ZnO nanowire homostructure, the role of defects
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in the optical properties in the wavelength range of 517 nm to 900 nm has been studied using
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photoluminescence (PL) spectroscopy.

I.

Introduction

Recently, one dimensional (1D) materials with diﬀerent properties have been employed to perform a range of functions. 1D
Zinc Oxide (ZnO), as a wide band gap semiconductor with a 60
meV binding energy at room temperature,1 has been considered
one of the most promising materials and has been developed
for various applications such as piezoelectric,2,3 optoelectronic,4,5 and electrochemical devices.6 In the past decade, the
hydrothermal growth, a low temperature bottom-up wet
chemical synthesis method, of 1D ZnO nanostructures has
drawn much attention. ZnO nanowires (NWs) have been grown
hydrothermally on diﬀerent substrates.7–9 Generally, a seed
layer is required to grow NWs. In the literature, seed layers can
be deposited by sol–gel10 (spin-casting the ZnO nanoparticles),
sputtering,11 and vacuum evaporation12 techniques. The seed
layers can be classied into two types: homo and hetero seed
layers. For instance, ZnO nanoparticles10,13 or thin lms11 can be
treated as homostructures with ZnO NWs, while thin-lm silver
(Ag),14 gold (Au),15 copper (Cu)16 and gallium nitride (GaN)17 can
serve as the heteroepitaxial seed layer to grow ZnO NWs due to
the low lattice mismatch with the wurtzite crystal structure of
ZnO. The hetero growth cases have also been called seedless
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growth.17–19 During the fabrication process, a proper seed layer
should be chosen to meet the specic requirement for diﬀerent
applications. For example, ZnO NWs grown on a ZnO homo
seed layer have been chosen as a photocatalyst due to the
possibility of controlling the NWs' structures and the presence
of fewer impurities associated with the ZnO NWs grown on the
ZnO seed layer.20 However, the semiconducting characteristics
of the ZnO thin-lm seed layer may not be desirable under
certain circumstances when direct electrical contact with low
resistivity between ZnO NWs and the substrate is needed, such
as in nano-generators and piezo-gated transistors.18 In such
cases, metal hetero seed layers such as Ag thin lms would be
a better choice. Most recently, heterostructures based on ZnO
NWs and other promising materials such as two-dimensional
(2D) materials have drawn much interest due to the large
potential in developing these material structures for diﬀerent
types of applications.21–23 However, study of the hydrothermal
heteroepitaxy mechanism still requires more eﬀort.
Over the past few decades, the sol–gel method and sputtering have been the most common methods to synthesize the
thin-lm seed layer for ZnO NW growth. The hydrothermal
growth behaviour of ZnO NWs on diﬀerent seed layers prepared
with the sol–gel method and sputtering has been studied
systematically by other researchers.24,25 The deposition parameters of the seed layer such as deposition rate can be adjusted to
control the surface morphology, and subsequently, control the
nature of the ZnO NWs. In our work, we introduce electron
beam (e-beam) evaporated Ag and ZnO thin lms as the seed
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layers to synthesize ZnO NWs. There are several reasons to use
e-beam evaporation instead of the sol–gel method and sputtering as the deposition method. The sol–gel method can
produce a ZnO homo seed layer only, and the use of alkaline
solutions like sodium hydroxide (NaOH)10 or ammonium
hydroxide26 to produce the ZnO nanoparticles may be incompatible with certain microfabrication processes. In addition,
compared to sputtering, e-beam evaporation has a better
directionality, and it is easier to control the crystalline structure
and the surface roughness of the thin-lm.27 As a very popular
deposition method in current very-large-scale (VLS) microfabrication,28 e-beam evaporation can be an alternative method
to prepare high-quality seed layers to grow ZnO NWs, and it is
suitable for pattern denition in high-resolution lithography.29,30 However, studies on e-beam evaporated thin-lms as
the seed layer to grow ZnO NWs and the mechanism of ZnO NW
growth on e-beam evaporated homo and hetero seed layers are
still limited in the existing literature.
In this paper, ZnO NW growth on Ag and ZnO seed layers
prepared by e-beam evaporation has been studied systematically. The surface roughness and grain size of the e-beam
evaporated Ag and ZnO thin-lm seed layers before NW
growth have been investigated. The dependence of the initial
nucleation of ZnO NWs on the surface properties of both Ag and
ZnO seed layers has been investigated by studying the NWs
grown within a 0.5 hour growth time. The Electron Backscatter
Diﬀraction (EBSD) technique has been employed to examine
the crystallinity of ZnO NWs grown on both Ag and ZnO seed
layers. A high-resolution transmission electron microscope
(HR-TEM) has been used to study the initial heterointerface
between ZnO NWs and the Ag seed layer. The length, diameter,
density, and alignment of nanowires on diﬀerent seed layers as
a function of growth time from 0.5 hours to 18 hours and
precursor concentrations from 5 mM to 18 mM have been
analysed. Furthermore, for both the Ag–ZnO NW heterostructure and ZnO–ZnO NW homostructure, the role of defects
in the optical properties as a function of growth time and
precursor concentration has been studied using photoluminescence (PL) spectroscopy in the wavelength range of
517 nm to 900 nm.

II.

Experimental

A. Substrate preparation and e-beam evaporation of the Ag
and ZnO seed layers
Firstly, 3 inch silicon (Si) wafers have been cleaned with
acetone, isopropyl alcohol (IPA) and deionized (DI) water in an
ultrasonic bay each for 3 min and dried with a N2 gun. A 10 nm
titanium layer has been deposited to increase the adhesion
between seed layers and Si substrates. Two diﬀerent seed layers
(Ag and ZnO) have been evaporated on two separate groups of
samples. The starting vacuum pressure has been set at 2  106
torr, and the e-beam voltage has been xed at 10 kV with 3%
output power, which can result in a deposition rate of 1 Å s1.
The thickness of the seed layer thin-lm has been controlled by
deposition time. Ag and ZnO thin-lms of 50 nm have been
deposited. In addition, for the Ag hetero seed layer, samples
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with thicknesses from 50 nm to 100 nm have been used to
investigate the relationship between the surface properties and
the thickness of the Ag seed layer.
B.

ZnO NW hydrothermal growth

Aer the seed layer deposition, 3 inch Si wafers have been diced
into 1 cm2 chips for hydrothermal growth. ZnO NWs have been
grown hydrothermally in 1 : 1 zinc nitrate hexahydrate
(Zn(NO3)2$6H2O) and HMTA (hexamethylenetetramine) mixed
in DI water at 90  C. Two groups of experiments have been
performed on both Ag and ZnO seed layers as a function of (a)
growth time (no preheating), which has been varied from 0.5
hours to 18 hours with the precursor concentration xed at
40 mM; (b) the equimolar concentrations of the chemical
precursors, which have been modied from 5 mM to 80 mM,
with a xed growth time of 18 hours.
C.

Characterisation

Atomic force microscopy (AFM) has been used to characterise
the roughness and grain size of the as-deposited Ag and ZnO
surface. Aer the hydrothermal growth, scanning electron
microscopy (SEM), together with energy-dispersive X-ray spectroscopy (EDX), has been used to characterise the length,
diameter, density, and alignment of the ZnO NWs. The data
from SEM micrographs have been analysed using the ImageJ
program. EBSD and cross-sectional HR-TEM have been used to
examine the crystallinity of ZnO NWs. EBSD data have been
analysed using the AZtecHKL program and MTEX program.31
For HR-TEM sample preparation, the focused ion beam (FIB)
technique has been used to extract the ZnO NW–Ag heterointerface and transfer it to a copper grid; the details have been
presented in the ESI.† In addition, PL spectra in the wavelength
range of 517 nm to 900 nm have been obtained on both Ag
seeded ZnO NWs and ZnO seeded ZnO NWs grown with
diﬀerent growth times and precursor concentrations.

III.

Results and discussion

A. Surface roughness and grain size of the e-beam
evaporated Ag and ZnO seed layer
The surface roughness and grain size of the e-beam evaporated
thin-lm seed layers before the hydrothermal growth of ZnO
NWs have been investigated. Table 1 shows the average
roughness and grain size of the Ag seed layer with thicknesses
from 50 nm to 100 nm, together with a 50 nm ZnO seed layer. It
can be seen that both 50 nm Ag and 50 nm ZnO thin-lms are
relatively smooth with a surface roughness between 1 nm and
2 nm. The roughness of all the seed layers deposited by e-beam
evaporation is around 1 nm to 3 nm, and the grain diameter of
all the seed layers is in the range between 28 nm and 44 nm. The
observation of the similar surface roughness and grain size of
all these seed layers is possibly because the evaporation rates for
all the seed layers have been xed at 1 Å s1, consistent with the
literature; the deposition rate is one of the most critical factors
controlling the surface roughness and grain size of the e-beam
evaporated thin-lm.32,33
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Table 1

Paper

Surface properties of evaporated seed layers and initial diameters of ZnO NWsa

The thickness of
the evaporated seed layer

Average roughness
Ra (nm)

Grain diameter (nm)
(10 nm)

0.5 hours of NW growth,
average diameters of NWs (10 nm)

50 nm Ag
75 nm Ag
100 nm Ag
50 nm ZnO

1.19
1.52
2.60
1.96

30
28
44
44

130
170
260
45

a

The NWs' growth, with a precursor concentration of 40 mM, at 90  C.

As for the inuence of the thickness of the Ag seed layer on
the surface roughness, the average roughness has been found to
increase from 1.19 nm to 2.6 nm as the thickness of the Ag seed
layer increases from 50 nm to 100 nm. In addition, no apparent
relationship between the grain size and the thickness of the Ag
seed layer has been found.
B. The inuence of the surface morphology of Ag and ZnO
seed layers on the initial diameter of the as-grown ZnO NWs
The dependence of the initial nucleation diameter of ZnO NWs
on the surface morphology of Ag and ZnO seed layers has been
studied by investigating the diameter of ZnO NWs with a 0.5
hour growth time. The reason for using the data of the 0.5 hour
ZnO NWs' diameter is because 0.5 hours can be assumed to be
the initial state of hydrothermal growth since it normally takes
6–18 hours to reach the saturation state of ZnO NW growth (a
precursor concentration of 20 mM–40 mM and temperature of
90  C).24,34 Table 1 shows average diameters of ZnO NWs grown
on Ag and ZnO seed layers aer 0.5 hours. It can be seen in
Table 1 that in general, for the Ag seed layers, the ZnO NWs have
an average initial diameter of around 130 nm to 260 nm, which
are about 4–6 times higher than the grain size of the Ag seed
layer, while the ZnO NWs grown on the ZnO seed layer have
a similar initial diameter to the grain size of the seed layer,
which is around 45 nm. In addition, Fig. 1 shows the AFM and

Fig. 1 AFM and SEM (top view) images of the initial state (40 mM,
90  C, 0.5 hours) ZnO nanocrystals grown on the 50 nm patterned Ag
seed layer (a) and (c); ZnO seed layer (b) and (d). In (d), the high
magniﬁcation SEM image is shown in the inset.
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SEM images of NWs grown for 0.5 hours. It can be seen in Fig. 1
that the density of the NWs grown on the ZnO seed layer is
signicantly higher than that of NWs grown on the Ag seed
layer. Meanwhile, NWs grown on the ZnO seed layer are
observed to be more vertically aligned than NWs grown on the
Ag seed layer. These observations are signicant since the
interaction of the interface between the ZnO NWs and the Ag
(hetero) or ZnO (homo) seed layers appears to play an essential
role in determining the initial diameter of ZnO NWs.
For ZnO NWs grown on the Ag seed layer, a heterointerface of
Ag–ZnO would be required to be formed rst during the initial
state of hydrothermal growth; a 130 nm initial nucleation
diameter of ZnO NWs has been observed on the Ag thin-lm
with a grain size of 30 nm, and the density of nucleated
grains is observed to be much lower than that of ZnO NWs
grown on the ZnO homo seed layer. The presence of lattice
mismatch between the Ag thin-lm and ZnO NWs will lead to
a relatively large nucleation heterogeneous energy barrier,35,36
and the Ag grains have relatively random orientations. Therefore, compared to ZnO seeded NWs, a larger initial diameter
may be formed to overcome the heterogeneous energy barrier
and compensate for the randomly oriented Ag grains. Apart
from ZnO NWs grown on the Ag hetero seed layer, in the literature, NWs grown directly on Si and graphene have also been
reported to have a relatively larger diameter and lower density
than homo seed growth under the same growth conditions.35,37
In addition, from our results in Table 1, the initial nucleation
diameter of ZnO NWs shows a dependence on the roughness of
the Ag thin-lm rather than the grain size of the Ag thin-lm, as
the diameters of 0.5 hour NWs have been seen to increase from
130 nm to 260 nm when the roughness of the Ag thin-lm
increases from 1.19 nm to 2.60 nm. One possible explanation
is that the surface with a larger roughness may have more
vacancies that can absorb and receive atoms, aﬀecting the
nucleation diameter of ZnO NWs.36
As for the ZnO homo seed layer, the ZnO thin-lm deposited
by e-beam evaporation has (002) grains with relatively high
density,32 which may be perfectly matched with the basal plane
) of hydrothermal ZnO nanocrystals. Thus, in our case, the
(0001
grain size of the seed layer thin-lm (44 nm) is similar to the
initial diameters of the grown crystals (45 nm), and the density
of nucleated grains has been found to be very high. In our
opinion, the grain size of the ZnO seed layer plays an important
role on the initial diameter of the ZnO NWs. Other researchers
have reported similar results of ZnO NWs grown on seed layers
prepared by spin-casting ZnO nanoparticles: the grain size of
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the ZnO homo seed layer has an almost linear relationship with
the diameter of ZnO NWs grown aer 3 hours,38 which indicates
the dominant role of the ZnO seed grain size on the initial
nucleation diameter of ZnO NWs.
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C.

Crystal structure and crystallinity of ZnO NWs

EBSD has been performed to investigate the crystallinity of ZnO
NWs (18 hours, 40 mM) grown on both Ag and ZnO seed layers.
The results are presented in Fig. 2.
Fig. 2(a) shows the crystal facets of wurtzite ZnO NWs based
on the literature.39 Fig. 2(b) and (d) show the diﬀraction pattern
formed by our electron beam interacting with a single point on
the 70 tilted ZnO NW sample on the Ag and ZnO seed layer,
respectively. Assisted by the program AZtecHKL, the diﬀraction
pattern can be tted with the wurtzite ZnO crystal structure
(hexagonal crystal, unit cell a ¼ b ¼ 3.29 Å, c ¼ 5.31 Å).1 The
successful detection of the electron diﬀraction pattern and the
tting of crystal atomic parameters in the diﬀraction pattern
indicate that the ZnO NWs exist in the form of wurtzite crystals.
In addition, an area of single crystal grains from ZnO NWs
grown on both Ag and ZnO seed layers has been mapped, and
data from single ZnO grains has been plotted in the pole gure
(Fig. 2(c) and (e)) with the assistance of the MTEX program.31 It
can be seen that for ZnO NWs grown on both Ag and ZnO, the
data points (normal direction projected on the unit sphere) of
the (0001) crystal facet are all gathered in the centre of the pole
0) crystal facet are
gures, and the data points of the (101
gathered on the side of the top-view unit sphere, with a very
regular hexagonal shape. The pole gures indicate that ZnO
NWs grown on both Ag and ZnO seed layers are vertically
oriented single crystals along the [0001] direction.
In addition, the initial ZnO crystal atomic layers formed on
the Ag hetero seed layer have been studied by cross-sectional
TEM. The Pt coated ZnO nanostructure with 0.5 hour hydrothermal growth is extracted and thinned by FIB and transferred
onto a copper grid. The result is presented in Fig. 3.
The low-magnication TEM image in Fig. 3(a) shows that the
Ag thin-lm has non-uniform grains on the surface, and the

Fig. 2 EBSD result of ZnO NWs grown on Ag and ZnO seed layers at
40 mM, 18 hours, and 90  C. (a) Idealized growth habit of the ZnO
crystal (adapted from ref. 39: W. J. Li et al., J Cryst Growth, 1999).
Electron diﬀraction pattern of a single point detected on ZnO NWs: (b)
ZnO NWs grown on Ag and (d) ZnO NWs grown on ZnO. Pole ﬁgures
of the (0001) crystal facet and (1010) crystal facet, mapped from
a single ZnO grain: (c) ZnO NWs grown on Ag and (e) ZnO NWs grown
on ZnO.

This journal is © The Royal Society of Chemistry 2020

Fig. 3 (a) Low-magniﬁcation TEM image of ZnO NWs grown on the Ag
seed layer at 40 mM, 0.5 hours, and 90  C. (b) HR-TEM image of the
middle of the ZnO nanostructure (position 1). (c) HR-TEM image of the
interface between ZnO and Ag (position 2).

growth direction of ZnO NWs is observed to have a mis-aligned
angle to the normal direction of the substrate. For the middle of
the ZnO structure (point 1), the HR-TEM image (Fig. 3(b))
conrms that the ZnO is single crystalline and grows epitaxially
along the [0001] direction. As for the heterointerface (position 2)
shown in Fig. 3(c), [0001] oriented ZnO has been observed to
grow epitaxially directly on Ag with a (111) facet. However, as
can be seen in Fig. 3(c), the crystal quality of ZnO in the rst few
nanometres at the heterointerface is observed to be poor, which
is probably due to the lattice defects driven by the presence of
lattice mismatch and the polycrystalline nature of the Ag thinlm.
The overall HR-TEM results indicate the initial nucleation
mechanism of heteroepitaxial growth of ZnO NWs on Ag. The
[0001] oriented ZnO crystal has been reported to form preferentially on the [111] oriented Ag grains due to the low lattice
mismatch and minimum surface energy.35,40 Our e-beam evaporated thin-lm Ag possesses a polycrystalline structure, and as
can be seen in Fig. 3(a) and (c), Ag grains have relatively random
orientations on the surface. At the initial stage of hydrothermal
growth, the [0001] oriented ZnO crystals will match with some
of the Ag grains with the main orientation of [111] and
stochastically nucleated in these positions. The rst few atomic
layers at the heterointerface may possess a poor crystal quality
at the interface due to the presence of low lattice mismatch. The
initial growth direction of ZnO NWs is dened by the orientation of (111) Ag facets, and aer the nucleation of the initial
layers on these (111) Ag facets, ZnO will grow layer-by-layer
homogeneously along the [0001] direction with a better crystal
quality than the heterointerface.
For the ZnO homo seed layer, some other researchers have
obtained the cross-sectional TEM image at the interface
between the ZnO seed layer and NWs, and it has been found
that ZnO nanowires are grown homoepitaxially on the (002) ZnO
seed layer thin-lm without clear phase change.38 Together with
our results on the Ag–ZnO heterointerface, the relationship
between seed layers and the as-grown ZnO NWs is clearer. Both
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Ag and ZnO seed layers can oﬀer nucleation sites, either due to
low lattice mismatch facets with [0001] ZnO NWs (Ag seed layer,
(111) Ag facets) or due to directly matched ZnO facets with
[0001] ZnO NWs (ZnO seed layer, (002) ZnO facets). The crystal
quality and the orientation of the seed grains will dominate the
initial growth direction of ZnO NWs.
D.

ZnO NWs as a function of diﬀerent growth times

1. Length and diameter of NWs with diﬀerent growth
times. ZnO NW growth as a function of diﬀerent growth times
from 0.5 hours to 18 hours has been studied; the length and the
diameter of NWs grown on both Ag and ZnO seed layers have
been collected from SEM images and are shown in Fig. 4(a) and
(b). During the experiments, the temperature has been xed at
90  C, and the precursor concentration has been xed at 40 mM.
Fig. 4(a) shows that the length of ZnO NWs grown on both Ag
and ZnO seed layers starts to increase once the samples are
placed in the precursor solution. From the slope of the length
curves, it can be observed that the length increases with an
overall decreasing growth rate. The growth process is observed
to be saturated aer a particular time, which is in the range of
8–12 hours for the Ag seed layer and 6 hours for the ZnO seed
layer. Fig. 4(b) shows the dependence of the NWs' diameter on
growth time for both Ag and ZnO seed layers. During the rst
few hours, the diameter is found to increase very slowly; then,
the diameter can be observed to increase signicantly from 3
hours; nally, the diameter is seen to be saturated. The overall
trend of NWs' hydrothermal growth on our e-beam evaporated
seed layers agrees with the general trend of the NWs grown
hydrothermally on the seed layer prepared by spin-casting
nanoparticles24 and RF sputtering.41
Generally, the hydrothermal growth of ZnO NWs includes
both physical and chemical processes with complex interactions and uncertainties. The critical diﬀerence between NWs
grown on hetero and homo seed layers lies in the nucleation of
the initial ZnO atomic layers at diﬀerent interfaces. The ZnO
NWs on both Ag and ZnO seed layers are all homo-nucleated
once the initial ZnO atomic layer has been formed. Aer
a certain time, thermodynamic equilibrium will be reached
when the overall Gibbs free energy remains unchanged; then
the ZnO NWs' diameter, length, and density will become saturated.34,42 In our hydrothermal growth case, for NWs grown on
the Ag seed layer, it takes around 8–12 hours from a 130 nm

ZnO NWs' (a) length and (b) diameter as a function of growth
time; the growth temperature has been ﬁxed at 90  C and the
precursor's concentration has been ﬁxed at 40 mM.
Fig. 4
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initial nucleation diameter to reach the saturated state (3 mm
length, 260 nm diameter), and 6 hours for NWs grown on the
ZnO homo seed layer from a 45 nm initial nucleation diameter
to achieve the maximum size (2.1 mm, 160 nm diameter). ZnO
NWs grown on the Ag hetero seed layer are observed to take
a longer time to reach the saturated state and have a longer
saturated length and larger saturated diameter compared to the
NWs grown on the ZnO homo seed layer. The Ag thin lm has
a rough surface and randomly oriented grains, which may lead
to a larger initial diameter on the Ag seed layer as already
described. The larger initial diameter of the Ag–ZnO heterointerface may cause a larger saturated diameter when the
thermodynamic equilibrium is reached, and it may require
a longer time to reach the thermodynamic equilibrium for ZnO
NWs grown on the Ag hetero seed layer compared to the ZnO
homo seed layer.
2. Density and alignment of NWs with diﬀerent growth
times. The density and alignment of NWs with diﬀerent growth
times have been analysed based on the 45 tilted view SEM
images shown in Fig. 5. As seen in Fig. 5, the behaviour of ZnO
NW growth on Ag hetero and ZnO homo seed layers has been
found to be signicantly diﬀerent.
For the Ag seeded ZnO NWs, at 1 hour, only a few NWs with
a smaller size grow. Relatively random alignment has been
observed (Fig. 5(a)), which is probably due to the random
orientation of (111) Ag facets. Aer around 3 hours, more NWs
are observed to be nucleated, and the NWs become longer and
start to interact with each other (Fig. 5(b)). When the growth
time increases further, although the area coverage of NWs
increases, the density in a xed area decreases due to the
increasing diameter of NWs, the limited space and the
combined growth of separated NWs, consistent with the results
reported by others.19 It is worth noting that the NWs' alignment

Fig. 5 ZnO NWs grown as a function of diﬀerent times (45 tilted,
temperature of 90  C, precursor concentration of 40 mM), on Ag: (a) 1
hour, (b) 3 hours, and (c) 18 hours; on ZnO: (d) 1 hour with the high
magniﬁcation image in the inset, (e) 3 hours, and (f) 18 hours.
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improves signicantly when the saturated state has been
reached (Fig. 5(c)).
For the ZnO NWs grown on the ZnO homo seed layer, even
with 1 hour (Fig. 5(d)), the density of the ZnO NWs is observed
to be very high, and the alignment is less random compared to
that of the NWs grown on the Ag seed layer. One possible reason
is that every point in the ZnO seed layer is equally suitable for
nucleation, and hence the alignment mainly depends on the
surface properties.43 When the growth time increases further,
the alignment of the ZnO NWs also improves, similar to the
NWs grown on the Ag seed layer. Overall, based on our observation, the alignment of NWs shows a dependence on the
density of NWs and the interaction between neighbouring NWs,
while the gravity gradient,44 the presence of lattice mismatch
between NWs and hetero seed layers,35 and the surface
morphology of the seed layer45 have been used to explain the
degree of alignment of ZnO NWs.

E.

The inuence of diﬀerent precursor concentrations

To investigate the inuence of the precursor concentration on
the growth of ZnO NWs of Ag and ZnO seed layers, equimolar
concentrations of zinc nitrate hexahydrate and HMTA have
been changed from 5 mM to 80 mM. The growth time has been
xed at 18 hours, which can be treated as the saturated state for
40 mM cases. Fig. 6(a)–(c) show the length, diameter, and
density of ZnO NWs grown on both Ag and ZnO seed layers as

Fig. 6 ZnO NW growth as a function of diﬀerent precursor concentrations (18 hours growth at a temperature of 90  C): (a) length; (b)
diameter; and (c) density.

This journal is © The Royal Society of Chemistry 2020
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a function of precursor concentration. The detailed SEM images
of NWs are shown in Fig. 7.
It can be seen in Fig. 6 and 7 that, overall, the NWs grown on
the Ag seed layer have a longer average length and larger average
diameter than those on the ZnO seed layer, but the density of
NWs on the Ag seed layer is signicantly lower than that of NWs
on the ZnO seed layer. However, for NWs grown on both Ag and
ZnO seed layers as a function of the precursor concentration,
the length and diameter of NWs rst decrease and then
increase; on the other hand, the density increases rst and
decreases as the precursor concentration increases. With the
precursor concentrations being varied from 5 mM to 80 mM,
three diﬀerent cases have been observed:
(1) At very low precursor concentrations (5 mM–10 mM), very
long, medium diameter NWs can be seen (Fig. 7(a) and (b)). This
is probably because the (002) facet of ZnO NWs has a minimum
facet energy,35 which is observed to be the main growth direction when chemical reagents are limited, and the overall density
of NWs is observed to be low.
(2) As the precursor concentration increases, more nucleation points can be initiated by more chemical reactions. Then,
the overall density of ZnO NWs is observed to increase very fast.
However, theoretically, there could be chemical competition
between diﬀerent NWs, which may cause the NWs' average
length and diameter to be limited.46 Based on this hypothesis,

Fig. 7 ZnO NW growth (90  C, 18 hours) on Ag and ZnO seed layers as
a function of diﬀerent precursor concentrations (top view and tilted
45 ). On the Ag seed layer: (a) 5 mM, (c) 20 mM, (e) 40 mM, and (g)
80 mM; on the ZnO seed layer: ZnO (b) 5 mM, (d) 20 mM, (f) 40 mM,
and (h) 80 mM.
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both on Ag and ZnO thin lms, there will be a turning point
with a minimum length but maximum density, which can be
seen in Fig. 6(c). For the Ag seed layer, the point is observed to
be 40 mM (Fig. 7(e)), while it is around 20 mM for the ZnO seed
layer (Fig. 7(c)).
(3) When the precursor concentration increases further
(around 40 mM–80 mM), the chemical reagents could be
assumed to be enough for every single NW, and the length and
diameter are observed to grow further. However, space and
mass transport can still limit the crystal growth.47 Some NWs
are observed to combine and form a bigger one, which can lead
to a decreasing trend of NW density, which can be observed in
Fig. 7(f) and (h). It can be predicted that when the precursor
concentration is very high, a relatively uniform ZnO thin lm
can be formed, which has been mentioned in the case of other
seed layers.48
It is worth noting that a diﬀerent growth behaviour between
ZnO NWs grown on Ag and ZnO seed layers has been observed
at low precursor concentrations (Fig. 7(a)–(d)). At precursor
concentrations below 20 mM, the ZnO NWs grown on the Ag
hetero seed layer have been found to exhibit random growth
directions and lower density compared to ZnO NWs grown on
the ZnO homo seed layer. To investigate the reason for the
disordered growth in the hetero growth case (ZnO NWs/Ag),
EDX has been used to analyse the ZnO NWs grown on the Ag
seed layer (5 mM, 18 hours), which are shown in Fig. 8.
As can be seen in Fig. 8, in addition to the larger ZnO NWs as
already described, smaller and denser grains have been
observed on the Ag surface. EDX data show that the small grains
formed on the surface are detected to be ZnO instead of Ag. The
diameter of the ZnO grains is around half that of the larger ZnO
NWs, and the height of grains is signicantly lower than the
NWs' length. The existence of ZnO grains at low precursor
concentrations and long growth times suggested that NWs'
growth may be driven by Ostwald ripening.49 At a low precursor
concentration, relatively high-density grains will overcome the
hetero energy barrier to form on the Ag surface. However,
statistically, only a few ZnO grains can absorb more precursors

Fig. 8 SEM image of ZnO NWs grown on Ag (45  C tilted) at
a precursor concentration of 5 mM and growth time of 18 hours. EDX
data (elemental percentage) have been shown at the points of ZnO
NWs, ZnO grains, and Ag grains. The electron beam penetration depth
is 1 mm; carbon and other contaminants have been ignored.
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as they become the dominant NWs in this limited precursor
concentration regime. The formation of new grains and the
mass transport of precursors to other existing small grains will
be limited. Thus, the overall density of ZnO NWs grown on Ag
will be low under limited chemical concentrations. In addition,
the inuence of neighbouring NWs on the alignment of ZnO
NWs will be negligible, and the growth direction of ZnO NWs
will be dominated by the randomly oriented (111) Ag facets. All
the eﬀects described above may contribute to the explanation of
the disordered growth of ZnO NWs at low precursor
concentrations.
F. Optical properties: deep level emission defect study
1. PL spectra of Ag and ZnO seeded ZnO NWs as a function
of growth time. As a wide bandgap semiconductor, ZnO materials are reported to exhibit a band emission peak around
380 nm in the PL spectra, which is in the near UV (ultraviolet)
range.1,35,50 However, for ZnO NWs, there are many deep level
emission peaks in the visible range due to either internal
vacancies or external defects especially when the heterointerface exists.50,51 In the past few years, deep level emission peaks
of the ZnO material and related heterostructures in the visible
range have drawn a lot of interest for both defect mechanism
study and in optical applications such as a new candidate for
visible LEDs (light-emitting diodes).50,52,53 In our work, roomtemperature PL spectra in the visible range of 517 nm to
900 nm for our ZnO NWs grown on both Ag and ZnO seed layers
have been studied. The PL spectra in the 517 nm to 900 nm
range have been obtained from the ZnO NWs as a function of
growth time and are presented in Fig. 9.

Fig. 9 PL spectra of ZnO NWs grown on (a) Ag and (b) ZnO seed layers
as a function of growth time. For the Ag seed layer, the zoomed-in
spectra between 550 and 560 nm are shown in the inset.
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As can be seen in Fig. 9, no apparent peak has been observed
in both Ag and ZnO seed layers without ZnO NWs. For ZnO NWs
grown on both Ag and ZnO seed layers, broad peaks between
600 nm and 650 nm have been observed. In the literature, many
researchers have reported this orange/red emission broad peak,
which is attributed to the deep level emission defects induced
by oxygen vacancies or interstitials.54,55 However, the exact
origin (either vacancies or interstitials) of these broad peaks is
still controversial.50 Together with the broad peak, the ZnO NWs
grown on the Ag seed layer have been observed to exhibit a few
dominant peaks at around 550 nm to 560 nm. To our knowledge, these green emission peaks at 550 nm of ZnO NWs
grown on the e-beam evaporated Ag seed layer have not been
reported before. Instead of highly intensive narrow green peaks,
there are many reports on broad green peaks from ZnO materials in the literature,56,57 also attributed to oxygen-related
defects. In our case, it is believed that the narrow peaks in the
range 550 nm to 560 nm are possibly related to lattice defects
initiated from the heterointerface between the e-beam Ag seed
layer and ZnO NWs.
In Fig. 9, the broad peaks (600 nm–650 nm) behave similarly
on both Ag and ZnO seeded NWs as a function of time. The
intensity of the broad peak has been observed to be the highest
for the 1 hour growth cases, which suggests that oxygen-related
defects in ZnO NWs become dominant in the rst 1 hour of
growth. From 1 hour to 3 hours, the intensity of the broad peak
drops dramatically. In the period from 3 hours to 18 hours, the
intensity of the broad peak increases again slightly for the 3
hour case.
The evolution of the green emission peaks at around 550 nm
to 560 nm, for ZnO NWs grown on Ag seed layers, is presented in
the inset of Fig. 9(a). It can be seen that around 4 to 5 peaks
appear in the range of 550 nm to 560 nm at a 0.5 hour growth
time, which may be related to the defects during the formation
of the initial heterointerface between Ag and ZnO. This result
agrees with the HR-TEM result (Fig. 3(c)) that at the interface
between 0.5 hour grown ZnO on Ag thin lms, the crystal quality
is poor due to the presence of defects. As the growth time
increases and the ZnO NWs grow denser and larger, these peaks
become stable and combine into two major peaks, at 553 nm
and 559 nm. The 553 nm peak is signicantly less intense than
the 559 nm peak before 3 hours. However, at 18 hours, the
intensity of the 553 nm peak increases and becomes similar to
the 559 nm peak's intensity. These observations might indicate
that the type of defects in ZnO nanowires becomes more stable
when growth time increases.
2. PL spectra of Ag and ZnO seeded ZnO NWs as a function
of precursor concentration. To investigate the optical properties
of ZnO NWs grown on Ag and ZnO seed layers further, the PL
spectra have been obtained for the ZnO NWs grown with
diﬀerent precursor concentrations (growth time of 18 hours)
and are shown in Fig. 10.
As can be seen in Fig. 10(a), for ZnO NWs grown on the Ag
seed layer, as the precursor concentration increases, the
intensity of the peaks (553 nm and 559 nm) and the broad peaks
(from 600 nm to 650 nm) has been observed to have an
increasing trend. However, in Fig. 10(b), for ZnO NWs grown on
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Fig. 10 PL spectra of ZnO NWs grown on (a) Ag and (b) ZnO seed
layers as a function of precursor concentration (growth time of 18
hours).

the ZnO seed layer, as the precursor concentration increases,
the intensity of broad peaks has been observed to show
a decreasing trend.
The completely diﬀerent trends of peak intensity for ZnO
NWs grown on Ag and ZnO seed layers as a function of
precursor concentration are indicative of the diﬀerent role of
defects in the photoluminescence of the ZnO NWs. The dominant defects in ZnO NWs grown on the Ag seed layer are
believed to be lattice defects at the heterointerface between Ag
and ZnO NWs, which are attributed to the peaks observed
between 553 nm and 559 nm. As more precursors are supplied,
more ZnO NWs will nucleate on the Ag surface, and the level of
defects will increase; hence the PL intensity related to the defect
peaks increases.
However, for ZnO NWs grown on the ZnO seed layer, the
density of ZnO NWs has been observed to be high even with low
precursor concentrations. The dominant defects in ZnO NWs
grown on the ZnO seed layer are believed to be oxygen-related
defects of ZnO NWs, which are related to the broad peaks
ranging from 600 nm to 650 nm. The broad peaks have been
observed to show a decreasing trend as the precursor concentration increases. This observation is suggestive of the presence
of fewer oxygen-related defects, and hence higher quality ZnO
seeded ZnO NWs as the precursor concentration increases. A
possible explanation may be the fact that the oxygen-related
defects are associated more with the degree of exposed outer
surfaces of NWs. It can be seen that as the precursor concentration increases, the diameters of the ZnO seeded ZnO NWs
grown increase and the density of the NWs decreases (see
Fig. 6(b) and (c) and Fig. 7), hence exposing fewer NW surfaces.
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On the other hand, for Ag seeded ZnO NWs, the oxygen-related
defect peaks (from 600 nm to 650 nm) have been observed to
increase as the precursor concentration increases. It can be seen
from Fig. 6(c) and 7 that the amount of exposed outer surfaces
of Ag seeded ZnO NWs increases as the precursor concentration
increases. Overall, these observations suggest that there is
a certain inuence of the amount of exposed surface area of
NWs on the intensity of oxygen-related PL broad peaks.

IV. Conclusions
The surface properties of e-beam evaporated Ag and ZnO seed
layers, the ZnO–Ag and ZnO–ZnO nucleation interfaces, the
crystallinity of ZnO NWs, and the growth mechanism of ZnO
NWs on e-beam evaporated Ag and ZnO seed layers have been
investigated. E-beam evaporation deposited Ag and ZnO seed
layers show an average roughness of less than 2.6 nm and
a grain size from 28–44 nm. It has been found that the roughness of the Ag seed layer and the grain size of the ZnO seed
layers play more dominant roles in aﬀecting the initial diameter
of the ZnO NWs. The initial diameters of the ZnO NWs on the Ag
seed layers (130 nm) have been found to be 4 to 6 times larger
than the grain size of the Ag seed layers while ZnO NWs grown
on ZnO seed layers (45 nm) have similar initial diameters. ZnO
NWs grown on both Ag and ZnO seed layers show [0001]
oriented wurtzite crystal structures based on both EBSD results
and HR-TEM results. In addition, from the HR-TEM results, the
crystal quality of ZnO NWs at the initial heterointerface has
been observed to be poorer than that in the middle part of ZnO
NWs. From the investigation of the ZnO NWs grown on Ag and
ZnO seed layers as a function of growth time, it has been found
that ZnO NWs on Ag have a longer length, larger diameter, and
less density and are more randomly aligned than the ZnO NWs
on the ZnO seed layer. As for the dependence of length, diameter and density of the ZnO NWs on the precursor concentration, it has been found that there is a turning point with
a minimum length and maximum density for both types of ZnO
NWs; on the Ag seed layer, the turning point is observed to be at
40 mM and for the ZnO seed layer, the turning point is at
20 mM. Moreover, both the Ag–ZnO NW heterostructure and
ZnO–ZnO NW homostructure show a broad PL peak at 600 nm
to 650 nm wavelengths; in particular, for the Ag–ZnO NW heterostructure, additional green emission peaks at around
553 nm and 559 nm have been observed. Furthermore, as the
precursor concentration increases, the defect-related PL peaks
have been observed to increase for the Ag–ZnO NW heterostructure while the defect-related PL peaks decrease for the
ZnO–ZnO NW homostructure. The outcome of this study can be
helpful in understanding the mechanism of ZnO homo and
hetero growth and provides a guideline for the microfabrication
of future ZnO-based devices such as piezoelectric force microsensors, nano-generators, and optoelectronic devices.
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S. Doǧan, V. Avrutin, S. J. Cho and H. Morkoç, J. Appl.
Phys., 2005, 98, 1–103.
2 Z. L. Wang, Adv. Funct. Mater., 2008, 18, 3553–3567.
3 Z. L. Wang, Adv. Mater., 2007, 19, 889–892.
4 A. M. C. Ng, X. Y. Chen and A. B. Djuri, Prog. Quantum
Electron., 2010, 34, 191–259.
5 M. Matsuu, S. Shimada, K. Masuya, S. Hirano and
M. Kuwabara, Adv. Mater., 2006, 18, 1617–1621.
6 M. Willander and S. Al-Hilli, Methods Mol. Biol., 2009, 544,
187–200.
7 L. Vayssieres, Adv. Mater., 2003, 15, 464–466.
8 Y. Sun, D. J. Riley and M. N. R. Ashld, J. Phys. Chem. B,
2006, 110, 15186–15192.
9 B. H. Kim and J. W. Kwon, Sci. Rep., 2015, 4, 4379.
10 C. Pacholski, A. Kornowski and H. Weller, Angew. Chem., Int.
Ed., 2002, 41, 1188–1191.
11 T. J. Hsueh, Y. W. Chen, S. J. Chang, S. F. Wang, C. L. Hsu,
Y. R. Lin, T. S. Lin and I. C. Chen, Sens. Actuators, B, 2007,
125, 498–503.
12 Y. Tak and K. Yong, J. Phys. Chem. B, 2005, 109, 19263–19269.
13 D. S. Boyle, K. Govender and P. O'Brien, Chem. Commun.,
2002, 80–81.
14 Y. Yin, Y. Sun, M. Yu, X. Liu, T. Jiang, B. Yang, D. Liu, S. Liu
and W. Cao, Sci. Rep., 2015, 5, 8152.
15 Z. Khusaimi, S. Amizam, H. A. Rafaie, M. H. Mamat,
M. Z. Sahdan, N. Abdullah and M. Rusop, AIP Conf. Proc.,
2009, 1136, 867–871.
16 C. X. Xu, A. Wei, X. W. Sun and Z. L. Dong, J. Phys. D: Appl.
Phys., 2006, 39, 1690–1693.
17 H. Q. Le, S. J. Chua, Y. W. Koh, K. P. Loh, Z. Chen,
C. V. Thompson and E. A. Fitzgerald, Appl. Phys. Lett.,
2005, 87, 1–4.
18 X. Wen, W. Wu, Y. Ding and Z. L. Wang, J. Mater. Chem.,
2012, 22, 9469.
19 S. Xu, C. Lao, B. Weintraub and Z. L. Wang, J. Mater. Res.,
2008, 23, 2072–2077.
20 Q. Zhou, J. Wen, P. Zhao and W. Anderson, Nanomaterials,
2017, 7, 9.

This journal is © The Royal Society of Chemistry 2020

View Article Online

Open Access Article. Published on 19 May 2020. Downloaded on 1/8/2023 4:07:38 PM.
This article is licensed under a Creative Commons Attribution 3.0 Unported Licence.

Paper
21 G.-H. Nam, S.-H. Baek, C.-H. Cho and I.-K. Park, Nanoscale,
2014, 6, 11653–11658.
22 L. Chen, F. Xue, X. Li, X. Huang, L. Wang, J. Kou and
Z. L. Wang, ACS Nano, 2016, 10, 1546–1551.
23 Y. B. Lee, S. K. Kim, Y. R. Lim, I. S. Jeon, W. Song, S. Myung,
S. S. Lee, J. Lim and K. S. An, ACS Appl. Mater. Interfaces,
2017, 9, 15031–15037.
24 G. Amin, M. H. Asif, A. Zainelabdin, S. Zaman, O. Nur and
M. Willander, J. Nanomater., 2011, 2011, 1–9.
25 J. Song and S. Lim, J. Phys. Chem. C, 2007, 111, 596–600.
26 J. Cho, N. Salleh, C. Blanco, S. Yang, C.-J. Lee, Y.-W. Kim,
J. Kim and J. Liu, Nanoscale, 2014, 6, 3861.
27 A. Barranco, A. Borras, A. R. Gonzalez-Elipe and A. Palmero,
Prog. Mater. Sci., 2016, 76, 59–153.
28 A. Biswas, I. S. Bayer, A. S. Biris, T. Wang, E. Dervishi and
F. Faupel, Adv. Colloid Interface Sci., 2012, 170, 2–27.
29 Y. Geng, K. Jeronimo, M. A. Bin Che Mahzan, P. Lomax,
E. Mastropaolo and R. Cheung, J. Vac. Sci. Technol. B, 2020,
38, 012204.
30 A. Syed, M. Kalloudis, V. Koutsos and E. Mastropaolo,
Microelectron. Eng., 2015, 145, 86–90.
31 F. Bachmann, R. Hielscher, P. E. Jupp, W. Pantleon,
H. Schaeben and E. Wegert, J. Appl. Crystallogr., 2010, 43,
1338–1355.
32 D. C. Agarwal, R. S. Chauhan, A. Kumar, D. Kabiraj, F. Singh,
S. A. Khan, D. K. Avasthi, J. C. Pivin, M. Kumar, J. Ghatak and
P. V. Satyam, J. Appl. Phys., 2006, 99, 123105.
33 K. Bordo and H. G. Rubahn, Medziagotyra, 2012, 18, 313–317.
34 M. N. R. Ashfold, R. P. Doherty, N. G. Ndifor-Angwafor,
D. J. Riley and Y. Sun, Thin Solid Films, 2007, 515, 8679–8683.
35 S. Xu and Z. L. Wang, Nano Res., 2011, 4, 1013–1098.
36 Y. Tong, Y. Liu, L. Dong, D. Zhao, J. Zhang, Y. Lu, D. Shen
and X. Fan, J. Phys. Chem. B, 2006, 110, 20263–20267.
37 B. Cook, Q. Liu, J. Liu, M. Gong, D. Ewing, M. Casper,
A. Stramel and J. Wu, J. Mater. Chem. C, 2017, 5, 10087–
10093.
38 W.-Y. Wu, C.-C. Yeh and J.-M. Ting, J. Am. Ceram. Soc., 2009,
92, 2718–2723.

This journal is © The Royal Society of Chemistry 2020

Nanoscale Advances
39 W.-J. Li, E.-W. Shi, W.-Z. Zhong and Z.-W. Yin, J. Cryst.
Growth, 1999, 203, 186–196.
40 J. A. Floro, J. R. Michael, L. N. Brewer and J. W. P. Hsu, J.
Mater. Res., 2010, 25, 1352–1361.
41 M. Maddah, C. P. Unsworth and N. O. V. Plank, Mater. Res.
Express, 2019, 6, 015905.
42 K. Govender, D. S. Boyle, P. B. Kenway and P. O'Brien, J.
Mater. Chem., 2004, 14, 2575–2591.
43 Z. Han, S. Li, J. Chu and Y. Chen, J. Semicond., 2013, 34,
063002.
44 S. Huang, Q. Yang, B. Yu, D. Li, R. Zhao, S. Li and J. Kang,
Nanoscale Res. Lett., 2014, 9, 328.
45 A. A. Mohanan, R. Parthiban and N. Ramakrishnan, Mater.
Res. Bull., 2015, 68, 35–41.
46 J. M. Lee, Y.-S. No, S. Kim, H.-G. Park and W. Il Park, Nat.
Commun., 2015, 6, 6325.
47 M. E. Coltrin, J. W. P. Hsu, D. A. Scrymgeour, J. R. Creighton,
N. C. Simmons and C. M. Matzke, J. Cryst. Growth, 2008, 310,
584–593.
48 R. Nandi and S. S. Major, Appl. Surf. Sci., 2017, 399, 305–312.
49 R. Viswanatha, H. Amenitsch and D. D. Sarma, J. Am. Chem.
Soc., 2007, 129, 4470–4475.
50 C. Klingshirn, J. Fallert, H. Zhou, J. Sartor, C. Thiele,
F. Maier-Flaig, D. Schneider and H. Kalt, Phys. Status Solidi
B, 2010, 247, 1424–1447.
51 K. Vanheusden, C. H. Seager, W. L. Warren, D. R. Tallant and
J. A. Voigt, Appl. Phys. Lett., 1995, 403, 403.
52 F. Rahman, Opt. Eng., 2019, 58, 1.
53 Y. Choi, J. Kang, D. Hwang and S. Park, IEEE Trans. Electron.
Dev., 2010, 57, 26–41.
54 V. Kumar, H. C. Swart, O. M. Ntwaeaborwa, R. E. Kroon,
J. J. Terblans, S. K. K. Shaat, A. Yousif and
M. M. Duvenhage, Mater. Lett., 2013, 101, 57–60.
55 R. K. Biroju and P. K. Giri, J. Appl. Phys., 2017, 122, 044302.
56 Y. H. Leung, X. Y. Chen, A. M. C. Ng, M. Y. Guo, F. Z. Liu,
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