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s anchored on open carbon
nanohelmets as an advanced anode for lithium-ion
batteries†

D. D. Yang, M. Zhao, R. D. Zhang, Y. Zhang, C. C. Yang * and Q. Jiang

Low intrinsic conductivity and large volume expansion seriously restrict the efficient lithium storage

performance of metal sulfides. Here, we fabricate a hybrid material of NiS2 nanoparticles/carbon

nanohelmets (NiS2/CNHs) to address the above issues. As an anode material in lithium-ion batteries,

NiS2/CNHs exhibit excellent cycling stability (490 mA h g�1 after 3000 cycles at 5 A g�1) and rate

properties (412 mA h g�1 at 10 A g�1), outperforming other NiSx-based anode materials. These

remarkable performances originate from the three-dimensional helmet-like integrated architecture of

NiS2/CNHs, which reduces the electrode resistance due to the tight combination between NiS2 and

CNHs, provides efficient diffusion paths for the electrolyte and Li+ owing to the amorphous nanoporous

carbon structure, and significantly mitigates the aggregation and buffers the large volumetric expansion

of NiS2 nanoparticles upon long-term cycling thanks to the open three-dimensional architecture and

well-dispersed NiS2 nanoparticles on it.
Introduction

Lithium-ion batteries (LIBs), as efficient energy storage devices,
have been widely used in consumer electronics and electric
vehicles due to their high energy density, light weight, long life
span and environmental benignity.1–5 In this context, devel-
oping advanced electrode materials with excellent electro-
chemical performance is of great importance to cater to the
growing requirements of large-scale practical applications.6–9 To
date, a large number of LIB anode materials, such as carbona-
ceous materials,10,11 alloys (NiSn, CuZn, SiCu, etc.),12–14 metal
oxides (Fe2O3, SnO2, CoO2, TiO2, etc.),15–18 and metal nitrides
and suldes (Ni3N, Fe3N, MoS2, CoS2, SnS2, etc.),19–23 have been
extensively studied. Among the various candidates, transition
metal suldes (TMSs) have enormous potential due to their
higher electronic conductivity, much better cycling perfor-
mance and higher theoretical capacity than those of their metal
oxide counterparts.24 In particular, NiS2 attracted many
researchers' attention owing to its high theoretical capacity
(870 mA h g�1). Nevertheless, the inherent relatively low
conductivity and huge volume change during the charge/
discharge process restrict the electrochemical performance of
NiS2 in LIBs.25,26
Jilin University), Ministry of Education,

ng, Jilin University, Changchun 130022,

-431-85095876; Tel: +86-431-85095371

tion (ESI) available. See DOI:

19
To tackle the aforementioned issues, many effective strate-
gies have been proposed to construct advanced NiS2 nano-
structures and their hybrid materials. In this regard, the
hybridization of NiS2 with carbon-basedmaterials is an effective
approach to improve the electrochemical properties.25–27 For
example, Chen et al. reported that a composite of NiS2/graphene
delivered a reversible capacity as high as 810 mA h g�1 at
a current density of 500 mA g�1 aer 1000 cycles.26 Lou et al.
synthesized a NiS2@C hybrid material, which exhibits excellent
rate performance and a reversible capacity of 577 mA h g�1 at
2000 mA g�1.27 However, achieving both superior cycle stability
and rate performance is highly desirable. Recently, Yang et al.
synthesized a hybrid structure by anchoring NiO nanoparticles
on open helmet-like carbon skeletons (NiO/CNHs), which
shows both excellent long-term cycling performance
(424 mA h g�1 aer 1500 cycles at 7.5C) and rate performance
(450 mA h g�1 at 15C).28 Such a unique carbon nanoarchitecture
is expected to also be applicable for NiS2 nanoparticles.

Herein, a hybrid material of NiS2 nanoparticles/carbon
nanohelmets (NiS2/CNHs) was fabricated through the sulfuri-
zation of NiO/CNHs. The NiS2/CNH hybrid material has the
following advantages: (1) the tight combination between NiS2
nanoparticles and CNHs can greatly improve the overall
conductivity of the hybrid material; (2) the CNH structure can
be used as a matrix for dispersing NiS2 nanoparticles uniformly,
avoiding their self-aggregation and thus increasing the active
sites for Li+ insertion/extraction; (3) the porous CNHs can
provide efficient electrolyte pathways and accelerate carrier
transfer; (4) the open CNH skeleton can effectively alleviate the
internal stress caused by the large volume change of NiS2
This journal is © The Royal Society of Chemistry 2020
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nanoparticles during the charge/discharge process. As expected,
the NiS2/CNH hybrid material exhibits superior rate perfor-
mance (412 mA h g�1 at 10 A g�1) and excellent long-term
cycling stability (490 mA h g�1 aer 3000 cycles at 5 A g�1) as
an ideal anode material in LIBs.
Results and discussion
Materials synthesis and characterization

The fabrication procedure of the NiS2/CNH hybrid material is
schematically illustrated in Fig. 1. The eld-emission scanning
electron microscope (FESEM) images of the corresponding
products, including SiO2 spheres, resorcinol and formaldehyde
resin/SiO2 spheres (RF/SiO2), Ni(OH)2/RF/SiO2, NiO/C/SiO2 and
NiO/CNHs, are shown in Fig. S1–S5.† Firstly, RF resin shells
were formed on the surface of the SiO2 template spheres with
a polymerization process. Then, Ni(OH)2 was grown on the
surface of RF/SiO2 via a hydrothermal reaction followed by
a pyrolysis treatment under nitrogen protection to obtain NiO/
C/SiO2. Aerwards, NiO/CNH hybrids were obtained through
a template removal method in NaOH solution. Here, the
formation mechanism of the CNHs can be described as follows.
During the carbonization process, some gaseous products (CO2,
CO, H2O, CH4, H2, etc.) were generated from the pyrolysis of RF,
which escaped from the system once their pressure became
high enough. The plasticity of the carbon shell was weakened
due to the pressure impact and the large number of pores
created by the release of gaseous products. During the etching
process of SiO2, the Si–O–C interconnections were destroyed,
resulting in a decrease of the interfacial tension force. As
a result, the shrinkage of carbon shells occurred under the
inuence of constrictive forces from NiO. With the continuous
Fig. 1 Schematic illustration of the synthesis procedure of NiS2/CNHs.

This journal is © The Royal Society of Chemistry 2020
increase of the shrinkage degree, it was difficult for the highly
porous hollow carbon skeleton to withstand the shrinkage
force, and it eventually fractured to form the CNH structure.28 In
addition, the intense agitation forces during the etching
process also play an important role in accelerating the fracture
of the hollow structure. Finally, NiO/CNHs were sulfurized with
sublimed sulfur in a quartz tube reactor to obtain the NiS2/CNH
composite. It is known that Ni-based oxides and suldes
undergo conversion in LIBs. In general, TMSs exhibit higher
electronic conductivity than their metal oxide counterparts.24

Moreover, the metal–sulfur bonds in TMSs are relatively weaker
than the metal–oxygen bonds in transition metal oxides (TMOs)
due to the lower electronegativity of S compared with O, which
is favorable for the conversion reaction for TMSs during the
charge/discharge process in LIBs.29,30 Note that the sulfurization
process of NiO/CNHs was conducted under conditions of
nitrogen protection, high sulfur content and high temperature.
The corresponding conversion reaction from NiO to NiS2 can be
expressed using:

2NiO (s) + 5S (g) / 2NiS2 (s) + SO2 (g). (1)

Such an approach has been reported in previous studies.31,32

For example, Wu et al. synthesized a hybrid of NiS2 nanosheets
grown on a graphite substrate via the suldation of NiO nano-
sheets with S vapor at 350 �C under argon protection.31 Li et al.
reported that NiO hollow spheres were sulfurized to NiS2 by
using sulfur powder at 350 �C under an argon atmosphere.32 For
comparison, a sample of pristine NiS2 was also fabricated by
sulfurization of NiO without the CNH skeleton. All materials
synthesis details are provided in the Experimental section (see
the ESI† for details).

Fig. 2a compares the X-ray diffraction (XRD) patterns of NiS2/
CNHs and pristine NiS2. For each sample, the characteristic
peaks at 27.1�, 31.4�, 35.3�, 38.8�, 45.1� and 53.4� can be
indexed to the (111), (200), (210), (211), (220) and (311) planes,
respectively, of the cubic NiS2 phase with the Pa�3 space group
(JCPDF no. 89-7142). Moreover, for NiS2/CNHs, the broad peak
between 20� and 30� is assigned to the characteristic structure
of amorphous carbon.28,33 Fig. 2b shows the Raman spectrum of
NiS2/CNHs, in which two typical peaks at 1360 and 1586 cm�1

are assigned to the D band and G band of carbon, respectively.34

The calculated value of ID/IG is 1.00, demonstrating the abun-
dance of topological defects and disorders in CNHs, which are
benecial for lithium storage.35 The nitrogen adsorption/
desorption isotherm (see Fig. 2c) of NiS2/CNHs exhibits
a type-IV behavior with a representative hysteresis loop in the
relative pressure range of 0.45–1 that can be linked to a large
amount of mesopores in NiS2/CNHs.36,37 From the inset curve of
Fig. 2c, the sizes of most pores are concentrated within 2–
10 nm, while other pores exhibit a wide size distribution
between 10 and 100 nm. Moreover, the NiS2/CNHs exhibit
a relatively large specic surface area of 96.62 m2 g�1. The large
specic surface area and the high porosity result in a large
electrode–electrolyte contact area and fast Li+ transport, which
are benecial for high discharge capacity and excellent rate
Nanoscale Adv., 2020, 2, 512–519 | 513
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Fig. 2 Structural and morphological characterization. (a) XRD patterns of pristine NiS2 and NiS2/CNHs. (b) Raman spectrum of NiS2/CNHs. (c) N2

adsorption/desorption isotherms and pore size distribution (the inset) of NiS2/CNHs. (d and e) FESEM images of NiS2/CNHs at different
magnifications. (f) TEM image of NiS2/CNHs. (g) HRTEM image of NiS2/CNHs. (h) TEM image of NiS2/CNHs and corresponding elemental maps
for (i) C, (j) S and (k) Ni elements.
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performance.38,39 Fig. 2d and e present the FESEM images of
NiS2/CNHs, where hollow CNHs are formed with heights of 200–
300 nm and diameters of 400–600 nm. It is obvious that the NiS2
nanoparticles are uniformly dispersed on CNHs without the
accumulation of many nanoparticles. In contrast, the NiS2
nanoparticles without CNHs as a carrier aggregated into a bulk
one (see Fig. S6†), which demonstrates that CNHs can effec-
tively inhibit the agglomeration of NiS2 nanoparticles. Fig. 2f
shows a transmission electron microscopy (TEM) image of NiS2/
CNHs, further conrming the uniform dispersion of NiS2
nanoparticles on the CNH skeleton. Such an open structure can
greatly alleviate the huge volume change of NiS2 during the
charge/discharge process and thus enhance the cycle stability of
NiS2/CNHs. It should be mentioned that the inner carbon layer
in the open NiS2/CNHs shows structural advantages for lithium
storage by (i) providing a large number of active sites for Li+

insertion/extraction, which is benecial for the enhancement of
the specic capacity; (ii) providing efficient diffusion paths for
the electrolyte and Li+; and (iii) signicantly reducing the
internal resistance contributed by the contact between NiS2 and
514 | Nanoscale Adv., 2020, 2, 512–519
the inner carbon layer. Fig. 2g presents a high-resolution TEM
image of NiS2/CNHs, in which the interplanar spacings of
0.202 nm and 0.253 nm correspond to the (220) and (210) planes
of NiS2, respectively. From the gure, NiS2 nanoparticles are all
surrounded by amorphous carbon, indicating the excellent
contact between them. Fig. S7† exhibits a TEM image and
particle size distribution (the inset) of NiS2/CNHs, where the
mean size of NiS2 nanoparticles is 8.10 nm. Such small nano-
particles provide abundant active sites for Li+ insertion/
extraction, increasing the reversible capacity of the NiS2/
CNHs. Moreover, the TEM and elemental mapping images
display homogeneous distributions of S and Ni along the CNH
skeleton (see Fig. 2h–k). To further determine the content of
active material in NiS2/CNHs, a thermogravimetric analysis
(TGA) test was carried out. As exhibited in Fig. S8,† the volatil-
ization of water contained in the NiS2/CNHs occurred below the
temperature of 250 �C. The mass loss above 250 �C was ascribed
to the oxidation of NiS2 and carbon. Thus, the content of NiS2 in
the NiS2/CNHs is calculated to be 83.8%, based on the equation
in Fig. S8.†
This journal is © The Royal Society of Chemistry 2020
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The chemical composition and surface electronic state of C,
S and Ni elements in NiS2/CNHs were further investigated by X-
ray photoelectron spectroscopy (XPS). The survey spectrum
reveals that the primary elements in NiS2/CNHs are C, S, Ni and
O (see Fig. 3a). As presented in Fig. 3b, the high resolution XPS
spectrum of C 1s has three obvious peaks, which correspond to
the strong C–C bond (284.8 eV), C–O bond (285.5 eV) and
weaker C]O bond (288.8 eV), respectively.40,41 Five tted peaks
exist in the S 2p spectrum (see Fig. 3c) where the two strong
peaks at 162.6 and 163.85 eV are attributed to 2p3/2 and 2p1/2 of
the S element in the NiS2, indicating the presence of S–S bonds
in the NiS2/CNHs. In addition, a pair of peaks around 163.55 eV
and 164.7 eV are assigned to the residual S (a-S8) in NiS2/CNHs,
which may be retained during the sulfurization process.42,43 The
peak located at 169.0 eV is ascribed to the S–O covalent bond
due to the surface oxidation of the NiS2/CNHs.41,44 Note that
elemental sulfur is not detected in the XRD pattern, indicating
its trace amount.45 Fig. 3d shows the high resolution XPS
spectrum of Ni 2p, which exhibits three pairs of peaks. The
peaks situated at 854.2 and 871.75 eV are attributed to 2p3/2 and
2p1/2 of Ni

2+, while the peaks located at 856.05 and 875.1 eV are
assigned to 2p3/2 and 2p1/2 of Ni3+. In addition, the two other
peaks at 861.35 and 879.5 eV are ascribed to the satellite peaks
of Ni 2p3/2 and Ni 2p1/2, respectively.25,46

Electrochemical performance

Fig. 4a presents the cyclic voltammetry (CV) curves of the NiS2/
CNH electrode for the initial ve cycles within a voltage window
Fig. 3 XPS analysis. (a) The survey XPS spectrum of NiS2/CNHs. (b–d) Hig
CNHs.

This journal is © The Royal Society of Chemistry 2020
of 0.01–3.0 V (vs. Li+/Li) at a constant scan rate of 0.1 mV s�1.
During the rst cathodic scan process, two strong peaks located
at 1.50 V and 1.18 V are attributed to the intercalation of Li+ into
the NiS2 lattice to form LixNiS2 and the following conversion
reaction process from LixNiS2 to Ni and Li2S, respectively.26,27 It
is noteworthy that the pronounced cathodic peak at 0.69 V,
which disappears in the subsequent cycles, corresponds to the
formation of an irreversible solid–electrolyte interface (SEI)
layer.26,27 Furthermore, a weak peak at 1.68 V can be attributed
to the lithiation reaction of a trace amount of residual sulfur in
the NiS2/CNHs.47 For the reverse anodic scan process, the part of
lithium stored at the defects will be removed rst, which
generates a peak at about 1.16 V.26 Two remarkable peaks at
2.01 V and 2.22 V are associated with the formation of LixNiS2
and NiS2, respectively.25,27,48 The peak at 2.36 V, gradually
weakened in the subsequent cycles, is ascribed to the conver-
sion of Li2S to S. Moreover, in the following cathodic sweep, the
peak at 1.91 V and the extremely slight peaks nearby are
attributed to the multi-step lithiation of S.26 From the second
cycle onward, the cathodic peaks at 1.50 V and 1.18 V slightly
shi to 1.58 V and 1.27 V, respectively. Note that the CV proles
show little difference with increasing cycles from the third cycle,
indicating the excellent cycling stability of the NiS2/CNH elec-
trode. According to previous studies,26,27,48 the corresponding
lithium storage conversion reactions can be expressed using the
following equations:

NiS2 + xLi+ + xe� 4 LixNiS2 (2)
h-resolution XPS spectra of C 1s, S 2p and Ni 2p, respectively, of NiS2/

Nanoscale Adv., 2020, 2, 512–519 | 515

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c9na00661c


Fig. 4 Electrochemical performances of the NiS2/CNH electrode in LIBs. (a) CV curves of the NiS2/CNH electrode at a scan rate of 0.1 mV s�1. (b)
Galvanostatic discharge/charge curves of the NiS2/CNH electrode at a current density of 0.2 A g�1. (c) Cycling performance and coulombic
efficiency of the pristine NiS2 and NiS2/CNH electrodes at a current density of 0.2 A g�1. (d) Rate performance of the pristine NiS2 and NiS2/CNH
electrodes at different current densities. (e) Long-term cycling performance and coulombic efficiency of the pristine NiS2 and NiS2/CNH
electrodes at a current density of 5 A g�1 and the TEM image after 2000 cycles (the inset).
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LixNiS2 + (4 � x)Li+ + (4 � x)e� 4 Ni + 2Li2S. (3)

The galvanostatic charge/discharge proles of the NiS2/CNH
electrode for the 1st, 2nd, 50th and 100th cycles at a current
density of 0.2 A g�1 are shown in Fig. 4b. The NiS2/CNH elec-
trode delivers high rst-cycle discharge and charge capacities of
1714.5 and 1189.2 mA h g�1, respectively, with an initial
coulombic efficiency of 69.36%. The high irreversible capacity
loss during the rst cycle can be attributed to the formation of
the SEI layer.49–52 The inconspicuous voltage plateaus in Fig. 4b
may be attributed to the complicated multi-step reactions of
NiS2, the pseudocapacitive behavior of nanosized-NiS2 particles,
and the partial effect from the sloping voltage curve of carbo-
naceous material.53–57 Such a phenomenon has also been
516 | Nanoscale Adv., 2020, 2, 512–519
reported for various TMS anode materials in previous
studies.27,51,58 In this work, the NiS2/CNH electrode material
exhibits high specic capacity and excellent cycling stability and
rate performance. In addition, most of the charge capacity is
released below a voltage of 1.5 V, which is benecial to
improving the energy density of batteries.59,60 Thus, the NiS2/
CNH hybrid has great potential for application in high-
performance LIBs in the near future. Note that the active
material is the NiS2/CNH hybrid and all the capacities recorded
in this work are calculated on the basis of the total mass of NiS2/
CNHs. The cycling performances of NiS2/CNH and pristine NiS2
electrodes at a current density of 0.2 A g�1 are shown in Fig. 4c.
The NiS2/CNH hybrid electrode exhibits an excellent cycling
performance with a specic capacity of 1096 mA h g�1 aer 100
cycles, which is much higher than that of the pristine NiS2
This journal is © The Royal Society of Chemistry 2020
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electrode (only 199 mA h g�1). Moreover, the coulombic effi-
ciency of the NiS2/CNH electrode is close to 100%, indicating its
excellent reversibility during the Li+ insertion/extraction
process. The discharge capacity of the NiS2/CNH electrode
drops from 1714.5 mA h g�1 to 902.2 mA h g�1 in the rst 20
cycles and then increases gradually to a value as high as
1096 mA h g�1 aer 100 cycles. To the best of our knowledge,
this phenomenon of capacity increase is common in metal
oxide/sulde composites and is normally ascribed to the
improved charge transfer kinetics by the reversible reaction
between metal nanoparticles and electrolytes and the gradual
activation process during the cycling process.51,61 However, it is
apparent that the capacity retention for the pristine NiS2 elec-
trode is very poor and shows a monotonous decreasing trend.
Fig. 4d compares the rate performance of the NiS2/CNH and
pristine NiS2 electrodes. The excellent rate performance of NiS2/
CNHs is evidenced by the average specic capacities of 1112,
1045, 935, 819, 706, 541 and 412mA h g�1 at current densities of
0.1, 0.2, 0.5, 1, 2, 5 and 10 A g�1, respectively. Moreover, the
reversible capacity of the NiS2/CNH electrode rapidly recovers to
1087.1 mA h g�1 in the 30th cycle when the current density is
changed back to 0.1 A g�1 and then maintains a continuous
increase during further cycling, while the pristine NiS2 electrode
shows a much worse performance at each current density. The
superior rate performance of NiS2/CNHs is attributed to the low
internal resistance, which has been demonstrated by the elec-
trochemical impedance spectroscopy (EIS) measurement
results shown in Fig. S9.† The NiS2/CNH electrode displays
a smaller intrinsic electrode/electrolyte resistance Rel (¼1.9 U)
and charge transfer resistance Rct (¼57 U) than the pristine NiS2
electrode (2.5 U and 143 U, respectively). In addition, the large
specic surface area and pore volume of NiS2/CNHs provide
efficient diffusion pathways for Li+ and the electrolyte, which is
also benecial for achieving excellent rate performance.
Furthermore, Fig. S10† displays the comparison of the rate
performance between the NiS2/CNH electrode in this work and
previously reported NiSx-based anode materials. It is obvious
that NiS2/CNHs show the best rate performance among them.

To evaluate the long-term cycling stability of the NiS2/CNH
electrode, it was galvanostatically discharged and charged at
0.1 A g�1 for the rst ve cycles and then at 5 A g�1 for 3000
cycles. The corresponding results are shown in Fig. 4e. The
hybrid electrode suffers from capacity uctuations during
long-term cycling. Aer the rst 100 cycles, the specic
capacity of the hybrid electrode drops from 1790 mA h g�1 to
370 mA h g�1, resulting from the formation of the SEI lm and
irreversible transformation from NiS2 to metallic Ni nano-
particles.28,62 Then, the specic capacity increases gradually to
the maximum capacity (699.4 mA h g�1) in the 1292nd cycle.
Such a capacity increase can be attributed to the improved
charge transfer kinetics during the gradual activation process
and reversible reaction between Ni nanoparticles and elec-
trolytes. This phenomenon has also been observed in other
composites of TMOs/TMSs and carbon.51,63,64 In addition,
electrochemical impedance spectroscopy (EIS) of the NiS2/
CNH electrode aer the 100th and 350th cycles was performed
and the corresponding results are shown in Fig. S11.† It is
This journal is © The Royal Society of Chemistry 2020
found that the electrode/electrolyte resistance Rel (¼3.2 U) and
charge transfer resistance Rct (¼34.3 U) values in the 350th

cycle are smaller than those in the 100th cycle (Rel ¼ 3.7 U and
Rct ¼ 44.7 U). Note that the impedance decreases gradually
with the increasing cycles and the Rct values aer cycling are
lower than that of the fresh cell (Rct¼ 57 U). This phenomenon
should be attributed to the in situ generated Ni from the
incomplete conversion reactions which could enhance the
electronic conductivity of the electrode.28,64 As shown in
Fig. S11,† there exist two semicircles in the high-frequency
region, suggesting the formation of a new phase (Ni nano-
particles), which is also consistent with the above analysis
results.28,65 Finally, the specic capacity decreases gradually to
490 mA h g�1 aer 3000 cycles. This may be ascribed to the
falling off of some active materials caused by the volume
expansion during the long-term continuous charge/discharge
process.50 In contrast, the specic capacity of the pristine
NiS2 electrode is only 97.6 mA h g�1 aer 750 cycles. As
exhibited in the inset TEM image in Fig. 4e, the NiS2/CNH
hybrid retains its original helmet-like skeleton aer 2000
cycles, which indicates its excellent structural stability.
Besides, Fig. S12† shows a FESEM image of the NiS2/CNH
electrode aer 2000 cycles, further demonstrating the good
integrity of the electrode material aer long-term cycling.

As listed in Table S1,† the NiS2/CNH electrode exhibits the
best cycling stability and rate performance among currently
reported NiSx-based anode materials.24–26,39,46,48,49,66–68 The
excellent electrochemical performance of NiS2/CNHs can be
attributed to their characteristic structure with the following
advantages: (1) well-dispersed NiS2 nanoparticles on CNHs can
effectively mitigate the aggregation and buffer the volumetric
expansion of NiS2 nanoparticles upon long-term cycling; (2) the
tight combination between NiS2 nanoparticles and CNHs can
greatly improve the overall conductivity of the NiS2/CNH elec-
trode; and (3) the three-dimensional nanoporous carbon
architecture can provide efficient diffusion paths for the elec-
trolyte and Li+ to fully come into contact with electrochemically
active NiS2 nanoparticles.
Conclusion

In summary, we have successfully fabricated a hybrid material
of NiS2/CNHs, which combines the advantages of the high
conductivity and good stability of the carbon material and the
high theoretical capacity of NiS2. Beneting from the above
superior properties, when tested as an anode in LIBs, the NiS2/
CNH electrode exhibits superior rate performance
(412 mA h g�1 at 10 A g�1) and excellent cycling stability
(490 mA h g�1 aer 3000 cycles at 5 A g�1), outperforming other
NiSx-basedmaterials andmaking it a promising candidate as an
anode material for highly reversible lithium storage.
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