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Hollow double-layer carbon nanocage conﬁned Si
nanoparticles for high performance lithium-ion
batteries†
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The huge volume variation and the unstable solid electrolyte interface (SEI) of Si (Si) during the lithiation and
delithiation process severely obstruct its practical application as lithium-ion battery anodes. Here, we design
and fabricate a hollow structure of double-layer hybrid carbon nanocage encapsulated Si nanoparticles to
address these challenges. The double-layer hybrid carbon-Si nanoarchitecture is obtained by integrating
electrostatic self-assembly, seed-induced growth and heterogeneous shrinkage. The internal layer of
hollow N-doped carbon of the hybrid nanoarchitecture (Si@H-NC@GC) provides limited inner space for
controlling volume changes of Si nanoparticles, while the outer graphite carbon layer facilitates the
formation of a stable SEI. When evaluated as anode materials for LIBs, the Si@H-NC@GC
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nanoarchitecture exhibits greatly enhanced electrochemical performance compared with the bare Si,
Si@NC and H-NC@GC electrodes. Notably, Si@H-NC@GC delivers a reversible capacity retention of
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92.5% after 550 cycles at a high current density of 1 A g1 and a high capacity of 1081 mA h g1 after
500 cycles at 0.5 A g1.
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1. Introduction
Lithium-ion batteries (LIBs) have been considered as one of the
most important energy storage devices owing to their high
energy density and lack of the memory eﬀect.1,2 However, the
commercial anode material, graphite, has got a low theoretical
specic capacity (LiC6, 372 mA h g1), and it is challenging to
meet the ever-growing demands of portable electronics and
electric vehicles.3,4 Therefore, to improve the energy density of
current LIBs, it is urgent to develop a high specic capacity
electrode material instead of commercial graphite anodes.
Among the emerging anode materials, silicon (Si) is a promising
candidate for next-generation LIB anodes due to its high
specic capacity (Li15Si4, 3579 mA h g1), low Li-uptake voltage
(0.5 V vs. Li/Li+) and natural abundance (second largest
resource).5–7 Unfortunately, the application of Si-based anodes
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has been impeded because of its inferior intrinsic conductivity
and large volume eﬀect (300%) during lithiation.8,9 The huge
volume variation produces high mechanical stress that causes
the powdering of the electrode materials andformation of an
unstable solid electrolyte interphase (SEI), resulting in fast
capacity fading and poor coulombic eﬃciency.10
Researchers have developed various strategies to resolve
these problems of Si-based materials. For example, the preparation of nano-sized Si can reduce the mechanical stress and
suppress the pulverization of active materials caused by volume
changes during the lithium alloying process.11,12 The fabrication
of hollow structure materials by combining the carbon matrix
can availably mitigate the volume eﬀect of Si, improve the
electrical conductivity and form a stable SEI.13–15 Besides, exible substrates and mesoporous structures have been introduced to support the volume change of Si nanoparticles.16–19
Much eﬀort has been devoted to controlling the volume change
of Si such as constructing hollow structures and introducing
buﬀer substrates and mesoporous structures, but there are still
great challenges in solving the problem of huge volume changes
and an unstable SEI.13–21 Therefore, it is meaningful to explore
simple and multi-strategic coupling methods to mitigate the
volume change of Si and form a stable SEI layer. Metal–organic
framework compounds are constructed using metal ions/
clusters and organic ligands through coordination bonding,
showing great potential in energy storage.22 The application of
MOFs as a derivatized carbon shell in the eld of energy storage
has been reported.23,24 MOFs not only heighten the mechanical
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integrity of materials, but also derivate the heteroatom doping
and porous structure of the carbon shell, which increases the
conductivity, allowing rapid transfer of lithium ions. Furthermore, MOFs can form hollow structures through heterogeneous
shrinkage during high temperature heat treatment.25 Thus, it is
foreseeable that the combination of Si and MOFs will be
a suitable method for the preparation of multifunctional
materials.
Herein, a Si-hollow double-layer hybrid carbon nanocage
(Si@H-NC@GC) has been successfully prepared based on electrostatic self-assembly, seed-induced growth and heterogeneous shrinkage. The double hybrid carbon shells are obtained
during heat treatment where a N-doped microporous carbon
(NC) inner shell is derived from ZIF-8 and a mesoporous
graphitic carbon (GC) outer shell is derived from ZIF-67.26,27 At
the same time, the material is heterogeneously contracted
during the high-temperature treatment to form the internal
hollow, denoted as Si@H-NC@GC. In the novel structure of
Si@H-NC@GC, GC has the eﬀect of stabilizing the SEI, good
electrical conductivity and rapid transfer of lithium ions, while
hollow NC eﬀectively accommodates the volume expansion of Si
nanoparticles and increases lithium storage active sites.28–30
Si@H-NC@GC displays a high reversible capacity of
1052 mA h g1 (92.5% capacity retention) aer 550 cycles at
a high current density of 1 A g1 when used in LIBs. With the
successful synthesis of Si@H-NC@GC, the employment of
MOFs to synthesize double-layer and even multi-layer anode
materials from self-templates will pave a new way for the
manufacture of various anodes with high capacity and superior
stability for next-generation LIBs.

2.
2.1

Experimental section
Materials preparation

2.1.1 Synthesis of Si@ZIF-8. A 0.5 g amount of pristine
nano Si particles was pretreated with 30 mL concentrated
sulfuric acid containing citric acid (Si and citric acid mass ratio
1 : 1) in a water bath at 95  C for 3 h with stirring. In a typical
procedure, 0.2 g of the functionalized Si nanoparticles and 1.0 g
of PVP were uniformly dispersed in 50 mL of methanol. Then,
4 mmol of Zn(NO3)2$6H2O was added into the above solution
and stirred for 1 h to obtaine solution A. Solution B was obtained by dissolving 12 mmol 2-methylimidazole in 50 mL of
methanol. Subsequently, solution B was added dropwise to
solution A, and the mixed solution was allowed to stand for 24
hours at room temperature. The Si@ZIF-8 precipitate was
collected by centrifugation, washed several times with methanol, and dried at 60  C.
2.1.2 Synthesis of Si@ZIF-8@ZIF-67. First, the obtained
Si@ZIF-8 seed crystal and 1.5 g PVP were uniformly dispersed in
30 mL methanol. Then 4 mmol Co(NO3)2$6H2O and the methanol solution of 12 mmol 2-methylimidazole were added. Aer
stirring for 5 min, the mixed solution was allowed to stand for
24 hours at room temperature. The Si@ZIF-8@ZIF-67 dodecahedron materials were harvested by washing several times with
methanol, and dried at 60  C. For comparison, ZIF-8@ZIF-67
particles could also be prepared by a similar approach.
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2.1.3 Synthesis of Si@H-NC@GC. The as-prepared Si@ZIF8@ZIF-67 particles were thermally converted to Si@H-NC@GC
materials by carbonization at 700  C for 2 h at a ramp rate of
2  C min1 in owing Ar in a tube furnace. The obtained black
products were washed with 2 M HCl for 12 h to remove the
metal elements. For comparison, Si@ZIF-8 and ZIF-8@ZIF-67
samples were also heated by a similar pyrolysis procedure.
2.2

Materials characterization

SEM (Hitachi S4800) was carried out to study the morphologies
of the composites and the electrodes. The internal structure and
element distribution of the nanoarchitectures were studied by
TEM (FEI Tecnai F20). The surface structural characteristics of
the sample were analyzed by X-ray photoelectron spectroscopy
(XPS) (Thermo Scientic K-Alpha, USA). Raman spectra were
constructed through a Renishaw inVia Reex Raman spectrometer with excitation by a 532 nm-wavelength laser. The XRD
images were collected via an AXS D8 Advance diﬀractometer
(Cu-Ka radiation, 40 mA, 40 kV) from Bruker, Inc. (Germany).
Thermogravimetric analysis (TGA) was performed by using
a Pyris Diamond, PerkinElmer, USA from 30  C to 800  C at
a ramp rate of 10  C min1. The specic surface area and pore
size distribution of the samples were measured based on the
Brunauer–Emmett–Teller (BET) and Barrett–Joyner–Halenda
(BJH) methods, respectively.
2.3

Electrochemical measurements

The electrochemical properties of the samples were investigated
using CR2032-type coin cells, which were composed of lithium
wafers as counter electrodes, and a Celgard 2400 as a separator,
and the electrolyte was 1 M LiPF6 dissolved in a mixed solvent of
ethylene carbonate (EC), ethyl methyl carbonate (EMC) and
dimethyl carbonate (DEC) (1 : 1 : 1 by volume). The working
electrode was prepared with active materials (70%), acetylene
black (20%), and PVDF (10%) dissolved in N-methyl-2pyrrolidione. In the experiment, the diameter of the electrode
was 0.6 cm and the mass loading of active materials was about
1.3 mg cm2. The resulting slurry was coated on the copper foil
and then dried in a vacuum oven at 120  C for 12 h. The charge
and discharge tests of the half battery were performed in
a voltage range of 0.01–3.0 V (vs. Li/Li+). EIS was carried out
between 100 kHz and 0.01 Hz with an amplitude of 5 mV.

3.

Results and discussion

The synthesis strategy of Si@H-NC@GC is shown in Fig. 1 rst,
electronegative carboxylic functional groups are attached on the
nano-Si surface by acid treatment as nucleation sites for MOF
nucleation growth.31,32 The functionalized Si nanoparticles are
uniformly dispersed in methanol containing PVP and
Zn(NO3)2$6H2O, and Zn2+ is adsorbed on the functional group
by electrostatic interaction. Subsequently, methanol containing
dimethylimidazole was dropwise added to carry out the reaction, and a small ZIF-8 crystal was used as the crystal nucleus on
the nano-Si surface for the growth of ZIF-8 crystals during the
ageing process. The obtained Si@ZIF-8 facilitates nucleus-
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Schematic of the fabrication process for Si@H-NC@GC.

induced epitaxial growth of ZIF-67 to generate Si@ZIF-8@ZIF67 materials with a uniform decahedral structure. The
successful synthesis of Si@ ZIF-8@ZIF-67 is mainly attributed
to the fact that ZIF-67 and ZIF-8 have a similar isoreticular
structure and unit cell parameters (aZIF-8 ¼ 16.9910 Å, aZIF-67 ¼
16.9589 Å).23 Finally, the target product Si@H-NC@GC was
prepared aer the high temperature calcination.
The morphology and structural characteristics of the
samples were demonstrated by eld-emission scanning electron microscopy (FESEM) and transmission electron microscopy (TEM). Raw Si a is spherical particle with a size of 20–
50 nm. The intermediate products Si@ZIF-8 and heat-treated
Si@NC have a dodecahedron shape (Fig. S1a–c†). The TEM
image (Fig. S1d–f†) shows that the Si nanoparticles are well
coated with the carbon layer, and the interplanar spacing of the
Si is 0.31 nm corresponding to the (111) crystal plane.33 The
synthesized Si@ZIF-8@ZIF-67 and heat-treated Si@H-NC@GC
nanoarchitectures were characterized as shown in Fig. 2a and
b, which reveal that the products are uniform dodecahedral
structures without collapse. The TEM image (Fig. 2c and d)
shows that the Si particles are well conned within the double
carbon layers. The inner shells of dense amorphous carbon are
formed by ZIF-8 decomposition and subsequent reduction of
metallic Zn.34 The outer shells of relatively loose carbon are
formed by ZIF-67 rapid decomposition and reduction of
metallic Co. The radial distribution of the elements and the
double carbon layer carbon shell derived from diﬀerent metals
of the Si@H-NC@GC sample was conrmed by EDX linear
sweep (Fig. 2e). The elemental TEM with EDX mapping of Si@HNC@GC (Fig. 2f) shows that the material consists of C, Si, N, Co
and Zn.
Moreover, the hollow structure of the products is mainly
due to the diversity in the thermal stability between ZIF-8 and
ZIF-67 during heat treatment, and the unstable ZIF-67 would
undergo pyrolysis rst to form a harsh shell of carbon around
the ZIF-8 core. The rigid graphitic carbon shells of the Si@HNC@GC nanocage are induced by the catalytic carbonization
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of ZIF-67, while the inner tight N-doped carbon shells are
obtained from the attachment of carbonized ZIF-8.27 Therefore, the as-prepared Si@H-NC@GC nanoarchitecture is expected to have excellent electrochemical performance for
lithium ions. The inner layer of hollow N-doped carbon can
strongly buﬀer the volume change of Si, shorten the lithiumion diﬀusion path and increase the lithium storage active
sites in the process of lithiation and delithiation. The outer
mesoporous graphite carbon facilitates the generation of
a stable SEI, excellent electrical conductivity and rapid transfer of lithium ions. For comparison, the H-NC@GC material
was also synthesized (Fig. S2†).
The crystalline phase and composition of the specimens
were characterized through XRD patterns. It can be seen from
Fig. 3a that there are distinct crystalline Si diﬀraction peaks in
the Si@NC and Si@H-NC@GC materials.35 The absence of Zn in
the Si@NC and Si@H-NC@GC materials is mainly due to the
fact that metallic Zn mostly evaporated with the temperature
rise.24 There are weak Co diﬀraction peaks for the Si@HNC@GC material, probably due to the presence of carbon
reduction of Co elements during the sintering process, and
a small amount of residue aer H2SO4 pickling.20,36 As shown in
Fig. S3,† the TG analysis shows that the content of Si in the
Si@H-NC@GC products aer pickling was about 40%.
The Raman spectrum shows the structural information of
Si@NC and Si@H-NC@GC (Fig. 3b). The Raman spectrum of
Si@H-NC@GC shows the wavelength of Si at 502.3 and
924.1 cm1. The D and G bands, which are located at around
1319.0 and 1576.7 cm1, correspond to amorphous and
graphitized carbon, respectively.37 The ID/IG value is about 0.62,
which indicates that the presence of short-range ordered carbon
in the products. The degree of graphitization of Si@H-NC@GC
is signicantly higher than that of Si@NC (ID/IG z 0.86), which
also conrms that the ZIF-67 derived carbon layer has a high
degree of graphitization, increasing the electrical conductivity
of the composites. The pore size distribution of the Si@NC and
Si@H-NC@GC nanoarchitecture is revealed in Fig. 3c, showing
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Fig. 2 (a, b) SEM images of Si@ZIF-8@ZIF-67 and Si@H-NC@GC; (c, d) TEM images of Si@H-NC@GC; (e) TEM images with EDX line scan
corresponding to Si@H-NC@GC; and (f) TEM images with EDX mapping for Si@H-NC@GC element distribution.

that both are mesoporous structures of 2 to 50 nm, respectively.
The N2 adsorption–desorption isotherms (Fig. 3d) show that the
hysteresis loop and the volume adsorption increase gradually in
the range of 0.45–1.0 relative pressure, which was caused by the
capillary condensation of N2 in the mesopores with broad size
distribution.27 In addition, Si@H-NC@GC has a higher specic
surface area of 313.8 m2 g1 compared to Si@NC, 130.5 m2 g1.
It is benecial to shorten the diﬀusion path of lithium ions,
rapid transfer of lithium ions and alleviate the volume expansion of Si during the process of lithiation and delithiation.
To conrm that the Si nanoparticles were well conned
within the MOF shells, X-ray photoelectron spectroscopy (XPS)
analysis was carried out. The Si 2p high-resolution spectrum
(Fig. S4a†) shows the presence of two peaks at 102.7 and 99.3 eV,
corresponding to SiOx and unoxidized Si atoms, respectively.20,33
The high-resolution C 1s peaks (Fig. S4b†) are shown at 288,
285.6 and 284.7 eV, corresponding to the C]O, C–O, and C]C

This journal is © The Royal Society of Chemistry 2020

bond of the carbon coating, respectively.38 The highresolution N 1s spectrum (Fig. S4c†) reveals the presence of two
forms of nitrogen, corresponding to graphitic N at 400.6 eV and
pyridinic N at 398.5 eV;19 Fig. S4d† shows the high-resolution Zn
2p spectrum with two distinct peaks at 1044.4 and 1021.3 eV
corresponding to Zn 2p1/2 and Zn 2p3/2, respectively;35 The Co 2p
XPS spectrum (Fig. S4e†) is resolved into two pairs of 2p3/2/2p1/2
doublets for metallic Co (778.1/794.7 eV) and Co2+ (779.9 eV).26
XPS of the Si@NC intermediate samples was carried out to
characterize their structure and composition information, as
shown in Fig. S5,† conrming that the Si nanoparticles were
well encapsulated within the NC shells.
Here, the electrochemical properties of Si@NC and Si@HNC@GC have been investigated as anodes for LIBs. Fig. 4a
shows the CV curves for Si@H-NC@GC at a scan rate of 0.5 mV
s1 in the potential window of 0.01–3.0 V vs. Li/Li+. It can be
seen from the CV curves that a signicant cathodic reduction
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Fig. 3 Characterization of Si@NC and Si@H-NC@GC. (a) XRD patterns of Si, Si@NC and Si@H-NC@GC; (b) Raman spectra of Si@NC and Si@HNC@GC; (c) pore size distributions, showing the micropores in Si@NC and the mesopores in Si@H-NC@GC; (d) nitrogen adsorption–desorption
isotherms of Si@NC and Si@H-NC@GC.

peak near 0.6 V is attributed to the formation of the SEI during
the rst cycle, and the peak vanishes during continuous cycles.
It shows that a stable SEI is formed on the surface of Si@HNC@GC materials. The cathodic reduction peak near 0.2 V is
associated with amorphous LixSi phases.5 The anodic peak near
0.53 V is attributed to the de-alloying process of the LixSi phase
in the electrode materials and gradually becomes stronger
during subsequent scanning, and it explains that the materials
are further activated during the continuous cycles and more Si
participates in the lithiation reaction.19 Fig. S6† shows the CV
curve of Si@NC, and the results are similar to those for the
Si@H-NC@GC samples. Fig. 4b exhibits the representative
galvanostatic charge/discharge proles of the Si@H-NC@GC
electrode. The Si@H-NC@GC electrode delivered excellent
electrochemical properties with an initial coulombic eﬃciency
of 71.2%. The irreversible capacity loss is mainly ascribed to the
formation of the SEI.14 The discharge prole of Si@H-NC@GC
exhibited a distinct voltage platform around 0.2 and 0.6 V,
which is consistent with the CV curve peak. The rate performance of the Si@NC and Si@H-NC@GC materials is tested
(Fig. 4c) by charge and discharge cycles at diﬀerent current
densities. The Si@H-NC@GC nanoarchitecture exhibited
higher capacities of 1640, 1500, 1307, 1090, 747, and
533 mA h g1 at current densities of 0.1, 0.2, 0.5, 1, 2, and
3 A g1, respectively. Specically, when the current density
returns to 0.1 A g1, Si@H-NC@GC still has a specic capacity
of 1235 mA h g1, which conrms that Si@H-NC@GC has good
rate performance.

3226 | Nanoscale Adv., 2020, 2, 3222–3230

In order to better understand the excellent electrochemical
performance of the electrode materials, EIS measurements were
performed. As shown in Fig. 4d, the Nyquist plots consist of
a high frequency region (semicircle) and a low frequency region
(straight line), which are ascribed to the charge transfer process
and the lithium ion diﬀusion behavior of the electrode materials.39 In particular, the lithium ion diﬀusion resistance and
electron transfer resistance of the Si@H-NC@GC nanoarchitectures are signicantly reduced compared with those of
Si@NC and bare Si, conrming their enhanced electrical
conductivity. The corresponding equivalent circuit diagram
(Fig. S7a†) of the Si@H-NC@GC material is obtained from the
EIS test. The SEI layer resistance (Rs: 24.46 U) and charge
transfer impedance (Rct: 48.3 U) were obtained. It is worth
noting that the kinetics of the electrode materials are improved
aer 500 cycles (Fig. S7b†), demonstrating that the surface of
the electrode forms a stable SEI and the electrode structure
remains intact during the cycling.29 To further evaluate the
lithium storage properties of the Si@H-NC@GC nanoarchitectures, electrochemical cycle performance tests were
carried out at diﬀerent current densities. As shown in Fig. 4e,
Si@H-NC@GC exhibits an excellent reversible specic capacity
of 1081 mA h g1 aer 500 cycles at a current density of
0.5 A g1. Also, there is such a phenomenon that the capacity
increases as the number of cycles increases. The initial capacity
rise is manifested by the continuous activation of the electrode
material; aer 50 cycles, the Si particles are slightly powdered
but the electrode structure is not damaged, resulting in increase

This journal is © The Royal Society of Chemistry 2020
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Fig. 4 Electrochemical performance of Si@NC and Si@H-NC@GC; (a) CV curves for Si@H-NC@GC at a scan rate of 0.5 mV s1; (b) galvanostatic

charge/discharge curves of Si@H-NC@GC; (c) rate performance of Si@NC and Si@H-NC@GC; (d) Nyquist plots of Si, Si@NC and Si@H-NC@GC
composites before cycling; (e) cycling performance of the four electrodes at 0.5 A g1.

in the eﬀective contact areas of the Si/electrolyte and the
reversible dissolution/generation of the polymer/gel-like lm on
the surface of the electrode during the discharge/charge
cycles.40,41 In contrast, the Si electrode shows a rapid capacity
decay, that is the capacity drops below 100 mA h g1 aer
several laps of cycles. Si@NC and H-NC@GC have low reversible
specic capacities of 649 and 397 mA h g1 aer 500 cycles at
0.5 A g1. The diﬀerence in the capacity between the materials is
mainly due to the poor stability of the structure, and the pure Si
electrode without the carbon-coated electrode is destroyed aer
several cycles. Furthermore, the Si@NC material with a single
layer carbon coating does not limit the volume expansion of Si
and the formation of a stable SEI on its surface. Si@H-NC@GC
maintains a higher reversible capacity of 1052 mA h g1 (92.5%
capacity retention) aer 550 cycles at a high current density of
1 A g1 than Si@H-NC and H-NC@GC electrodes (Fig. S8†),
indicating that Si@H-NC@GC can be rapidly charged and discharged. The present work is outstanding compared to the reported literature (see Table S1†).
According to a previous report, the Faraday contribution
(pseudocapacitance) of the lithium ion adsorption/desorption
process can boost the storage capacity of LIBs at a large
current density during the discharge/charge cycles.42 To

This journal is © The Royal Society of Chemistry 2020

understand the contribution ratios of the pseudocapacitance
and diﬀusion-controlled capacities to the total storage capacity
of the electrode materials, Dunn et al.43 proposed an important
method to investigate the distribution of capacitance by testing
CV at diﬀerent scan rates. Fig. 5a shows the CV curves of the
Si@H-NC@GC electrode material tested at a sweep rate of 1, 2,
3, 5, and 10 mV s1. The CV data were analyzed at various sweep
rates using the power law formula (eqn (1)):
i ¼ avb

(1)

where the measured current i follows the power-law relationship of the scan rate v, and a and b are constants. Generally,
a b value of 0.5 shows that the electrochemical process is
diﬀusion dominated. The b value near 1 means that the reaction
is pseudocapacitive controlled. The b value in the range of 0.5 to
1 represents that the charge storage process is a hybrid mechanism.44 The value of b can be obtained from the slope of the
linear relationship between log(i) and log(v) plots.45 The linear
graph is shown in Fig. 5b, and b values for the anodic (ba) and
cathodic (bc) peaks were obtained as 0.73 and 0.60, respectively,
indicating that the Si@H-NC@GC electrode has a pseudocapacitive eﬀect during the charge storage. Then, the contribution
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(a) CV curves of the Si@H-NC@GC electrode at diﬀerent scan rates; (b) log(i) versus log(v) plots for diﬀerent cathodic/anodic peaks; (c) the
contribution ratios of the capacitive (blue) and diﬀusion-controlled (red) capacities in the Si@H-NC@GC electrode; (d) cross-sectional SEM
images of Si@H-NC@GC; (e) partial enlargement of active materials in the Si@H-NC@GC electrode before cycling; (f) cross-sectional SEM
images of the Si@H-NC@GC electrode after 500 cycles at a current density of 0.5 A g1; (g) partial enlargement of the active materials in Si@HNC@GC after 500 cycles.
Fig. 5

ratio of the electrode capacity is quantitatively calculated by
dividing the response current i at a given xed potential V into
surface capacitive eﬀects (k1v) and a diﬀusion controlled
lithium ion insertion reaction (k2v1/2) according to the formula
(eqn (2)):46
i(V) ¼ k1v + k2v1/2

(2)

As exhibited in Fig. 5c, it is clear that the Si@H-NC@GC
electrode demonstrates 18% of the capacitive contribution at
a scan rate of 1 mV s1. As the scan rate increases to 2, 3, 5, and
10 mV s1, respectively, the contribution of the capacitance
gradually increases to 24%, 27%, 33%, and 41%. It is conrmed

3228 | Nanoscale Adv., 2020, 2, 3222–3230

that the pseudocapacitive behavior plays a non-negligible role
in the charge storage process of Si@H-NC@GC electrode
materials, especially at large current densities. This is mainly
because of the fact that Si@H-NC@GC has a rich specic
surface area which can be conducive to the diﬀusion of lithiumions and the N-doped carbon has a rich defect that is benecial
to accommodate more lithium.38
To further understand the good integrity of the electrode, the
SEM cross-sectional image of the Si@H-NC@GC electrode was
obtained before and aer 500 cycles at a 0.5 A g1 current
density (Fig. 5d–g). Before and aer 500 cycles, the thickness of
the electrode active materials is 18.8 mm and 22.6 mm, respectively, and the volume expansion is about 20.2%. However, the
SEM cross sectional image of the Si@NC electrode before and

This journal is © The Royal Society of Chemistry 2020
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aer 500 cycles is shown in Fig. S9,† and its volume expansion is
about 92.3%. The Si@H-NC@GC electrode has a small volume
expansion mainly due to the hollow inner and outer mesoporous carbon coating in the materials, which can eﬀectively
accommodate the volume expansion of Si during the lithiation
and delithiation process. Besides, the electrode material’s
section is partially enlarged, as shown in Fig. 5e and g. The
electrode materials have a dodecahedral shape of Si@HNC@GC before the cycling, and the active materials are
tightly connected aer the cycling, conrming that the material
has good retention integrity. To further verify that a stable SEI
was formed on the electrode surface, the electrode surface aer
500 cycles at a 0.5 A g1 current density was observed by SEM
(Fig. S10†), revealing that the surface of the Si@H-NC@GC
electrode was smooth without obvious cracks.37 However,
there are many gullies on the surface of the Si@NC electrode,
which is due to the surface rupture to regenerate the SEI.
Furthermore, the composition changes on the surface of the
Si@H-NC@GC electrode aer the cycle were analyzed by XPS
(Fig. S11†). The F 1s spectrum shows that there is a strong peak
at 685.6 eV corresponding to LiF.47 The two compounds in the P
2p spectrum correspond to uoride and LiPF6 at 134.6 and
137.2 eV, respectively.48 Fluoride and LiF are the main components of the SEI formed by the decomposition of LiPF6. It was
further conrmed that a stable SEI was built on the surface of
the Si@H-NC@GC electrode.31 The excellent electrode structure
properties are mainly due to the fact that the internal cavity of
the Si@H-NC@GC nanoarchitecture can eﬀectively buﬀer the
volume expansion of Si to stabilize the electrode structure, and
the outer graphite carbon is favorable for the formation of the
SEI.

4. Conclusion
In summary, Si nanoparticles encapsulated in a double-shell
hybrid carbon nanocage were successfully synthesized by electrostatic self-assembly, seed-induced growth and heterogeneous shrinkage, to address the volume expansion of Si and
create a stable SEI. The obtained Si@H-NC@GC nanoarchitecture has an inner hollow and outer double layer carbon
coating (NC inner shells and GC outer shells). This structure has
the following advantages: rst, hollow N-doped carbon provides
eﬀective buﬀer space for volume expansion of Si during the
charging and discharging; second, the graphite carbon outer
layer is benecial in improving the electrical conductivity of the
materials and forming a stable SEI on the electrode surface. In
addition, the rich specic surface area of the carbon nanocage
can greatly improve the diﬀusion kinetics of lithium ions.
Consequently, the Si@H-NC@GC nanoarchitecture delivers
high reversible capacities of 1081 mA h g1 aer 500 cycles at
0.5 A g1 and 92.5% capacity retention aer 550 cycles at a high
current density of 1 A g1.
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