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ent as a strategy to fabricate
metal and bimetallic nanostructures†

Haritha V. S.,ab Maya Balan,b J. Th. M. De Hossonc and Gopi Krishnan *d

Metal nanostructures have attractedmuch attention in biomedical, plasmonic, hydrogen storage, and high-

energy battery applications. However, the synthesis of various nanostructures of highly reactive elements

(e.g. Mg) is still a difficult task and no single-approach has been reported for synthesizing such

nanostructures. In this work, we produced magnesium nanoparticles (NPs), nanowires (NWs) and

nanoneedles (NNs) in a single-approach, based on thermal evaporation without any carrier gas.

Importantly, we employed rapid heating and cooling via a rapid thermal processing (RTP) furnace to

control the nucleation and growth of nanostructures. The testing of Zn and Mg–Zn nanostructures was

done to validate our approach and design for other metals and bimetallics. Interestingly, Cu and Ag

nanoparticles were produced from metal salts (metal acetates and nitrates) with a reasonable control.

The tuning of various nanostructures was possible by interplaying (i) with the curvature/outer diameter of

the quartz bottle used for evaporation and (ii) by varying the position of the substrates. More specifically,

the curvature of the quartz bottle increased the vapour collisions and effectively reduced the thermal

energy of the vapour. Altogether, this favoured the control and confinement of vapour onto substrates

and achieved supersaturation. Simultaneously, it led to the formation of various nanostructures without

any carrier gas. The presented experimental set up is a versatile, simple, single-step and cost-effective

solution for producing high-quality nanostructures.
Introduction

Metallic nanostructures are extremely interesting from both
a fundamental and application point of view, as tailoring of the
size, shape and aspect ratios of nanostructures can signicantly
enhance a wide variety of mechanical, plasmonic, electronic
and catalytic properties.1–5

Noble metals like Au, Ag, Pt, Pd and other transition metals
such as Fe, Co, and Ni are mainly explored for diverse appli-
cations such as plasmonic sensing, bioimaging and magnetic
recording.6,7 These nanostructures are mostly synthesized using
wet chemical methods with an appropriate solvent, reducing
agent and surfactant. Importantly, the selection of the reagents
is exceptionally crucial for their controlled size distribution and
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design. However, the primary concern with such synthesis
methods is the (i) use of organic solvents, (ii) reaction by-
products, (iii) multistep reaction processes, and (iv) high
concentration of surfactants required to stabilize the nano-
structures.8 Although the noble and transition metal nano-
particles are well studied, there are only a few reports available
on the synthesis of nanostructures of highly abundant and
reactive alkaline earth metals like magnesium.9–12 Mg is a light
and abundant element in the earth's crust and is recognized as
an exciting candidate in the eld of hydrogen storage, batteries,
aerospace and biomedical applications.13–17 Recently, Mg
nanostructures have shown an increasing inuence of surface
energy, grain boundary, and surface roughness for improved
performances as compared to the bulk Mg.18

As a result of their excellent plasmonic properties at higher
frequencies, Mg nanostructures like nanodisks, nanoparticles
and nanohelices have been used for chiral sensing and
hydrogen sensing in the UV and visible ranges.19–21 Further,
electrodes in Mg/air batteries built from Mg nanostructures
have shown several advantages including high energy density
and theoretical voltage.22 Irrespective of their applicability in
many elds, Mg/Mg-based nanoparticles are heavily investi-
gated in the eld of solid-state hydrogen storage;23–26 Never-
theless, Mg nanostructures have been least explored till date as
it is exceptionally challenging to synthesize them. At the same
time, any development in the form of simple synthesis
Nanoscale Adv., 2020, 2, 4251–4260 | 4251
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Fig. 1 (a) Bright-field TEM image of Mg nanoparticles produced at
a sublimation temperature of 600 �C in the 3 cm OD quartz bottle; (b)
the corresponding SAED pattern. (c) Bright-field TEM image of Mg
nanoparticles produced at 600 �C in the 2 cmOD quartz bottle and (d)
the corresponding HRTEM image of the particle; the inset shows
a higher magnification image of a single particle, and the arrow indi-
cates the void formation.
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View Article Online
techniques to produce distinct Mg nanostructures will pave the
way for different applications in the near future.

Generally, in addition to the wet chemical approaches, CVD
and PVD are also used for the fabrication of different nano-
structures, most commonly for metal-oxide nanostructures.27–29

However, the synthesis of reactive nanostructures using CVD
based-approaches is limited due to the involvement of trace
impurities, toxic precursors and prolonged reaction and waiting
time. In contrast, Inert Gas Condensation (IGC) based on PVD
can be used to synthesize high-purity metallic/bimetallic
nanoparticles.30,31 However, the production cost for such ultra-
high vacuum-based deposition systems is exceptionally high.
Moreover, IGC, and other synthesis methods like hydrogen
plasma metal reaction,32 can provide solutions for the synthesis
of metallic/bimetallic nanoparticles. Conversely, nano-
structures other than nanoparticles are still challenging to
produce by these methods.

In this work, a simple design is proposed to serve as an
alternative for the fabrication of metallic/bimetallic nano-
structures. A low-cost and vacuum-based thermal evaporation
set up is adopted for the production of various nanostructures
of Mg, Zn and further tested for bimetallic Mg–Zn and noble
elements like Ag and Cu. Notably, we have strategically intro-
duced a curved quartz bottle, for controlling and conning the
metal vapours to the substrate without using a carrier gas, thus
allowing the ne-tuning of local supersaturation ratios on the
substrates to produce different nanostructures.

Results and discussion

To synthesize nanostructures via the thermal evaporation
method in a tube furnace, it is necessary to transport the
vapours from the evaporation zone to the substrate; simulta-
neously, control over the supersaturation on the substrate is
necessary. However, for attaining supersaturation condition, it
is necessary to conne and control the vapour and its pressure
over the substrate. More frequently, both requirements are
satised using a carrier or inert gas, e.g., Ar or N2. Trace
impurities (e.g. O2 and H2O) present in the carrier gas inuence
the processes of nucleation and growth and oen lead to the
oxidation of reactive elements, e.g., Mg.31 Moreover, the use of
inert/carrier gas in an ultra-high vacuum set up would also
require an efficient pumping system to produce Mg nano-
structures, which increases the production and set up costs. As
such, to solve this issue and showcase an alternative approach
without using a carrier gas, we have strategically designed and
incorporated a quartz bottle inside the tubular furnace to
produce different nanostructures. The designed bottle consists
of a neck portion (a curvature) at one end to control and conne
the vapour on the substrates.

Fig. 1(a) showsMg nanoparticles produced with sizes of 140–
400 nm at a sublimation temperature of 600 �C with a holding
duration of 1 min. The Mg vapour was directly deposited on the
carbon-coated TEM grids using a quartz bottle of outer diameter
(OD) 5 cm and neck diameter (ND) of 3 cm. The nanoparticles
reect a hexagonal prismatic shape that is commonly observed
for Mg nanoparticles with a MgO shell of thickness �3–5 nm.
4252 | Nanoscale Adv., 2020, 2, 4251–4260
The SAED pattern shown in Fig. 1(b) shows the indexed (100),
(002), (101) planes that match the characteristic reections of
the Mg and (200) plane of MgO. Once the neck diameter of the
quartz bottle decreased to 2 cm, the average diameter of Mg
nanoparticles was reduced from 240 � 3 nm to 60 � 3 nm.
Fig. 1(c) conrms the reduction of Mg nanoparticle size as it
varies from �30–100 nm. As the size is reduced, the Kirkendall
void due to oxidation is observed, as reported previously for Mg
nanoparticles.30 The inset in Fig. 1(d) shows a void formation in
Mg nanoparticles. Fig. 1(d) shows the HRTEM image of Mg
nanoparticles resolving the (101) plane of Mg and (200) plane of
MgO.

In comparison, as the neck diameter (ND) of the quartz
bottle is reduced, the size of the particle decreases, which can be
explained with the help of the schematic representation shown
in Fig. 2. Fig. 2(d) and (e) represent the inuence of quartz
bottles having ND of 4 and 2 cm in controlling the Mg vapour
deposition on to the substrate. The observation from the sche-
matic indicates that the deposition on the substrate with the
2 cm ND quartz bottles is less as compared to that with 4 cm.
Moreover, this indicates that the Mg vapour concentration is
reduced on the substrate. Thus, the rate of Mg deposition was
also reduced aer the neck region. This schematic is based on
our experimental evidence for a constant holding duration.
Importantly, Mg vapour can be controlled and conned by the
curvature before the substrate. Thus, it reduces the thermal
energy of Mg vapour as the mean free path of Mg atoms is
reduced due to collision. In principle, a pressure gradient is
This journal is © The Royal Society of Chemistry 2020
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Fig. 2 (a) Temperature profile of the RTP furnace at a source temperature of 700 �C for a holding duration of 15 minutes. (b) Schematic
representation of the overall set up. (c) Temperature gradient profile concerning the distance from the curvature at a source temperature of
700 �C. (d) Schematic representation of Mg sublimation and deposition in the 4 cm OD quartz bottle and (e) the 2 cm OD quartz bottle.
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created before/aer the curvature that favours the control of the
Mg deposition. Nevertheless, the deposition rate and yield can
be increased by various other means such as (i) increasing the
initial quantity of the source powder, (ii) or by increasing the
holding duration and (iii) by decreasing the heating rate. Please
see Fig. S1 and S2 in the ESI,† which show a higher deposition
yield on stainless steel and other metal substrates.

Conversely, once the ND increases to 3 cm, the neck region is
not efficient in conning the Mg vapour. Thus, this subse-
quently allows more high energy vapour to pass through the
neck region and deposit on the colder region. This observation
was conrmed by our experimental evidence, which indicates
that by the introduction of the quartz bottle, the rate of Mg
vapour deposited on the substrates can be controlled, and also
depending on the ND (3 cm or 2 cm), the total area of the
deposition region behind the curvature can also be varied. For
a curvature OD of 3 cm, the deposition area was greater as
compared to the OD of 2 cm. However, in contrast, the control
over the vapour connement becomes impossible once the
curvature/neck region is not present, or the diameter of the
bottle is increased.

To further validate the necessity of the curvature, we also
performed Mg sublimation in a test tube having an OD of 2 cm
with the same length as that of the quartz bottle mentioned in
the previous section. This tube has a uniform length without
any neck/curvature. Fig. S3 in the ESI† shows bright-eld TEM
images of Mg structures of size between 4–7 micrometres
deposited on the carbon-coated TEM grid. The replacement of
the quartz bottle with a test tube tremendously increased the
deposition rate over the substrate. However, this change resul-
ted only in the formation of bulk Mg structures, thus justifying
that the reduction in the OD from 3 cm to 2 cm is not critical in
the formation of nanostructures, but rather the increased
curvature of the bottle is a crucial aspect of our observation.
This journal is © The Royal Society of Chemistry 2020
Moreover, this difference has allowed the formation of smaller
Mg nanoparticles on the substrate even without a carrier gas. A
detailed analysis of the effect of the curvature using theoretical
calculation and simulation will be necessary to uncover the
complete understanding of the process.

In contrast, using a quartz tube of OD 8 cm, without the
quartz bottle and the test tube, we could only observe the
formation of Mg or MgO thin lm; this was predicted and
observed in a normal thermal evaporation process. The
formation of the MgO lm is due to the oxidation of the Mg lm
during its exposure to the outside atmosphere. The bright-eld
TEM image of MgO lm and the corresponding MgO SAED
pattern are shown in Fig. S4 of the ESI.† This suggests that in
a normal thermal evaporation set-up, the vapour collected on
the substrate generally possesses high energy and thus colli-
sions on the substrate are transformed into a thin lm.
However, once the mean free path of the vapour is reduced, it
favours the formation of nanoparticles. Nevertheless, such
a condition in a standard set-up is possible only when the
pressure of a carrier gas/sputter gas is interplayed and
increased. Alternatively, without such a possibility, we can alter
the mean free path, the energy of Mg atoms and vapour
concentration by introducing a quartz bottle. It is essential to
point out that without this modication, it is impossible to
deposit Mg or have nanoparticle formation on substrates via
thermal evaporation in a tube furnace (Fig. S2 in the ESI† shows
aggregated Mg nanoparticles on copper, nickel and stainless-
steel substrates). The problem associated with Mg deposition
has already been reported during Mg nanowire formation.33

Nonetheless, without the use of carrier gas, we can control the
supersaturation over the substrate. The signicant temperature
gradient created by the rapid heating furnace is one of the
prerequisites observed for nanostructure formation. Moreover,
Nanoscale Adv., 2020, 2, 4251–4260 | 4253
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by eliminating the carrier gas, we have forcefully stopped any
impurities, especially (O2) playing a role in the oxidation of Mg.

To understand the effects of the temperature and position of
a substrate, the 2 cm ND quartz bottle was placed as constant,
and Mg sublimation was performed at 700 �C with a holding
duration of 15 minutes to synthesize various Mg nanostructures
on different substrates (e.g., TEM grid and stainless steel). The
substrates were kept at three different positions, P1 being closer
to the neck region, P2 is an intermediate position and P3 in the
colder region, which is farther from the neck as shown in
Fig. 2(e). Fig. 3(a) shows the bright-eld TEM image of hollow
Mgmicroparticles that are formed at position P1 (�350–400 �C).
These particles appeared to be faceted having a size of around 1
mm with a hollow inner core and an outer MgO shell. This
suggests that the process of sublimation follows the formation
of Mg particles. In general, the sublimation temperature of Mg
decreases as the vapour pressure of Mg increases in a vacuum
(10�6 mbar).34 Moreover, as the particle size decreases, the
vapour pressure of Mg further increases, leading to the subli-
mation of nanoparticles at 350–400 �C30 and hollow MgO
particles are formed. A high-magnication bright-eld TEM
image shown in Fig. 3(b) clearly shows hollow MgO micropar-
ticles and the presence of small crystals on the surface of the
particles. These smaller particles are formed due to Mg
Fig. 3 (a and b) The bright-field TEM images of hollowMgOmicrostructu
minutes at position P1; (c) the corresponding SAED pattern. (d and e) Th
image of a single nanowire. (g and h) Bright-field TEM images of Mg nee
image, deposited at position P3.

4254 | Nanoscale Adv., 2020, 2, 4251–4260
condensation aer the sublimation process. The formation of
hollow MgO particles was conrmed from the SAED pattern
shown in Fig. 3(c), which shows the presence of the (111), (200),
(220) and (311) reections of MgO.

Once the position of the substrate shied to an intermediate
position P2 and a temperature regime between 300–350 �C,
instead of hollow particles, the formation of the Mg nanowire
was observed as shown in Fig. 3(d) and (e). The Mg nanowires
had a size in the range of 30–60 nm with a MgO shell of
thickness �3–5 nm. The HRTEM image of the nanowire shown
in Fig. 3(f) conrmed an interplanar distance (d) of 0.245 nm
that corresponds to the (101) lattice planes of Mg. The
serpentine-like nanowires tend to show different growth direc-
tions for different nanowires, e.g. [101], [100], [002], etc. This
could be due to the random orientation of nanowires at higher
growth temperatures as well as increased vapour concentrations
that affect the kinetics of nanowire growth. The serpentine-like
Mg nanowires were formed from the melted Mg microparticles
using the vapour-solid growth mechanism; the growth process
for these Mg nanowires is discussed in detail elsewhere.33

Subsequently, once the position of the substrate was moved to
a colder region P3 (�250 �C), the formation of the needle-like
structure of diameter less than �20 nm was observed as
shown in Fig. 3(g) and (h). Moreover, the HRTEM image shown
res at a sublimation temperature of 700 �C and a holding duration of 15
e serpentine-like Mg nanowires at 700 �C, position P2. (f) The HRTEM
dles; the inset represents the corresponding SAED pattern. (i) HRTEM

This journal is © The Royal Society of Chemistry 2020
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in Fig. 3(i) again conrms the formation of Mg by indicating the
(002) lattice plane.

As compared to Mg NWs, the NNs are shorter in length and
the diameter decreases from the base to the tip. Once the NNs
start to grow from the microparticles as mentioned earlier for
nanowires, the Mg atoms need to diffuse from the microparti-
cles (base) to the tip, since the source for Mg growth was found
to be from the microparticles and not from the direct vapour.
Moreover, during Mg vapour deposition at position P3, the
temperature and vapour concentration on the substrate were
less in comparison to the other positions, so the number of
atoms diffusing from the base to tip decreased.35 This resulted
in the gradual reduction in the diameter from the base to the tip
and led to the formation of Mg nanoneedles. Since our experi-
ments were conducted in a rapid thermal processing (RTP)
tubular, single-zone furnace, the sublimation/source tempera-
ture signicantly affected the temperature gradient between the
source and the substrate. The overall temperature prole for the
RTP furnace at a sublimation temperature of 700 �C and
a holding duration of 15 minutes is represented as Fig. 2(a), and
the temperature prole (in the deposition region) with respect
to the distance from the curvature at a constant source
temperature of 700 �C is also represented in Fig. 2(c).

Fig. 2(c) further indicates a gradual reduction in the
temperature aer the curvature, which is directly dependent on
the source temperature. To demonstrate this, Mg deposition
was carried out at a lower sublimation temperature of 600 �C at
various positions, P1, P2 and P3, identical to those used at
700 �C. Once the temperature was reduced from 700 �C to
600 �C, the effect of temperature on each substrate decreased in
the corresponding identical positions (P1, P2 and P3). Fig. (S5)
(ESI†) represents the bright-eld TEM images of Mg nano-
structures that were deposited when the substrate was placed at
position P1 (�250–300 �C). Although at the same substrate
temperature (�250–300 �C), at P2 for 700 �C, the deposition
resulted in nanowire formation; at 600 �C when the substrates
were placed closer to the heating zone at P1, the partially melted
Mg microstructures were obtained. This distinctly infers that in
addition to the temperature change with respect to the position,
the Mg vapour concentration/vapour pressure also varies (will
be higher at P1, closer to the curvature), which affects the
growth of different structures. From this, it can be understood
that the temperature at position P1 was not sufficient to
completely sublimate the particles. As a result, partially melted
microparticles were observed at this position. At position P2
(�200–250), shorter and straighter Mg nanowires were found to
be growing from Mg microparticles as shown in Fig. S6(a) and
(b) in the ESI,† and these nanowires had diameters (10–15 nm)
that were less than that of the serpentine-like Mg nanowires
that are formed at a sublimation temperature of 700 �C. The
SAED pattern shown in Fig. S6(c)† conrms the presence of Mg.
The growth process for the straight Mg nanowires is different
from that of serpentine wires, and the former shows a nano-
particle attached growth mechanism from the microparticles,
which was explained in detail elsewhere.33

The most important observation to be noted from the ob-
tained morphologies is the absence of defects (e.g. screw
This journal is © The Royal Society of Chemistry 2020
dislocations, stacking faults or twin boundaries), which mostly
favours the growth of one-dimensional structures.35 In our case,
the growth of one-dimensional nanostructures is entirely
dependent on the supersaturation conditions and the surface
energy of the growing planes. As the substrates were further
moved apart at P3 (150–200 �C), instead of needle-like struc-
tures originating from the microparticles, smaller spherical Mg
nanoparticles with size between 20–40 nm were observed from
Fig. S6(d) and (e).† Compared to the Mg nanoparticles shown in
Fig. 1, these particles were formed from the melting of the
microparticles during solidication. They were not transformed
by the processes of adsorption, nucleation, coalescence and
growth of particles on the substrate. Moreover, the difference in
the morphologies observed at 700 �C and 600 �C at identical
positions clearly indicates that the growth of the nanostructures
is sensitive to both source temperature and position. The
formation and growth of different nanostructures on the
substrates with respect to the position and the sublimation
temperatures directly pinpoints the role of supersaturation. The
degree of supersaturation strongly depends upon the experi-
mental parameters like temperature and pressure. Under our
experimental conditions, the temperature of the substrates
plays a crucial role in determining the supersaturation condi-
tions, which can be altered with respect to the sublimation
temperature, holding duration and the position of the
substrates. It is well known that the supersaturation ratio is
given as follows:

S ¼ P

PsðTÞ
where P is the partial vapour pressure and Ps is the saturation
vapour pressure at a substrate temperature of T.36 When the gas
phase supersaturation ratio is very low (S ¼ 0), a thermal
equilibrium condition favours the growth of bulk Mg structures.
Nevertheless, when the supersaturation is slightly increased
(S > 1), the equilibrium condition will be lost. It will lead to the
formation and growth of one-dimensional nanostructures like
nanobelts, nanowires, nanoneedles etc., whereas a higher
degree of supersaturation (S [ 1) will lead to the spontaneous
nucleation and growth of nanoparticles.37,38 Since our experi-
ments are conducted in a tubular furnace where the source and
the substrates are in different zones of the furnace, there will
always be a temperature difference with respect to the position,
as shown in Fig. 2(c). Moreover, the rapid heating and cooling of
the furnace allow the possibility for non-equilibrium pathways
in achieving kinetically induced nanostructures. Further, due to
the changes in temperature and vapour pressure/concentration,
different supersaturation zones are locally created on different
positions of the substrate, thereby leading to the formation of
different Mg nanostructures.

With this general concept of local supersaturation ratios and
the formation of different nanostructures on the substrates, if
we try to interpret the formation of different Mg nanostructures
with respect to the substrate position and temperature, the
substrate, which is kept closer to the heating zone (position P1),
will have a higher substrate temperature and the corresponding
local supersaturation ratio will be much less (S ¼ 0). These
Nanoscale Adv., 2020, 2, 4251–4260 | 4255
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conditions will favour the formation of Mg microstructures
only. However, at the same time, sublimation temperatures of
700 �C and 600 �C resulted in the formation of hollow MgO
microstructures and melted Mg microstructures with the vari-
ations in the substrate temperatures. The formation of micro-
structures clearly pinpoints that low supersaturation conditions
only favour the formation of bulk structures. Alternatively, once
the substrate position is changed to a lower temperature,
instead of Mg microstructures, anisotropy is favoured on the
substrate, leading to a supersaturation ratio of S > 1. This has
resulted in the formation of one-dimensional structures like
NWs and NNs. Generally, the anisotropic growth of nano-
structures depends on the fundamental crystal symmetry and
structure of the material.39 Mg possesses a hexagonal closed
packed crystal structure and has low crystal symmetry as
compared to face centred cubic (FCC) metals like Cu, Al, etc.,
which results in higher anisotropic surface diffusions of atoms.
This will favour the formation and growth of one-dimensional
nanostructures.9,40,41 Consequently, two types of Mg nano-
wires, namely serpentine-like and straight nanowires, and
nanoneedles were formed at different source temperatures and
substrate positions.

A decrease in temperature with respect to the sublimation
zone will further increase the degree of supersaturation (S[ 1)
Fig. 4 (a) Schematic representation of different Mg nanostructures
and (b) the supersaturation curve with respect to temperature.

4256 | Nanoscale Adv., 2020, 2, 4251–4260
and simultaneously favour the spontaneous nucleation and
isotropic growth of Mg nanoparticles. It is important to note
that the Mg nanoparticles do not show any void formation in
comparison to the Mg nanoparticles that were grown on the
substrate, as shown in Fig. 1. This indicates that the nano-
particles grown from the bulk or melt particles have less chance
of defect formation.

Fig. 4(a) shows a schematic representation of the overall Mg
nanostructures with respect to the substrate position and
sublimation temperatures. Fig. 4(b) also represents a qualitative
supersaturation curve concerning the temperature gradient in
the substrates. The supersaturation ratio was found to increase
as the temperatures of the substrate decreased, and the curve of
our set up represents a similar trend as observed in the normal
thermal evaporation in tube furnaces with a carrier gas ow.37

Finally, with the favour of the curvature and the temperature
gradient induced by rapid thermal heating, the supersaturation
can be controlled and varied to produce different
nanostructures.

Aer the complete understanding of the formation of Mg
nanostructures, to further highlight the potential and versatility
of our experimental set up, we adopted the same methodology
for the fabrication of nanostructures of other lower melting
point and higher vapour pressure metals like Zn. The same 2 cm
ND quartz bottle that was adopted for the production of Mg
nanostructures was utilized for Zn as well. The bulk Zn powder
was taken as the source material and sublimation was carried
out at 600 �C. Fig. 5(a) and (c) show the bright-eld TEM images
of Zn nanostructures that were deposited on the carbon-coated
TEM grids at different substrate positions P2 (�200–250 �C) and
P3 (�150–200 �C). Similar to the Mg nanoparticles, Fig. 5(a)
shows a uniform distribution of Zn nanoparticles/nanodisks
Fig. 5 (a) Bright-field TEM image of Zn nanoparticles and (b) the
corresponding SAED pattern. (c) Bright-field TEM images of Zn
nanowires and (d) the corresponding HRTEM image.

This journal is © The Royal Society of Chemistry 2020
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with hexagonal shapes. The SAED pattern of a single Zn nano-
particle, shown in Fig. 5(b), conrmed the formation of Zn
nanoparticles with a ZnO shell by indicating the (101) and (100)
characteristic reections of Zn and ZnO. Zn nanowires were
densely distributed over the substrates in comparison to Mg
nanowires. They also showed a zigzag or serpentine-like
morphology, which is generally reported for higher vapour
pressure/low melting metals. The diameter of the wires ranged
from �50–250 nm with the length of a few micrometres.42 The
HRTEM image of a single Zn nanowire in Fig. 5(d) shows a thin
oxide layer having a thickness of �2.5 nm. This conrmed the
formation of the ZnO shell on the Zn nanowire by showing the
(100) and (002) lattice orientations. The growth of Zn nano-
structures can be understood similar to Mg nanostructures,
which starts from the sublimation of Zn powder to Zn vapour.
The vapour condenses on the substrate to form Zn nano-
clusters, followed by the growth/aggregation of nanoclusters
that result in the formation of nanoparticles/nanodisks. As the
temperature of the substrates increases (at a low supersatura-
tion ratio of S > 1), the nanodisks start to attach themselves
through the orientation attachment process, to reduce the
surface energy. This acts as the root for the formation and
growth of serpentine-like Zn nanowires, similar to the previous
reports.36,39 Moreover, the Zn nanodisk acts as a nucleation
point for the incoming vapours, and the anisotropy of the HCP
crystal structure favours the formation of Zn nanowires. The as-
produced Zn wires show a vapour-solid growth mechanism with
a growth direction of [100].

Since we are using a vacuum-based thermal evaporation set
up with the added advantage of rapid heating and cooling rates,
there is a natural possibility for the atomic-scale mixing of
different metal vapours. To understand and check the
Fig. 6 (a and b) Bright-field TEM images of Mg–Zn nanoparticles; (b)
HRTEM image of a single Mg–Zn nanoparticle; (c) EDX spectrum from
a single Mg–Zn nanoparticle.

This journal is © The Royal Society of Chemistry 2020
possibilities, we chose both Mg and Zn as the source materials,
having lower melting points and high vapour pressures.
Fig. 6(a) shows the bright-eld TEM image of Mg–Zn nano-
particles deposited on a carbon-coated TEM grid, which were
kept at the P3 position at a sublimation temperature of 550 �C.
Unlike the Mg and Zn nanoparticles, which have hexagonal
prismatic shapes, the Mg–Zn nanoparticles tend to show
hexagonal, triangular, platelet like structures and cube and rod-
like projections with a reduced average particle size of 45 nm.
The random shape distribution may be a consequence of an
alteration in the surface energy of different facets due to the
presence of Mg. This affects the growth rate, and the Mg
composition varies from �7–15 at% in the overall distribution
of nanoparticles produced. Triangular platelet-shaped particles
showed the minimum concentration of Mg and hexagonal
platelet-shaped particles are showed the highest composition of
Mg in the nanoparticles. The EDX spectrum of a single particle
(hexagonal platelet-shaped), shown in Fig. 6(c), conrms the
formation of Zn-rich Mg–Zn alloy nanoparticles by indicating
an �80 at% of Zn and �14 at% of Mg and �5 at% of O.
Moreover, the HRTEM image of a single Mg–Zn particle shown
in Fig. 6(b) reects an increased lattice spacing for the (101)
orientation of Zn. The corresponding lattice parameters for the
Mg–Zn nanoparticles, calculated using the SAED pattern
(a ¼ 2.725 �A and c ¼ 5.031 �A), were larger than the standard
lattice parameters of Zn (a ¼ 2.6650 �A and c ¼ 4.9470 �A). This
supports the formation of the Zn-rich Mg–Zn solid solution.
Since Mg has a larger atomic diameter (Mg: 160 pm and Zn: 134
pm) than Zn, the partial substitution of Zn by Mg will lead to an
increased d-spacing as well as lattice constants. The source
temperature of 400 �C is sufficient for the sublimation of both
Mg and Zn powders in a vacuum as both Mg and Zn have a high
vapour pressure. The simultaneous sublimation followed by the
vapour connement by the curvature will lead to an increase in
the number of collisions between Mg and Zn vapours. This will
further lead to the deposition of the vapour on the substrate.
Moreover, since Zn has a higher vapour pressure than Mg at all
temperatures, the rate of Zn diffusion is faster as compared to
Mg, and this leads to the formation of Zn-rich nanostructures.43

Nonetheless, the nal composition and morphology can be
varied by tuning the vapour pressure, initial powder composi-
tion and supersaturation. Moreover, other Mg–Zn nano-
structures can also be fabricated similar to Mg and Zn, as
mentioned earlier. Correspondingly, we were able to produce
Mg–Zn nanowires with intermetallic structures such as MgZn2

and MgZn. A detailed understanding of the control of the Mg–
Zn composition is still underway, and more studies have to be
performed to further understand the morphology-composition
relationship for the Mg–Zn nanostructures. Nevertheless, this
indicates that by controlling and conning the vapour, the alloy
nanoparticles can be produced and deposited on various
substrates as indicated earlier.

To further expand this to various other metal nano-
structures, we have chosen other high melting point/lower
vapour pressure metals, such as noble and transition metal as
they have a higher demand for various applications. Neverthe-
less, when we consider their synthesis in a standard tubular
Nanoscale Adv., 2020, 2, 4251–4260 | 4257
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Fig. 8 (a and b) Bright-field TEM images of Cu nanoparticles, (c) SAED
pattern and (d) HRTEM image.
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furnace, the most critical limitation is the extremely high
evaporation/sublimation temperature needed to produce metal
vapours. In our RTP furnace, the maximum reachable temper-
ature is �1000 �C, which is not sufficient for the evaporation of
other metals. In order to overcome this challenge, we incorpo-
rated metal precursors as a source, so that they can decompose
at lower temperatures to give metal vapours. Although such
approaches already exist, the decomposition of metal salt in
a high vacuum without a carrier gas to produce metal nano-
structures has not been reported until now. For the preparation
of silver and copper nanoparticles, we chose silver nitrate and
copper acetate as the metal precursors, which can yield pure Ag
and Cu through their decomposition. Fig. 7(a) and (b) depict the
bright-eld TEM images of uniformly dispersed silver nano-
particles deposited on a TEM grid. It has an average size of
�9 nm at a source temperature of 700 �C. Fig. 7(c) and (d) show
the corresponding SAED pattern and the HRTEM image, which
conrm the formation of Ag by displaying its characteristic
reections. Fig. 8(a) and (b) represent the bright-eld TEM
images of copper nanoparticles with bimodal size distributions
having smaller nanoparticles in the range of �3–4 nm and
bigger particles of size �30 nm obtained at an evaporation
temperature of 800 �C. The as-deposited copper nanoparticles,
in contrast to silver nanoparticles, tend to show a random size
distribution due to the higher substrate temperatures (>500 �C)
and lower heating rates (20 �C min�1). Moreover, Cu nano-
particles also tend to show an amorphous shell; EDX analysis
conrmed that this is due to the Cu2O formation following its
exposure to the outside atmosphere. The HRTEM image and
SAED pattern shown in Fig. 7(c) and (d) conrmed that the core
of the nanoparticles was pure Cu.

On considering the thermal decomposition of silver nitrate,
a temperature between 250–500 �Cwas found to be sufficient for
Fig. 7 (a and b) Bright-field TEM images of Ag nanoparticles, (c) the
corresponding SAED pattern and (d) HRTEM image.

4258 | Nanoscale Adv., 2020, 2, 4251–4260
its decomposition to form Ag, NO2 and O2 species. However, we
observed the fragmentation of silver nitrate at even lower
temperatures, similar to the decomposition of gold acetate.44

These fragmented molecules were effectively transported to the
substrates with the aid of pumping and curvature to the depo-
sition region. Further, the higher substrate temperatures
(>300 �C) led to the decomposition of nitrates over the
substrates to form silver nanoparticles. For copper acetate,
a similar kind of decomposition to volatile products like
acetone, acetic acid, acetaldehyde, CO2 and solid products like
copper and copper oxide was observed.45 Alternatively, in our
case, the sublimation of copper acetate and its deposition on
the substrates was observed; a photograph of copper acetate
deposition on the quartz bottle is shown in Fig. S7 in the ESI.†
Conversely, for copper acetate, the complete removal of the
volatile species was achieved only at lower heating rates, so the
decomposition of copper acetate was conducted at a lower
heating rate of 20 �C min�1. This lower heating rate decreased
the temperature gradient and further increased the substrate
temperatures (>500 �C). This increase in the substrate temper-
ature allowed the formation of an amorphous copper lm over
the substrates by the decomposition of acetate species. Subse-
quently, crystalline copper nanoparticles nucleated and grew
from the amorphous copper lm; this will be discussed in detail
elsewhere. This shows that metal powders, as well as other
metal precursors, can be used in our design/set up. Moreover,
the thermal decomposition of acetates and nitrates in air/inert
condition will decompose into metal/metal oxides at the source
position45 itself; the remaining substances will be in powder
form only. However, with the aid of a quartz bottle in high
vacuum, we can transport the evolved volatile species during
heating, or the sublimed nitrate/acetate species from the source
to the appropriate substrate's position, where the nal
This journal is © The Royal Society of Chemistry 2020
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deposition is carried out. Although this cannot be applicable for
all acetates and nitrates, if a metal precursor can be sublimated
in vacuum conditions, then our approach will work. It will be
interesting to try other acetates and nitrates as well.

Finally, all the nanostructures produced showed a similar
trend of nucleation and growth on the substrates, irrespective of
the choice of metal sources (metal powder/metal salts), high/
low vapour pressure or low/high melting points. Also, the
produced metal/bimetallic nanostructures showed mono-
disperse size distributions, except for the copper nanoparticles.
This highlights the importance of faster heating and cooling
rates. A faster heating rate will lead to a rapid sublimation of
metal sources, followed by the condensation on the substrate to
form metal clusters. These metallic clusters will diffuse and
aggregate on the substrates to form different nanostructures.
Generally, a higher heating rate allows a better-dened nucle-
ation step. It results in a low dispersity of morphology and size.
At the same time, lower heating rates show a higher dispersity.46

For all our depositions, carbon-coated copper grids were used as
the substrates; it is crucial to pinpoint the importance of the
substrate in the formation and growth of nanostructures.

The relation between the surface energy of the substrate, the
material and interface, given by Young's equation, will systemati-
cally determine the growth models for the thin lm formation. If
the substrate surface energy (gB) is less than the sum of the surface
energies of the lm (gA) and the interface energy (between the lm
and substrate) (g*) (gB < gA + g*), island growth is favoured,47

where the metallic interactions will be higher, and the substrate
will be weak. It is an essential criterion to obtain particles in the
rst stage of thin-lm formation and to attract more particles in
the later stages. Moreover, in addition to the surface energy, the
adsorption energy, as well as the diffusion mechanisms of ada-
toms on the substrates, will also determine the growth (3D island
growth or 2D layer growth).48 Since our TEM grid (substrate) is
coated by an amorphous carbon layer, its surface energy will be
comparatively lower than the depositing metal species. Therefore,
the interactions between the substrate and the metal atoms
(adsorption energy) will be less. Furthermore, as adsorption energy
and diffusion barriers are directly correlated, a lower adsorption
energy will favour a lower diffusion barrier. It will always lead to
highermetallic interactions, resulting in island/3D growth,48which
favours the formation of various metal nanostructures. Alterna-
tively, we were also able to tune different metal nanostructures on
other substrates (SS foil, Pd, Cu, SiN membranes, etc.) as the
substrate-metal interactions became negligible at higher substrate
temperatures.49 The SEM images of Mg nanoparticles and Zn
nanowires formed on the SS foils are shown in Fig. S8 in the ESI.†
In short, this simple and cost-effective thermal evaporation set up
can be used as a straight-forward approach to producing various
metal nanostructures by the effective use of the vapour conne-
ment, rapid heating and cooling rates.

Conclusion

We have demonstrated a simple, cost-effective and robust
design based on thermal evaporation, for fabricating metallic/
bimetallic nanostructures of various elements. By adopting
This journal is © The Royal Society of Chemistry 2020
this set-up, different nanostructures of lower melting point
elements like Mg (NPs, NWs, NNs), Zn (NPs and NWs) and Mg–
Zn alloy nanoparticles were successfully fabricated through the
sublimation of metal powders. Copper and silver nanoparticles
of less than 30 nm were also produced by the decomposition of
metal salts and conning the deposition on the substrates. The
tuning of various nanostructures was possible using a strategy
of vapour connement by incorporating a quartz bottle along
with rapid thermal heating to conne the vapour and control
the local supersaturation conditions over the substrates. The
connement of vapour using the curvature/neck diameter of
a quartz bottle plays a signicant role in altering the thermal
energy and themean free path of the metal atoms. This controls
the rate and vapour pressure over the substrate without a carrier
gas ow. Finally, the presented strategy can be very well applied
to the formation of other nanostructures using a simple thermal
evaporation technique.
Experimental procedure

Fig. 2(b) shows the schematic diagram of the vacuum-based
thermal evaporation set-up. Two separate quartz bottles with
outer body diameters of 5 cm and curvature/neck OD of 3 and
2 cm were used for the thermal evaporation process. Commer-
cially available metal powders were used as the source materials
for Mg and Zn sublimation. In contrast, for Cu and Ag, anhy-
drous copper acetate and silver nitrate were used because the
maximum reachable temperature in the furnace was only
1000 �C. Next, 50 mg of metal powder/metal salt was loaded on
aMo boat, which was placed inside the quartz bottle. The quartz
bottle, along with the Mo boat, was placed in a tubular RTP
furnace. The whole set up was evacuated to a base pressure of
10�5–10�6 mbar. Metal powders/salts were sublimated/
evaporated at temperatures ranging from 600–800 �C at
different holding durations ranging from 1 to 15 minutes. Metal
vapours were collected from the colder regions beyond the
curvature/neck at different substrate positions of P1, P2 and P3,
which were at distances of 16, 18 and 20 cm from the source.
Carbon-coated TEM grids, stainless steel foils, Cu foils, SiN
grids, Pd grids, etc., were used as the substrates, and prepared
samples were further examined by transmission electron
microscopy.
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