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A cost-effective and catalyst-free approach for the treatment of oil field formation water has been extensively

explored in this work. ZnO NPs were synthesized via an electrochemical reaction using hydrogen peroxide as

the electrolyte. The XRD and TEM analysis depicted the high purity and wurtzite hexagonal structure of ZnO

NPswith an average size of 35� 5 nm. TGA data showed the thermal stability of the synthesizedmaterial up to

750 �C. The efficiency of the removal of hydrocarbons from formation water by the combination of

electrochemical reaction and synthesized ZnO NPs was monitored by GC-MS and FTIR. GC-MS analysis

revealed that out of 214 compounds (present in the untreated sample), a total of 131 compounds were

adsorbed by ZnO NPs. Further, the absence of any compound in the chromatogram of the treated sample

attests that the rest of the compounds were completely or partially degraded by electrochemical

degradation reaction. Moreover, this technique overcomes some of the important drawbacks of the

existing techniques in the area of electrochemical research, such as the generation of toxic byproducts,

unwanted side reactions, and involvement of hazardous chemicals.
1. Introduction

Oil eld formation water is the wastewater produced during the
crude oil drilling process and one of the most signicant
volume waste streams produced as a result of oil exploration
practice.1 The total volume of formation water generated during
the oil drilling process is about 1.6 times that of the amount of
crude oil produced.2,3 Formation water contains a wide range of
cyclic and acyclic hydrocarbons in addition to several other
toxic compounds.4 The presence of such lethal compounds
makes it highly carcinogenic, and it targets the essential organs
that incorporate the liver, kidney, and thyroid gland tissue,
causing total organ damage. Moreover, the presence of cyclic
and aromatic hydrocarbons cause severe damage to the glucose
metabolism cycle of a living being.5 Subsequently, designing
practical methods for the treatment of formation water is
crucial and thus raises a call for an immediate response.6,7

Various treatment measurements have already been reported
for the treatment of formation water, which include adsorption,
coagulation, bacterial degradation, and chemical degradation
via oxidation.8,9 However, electrochemical and adsorption
measurements are the best strategies among all other accessible
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methods due to their effortlessness and high prociency.10,11 In
the last couple of years, much importance had been given to the
electrochemical method as a treatment technique for the
remediation of wastewater because of its eco-friendliness and
compatibility over other treatment strategies.12,13 The principal
mechanism of treatment of debased water by electrochemical
response includes oxidation and reduction by the electrodes
alongside additional oxidation by various radicals and ions
formed during the entire chemical process.14 However, the in
situ electro-generation of free radicals gives the electrochemical
reactions an advantage over other degradation reactions.10

Moreover, the electrochemical reaction involves less of
reagents, chiey driven by electric ow, and is responsible for
the production of radicals in the electrodes, primarily on the
cathode.13–15 Additionally, utilization of hydrogen peroxide as
an electrolyte in electrochemical reaction adds another
measurement to the remediation arrangement as it is
considered as a green concoction, and there is no side-effect
le toward the end of the response.16,17 This adds a remark-
able advantage to the aforementioned technique for a eld
trial. One of the major disadvantages of electrochemical
treatment is cost ineffectiveness and demands a huge amount
of money to operate.18 With this view in mind, this study was
carried out to develop a novel, cost-effective electrochemical
process with Zn rods as electrodes (both as anode and
cathode). The present study was also designed to synthesize
ZnO nanoparticles (NPs) for the effective removal of petroleum
hydrocarbons from formation water via adsorption mecha-
nism owing to the high efficiency and benets of nanoparticles
as adsorbent due to its high surface area.19
RSC Adv., 2020, 10, 1925–1936 | 1925
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2. Materials and methods
2.1 Experimental section

Two Zn electrodes, each of length 14 cm and diameter 0.9 cm,
were dipped in 200ml of formation water sample under constant
stirring. The voltage was optimized by carrying out the experi-
ment at 9, 12, and 15 volts of electric current using a regulated
multiple power supply (model: Scientech 4077) (Fig. 1). An opti-
mized amount of 4 ml hydrogen peroxide (30% analytical grade)
was added to the reaction mixture, which plays the role of both
electrolyte and oxidizing agents. The degradation of hydrocar-
bons during the progress of the electrochemical reaction was
monitored by measuring the chemical oxygen demand (COD)
value of the samples at different time intervals. COD of untreated
and treated samples were investigated as per APHA.20

CODðrÞ% ¼ ½COD�i � ½COD�f
½COD�i � 100

here, [COD]i is the initial COD of the sample, and [COD]f is the
nal COD with respect to a specic time and sample type.

Aer completion of the electrochemical reaction, ZnO NPs
settled at the bottom of the reacting vessel were stirred (at 1200
rpm) to ensure complete adsorption of the remaining non-
degraded and partially degraded hydrocarbons from the forma-
tion water sample. Finally, ZnO NPs were separated through
centrifugation at 10 000 rpm and analyzed with Gas Chromato-
graphic-Mass Spectroscopy (GC-MS) for hydrocarbon content.
2.2 Characterization of ZnO NPs and formation water

The formation water sample was collected from Group Gathering
Station (GGS) of Oil and Natural Gas Corporation (ONGC),
Borhola, Assam, India, and stored in a dark, dry place. The
Fig. 1 Schematic diagram of the experimental set-up (clean water is us

1926 | RSC Adv., 2020, 10, 1925–1936
synthesis of ZnO NPs was conrmed by UV-DRS spectra (UV-2600
Shimadzu spectrophotometer) with BaSO4 as the reference and X-
ray diffraction (XRD) patterns using powder diffractometer (Bruker
D8 Advanced). Further, the surface morphology of the synthesized
ZnO NPs was characterized using a Carl Zeiss (P-Sigma, Germany)
Scanning Electron Microscope and transmission electron micros-
copy (TEM) (model: JEM 2100). The particle size of the ZnO NPs
was estimated using Malvern Zeta sizer Nano series (Nano-ZS90).
Brunauer–Emmett–Teller (BET) (Quantachrome Autosorb-IQ MP)
analysis was carried out to investigate the surface area and pore
size of ZnO NPs where the samples were degassed at 150 �C for 3
hours under nitrogen atmosphere. The thermal stability of ZnO
NPs was measured using PerkinElmer, TGA 4000 instrument
before and aer adsorption of hydrocarbons.

The identication of the hydrocarbons present in the forma-
tion water sample was done using a Gas Chromatograph-Mass
Spectrometer (GC/MSTQ8030, Shimadzu, Japan) with an auto-
injector (AOC 20I, GC-2010, E). For GC-MS analysis, the
samples were extracted with Dichloromethane (DCM). All the
analyses were carried out with a split ratio of 20 : 1, and helium
was used as carrier gas with a ow rate of 1.0 mL min�1. The
column used in the system was EB-5MS, and the injection
temperature was set at 300 �C. The column oven temperature was
set at 60 �C with a hold time of 5 min and was subsequently
increased to 300 �C with a ramp of 10 �C/min. The nal hold was
for 31 min. The ion source temperature was set at 230 �C for MS
using an interface temperature of 310 �C. The mass range (m/z)
was selected as 45–800 for the entire analysis. The chromato-
grams were analyzed using GC-MS post-run soware. The chro-
matogram peaks were integrated by considering the slope of
13 000. In addition to ZnO NPs, the Fourier-transform infrared
(FT-IR) (NICOLET 6700 FTIR-Spectrometer) spectra were also
recorded for the untreated and treated formation water samples.
ed to make the ZnO nanoparticles more visible).

This journal is © The Royal Society of Chemistry 2020
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Table 1 Efficiency of ZnO NPs for the treatment of wastewater

Wastewater Experimental condition Treatment efficiency Reference

Textile wastewater containing
basic red 46 dye

Use of ZnO NPs ZnO nanoparticles for
enhancing the sonocatalytic decolorization of
basic red 46 (BR46) in the aqueous phase

Up to 89.92% decolorization 50

pH and temperature optimization is required
Wastewater containing acid red 17
dye

Undoped and Pr-doped ZnO NPs were used for
the degradation of acid red 17 under ultrasonic
irradiation

Decolorization efficiency upto
100%

51

Temperature optimization is required
Wastewater containing
permethrin solution

Adsorption (mechanical stirrer) using chitosan-
ZnO NPs

99% (deals with pesticide) 52

pH optimization is not required
Industrial wastewater Mg and ZnO NPs were prepared for the removal

of copper from industrial wastewater
(adsorption mechanism)

92–98% (deals with only copper) 53

pH and temperature optimization is required
Pharmaceutical industry
wastewater

Photocatalytic decomposition of tetracycline
and ibuprofen was carried out under batch
conditions. The reactor was placed into an
aluminum box, stirred and irradiated from the
top with four UV-Vis solarium lamps

Near 80% 54

pH and temperature optimization is required
Fast green and Victoria blue
contaminated wastewater

Ni–ZnO NPs have been prepared by a precursor-
based route via chemical precipitation method
by using surfactant CTAB at low temperature

More than 90% 55

pH optimization is required
Formation water Electrochemical degradation was followed by

the adsorption (using ZnO NPs)
�91% This work

pH and temperature optimization is not
required
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3. Results and discussion
3.1 Initial characterization of formation water

Initial characterization of the sample was done by determining
a few important physicochemical parameters, which were then
compared with the prescribed permissible limits of the World
Health Organisation (WHO)21 for industrial effluents in Table 1.
Though the parameters total dissolved solids (140.2 �
14.3 mg L�1), and pH (8.3 � 0.4) were within WHO permissible
limits of 450mg L�1 and 6.5–8.5. However, most of the parameters
such as total solids (5573 � 25.5 mg L�1), total suspended solids
(5532.8 � 30.7 mg L�1), turbidity (50 � 8.52 NTU), conductivity
(4.19 � 0.73 mS cm�1), total petroleum hydrocarbon (TPH) (2566
� 48.54 mg L�1) and Chemical Oxygen Demand (COD) (3118 �
35 mg L�1) content were found to be above the permissible limits
of WHO (650 mg L�1, 200 mg L�1, 5–10 NTU, 1 � 10�3 mS cm�1

and 300 mg L�1, respectively). Hence, the treatment of oil eld
formation water is necessary to reduce the ground and surface
water contamination by petroleum hydrocarbons.
3.2 Electrochemical reaction and its mechanism

The formation water samples were subjected to the electro-
chemical treatment with Zn rods as electrodes and H2O2 as the
electrolyte, and during the progress of the electrochemical
reaction, the ZnO NPs were formed in the in situ condition. On
completion of the reaction, the samples, along with ZnO NPs,
were subjected to magnetic stirring at around 1200 rpm, which
This journal is © The Royal Society of Chemistry 2020
resulted in the adsorption of previously partially degraded or
non-degraded hydrocarbons. Finally, the samples were put in
centrifugation at 10 000 rpm for 40 minutes to separate the ZnO
NPs from the treated sample.

The effect of the parameters such as hydrogen peroxide and
voltage on the electrochemical reaction was also analyzed.

3.2.1 Effect of hydrogen peroxide. The effect of H2O2 was
examined by varying the concentration from 1 ml to 5 ml. It was
found that the hydrogen peroxide concentration up to a certain
limit (4 ml) accelerated the COD removal of formation water, as
depicted in Fig. 2(a). H2O2 is responsible for the formation of
hydroxyl radicals as shown in eqn 1

H2O2 +e
� / OH� +OHc (1)

Hydroxyl radicals further react with hydrocarbons to yield
lower hydrocarbons, which are non-toxic in nature. The prob-
able reaction via which degradation of hydrocarbon took place
is given below.22

R–H + cOH / Rc + HOH (2)

3.2.2 Effect of voltage. The effect of the voltage on the
degradation of hydrocarbon was also studied (as illustrated in
Fig. 1(b)). Electrochemical reactions were performed at 9, 12,
and 15 volts and were found that the reaction gives its best
RSC Adv., 2020, 10, 1925–1936 | 1927
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Fig. 2 COD removal % by (a) electrochemical reaction at 12 volts and different concentration of H2O2 in mL, (b) electrochemical reactions
operated at different applied voltage (9, 12, 15 volts) (c) ZnO NPs formed by different dose of H2O2 with power supply of 12 volts, and, (d) ZnO
nanoparticles formed at different applied voltage (9, 12, 15 volts).
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performance at 12 volts, i.e., nearly 90% COD removal. This was
also supported by GCMS chromatogram (ESI Fig. 1†) where the
initially observed 214 numbers of compounds were reduced to
Fig. 3 (A) UV-DRS absorption spectrum of (a) Synthesized ZnO NPs witho
diffraction pattern of (a) commercial ZnO, (b) synthesized ZnO NP
hydrocarbon.

1928 | RSC Adv., 2020, 10, 1925–1936
28 compounds in the treated sample at 9 volts (ESI Fig. 1(e)†)
and no compounds detected in the treated sample at 12 and 15
volts (ESI Fig. 1(f) and (g)†). Hence, the rest of the study was
ut hydrocarbon, (b) ZnO NPs after adsorption of hydrocarbon. (B) XRD
without hydrocarbon and (c). Synthesized ZnO after adsorption of

This journal is © The Royal Society of Chemistry 2020
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Fig. 4 (a) SEM image of ZnO nanoparticles (magnification 85.14k�), (b) EDX images of ZnO nanoparticles, (c) SEM images of ZnO nanoparticles
after adsorption of petroleum hydrocarbon (magnification 5.00k�), (d) EDX images of ZnO nanoparticles after adsorption of petroleum
hydrocarbon, (e) SEM image of ZnO nanoparticles with different magnification (magnification 120.00k�) and (f) SEM images of ZnO nano-
particles after adsorption of petroleum hydrocarbon with different magnification (magnification 50.00k�).
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carried out at a power supply of 12 volts since the reaction
performs economically and efficiently at that voltage.
3.3 Characterization of synthesized ZnO NPs

The probable reaction which leads to the formation of ZnO NPs
during the electrochemical process is shown by eqn (3): 23

Zn2+ + H2O2 + 2e� / ZnO + H2O (3)

The synthesized ZnONPs were then characterized for surface
morphology, particle and pore size, thermal stability. The
synthesis of ZnO NPs was conrmed by UV-DRS absorption
spectra as the obtained peaks at �370 nm (Fig. 3(A-a)) lied
within the previously established absorbance peaks for ZnO
This journal is © The Royal Society of Chemistry 2020
ranging between 355-380 nm.24–26 Even aer the adsorption of
hydrocarbons by ZnO NPs, a large shi (�355 nm) in the peaks
was not observed (Fig. 3(A-b)). This indicates that the synthe-
sizedmaterial (ZnONPs) does not undergo any kind of chemical
change even aer the adsorption of hydrocarbons. This has
been further conrmed by the study of the crystal structure of
ZnO NPs using XRD analysis. On comparing the XRD diffraction
patterns of synthesized ZnO NPs before and aer adsorption of
hydrocarbons with that of XRD pattern of commercial (analyt-
ical grade) ZnO, it was found that synthesized ZnONPs (Fig. 3(B-
b)) and commercial ZnO (Fig. 3(B-a)) were characterized by
distinct diffraction peaks at 31.7�, 34.3�, 36.2�, 47.5�, 56.5� and
62.8� associated to the (100), (002), (101), (102), (110), (103)
crystal planes (Fig. 3B).27 Moreover, JCPDS No. 01-089-1397 and
RSC Adv., 2020, 10, 1925–1936 | 1929
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Fig. 5 TEM images of (a) ZnO nanoparticles before adsorption of petroleum hydrocarbons, (b) ZnO nanoparticle after adsorption of petroleum
hydrocarbons, (c) ZnO nanoparticles with different magnifications (in inset shows the particles with size less than 15 nm) and (d) ZnO nano-
particles after adsorption of petroleum hydrocarbons with different magnifications and (e) Histogram showing the particle size distributions of
ZnO NPs.

1930 | RSC Adv., 2020, 10, 1925–1936 This journal is © The Royal Society of Chemistry 2020
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Fig. 6 Particle size of the (a) ZnO nanoparticle and (b) ZnO nanoparticle after petroleum hydrocarbon adsorption obtained from dynamic light
scattering (DLS).

Fig. 7 BET-N2 adsorption–desorption isotherm plots for (a) ZnO nanoparticle (b) ZnO nanoparticle after adsorption of petroleum hydrocarbon
(PH).

Fig. 8 TGA thermograms of (a) ZnO NP and (b) ZnO NP after
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03-065-3411 corresponding to the ZnO NPs before and aer
adsorption indicates that the synthesized ZnO is having
hexagonal wurtzite. The peak intensity is sharp, and no extra
peaks corresponding to other elements were detected which
indicates the purity of the material.28,29

The surface morphology of ZnO NPs before and aer the
adsorption of hydrocarbons was studied by scanning electron
microscope (SEM). SEM images affirmed that the size of
synthesized ZnO NPs is approximate 35 � 5 nm (Fig. 4(a)). The
qualitative analysis of the elemental composition of synthesized
ZnO NPs by Energy Dispersive X-ray (EDX) spectroscopy
(Fig. 4(b)) indicated strong signals of Zn (weight%: 40.25
atomic%: 12.66), O (weight%: 35.11 atomic%: 45.14) and C
(weight%: 24.64 atomic%: 42.20) atom. The observed peaks of
elemental carbon could be due to the sample mounted on
a carbon tape.30 TEM and Dynamic light scattering (DLS) anal-
ysis revealed that the size of NPs on an average ranged from 35
to 40 nm (Fig. 5(a) and 6(a)), which is in close agreement with
the SEM result. The obtained SEM image for ZnO NPs with
attached hydrocarbons (Fig. 4(c)) reveals the aggregation of ZnO
particles while EDX image conrmed that several alkali and
heavy metals (sodium (weight%: 4.57 atomic%: 4.04), potas-
sium (weight%: 4.71 atomic%: 2.44), aluminum (weight%: 1.98
atomic%: 1.41), silicon (weight%: 29.03 atomic%: 20.99), tita-
nium (weight%: 2.18 atomic%: 0.93)) were also adsorbed by the
This journal is © The Royal Society of Chemistry 2020
ZnO NPs (Fig. 4(d)).31 Fig. 4(e) and (f) represents SEM image of
ZnO nanoparticles before and aer adsorption at higher
magnication. TEM image (Fig. 5(b)) also conrmed the pres-
ence of an organic layer (hydrocarbons) due to the agglomera-
tion of ZnO NPs. DLS study also conrms that the size of ZnO
NPs increases abruptly to approximately 442.3 nm aer
adsorbing hydrocarbons (Fig. 6(b)).
adsorption of petroleum hydrocarbon.

RSC Adv., 2020, 10, 1925–1936 | 1931
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The surface area and pore size of ZnO NPs were studied
using BET-N2 adsorption/desorption isotherm and are shown in
Fig. 7(a). It can be observed that ZnO NPs show a type IV
adsorption–desorption isotherm and H4 hysteresis loop
according to the IUPAC classication.32,33 Type IV isotherm and
H4 hysteresis are generally observed in complex materials with
mesopores.32,34 BET-N2 adsorption/desorption study reveals that
the ZnO NPs have a surface area of about 65.227 m2 g�1. In the
study, the hysteresis loop of ZnO NPs (Fig. 7(a)) is larger than
that of ZnO NPs aer adsorption of hydrocarbon (Fig. 7(b)) at P/
P0 $ 0.5. This conrms the presence of more mesopores in ZnO
NPs (without hydrocarbon) than ZnO NPs aer adsorption of
hydrocarbons,32 and the same is evident from the decrease in
surface area of ZnO NPs from 65.227 m2 g�1 to 5.874 m2 g�1

aer adsorption of hydrocarbons.
Further, the thermal stability of ZnO NPs before and aer the

adsorption of petroleum hydrocarbon was carried out by ther-
mogravimetric analysis (TGA) (Fig. 8). ZnO NPs were found to be
stable up to around 750 �C, and only #20% loss of mass was
observed (Fig. 8(a)). While TGA graph of ZnO NPs with petro-
leum hydrocarbon declines (Fig. 8(b)) abruptly at around
Fig. 9 GCMS Chromatogram of (a) untreated formation water sample,
treated water sample.

1932 | RSC Adv., 2020, 10, 1925–1936
200 �C, indicating the thermal degradation of previously
adsorbed hydrocarbons by ZnO NPs.35 The higher thermal
stability, which was observed in the ZnO NPs before adsorption
of hydrocarbons, gives an advantage to the synthesized ZnO NPs
for future usage as an adsorbing material for the treatment of
contaminants up to a temperature of 750 �C.
3.4 Investigation of hydrocarbon content before and aer
treatment

Oil eld formation water mainly consists of substituted
aromatic rings, aliphatic hydrocarbons, hydrocarbons with
other functional groups (–OH, –CH3, –C2H5, etc.) and various
toxic heavy metals which can contaminate the natural envi-
ronment when discharge untreated.36,37 Thus, in the present
study, the different aromatic and aliphatic hydrocarbons and
were determined using GC-MS and FTIR analysis. The TPH
content of the samples was found to be 1719 � 54.16 mg L�1

aer the completion of the electrochemical reaction. It further
reduced to 151 � 12 mg L�1 when subjected to the adsorption
process.
(b) petroleum hydrocarbons adsorbed/absorbed by ZnO NP, and (c)

This journal is © The Royal Society of Chemistry 2020
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Fig. 10 FTIR spectra of (a) untreated crude oil sample, (b) petroleum hydrocarbon (PH) adsorbed by ZnO nanoparticle (NP), (c) treated water
sample and (d) synthesized ZnO NPs.
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3.4.1 GC-MS analysis. GC-MS study conrmed the presence
of 214 numbers of hydrocarbons (ranging between C8 to C33) in
the untreated formation water samples with a maximum peak
intensity of 3.5 and resolution 10 000 000 (Fig. 9(a)). Here, 59
compounds were of cyclic in nature, such as derivatives of
naphthalene, phenanthrene, phenol, annulene, etc. and this
result is similar to the work reported by Pathak et al. 2014 (ESI
Table 1†).38 These types of compounds are highly toxic, muta-
genic, and carcinogenic to humans or other organisms.39 Thus,
the efficient removal of these hydrocarbons by the applied
treatment strategy was also investigated. As already mentioned,
formation water samples were treated with electrochemical
reaction followed by adsorption with ZnO NPs. Finally, ZnO NPs
were separated from the sample and were extracted with
dichloromethane (DCM) for GC-MS analysis. The GC-MS chro-
matogram (Fig. 9(b)) revealed that 131 numbers of compounds
were adsorbed by ZnO NPs, of which 19 were cyclic hydrocar-
bons (ESI Table 2†). This result proves that the other 40 cyclic
hydrocarbons were degraded to simpler forms during the elec-
trochemical reaction. Moreover, in the case of treated sample
GC-MS chromatogram (Fig. 9(c)), the peak intensity becomes
1.5 with a resolution of 100 000, which is almost 100 times
smaller than that of the untreated sample, and not a single
compound was detected in the treated sample. This justies the
efficiency of the treatment technique.

3.4.2 FTIR study. The nature of hydrocarbons present in
the untreated and treated sample was investigated using FTIR
spectroscopy. Here, untreated crude oil sample showed
absorption peaks at 2918.05 cm�1 and 2849.31 cm�1, which
corresponds to the stretching and bending modes of aromatic
This journal is © The Royal Society of Chemistry 2020
and aliphatic hydrocarbons (Fig. 10(a)).40 The peak at
1602.63 cm�1 is due to the stretching of the aromatic C–C bond
and conjugation of the aromatic ring.40 Further, the peaks at
1462.99 cm�1 and 1376.93 cm�1 shows the content of –CH2–

and C–CH3, respectively.40,41 Several peaks between 729.01 cm�1

and 876.55 cm�1 are characteristics of out of plane bend of
aromatic rings.41

On subjecting ZnO NPs aer adsorption of hydrocarbons to
FTIR analysis (Fig. 10(b)), an adsorption peak at 3417.58 cm�1

was observed that corresponds to the O–H stretching of adsor-
bed moisture content42,43 and another peak at 2924.74 cm�1 was
due to the aromatic or aliphatic hydrocarbons.40 The peaks
1505.18 cm�1, 1385.44 cm�1, and 1045.27 cm�1 represent
stretching and bending vibration of aromatic C]C, –CH3 and
–C–H, respectively. Further, 834.37 cm�1 and 708.35 cm�1 are
characteristic of aromatic rings,41 while 444 cm�1 conrms the
presence of ZnO.44

Fig. 10(c) represents the FTIR spectra of the treated water
sample aer separating from ZnO NPs. The peak of intensity
1429.29 cm�1 corresponds to C]C aromatic stretching or CH3

bending mode of vibrations.41 Here, in case of the treated
sample, there was no such peak representing the presence of
–OH group which is because of the KBr pellet prepared by drop-
casting method where the pellet containing the treated water
sample is dried in an oven for 12 hours followed by vacuum
desiccation for about 24 hours.

Fig. 10(d) represents the FTIR spectra of synthesized ZnO
NPs. The peak at 3485.54 cm�1 indicates the presence of the
–OH group.45 The peaks observed at 1560.44 cm�1, 983.24 cm�1,
and 868.43 cm�1 are due to the asymmetrical and symmetrical
RSC Adv., 2020, 10, 1925–1936 | 1933
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Fig. 11 Level of COD at different stages of the reaction, (a) untreated
sample-UT, (b) treated with electrochemical reaction-EC, (c) treated
sample-after completion of the adsorption process by ZnO NP-AP.
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stretching of the zinc carboxylate.45,46 While peak at 460 cm�1

corresponds to the absorption of ZnO.45–47
3.5 Variation of COD during treatment of formation water

COD can be considered as an index of pollution because the
high level of COD represents a higher level of contamination in
any water body.48,49 In this study, COD values were measured
mainly in three different stages of reactions.

(I) Untreated Sample (UT)
(II) Aer the completion of the electrochemical degradation

reaction (EC).
(III) Aer completion of the adsorption process by ZnO NPs

(AP)
Variation of COD at different stages of reaction is shown in

Fig. 11. A continuous decline in COD can be observed in the
case of electrochemical degradation and adsorption by ZnO
NPs. In the untreated formation water, the initial COD was
around 3118 mg L�1 that decreases to about 2089 mg L�1 aer
electrochemical degradation (�33% removal) and nally
decreases up to 285 mg L�1 (�91% removal) aer completion of
the adsorption process (by ZnO NPs). Hence, it can be
concluded that ZnO NPs can effectively remove the petroleum
hydrocarbons present in the formation water samples. Table 1
shows a comparison of the efficiency of synthesized ZnONPs for
the removal of different types of industrial wastewater along
with the present work.
3.6 Reusability assessment of ZnO NPs

Aer the completion of the adsorption process, the ZnO NPs
were treated with DCM to remove the attached (adsorbed)
hydrocarbons, and then these ZnO NPs were again subjected to
the treatment of formation water samples to check the reus-
ability of the synthesized material. The analyzed GC-MS chro-
matogram (ESI Fig. 2(c)†) revealed that the reused NPs could
remove 94 numbers of compounds from oil eld formation
water. The FTIR spectra (ESI Fig. 3(c)†) of reused ZnO NPs with
1934 | RSC Adv., 2020, 10, 1925–1936
peaks at 3417.58 cm�1 2927.84 cm�1, 2131.32 cm�1,
1440.53 cm�1, 1043.42 cm�1 and 948.68 cm�1 further
conrmed the adsorption of various class of hydrocarbons.
Thus, the present study demonstrates the reusability of ZnO
NPs for the adsorption of hydrocarbons.
4. Conclusion

ZnO NPs prepared via environment-friendly electrochemical
reaction can successfully aid in the remediation of wastewater
excreted by petroleum industries. SEM, TEM, and DLS analysis
established the particle size of the synthesized ZnO NPs to be
35�5 nm. The successful removal of hydrocarbons was
demonstrated by GC-MS, FTIR, and COD analysis. GC-MS study
revealed that out of 214 determined compounds of an untreated
sample, the ZnO NPs could adsorb about 131 numbers of
compounds while the rest of the compounds were either
partially or completely degraded during the electrochemical
process. The initial COD of 3118 mg L�1 was reduced up to
285 mg L�1 (91% removal) by the treatment process. Apart from
the successful degradation of the hydrocarbons without the aid
of any catalyst, another primary advantage of the treatment
technique is that there is no generation of secondary type
pollutants. Thus, the developed treatment process can be widely
used as a cost-effective and green approach for wastewater
management in petroleum industries.
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