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ctrical properties of annealed ZnS
thin films. The appearance of the OLPT conduction
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The annealing temperature (Ta) dependence of the structural, morphological, electrical and dielectric

properties of ZnS thin films was investigated. In this work, we consider the as-deposited and annealed

ZnS thin films at different temperatures. The as-deposited films were amorphous in nature. However, the

films annealed at Ta $ 673 K, exhibited a hexagonal structure with (002) preferential orientation. The

post annealing caused an improvement in crystallinity. The best one was observed at Ta ¼ 723 K. Grain

size increased from 7 nm to 25 nm as annealing temperature was increased from 673 K to 723 K. The

surface of annealed samples is homogenous and uniform and the rms roughness is dependent on the

annealing temperature: it increases with temperature within the range 5–50 nm. The film electrical

conductance is found to be dependent on frequency measurement and annealing temperature: the dc

conductance exhibits semi-conductor behavior for all ZnS films over the explored range of temperature

and the conductance was found to enhance with increasing annealing temperature up to 623 K. In

addition, it was observed that the highest conductance and lowest activation energy of ZnS films were

obtained at an annealing temperature of 623 K. The mechanism of alternating current ac conductance

can be reasonably explained in terms of the overlapping-large polaron tunnelling (OLPT) model for

samples annealed at 623 K and 673 K. To our knowledge, this conduction mechanism was rarely found

in chalcogenide materials. A significant change of Nyquist plot with annealing temperature was noted

permitting the correlation between the microstructure and its electrical properties. The impedance

analysis investigated that the relaxation process is well pronounced for the both annealed films at 623 K

and 673 K. The dielectric behavior was associated to the polarization effect, an improvement on the

dielectric constant 30 and dielectric loss 300 with annealing was noticed.
1. Introduction

Zinc sulde (ZnS) is a promising II-VI compound semi-
conductor belonging to the chalocgenide materials. They have
immense technological importance in different applied
branches of science and technology, because of its excellent
catalytic, optoelectronic, and piezoelectric properties. It has
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been evinced to have diverse applications in electronic, opto-
electronic, and electrochemical devices, such as photo catalysis,
solar cell, infra-red window, cathode-ray tubes (CRT) and eld
emission displays (FED).1 Recently it is used for electrolumi-
nescent devices and photodiodes.2–4 In addition to the low cost,
the availability of precursors, the ease of preparation and the
chemical stability, it has a wide direct band gap of 3.72 eV and
3.77 eV for cubic and hexagonal phases, respectively. It has
a high absorption coefficient in the visible range of the optical
spectrum and enhanced electrical properties.5 ZnS thin lms
can be fabricated by molecular beam epitaxy (MBE),6 sputter-
ing,7 metal organic vapor chemical deposition (MOCVD),8,9

different wet chemical synthesis methods10–14 and spray pyrol-
ysis. The last technique is one of the simplest and efficient
methods for fabrication of large area lms and it offers an easy
way to incorporate any dopant by adding it to the starting spray
solution.15–17

The properties of ZnS thin lms are not only inuenced by
the deposition techniques but also by the post thermal treat-
ment. Annealing has an important effect on the crystallinity of
RSC Adv., 2020, 10, 9549–9562 | 9549
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Fig. 1 Profile of annealed temperature evolution versus time.
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the thin lm in terms of grain size, residual strain, and the
defect density.18 Many works reported the inuence of anneal-
ing temperature on the improvement of grain size of ZnS
lms,19 but only few works have been reported on the study of
the effect of annealing temperature on electrical and dielectric
properties of ZnS thin lms.20–22 These works investigate that
the electrical properties of zinc sulphide can be modied by
different factors, among them the change of the grain size.
Modication of the grain sizes inuenced on the electrical and
dielectric properties.

E. Al-Fawade et al.21 had studied the inuence of annealing
temperature on the structural and opto-electronic properties of
ZnS thin lms and they observed that the dc conductivity at
room temperature decreases with the increase of annealing
temperatures. This is because of the improved crystallinity with
the increase of the grain size and to elimination of some
defects. R. Jeyachitra et al.22 investigated the relation between
resistivity of ZnS thin lms deposited by vacuum evaporation
method and its structural change. They found that the decrease
of resistivity of ZnS lms is related to the improvement in
crystallinity of the lms.

The study of dc and ac electrical conductance provides
information about the behavior of the free and localized electric
charge carriers which plays an important role to understand the
electric and then dielectric polarization mechanism.

In this paper, we present a study of the effects of annealing
temperature not only on the structural and morphological
properties, but also on ac conductivity and dielectric properties
of sprayed ZnS lms.

2. Experimental details

ZnS lms have been grown on glass slides by spray pyrolysis
technique. The lms were prepared from an aqueous solution
containing zinc chloride (ZnCl2) and thiourea [SC(NH2)2], as
sources of Zn2+ and S2� respectively with initial molar ratio
Zn : S of 1. Distilled water was used as solvent. The experi-
mental setup involves a heating system to preserve the
9550 | RSC Adv., 2020, 10, 9549–9562
substrate at the desired temperature. The substrate temper-
ature was xed at 623 K and measured by a thermocouple
placed near the substrate. The ow rates of solution and the
air ow were xed at 2 ml min�1 and 10 ml min�1, respec-
tively. When this temperature was attained and stabilized, the
solution was sprayed for 20 min. The experimental setup
involves a heating system to keep the substrate at the wished
temperature. At the end of the deposit, we let the substrates
cooling on the plate until the ambient temperature.

It is well known that as-deposited lms are very resistive. To
enhance their conductivity, the samples were then sealed into
Pyrex tube with a little amount of sulfur at a pressure of 10�3

torr and were then annealed at temperatures (Ta) varying from
573 K to 723 K according to prole illustrated in Fig. 1.

Structural andmorphological characterization of the prepared
lms have been carried out using X-ray diffraction (XRD) (Philips
PW 1729 XRD diffractometer), atomic force microscopy AFM
(Nanoscope II-Digital Instruments) and SEM images were taken
with a ZEISS FE-SEM ULTRA Plus (equipped with EDX analyzer)
microscope. The chemical composition and their atomic
concentrations were studied with the help of energy dispersive
spectroscopy (EDS). For electrical measurements, two-electrodes
of silver were realized by vacuum evaporation technique. An
Agilent 4294A impedance analyzer was used to collect impedance
measurements over a wide frequency range (40 Hz to 100MHz). A
parallel circuit mode was used to measure both the conductance
G and the capacitance C. The voltage amplitude of the alternating
signal was xed at 200 mV to get a best ratio of signal/noise. The
sample was placed in liquid nitrogen cryostat to vary the
temperature between 300 K and 660 K.

3. Results and discussion
3.1. Structural and morphological analysis

Structural properties of prepared samples were studied by XRD.
Fig. 2 shows the XRD patterns of ZnS samples deposited by
spray pyrolysis technique and annealed at different tempera-
tures during 2 h.23 The diffractograms show clearly that the as-
This journal is © The Royal Society of Chemistry 2020
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Fig. 2 XRD patterns of as-deposited and vacuum annealed ZnS films.
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deposited and annealed lms with temperature Ta < 673 K have
an amorphous structure. While the lms annealed at Ta$ 673 K
are partially transformed into a polycrystalline structure corre-
sponding to hexagonal wurtzite phase of ZnS, characterized by
preferred orientation (002). The grain size D was determined by
using the FHWM of the (002) main peak and Scherrer formula:24

D ¼ 0:9l

b cos q
(1)

where b is the full width at half maximum in radians for (002)
peak, l is the wavelength of the X-ray and q is the Bragg angle.

The lm grain size is found to increase from 7 to 25 nmwhen
the annealing temperature increases from 673 K to 723 K. This
may be due to the fact that annealing would cause coalescence
of dispersed grain agglomerations. At high annealing temper-
atures, a sufficient thermal energy is furnished, which facili-
tates the coalescence of the adjacent grains and results in
apparent grain growth.25

The surface morphology of the layers was studied by AFM.
The 2D and 3D images are displayed in Fig. 3.23 We observed
from these images the continuous growth of the layers. It can be
seen that by increasing the annealing temperature the grain size
and the roughness change. The root mean square roughness
value increases with annealing temperature and it is found to be
in the range 5–50 nm. Such behavior indicates that when the
annealing temperature rises, the grain becomes larger along
with negligible valley spacing between the islands. Hence, the
lm growth proceeds through agglomeration of the islands with
increasing of annealing temperature. As annealing was done
under sulfur atmosphere, the increase of roughness due to
sulfur exodiffusion is excluded.
This journal is © The Royal Society of Chemistry 2020
The SEM micrographs of wide surface morphologies of as-
deposited and annealed lms at different temperatures are
shown in Fig. 4(a–e). SEM images reveal that the surface of the as-
deposited and annealed lms at 573 K and 623 K is smooth and
uniformwhile a crack could be observed in as-deposited lms and
the annealed one at 623 K. For Ta # 623 K, no grains are noticed
indicating an amorphous phase for as-deposited and annealed
lms at these temperatures. These results conrmed those ob-
tained by X-ray diffraction. For Ta > 623 K, the annealed lms have
good adherence on the substrates without cracks. Moreover, the
lms are covered by hexagonal grains, whose size increases with
increasing annealing temperature. The increase of the grain size is
due to the agglomeration of smaller ZnS grains.26
3.2. EDS analysis

Fig. 5 presents the typical EDS spectrum of the as-deposited
and annealed ZnS lms at different temperatures, which
reveal that all the lms contain the elements Zn and S as ex-
pected, with presence of some impurities such as Si, Ca, Na, C,
O and Cl which are originated probably from the glass
substrates and unreacted precursor. The atomic ratio
compositions of sulfur and zinc in the lms are presented in
Table 1. It is obvious that the measured S/Zn ratio in all thin
lms is lower than the theoretical stoichiometry. Such result
indicates the presence of sulphur vacancies (surplus zinc).27

The existence of the excess zinc is strongly supported by the
electrical characterization of the lms.
3.3. Dielectric studies

The frequency dependence of dielectric constant 30 at different
temperatures of the as-deposited and annealed ZnS lms is
RSC Adv., 2020, 10, 9549–9562 | 9551
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Fig. 3 2D and 3D AFM images of ZnS films at various annealing temperatures.
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Fig. 4 SEM images of the as-deposited and annealed ZnS films at different temperatures.
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presented in Fig. 6. For un-annealed sample, the dielectric
constant decreases rapidly with increasing frequency, then
increases to stabilize around 10�1 at high frequency regardless
of the temperature. For each temperature, it appears frequency
Fig. 5 A typical EDS spectrum of as-deposited ZnS films.

This journal is © The Royal Society of Chemistry 2020
window in which the real part of the constant dielectric is very
low or even negligible. A similar graph was theoretically pre-
dicted by different authors28,29 for polarization. It was also
correlated with the ZnS band structure. This behavior in the
RSC Adv., 2020, 10, 9549–9562 | 9553
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Table 1 Chemical Compositions of ZnS thin films annealed at
different temperatures using EDS technique

S (at%) Zn (at%) S/Zn

As-deposited 48.55 51.45 0.94
573 K 44.18 55.82 0.79
623 K 42.53 57.47 0.74
673 K 45.77 54.23 0.84
723 K 45.53 54.47 0.83

Fig. 6 Frequency dependence of 30 at different temperatures for as-
deposited and annealed ZnS films at Ta ¼ 623 K.

Fig. 7 Frequency dependence of 300 at different temperatures for as-
deposited and annealed ZnS films at Ta ¼ 623 K.
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explored frequency ranges can be explained by the existence of
carrier traps in materials. Before the annealing, the material
contains different typical of electron traps which begin to be
emitted from a given frequency f(T). As the free charge carriers
concentration increased, the dielectric constant 30 decreases.
For a particular frequency characteristic of traps, a resonance
phenomenon was observed, the traps were bleed out suddenly
and lower dielectric constant 30 was obtained. Beyond the
resonance frequency, traps can't follow the signal and emit the
carriers. The thermal annealing is curing the material,
improving the crystallinity and the dielectric constant 30 nd its
classic behavior with the frequency.
9554 | RSC Adv., 2020, 10, 9549–9562
Fig. 7 presents the frequency dependence of dielectric loss 300

at different temperatures. Depending on frequency, the dielec-
tric loss 300 decreases as frequency increases. In the low
frequency regions, the dielectric loss of annealed lms has high
values than for as-deposited lms. These high values are
attributed to the presence of space charge polarization created
by the electrode sample contact and can be also due to the
contribution of different types of polarization mechanism.30

Besides, the decrease of 300 with frequency is explained as
follows: by increasing frequency the charge carriers become
incapable to pursue the rapid excitation change; hence they lag
behind the alternative excitation signal.31 In other hand, the
dielectric loss 300 increases with increasing temperature. The
mobility of charge carriers rises with temperature, increasing
the polarization and resulting high values of dielectric loss. The
higher values of dielectric loss at higher temperature are
attributed to the accumulation of charge at grain boundaries.32

Indeed, the evolution of 300 is impacted by several factors33 like
the lattice vibrationmode, the oxygen vacancies, the presence of
secondary phases34 and the grain size.35 Thus, the increment
dielectric loss with temperature is a result of the impact of
temperature on these intrinsic and extrinsic factors which were
temperature dependent. The increase of dielectric loss with
annealing temperature is due to the increase of grain size as
investigated by structural analysis and to the substitution of the
This journal is © The Royal Society of Chemistry 2020
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Fig. 8 Temperature dependence of 300 at different frequencies for as-
deposited and annealed ZnS films at Ta ¼ 623 K.

Fig. 9 The frequency dependence of the conductance (Gac) at 400 K
for as-deposited and annealed ZnS films at different temperatures.
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sulfur by oxygen in the lattice which induced by thermal
annealing.

Fig. 8 shows the temperature variation of 300 at different
frequencies. It is noticed that the dielectric loss is almost
constant below 500 K and then, starts to increase steadily with
increasing temperature. The increase in 300 can be ascribed to
the thermally activated transport of space charges.36 The higher
value of 300 at lower frequency is due to the charge accumulation
at grain boundaries.37
3.4. Electrical studies

3.4.1. Electrical conductance analysis. Studies of
frequency–temperature dependence of ac conductance are
generally very important for better understanding of the type of
the transport mechanism and of the nature of charge carriers in
the material.

The variation of ac conductance with frequency at 400 K for
as-deposited and annealed ZnS lms is reported on Fig. 9. It is
obvious that the ac conductivity increases up to annealing
temperature equal to 623 K and then it decreases for higher
annealing temperature.
This journal is © The Royal Society of Chemistry 2020
The initial increase of ac conductance with increasing
annealing temperature can be interpreted by the increase of
grain size which resulting a reduction in the number of grain
boundaries.38 Indeed, the post annealing caused an enhance-
ment in the quality of the layers by reducing the lattice strain
and enhancing the oxygen stoichiometry, a probability of
agglomeration of lms into grain with weak inter grain
coupling,39 creation of number of sulphur vacancies in the
lms40 which is in agreement with the EDAX measurements
which had revealed the existence of excess zinc and hence it
results an increment in the electrical conductance. Besides, the
decreasing of conductivity at higher annealing temperature is
may be attributable to decrease in the defect state which leads
to increase in the mobility and energy gap.21

Additionally, Fig. 10(a–e) shows the frequency dependence of
the conductance G at different temperatures (300–660 K) for as-
deposited and different annealed lms of ZnS in the frequency
range 40–106 Hz.

We can notice from Fig. 10(a) and (b) that the prole of the
total conductance exhibits many regimes. At low frequency, the
conductance has a small variation with frequency and increased
with temperature. This rise of conductance with temperature
indicates that the conduction process in the material is ther-
mally activated. This regime is followed by a metal behavior
where the conductance decreases with frequency. Finally, an
insulator behavior appears at high frequency. The same
behavior was observed for lms annealed at T ¼ 723 K
(Fig. 10(e)). On the other hand, we observe from Fig. 10(c and d)
that these spectra are composed by two regions. One at low
frequency: the spectrum is characterized by the appearance of
a plateau for each temperature. However, the second one is at
high frequency, where the conductance G increases linearly in
logarithmic scale with frequency. For these two samples, the
conductance G can be described using the Jonscher power law:41

GðuÞ ¼ Gdc þ Gac

Gac ¼ Aus (2)

where Gdc is the dc conductance, Gac is the ac conductance, u is
the angular frequency, A is a pre-exponential factor depending
RSC Adv., 2020, 10, 9549–9562 | 9555
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Fig. 10 Frequency dependence of ac conductance for ZnS films
annealed at different temperatures.

Fig. 11 Variation of frequency exponent (s) with temperature of
annealed ZnS films at 623 K and 673 K.

Fig. 12 Variation of log(GdcT) as a function of (1000/T) for annealed
ZnS films ZnS at Ta ¼ 623 K.
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on temperature and s is a fractional exponent. The dc conduc-
tance can be calculated by extrapolation of G curves to zero
frequency for different temperatures. This increment in
9556 | RSC Adv., 2020, 10, 9549–9562
conductance is attributed to hopping mechanism that occurs by
the inuence of the applied electric eld. In this region (high
frequency), the conductance increases proportionally to us with
increasing frequency. In order to identify the conduction
mechanism, the values of the frequency exponent s have been
calculated from the slopes of the straight lines of Fig. 10 and are
plotted as a function of temperature in Fig. 11. It can be seen
that the values of s are between 0 and 1. The frequency exponent
s decreases rst with increasing temperature up to 600 K and
thereaer it starts increasing as the temperature increases.

For the quantum mechanical tunneling (QMT) model,42 the
frequency exponent s is in order of 0.8 and increases slightly
with increasing temperature or is independent of temperature.
Therefore, (QMT) model is not suited to the investigated lm
samples annealed at 623 K and 673 K. In the correlated barrier
hopping (CBH) model,43 the obtained values of s decrease
continuously with increasing temperature. Hence, (CBH) model
cannot explain the obtained results too.
This journal is © The Royal Society of Chemistry 2020
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Table 2 Activation energy of as-deposited and annealed ZnS films at
different temperatures

Ea (eV)
(dc conductance)

Ea (eV)
(dielectric relaxation)

As-deposited 863 839
300 �C 832 783
350 �C 810 807
400 �C 818 744
450 �C 907 860
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However, in the overlapping large polaron tunnelling (OLPT)
model,44 the exponent s is both temperature and frequency
dependent and it has reached minimum value at a certain
temperature before continuing to increase with increasing
temperature. Consequently, the (OLPT) model is in good
agreement with the obtained results. We must note that to our
knowledge the (OLPT) conduction mechanism ensured by large
polarons has been rarely obtained for chalcogenide materials.
We point out that when the polaron energy is derived from
polarization changes in the deformed lattice, which is the case
of ionic crystals, the corresponding excitation is named large or
dielectric polaron.45 We can thus deduce that the annealing
process to a certain value of the temperature (which allows us to
obtain a certain degree of crystallinity of this amorphous
material) is at the origin of the reinforcement of the polarization
behavior of the material and thus the appearance of the (OLPT)
conduction mechanism.

The plot of log(GdcT) versus 1000/T for annealed ZnS lms at
Ta ¼ 623 K is linear over a wide temperature range justifying
that conductivity is thermally activated and can be expressed by
Mott and Davis law (Fig. 12):46

GT ¼ A exp

��Ea

KBT

�
(3)

where A is the pre-exponential factor, Ea is the activation energy,
T is the absolute temperature and KB is the Boltzmann constant.
The values of activation energy deduced from slope of linear t
are reported in the Table 2. As seen in Table 1, the ZnS lms
annealed at 623 K has the lowest activation energy. This later
possesses the highest dc conductance (as noted in Fig. 9).
Furthermore, the activation energy values deduced from the dc
conductivity analysis are close with those of calculated ones as
derived from the relaxation time plots. Such result indicates
that relaxation and dc conductivity may occur by the same
mechanism.47

These results are correlated to the XRD ones. Both as grown
sample and 573 K annealed one (group A) have an amorphous
structure and exhibit both metallic and insulator behavior.
When annealing temperature increases (Ta ¼ 623 K and 673 K,
group B), crystalline phase begins to appear and the conduc-
tance follows the Jonsher law. Finally, for sample annealed at
723 K (group C) the crystalline phase dominates and complex
regime appears for the conductance. Such correlation and
evolution can be argued as follow: for group A samples contain
defects which emit free carriers at different frequencies. This
This journal is © The Royal Society of Chemistry 2020
increases the density of free carriers and the conductance
follows the Drude model. When all defects become empty of
free carriers, the hopping model takes place. For group B,
thermal annealing cures samples from defects and nucleates
crystallites and this yields to a homogenous insulating material.
For group C, we notice an increase in grain size which could
affect the conductance. Sulfur content, which varies with
annealing temperature, could be at the origin of defects which
affect the conductance.

3.4.2. Electrical impedance analysis. The Nyquist plots at
different temperatures of the un-annealed and annealed ZnS
lms are illustrated in Fig. 13(a–e). These plots show semi-circle
arcs whose their center was found below real part axis which
suggests a non-Debye type relaxation phenomenon of charge
carriers.48 As the temperature increases, the maximum of the
semi-circles shis to higher frequencies and their diameters
decrease, which indicates a thermally activated electrical
conductivity and relaxation times distribution.49 As shown in
Fig. 14(a and b), the experimental impedance data was modeled
by an electrical equivalent circuit formed by parallel combina-
tion of grain-boundary resistance (R1), constant phase element
impedance (CPE1) and grain-boundary resistance (R2) which is
in series with inductance (L). However, the equivalent circuit
used to describe the experimental data of samples annealed at
623 K and 673 K is composed by a parallel combination of grain-
boundary resistance (R1), constant phase element impedance
(CPE1) and capacitor (C1), in series with constant phase element
impedance (CPE2).

The occurrence of an inductive loop at low frequencies
implies the presence of metallic phase which could be due to
the free carrier emitter for group A. It is usually associated to the
relaxation of adsorbed anions or to nanostructure materials.50–53

The studied lms evaluate from amorphous structure to
nanocrystalline one as annealing temperature increases. For the
as grown sample and the one annealed at 573 K, the lms could
contain small quantities of secondary phases of ZnS1�x(OH)x,
Zn(OH)2 and ZnSO4.54 Such phases shorten the band gap55 and
induce metallic conduction pathway. The capacitive behavior is
then replaced by an inductive one. Aer an annealing at
a temperature of 723 K, a nanocrystalline phase appears and it
is known that electrical conductivity is grain size dependent.56

When the grain size increases the mean electron free path
increases and the grain boundary scattering decreases. Nano-
crystalline grain could percolate, inducing a conductive
pathway which involves the inductive behavior. For samples,
annealed at 623 K and 723 K, the secondary phases are desorbed
and the lms have the insulator behavior. This explanation is in
agreement with the variation of the conductance with the
frequency in Fig. 10, the XRD patterns of Fig. 2, the AFM and
SEM images of Fig. 3 and 4, respectively. So the signicant
change of Nyquist plot with annealing temperature permits the
correlation between the microstructure and its electrical
properties.

Fig. 15 exhibits the variation of real part of the impedance Z0

with frequency at different temperatures for as deposited and
different annealed ZnS lms. It is noted that Z0 have a high
values for low temperatures and decreases with increase in
RSC Adv., 2020, 10, 9549–9562 | 9557
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Fig. 13 (a–e) Complex impedance spectrum (�Z00 vs. Z0) of as-deposited and annealed ZnS films at 573–723 K.
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frequency, thus indicating an increase in ac conductivity with
rise in frequency. We observe that the magnitude of Z0 decreases
sharply for both annealed ZnS thin lms at 623 K and 673 K.
9558 | RSC Adv., 2020, 10, 9549–9562
This result conrms the increase of conductance observed in
Fig. 10(c and d).

The variation of imaginary part of impedance (Z00) with
frequency at different temperatures was depicted in Fig. 16. The
This journal is © The Royal Society of Chemistry 2020
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Fig. 15 Variation of the real part Z0 of impedance as a function of
frequency at different temperatures for ZnS films annealed at various
temperatures.

Fig. 14 Nyquist plots at 660 K for as-deposited and annealed ZnS
films. Inset shows the proposed model for different annealed ZnS thin
films.
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spectra are characterized by appearance of peaks, which shi to
higher frequencies with the increase of temperature. Such
behavior points out the presence of relaxation phenomena in
the system.41 Also we observe that the magnitude of Z00

decreases gradually when the temperature increases. This is
due to the accumulation of electrical charges in the material. It
is clearly visible in Fig. 15 that both annealed lms at 623 K and
673 K have a signicant broadening of the peaks of Z00, which
conrms that the relaxation process in the compound is
temperature dependent.57 The maximum of the relaxation
peaks decreases with the increment in temperature, indicating
the drop in the resistive properties.58 Hence, it can be concluded
that in the both annealed lms at 623 K and 673 K the relaxation
process is well pronounced.

Furthermore, the relaxation time s of the electrical
phenomena in the material was evaluated by using the imped-
ance data of Z00. The typical variation of s as a function of
temperature is depicted in the inset of each gure. Experi-
mental data can be tted by a linear law at high temperature.
The different activation energy values are reported in Table 2. It
is obvious that the activation energy deduced from relaxation
time is very close to the value estimated from conductance
This journal is © The Royal Society of Chemistry 2020 RSC Adv., 2020, 10, 9549–9562 | 9559
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Fig. 16 Variation of the imaginary part Z00 of impedance as a function
of frequency at different temperatures for ZnS films annealed at
various temperatures. The Arrhenius plot of time relaxation is shown in
the inset of each figure.

9560 | RSC Adv., 2020, 10, 9549–9562
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spectrum, which indicates that relaxation process and
conductivity have the same origin.

4. Conclusion

ZnS thin lms were grown annealed in the temperature range
(573–723 K). The as-deposited and annealed lms at Ta < 673 K
were amorphous, while those annealed at Ta $ 673 K show
hexagonal phase of ZnS with preferred orientation (002). The
increase in the annealing temperature enhances the crystal-
linity of ZnS lms and increases the grain size. At a high
annealing temperature (723 K), the surface roughness of
annealed lms becomes more than nine fold if compared to as-
deposited lm. The EDS analysis proves that the annealed ZnS
thin lm has Zn-rich and S-decient composition. The electrical
conductance improves with increasing annealing temperature
up to 623 K and then this improvement was declined. The ZnS
lms annealed at 623 K had the highest conductance and the
lowest activation energy. The ac conductance obeys to the
universal power law and can qualitatively be described by the
OLPTmodel for lms annealed at 623 K and 673 K. According to
our bibliography, we have rarely found this mechanism of
conduction in chalcogenides. Generally, ac conduction in these
types of materials is managed by the (CBH) and the small
polaron tunneling (SPT) mechanisms. The appearance of this
conduction mechanism for chalcogenides may be due the ionic
nature of ZnS and to the effect of annealing, which allows the
amorphous material to reach a certain degree of crystallinity.
The dielectric constant and dielectric loss of the samples were
found to decrease with increasing frequency and increase with
increasing temperature. Thus, dependences of the ac conduc-
tance, the dielectric constant and the dielectric loss on
frequency and temperature were possible. In addition to that,
the dielectric behavior was associated to the polarization effect.
An improvement on the dielectric constant 30 and dielectric loss
300 with annealing was noticed. The impedance plots were in
good accordance with the conductance plots. The activation
energy deduced from dc conductance and relaxation time are in
good agreement, which indicates that both processes are
related to the same mechanism of conduction. The post
annealing leads to an improvement in the crystallinity and the
conductance of ZnS lms will be useful for the formation of ZnS
based heterostructure for the application of optoelectronic
devices. XRD, AFM and impedance spectroscopy analysis reveal
that the best annealing temperature for obtaining a good ZnS
hexagonal structure lm is 723 K.
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