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Eﬀect of surface interactions on the settlement of
particles on a sinusoidally corrugated substrate†
Shreya Erramilli,a Taylor V. Neumann,b Daniel Chester,cd Michael D. Dickey,
Ashley C. Brown cd and Jan Genzer *b

b

Naturally-occurring surface topographies abound in nature and endow diverse properties, i.e.,
superhydrophobicity, adhesion, anti-fouling, self-cleaning, anti-glare, anti-bacterial, and many others.
Researchers have attempted to replicate such topographies to create human-made surfaces with
desired functionalities. For example, combining the surface topography with judicial chemical
composition could provide an eﬀective, non-toxic solution to combat non-speciﬁc biofouling. A
systematic look at the eﬀect of geometry, modulus, and chemistry on adhesion is warranted. In this
work, we use a model system that comprises silica (SiOx) beads interacting with a substrate made of
a commercial polydimethylsiloxane kit (PDMS, Sylgard 184) featuring a sinusoidal topography. To
examine the impact of interactions on particle settlement, we functionalize the surfaces of both the
PDMS substrate and the SiOx beads with polyacrylic acid (PAA) and polyethyleneimine (PEI), respectively.
We also use the PDMS commercial kit coated with liquid glass (LG) to study the eﬀect of the substrate
modulus on particle settlement. Substrates with a higher aspect ratio (i.e., amplitude/periodicity)
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encourage adsorption of particles along the sides of the channel compared with substrates with lower
aspect ratio. We employ colloidal probe microscopy to demonstrate the eﬀect of interaction between
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the substrate and the particle. The interplay among the surface modulus, geometry, and interactions
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between the surface and the particle governs particle settlement on sinusoidally-corrugated substrates.

Introduction
Understanding the interactions between surfaces and their
environment is crucial to the performance of paints, waterproof
clothing, non-stick cookware, adhesives, anti-glare lenses, and
other aspects of daily life. The performance characteristics of
substrates can be traced to the geometry, chemical composition, and mechanical properties of the surface. Topographical
patterns on a surface can contain long-range or short-range
order features and can exhibit functionalities such as superhydrophobicity,1 anti-fouling properties,2 reversible adhesion,3
and wettability characteristics.4,5 Aspects of surfaces such as the
topographical pattern, chemistry, and modulus can lead to an
increased surface area and anisotropy, and may be employed in
many applications.6
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Understanding non-specic biological fouling is pertinent to
improving the performance of membranes, biomedical devices,
and shipping vessels, among others.5–11 In the context of the
marine environment, fouling caused by barnacle attachment on
ship hulls increases drag and results in higher fuel consumption12 as well as ecological disruption when species are transported by ships over long distances.13 To inhibit adhesion of
marine organisms, hulls of ships have traditionally been coated
with biocidal organometallic compounds, such as tributyltin.
Unfortunately, leaching of these compounds into the ocean
results in adverse consequences for marine life, which led to its
widespread ban.14 Alternate strategies to combat fouling in
various applications are based on using antifouling and foulrelease chemistries.15 Increasingly, the focus has been on
creating non-toxic antifouling coatings by taking advantage of
surface topographical features16–22 inspired by examples found
in nature.23–26
Although the use of nature-inspired surface topography to
mitigate biofouling is an ongoing area of research, the problem
is complex due to the vast array of diﬀerent shapes and sizes as
well as chemistries taken by fouling organisms.27 Fouling
species vary in size from nm (i.e., proteins) to cm (i.e., barnacles
or tubeworms).28 This diversity presents a challenge to
designing a topography-based antifouling surface because the
topographical features needed to prevent biofouling depend
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upon the size and shape of settling organisms. Designing
a surface that prevents the settlement of organisms over a broad
size range requires further study.29 Numerous researchers
created bioinspired surfaces to generate anti-fouling surfaces.
Lotus leaves, shark skin, and the carapace of crabs have all been
replicated to attempt to develop a suitable surface to prevent
settlement of marine organisms.30–33 Researchers have applied
attachment point theory to explain the eﬀect of surface topography on preventing settlement. De Nys et al.34,35 state that
relative sizes of settling organisms and surface topography
aﬀect the number of attachment points between the surface and
organism, which contributes to the anti-fouling behavior of the
surface.
Formation and behavior of wrinkles on surfaces and their
eﬀect on behavior of particles on the surface have been studied
previously.36 Hierarchical wrinkles, i.e., concurrent wrinkles
over multiple length scales have been created by exposing
stretched PDMS to ultraviolet (UV) light and releasing the strain
and have been used to fractionate particles based on size.37
Surface topography generated by wrinkles has also been used to
enable assembly of particles into desired conformations.38
Research by the Fery group has shown that wrinkled surfaces
can direct the arrangement of colloidal particles of varying size,
surface chemistry, and shape.39 However, reliance on wrinkled
surfaces limits the aspect ratios, which can be generated. Insilica studies have no such limitations. Schoch et al.40–42
employed Monte Carlo simulation schemes to model the
settlement of spherical particles on model sinusoidal substrates
of an array of aspect ratios. The results revealed that particle
settlement was minimal when the particle diameter was half the
substrate wavelength. The addition of polymeric ‘hairs’ on the
surface of the particles increased the likelihood of settlement
on the surface regardless of substrate geometry because they
resulted in increased interaction between the particles and
substrate.
In this work, we consider a model experimental system
comprising spherical particles and a substrate featuring sinusoidal topography (cf. Fig. 1). We control the interactions
between the settling particle and the substrate features by
varying the size of the substrate features and the particle (cf.
Fig. 1a), the chemistry of the substrate, and the particle (cf.
Fig. 1b), and the substrate modulus. We monitor the eﬀect of
the parameters mentioned earlier on the location of particles
settled on the substrate, which we assess by using optical
microscopy (cf. Fig. 1c) and laser scanning confocal microscopy
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(cf. Fig. 1d). By visualizing the settlement of particles on sinusoidal surfaces using 3D imaging techniques (both appropriately modied), we can quantify the eﬀect of changing surface
geometry as well as surface chemistry on the settlement of
particles. We further employ colloidal force microscopy (CFM)
to quantify the interactions between the surface and the particle
as a function of changing the surface chemistry and the
modulus. In the sections that follow, we will describe how we
fabricate the substrate and achieve the settlement of particles.
We also describe the modication of a CFM tip with a spherical
particle to probe the surface and measure the interactions
between surface and particle.

Materials and experimental methods
We 3D printed a series of master molds featuring a sinusoidal
surface topography (see ESI† for details). Replicas of each
master mold were fabricated using Sylgard 184 poly(dimethylsiloxane) kit (hereaer referred to as PDMS) using
a 10 : 1 base to curing agent ratio followed by an overnight cure
at 50  C. All subsequent experiments were performed on the
PDMS replicas. The geometric parameters of the PDMS
substrates are dened by the wavelength (l) and amplitude (A),
as shown in Fig. 2, and the aspect ratio (AR ¼ A/l). The 3D
printed substrates feature AR values of 0.69, 1.0, and 1.13. To
alter the interactions between the substrate and the particles,
we activated the PDMS substrate with ultraviolet/ozone (UVO)
treatment and used layer-by-layer (LbL) deposition of poly
(ethylene amine) (PEI) and poly(acrylic acid) (PAA). We rst
exposed the corrugated PDMS replicas to UVO for 20 minutes.
The PEI solution was 20 mg mL1 in ethanol, and the PAA
solution was 16 mg mL1 in deionized (DI) water, and the pH is
adjusted from 2.9 to 4.3 using sodium hydroxide (NaOH). We
then immersed the UVO-modied PDMS substrates in the PEI
solution for 2 minutes, and aer removal from the solution, we
annealed the specimens at 70  C in air. Subsequently, we
immersed the substrates in the PAA solution for 2 minutes,
removed them from the deposition solution, and annealed
them at 70  C. Fig. 1b displays pictorially the system set up.
Previous literature reports show that the thickness of PEI and
PAA layers was approximately 2–3 nm.43
We deposited liquid glass (LG) on the PDMS surface to
increase the local surface modulus of the substrate to examine
its eﬀect on the settlement of the particles. We rst UVO treated
the PDMS surface for 20 minutes, followed by PEI treatment, as

Fig. 1 The position of a settling spherical particle depends on interactions with the surface. Cartoons in (a) and (b) show the eﬀect of substrate
geometry and interactions between the surface and the particle on the location of the particle. (c) Optical microscopy image of spherical SiOx
particle settling upon sinusoidal PDMS channels. Scale bar: 200 mm. (d) Laser scanning microscopy image of a particle settling in between
sinusoidal features. The colors represent diﬀerent depths inside the specimen. Scale bar: 500 mm.
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measuring the area between the approach and retraction curves
in the CPM.

Results and discussion

Fig. 2 Dimensions of the substrate–particle system. Parameters to
consider are amplitude (A), wavelength (l), particle radius (R). The
coordinate system used in the analysis is also depicted.

described earlier. We washed away the excess of PEI with
ethanol before drying the specimens for 30 minutes at 70  C.
Drops of a solution comprising LG 3.7 weight% in DI water were
added to the surface, and the system was cured overnight at
70  C. Subsequently, the PDMS substrate was UVO treated for
another 20 minutes before we applied the deposition sequence
of PEI and PAA layers to functionalize the LG surface. We
deposited polydisperse silica (SiOx) particles having the radii of
100–150 mm and 200–250 mm on the substrates (vide infra). We
modied the surface of the SiOx beads as follows. We cleaned
the SiOx beads using a piranha solution and rinsed thoroughly
with DI water and ethanol. We then immersed these SiOx beads
in the PEI solution in ethanol for 15 minutes, rinsed with pure
ethanol, and annealed at 70  C overnight.
We aﬃxed each substrate to a stage and immersed it into
a vessel containing a mixture of particles in water. We agitated
the particle/water mixture using compressed air, and the
particles settled upon the surfaces by gravity. The substrates
were removed from the solution and were dried at ambient
conditions. We used an Olympus BX60 optical microscope
using the 5 and 20 objectives, as well as the Keyence laser
scanning confocal microscope using the 20 objective to image
the particle–substrate system.
We employed colloidal probe microscopy (CPM) to study the
eﬀect surface chemistry on interactions between the SiOx
particle and the substrate. CPM probes with pyramidal tips were
acquired from Asylum Research and were modied such that an
unmodied, or PEI-coated SiOx particle was attached to the
cantilever with a thermoplastic wax adhesive.44 These modied
tips were used to probe at PDMS and PDMS:UVO/LG
substrates, which were chemically modied using the
processes described above. We employed an Asylum Research
MFP-3D AFM instrument to obtain a force map. The surface
stiﬀness of each sample was measured using the spherical tip
geometry, and the Hertz model of adhesion. We determined the
work done to separate the particle from the substrate by
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We monitored the location of SiOx particles on the corrugated
PDMS substrates as a function of the surface aspect ratio of the
substrate and chemical modication of the substrate and the
particles. The PDMS surface features a sinusoidal topography,
and the SiOx particle is a sphere with a radius R. As depicted in
Fig. 2, the origin of the coordinate system is located at the top of
the sinusoidal curve. Only one half of the wavelength is
considered due to the symmetry of the system. The curve is
described as a function of x (in-plane coordinate) and z (depth
coordinate). In this 2D projection, the sphere reduces to a circle
of the same radius. The center of the sphere (COS) is given by
the coordinates [x0 , z0 ]. We obtain the x0 and z0 coordinates from
images collected by the laser scanning microscopy. Details
about the methodology used to calculate the COS are provided
in ESI.†
In Fig. 3 and 5, we plot the position of the center of the SiOx
particle normalized by the substrate periodicity (l). We plot (z0 
R/A) versus z0 /l to compare data collected from substrates
featuring multiple AR. The coordinates of the COS of a particle
that rests on top of the sinusoidal feature appears at the origin
are [0, 0]. Particles small enough to settle in the bottom of the
channel the position will have the COS coordinates [0.5, 1].
The black and blue lines in Fig. 3 and 5 serve as a visual guide
for the expected location of particles having a diameter of 100
and 200 mm on each substrate, respectively. Fig. S6 in ESI† and
the accompanying discussion describe how these lines have
been calculated. The symbols depict experimental data. Table 1
lists the attributes systems we explored in this study.
The data in Fig. 3 describe the settlement of the SiOx particles as a function of changing the AR of the PDMS substrate
features. In Fig. 3a, nearly all particles settle preferentially on
the bottom of the channel (AR ¼ 0.69). Increasing the AR to 1
(Fig. 3b) causes the larger particles to settle in the valley of the
substrate while the smaller particles show more dispersion
along the sides of the channel. For substrates with AR ¼ 0.69
and AR ¼ 1, modication of the particle surface with PEI causes
the smaller particles to settle along the sides of the channel. The
same is true when both the substrate and the particles are
chemically modied. Upon increasing the AR to 1.13 (Fig. 3c)
particles exhibit increased dispersion along the sides of the
channel regardless of the substrate and particle surface modication. Thus, as the AR increases, the deviation of particles
away from the center increases. This means that more particles
settle along the sides of the sinusoidal features. Particles of
smaller diameter appear to be more sensitive to this eﬀect more
than larger particles, and surface modication of substrate and
particle appears to facilitate this behavior.
We now consider the eﬀect of the substrate modulus on
particle settlement. If particles settle along the sides of the
sinusoidal channel while increasing the AR, they may get trapped in a metastable state at the surface due to a compliant
substrate. We observed this phenomenon using optical
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Settlement of silica particles mapped on the PDMS substrate as a function of increasing aspect ratio, AR, (A/l), where A and l represent the
feature amplitude and wavelength, respectively: (a) AR ¼ 0.69, (b) AR ¼ 1, (c) AR ¼ 1.13. x0 and z0 describe particle center. The shaded area
represents the substrate. Particle is mapped on axes normalized to l and A. When (x0 , z0 ) is (0, 0), the particle is at the top of the sinusoid and when
it is (0.5, 1) the particle is at the bottom of the sinusoidal channel. Symbols represent diﬀerent surface and particle interactions where squares
indicate unmodiﬁed PDMS surface and particle surface. Circles indicate the surface of PDMS has been modiﬁed with PEI. Stars indicate that the
PDMS surface has been modiﬁed with PEI, and particle surface has been modiﬁed with PAA. Refer to Table 1 for mapping symbol type to system
surface chemistries. The black and blue symbols and lines correspond to the settlement of particles with nominal diameters of 100 mm and
200 mm, respectively.
Fig. 3

microscopy (cf. Fig. 4). Here, we captured images of corrugated
substrates with a square cross-sectional prole before and aer
the deposition of SiOx particles. Fig. 4a shows the parallel
features of the corrugations. Aer introducing the particles, we
observed the deformation of the features caused by the SiOx
particles, as shown in Fig. 4b. A cross-sectional view shown in
Fig. 4c shows the perpendicular sides of the valleys deforming
in response to the particle settlement.
To observe the eﬀect surface modulus on particle settlement,
we coat the sinusoidally patterned PDMS substrates with a layer
comprising LG and carry out the same chemical surface modication steps used in Fig. 3. Particle deposition and imaging are
carried out as before, and the results are shown in Fig. 5, where
AR increases from 0.69 (Fig. 5a) to 1 (Fig. 5a), and 1.13 (Fig. 5c).
In Fig. 5a, the particles settle to the bottom of the channel.
Upon increasing the AR to 1 (Fig. 5b), the SiOx particles reside in
either the center or close to the center of the channel. In Fig. 5c,
we observe minimal dispersion along the sides of the channel.
Particle settlement remains unchanged despite the increase in
AR as well as altering interactions between the substrate and the
particles. The dispersion of particles along the surface of the

sinusoid appears to be independent of the surface functionalization of the SiOx beads and the modulus of the PDMS surface.
Next, we quantied the eﬀect of surface chemistry on the
interactions between the substrate and the particles. We
modied an AFM tip by attaching a particle to the end of it and
used it to probe the interaction with various substrates. All
substrates were at. We attach an unmodied and PEI-modied
SiOx bead to the AFM tips. The substrates probed include PDMS
and PDMS:UVO coated with LG. We functionalize both these
substrates with PAA. Fig. 6–8 depict the approach and retraction
curves of each of the above conditions in the CFM. The area
between the approach and retraction curves represents the work
done to separate the particle from the surface (vide infra). We
measure the surface modulus in each case and plot the values in
Fig. S10 and S11.† Average moduli are reported in Table S2.†
Fig. 6 demonstrates the use of the approach and retraction
curves collected by CFM to measure interactions between the
substrate and the particle without chemical modication.
Fig. 6a reports the force corresponding to the approach (black)
and retraction (red) of the tip modied with SiOx particles as it
interacts with the PDMS substrate. The low modulus of the
substrate gives rise to a high contact area between the substrate

Fig. 4 The deformation of PDMS features by silica (SiOx) particles is shown on corrugated surfaces with a square proﬁle using optical microscopy
in reﬂectance mode. (a) Surface before silica particle deposition shows parallel features. Scale bar: 200 mm. (b) Silica particles once deposited
cause the features to deform around the particle. Scale bar: 50 mm. (c) A cross-sectional view of the substrate with particle shows perpendicular
features deforming due to the particle. Scale bar: 50 mm.
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Parameters of systems studied in this work

Substrate

Particle

Symbols in Fig. 3 and 5

PDMS
PDMS-UVO/PAA
PDMS-UVO/PAA
PDMS-UVO/PEI/LG
PDMS-UVO/PEI/LG/PAA
PDMS-UVO/PEI/LG/PAA

SiOx
SiOx
SiOx/PEI
SiOx
SiOx
SiOx/PEI

Open squares (,)
Open circles (B)
Closed circles (C)
Open up-triangles (O)
Open down-triangles (P)
Closed down-triangles (;)

and particle. This is seen in the well of the retraction curve as
well as the high area between the curves. Fig. 6b shows the
approach and retraction curves for the LG-coated PDMS:UVO
substrate as it is probed by the bare SiOx particle. The higher

surface modulus (due to UVO treatment of PDMS) reduces the
area of contact between the substrate and the particle.37 The
lack of separation between the approach and retraction curves
indicates that upon separation of the two surfaces, the interactions between the two surfaces are weak (see inset to Fig. 6b).
Fig. 7a plots the force between the PDMS:UVO surface
modied with PAA and an unmodied SiOx particle. Fig. 7b
plots data corresponding to the LG-coated PDMS:UVO substrate
modied with PAA indented with an AFM tip modied with
a SiOx sphere. Because the PDMS:UVO substrate has a lower
modulus than the PDMS:UVO/LG one, the contact area between
the particle and substrate is higher in the former case, and it
gives rise to a large contact area between the substrate and the
particle. Thus, more work needs to be done to separate the
particle from the LG-free substrate. The increased modulus of

The settlement of silica particles mapped on the PDMS:UVO substrate coated with LG as a function of increasing aspect ratio, AR, where A
and l represent the feature amplitude and wavelength, respectively: (a) AR ¼ 0.69, (b) AR ¼ 1, (c) AR ¼ 1.13. x0 and z0 describe particle center. The
shaded area represents the substrate. Particles are mapped on axes normalized to l and A. When (x0 , z0 ) is (0, 0), the particle is at the top of the
sinusoid and when it is (0.5, 1) the particle is at the bottom of the sinusoidal channel. Symbols represent diﬀerent surface and particle interactions where squares indicate unmodiﬁed PDMS/LG surface and particle surface. Circles indicate the surface of PDMS:UVO/LG has been
modiﬁed with PEI. Stars indicate that PDMS:UVO/LG surface has been modiﬁed with PEI, and the particle surface has been modiﬁed with PAA.
Refer to Table 1 for mapping symbol type to system surface chemistries. The black and blue symbols and lines correspond to the settlement of
particles with nominal diameters of 100 mm and 200 mm, respectively.
Fig. 5

Fig. 6 Force resulting from interactions between unfunctionalized substrates and particles measured using AFM. (a) Approach (black data) and
retrace (red data) when a spherical SiOx particle is used to probe a PDMS surface. (b) Approach and retrace data for PDMS:UVO surface coated
with LG and probed with a spherical SiOx particle.
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Fig. 7 Force resulting from interactions between PAA-functionalized substrates and unfunctionalized particles. (a) Approach (black data) and
retrace (red data) when a spherical SiOx particle is used to probe a PDMS surface modiﬁed with the PAA surface. (b) Approach and retrace data for
PDMS surface coated with LG, functionalized with PAA probed with a spherical SiOx particle.

the LG coating results in the decreased contact area between the
particle and the substrate, thus resulting in weaker adhesion
(see inset to Fig. 7b).

Fig. 8 displays data depicting the interaction in systems
where both the substrate and the SiOx particle surfaces have
been functionalized by PAA and PEI, respectively. In Fig. 8a, we

Fig. 8 AFM traces of interactions between PAA-functionalized substrates and PEI–SiOx particles. (a) Approach (black data) and retrace (red data)
when a particle probes a PDMS surface modiﬁed with PAA. (b) Approach and retrace data for PDMS coated with LG and functionalized with PAA.
(c) The eﬀect of functionalization on the interactions between the surfaces. Red represents PEI, and green represents PAA. Red and green clouds
depict the interactions between the PAA and PEI layers.
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plot the results corresponding to interactions between
PDMS:UVO substrate modied with a PAA layer and a particle
modied with PEI coating. The work needed to separate the
particle from the surface is lower compared to the unmodied
PDMS case (cf. Fig. 6) due to a lower contact area between the
particle and the substrate. We attribute this to an increase in
surface modulus of the PDMS:UVO/PAA substrate relative to the
unmodied PDMS support due to the UVO treatment step in the
chemical modication process. In Fig. 8b, the addition of the
LG layer increases the surface modulus compared to PDMS. In
this case, the approach and retraction curves show a relatively
large separation between the curves as the tip retracts from the
surface. Fig. 8c depicts the interactions between the polymer
coatings on the substrate and the particle. When the probe is in
contact with the surface, the polymer chains on both the
substrate and the particle are interacting via hydrogen bonding
or electrostatic interactions, resulting in increased interactions
between the two surfaces. As the probe begins to retract from
the surface, the interactions between the surfaces remain in
place up to a certain point, at which the polymer chains on the
two surfaces disengage, and the interactions cease.
We evaluate the area between the approach and retractions
curves for the three samples shown in Fig. 6–8 and report it in
Fig. 9 as the work (W) done to separate the particle from the
substrate. Fig. 9a displays the change in the work of separation
between PDMS substrates and SiOx particles as a function of
chemical modication, which has been described in the
experimental section. The data indicate that W depends on both
the chemical nature of the substrate and the contact area
between the particle and the substrate. W for the PDMS/SiOx
system is the highest among all cases studied primarily because
of a large contact area between the substrate and the probing
particle. We attribute the decrease in W aer treating the PDMS
with UVO to hardening the substrate and thus decreasing the
number of interactions between the substrate and the particle.
Surprisingly, PDMS:UVO substrates coated with PEI/PAA exhibit

Paper
higher adhesion when interacting with bare SiOx particles
relative to the SiOx particles coated with the PEI overcoat. While
the values are within experimental error, we expected to detect
the opposite behavior. One possible source of error is the large
scatter in adhesion data (see Fig. S12 in the ESI†). We attribute
this to inhomogeneities in the PEI/PAA layer on the PDMS:UVO
substrate. The quality of the lm in layer-by-layer (LbL) deposition depends on the interaction strength between the
substrate and the rst deposited layer.45 Oen multiple bilayers
need to be deposited before a well-dened lm is formed. We
only used one bilayer in our work. We speculate that the PEI
lm did not attach strongly and uniformly to the PDMS:UVO
substrate giving rise to an inhomogeneous PEI primer, which,
in turn, inuenced the poor quality of the PAA overcoat layer
(see Fig. S12 in the ESI†).
Depositing LG on top of the PDMS substrate hardens the
substrate and decreases the area of contact between the
substrate and the particle. This leads to a substantial decrease
in W relative to the PDMS/SiOx particle case. Fig. 9b plots W
between LG coated substrates and SiOx particles as a function of
particle chemical modication. The value of W for the interaction between the bare SiOx particle and PDMS:UVO/PEI/LG and
PDMS:UVO/PEI/LG/PEI/PAA is very similar. However, the
adhesion strength between the PDMS:UVO/PEI/LG/PEI/PAA
substrate and the PEI-coated SiOx particle is high. We attribute this result to strong adhesion between the PAA surface
layer and the PEI coating on the SiOx particle. The AFM maps
presented in Fig. S13 (in ESI†) support this notion. In this case,
the adhesion between the particle and the substrate is dictated
primarily by the strength of the interaction rather than the
number of contacts. Additionally, we observe that the adhesion
strength in the PDMS:UVO surface-functionalized with PAA is
lower than that of the LG counterpart when probed by the PEIfunctionalized SiOx particle but within experimental error. We
speculate that this could be due to inhomogeneities in the
chemical functionalization of the substrate as described

Calculated work done to separate the substrates and particle as a function of chemical modiﬁcation and surface modiﬁcation. (a) PDMS
substrate probed by SiOx particle; (b) PDMS substrate coated with LG probed by SiOx particle. Experimental conditions represented by the
symbols are as follows: PDMS–SiOx (,), PDMS:UVO/PAA–SiOx (B), PDMS:UVO/PAA–SiOx/PEI (C), PDMS:UVO/PEI/LG-SiOx (O), PDMS:UVO/
PEI/LG/PAA–SiOx (P), PDMS:UVO/PEI/LG/PAA–SiOx/PEI (;). Error bars represent the standard deviations.
Fig. 9
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previously, or instability of chemical functionalization of the
particle. It is possible that the surface chemical coating
degrades throughout repeated AFM scans. Consequently,
interactions between the probe and substrate could be reduced.

Conclusion
In this work, we considered the interactions between SiOx
particles and substrates, in which we varied systematically the
topographical feature geometry, the chemical composition of
the coating, and substrate modulus. We studied the eﬀect of
these surface attributes on the interactions between the
substrate and the probing particle using optical and laser
scanning microscopy, and colloidal probe microscopy. We
fabricated PDMS substrates with a variable aspect ratio (AR ¼ A/
l) and studied the settlement of SiOx beads onto such substrate
from aqueous solutions. We further functionalized the surface
of the PDMS substrate with PEI and PAA, and the surface of the
particle with PEI to comprehend the impact of inter-surface
interactions on settlement patterns. We also modied the
PDMS surface with liquid glass (which was further functionalized using PEI and PAA) to understand how surface modulus
impacts particle settlement. Higher AR features encouraged
settlement of particles along the sides of the channel compared
with substrates with lower aspect ratio. However, we only
observed this eﬀect in compliant PDMS substrates. This
suggests that substrate modulus played a role in whether the
particles were conned to the channels or are dispersed along
the sides of the channels. We quantied interactions between
the surface and particle as a function of surface modulus and
chemical modication using a spherically modied AFM tip.
These data showed that when the substrate modulus was low
(i.e., PDMS), the particle settlement was aﬀected by the contact
area between the particle and the substrate. Upon increasing
the substrate modulus, the particle settlement on the substrate
is governed only by the interactions between the substrate and
the particle and not the deformation of the PDMS channel. The
results suggest that particle settlement on the substrate involves
a complex interplay between the particle size and chemistry and
the surface chemistry, geometry, and surface modulus of the
substrate.
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