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computational studies of
graphene oxide covalently functionalized by
octylamine: electrochemical stability, hydrogen
evolution, and corrosion inhibition of the AZ13 Mg
alloy in 3.5% NaCl

N. Palaniappan, *a I. S. Cole*b and A. E. Kuznetsov c

Recently, carbon allotropes were shown to play a key role in energy harvesting and as hydrophobic coatings

on metal alloys. We have designed octylamine-functionalized graphene oxide materials for energy

harvesting and as an anti-corrosion coating for metal alloy protection in a 3.5% NaCl medium. The

material has been characterized by different techniques to confirm the structure and composition of the

modified graphene oxide sheet: FTIR spectroscopy, XRD, Raman spectroscopy, FESEM and TEM. The

electrochemical stability and corrosion inhibition efficiency were studied by electrochemical methods.

The electrochemical stability increased with an increase in the applied voltage up to 500 mV, and the

corrosion inhibition efficiency was shown to be 73%. The coating stability studies showed a long stability

time in the corrosion medium.
1. Introduction

Graphene oxide and functionalized graphene oxide materials
have been explored in the energy eld and as hydrophobic
coatings. Several authors investigated graphene oxide-
functionalized materials for corrosion inhibition efficiency in
different environments to check how the corrosion of metal
alloys was controlled. Amino acid-functionalized graphene
oxide was studied as a corrosion inhibition layer on magnesium
alloys.1 The nanoparticle-incorporated graphene oxide behaved
as a corrosion inhibition barrier on the mild steel alloy surface
in an acidic medium.2,3 Furthermore, phenylenediamine-
functionalized graphene oxide acted as a corrosion barrier
layer on the copper surface.4 Virtanen discussed the biological
importance of theMg alloy and its interaction with the body and
its uids.5 Atrens et al. investigated how the addition of impu-
rities such as Fe, Ni and Co improved the corrosion rate in
a biological medium.6 Wen et al. showed that triethanolamine
possessed excellent corrosion inhibition in a 3.5% NaCl envi-
ronment. Their electrochemical results showed an inhibition
efficiency of up to 91% due to the nonbonding electrons of the
amine groups adsorbed onto the Mg alloy surface.7 Hoche et al.
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34
studied iron impurities in the form of ferric chloride in
a corrosion medium of 3.5% NaCl environment. The results
suggested that the iron impurities have a signicant effect on
the improvement of the corrosion inhibition efficiency of Mg
alloys.8 Razavi et al. studied the recent research progress of Mg
alloy implants. In the future, Mg alloys will play a signicant
role in implant materials due to their light weight and eco-
friendliness in biological environments.9 Williams et al. exam-
ined the strong electrolyte FeCl2 as a corrosion inhibitor in
a medium, and it controlled localized corrosion propagation.10

Miskovic et al. studied different compositions of magnesium
alloys containing elements such as Zn and Ca to show how they
improved the corrosion resistance of pure Mg alloys. They
suggested that the hydrogen evolution was controlled by varying
the composition of the alloy.11 Birbilis et al. investigated the
corrosion inhibition of a lanthanum-coated Mg alloy in a 0.1 M
NaCl solution. The results suggested that the La-coated alloy
improved the corrosion resistance in a 1 M NaCl environment
due to the high electron transfer capability of lanthanum.12 Chu
et al. conducted studies of corrosion inhibition of a Mg alloy
coated with carbon allotropes like the diamond-based carbon
plasma in a bacterial culture.13 The carbon-coated Mg alloy
showed excellent corrosion resistance. Wan et al. studied the
corrosion inhibition of a phosphate-coated Mg alloy in a phos-
phate buffer solution. They found that the bisphosphate-coated
Mg alloy showed strong corrosion resistance.14 Han et al.
studied the corrosion inhibition in a hydroxyapatite (HA)-
coated Mg alloy in a buffered solution, and found that the
HA-coated Mg alloy improved the corrosion resistance in the
This journal is © The Royal Society of Chemistry 2020
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buffer solution.15 The corrosion inhibition of an arginine-based
polyester-coated Mg alloy was studied by Xi et al.16 They showed
the arginine-decorated polyester to have excellent interaction
with blood cells as compared with poly(glycolide)-co-lactide,
and to have an inhibition efficiency that was higher as
compared with the polyglycolide-coated Mg alloys. The corro-
sion inhibition of the magnesium alloy coated with graphene
oxide by the plasma method was studied in a 3.5% NaCl solu-
tion by Wang.17 The results suggested that the corrosion inhi-
bition of the Mg alloy increased in the NaCl medium with the
coating by the plasma technique. The use of an aromatic amine
covalently functionalized graphene oxide as a corrosion inhib-
itor was studied on mild steel in 3.5% NaCl solution by
Bagherzadeh et al.18 They found that the naphthalene amine
showed a higher inhibition efficiency. Also, R. Wang et al.
investigated the corrosion inhibition of the plasma technique
synthesised graphene oxide-coated Mg alloy in 3.5% NaCl
solution. They concluded that the graphene oxide showed
excellent corrosion inhibition efficiency in 3.5% NaCl
medium.19 Also, the corrosion inhibition of the peruorinated
polysiloxane-functionalized graphene oxide coatedMg alloy was
studied by Pyo et al. Their results showed excellent inhibition
efficiency as compared with conventional epoxy-coated Mg
alloys.20 The corrosion inhibition of the silane-incorporated
graphene oxide-coated Mg alloy was studied in 3.5% NaCl
medium by Zhang et al.21 The corrosion inhibition studies of the
polyvinyl alcohol functionalized graphene oxide coated with
2024 aluminum alloy in 0.2 M NaCl medium were performed by
Lutkenhaus.22 The results showed that with the increased
percentage composition, the inhibition efficiency increased as
well. Furthermore, the corrosion inhibition efficiency studies of
the few-layer graphene oxide sheet-coated copper metal were
carried out in 5% NaCl solution by Ham.23 The results showed
that the alloy surface was smooth aer being immersed in the
corrosion medium for 4 days, and no pitting corrosion occurred
on the alloy surface.24 Our previous work studied an amino acid-
functionalized graphene oxide-coated magnesium alloy in 3.5%
NaCl medium. Aer immersion for 5 days in the corrosion
medium, the alloy did not form any corrosion product on the
alloy surface due to the strong adhesion of the coating on the
alloy surface.25,26 In the present work, we have completed
studies of corrosion inhibition of the octylamine-functionalized
graphene oxide-coated Mg alloy in a 3.5% NaCl medium. The
novelty of this work is that the long-chain octylalkylamine
enhances the graphene oxide hydrophobic surface repulsion,
and thus decreases the corrosive ion penetration.

2. Experiment

Natural graphite powder, KMnO4, H2O2, octylamine, and THF
(tetrahydrofuran) were purchased from Alfa Aesar. The gra-
phene oxide (GO) was synthesized by the modied Hummers'
method. In brief: 50 ml of H2SO4 and 40 ml of H2PO4 were put
into a 250 ml round bottom ask; then, 1 g of graphite powder
was added to the above mixture.27 The mixture was kept in
a 1000 ml beaker containing ice, and then 3 g of KMnO4 was
added slowly to the mixture and the mixture temperature was
This journal is © The Royal Society of Chemistry 2020
increased to above room temperature up to 90 �C. Aer cooling
down to room temperature, the mixture was kept at 70 �C and
reuxed for 24 h. The mixture was cooled down to room
temperature, and then centrifuged at 7000 rpm, and washed
with deionized water until the mixture was neutral. The nal
product was dried at 80 �C for 24 h. The octylamine function-
alization was a one-step method. In brief, 100 mg of GO was
dispersed in THF by sonication and 5 ml of octylamine was
added to the above dispersed mixture. The mixture was reuxed
at 60 �C for 24 h, and then centrifuged at 5000 rpm to isolate the
nal product. The black product was washed with ethanol and
deionized water, and nally dried at 80 �C for 24 h.
2.1. Material characterization

The functionalized material was characterized by different
techniques to conrm the octylamine was covalently function-
alized on the graphene oxide matrix. The functional groups
were characterized by FTIR spectroscopy using a PerkinElmer
Spectrum 65 FT-IR spectrometer. Microstructures were studied
by a Raman WITec microscope at 530 nm laser excitation
(Germany), powder XRD D8 ADVANCE (Bruker), Carl Zeiss
microscope equipped with EDX, 3.0 keV FESEM, and TEM by
FEI Model Tecnai G2S Twin (200 kV) GATAN image soware to
conrm the crystallinity of the materials.
2.2. Corrosion inhibition studies

The Mg alloy was cut into 1 cm � 1 cm squares and mounted
with cold-cure materials, and polished with different size grade
silicon papers for the active alloy surface. The as-prepared Mg
alloy was kept in a desiccator before use. The coating materials
were prepared in a 2 : 1 weight ratio of graphene oxide and
epoxy for coating the Mg alloys. The polyamine was used as
a binder. The alloys were coated by a 0.5 mm brush. Aer
coating, the Mg alloy was dried at 80 �C for 24 h. The as-
prepared alloy was used as a working electrode, with a plat-
inummesh as the counter electrode and Ag/AgCl2 as a reference
electrode to carry out the electrochemical reaction. The working
electrode was immersed in a 3.5% NaCl medium for 5 days. The
potentiodynamic polarization technique was carried out from
OCP �250 at scan rate of 10 mV s�1. The impedance studies
were carried out from 0.01 mHz to 100 kHz by a 920D CHI
electrochemical workstation. The corrosion inhibition effi-
ciency was evaluated by the following eqn (1) and (2). Hence the
octylamine functionalized graphene oxide redox stability was
studied by three cell electrochemical system, and working
electrode was used platinum disk electrode. The electro-
chemical cell size was square 5 cm � 5 cm (H � L), and 1 M
NaOH was used as for the water electrolyte. The applied voltage
from the open circuit potential � at a scan rate of 10 mV s�1.

h ¼ Iepoxy � IOAC

Iepoxy
� 100 (1)

Cdl ¼ 1

2pmfRCt

(2)
RSC Adv., 2020, 10, 11426–11434 | 11427
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2.3. Computational studies

We used the C30H10(CO2)(OH)(]O) GO model, with one
–CO2H, one –OH, and one ]O groups. The octylamine mole-
cule was coordinated to this GO model through the N]C
group, which was formed by removing two hydrogens from the
NH2-group of the octylamine and the O-atom from the C]O
group of the GO, and then coordinating the N atom of the
octylamine to the C atom of the GO model. We performed DFT
studies of this model, both neutral and protonated on the
N]C group, using the Gaussian 09 package, revision B.01.28

Calculations were done using the hybrid DFT functional
B3LYP29 and split-valence basis set 6-31+G* having one set of
polarization and one set of diffuse functions, both on the
heavier atoms (C, N, O).30,31 It should be emphasized that the
introduction of the diffuse function set made the total number
of wavefunctions quite signicant, and thus the calculations
became noticeably time- and resource-demanding. This was
the reason why a smaller GO model was chosen. We optimized
the structures, calculated frequencies, and performed NBO
andMO analysis of our models with implicit effects from water
taken into account (dielectric constant 3 ¼ 78.3553). Implicit
solvent calculations were done using the self-consistent reac-
tion eld IEF-PCM method (the UFF default model as
employed in the Gaussian 09 package, with the electrostatic
scaling factor a set to 1.0). For the global reactivity analysis,
the electrophilicity (c), global hardness (h), global soness (s),
and nucleophilicity (u) values were calculated according to the
equations below:

c ¼ I þ A

2
(3)

h ¼ I � A

2
(4)

s ¼ 1

h
(5)

u ¼ c2

2h
(6)

DN ¼ cmg � cinh

2hmg � hinh

(7)
Fig. 1 Octylamine-functionalized GO and GO spectroscopy and XRD
studies. (A) GO FTIR, (B) octyl amine functionalized graphene oxide
FTIR, (C) Raman spectroscopy of GO, octylamine functionalized gra-
phene oxide and (D and E) GO and octylamine functionalized Raman
mapping, (F) crystalling studies of GO and octylamine functionalized
GO.
3. Result and discussion
3.1. Spectroscopy studies

As shown in Fig. 1, the octylamine-functionalized OH group
stretching frequency appeared at 3500 cm�1. Hence, the GO
C]O stretching frequency appeared at 1713 cm�1, and the
stretching frequency appeared at 2878 cm�1 due to the C]C
bond in the GO matrix. Furthermore, the octylamine-
functionalized GO stretching frequency appeared at
3300 cm�1 due to the alkyl nitrogen bond. The stretching
frequency appeared at 2200 cm�1 due to the long alkyl chain.32

The alkyl chain C–H bond vibration appeared at 738 cm�1. The
11428 | RSC Adv., 2020, 10, 11426–11434
bond vibration appearing at 1035 cm�1 was associated with an
alkyl chain, and the bond appeared at 1052 cm�1 due to the
C–O–C stretching frequency. Furthermore, the stretching
frequency appeared at 1537 cm�1 due to the sp2 carbon modi-
cation on the graphene oxide matrix. The stretching frequency
at 2169 cm�1 was due to the presence of the graphene oxide
carboxylate. As shown in Fig. 1C, the characteristic D peak from
GO graphitic carbon appearing at 1200 cm�1 was associated
with a carbon disorder of the graphene oxide matrix, and the G
peak appearing at 1600 cm�1 was associated with an sp2 carbon
C–C bond vibration.33 Furthermore, the octylamine-
functionalized GO peak appeared at 200 cm�1 and 400 cm�1

due to the presence of an alkyl chain on the graphitic carbon
matrix, and the graphitic carbon peaks appeared at 1200 cm�1

and 1600 cm�1 for the D and G peaks, respectively. Further-
more, Fig. 1D showed the GO Raman mapping of a layer from
the few-layer GO, and does not illuminate due to the absence of
octylamine. In Fig. 1E, the GO layer was blinking due to the
presence of octylamine, and the layer thickness was shown to be
around 500 nm. In another case, the crystalline GO sheet
showed new peaks at 2q ¼ 10�, 15�, 20�, 25� and 30� due to the
presence of the octylamine-functionalized GO sheet.34 Hence,
the GO graphitic carbon peak appeared at 2q ¼ 10�.
3.2. Microstructure of OAC functionalized GO sheet

Fig. 2 shows the GO and octylamine-functionalized GO micro-
structure. In Fig. 2A, the GO sheet shows a ower-shaped GO
sheet and a few layers due to the 3 h sonication. Furthermore,
there was no GO layer crack. Hence, Fig. 2B suggested that the
octylamine-functionalized GO sheet showed porous and ribbon
shapes due to the octylamine covalently bound with the GO
layer. Furthermore, Fig. 2C showed the GO few layer conrma-
tion with coloring. In another case, Fig. 2D showed that
nitrogen covalently interacted with the graphene oxidematrix in
the octylamine-functionalized graphene oxide mapping images.
Fig. 2E shows the TEM image of the octylamine-functionalized
GO sheet. GO sheets are regularly formed at high densities due
to the alkyl chain p–p crosslinked over the GO layer.35,36 The
This journal is © The Royal Society of Chemistry 2020
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Fig. 2 FESEM and TEM microscopy studies of the octylamine-func-
tionalized GO and GO. (A and B) FESEM microstructure of GO and
octylamine funtionalized GO, and (C and D) GO and octyl amine
functionalized GO few layer structure, (E) TEM microstructure of GO
and (F) octylamine functionalized graphene oxide ribbon structure.
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polycrystalline morphology was also indexed (Fig. 2E), and it
was conrmed from the XRD result. Further elemental results
showed that the octylamine covalently functionalized on the
graphene oxide via p–p bond. Furthermore, the features shown
in Fig. 2F suggested that the dark zigzag graphene oxide single
layers formed.
Fig. 3 Electrochemical stability studies of the octylamine-functionalized
Nyquist plot, (E) frequency impedance and (F) linear sweep voltammetry

This journal is © The Royal Society of Chemistry 2020
3.3. Electrochemical stability studies

As shown in Fig. 3A (CV: the applied voltage from 300 mV to
400 mV at 10 mV scan rates), the current is increased with the
increase of the applied voltage due to the presence of the alkyl
chain inductive effect. At the applied voltage of 300 mV, redox
behavior appeared at 0.2 mV to 0.6 mV due to the presence of
non-bonding electrons of the pyridine ring. Furthermore, the
redox behavior was increased at the applied voltage of 400 mV
by the effect of the ve-membered ring electron delocalization
within the GOmatrix. The oxidation peak appeared from 0.2 mV
to 0.7 mV due to the alkyl chain electron continued exchange
with the GO matrix.37,38 Next, at the applied voltage of 500 mV,
the redox behavior was increased from 0.3 mV to 0.5 mV due to
the presence of the graphene oxide carbonyl delocalized elec-
trons. Hence, the GO graphitic carbon non-bonding electrons
pushed electrons to the alkyl chain. Furthermore, Fig. 3B shows
that at an applied voltage from 100 mV to 300 mV at 20 mV scan
rates, the current was increased due to intercalation of the GO
epoxy non-bonding electrons.39 However, according to the Tafel
curve shown in Fig. 3C, the anodic oxygen evolution is less as
compared to cathodic hydrogen evolution due to the long alkyl
chain inductive effect on the graphene oxide surface. The
hydrogen evolution was initiated from 0.5 mV to 0.7 mV due to
the alkyl chain electron intercalation on the GO substrate. The
current density was increased due to the free non-bonding
electrons of the carbonyl groups and carboxylate anions. In
Fig. 3D, the Nyquist plot from impedance spectroscopy is shown
for the applied frequency range from 0.01 kHz to 100 kHz
GO sheet. (A and B) CV studies, (C) potentiodynamic polarization, (D)
.

RSC Adv., 2020, 10, 11426–11434 | 11429
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Fig. 4 Electrochemical studies of the epoxy and octylamine-deco-
rated GO-coatedmagnesium alloy immersed in 3.5%NaCl (A) Tafel, (B)
Nyquist, (C) impedance phase, (D) impedance frequency.

Table 1 Corrosion inhibition studies of epoxy and octylamine coated
magnesium alloy

S. no. �ECorr/mV �ICorr/mA h% RCt (U) Cdl (mF) h%

Epoxy 1.383 4.937 22 7.231
GO + OA 2.461 1.307 73 52 1.529 78
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frequencies to nd out the zero resistance. The semicircle
diameter was increased due to the increased hydrogen evolu-
tion. The charge transfer was increased at 970 U due to the alkyl
chain electron intercalation.40–42 As shown in Fig. 3E, the
impedance phase was increased due to the non-bonding elec-
tron intercalation of the GO carbonyl and carboxylate groups.
Six-membered pyridine ring electrons were delocalized within
Fig. 5 Epoxy-coated Mg alloy surface roughness (1) and octylamine-de

11430 | RSC Adv., 2020, 10, 11426–11434
the GO matrix. Furthermore, we studied hydrogen evolution
from 0.4 mV to 6 mV using the LSV technique. The LSV result
supported the observation that octylamine functionalized the
GO sheet, acting as an excellent 2D carbon material for
hydrogen evolution in conventional methods.
3.4. Corrosion inhibition studies

In Fig. 4a, the results of the potentiodynamic polarized studies
of the epoxy and octylamine (OA)-coated Mg alloys are shown.
The epoxy-coated Mg alloy corrosion current density was
increased by the effect of the increased chloride ion diffusion
rate. Furthermore, the alloy-pitting corrosion propagation was
increased by the poor epoxy coating adhesion efficiency. The
corrosion potential was decreased by the effect of the alloy
having localized corrosion. The epoxy coating physical
adsorption was poor. Due to this, the alloy was prone to
corrosion in a 3.5% NaCl environment. For the octylamine-
functionalized graphene oxide-coated magnesium, the corro-
sion current was decreased by the effect of the octylamine
hydrophobic surface and prevention of aggressive ion pene-
tration to the surface.43 Furthermore, the octylamine-coated
Mg alloy corrosion potential was increased by the long alkyl
chains blocking the corrosive ion diffusion to the coating. The
corrosion inhibition efficiency values are presented in Table 1.
In Fig. 4b, the impedance spectrum of the epoxy and
octylamine-decorated GO-coated Mg alloy is shown. The
conventional epoxy-coated Mg alloy was corroded due to the
poor physical adhesion of the epoxy coating on the Mg alloy.44

Furthermore, the Nyquist plot was decreased by the effect of
chloride ion diffusion to the traditional epoxy coating, and the
Cdl value was 7.231 mF. In Fig. 4c the impedance phase was
decreased, and in Fig. 4d the impedance frequency was also
suppressed because of the poor efficiency of the conventional
epoxy coating adhesion.

However, the octylamine-functionalized graphene oxide
impedance Nyquist plot showed an excellent physical barrier layer
on the Mg alloy surface. Furthermore, in Fig. 4c the impedance
phase angle was increased as compared with conventional epoxy
coating due to the strong physical adsorption on the alloy surface.
corated GO-coated Mg alloy roughness (2).

This journal is © The Royal Society of Chemistry 2020
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Fig. 6 FESEMmicrostructures of the epoxy and octylamine-functionalized GO-coated Mg alloys after immersion in the 3.5% NaCl environment
for 5 days (A) epoxy coated Mg alloy, (B) uniform oxide layer formed on surface, (C and D) alkyl amine functionalized GO coatedmagnesium alloy
surface.
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The in Fig. 4d impedance frequency was increased due to the
octylamine hydrophobic surface. The impedance values are pre-
sented in Table 1. From the electrochemical studies, the octyl-
amine showed excellent physical barrier layer formation on theMg
alloy surface in the 3.5% NaCl solution.
Fig. 7 Proposed octylamine functionalization of the GO matrix.
3.5. AFM alloy microstructure

Fig. 5 shows the topography of the epoxy and octylamine (OAC)-
functionalized graphene oxide-coated magnesium alloy in 3.5%
NaCl corrosion medium. The epoxy-coated Mg alloy propagated
pitting corrosion on the alloy surface due to the increased
corrosive ion diffusion to the epoxy coating. Fig. 5(1A) indicates
pitting propagation by attack of corrosive ions. Fig. 5(1B) shows
the results of investigation of the corrosive ion penetration to
different places of the alloy surface to explore the pitting size.
Fig. 5(1B and C) shows that the pitting size is increased due to
the heavy electrolyte chloride ions. Fig. 5(1D) indicates the
pitting size propagation. Fig. 5(1E and F) shows the pitting size
at around 0.8–0.9 mm due to the heavy electrolyte penetration to
the barrier coating. Furthermore, Fig. 5(2A) shows the
octylamine-functionalized GO-coated Mg alloy topography. It is
suggested that the pitting propagation was controlled by the
octylamine-functionalized GO sheet due to the highly hydro-
phobic surface.45 For the alkyl amine-functionalized GO-coated
Mg alloy surface, different areas for pitting propagation were
studied but no pitting initiation was found due to the hydro-
phobic surface. Fig. 5(2C and D) suggest that the pitting prop-
agation is controlled by the alkyl amine-functionalized GO
sheet. Fig. 5(2E and F) show the pitting size of different areas of
This journal is © The Royal Society of Chemistry 2020
the Mg alloy surface, indicating that the pitting initiation was
controlled by the long alkyl chain GO materials.
3.6. AZ13 Mg alloy microstructure

Fig. 6A shows the epoxy-coated Mg alloy microstructure
immersed in 3.5% NaCl solution aer 5 days. The results of
being harshly affected by the heavy chloride ion penetration to
the epoxy coating and damages of the grain boundary of the Mg
alloy can be seen. TheMg alloy surface looks like hills due to the
corrosive ion diffusion to the coating layer and damages at the
alloy grain boundary. Fig. 6B suggests that the alloy undergoes
RSC Adv., 2020, 10, 11426–11434 | 11431
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Fig. 8 Calculated structures of the GO model functionalized with
octylamine: neutral (a) and protonated (b). Distances are given in �A.
NBO charges are provided next to the atoms. The color code: brown
for C, white for H, red for O, and blue for N.
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uniform pitting corrosion by attack of the chloride ions.
Furthermore, the epoxy-coated alloy elemental mapping results
suggested that the oxygen concentration increased due to the
Mg alloy oxide layer formed by the corrosive ion reacting with
the Mg alloy surface.46 Hence, the elemental compositions were
also decreased due to the large epoxy pore size. The octylamine-
functionalized GO-coated Mg alloy surface controlled pitting
Fig. 9 Molecular orbitals of the GO model functionalized with neutral o

11432 | RSC Adv., 2020, 10, 11426–11434
initiation, as shown in Fig. 6C. The pitting propagation was
stopped by the alkyl amine-functionalized graphene oxide
hydrophobic surface. Fig. 6C shows pitting initiation healing by
the alkyl amine-functionalized GO on the Mg alloys.47–50

Furthermore, the elemental compositions suggested that the
oxygen concentration was less, as compared with the traditional
epoxy-coated Mg alloys. From the microstructure, we concluded
that the octylamine-functionalized GO materials have signi-
cant corrosion resistance in a 3.5% NaCl solution.
3.7. Mechanism of alkyl amine on GO matrix

Fig. 7 shows the octylamine covalent bond formation on GO.
The GO epoxy group was involved in a ring opening reaction,

and octylamine was deprotonated by the effect of the strong
base NaH.

The octylamine nucleophile reacted with epoxy to give water
as the leaving product, and form a new bond C]N– and then
the aminated graphene oxide sheet.45,46 The graphene oxide
epoxy functional groups stretching frequency.

Disappear, it indicates that –N]C new carbon bond formed
and conrmed by FTIR techniques.
3.8. Computational studies

In Fig. 9, the implicit water optimized structures of the
octylamine-functionalized GO model are given for the neutral (a)
and protonated (b) species, along with the calculated NBO
ctylamine (a) and protonated (b).

This journal is © The Royal Society of Chemistry 2020
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Table 2 Global reactivity parameters computed for the GOmodel functionalized with octylamine with implicit effects fromwater. Values in A.U.
(A) for the neutral structure, (B) for the protonated structure

HOMO LUMO DE I A c h s u DE

A �0.17336 �0.14492 0.02844 0.17336 0.14492 0.15914 0.01422 70.3235 0.89049 0.29537
B �0.20279 �0.15130 0.05149 0.20279 0.15130 0.17704 0.02575 38.835 0.60864 0.29330
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charges. Because only one layer of GO was used in the model, it
became somewhat distorted upon optimization, as expected. As
can be seen, upon protonation on the N]C group, the C(octyl-
amine)–N bond became elongated by ca. 0.011 �A, and the N–
C(graphene oxide) bond distance became elongated evenmore by
0.035 �A. However, the NBO analysis results show that, upon
protonation, the charges of the octylamine moiety remained
essentially the same, and only the charge on the carbon of GO to
which the N-atom was bound increased slightly by 0.04e. In
general, as can be seen from the NBO results, the octylamine
moiety atoms bore quite noticeable negative charges, �0.25 to
�0.68e. Thus, the octylamine-functionalized GO surface could
act as a nucleophilic agent and could interact with various
oxidizers in solution. In Fig. 8, four frontier orbitals of the
octylamine-functionalized GO model are given for the neutral (a)
and protonated (b) structures, HOMO and HOMO�1, and LUMO
and LUMO+1. Analysis of theMOs shows the following: (i) mostly
graphene oxide and N-atom of the octylamine contribute in the
frontier orbitals under consideration. (ii) The energy differences
between HOMO and HOMO�1 are relatively small, ca. 0.81–
1.33 eV. Thus, participation of these orbitals in (electro)chemical
processes can be considered possible. (iii) The HOMO–LUMO
gaps for the neutral and protonated systemswere calculated to be
relatively small, 0.028 and 0.051 Ha and or ca. 0.76 and 1.39 eV,
respectively, which means that the octylamine-functionalized GO
should be quite reactive in the solution media. (iv) For the
protonated structure, the MO energies were computed to be
lower than for the neutral structure due to the extra stabilization
of the cation MOs in the polar solvent. Also, the HOMO–LUMO
gap of the protonated structures was computed to be higher by
ca. 0.63 eV than that of the neutral structure, which might mean
that in general, the protonated species might be somewhat less
reactive towards oxidants in solution. (v) The computed global
hardness values of the two models were quite small, ca. 0.014–
0.026 A.U., and the global soness s values were quite noticeable
(see Table 2). This suggests that both neutral and protonated
systems would be highly reactive towards oxidizing agents
attacking the surface.47 This is also supported by the noticeably
small energy HOMO–LUMO gap value (DE) (Table 2). The small
calculated values of the global electronegativity (c) and electro-
philicity (u) also suggest a high potential reactivity of the octyl-
amine covalently functionalized GO towards the oxidizing
electrophilic agents.
4. Conclusions

The octylamine-functionalized GO materials have been shown
to work as a corrosion inhibition barrier on the Mg alloy
This journal is © The Royal Society of Chemistry 2020
surface. The spectroscopy results reveal that octylamine was
covalently connected with graphene oxide. The presence of the
graphitic carbon peak was conrmed by Raman spectroscopy.
The XRD results suggest the existence of alkyl amine function-
alized GO sheets. The electrochemical studies suggest that the
electrochemical stability increases with the increased potential.
Furthermore, the corrosion inhibition studies reveal that the
pitting corrosion was retarded for the octylamine-
functionalized GO-coated Mg alloy surface, as compared with
the traditional epoxy coating alloy surface. The AFM studies
suggest that the octylamine-functionalized GO-coated Mg alloy
has pitting corrosion propagation controlled. Microscopy
studies of the Mg alloy surface structure revealed the smooth
surface of the octylamine-coated Mg alloy. Computational
studies completely support the experimental results, suggesting
the high potential reactivity of the octylamine covalently func-
tionalized GO towards oxidizing electrophilic agents.
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